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Noted for its exterior recalling styling from the s, the PT Cruiser was designed by Bryan Nesbitt.
By the end of production in July , [5] worldwide production had reached 1. A convertible was
introduced for the model year. A Chrysler spokesperson said the last model was Stone White
and was destined for a U. The US version came standard with a 2. In addition to this standard
model, a 2. Chrysler sold over 10, PT Cruisers in Japan. Both the five-door hatchback and the
two-door convertible, and the GT turbo engine package were sold in Japan in right-hand drive
configurations. Japanese versions were manufactured at the Austrian factory and were
equipped very similarly to European specifications. From until , the PT Cruiser was used in the
city of Urayasu , Chiba Prefecture by the Maihama Resort Cab company to serve as a taxi in the
vicinity of Tokyo Disneyland because of its fun, retro appearance. Unfortunately, the PT Cruiser
wasn't built for the rigors of taxi service, and the fleet became expensive to maintain, with
eventual retirement in However, rather than being modern renditions of the original namesake
models, the PT Cruiser was a new design based on a compilation of design cues from the s and
s. Lutz , who was an executive at Chrysler at the time, Dr. Clotaire Rapaille , and Bryan Nesbitt.
The PT Cruiser was inspired by both of the previous-mentioned vehicles and had a high roof
that was very reminiscent of the Chevrolet Advance Design trucks. The introduction of the PT
Cruiser was described as "segment busting" in the marketplace. Crysler's Dieter Zetsche
described it as a continuing example of the automaker's innovation for new segments as well as
"demonstrates that you can have head-turning style, practicality, and value all in one package.
The reaction to the PT Cruiser, in general, was "people either loved them or hated them" while
for some owners the car inspired a "cult following. The GT model introduced in has a "2. The PT
Cruiser was updated for to include scalloped headlights, a revised grille no longer extending
below the "bumper", new lower front fascia which eliminated the patented brake cooling ducts,
and redesigned taillights as well as available round fog lamps. The changes reduced the "retro
vibe" that did not satisfy some customers as well as "exposing the main pitfall of retro design:
How do you update old? Interior updates included a revised interior with an updated dash with
an analog clock in the center stack. The audio system featured a line-in jack for MP3 players
integrated into the dash. Features such as satellite radio , a premium sound system by Boston
Acoustics with external amplifier and subwoofer , and UConnect hands-free Bluetooth for
compatible cell phones also became available in The turbocharged 2. A " Mopar " cruise control
unit became available as an aftermarket unit on models. Also in , Chrysler dealers were
permitted to order vehicles with separate options unbundled options from option packages
such as anti-lock brakes and Side Impact Airbags. Sirius Satellite Radio also became an option
that could be installed as a dealer option with a factory appearance i. It included a 2. Optional
features included leather seating surfaces, a power front driver's bucket seat, an engine block
heater, a power tilt-and-sliding sunroof, and heated dual front bucket seats. The only interior
color option was Pastel Slate Gray. The car received bad results in the frontal impact test 6 out
of 16 possible points. The height of the seats and side airbags helped to attain a maximum
score of 16 points in the side impact test. The low frontal scores are in part explained by the
cushioning near the knees, designed to protect unbelted occupants, which is not a factor in the
EU where passengers must wear seat belts. For , the Insurance Institute for Highway Safety
gave the PT Cruiser the highest rating of Good overall for occupant protection in frontal crashes
and the lowest overall rating of Poor for side crashes. The cylinder head was also different for
turbo engines, from naturally aspirated. The turbo version was used by both the PT Cruiser GT
and Dodge Neon SRT-4 with larger diameter valves and seats, exhaust valves made of Inconel,
improved cooling as well as larger oil drain back passages, and different camshafts. The PT
Cruiser Turbo engine package differs from the SRT-4 because the intake manifold, turbocharger
plumbing, and intercooler are different. Factory Flame package â€” Flame-inspired vinyl decals
of a 'tone-on-tone' type applied on the hood, front fenders, and front doors starting with models.
Four flame designs: fading orange-to-red on cars painted red, fading blue to cranberry flames
on cranberry finished cars, a dark silver that fades into bright silver on bright silver paint, and
fading deep magenta to black flames highlighted with a blue border on black cars. Woodie
package â€” Available on all Chrysler PT Cruiser models from to models, the simulated wood
panels were on the sides of the vehicle and on the rear hatch. The vinyl graphic featured a linear
Medium Oak woodgrain framed with Light Ash surround moldings. Exterior identification
included a 'Street Cruiser' badge with Solar Yellow accents on the liftgate and 'Route 66' badges
on the front doors. A total of 1, Route 66 models were produced in North America, with of those
equipped with 5-speed manual transmissions. It included "Sunset Crystal" paint accented with
various chrome body-trim pieces, deep-tint glass, inch chrome wheels with all-season touring
tires. The Dream Cruiser Series 5 production totaled 1, units for the US market during the model
year. The vehicle was announced in conjunction with the Woodward Dream Cruise. Based on
the Classic trim, the Sport version included a roof-mounted body-colored spoiler, inch alloy

wheels, PT Cruiser Sport badge, and exclusive graphite metallic paint. The PT Cruiser Sport was
available with a two-litre petrol engine. The Couture Edition featured a contrasting two-tone
paint scheme: black above the beltline and silver metallic on the bottom section, with a red
pinstripe dividing the two. The interior included Radar Red leather buckets dark gray leather
optional with black piping, a red or black shifter knob, and chrome appliques. Outside features
included inch chrome-clad wheels with chromed bodyside moldings and accents. Production
was limited to The rear interior space featured a full wood floor with bright skid strips and wood
bars along with the side quarter panels with cargo straps providing a multi-use cargo area.
From Wikipedia, the free encyclopedia. Motor vehicle. Gasoline : 1. This section does not cite
any sources. Please help improve this section by adding citations to reliable sources.
Unsourced material may be challenged and removed. December Learn how and when to remove
this template message. Retrieved 3 January Kelly Blue Book. Association of International
Automobile Manufacturers. Retrieved 4 January â€” via Google Books. Los Angeles Times.
Retrieved 31 August Detroit Free Press. Retrieved 16 February Archived from the original on 1
November Retrieved 14 December Retrieved December 11, Allpar com. Retrieved Retrieved 4
January The New York Times. Retrieved 21 November Veloce Publishing. Archived from the
original on Turbo Dodge. Retrieved 11 September Motor Trend. Retrieved 6 February The Auto
Channel. Car and Driver. January Archived from the original on 9 August Retrieved 3 December
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Front-engine, front-wheel-drive. Lancer Hatch. Valiant Lancer. Valiant Galant. Volare K. Valiant
Volare. Sebring 2-dr. LeBaron conv. Sebring conv. LeBaron GTS. LeBaron 4-dr. Sebring 4-dr.
Volare E. New Yorker. Fifth Avenue. Valiant Charger. Grand Voyager. Personal luxury. Hurst
Coupe utility. Cars The Chrysler PT Cruiser has either a 4-cylinder or 6-cylinder engine. The
process for removing both engines will be the same. Removing the engine from a Chrysler PT
Cruiser is a complicated job that will take the proper knowledge and tools to complete without
damaging the engine, engine components or the engine compartment. To remove the engine
from the engine compartment, you will need to disconnect the transmission from the engine
and everything else that is connected to the engine, and remove some of the engine
components around the engine. You will also need to remove the motor mounts that secure the
engine to the frame, and the radiator will need to be drained into a bucket and pulled out of the
engine compartment. Make sure that the PT Cruiser's engine is completely cooled off before
you start to work. Open the PT Cruiser's hood and place the drain bucket under the radiator.
Remove the hose that is going from the radiator to the PT Cruiser's engine using a screwdriver
to unscrew the securing clamp on the hose. Allow the radiator to completely drain into the drain
bucket. Remove the bolts that are securing the radiator to the engine compartment wall using
the ratchet set. Pull the PT Cruiser's radiator off of the frame and out of the engine
compartment. Place the radiator's securing bolts in a Ziplock bag and label the bag "Radiator
Bolts. Remove the bolts that are securing the PT Cruiser's air conditioning compressor to the
engine using the ratchet set. Place the securing bolts into a Ziplock bag and label the bag "AC
Bolts. Loosen all of the electric wires and remove the wires from the engine using a wrench. Get
under the PT Cruiser and remove the securing bolts that are connecting the exhaust manifold to
the transmission using the ratchet set. Place the exhaust manifold bolts into another Ziplock
bag and label that bag "Exhaust Manifold Bolts. Remove the securing bolts that are connecting
the transmission to the engine using the ratchet set. Place the transmission securing bolts into
another Ziplock back and label that bag "Transmission Bolts. Remove the motor mounts
securing the engine to the frame of the PT Cruiser using the ratchet set. Place the motor mounts
and the motor mount bolts into another Ziplock bag and label that bag "Motor Mounts and
Bolts. Place the engine hoist in front of the PT Cruiser. Connect the engine hoist chain to the PT
Cruiser's motor mount fittings on both sides of the engine using two bolts. Connect the chain to
the engine hoist. Use the engine hoist to lift the PT Cruiser's engine out of the engine
compartment. Living in Tucson, Ariz. Step 2 Open the PT Cruiser's hood and place the drain
bucket under the radiator. Step 3 Remove the bolts that are securing the radiator to the engine
compartment wall using the ratchet set. Step 4 Remove the bolts that are securing the PT
Cruiser's air conditioning compressor to the engine using the ratchet set. Step 5 Remove the
securing bolts that are connecting the transmission to the engine using the ratchet set. Step 6
Remove the motor mounts securing the engine to the frame of the PT Cruiser using the ratchet

set. The car is crying out for more power, it is altogether a great package, and really stands out
but most engines are lacking the shove a car that looks this good is crying out for. The PT
Cruiser is a great car modification project to take up your weekends. With the right mods your
PT Cruiser can be transformed into an awesome motor. Don't waste money, do your homework
and follow our unbiased guides to each performance upgrade so you don't waste your money. If
you set the toe out to 0. Drop the car by as much as 24mm - 42 mm. Sadly with smaller engine
sizes you are wasting your time spending money on modifications, so if this applies to you get
yourself an engine swap then apply the following mods. These are the tuning parts are usually
carried out by our members, decide how far you wish to go in your tuning project before you get
started. Getting the best modified mods for your planned usage of the car is essential. Stage 3
motor sport parts just won't work well on the road hard to control in slow traffic. You should
keep as much low end power as possible and aim to achieve a wide power band across the rev
range rather than a narrow top end power spike. In this article we shall give a little insight into
the world to the best mods for your car, but we'd encourage you to spend some time on the site
looking into the details of each type of performance upgrade. A fast road camshaft is widely
accepted as one of the best NASP power mods you can do from a single upgrade to your
engine. You'd need to follow a camshaft upgrade with other mods and finish with a performance
chip to fully realise your gains. You will need to ensure that the engine is not starved of fuel so
will need to increase the fuelling. Most power losses, flat spots and erratic idling after
motorsport modifications are done can usually be traced to timing or fuel delivery issues. To
get sufficient fuel you may need to improve the injectors on your engine. A fuel pump will only
deliver a finite amount of fuel, so you may need to uprate this if your injectors are demanding
more fuel. Derestricting the air feed into the engine is a primary goal of performance tuning so
get a better flowing air filter if you find that the car is running lean. Induction kits can sound fun
but due to the warm air in the engine bay they will not do much to increase power and usually
rob you of power. Do not go with the widest exhaust you can buy this will reduce the exhaust
flow rate - the best exhausts for power gains are usually between 1. It is the shape and material
more than the bore size. Airflow through the head can be dramatically increased with some
professional polishing and ported. These should match and be setup to take into account any
other engine mods. The best mods in our opinion for your PT Cruiser are a remap especially on
a turbo, a fast road camshaft and sports exhaust, with a good air intake. NASP engines do not
achieve big power gains if you remap them, unless you have done extensive modifications. With
turbocharged engines this is another story. Adding forced induction will see big power gains
but this is usually too expensive to be cost effective. It is more challenging to map a turbo as
the boost builds exponentially with rpm. It is easier to map a supercharger because the boost is
proportional to engine speed on a linear curve. The benefits of alloys include lowering your
unsprung weight and better brake cooling. Don't forget that your choice of rubber greatly
affects your cars grip and handling. It is not worth compromising performance with cheap tyres
when you can buy directional tread pattern performance tires. It is worth noting that although
they can look cool on the PT Cruiser big alloy wheels will actually decrease your performance.
The larger you go the lower your acceleration will be - this to the change in your effective final
drive ratio. Due to this fact we would advise sticking to a maximum wheel size of 18 inches,
although we know some of our members have installed larger rims with no problems. Please
help us improve these tips by sending us your feedback in the comments box below. We love to
hear what our visitors have got up to and which mods work best for them on each model of car.
Comments are used to improve the accuracy of these articles which are continually updated.
Please share this page with your friends on :. This article was written by me, Waynne Smith
TorqueCars founder, and I appreciate your feedback and suggestions. This entry was filed
under Chrysler. You can leave a response below or join our forum to discuss this article and car
modification in detail with our members. If you liked this page please share it with your friends,
drop a link to it in your favourite forum or use the bookmarking options to save it to your social
media profile. Feedback Please use our forums if you wish to ask a tuning question , and please
note we do not sell parts or services, we are just an online magazine. Name required. Mail not
published required. Your Constructive comments on this article. Join our forum today and
benefit from over , posts on tuning styling and friendly car banter. You will also have full access
to the modifed car gallery, project car updates and exclusive member only areas. All car owners
of all ages and from all countries are welcome. Sign up now!!! Fitting Strut Braces and how to
install a strut brace Read more Exhaust Wraps Ceramic exhaust coatings and exhaust wrap
Read more Tips and how to respray: Respraying a car Read more Suicide Doors Suicide doors
Read more Review of car related news and developments. Read more This site uses cookies:
Your use of this site implies acceptance of these,you can disable cookies read more. Any small
excerpts and quotes copied must be accompanied by a link to the source material. We detect all

unauthorised copyright material taken from our site the moment it is picked up by the search
engines using pattern matching tools. Use of this site: Please treat the information on this site
as purely speculative. Our content is protected by CopyScape. We accept no responsibility for
damage caused due to following a recommendation made on this site or in the forum. It is your
responsibility to check and verify any car tuning tip, car styling tip or other articles content with
a qualified mechanic before undertaking work or following instructions. Something suitable for
one model of car may be completely unsuitable for another - so we can only give generic theory.
Please drive sensibly we do not endorse speeding or racing on the public highway or driving
recklessly or in a manner than could endanger life or property. Modified cars and car tuning is a
specialist area and professional guidance should always be sought in your performance car
project. Save racing for the track and keep the roads safe. Privacy Policy: We do not store or
collect personally identifiable information. Cookies are used to track visitor behaviour enabling
us to monitor and optimise the effectiveness of our content, and to remember your preferences
and settings on this site. Our advertising partners may also use cookies in accordance with
their respective privacy policies to provide adverts of most interest to you based on sites you
visit and search terms and collate interest based statistics to do so. To read more on this and
how to opt out click here All information held by us is kept secure and confidential and will not
be divulged to others. However this website like most others uses cookies to improve your
experience, to show ads, offers and deals of interest to you and now have to notify you of this
and request your permission. The cookies we need to use, for example we need to see which
pages people find useful in our analytics cookies, we also need to remember your choices
preferences and settings and make sure we don't show too many of the same adverts. We won't
know who you are personally or be able to track you after your visit to our site. See adverts
offers and special deals of interest to you by allowing our trusted Google advertisers to use
targeted interest based advertising cookies. Top end power should be your overall aim with a
nice fat wide peak torque band. With our tips your PT Cruiser can become an awesome
performer and yet still reliable daily driver. Help us improve, leave a suggestion or tip Click here
to cancel reply. More articles in: Chrysler Hemi Tuning 5. Member Benefits Join our forum today
and benefit from over , posts on tuning styling and friendly car banter. Cookie Privacy Notice:
Don't Worry! That's Ok Privacy policy : Choose which cookies to accept here Settings. Close
We are very selective over cookie usage and have restricted permissions, you may choose to
see personalised adverts, offers and deals by giving permission to set non essential cookies
below. Necessary Always Enabled. Non-necessary Non-necessary. Enter the car make and car
model for which you want to see an overview of engine codes. In the overview, you will then get
a list of the engine codes with the years of construction and engine capacity. If there is a match
with other car makes and car models, these will also be shown in the overview. The engine code
finder is meant to help you find your own engine code based on the examples given by us, and
is strictly informative. For many car parts, such as engines and cylinder heads , it is important
that you specify the correct motor code on your request. The engine code is usually stamped
somewhere into the engine block. You can search our database for engine codes which have
been specified with requests in the past. There might just be a match which will help you find
the engine code of your own vehicle. Then submit your car parts request or find car parts in the
online stock using the correct engine code. Toggle navigation menu. Javascript support is
deactivated in your browser. This may cause inconvenience while using this web page. Submit
Engine code 20L request. Search Engine code 20L stock. Submit Engine code 30 request.
Search Engine code 30 stock. Submit Engine code request. Search Engine code stock. Submit
Engine code ECC request. Search Engine code ECC stock. Submit Engine code EDZ request.
Search Engine code EDZ stock. Info For many car parts, such as engines and cylinder heads , it
is important that you specify the correct motor code on your request. Found engine code? Do
you not want to allow all types of cookies? Then choose Adjust settings. Or view more
information. Accept cookies. Privacy level Normal. Chrysler Neon. Ford Mondeo. Chrysler Le
Baron. Chrysler Voyager. Mercedes - BMW 3-Serie. BMW 5-Serie. Peugeot BMW 7-Serie.
Mercedes A-Klasse. Mercedes B-Klasse. Mercedes C-Klasse. Mercedes E-Klasse. Jeep Grand
Cherokee. Renault Kangoo. Nissan Micra. Mercedes ML-Klasse. Mercedes S-Klasse. Mercedes
Sprinter. Mercedes Vito. BMW X5. Audi A4. Dodge RAM. Dodge Ram Van. The Chrysler 1. These
engines were loosely based on their predecessors, the Chrysler 2. Beginning in , these engines
were phased out in favor of the new World engine built by the Global Engine Manufacturing
Alliance joint-venture. The 2. The 1. The EBD is a 1. The engine features a cast iron block , and
pistons with shallow crowns to save weight. The block uses a bedplate featuring a perimeter
wall with transverse webbings for durability and quiet operation at high engine speeds. The
pistons are attached to fracture-split forged, powdered metal connecting rods using
semi-floating press-fit pins. A gerotor oil pump is driven directly from the crankshaft on the

front of the engine. A timing belt is used to drive the valvetrain. Early production 2. The water
pump is driven from the timing belt, with the water pump housing cast partially into the engine
block itself. The positive crankcase ventilation PCV system utilized a plastic oil separator box
that was vented directly to the block itself; the breather hose and PCV valve hoses attached to
the box, and connected to the induction system. Later engines featured a PCV system that was
molded to the cylinder head valve cover. The second feature was internal in nature - the
crankshaft main bearings were keyed into the bedplate on the right rear of each transverse web.
Later model years featured keys machined on the right front of each web. The third feature
would be a slightly bigger camshaft profile that was changed on and up SOHC vehicles due to a
rough idle when the air conditioning was on. A crankshaft tone wheel was present between
number 1 and number 2 connecting rod pins, and was machined such that a Hall-effect
magnetic pickup mounted to the engine block could read the crankshaft's position as it rotates.
The tone wheel was re-engineered to attach to the crankshaft using three bolts, had a tone
pattern substantially different from previous engines, and was moved to the rear of the
crankshaft. For this reason, these engines are generally not interchangeable between the and
prior and and newer model years. Up to late , this engine type suffered from oil leaks and head
gasket failures between the block and cylinder head. Chrysler Corporation used several
different designs of composite material head gaskets in an attempt to solve this problem. The
cause of the problem was found to be one head bolt hole that was drilled too shallow at the
factory, meaning the head bolt bottomed out and could never seal properly. In , a thicker,
multi-layer steel head gasket was introduced that eliminated this problem. When equipped with
the newer crank wheel for the new NGC engine computer, the A version cannot be directly
transplanted into a vehicle originally equipped with the earlier style engine using an SBEC
Single Board Engine Controller. It has an aluminum SOHC cylinder head. It uses a reinforced
plastic intake manifold although a few of the and engines received an aluminum intake manifold
due to a shortage of the plastic parts. They were painted black, but it's easy to see the casting
marks and prints on the manifold. The aluminum version is prized among enthusiasts as it's
easy to port and polish for improved airflow characteristics. Chief differences between this
version and the A include a cast aluminum SOHC cylinder head that more easily passes exhaust
gases than the base engine, a camshaft that is optimized for higher engine speeds, a factory
welded exhaust short-tube header instead of a cast exhaust manifold, and a two-piece intake
manifold. This manifold features unequal-length intake runners that are switched by an electric
actuator that controls butterfly-type valves in the shorter intake runners. It has a cast iron
engine block and aluminum DOHC cylinder head. It uses Sequential fuel injection , has 4 valves
per cylinder with roller rocker arms and features fracture-split forged powder metal connecting
rods , a one-piece cast camshaft, and an aluminum intake manifold. The A used in the
Dodge-designed chassis, such as the Dodge Avenger and Mitsubishi Eclipse , have intake ports
facing the rear of the vehicle. Most other specifications are identical, however, and even some
head components such as the valve cover are compatible. The Neon itself never carried a
naturally aspirated 2. The code for this engine was EDZ. The first 2. The SRT-4 performance
variant utilized a 2. This engine, code A, has a cast iron partially open deck block and split
crankcase. It uses an 8. The cylinder head is cast aluminum, with the cylinder heads being a
degree pent-roof design with a partial cloverleaf between the intake valves. The valves are
actuated by hydraulically adjusted rocker arms with roller cam followers. The intake manifold,
reverse-rotation turbocharger, jet oil coolers, oil pump, manual transmission, special ecu
tuning, intercooler size, and weight are the only differences between those cars. The
turbocharger compressor housing features a built-in bypass valve, and the turbo housing is
cast into the exhaust manifold with a loop-around flow pattern. But, varies boost level based on
knock sensor readings. Higher octane fuel results in less knock and higher boost levels. From
Wikipedia, the free encyclopedia. This article needs additional citations for verification. Please
help improve this article by adding citations to reliable sources. Unsourced material may be
challenged and removed. Motor vehicle engine. DOHC 4 valves x cyl. SOHC 4 valves x cyl. AMC
straight-4 engine Chrysler 2. This section may be too technical for most readers to understand.
Please help improve it to make it understandable to non-experts , without removing the
technical details. December Learn how and when to remove this template message. High
Performance Mopar. Categories : Chrysler engines. Hidden categories: Articles needing
additional references from December All articles needing additional references Articles with
short description Short description matches Wikidata Wikipedia articles that are too technical
from December All articles that are too technical. Namespaces Article Talk. Views Read Edit
View history. Help Learn to edit Community portal Recent changes Upload file. Download as
PDF Printable version. Add links. Sequential MPFI. Chrysler World engine. Popular searches. My
notifications My Account. More about the PT Cruiser. Overview Overview Most Popular. Starting

MSRP. Drivetrain Drivetrain Drive type Front wheel drive Transmission 5-speed manual. Fuel
tank capacity 15 gal. Engine Engine Torque lb-ft rpm Base engine size 2. Power Feature Power
Feature 1 one-touch power windows yes Heated mirrors yes. Instrumentation Instrumentation
low fuel level warning yes clock yes tachometer yes. Front leg room Front hip room 54 in. Rear
hip Room Rear leg room Rear shoulder room Dimensions Dimensions Front track Maximum
cargo capacity 19 cu. Curb weight lbs. Cargo capacity, all seats in place 19 cu. Drag Coefficient.
Maximum payload lbs. Length Maximum towing capacity lbs. Ground clearance 6. Height 63 in.
EPA interior volume Wheel base in. Width Rear track Sponsored cars related to the PT Cruiser.
Suspension Suspension multi-link rear suspension yes front independent suspension yes
MacPherson strut front suspension yes. Warranty Warranty Basic 3 yr. Drivetrain 7 yr. Rust 5 yr.
Roadside 3 yr. Sign Up. See PT Cruiser Inventory. Oxygen sensors play a vital role in both
engine management and emissions control. Your PT Cruiser can exhibit symptoms when the
Oxygen sensor has gone bad. Or, it may exhibit none at all. Often enough, the only sign of the
problem at all is the service engine soon light being on. Most of the time, the check engine light
will come on. The trouble codes associated with the OBDII scan will reveal which sensor is at
fault and why it is bad at least what the computer thinks is wrong. It is very rare for there to be a
problem with an oxygen sensor, and not have the check engine light come on. More often than
not, when an oxygen sensor in your PT Cruiser goes bad, it will throw a diagnostic trouble code.
There are many oxygen sensor related codes. For instance, an oxygen sensor at bank 1 â€”
sensor 1 would be:. A bad oxygen sensor can affect the mixture greatly. There could also
potentially be raw fuel that enters the exhaust. This fuel can hurt the catalytic converter. One of
the most common symptoms that an oxygen sensor has gone bad is exhaust that does not
smell good. This is especially true if the mixture ends up too lean. While a rough running engine
can be a sign of a bad oxygen sensor, it is often a sign of a misfire as well. Without a check
engine light, it can be tough to lock down exactly what would cause the vehicle to fail, but
oxygen sensors are one of the more common causes. It is smart to use a scan tool to determine
whether or not there is an OBDII trouble code associated with any of the sensors. Good luck
diagnosing your PT Cruiser! This means that you need to look up the firing order for your
particular model year and engine. Bad Smelling Exhaust One of the most common symptoms
that an oxygen sensor has gone bad is exhaust that does not smell good. The compact PT
Cruiser is a retro-style wagon or convertible produced by American automaker Chrysler. The PT
Cruiser debuted in , with the convertible version arriving in Both body styles have been
available in several variations and trim levels. Despite a generally good reputation for safety and
reliability, the PT Cruiser has become known for several recurring problems that owners and
potential buyers should be aware of. Some of the most common problems with the PT Cruiser
involve the vehicle's engine. The PT Cruiser's 4-cylinder engine, shared with several other
Chrysler vehicles, is sometimes known to burn oil and may need more added on a regular basis
in order to operate smoothly. In other cases rough idling or a faulty "check engine" warning
light may occur. Stalling and difficulty starting are other common PT Cruiser engine complaints.
While some of these issues may be covered under an extended powertrain warranty, engine
repairs on older vehicles can be costly. Another series of common PT Cruiser problems center
upon the electrical system. Many of these involve the PT Cruiser's ignition, with some owners
citing cases where the car will not start. Other electrical problems have concerned the
dashboard instruments, with brake warning lights that remain lit and radio malfunctions.
Electrical accessories including fog lights and power automatic windows and door locks may
also be prone to failure. Throughout its production the PT Cruiser has been the subject of
several recalls by Chrysler due to known mechanical issues. A recall impacting nearly 7,
vehicles was intended to replace faulty ball joints. In , more than , Chrysler vehicles were
recalled because of the positioning of a power steering hose that could result in a power
steering fluid leak. Another recall dealt with a known issue involving the anti-lock brakes on just
over PT Cruisers. Some PT Cruiser models have also been recalled due to specific problems
with safety equipment. In more than 16, vehicles were recalled because of visibility problems
with some turn signals. Some 38, vehicles were part of a recall intended to correct glass
windows that had been attached using inferior parts and were at risk of detaching from the
vehicle while driving. A recall was enacted that did not involve any repairs to the PT Cruiser;
rather, a misprint in the owners manual that listed an improper procedure for anchoring a child
seat was corrected with new documentation sent to owners. Another group of problems with
the PT Cruiser involve general shortcomings. Owners voiced some complaints about the
vehicle's power until a turbocharged engine was offered on some models starting in With the
exception of a convertible model, modifications to the PT Cruiser have been few and far
between, leading come automotive critics to bemoan the lack of modern styling. Mechanical
Recalls Throughout its production the PT Cruiser has been the subject of several recalls by

Chrysler due to known mechanical issues. Safety Recalls Some PT Cruiser models have also
been recalled due to specific problems with safety equipment. References PT Cruiser Problems.
So how do you find out what problems are occurring? Any duplicates or errors? It's not us.
Don't waste your time wasting ours! If you are interested in advertising a for-profit service,
contact us. Find something helpful? Spread the word. Share on Facebook Retweet this page
Email this page. Add Complaint. My check engine light goes off and on. Crankshaft and
camshaft sensors were reading as the issue according to the odometer code system.. My
battery terminal seems to be weak possibly having shortage moments from time to time. My
vehichle will pull one way or the other. My breaks feel like there going to give out or are brand
knew. My vehichle makes a noise as if the front cv axels or ball joints need to be greased. My
wiring and engine is my main concern. My ac doesn't work my radiator seal has been replaced
my car will make a guzzling noice due to the coolant. The list goes on. I bought my vehichle
approx. The issues have progressed over the past month. Engine cradle, or front subframe, is
rusted to the point I've stopped driving the car. I'm in the process of finding a replacement but
Chrysler no longer makes the part! The problem is on the front passenger side. I understand
from reading articles, many other pts have this same problem. For years, I have tried to prime
and spray oil on the part to extend it's life. Time has come Ok this is the 10th complaint filed on
this vehicle both by myself and mechanics who have worked on it in last 6 months. My vehicle
caught fire beside my house this morning at 6am. Nobody in car and the only thing that alerted
me was when my dogs went out and were barking like crazy. I will have the fire investigator
report on Monday or Tuesday. I suggest Chrysler who has all the same complaints as you do
pay attention when you are told a car is unsafe. I could have lost everything this morning so
Chrysler better be glad was just car. I am still shaking and I am a single disabled mom thank
god fire department got here when they did. I want answers! Search CarComplaints. The car is a
with , miles on it and I have already put new tires on it and battery and had all these repairs
done trying to save the car because I am a single mom on disability maybe since Chrysler is
under investigation for injuries and deaths not being reported you can add me because I was
burned during the fire trying to put out. I have made my payments and paid full coverage
insurance for 6 months while all this has been going on and only was able to drive car for a
month. The vehicle is at Chrysler Dodge in columbia, tn and phone number is I have 9 tow bills
and nobody cares that me or my son could have lost our lives! The motor mount needs to be
replaced for the 3rd time! Subframe cradle failure with crack through mounting. Dealer says
"seen before" not under recall or investigation. Repair shop "has seen several with similar
failure" some have resulted in suspension failure and accidents. While parked at a gas station,
the vehicle overheated and the contact noticed coolant bubbling on the reservoir. The contact
also stated that the cooling fan was not activating. The dealer stated that piston number two
failed. The manufacturer was notified of the failure. The VIN was invalid. The approximate failure
mileage was 91, I have had nothing but problems and I can't afford anymore on this car this is
like a brand new car with such low miles I can't get to therapy, doctor's appointments and when
you go on all these sights it is the same report overheating for model tears I have had to take
out a loan to have a radiator installed, sensor for fan, thermostat, fan, hoses and it still
overheats and now being told that it is a cracked head gasket now tell me how the couple of
times it did overheat and was immediately turned off and towed it got into this bad of shape and
why so many cruisers have the overheating problems? I am a single mom on disability with no
other income and now have to make payments on a car I can't drive. I even as soon as got car
had the timing belt changed and whatever else needed for near future just so didn't have that
expense later on. I have a son who will graduate next year only car we have and now he can't go
to college! As I was driving down the highway my car started to overheat so I pulled over and let
it cool down. After adding more coolant to it I started to drive it home only to have it start to
overheat again, so parked it at a nearby school and left it over night. Upon getting it the next
morning it started right up and I drove it home, when I went to go start it again it wouldn't start.
After calling my mechanic and having him look at it he informed me that there was water in the
exhaust and I would have to get a new motor. After reading all the complaints on here for the
same or similar thing, it makes me wonder why there hasn't been a recall on these systems in
this particular car? Vehicle pulled out of business complex turn in left about a car lengths away
from me when he pulled out.. No air bags deployed. Driving at 35mph. Suddenly the engine shut
off. I stopped at the first red light. The car would not re-start. It began to crank but would never
turn the engine over. Checked the oil stick and there was no zero oil on the stick. We added 4
quarts of oil. The oil did not leak out of the car. We let the engine cool and tried to start the car.
It would not start, it cranked again but didn't turn over. I had the car towed to the mechanic
shop. The ignition key does not stay in when the engine is running. The mechanic who worked
on the car in October said he has replaced several ignition switches in this model car. Could it

have been manufactured by the same company as those involved in the GM recall? Car has
been overheating when ac is put on. Overheating while idling sometimes. It's not head gasket or
heads according to 2 shops. I called Chrysler, they said no complaints about cooling system
have ever been reported. I filed a complaint. Shops have changed everything and can not find
the problem. Check engine light stays on even after everything has
gm small block firing order
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been replaced. There should be a recall!! Consumer writes in regards to no instrument panel
illumination, fuel and oil leaks, brake warning lights comes when applying brakes, inoperative
windshield wiper switch. The consumer stated the instrument panel was completely dark and he
was unable to see the gauges at night. The contact stated that the heater had become
inoperable. The vehicle was taken to a mechanic who ran a diagnostic test and advised the
contact that the head gasket, timing belt and water pump needed to be replaced. The
manufacturer was notified and the contact filed a complaint. No other assistance was provided.
The vehicle was not repaired. The failure mileage was unknown. Caused engine to over heat.
Causing the engine to spray boiling water from the water overflow tank back on to the
windshield. Car had right at 32, miles on it. The spraying water and steam could have caused
the driver to lose control and crash. Not what you are looking for? Search for something else:.

