06 f350 powerstroke

A majority of all used US imports have either been in accidents, been stolen, been flooded,
salvaged and rebuilt and shipped to Europe or are subject to open recalls. For 30 years,
CARFAX has been collecting data on US vehicles from thousands of sources and has helped
millions of used car shoppers reduce their risk of getting stuck with a vehicle that has costly
hidden problems. For more than 30 years, CARFAX has been helping millions of used car
shoppers make better purchase decisions and avoid expensive hidden problems. In addition,
CARFAX has helped used car dealers around the world to build trust with their customers and
sell their American cars with confidence. With more than 14 billion records, CARFAX has built
up its database with the help of its partners and sources, including government offices, law
enforcement agencies, service and repair shops, car dealerships, insurance companies and
many more. In addition to publicly available information, CARFAX has collected information
from many independent reliable sources. Thanks for the service, the price was absolutely worth.
Immediately to the Internet, paid with credit card and in 10 minutes I had the report. Vehicle
imported from California to Lithuania. For some weeks "Babs" is now with us and we have a lot
of fun with the car. Buying Used American Cars? Search by VIN. Instant Access. We offer you
unique vehicle history to help you make better purchase decisions. Trusted by millions of
users. Worldwide market leader. The most popular blog articles How to detect mileage rollback?
Mileage rollback is one of the most occurring types of fraud in the selling process of used cars.
However, there are ways to detect mileage fraud. Even though odometer fraud is difficult to
detect for the untrained eye, it is not an impossible task. Import a car from the USA. There are a
few advantages to buying a American used car. Check the Service History of a Car. How
important is the service history of a car? CARFAX takes a look at these questions and explains
the importance of the service history of a car, as well as where you can find the complete
history of service records. Make a VIN Search. Power Stroke is the name used by a family of
diesel engines for trucks produced by Ford Motor Company and Navistar International until for
Ford products since The name was also used for a diesel engine used in South American
production of the Ford Ranger. From , the Power Stroke engine family existed as a re-branding
of engines produced by Navistar International, sharing engines with its medium-duty truck
lines. Since the introduction of the 6. The first engine to bear the Power Stroke name, the 7.
Introduced in as the replacement for the 7. The Power Stroke is an electronically controlled,
direct injection engine with a 4. It has a The It ran a high pressure oil pump HPOP to create the
necessary oil pressure to fire the fuel injectors. The trucks use a two-stage cam-driven fuel
pump, whereas the trucks use a frame rail mounted electric fuel pump. The trucks also had a
deadhead fuel system and a "long lead" injector in cyl. Single-shot injectors only inject one
charge of fuel per cycle, whereas the split-shot injector releases a preliminary light load before
the main charge to initiate combustion in a more damped manner. This "pre-injection" helps
reduce the sharp combustion 'knock' as well as lower NO x emissions by creating a more
complete burn. The ' In , an air-to-air intercooler was added to cool the charged air from the
turbo for increased air density. With the new cooler, denser air would increase the horsepower
potential of the engine, while also reducing exhaust gas temperatures EGT. The turbine housing
was changed to a. Despite being regarded as one of the most reliable diesel engines ever put in
a light duty truck, [ citation needed ] the 7. A common failure point was the CPS camshaft
position sensor. The failure of this sensor would create a no start condition or would shut the
truck off mid operation. The easiest way to diagnose a failed CPS is through movement of the
tachometer when cranking. If the tachometer does not move, the CPS is most likely bad. The
filter housing tends to develop cracks in the aluminum housing and leaks fuel. The heating
element contained in the filter housing also can short out, blowing a fuse and causing a no start
condition. The turbocharger up-pipes are a large failure point, with the pipes leaking from many
different points but mainly from the joints. Leaking of the up-pipes causes the engine to lose
boost and cause EGT's to increase. The EBPV exhaust back-pressure valve was also prone to
failure. Most of the issues that came out of these motors were electrical due to poor electrical
connections. The UVCH under valve cover harness was prone to losing contact with either glow
plugs or injectors which caused rough starts or a misfire depending on the year. Some early
models were sold off the lot without a catalytic converter as emissions didn't quite affect the
diesel industry too much yet. The 7. The 6. The engine has a 3. Many 6. The oil cooler is located
in the valley of the engine block, underneath the cartridge oil filter set up. The sealed outer
portion of the oil cooler is submerged in engine oil, with coolant flowing through the center
passages. Over time, the coolant side of oil cooler would plug up with sediment. This would
reduce the flow of coolant through the oil cooler and cause higher oil temperatures. This
sediment would also reduce the flow of coolant through the EGR cooler resulting in premature
failure due to thermal expansion fatiguing the heat exchanging core. The early EGR coolers The
HPOP is located in the engine valley at the rear of the engine block. Early build years This is due

to the poor quality materials used in manufacturing. The HPOP is pressurized by a rotating gear,
meshed with a rear camshaft gear. The early model HPOP gears were known to be weak, and
develop stress cracks in the teeth resulting in gear failure, thus causing a no start issue for the
engine. The high amount of heat in this location, combined with the exposure to debris in the oil
was known to cause ICP sensor failure also resulting in a no start condition. This issue was
addressed by Ford with the late engine update, bringing a new HPOP design, along with
relocation of the ICP sensor to the Passenger side valve cover. The newly designed pump is not
known for frequent failure, however a new issue arose with the update. These o-rings were
prone to failure causing a HPO leak, and eventually a no start condition. Ford addressed this
concern with updated Viton o-ring washers fixing the issue. Some models had issue with the
prongs of the STC fitting breaking causing the fitting to lose its sealing property and again, a no
start condition for the engine. The IPR screen is located in the engine valley with the oil cooler.
The material used was susceptible to failure and neglecting to replace the screen during an oil
cooler replacement could lead to the debris being sent through the HPOP causing complete
failure. If the HPOP does not fail another common failure point is the IPR that, if contaminated
by debris, will not be able to seal completely and will then "bleed off" oil pressure causing a no
start condition. TTY bolts offer some of the most precise clamping force available but can be
problematic. This has never been addressed by Ford due to the fact that other malfunctions or
abuse must occur to stretch the bolts. Some in the aftermarket will replace the factory bolts with
head studs in an attempt to protect the head gaskets from future failure. If this is done without
addressing the underlying issue, the head gaskets may fail again bringing along a cracked or
warped cylinder head. In contrast, the Powerstroke 7. Numerous PCM recalibrations, attempts
to "detune" the engine, fuel injector stiction caused by lack of maintenance and proper oil
changes along with several other driveability and quality control problems have plagued the 6.
The FICM fuel injection control module has been a problem, where low voltage in the vehicle's
electrical system due to failing batteries or a low-output alternator can cause damage to the
FICM. In addition, the placement of the FICM on top of the engine subjects it to varying and
extreme temperatures and vibrations causing solder joints and components to fail in early build
models; mostly in the power supply itself. The FICM multiplies the voltage in the fuel injector
circuit from 12 to volts to fire the injectors. Low voltage can eventually cause damage to the fuel
injectors. It was the first engine introduced to the light truck market that utilized dual
turbochargers from the factory. This was the first Power Stroke to use a diesel particulate filter
DPF in order to nearly eliminate particulate emissions. The new DPS and active regeneration
system greatly hindered the engine's fuel economy capability, though the engine proved to be
comparatively strong and reliable. The engine was ultimately retired after the model year, as
Ford replaced it with its own in-house built 6. Horsepower and torque are achieved at 3, rpm and
2, rpm respectively. It also features a compound VGT turbo system. Air enters the low-pressure
turbo the larger of the two and is fed into the high-pressure turbo the smaller of the two , then is
directed into the engine or intercooler. This system is designed to result in reduced turbo lag
when accelerating from a stop. The series-turbo system is set up to provide a better throttle
response while in motion to give a power flow more like a naturally aspirated engine. The DPF
traps soot and particulates from the exhaust and virtually eliminates the black smoke that most
diesel engines expel upon acceleration. The engine computer is programmed to periodically
inject extra fuel in the exhaust stroke of the engine known as a "regeneration" in the F-Series to
burn off soot that accumulates in the DPF. This engine is designed to only run on ultra low
sulfur diesel ULSD fuel which has no more than 15 ppm sulfur content; using regular diesel fuel
results in emission equipment malfunctions and violates manufacturer warranties. This problem
arises from the DPF which is part of the diesel after-treatment system. A PCM recalibration was
released to eliminate the possibility of excessive exhaust temperatures combined with certain
rare conditions resulting from what is becoming known as a "thermal event". The engine will be
available for Blue Bird Vision school bus. As of , the Powerstroke's output was increased to hp
at rpm and lbft at rpm becoming best in class diesel in torque and horsepower. The 3. The
engine is a modified version of the Ford Duratorq 3. To aid in economy, emissions, and reduce
NVH , it has a high pressure common rail fuel injection system and piezo injectors that can
spray up to five different injections per compression event. It has a water cooled EGR system to
reduce the temperature of the exhaust gas before being recirculated through the intake. A
unique feature to the emissions system is that the diesel oxidation catalyst DOC and the DPF
have been combined into one singular unit as opposed to the traditional two separate units.
Exhaust treatment continues with SCR which is done by the injection of diesel exhaust fluid in
the exhaust to reduce NOx. The engine features a variable geometry turbo which allows for
intake air flow tuning on the fly to increase power and fuel economy. The engine also features a
variable-flow oil pump to avoid wasting mechanical energy pumping excessive amounts of oil. It

has cast aluminum, low friction pistons with oil squirters to keep them cool during heavy-load
conditions, a die cast aluminum cam carrier to stiffen up the valve train and reduce NVH, and to
increase low end durability, the crankshaft is cast iron and the connecting rods are forged. The
block itself is an extra rigid, gray cast iron with a closed deck. The Euro Duratorq 3. Ford
Excursion full-size sport utility vehicles. Ford F-Series medium duty trucks. From Wikipedia, the
free encyclopedia. This article needs additional citations for verification. Please help improve
this article by adding citations to reliable sources. Unsourced material may be challenged and
removed. Motor vehicle engine. Main article: Navistar TE engine. Main article: 6. Retrieved
Retrieved March 5, Diesel IQ. Retrieved 6 March Retrieved 6 September Diesel Power Magazine.
Diesel Power. Retrieved 20 November Ford Motor Company. September 26, Retrieved 19
November Archived from the original on Retrieved 19 December International Truck product
line. Hidden categories: All articles with dead external links Articles with dead external links
from December Articles with permanently dead external links CS1 maint: archived copy as title
Articles needing additional references from July All articles needing additional references
Articles with short description Short description is different from Wikidata All articles with
unsourced statements Articles with unsourced statements from February Articles with
unsourced statements from January All articles lacking reliable references Articles lacking
reliable references from April Namespaces Article Talk. Views Read Edit View history. Help
Learn to edit Community portal Recent changes Upload file. Download as PDF Printable
version. Add links. Navistar International Ford Motor Company present. Iron Compacted
graphite iron. Single Garrett variable-geometry with wastegate and air-to-air intercooler. HEUI
Direct injection. International Harvester IDI Navistar MaxxForce 7. Ford Scorpion [2]. Single,
variable-geometry Twin-scroll Turbocharger. Coronavirus update: New contactless services to
help keep you safe. The dealer contacted me several times wanting me to just go to their
website and fill out the financing paperwork on their site. Also I filled out the pre approval
paperwork on the Car Gurus site and it said I was pre approved with Westlake Financial but
have not heard anything from them either. But I will say the people at the Dealer were very
friendly until!!! I had a friend do all the negotiations. He found him to be very pleasant to work
with. My loan was not approved so unable to purchase vehicle. Great experience with Bamm
Motors! Very friendly, easy to work with. Mine was in excellent shape but definitely a couple of
stains here and there, a little dusty. No dents or tears though! Great place to go buy a car. He
responded very quickly. He said, "if there's a problem let him know first. They were very friendly
and helpful. I was able to make a deal, and ended up buying a car from them. Sight unseen,
condition seems pretty rough. Dealer reported only that the convertible top doesn't work. The
dealer had my phone number but only contacted me by email once about the minivan. They
were kind, patient and knowledgeable. They made everything so easy and were very kind and
helpful. Would definitely buy from them again. The dealer responded to my inquiry the same
day. The listing was a great description of the car and the car was in site for us to test drive. The
staff is very friendly and accommodated our needs. I would buy from them again and
recommend them to my friends. I didn't buy from them but wished I would have. The dealer I
bought from sold me a truck that had a number of problems and Beatrice Ford was up front
about everything and willing to be there anyway they could and the dealer I went would not even
respond to me after I brought up the issues the truck had. Great place to buy low mile
reasonably priced used car. The owner is a really nice guy. Best car buying experience I ever
had, no games played, staff made me feel like family, I would definitely do business with them
again. They were able to give me a fantastic trade-in value, and a great truck for an even better
price. Brad was very easy to work with and answered all of my questions. He had no issues with
me taking the van for a test drive and then to my local Dobbs to have it checked out. We worked
out a good price and the transaction was quick and easy. I would highly recommend buying a
vehicle from him and if something were to happen to the one I just purchased, this is the first
place I would look for another van. Vehicle was sold but he was very nice, shared some other
options with me, and I would definitely shop with him again if I saw something with his
business. Had a deal working. We were away from making it final. Suddenly the owner decides
he wants to keep the car for himself. Totally wasted my time. Sales person Tom was great to
work with. New option packages top the list of changes for the Ford F Super Duty, the one-ton
pickup that rests on a stronger platform and stiffer suspension than the regular F Available in
workhorse XL comes with a radio and not much else , XLT power features and CD player , or
Lariat trim leather seats, foglights, and power driver's seat , the F Super Duty comes with either
rear-wheel drive or shift-on-the-fly four-wheel drive, as a Regular two-door cab, extended
four-door SuperCab, or four-door Crew Cab. Each trim can be equipped with a 6. Although a 5.
There is also a 6. ABS brakes and dual front airbags are standard, but there are no safety
ratings for the F because of its size. For , the Lariat trim adds a trip computer, dual-zone climate

control, and an auto-dimming rearview mirror to its standard equipment. A new Amarillo
Package combines bright yellow paint, aluminum wheels, and chrome exterior trim with black
leather seats. A Chrome Package for the XLT and Lariat is exactly how it sounds -- chrome
adorns the front grille and bumper, tow hooks, cargo bed tie-downs, tubular step rails, and the
exhaust pipe. As you move up through the trim levels, the workhorse truck becomes
increasingly luxurious and passenger-oriented, while maintaining its muscle and heft. Despite
its behemoth-like size, the F Super Duty has a surprisingly tight turning radius, thanks to front
coil springs. Drivers are happy with its 4-wheel-drive performance, and they love the interior
space. Most often they praise the truck's engine power and hauling capabilities and say the
optional electronic trailer brake is a must-have. Other than its abysmal gas mileage, drawbacks
include bland interior materials and lackluster uphill acceleration. We'll help you find great
deals among the millions of vehicles available nationwide on CarGurus, and we'll provide you
with dealer reviews and vehicle history for each one. After all, over 30 million shoppers use
CarGurus to find great deals on used cars and new cars in their area. And when it's time to get
rid of your old ride, sell your car simply and securely on CarGurus. Once you're ready to narrow
down your search results, go ahead and filter by price, mileage, transmission, trim, days on lot,
drivetrain, color, engine, options, and deal ratings. And if you only want to see cars with a
single owner, recent price drops, photos, or available financing , our filters can help with that
too. All Years to All Years. Radius 10 mi 25 mi 50 mi 75 mi mi mi mi mi Nationwide. Best deals
first. CarGurus User. Image Not Available. Request Information. Authorized Ford Dealer. Read
more. Why Use CarGurus? Make Model Year. Price and Payment. Vehicle History. Engine and
Drivetrain. Vehicle Listing Details. If Great Service, Selection and Price are important to you
then you owe it to yourself to experience the Courtesy Mazda difference. We are conveniently
located just North of Denver in Longmont. Why Buy From Courtesy Mazda? We want your
ownership experience to extend far beyond your buying experience. We want you part of the
Courtesy Mazda family. Call us today to speak with one of our Highly Trained staff members at
Drive Wheel Configuration: four wheel drive. Only , Miles! Comes with Western 8. Hard to find
1-Owner F with the powerful V this truck is ready to go to work! Engine: cylinders Drive Wheel
Configuration: four wheel drive. Video walkaround available online Www. Runs and drives great,
zero accidents, power windows, locks, seat, mirrors, four wheel drive, aluminum wheels with
newer tires, good looking heavy duty truck. All vehicles get a 5 day money back guarantee and
free carfax. Please call or text Seth at , Please call or text Sam at Want a good deal? You've
found it Welcome to Hyundai of Columbia! Recent Arrival! Power Stroke 6. Hyundai of Columbia
is the largest pre-owned car volume dealer in the area. We have OVER used vehicles to choose
from including a large selection of lifted trucks and custom Jeeps! Our non-commissioned
sales team is standing by to assist! CALL ! Shop from home. Ask us how.. We are happy to offer
video walk around, at home test drives, and a sanitized touch free home delivery. Odometer is
miles below market average! You will love doing business with us no matter where you live!
Over new Toyota models and over used cars and certified pre-owned models. We offer a variety
of financing opportunities! If you are asking yourself what is my trade worth, we can help you
answer that too! We stand up to what we say and its simple, treating you like family since ! It is
equipped with a 6 Speed Manual transmission. The vehicle is Blue with a Gray interior. It is
offered As-Is, extended warranty is available. We are the Home of Lifetime Powertrain Warranty.
Faith Family Friends and Fords since No hassle competitive pricing and finance options
available! FREE loaner vehicles with any major service work. The heavy duty Diesel V8 6.
Nothing can stop you in this vehicle. The topper shown doesn't match and will be removed.
Triton 5. Transmission: Automatic Drive Wheel Configuration: rear wheel drive. Drive Wheel
Configuration: rear wheel drive. Popular searches. My notifications My Account. Save Search.
Enter your ZIP code to show only relevant vehicles for sale nearby. Search radius. Home
delivery available. Only show local listings. Year s. Price and Payment Loan Price. Rear Wheels
Dual Rear Wheels Engine and Drivetrain Transmission Automatic 1, Manual 2. Cylinders 10
cylinders 3 8 cylinders GVWR Package 87 11, lbs. GVWR Package 13, lbs. GVWR Package 56 3.
Vehicle Listing Details Listings with recent price drops. Recently added listings. Price Drop. No
accidents. New Listing. Showing 1 - 18 out of 2, listings. Overall Consumer Rating. As of 4. I've
had four Ford Pickups before this one; which is my biggest disappointment. I only get Beware
of constant mechanical problems. Read more. Read less. Sign Up. Skip to main content of
results for "6. Skip to main search results. Eligible for Free Shipping. Customer Review. From
Our Brands. Packaging Option. International Shipping. Filter results by your vehicle:. Enter a
new vehicle to add it to Your Garage and filter the results below. Enter a new vehicle. Quality
Remanufactured Injector 6. FREE Shipping. Only 10 left in stock - order soon. Get it as soon as
Sat, Feb Only 7 left in stock - order soon. Only 8 left in stock - order soon. Ford 6. Get it as soon
as Tue, Mar 2. E-cowlboy 6. Lowest price in 30 days. Only 19 left in stock - order soon. Only 6

left in stock - order soon. Only 15 left in stock - order soon. Only 9 left in stock - order soon.
Related searches. Need help? Visit the help section or contact us. Go back to filtering menu.
There's a problem loading this menu right now. Learn more about Amazon Prime. Get free
delivery with Amazon Prime. Back to top. Get to Know Us. Amazon Payment Products. English
Choose a language for shopping. Amazon Music Stream millions of songs. Amazon Advertising
Find, attract, and engage customers. Amazon Drive Cloud storage from Amazon. Alexa
Actionable Analytics for the Web. Sell on Amazon Start a Selling Account. AmazonGlobal Ship
Orders Internationally. Amazon Rapids Fun stories for kids on the go. ComiXology Thousands
of Digital Comics. DPReview Digital Photography. East Dane Designer Men's Fashion. Shopbop
Designer Fashion Brands. Deals and Shenanigans. Ring Smart Home Security Systems.
Amazon Subscription Boxes Top subscription boxes â€” right to your door. PillPack Pharmacy
Simplified. Amazon Renewed Like-new products you can trust. Amazon Second Chance Pass it
on, trade it in, give it a second life. Quick Links. Table of Contents. Instrument Cluster. Warning
And Control Lights. Entertainment Systems. Climate Controls. Heater Only. Turn Signal Control.
Bulb Replacement. Driver Controls. Steering Wheel Adjustment. Speed Control. Locks And
Security. Owners Guide postfmt. USA fus. Automobile Ford Focus Owner's Manual pages. Ford
five hundred automobile owner's manual pages. Ford motor company ford f owner's guide
pages. Ford may change the contents without notice and without incurring obligation. Page 4:
Introduction State of California to cause cancer and birth defects or other reproductive harm.
Please take the time to get well acquainted with your vehicle by reading this handbook. The
more you know and understand about your vehicle, the greater the safety and pleasure you will
derive from driving it. In this guide, answers to such questions are contained in comments
highlighted by the warning triangle symbol. These comments should be read and observed.
Some vehicles are equipped with Powertrain Control Systems that can detect and store
information about vehicle modifications that increase horsepower and torque output; In
addition, ambulance Ford Ambulance Preparation Package is only available on certain 6. Page
10 Introduction These are some of the symbols you may see on your vehicle. Page 13
Instrument Cluster Many lights will illuminate when you start your vehicle to make sure the
bulbs work. If any light remains on after starting the vehicle, have the respective system
inspected immediately. If your vehicle is equipped with a diesel engine, it has a unique cluster,
refer to Starting the engine in your 6. Page 14 Instrument Cluster Driving a vehicle with the
brake system warning light on is dangerous. A significant decrease in braking performance may
occur. It will take you longer to stop the vehicle. Have the vehicle checked by your authorized
dealer immediately. Anti-lock brake system: If the ABS light stays illuminated or continues to
flash, a malfunction has Turns off when the speed control system is deactivated. Turn signal:
Illuminates when the left or right turn signal or the hazard lights are turned on. If the indicators
stay on or flash faster, check for a burned out bulb. High beams: Illuminates when the high
beam headlamps are turned on. Page 16 Instrument Cluster Speedometer: Indicates the current
vehicle speed. Standard instrument cluster Amarillo instrument cluster Engine coolant
temperature gauge: Indicates engine coolant temperature. If it enters the red section, the engine
is overheating. Page 17 Instrument Cluster Trip odometer: Registers the miles kilometers of
individual journeys. To reset, press and hold for less than 2 seconds. Page 18 Instrument
Cluster Amarillo instrument cluster Engine oil pressure gauge: Indicates engine oil pressure. If
the needle falls below the normal range, stop the vehicle, turn off the engine and check the
engine oil level. Yellow area warning â€” the transmission fluid is higher than normal operating
temperature. Also use in menu mode to select various settings. Audio: Press to access select
various settings. Treble: Press to adjust the treble setting. Page 21 Entertainment Systems 3.
Press again to return to the playing media. Page 23 Entertainment Systems Treble: Press to
adjust the treble setting. SEEK Speed sensitive volume if equipped : Radio volume
automatically changes slightly with vehicle speed to compensate for road and wind noise. Page
24 Entertainment Systems Scan: Press for a brief sampling of radio stations or CD tracks. Press
again to stop. Seek: Press to access the next strong station or track. Page 26 Entertainment
Systems Fade: Press to adjust the audio between the front and rear speakers. Page 27
Entertainment Systems Fast forward: Press to manually advance in a CD track or cassette.
Rewind: Press to manually reverse in a CD track or cassette. Page 28 Entertainment Systems
Seek: Press to access the previous strong station or track. When this radio is used in cargo
vans where no rear speakers are installed in the vehicle, fading to the rear speakers will result
in no audio output. Page 29 Entertainment Systems 3. Press MENU to access. Use SEEK to set.
When the six strongest stations are filled, the station stored in preset 1 will begin playing. Page
30 Entertainment Systems 7. Repeat: Press to repeat the current CD track. Fast forward: Press
to manually advance in a CD track. Page 31 Entertainment Systems Press and hold for 2
seconds to auto load up to six CDs. Page 32 Due to technical incompatibility, certain recordable

and re-recordable compact discs may not function correctly when used in Ford CD players.
Irregular shaped CDs, CDs with a scratch protection film attached, and CDs with homemade
paper adhesive labels should not be inserted into the CD player. Fan speed adjustment:
Controls the volume of air circulated in the vehicle. Temperature selection: Controls the
temperature of the airflow in the vehicle. Air flow selections: Controls the direction of the airflow
in the vehicle. Select 2. Modulate the temperature control to maintain comfort. Set the fan speed
to the highest setting. Direct the outer instrument panel vents toward the side windows. To
increase airflow to the outer instrument panel vents, close the vents located in the middle of the
instrument panel. Page 35 Climate Controls : Distributes outside air through the instrument
panel vents, floor vents and center console vents if equipped. O OFF : Outside air is shut out
and the climate system is turned off. Use with recirculated air to improve cooling performance
and efficiency. Floor : Distributes air through the floor vents. Panel : Distributes air through the
instrument panel vents and center console vents if equipped. Turns on the parking lamps,
instrument panel lamps, license plate lamps and tail lamps. Turns the headlamps on. Autolamp
control if equipped The autolamp system provides light sensitive automatic on-off control of the
exterior lights normally controlled by the headlamp control. Page 40 Lights Foglamp control if
equipped The headlamp control also operates the foglamps. The foglamps can be turned on
only when the headlamp control is in the position and the high beams are not turned on. Page
41 Lights High beams Push the lever toward the instrument panel to activate. Pull the lever
towards you to deactivate. Flash to pass Pull toward you slightly to activate and release to
deactivate. Page 42 Lights Vertical and horizontal aim adjustment sealed beam headlamps The
headlamps on your vehicle are intended to be aimed using mechanical aimers. If mechanical
aimers are used and the cross-car sight line is in any way blocked, set the legs of the universal
adaptor all to the same setting, such that the cross-car sight line is no longer blocked, per the
instructions for the brand of mechanical aimer used. Page 43 Lights 5. Locate the vertical
adjuster 2 for each headlamp. Adjust the aim by turning the adjuster control either clockwise to
adjust up or counterclockwise to adjust down. In addition to the horizontal line marked in step
2, a pair of vertical lines 5 must be marked at the center line of the headlamps on the wall or
screen. Page Turn Signal Control Lights 4. On the wall or screen you will observe a light pattern
with a distinct horizontal edge towards the right. If this edge is not at the horizontal reference
line, the beam will need to be adjusted so the edge is at the same height as the horizontal
reference line. The reading lamps can be turned on by pressing the rocker controls next to each
lamp. Page 46 Lights Replacing exterior bulbs Check the operation of all the bulbs frequently.
Page 47 Lights Replacing headlamp bulbs aerodynamic 1. Make sure that the headlamp control
is in the OFF position and open the hood. Remove the four screws from the top and bottom
front of the headlamp assembly. Press the retaining clip at the top of the headlamp assembly
while pulling the assembly straight out. Page 49 Lights Replacing headlamp bulbs sealed beam
1. Make sure the headlamp switch is in the OFF position and then open the tailgate to expose
the lamp assemblies. Remove the two bolts from the tail lamp assembly and carefully pull the
lamp assembly from the tailgate pillar by releasing the two retaining tabs. Page 52 Lights
Replacing cargo lamp and high-mount brakelamp bulbs 1. Make sure the headlamp switch is in
the OFF position. Remove the two screws and lamp assembly from vehicle as wiring permits.
Remove the bulb socket by rotating counterclockwise. Page 53 Lights Replacing license plate
lamp bulbs The license plate bulbs are located behind the rear bumper. To change the license
plate lamp bulbs: 1. Reach behind the rear bumper to locate the bulb. Twist the bulb socket
counterclockwise and carefully pull to remove it from the lamp assembly. The transmission will
operate in all gears. Page 56 Driver Controls Storage compartment if equipped Press the release
on the door to open the storage compartment. The storage compartment may be used to secure
sunglasses or a similar object and the front tab can be used for holding tickets, paper,
envelopes, etc. They may seriously injure themselves. Accessory delay if equipped With
accessory delay, the window switches may be used for up to ten minutes after the ignition
switch is turned to the OFF position or until any door is opened. Page 59 Driver Controls Heated
outside mirrors if equipped The main mirror glass is heated automatically to remove ice, mist
and fog and activates when the vehicle is started. Note: The mirrors may be hot to the touch but
will not burn. This is a normal condition. Page 60 Driver Controls Clearance lamps if equipped
Illuminates when the headlamps or parking lamps are switched on. This provides additional
visibility of your vehicle to other drivers on the road. Fold-away mirrors The mirrors can be
manually folded forward or backwards for narrow spaces like driving through an automatic car
wash or backing out of a garage with the trailer tow mirror. Press and hold the rocker control to
adjust accelerator and brake pedal toward you or away from you. Page 62 Driver Controls 3.
Take your foot off the accelerator pedal. The indicator light on the instrument cluster will turn
on. These switches will only operate while the ignition is in the 4 ON position, whether the

engine is running or not. Page 67 Driver Controls Press and release the control again to fully
open. To stop the one-touch open feature press either the AUTO or control again. Press and
hold the control again until the glass stops moving. Check trailer if equipped : Displayed when a
trailer connection becomes disconnected, either intentionally or unintentionally, and Determine
your magnetic zone by referring to the zone map. Turn ignition to the ON position. Start the
engine. Page 72 Driver Controls 9. The compass is now calibrated. Distance to empty DTE
Selecting this function from the INFO menu estimates approximately how far you can drive with
the fuel remaining in your tank under normal driving conditions. Remember to turn the ignition
OFF when refueling to allow this feature to correctly detect the added fuel. Page 73 Driver
Controls 1. Drive the vehicle at least 5 miles 8 km with the speed control system engaged to
display a stabilized average. Record the highway fuel economy for future reference. It is
important to press the RESET control after setting the speed control to get accurate highway
fuel economy readings. Page 74 Driver Controls 5. Page 75 Driver Controls Language 1. Page 76
Driver Controls This acts as a reminder that these warning conditions still exist within the
vehicle. Warning display Status Reduced engine power Warning cannot be reset Stop engine
safely Low fuel level Warning returns after 10 minutes Low brake fluid level Low oil pressure
Check engine temperature Trailer disconnected Indicates the brake fluid level is low and the
brake system should be inspected immediately. Refer to Checking and adding brake fluid in the
Maintenance and Specifications chapter. Displayed when the engine oil pressure is low. If this
warning message is displayed, check the level of the engine oil. These messages indicate
improper operation of the vehicle network communication between electronic modules. Page 79
Driver Controls Tailgate removal Your tailgate is removable to allow more room for loading.
Lower the tailgate. Use a screwdriver to pry the spring clip on each connector past the head of
the support screw. Disconnect cable. Disconnect the other cable. You should always carry a
second key with you in a safe place in case you require it in an emergency. Your keys are
programmed to your vehicle; using a non-programmed key will not permit your vehicle to start.
The childproof locks are located on rear edge of each rear door and must be set separately for
each door. If there are problems with the remote entry system, make sure to take ALL remote
entry transmitters with you to the authorized dealer in order to aid in troubleshooting the
problem. Page 84 Locks and Security 2. Do not wipe off any grease on the battery terminals on
the back surface of the circuit board. Remove the old battery. Note: Please refer to local
regulations when disposing of transmitter batteries. Insert the new battery. Refer to the diagram
inside the remote entry transmitter for the correct orientation of the battery. Page 85 Locks and
Security To program the keyless entry keypads remote entry transmitters yourself: 1. Ensure
the vehicle is electronically unlocked. Put the key in the ignition. Page 86 Locks and Security
Illuminated entry The interior lamps illuminate when the remote entry system is used to unlock
the door s. Page 87 Locks and Security 3. Enter your personal 5-digit code. Each number must
be entered within five seconds of each other. The doors will again lock then unlock to confirm
that your personal keycode has been programmed to the module. If the procedure needs to be
repeated, you must wait 30 seconds. Do not pile cargo higher than the seatbacks to reduce the
risk of injury in a collision or sudden stop. Ensure that the seat is relatched into place. To gain
access to the storage compartment in your armrest, lift the latch to open the lid. The lid cannot
be opened in the upright position. Make sure that the seat is relatched into place. Page 94
Seating and Safety Restraints Press to raise or lower the rear portion of the seat cushion. Page
95 Seating and Safety Restraints Using the manual lumbar support For more lumbar support,
turn the lumbar support control toward the front of vehicle. For less lumbar support, turn the
lumbar support control toward the rear of vehicle. Each seat cushion can be flipped up into the
seatback position. Pull down the latch lever located on the bottom seat back to fold the seat
back forward. Page Safety Restraints Seating and Safety Restraints To gain access to the
cupholders and tray, pull down on the armrest. Pull up on the straps located at the sides of the
load floor, and rotate forward until resting on the carpet. Page 98 Seating and Safety Restraints
It is extremely dangerous to ride in a cargo area, inside or outside of a vehicle. In a collision,
people riding in these areas are more likely to be seriously injured or killed. Do not allow people
to ride in any area of your vehicle that is not equipped with seats and safety belts. Page 99
Seating and Safety Restraints 2. To unfasten, push the release button and remove the tongue
from the buckle. The front outboard and rear outboard safety restraints in the vehicle are
combination lap and shoulder belts. The front outboard passenger and rear seat outboard
safety belts have two types of locking modes described below: Vehicle sensitive mode As the
belt retracts, you will hear a clicking sound. Failure to replace the belt and retractor assembly
could increase the risk of injury in collisions. Release the button and pull down on the height
adjuster to make sure it is locked in place. Position the safety belt height adjusters so that the
belt rests across the middle of your shoulder. Page Seating and Safety Restraints Insert the

tongue into the correct buckle the buckle closest to the direction the tongue is coming from. To
lengthen the belt, turn the tongue at a right angle to the belt and pull across your lap until it
reaches the buckle. Page Seating and Safety Restraints The following are reasons most often
given for not wearing safety belts All statistics based on U. Page Seating and Safety Restraints
Reasons given Frontal airbags are not designed to inflate in rear and side crashes or rollovers.
People who are ejected are 40 times more likely to DIE. Wait until the safety belt warning light
turns off. Page Airbags if equipped , shoulder belt guide on seatback if equipped , child safety
seat LATCH and tether anchors, and attaching hardware, should be inspected after a collision.
Ford Motor Company recommends that all safety belt assemblies in use in vehicles involved in
a collision be replaced. Page Seating and Safety Restraints Do not attempt to service, repair, or
modify the airbag supplemental restraint systems or its fuses. See your authorized dealer. The
front passenger air bag is not designed to offer protection to an occupant in the center front
seating position. Modifying or adding equipment to the front end of the vehicle including frame,
bumper, front end body structure and tow hooks may affect the performance of the airbag
system, increasing the Page Seating and Safety Restraints How does the airbag supplemental
restraint system work? The airbag SRS is designed to activate when the vehicle sustains
sufficient longitudinal deceleration. The fact that the airbags did not inflate in a collision does
not mean that something is wrong with the system. Page Seating and Safety Restraints If the air
bag has deployed, the air bag will not function again and must be replaced immediately. If the
air bag is not replaced, the unrepaired area will increase the risk of injury in a collision. Before
driving, always look at the face of the switch to be sure the switch is in the proper position in
accordance with these instructions and warnings. Insert the ignition key and turn the switch to
ON. The OFF light will briefly illuminate when the ignition is turned to On. Page Seating and
Safety Restraints The vast majority of drivers and passengers are much safer with an airbag
than without. To do their job and reduce the risk of life threatening injuries, airbags must open
with great force, and this force can pose a potentially deadly risk in some situations, particularly
when a front seat occupant is not properly buckled up. This vehicle has special energy
management safety belts for the driver and right front passenger. Page To improve the fit of
both the lap and shoulder belt on children who have outgrown child safety seats, Ford Motor
Company recommends use of a belt-positioning booster. Booster seats position a child so that
safety belts fit better. They lift the child up so that the lap belt rests low across the hips and the
knees bend comfortably. Page Seating and Safety Restraints Children and booster seats vary
widely in size and shape. Choose a booster that keeps the lap belt low and snug across the
hips, never up across the stomach, and lets you adjust the shoulder belt to cross the chest and
rest snugly near the center of the shoulder. Page 80 pounds 36 kg using an upper torso harness
and a belt-positioning booster. Ford recommends the use of a child safety seat having a top
tether strap. Install the child safety seat in a seating position with a tether anchor. If you do not
install and use the safety seat properly, the child may be injured in a sudden stop or collision.
Page Seating and Safety Restraints 2. Pull down on the shoulder belt and then grasp the
shoulder belt and lap belt together. Page Seating and Safety Restraints 6. Allow the belt to
retract. The belt will click as it retracts to indicate it is in the automatic locking mode. Pull the
lap belt portion across the child seat toward the buckle and pull up on the shoulder belt while
pushing down with knee on the child seat. Page Seating and Safety Restraints The SuperCab
rear seat has three straps behind the top of the seat back that function as both routing loops for
the tether straps and anchor loops. The tether strap anchors in your vehicle are in the following
positions shown from top view : Attach the tether strap only to the appropriate tether anchor as
shown. Page Seating and Safety Restraints 4. You may need to pull the seatback forward to
access the tether anchors. Make sure the seat is locked in the upright position before installing
the child seat. Refer to the Rear folding seat system with load floor section in this chapter for
information on how to operate the rear seats. Refer to the Installing child safety seats in
combination lap and shoulder belt seating positions section of this chapter for further
instructions to secure the child safety seat. Page Seating and Safety Restraints 3. Install the
child safety seat tightly using the vehicle belts. Follow the instructions in this chapter. A single
loop can be used to route and anchor more than one child seat. For example, the center loop
can be used as a routing loop for a child safety seat in the center rear seat and as an anchoring
loop for child seats installed in the outboard rear seats. Utility vehicles and trucks are not
designed for cornering at speeds as high as passenger cars any more than low-slung sports
cars are designed Page Tires, Wheels and Loading Power is supplied to all four wheels through
a transfer case or power transfer unit. You should become thoroughly familiar with this
information before you operate your vehicle. Page 10 to 12 inches or limited production tires as
defined in Title 49 Code of Federal Regulations Part Department of Transportation-Tire quality
grades: The U. Department of Transportation requires Ford to give you the following

information about tire grades exactly as the government has written it. The relative performance
of tires depends upon the actual conditions of their use, however, and may depart significantly
from the norm due to variations in driving habits, service practices, and differences in road
characteristics and climate. Also referred to as DOT code. Page Tire Inflation if equipped , at
least monthly and before long trips. You are strongly urged to buy a reliable tire pressure
gauge, as automatic service station gauges may be inaccurate. Ford recommends the use of a
digital or dial type tire pressure gauge rather than a stick type tire pressure gauge. The cold
inflation pressure should never be set lower than the recommended pressure on the Safety
Compliance Certification Label or Tire Label. Page Tires, Wheels and Loading 6. Visually inspect
the tires to make sure there are no nails or other objects embedded that could poke a hole in the
tire and cause an air leak. Check the sidewalls to make sure there are no gouges, cuts or
bulges. Tire inflation information All tires with Steel Carcass Plies if equipped : This type of tire
utilizes steel cords in the sidewalls. Page Tires, Wheels and Loading Stay out of the trajectory 1
as indicated in the illustration. TIRE CARE Inspecting your tires Periodically inspect the tire
treads for uneven or excessive wear and remove objects such as stones, nails or glass that may
be wedged in the tread grooves. Page Tires, Wheels and Loading Improper or inadequate
vehicle maintenance can cause tires to wear abnormally. Page Only use replacement tires and
wheels that are the same size and type such as P-metric versus LT-metric or all-season versus
all-terrain as those originally provided by Ford. Use of any tire or wheel not recommended by
Ford can affect the safety and performance of your vehicle, which could result in an increased
risk of loss of vehicle control, vehicle rollover, personal injury and death. Page Tires, Wheels
and Loading If your vehicle is stuck in snow, mud, sand, etc. A tire can explode in as little as
three to five seconds. Page Tires, Wheels and Loading Tire rotation Rotating your tires at the
recommended interval as indicated in the scheduled maintenance information that comes with
your vehicle will help your tires wear more evenly, providing better tire performance and longer
tire life. Unless otherwise specified, rotate the tires approximately every 5, miles 8, km. We do
not recommend splitting up the dual rear wheels. The definitions of these items are listed below.
Note that the tire size, load index and speed rating for your vehicle may be different from this
example. Page Tires, Wheels and Loading Note: You may not find this information on all tires
because it is not required by federal law. Maximum Load: Indicates the maximum load in
kilograms and pounds that can be carried by the tire. Note: The temporary tire size for your
vehicle may be different from this example. Page Tires, Wheels and Loading Vehicle Curb
Weight â€” is the weight of your new vehicle when you picked it up from your authorized dealer
plus any aftermarket equipment. Payload â€” is the combined weight of cargo and passengers
that the vehicle is carrying. When towing, trailer tongue load or king pin weight is also part of
cargo weight. Page Tires, Wheels and Loading Maximum Loaded Trailer Weight â€” is the
highest possible weight of a fully loaded trailer the vehicle can tow. Page Tires, Wheels and
Loading 5. Determine the combined weight of luggage and cargo being loaded on the vehicle.
That weight may not safely exceed the available cargo and luggage load capacity calculated in
Step 4. If your vehicle will be towing a trailer, load from your trailer will be transferred to your
vehicle. Page Trailer Towing Tires, Wheels and Loading Special loading instructions for owners
of pickup trucks and utility-type vehicles For important information regarding safe operation of
this type of vehicle, see the Preparing to drive your vehicle section in the Driving chapter of this
owner guide. Loaded vehicles may handle differently than unloaded vehicles. Inspect these
components carefully prior to and after any towing operation. Refer to Transmission
temperature gauge in the Instrument Cluster chapter for the transmission fluid temperature
information. Page Tires, Wheels and Loading Preparing to tow Use the proper equipment for
towing a trailer and make sure it is properly attached to your vehicle. See your authorized dealer
or a reliable trailer dealer if you require assistance. Page Tires, Wheels and Loading Towing
trailers beyond the maximum tongue weight exceeds the limit of the towing system and could
result in vehicle structural damage, loss of vehicle control and personal injury. Load equalizing
hitch When hooking up a trailer using a load equalizing hitch, always use the following
procedure: 1. Page The Ford TBC has only been verified to be compatible with trailers having
electric-actuated drum brakes one to four axles and not hydraulic surge or
electric-over-hydraulic types. It is the responsibility of the customer to ensure that the trailer
brakes are adjusted appropriately, functioning normally and all electric connections are
properly made. Page Tires, Wheels and Loading 3. This will illuminate when a trailer is
connected, flash if the trailer becomes disconnected, or remain off if no trailer is connected.
Page Note: Your TBC can be diagnosed by your authorized dealer to determine exactly which
trailer fault has occurred; however, if the fault is with the trailer this diagnosis is not covered
under your Ford warranty. Ford is not responsible for warranty or performance of the TBC due
to misuse or customer installation. The speed control may shut off automatically when you are

towing on long, steep grades. Refer to Lubricant Specifications in the Maintenance and
specifications chapter for the proper axle lubricant. LOCK, locks the steering wheel, automatic
transmission gearshift lever and allows key removal. For vehicles equipped with a manual
transmission, you must depress the ignition release lever to release the key. Page Driving
Extended idling at high engine speeds can produce very high temperatures in the engine and
exhaust system, creating the risk of fire or other damage. Do not park, idle, or drive your vehicle
in dry grass or other dry ground cover. Page Driving If starting a vehicle with an automatic
transmission: 1. Make sure the parking brake is set. Make sure the gearshift is in P Park. If
starting a vehicle with a manual transmission: 1. Page Driving Make sure the corresponding
lights illuminate or illuminate briefly. If a light fails to illuminate, have the vehicle serviced.
Excessive cranking could damage the starter. Note: If the engine does not start within five
seconds on the first try, turn the key to 3 OFF , wait 10 seconds and try again. For best results,
plug the heater in at least three hours before starting the vehicle. If the light does not illuminate
during start up, remains on or flashes, the ABS may be disabled and may need to be serviced.
Even when the ABS is disabled, normal braking is still effective. If the power steering system
breaks down or if the engine is turned off , you can steer the vehicle manually, but it takes more
effort. Page Transmission Operation Driving Vehicles with a higher center of gravity such as
utility and four-wheel drive vehicles handle differently than vehicles with a lower center of
gravity. Utility and four-wheel drive vehicles are not designed for cornering at speeds as high as
passenger cars any more than low-slung sports cars are designed to perform satisfactorily
under off-road conditions. Page Driving Do not drive your vehicle until you verify that the
brakelamps are working. Always set the parking brake fully and make sure the gearshift is
latched in P Park. Turn the ignition to the LOCK position and remove the key whenever you
leave your vehicle. If the parking brake is fully released, but the brake warning lamp remains
illuminated, the brakes may not be working properly. To start the vehicle: 1. Make sure the
parking brake is fully set. Apply the brake and shift into the neutral position. Fully apply the
parking brake, then shift into 1 First. Turn the ignition off. Do not park your vehicle in Neutral, it
may move unexpectedly and injure someone. Page Driving This system is not designed to
prevent contact with small or moving objects. The system is designed to provide a warning to
assist the driver in detecting large stationary objects to avoid damaging the vehicle. The system
may not detect smaller objects, particularly those close to the ground. Page Driving 3. Page
Driving Do not leave the vehicle unattended with the transfer case in the N Neutral position.
Always set the parking brake fully and turn off the ignition when leaving the vehicle.
Disengagement of the transfer case and front hubs may be delayed due to torque bind which is
caused by driving on dry hard surfaces or performing tight turns while using the 4WD system.
Page Driving 4. The tires may fail and injure a passenger or bystander. Refer to Transmission
temperature gauge in the Instrument Cluster chapter for transmission fluid temperature
information. Page Driving Always set the parking brake fully and make sure the gearshift is
latched in P Park. Page Ford Motor Company joins the U. Page Driving Driving on hilly or
sloping terrain Although natural obstacles may make it necessary to travel diagonally up or
down a hill or steep incline, you should always try to drive straight up or straight down. Avoid
driving crosswise or turning on steep slopes or hills. Page Ford Motor Company recommends
that caution be used with any vehicle equipped with a high load or device such as ladder racks
or pickup box cover. Installing the snowplow Weight limits and guidelines for selecting and
installing the snowplow can be found in the Ford Truck Body Builders Layout Book, Snowplow
section, found at Page Do not attempt to service, repair, or modify the air bag supplemental
restraint system SRS or its fuses. See your Ford or Lincoln Mercury dealer. Additional
equipment such as snowplow equipment may effect the performance of the airbag sensors
increasing the risk of injury. Page Roadside Emergencies 50, miles 80, km on Lincoln vehicles.
Page 1â€”â€”â€”; Lincoln vehicle customers call 1â€”â€”â€” Canadian customers who require
roadside assistance, call 1â€”â€”â€” If you need to arrange roadside assistance for yourself,
Ford Motor Company will reimburse a reasonable amount. To obtain reimbursement
information, U. Ford or Mercury vehicles customers call ; The hazard flashers will operate when
the ignition is in any position or if the key is not in the ignition. Push in the flasher control and
all front and rear direction signals will flash. To reset the switch: 1. Check the fuel system for
leaks. If no leaks are apparent, reset the switch by pushing in on the reset button. Page
Roadside Emergencies To remove a fuse use the fuse puller tool provided on the fuse panel
cover. To reinstall the cover, align and engage the two hooked clips at the bottom of the cover
onto the instrument panel, then lift the panel and press the top clips firmly into place. Page
Roadside Emergencies The fuses are coded as follows. Page Roadside Emergencies The
high-current fuses and relays are coded as follows. Page Ford. If the dissimilar spare tire or
wheel is damaged, it should be replaced rather than repaired. Page Roadside Emergencies Tool

Location Jack handle and lug Regular cab: Fastened to floor behind front seat wrench Super
Cab: Fastened to floor under rear seat Crew Cab: Fastened to floor behind rear seat Key, spare
tire lock In the glove box Removing the spare tire with spare tire carrier only 1. Page Roadside
Emergencies 3. Fully insert the jack handle through the bumper hole and into the guide tube.
The key and lock will engage with a slight push and counterclockwise turn. Some resistance will
be felt when turning the jack handle assembly. Remove the jack, jack handle, lug wrench and
spare tire from the stowage locations. Use the tip of the lug wrench to remove any wheel trim.
Loosen each wheel lug nut one-half turn counterclockwise but do not remove them until the
wheel is raised off the ground. Page Roadside Emergencies Never use the front or rear
differential as a jacking point. To lessen the risk of personal injury, do not put any part of your
body under the vehicle while changing a tire. Do not start the engine when your vehicle is on
the jack. Page Roadside Emergencies Insert the jack handle into the pump linkage. Use an
up-and-down motion with the jack handle to raise the wheel completely off the ground. Page
Roadside Emergencies The following steps apply to all vehicles: Remove the jack and fully
tighten the lug nuts in the order shown. Refer to Wheel lug nut torque specifications later in this
chapter for the proper lug nut torque specification. Lay the tire on the ground with the valve
stem facing in the direction specified on the Tire Changing Instructions located with the jack
hardware. Use only Ford recommended replacement fasteners. On all two-piece flat wheel nuts,
apply one drop of motor oil between the flat washer and the nut. Do not apply motor oil to the
wheel nut threads or the wheel stud threads. Page Roadside Emergencies Preparing your
vehicle When the battery is disconnected or a new battery is installed, the transmission must
relearn its shift strategy. This operation is considered normal and will not affect function or
durability of the transmission. Page Roadside Emergencies 2. Connect the negative - cable to
the negative - terminal of the assisting battery. Do not use fuel lines, engine rocker covers or
the intake manifold as grounding points. Do not connect the end of the second cable to the
negative - terminal of the battery to be jumped. Page Roadside Emergencies Removing the
jumper cables Remove the jumper cables in the reverse order that they were connected.
Remove the jumper cable from the ground metal surface. Note: In the illustrations, lightning
bolts are used to designate the assisting boosting battery. After the disabled vehicle has been
started and the jumper cables removed, allow it to idle for several minutes so the engine
computer can relearn its idle conditions. On 4x2 vehicles, it is acceptable to tow the vehicle with
the front wheels on the ground and the rear wheels off the ground using a wheel lift On 4x4
vehicles, it is recommended that your vehicle be towed using flatbed equipment with all the
wheels off the ground. Page If the vehicle is towed by other means or incorrectly, vehicle
damage may occur. Ford Motor Company produces a towing manual for all authorized tow truck
operators. Have your tow truck operator refer to this manual for proper hook-up and towing
procedures for your vehicle. Away from home If you own a Ford or Mercury vehicle and are
away from home when your vehicle needs service, or if you need more help than the authorized
dealer could provide, after following the steps described above, contact the Ford Customer
Relationship Center to find an authorized dealer to help you. Page If you own a Lincoln vehicle
and are away from home when your vehicle needs service, or if you need more help than the
authorized dealer could provide, after following the steps described above, contact the Ford
Customer Relationship Center to find an authorized dealer to help you. Page Customer
Assistance In some states in the U. Ford is also allowed a final repair attempt in some states. In
the United States, a warranty dispute must be submitted to the Page You are not bound by the
decision but may choose to accept it. If the arbitrator has decided in Page Customer Assistance
If you did not take advantage of the Ford Extended Service Plan at the time of purchasing your
vehicle, you may still be eligible. Since this information is subject to change, please ask your
authorized dealer for complete details about Ford Extended Service Plan coverage options, or
visit the Ford ESP website at Page Reporting Safety Defects U. These products are available
from your authorized dealer. Page Cleaning Do not use chemical solvents or strong detergents
when cleaning the steering wheel or instrument panel to avoid contamination of the airbag
system. Page Cleaning Scratches Natural Markings - Because the leather in the seat comes
from genuine steer hides, there will be evidence of naturally occurring markings, such as small
scars. These markings give character to the seating covers and should be considered as proof
of a genuine leather product. In order to lessen the appearance of certain scratches and other
wear marks, apply conditioner on the affected area following the same instructions as in the
Conditioning section. These quality products have been specifically engineered to fulfill your
automotive needs; they are custom designed to complement the style and appearance of your
vehicle. Each product is made from high quality materials that meet or exceed rigid
specifications. If your vehicle requires professional service, your authorized dealer can provide
the necessary parts and service. Set the parking brake and shift to P Park. Block the wheels. Set

the parking brake, depress the clutch and place the gearshift in N Neutral. Transmission fluid
dipstick automatic transmission 2. Air filter assembly 3. Page Maintenance and Specifications 6.
Engine coolant reservoir 3. Brake fluid reservoir 4. Page In very cold weather, do not fill the
reservoir completely. Do not use any special washer fluid such as windshield water
repellant-type fluid or bug wash as Pull the wiper arm away from the vehicle. Turn the blade at
an angle from the wiper arm. Push the lock pin manually to release the blade and pull the wiper
blade down toward the windshield to remove it from the arm. Page Maintenance and
Specifications 5. Locate and carefully remove the engine oil level indicator dipstick. Wipe the
indicator clean. Insert the indicator fully, then remove it again. Page Change your engine oil and
filter according to the appropriate schedule listed in the scheduled maintenance information.
Ford production and aftermarket Motorcraft oil filters are designed for added engine protection
and long life. If a replacement oil filter is used that does not meet Ford material and design
specifications, start-up engine noises or knock may be experienced. However, for severe usage
or in high temperature climates, check the battery electrolyte level. Refer to the scheduled
maintenance information for the service interval schedules. Page Maintenance and
Specifications Batteries normally produce explosive gases which can cause personal injury.
Therefore, do not allow flames, sparks or lighted substances to come near the battery. When
working near the battery, always shield your face and protect your eyes. Always provide proper
ventilation. Page Engine Coolant Maintenance and Specifications 6. Drive the vehicle to
complete the relearning process. Page Maintenance and Specifications For vehicles with
overflow coolant systems with a non-pressurized cap on the coolant recovery system, add
coolant to the coolant recovery reservoir when the engine is cool. For all other vehicles which
have a coolant degas system with a pressurized cap, or if it is necessary to remove the coolant
pressure relief cap on the radiator of a vehicle with an overflow system, follow these steps to
add engine coolant. Page Maintenance and Specifications Recycled engine coolant Ford Motor
Company does NOT recommend the use of recycled engine coolant in vehicles originally
equipped with Motorcraft Premium Gold Engine Coolant since a Ford-approved recycling
process is not yet available. Used engine coolant should be disposed of in an appropriate
manner. Page Maintenance and Specifications When fail-safe mode is activated You have
limited engine power when in the fail-safe mode, so drive the vehicle with caution. The vehicle
will not be able to maintain high-speed operation and the engine will run rough. Remember that
the engine is capable of completely shutting down automatically to prevent engine damage,
therefore: 1. Page Maintenance and Specifications If you do not use the proper fuel filler cap,
excessive pressure or vacuum in the fuel tank may damage the fuel system or cause the fuel
cap to disengage in a collision, which may result in possible personal injury. Breathing gasoline
vapors, or skin contact could cause an adverse reaction. In sensitive individuals, serious
personal injury or sickness may result. If fuel is splashed on the skin, promptly wash skin
thoroughly with soap and water. Page The customer warranty may be void for any damage to
the fuel tank or fuel system if the correct genuine Ford or Motorcraft fuel filler cap is not used.
The fuel system may be under pressure. If the fuel filler cap is venting vapor or if you hear a
hissing sound, wait until it stops before completely removing the fuel filler cap. The use of
leaded fuel is prohibited by law and could damage your vehicle. Your vehicle was not designed
to use fuel or fuel additives with metallic compounds, including manganese-based additives.
Page Ask your fuel supplier about gasolines that meet the World-wide Fuel Charter. Running
out of fuel Avoid running out of fuel because this situation may have an adverse affect on
powertrain components. Page Maintenance and Specifications The advertised capacity is the
amount of the indicated capacity and the empty reserve combined. Indicated capacity is the
difference in the amount of fuel in a full tank and a tank when the fuel gauge indicates empty.
Page Maintenance and Specifications Keep a record for at least one month and record the type
of driving city or highway. Additionally, keeping records during summer and winter will show
how temperature impacts fuel economy. Page If other than Ford, Motorcraft or Ford-authorized
parts are used for maintenance replacements or for service of components affecting emission
control, such non-Ford parts should be equivalent to genuine Ford Motor Company parts in
performance and durability. This OBD-II system protects the environment by ensuring that your
vehicle continues to meet government emission standards. Page Maintenance and
Specifications Allow the vehicle to sit for at least eight hours without starting the engine. Then,
start the engine and complete the above driving cycle. The engine must warm up to its normal
operating temperature. Once started, do not turn off the engine until the above driving cycle is
complete. Page Check the clutch fluid level. Refer to Lubricant Specifications in this chapter.
Brake fluid is toxic. If brake fluid contacts the eyes, flush eyes with running water for 15
minutes. Page Maintenance and Specifications 1. Clean the reservoir cap before removal to
prevent dirt and water from entering the reservoir. Remove cap and rubber diaphragm from

reservoir. Add fluid until the level reaches the step in the reservoir. Reinstall rubber diaphragm
and cap onto reservoir. Page Maintenance and Specifications If an overfill occurs, excess fluid
should be removed by a qualified technician. Do not use supplemental transmission fluid
additives, treatments or cleaning agents. Page 5. Install and tighten the fill plug securely. Use
only fluid that meets Ford specifications. Refer to Lubricant specifications in this chapter. Page
Air Filter S Maintenance and Specifications Note: Do not start your engine with the air cleaner
removed and do not remove it while the engine is running. Release two retainer clamps. Pull air
filter tray assembly out toward front of vehicle and lift air filter element up and out of housing.
Loosen the clamps that secures the air filter cover in place. Carefully separate the two halves of
the air filter housing. Remove the air filter element from the air filter housing. Replace the PCV
valve with one that meets Ford material and design specifications for your vehicle, such as a
Motorcraft or equivalent replacement part. The customer warranty may be void for any damage
to the emissions system if such a PCV valve is not used. Ford design rear axles contain a
synthetic lubricant that does not require changing unless the axle has been submerged in
water. Dana rear axles also contain a synthetic lubricant but do require a change. Page Use of
synthetic or synthetic blend motor oil is not mandatory. Page Add 8 oz. World manufacturer
identifier 2. Brake type and gross vehicle weight rating GVWR 3. Vehicle line, series, body type
4. Engine type 5. Check digit 6. Model year 7. Assembly plant 8. Page Accessories Not all
accessories are available for all models. The following is a list of several Genuine Ford
Accessory products for your vehicle. Not all accessories are available for all models. For a Any
such equipment installed in your vehicle should comply with FCC or CRTC regulations and
should be installed only by your authorized dealer. Page Index Index jumping a disabled
battery.. Page Emergencies, roadside specifications Page Index Exhaust fumes Page Index
Mirrors This manual is also suitable for: f f f Print page 1 Print document pages. Cancel Delete.
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