1998 yamaha kodiak 400

Though no longer in production, Yamaha's Kodiak make of utility ATV was relatively popular,
lasting well into the s. The Kodiak came equipped with a four-stroke, forward-inclined,
single-cylinder engine with a single overhead camshaft design. It had a displacement of exactly
cc The transmission featured a constant mesh system with five speeds and could be operated
by the driver's left foot. Its primary reduction system was a spur gear, and its secondary was a
shaft drive. The Kodiak was built on a steel-type frame and had a 2. The front suspension was a
double-wishbone, while a swing-arm protected quad and rider in the rear. Drum brakes were
located in both front and back of the Kodiak , operated in the front by the driver's right hand and
operated in the back by left hand and right foot. The Kodiak measured The seat height was With
a relatively large ground clearance of 8. The fuel tank capacity was 3. Brianna has been writing
professionally since She has a Bachelor of Fine Arts degree and is excited to be part of a
community that contributes to the free sharing of information and ideas. Pile of Fire Wood Logs
image by steverts from Fotolia. Chassis and Suspension The Kodiak was built on a steel-type
frame and had a 2. Brakes and Tires Drum brakes were located in both front and back of the
Kodiak , operated in the front by the driver's right hand and operated in the back by left hand
and right foot. Measurements The Kodiak measured A downloadable Yamaha Kodiak repair
manual is a digitally delivered book of repair instructions. The Kodiak repair manual covers
every aspect of maintenance, troubleshooting and repair. As defined, a Kodiak ATV is a small,
open motor vehicle with one or two seats 4 wheels fitted with large tires, designed for use on
rough ground. They can be used solely for recreation or even to help around the property but
whatever you use it for, chances are at some point it will need maintenance â€” just like any
other vehicle. At least not before you consult the appropriate ATV repair manual. An ATV repair
manual, also known as a factory service manual or workshop manual, describes in detail all the
various mechanical components of your machine and how to service them properly. Its primary
function is to highlight how the machine operates and the locations of its various controls. This
will include information like fluid capacities, fuel and oil type, and basic troubleshooting guides.
Factory service manuals were originally only designed for professional mechanics and issued
by the manufacturers themselves. A specs chart and a section on safety features is also
typically incorporated into the manual. Factory service manuals are written in technical terms
but contain detailed diagrams that can help decipher these for non-professionals. Lastly we
take a look at the Yamaha Kodiak Repair Manual which is generally considered to be an
aftermarket guide. They not only include information about assembly and disassembly of the
ATV but also much more detailed information like torque specifications, dimensions, and part
numbers. However like the factory service manual, the repairs manuals will have diagrams and
photos from which to reference. Suffice to say if you are in any way serious about doing your
own repairs or restorations, a Yamaha Kodiak repair manual is an absolute must. A misplaced
bolt or incorrectly repaired part could not only mean the possible destruction of your machine
but it can also put your safety on the line. You are riding it after all! Your email address will not
be published. Posted in Blog. Leave a Reply Cancel reply Your email address will not be
published. Make Yamaha. Model Kodiak Auto 4x4. Nowhere in the industry will you find a an
ATV like this that offers more machine for the money. And that, of course, makes it not only a
different animal, but a very special one as well. The New Kodiak Automatic 4x4The toughest and
best mid-sized ATV on the market just got even better - a hard-working
four-wheel-independent-suspension for increases Kodiak s terrainablility even further while
making it even easier on the rider. A slightly downsized alpha-predator version of Grizzly ,
Kodiak now shares all its tough, best-selling features. Liquid-cooled four-stroke powerplant
produces a strong, broad powerband while getting the most from every drop of fuelUltramatic
transmission with its excellent all-wheel downhill brakingOn-Command drive selector system
Load up those high-capacity steel racks and head for the hills. Or the north What s going to
stop you? Hunter Hardwoods Camo Available from September Needs nothing. Model Kodiak
Auto. Words one doesn? Ah, but our bear? For starters, the Kodiak? No surprise there really,
considering this Bear? Class-leading high ground clearance 9. New for - Independent rear
suspension greatly enhances Kodiak? Tough new styling backs up the heavy-duty
performance. Hydraulic rear disc brake provides superior, fade-free stopping power under all
conditions. In fact, there? For starters, the Kodiak is a great machine that also features four
wheel drive. This machine is priced right and runs great. Plastic has some fading, no cracks. If
value and reliability is what you are looking for, this is your ride! Thousand Oaks, CA. Davis,
CA. Rock Springs, WY. South Kingstown, RI. Dix Hills, NY. Bucksport, ME. Alert Successfully
Created. Save search. Motorcycles for Sale Yamaha Kodiak Auto 4x4. Category - Engine Posted Over 1 Month. Prev 1 2 Next. Category Beta Atvs 11 Utility Vehicles 8. ZIP Code. Year
minYear Apply Filters Clear Search. Daily Weekly No Emails. Submit Cancel. Quick Links. It
contains important safety information. This ATV should not be ridden by anyone under 16 years

of age. Troubleshooting Troubleshooting Troubleshooting charts LIT 1P1-F Page 2 EBU Page 3
Yamaha experience in the production of fine sporting, touring, and pace-setting racing
machines. With the purchase of this Yamaha, you can now appreciate the high degree of craftsmanship and reliability that have made Yamaha a leader in these fields. Page 5 Please check
your local riding laws and regulations before operating this ATV. Any reprinting or Page Page
11 Never remove any labels from your ATV. If a label becomes difficult to read or comes off, a
replacement label is available from your Yamaha dealer. An ATV handles differently from other
vehicles including motorcycles and cars. A collision or rollover can occur quickly, even during
routine maneuvers such as turning and riding on hills or over obstacles, if you fail to take
proper precautions. Page 15 Never operate an ATV without wearing an approved motorcycle
helmet that fits properly. You should also wear eye protection goggles or face shield , gloves,
boots, a long-sleeved shirt or a jacket, and long pants. Never consume alcohol or drugs before
or while operating this ATV. Never operate at speeds too fast for your skills or the conditions.
Page 16 Always follow proper procedures for climbing hills as described in this manual. Check
the ter- rain carefully before you start up any hill. Never climb hills with excessively slippery or
loose surfaces. Shift your weight forward. Never open the throttle suddenly. Never go over the
top of a hill at high speed. Page 17 Always be careful when skidding or sliding. Learn to safely
control skidding or sliding by prac- ticing at low speeds and on level, smooth terrain. On
extremely slippery surfaces, such as ice, go slowly and be very cautious in order to reduce the
chance of skidding or sliding out of con- trol. Rear shock absorber assembly Engine oil dipstick
spring preload adjusting ring Oil filter cartridge 2. Spark arrester Coolant reservoir 3. Storage
compartment and tool V-belt cooling duct check hose Page Identification Number Records This
number can be used for ordering a new when ordering spare parts from a Yamaha key. Page
Vehicle Identification Number Record the information on this la- bel in the space provided. This
information will be needed to order spare parts from your Yamaha dealer. EBU Main switch
Functions of the respective switch positions are as follows: 1. Main switch The engine can be
started only at this position and the headlights, taillight and meter lighting come on when the
light switch is on. Page Indicator And Warning Lights 5. Push the start switch. This indicator
light comes on when the drive If this happens, reduce the load to specification. Restart after
making sure that the light is out. Continuous use while the light is on may cause damage to the
en- gine. Page 26 Coolant temperature Coolant temperature warning light comes on warning
light does not momentarily. Coolant temperature and electrical circuit are OK. Ask a Yamaha
dealer to Go ahead with riding. This The fuel gauge indicates the amount of fuel in speedometer
is equipped with a trip odome- the fuel tank. When the needle reaches the ter. The battery may
discharge to the point that the starter motor will not operate properly. If this should happen,
remove the battery and recharge it. See page for details. Page Throttle Lever Check the
operation of the throttle lever before you start the engine. If it does not work smoothly, check
for the cause. Correct the problem before riding the ATV. Consult a Yamaha dealer if you 1.
Turning in the ad- er and throttle. Pull it toward the handlebar to ap- ply the front brake. Brake
pedal 1. Front brake lever EBU Brake pedal and rear brake lever The brake pedal is located on
the right side of the ATV and the rear brake lever is located on the left handlebar. Page Drive
Select Lever EBU EBU Drive select lever Recoil starter The drive select lever is used to shift
your ma- Firmly grasp the handle and pull slightly until chine into the forward, neutral, reverse
and engagement can be felt. Then pull forcefully, park positions. Refer to page for the drive
being careful not to pull the rope all the way select lever operation. The fuel cock has three
positions. OFF: With the lever in this position, fuel will not flow. Always turn the lever to this
position when the engine is not running. A separate starter circuit supplies this mixture. Move
in direction a to turn on the starter choke. Move in direction b to turn off the starter choke. Page
Seat EBU Seat To install the seat, insert the projections on To remove the seat, pull the seat
lock lever the front of the seat into the seat holders and upward and pull up the seat at the rear.
NOTE: Make sure that the seat is securely fitted. See page for seat removal and EBU Rear
carrier installation procedures. When storing any documents in the storage Maximum load limit:
80 kg lb compartment, be sure to wrap them in a plas Adjust the spring preload as follows. To
increase the spring preload, turn the ad- justing ring in direction a. To decrease the spring
preload, turn the ad- justing ring in direction b. Page 42 1. Spring preload adjusting ring 1.
Special wrench 2. Standard position: 2 1- Minimum soft 5- Maximum hard The auxiliary DC jack
Improper shock absorber adjustment. When the auxiliary DC jack is not being used, cover it
with the cap. Page Front And Rear Brakes Always follow the inspection and main- and there
should be a firm feeling when the tenance procedures and schedules de- brakes are applied.
Brake fluid level Check the brake fluid level. Page 47 If problem cannot be corrected by the adthe brakes do not provide proper braking per- justment procedures provided in this formance,
inspect the brake pads for wear. Page Fuel EBU Fuel Your Yamaha engine has been designed to

Make sure there is sufficient gasoline in the use regular unleaded gasoline with a pump tank.
Page 49 Fuel can spill, which can cause a fire hol containing methanol is not recommended and
severe injury. Fuel expands when it by Yamaha because it may cause fuel system heats up. If
the fuel tank is overfilled, damage or vehicle performance problems. Add oil as necessary. See
pages â€” level. See pages â€” See pages â€” for details. The coolant lev- Removing the
radiator cap when the en- el will vary with engine temperature. The gine and radiator are still
hot. Take the machine to a Yamaha dealer or refer to the Service Manual for correct tightening
torque. Page Tires The following are minimums: 1. The tires listed below have been ap- Front 22
kPa 0. Rear 22 kPa 0. Other tire combina- tions are not recommended. Page 55 4. Use no more
than the following pressures when seating the tire beads. Front kPa 2. Inflate the tires very
slowly and carefully. NOTE: The low-pressure tire gauge is included as standard equipment.
Make two measure- ments of the tire pressure and use the second reading. Dust or dirt in the
gauge could cause the first reading to be incorrect. Tire wear limit Page Operation 2. Shift the
drive select lever into the neutral The engine can be started in any gear if the rear brake lever or
brake pedal is ap- plied. Pause a few seconds before the next attempt. Each cranking should be
as short as possible to preserve battery en- EBU ergy. Shifting: Neutral to Forward 1. Bring the
ATV to a complete stop and re- 1. Page 62 If the light does not the drive select lever along the
shift come on, ask a Yamaha dealer to inspect guide. Due to the synchronizing mechanism in
the engine, the light may not come on un- til the ATV starts moving. Page 63 5. Open the throttle
lever gradually and con- tinue to watch to the rear while backing. Page Engine Break-In If any
abnormality is noticed the following material. Because the engine is during this period, consult
a Yamaha dealer. When parking, stop the engine and shift the Rev the machine freely but do not
use full drive select lever into the park position, then throttle at any time. After break-in: Avoid
prolonged full throttle operation. Bring the machine to a stop by applying the brakes. Stop the
engine. With the brake pedal applied, shift the Parking on a hill or other incline. Your Yamaha
dealer has a variety of an accessory that limits your ability to move genuine Yamaha
accessories. Other ac You can measure tongue weight handling of an ATV. You must use
common with a bathroom scale. Put the tongue of sense and good judgment when carrying carthe loaded trailer on the scale with the go or towing a trailer. Overloading this ATV or carrying
or tow- Allow more braking distance. A heavier ve- ing cargo improperly. Pay particular at- This
ATV is for recreation and utility use. This tention to the safety information on pages section,
Riding your ATV, provides general â€” They should Beginners should get training from a
certified then regularly practice the skills learned instructor. Page 74 Not recommended for
children under 16 years of age. Page 75 This ATV is designed to carry operator and cargo only
â€” passengers prohibited. Could cause you to react more slowly. Page 79 Speed limiter
WARNING For riders less experienced with this model, Indicates a potential hazard that could
this model is equipped with a speed limiter in result in serious injury or death. The speed limiter
keeps the throttle from fully opening, even Do not operate at speeds too fast for your when the
throttle lever is pushed to the maxi- skills or the conditions. Otherwise your feet may conRemoving hands from handlebars or tact the rear wheels. Page 82 Avoid wheelies and jumping.
You may lose control of the ATV or overturn. Page 83 Never modify this ATV through improp- er
installation or use of accessories. All parts and accessories added to this ve- hicle should be
genuine Yamaha or equivalent components designed for use on this ATV and should be
installed and used according to instructions. If you have questions, consult an autho- rized ATV
dealer. Page 84 Exhaust system Do not touch the hot exhaust system. To prevent others might
be likely to touch it. Riding on paved surfaces can cause loss of control. Paved surfaces may
seriously affect handling and control of the ATV, and may cause the vehicle to go out of con
Page 86 Do not ride on any public road, street, or high- way. Riding on public roads can result in
collisions with other vehicles. Page 87 Know the terrain where you ride. Ride cau- tiously in
unfamiliar areas. Stay alert for holes, rocks, or roots in the terrain, and oth- er hidden hazards
which may cause the ATV to upset. You could a caution flag on the ATV. DO NOT use the be
injured. Page 90 Select a large, flat area off-road to become fa- With the engine idling, return the
starter miliar with your ATV. Make sure that this area choke to the closed position, and shift the
is free of obstacles and other riders. You drive select lever into the forward position. Page 92
Once you have learned this technique you should be able to perform it at higher speeds or in
tighter curves. Improper riding procedures such as abrupt throttle changes, excessive braking,
incorrect body movements, or too much speed for the sharpness of the turn may cause the ATV
to tip. Be sure that you can ma- for the ATV or for your abilities. Practice neuver your ATV well
on flat ground before at- on smaller hills before attempting large tempting any incline and then
practice riding hills. Climbing hills improperly. Avoid hills with excessively slippery or loose
surfaces. Shift your weight to the uphill side of the ATV. Page 97 If your ATV has stalled or
stopped and you and rear brakes gradually, or dismount the believe you can continue up the

hill, restart ATV immediately on the uphill side. Page 98 If you begin rolling backwards: Keep
weight uphill. Apply the front brake. This means that applying either the front ATV as possible.
Note: a special technique is required when braking as you go down a hill. Be sure that you hills.
Test your brakes shallow water of up to a maximum of 35 cm after leaving water. If necessary,
apply 14 inches in depth. Page Test your brakes after leaving the water. Page 1. V-belt cooling
duct check hose left front side of ATV 1. Storage compartment check hose 1. Drive select lever
box check hose 1. V-belt case drain plug Look out for obstacles which could Improperly
operating over obstacles. Be sure to keep your feet Could cause loss of control or a colli- firmly
mounted on the footboards at all times. If there is room to do so by steering in the direcunexpected and uncorrected, sliding could tion of the slide. Bear in mind that You may lose
control of this ATV. If your ATV starts to slide sideways: This section is designed to be a
reference Steer in the direction of the slide if you have guide only. Be sure to read each section
on the room. Applying the brakes or accelerat- riding techniques completely. Page If your ATV
is traversing a sloping surface: Be sure to ride with your weight positioned towards the uphill
side of the ATV to main- tain proper balance. If the ATV starts to tip, steer down the hill if there
are no obstacles in your way to regain balance. Periodic inspection, adjustment and lubrication will keep your machine in the safest and EBU most efficient condition possible. All the
torque settings and adjust them as neces- parts and accessories added to this ve- sary. For
ATVs equipped with an odometer or an hour meter, follow the km mi or hours maintenance
intervals. Warm engine before draining. Page Panel Removal And Installation EBU Panel
removal and installation The panels illustrated need to be removed to perform some of the
maintenance described in this chapter. Refer to this section each time a panel has to be
removed or reinstalled. Panel C 2. Panel D 3. Remove the seat. Pull outward on the areas shown,
and then pull upward. Page To install 1. Place the panel in its original position. Install the seat.
Remove the top carrier bolts. To install Place the panel in the original position and in- stall the
bolt. Place the panel in the original position, and then install the quick fastener screws. Place
the carrier in the original position, and then install the carrier bolts under the fenders. Install the
top carrier bolts, and then tight- en all bolts to the specified torques. Pull outward on the areas
shown. To install Place the panel in the original position, and then install the bolts. Panel F 1.
The engine oil level should be checked before each ride. In addition, the oil must be changed
and the oil filter cartridge replaced at the inter- vals specified in the periodic maintenance and
lubrication chart. Page 5. Remove the engine oil filler cap and wipe 6. Insert the dipstick in the
oil filler hole off the dipstick with a clean rag. NOTE: The engine oil should be between the minimum and maximum level marks. Page 8. Insert the dipstick into the oil filler hole, To change the
engine oil with or without oil filter cartridge replacement and then tighten the oil filler cap. Install
the panel. Remove panel F. See pages â€” for panel removal and installation proce- dures.
Apply a light coat of engine oil to the O-ring of the new oil filter cartridge. Install the new oil filter
cartridge with an oil filter wrench, and then tighten it to the specified torque with a torque
wrench. O-ring 1. Torque wrench Tightening torque: Oil filter cartridge: 17 Nm 1. In order to
prevent clutch slippage since the engine oil also lubricates Tightening torque: the clutch , do
not mix any chemical Engine oil drain bolt: additives. Place the ATV on a level surface. Remove
the oil filler bolt, and then check the oil level in the final gear case. Page Changing the final gear
oil 1. Remove the engine guard and the final gear case guard by removing the bolts. Final gear
oil drain bolt 5. Install the drain bolt, and then tighten it to the specified torque. Engine guard 2.
Page 6. Add the recommended final gear oil to 9. Install the engine guard and the final gear the
brim of the filler hole. Place a container under the differential gear case to collect the used oil.
Remove the oil filler bolt and oil drain bolt to drain the oil. NOTE: 6. Install the oil filler bolt, and
then tighten it Do not exceed the specified differential to the specified torque. If the coolant is at
or below the minimum 1. Check the coolant level in the coolant â€” for panel removal and
installa- reservoir when the engine is cold as the tion procedures. Page Changing The Coolant
Removing the radiator cap when the en- gine and radiator are still hot. Remove panels E and F.
See pages â€” for panel removal and installa- tion procedures. Place a container under the
engine, and then remove the coolant drain bolt. Use a trough or a similar object as shown to
prevent coolant from spilling on the foot- rest. Radiator cap 1. Coolant reservoir hose 5. Remove
the radiator cap. After draining the coolant, thoroughly 6. Remove panel D. See pages â€” for
flush the cooling system with clean tap panel removal and installation proce- water. Check for
coolant leakage. Total amount: 1. Install the panels and the front carrier. If any damage is found,
have them replaced by a Yamaha dealer. Remove panel A. Remove the spark plug cap. Spark
plug wrench Inspection The spark plug is an important engine compo- nent and is easy to
inspect. The condition of the spark plug can indicate the condition of the engine. You should
periodically remove and inspect the spark plug because heat and deposits will cause the spark
plug to slowly break down and erode. If electrode erosion becomes ex- cessive, or if carbon and

other deposits are excessive, you should replace the spark plug with the specified plug. Page 4.
Pull off the lock plate, and then remove the air filter element from its frame. Air filter case cover
3. Remove the air filter element assembly. Air filter element frame 2. Air filter element 3. Using
low flash point solvents or gaso- NOTE: line to clean the air filter element. It should be cleaned
and lubri- duct check hose, remove the hose and clean cated more often if the machine is
operated in extremely dusty areas. Remove the tailpipe by pulling it out of NOTE: the muffler. If
water drains from the V-belt case after re- moving the plug, have a Yamaha dealer in- spect the
ATV as the water may affect other engine parts. Could cause burns. Could cause carbon
monoxide poison- ing, possibly leading to death. Spark arrester Could start a fire. Most A
diagnostic tachometer must be used for this adjusting should be left to a Yamaha dealer
procedure. Start the engine and warm it up for a few perience to do so. Page Valve Clearance
Adjustment To prevent this, the valve clear- ance must be adjusted regularly. This adjust- ment
however, should be left to a professional Yamaha service technician. Locknut 2. Adjusting bolt
a. Throttle lever free play If a brake pad has worn to the point that the wear indicator grooves
have almost disappeared, ask a Yamaha dealer to replace the pads as a set. Brake pad wear
indicator groove Before riding, check that the brake fluid is above the minimum level mark and
replenish when necessary. Page Always clean up spilled the top of the master cylinder
reservoirs are fluid immediately. Have a Yamaha dealer check the cause if Use only the
designated quality brake fluid. Otherwise, the rubber seals may deterio- rate, causing leakage
and poor brake per- formance. Page Brake Fluid Replacement Yamaha service personnel. If not,
Have a Yamaha dealer replace the following have a Yamaha dealer check the brake syscomponents during periodic maintenance or tem. Turn the adjusting bolt in direction a to quires
professional knowledge. These increase free play, and in direction b to procedures should be
performed by a decrease free play. Yamaha dealer. Tighten the locknut. Page The top of the
brake pedal should be posi- tioned 72 mm 2. If not, ask a Yamaha dealer to adjust When
adjusting the rear brake lever free play: Be sure not to step on the brake pedal. Page Make sure
the brakes do not drag. All air must be bled from the brake system. Replacement of brake
components re- quires professional knowledge. These procedures should be performed by a
Yamaha dealer. Page Adjusting The Rear Brake Light Switch EBU Adjusting the rear brake light
switch The rear brake light switch, which is activated by the brake pedal and rear brake lever, is
properly adjusted when the brake light comes on just before braking takes effect. If neces- sary,
adjust the brake light switch as follows. Replace dam- aged cables. Lubricate the inner cables
and the cable ends. If the cables do not operate smoothly, ask a Yamaha dealer to replace them.
Upper knuckle 2. Lower knuckle Recommended lubricant: Lithium-soap-based grease Loosen
the wheel nuts. Install the wheel and the nuts. The arrow mark on the tire must point 3. Remove
the nuts from the wheel. Page Battery Therefore it is not necessary to check the electrolyte or
add distilled water in the bat- tery. If the battery seems to have discharged, consult a Yamaha
dealer. Tapered nut 3. Tighten the wheel nuts to the specified torque. You may damage the bating. Always shield eyes when working tery. Keep out of reach of chil- dren. Turn on the main
switch. Using a conventional battery charger may shorten the battery life. Main fuse 2. Fuse box
1. Headlight fuse 2. Ignition fuse 3. Auxiliary DC jack fuse 4. Four-wheel drive fuse 5. Signaling
system fuse 6. Using an improper fuse. An improper fuse can cause damage to the electrical
system which could lead to a fire. Page 2. Remove the headlight bulb holder by turning it
counterclockwise. Headlight bulb holder 3. Remove the defective bulb by unhooking the
headlight bulb holder tabs. Page Headlight Beam Adjustment Headlight beam adjustment ing it
clockwise. Install the headlight bulb holder cover at It is advisable to have a Yamaha dealer the
rear of the headlight. To raise the beam, turn the adjusting screw in direction a. Remove the
nuts together with the wash- ers. Remove the defective bulb from the bulb holder by pushing it
inward and turning it counterclockwise. Bulb 4. Install a new bulb in the bulb holder by pushing
it inward and turning it clockwise. Install the bulb holder together with the bulb by turning it
clockwise. Install the washers, and then install the nuts. Any prob- ing or near an open flame.
Page Troubleshooting Charts No fuel. Compression There is compression. Compression
normal. Use the electric starter to see if there is compression. Ask a Yamaha dealer to No
compression. Ignition Wipe clean with dry cloth. Ignition system is Spark is good. Page Engine
Overheating Restart the engine. If the engine overheats again, ask a Level is OK. NOTE: If it is
difficult to get the recommended coolant, tap water can be temporarily used, provided that it is
changed to the recommended coolant as soon as possible. CLEANING ter seepage and
deterioration of wheel Frequent, thorough cleaning of your machine bearings, brakes,
transmission seals and will not only enhance its appearance but will electrical devices. Many
expensive repair improve its general performance and extend bills have resulted from improper
high the useful life of many components. Operation with wet brakes after wash- 7. Automotive
type wax may be applied to ing. Page Storage Do not apply oil to fuel any rubber parts or the

seat cover. NOTE: Use of fuel stabilizer and conditioner elimi- nates the need to drain the fuel
system. Con- sult a Yamaha dealer if the fuel system needs to be drained instead. Page 7.
Remove the battery and charge it. Store it in a dry place and recharge it once a month. NOTE:
Make any necessary repairs before storing the machine. The chart below is printed only as a reminder to you that the maintenance work is required. It is not acceptable proof of maintenance
work. Page Yamaha Extended Service Y. Page EBU This manual is also suitable for: Yfmfat
Kodiak yfmfat. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL. Skip to main content
of over 3, results for "yamaha kodiak parts". Skip to main search results. Eligible for Free
Shipping. Customer Review. Private Brands. New Arrivals. Filter results by your vehicle:. Filter
results Change vehicle. Get it by Today, Feb Get it by Friday, Feb FREE Shipping. Promotion
Available. Only 3 left in stock. Only 5 left in stock. Only 2 left in stock. Only 1 left in stock. All
Balls Wheel Bearing Kit. Gates 19G Drive Belt. Only 7 left in stock. Usually ships within 4 to 5
days. Usually ships within 2 to 3 days. Yamaha rear wheel axle Kodiak Only 9 left in stock. Need
help? Visit the help section or contact us. Go back to filtering menu. Back to top. Get to Know
Us. Amazon Payment Products. English Choose a language for shopping. Amazon Music
Stream millions of songs. Amazon Advertising Find, attract, and engage customers. Amazon
Drive Cloud storage from Amazon. Shopbop Designer Fashion Brands. Warehouse Deals
Open-Box Discounts. Amazon Renewed Like-new products you can trust. Amazon Second
Chance Pass it on, trade it in, give it a second life. A thru Yamaha Kodiak all-terrain vehicle ATV
is a vehicle with low pressure tires designed for off-road use. The operator straddles the seat
and steers the vehicle using handlebars. A Yamaha Kodiak is also commonly known as Kodiak
quad bike, quad, four-wheeler or Kodiak quadricycle. It is specially designed to handle a wide
range of terrain, unlike other vehicles. In some countries, you can drive it on the streets, but a
Yamaha Kodiak is not street-legal in some states. One operator typically uses an Yamaha
Kodiak The rider steers the ATV just like a motorcycle. The extra wheels provide more stability
at slower speed. Dirt bikes are also considered as ATVs because their design is for off-road use
only. This is a handbook with instructions on how to keep your Yamaha Kodiak in good running
condition. If you own an ATV and have the right tools, regular maintenance and care of your
ATV can be a do-it-yourself activity. The manuals differ from manufacturer to manufacturer and
are written for specific models. The follow is a list of Yamaha Kodiak factory repair manuals
available for instant download. It gives you all the information you need to repair and maintain
your off-road vehicle. It enables you to do the majority of the repairs yourself. You can also
troubleshoot and diagnose your ATV using the symptoms in the troubleshooting chart. With the
right tools, keeping your Kodiak in good running condition will be an enjoyable and satisfying
task. ATV repair manuals come with easy to read instructions to allow you to do-it- yourself.
From troubleshooting and simple maintenance to more detailed repairs involving disassembly
and reassembly of parts, these manuals give you all the information you require to undertake all
the activities yourself. Unlike factory service manuals, which are designed for professional
technicians, ATV manuals are specifically designed for novices who have little to no mechanical
knowledge. The manuals have step by step procedures that are easy to understand. Illustrations
and detailed photographs show parts based on the machine's complete disassembly. By using
the manual, the owner is able to learn about the most important aspects of the repair,
maintenance, and service of their ATV. The instructions have step by step procedures and
actual disassembly and reassembly of parts diagrams and photographs. Your email address will
not be published. Skip to content. Share this:. Where can I drive my Kodiak ? What is a Yamaha
Kodiak repair manual? Why do I need a Kodiak repair manual? What does a Yamaha Kodiak
repair manual cover? Which Kodiak manuals are available for download? Similar Posts. Leave a
Reply Cancel reply Your email address will not be published. Skip to main content of over 3,
results for " yamaha kodiak ". Skip to main search results. Eligible for Free Shipping. Customer
Review. From Our Brands. Packaging Option. International Shipping. Filter results by your
vehicle:. Enter a new vehicle to add it to Your Garage and filter the results below. Enter a new
vehicle. Amazon's Choice for yamaha kodiak Get it as soon as Sat, Feb Only 2 left in stock order soon. FREE Shipping. Lowest price in 30 days. Limited time deal. Only 10 left in stock order soon. Only 9 left in stock - order soon. Only 1 left in stock - order soon. Only 20 left in
stock - order soon. Only 19 left in stock - order soon. Need help? Visit the help section or
contact us. Go back to filtering menu. There's a problem loading this menu right now. Learn
more about Amazon Prime. Get free delivery with Amazon Prime. Back to top. Get to Know Us.
Amazon Payment Products. English Choose a language for shopping. Amazon Music Stream
millions of songs. Amazon Advertising Find, attract, and engage customers. Amazon Drive
Cloud storage from Amazon. Alexa Actionable Analytics for the Web. Sell on Amazon Start a
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