1999 lincoln continental fuse box diagram

Asked by Wiki User. You can view the Lincoln Continental owners manual online at :. You can
view the Lincoln Continental Owner Guide which includes the fuse diagram online at : I was
looking at the Lincoln Continental owner manual and it shows : In the fuse panel under the
drivers side of the dash : 16 is a 30 amp fuse for the moonroof switch. I have no owners manual.
Should be in the main fuse block. Look for a fuse labeled "courtesy". You can refer to your user
manual to see the fuse diagram for a Lincoln LS. The Pathfinder fuse box diagram can be found
on the inside cover of the fuse box. The diagram can also be found in the owners manual.
Where is the fuse for the amp. You can view the Lincoln Continental owners manual online at : I
need a diagram of Lincoln contintial fuse box. The fuse box diagram for a Lincoln Town Car is
located on the back of the access panel. It documents the location and function of each fuse.
Need to take the fuse out for the seatbelt alarm, it will not shut off. The fuse box diagram will be
located on the inside cover of the fuse box. The fuse box can be found in the engine
compartment. Check the amp mega fuse on the front of the engine compartment fuse panel.
Replace this if it is blown. Check for shorts to determine why the fuse is bad to begin with. In
your owner's manual. Ask Question. Car Fuses and Wiring. Lincoln Continental. Lincoln Town
Car. See Answer. Top Answer. Wiki User Answered Related Questions. Need fuse box diagram
for Lincoln Continental? How do you find a fuse diagram for a Lincoln continental? Where is the
fuse for the sunroof Lincoln continental? The fuse box diagram for a Lincoln continental?
Where is fuse box on a Lincoln Continental? Picture diagram of fuse box for a Lincoln
continental? Where is the interior lights fuse located in a Lincoln Continental? Where is the fuse
box on a Lincoln Continental? Where can you find a fuse diagram for a Lincoln LS? Inside fuse
box diagram pathfinder? Where is the fuse box for a Lincoln Continental LS? Fuse box diagram
for Lincoln Continental? How can i see a Fusebox diagram Lincoln contintial? What is the fuse
box diagram for a Crown vic? Where is the Lincoln continental fuse panel layout? Fuse box
diagram for Mercury Mountaineer? Fuse box fuse box diagram for tacoma? Where can you find
fuse box diagram for Lincoln continental? Where can you find a fuse box layout for a Mercury
Tracer? Why would a new alternator not charge on a Lincoln Continental? What is Lincoln town
car fuse map? Trending Questions Who would you swap lives with for a day? Asked By Fletcher
Altenwerth. Is silence a sound? Asked By Ciara Parker. Has a human ever been mailed via the
United States Postal Service? Asked By Annamarie Trantow. What letter in the Alphabet is
always waiting in order? Asked By Wiki User. How many times does 14 go into ? How many feet
in 7 years? How many 3s in ? Hottest Questions How did chickenpox get its name? When did
organ music become associated with baseball? Asked By Curt Eichmann. How can you cut an
onion without crying? Asked By Leland Grant. Why don't libraries smell like bookstores? Asked
By Veronica Wilkinson. How long will the footprints on the moon last? Asked By Daija Kreiger.
Do animals name each other? Asked By Danika Abbott. Who is the longest reigning WWE
Champion of all time? Asked By Consuelo Hauck. What was the first TV dinner? Asked By
Roslyn Walter. Previously Viewed Fuse box diagram for Lincoln Continental? Unanswered
Questions What values can we get in the folk dance tiklos? What happens when heat energy is
not properly used and handled? How did Jose rizals parents raise their children? Moral lesson
of tale of pilandok story? What online sites don't ask for cvv? Does Melissa Fumero smoke?
Give the summary in the poem myopia by syl cheney-coker? All Rights Reserved. The material
on this site can not be reproduced, distributed, transmitted, cached or otherwise used, except
with prior written permission of Multiply. Ad vertisements. In this article, we consider the
ninth-generation Lincoln Continental, produced from to Here you will find fuse box diagrams of
Lincoln Continental , , , , , and , get information about the location of the fuse panels inside the
car, and learn about the assignment of each fuse fuse layout and relay. Cigar lighter power
outlet fuses in the Lincoln Continental are the fuses 7 Power Point 14 Front cigar lighter in the
Instrument panel fuse box. The fuse panel is located under the instrument panel by the brake
pedal. How to check the fuses? How to replace a blown fuse? Why do car fuses blow? Types of
automotive fuses. Lincoln Continental Table of Contents. Fuse box location. Fuse box
diagrams. Learn more: How to check the fuses? We use cookies to ensure that we give you the
best experience on our website. If you continue to use this site we will assume that you are
happy with it. Ok Privacy policy. Windshield wiper motor Windshield wiper control module
washer pump motor. Navigation display Navigation module Heated seat control switches. Fuse
box diagram fuse layout , location, and assignment of fuses and relays Lincoln Continental , , , ,
, , , If electrical components in the vehicle are not working, a fuse may have blown. Check the
appropriate fuses before replacing any electrical components. Look carefully at the fuse â€” a
broken wire within the fuse identifies blown fuses. If you are not sure or if it is too dark to see,
try replacing the suspected fuse with one of the same value that you know is good. In case if
you do not have a spare fuse, in an emergency you can pull out fuses, which may be
dispensable for normal driving for example, audio system, cigarette lighter, OBD, seat heater,

and the like , and use it if its amperage rating is the same. The fuse panel is located below and
to the left of the steering wheel by the brake pedal. Remove the panel cover to access the fuses.
To remove a fuse use the fuse puller tool provided on the fuse panel cover. The power
distribution box is located in the engine compartment. The auxiliary relay box is located in the
engine compartment. It contains high and low-speed cooling fan relays. Necessary cookies are
absolutely essential for the website to function properly. This category only includes cookies
that ensures basic functionalities and security features of the website. These cookies do not
store any personal information. Any cookies that may not be particularly necessary for the
website to function and is used specifically to collect user personal data via analytics, ads,
other embedded contents are termed as non-necessary cookies. It is mandatory to procure user
consent prior to running these cookies on your website. Notice Always switch off the ignition
system and the affected electrical circuit before replacing a fuse. Always disconnect the battery
before servicing high current fuses. Never use a fuse of a higher amperage rating than that
indicated, or use any other object in place of a fuse, even as a temporary fix. This can cause
extensive damage or even fire. If the replaced fuses blows again â€” contact a qualified and
equipped service center. Main Page. This website uses cookies to improve your experience.
We'll assume you're ok with this, but you can opt-out if you wish. Close Privacy Overview This
website uses cookies to improve your experience while you navigate through the website. Out
of these cookies, the cookies that are categorized as necessary are stored on your browser as
they are essential for the working of basic functionalities of the website. We also use third-party
cookies that help us analyze and understand how you use this website. These cookies will be
stored in your browser only with your consent. You also have the option to opt-out of these
cookies. But opting out of some of these cookies may have an effect on your browsing
experience. Necessary Always Enabled. Non-necessary Non-necessary. Quick Links. Table of
Contents. Before driving. Controls and features. Seating and safety restraints. Roadside
emergencies. Maintenance and care. Capacities and specifications. Reporting safety defects. All
rights reserved. Reproduction by any means, electronic or mechanical. Ford motor company
lincoln town car owner's guide pages. Automobile Lincoln Continental Owner's Manual pages.
Reproduction by any means, electronic or mechanical including photocopying, recording or by
any information storage and retrieval system or translation in whole or part is not permitted
without written authorization from Ford Motor Company. Read the following section on
Warnings. Indicates vehicle information related to recycling and other environmental concerns
will follow. Correct vehicle usage and the authorized disposal of waste cleaning and lubrication
materials are significant steps towards protecting the environment. During the first 1 km 1 miles
of driving, vary speeds frequently. This is necessary to give the moving parts a chance to break
in. Page 4: Instrumentation Instrumentation Headlamp control pg. After three driving cycles
without these or any other temporary malfunctions present, the Service Engine Soon light
should turn off. Page 8 Instrumentation Also illuminates when the parking brake is engaged.
Illumination after releasing the parking brake indicates low brake fluid level and the brake
system should be inspected immediately. Anti-lock brake system ABS Momentarily illuminates
when the ignition is turned to the ON position and the engine is off. Page 9 Instrumentation
Charging system Illuminates when the ignition is turned to the ON position and the engine is
off. The light also illuminates when the battery is not charging properly, requiring electrical
system service. Engine oil pressure Momentarily illuminates when the ignition is turned to the
ON position and the engine is off. Turn signal chime Sounds when the turn signal lever has
been activated to signal a turn and the vehicle is driven more than 0. Page 11 Speedometer
Indicates the current vehicle speed. Odometer The odometer is located in the message center. It
registers the total kilometers miles of the vehicle. Tachometer Indicates the engine speed in
revolutions per minute. Page 12 Instrumentation Never remove the coolant reservoir cap while
the engine is running or hot. This gauge indicates the temperature of the engine coolant, not the
coolant level. If the coolant is not at its proper level the gauge indication will not be accurate.
The message center will display the last selected feature if there are no more warning
messages. This acts as a reminder that these warning conditions still exist within the vehicle.
The combination of firm ride control if equipped and low steering effort is undesirable and
cannot be selected. Page 18 Instrumentation under Operator Selectable Features. Changes
made to the seat or mirror positions will automatically be saved to that profile. If the driver
should enter the vehicle without first identifying themselves, all features will remain at their last
setting or position and any settings will be saved as vehicle settings not individualized settings.
Rotate to the second position to also turn on the headlamps. The exterior lamps will illuminate
when the ignition is ON and the windshield wiper control is in the interval, LO or HI position.
Page 25 Flash to pass Pull toward you to activate and release to deactivate. You can override
automatic operation with any of the override controls, the fan speed control or the steering

wheel controls if equipped. Page 27 Controls and features If unusual conditions exist i. You can
override fan speed at any time. To control fan speed manually, press the fan control or the
steering wheel fan speed control to cancel automatic AUTO fan speed operation. Airflow is from
the instrument panel registers. It will be displayed until EXT is pressed again. If the selected
temperature is changed while the outside temperature is displayed, the new temperature will be
displayed for four seconds after it is changed, then the outside temperature will return to the
window. This will force most of the hot, stale air out of the vehicle. Press â€” to decrease the
time displayed. This lighting feature is operable when the headlamps are illuminated. Page 34
Controls and features Your vehicle is equipped with a delayed accessory feature. This feature
enables the audio playing media to continue playing up to 10 minutes after the ignition has been
turned off, or until a door is opened. Play will begin on the first track of the disc unless the CD
changer is in shuffle mode. Refer to Shuffle feature for more information. Hold the control to
continue reversing through the disc. Page 37 Controls and features Scan function The scan
function works in radio, tape or CD mode if equipped. Press the SCAN control again to stop the
scan mode. Page 38 Controls and features Autoset memory preset Autoset allows you to set
strong radio stations without losing your original manually set preset stations. This feature is
helpful on trips when you travel between cities with different radio stations. Starting autoset
memory preset 1. Page 39 Speaker balance adjust Speaker sound distribution can be adjusted
between the right and left speakers. Speaker fade adjust Speaker sound can be adjusted
between the front and rear speakers. Pressing the control for more than three seconds results
in fast rewind. Fast forward The fast forward control works in tape and CD modes if equipped.
Shuffle feature The shuffle feature operates in CD mode and plays all tracks on the current disc
in random order. If equipped with the CD changer, the shuffle feature continues to the next disc
after all tracks are played. Page 43 Mute mode Press the control to mute the playing media.
Press the control again to return to the playing media. Digital signal processing if equipped The
digital signal processing DSP feature allows you to change the signal mode to suit your
listening tastes. Slide the door to access the CD changer magazine. Press to eject the magazine.
Make sure only one disc is inserted in each slot. Page 45 The magazine does not need to be full
for the changer to operate. Radio power must be turned on to play the CDs in the changer. The
magazine may be stored in the glove compartment when not being used. The CD magazine may
be inserted or ejected with the radio power off. Troubleshooting the CD changer if equipped The
laser beam used in the compact disc player is harmful to the eyes. Never touch the playing
surface. The further an FM signal travels, the weaker it is. The listenable range of the average
FM station is approximately 40 km 24 miles. The bars of varying length are for intermittent
wipers. When in this position rotate the control upward for fast intervals and downward for slow
intervals. Page 49 The flash rate of the turn signal will speed up considerably if the Lighting
Control Module detects a left or right turn lamp bulb front or rear is burned out. You can
accelerate with the accelerator pedal at any time during speed control usage. Pressing OFF will
erase the previously programmed set speed. Page 54 Controls and features Never adjust the
steering wheel when the vehicle is moving. If equipped with a moon roof, the map lamps are
located on the rearview mirror. By pressing the Information control. When this control is
pressed, the Lincoln Security Response Center relays details of your situation and your location
to the appropriate authorities via three-way phone call. Status messages describing the
sequence of the steps being executed are displayed, allowing you to visually follow the
activation process. The following messages are typical of those displayed during an assistance
request. Page 61 Location data retransmit capability During an activation, the Lincoln Security
Response Center operator has the capability to initiate a retransmission of the electronic data
message. This may be necessary to ensure a more precise determination of vehicle location or
to track a vehicle that is moving. Page 63 PIN. In this situation, the user is required to enter the
PIN with any phone calls made over the network. At the time your phone is activated, ask your
carrier to assign you a phone number that does not require a personal identification number.
Page 64 Some cellular carriers offer customers various optional features with their cellular
services. No outgoing calls, hotline and NPA restrictions are incompatible cellular features and
must be avoided. Page 65 Security Response Center, indicate that you are a new user and the
operator will follow special acquaintance period support procedures which are intended to
familiarize you with your Lincoln RESCU System. As described previously, the acquaintance
call can also be used to Page 66 You will be responsible, however, for any charges imposed by
your cellular phone carrier for the 1â€” phone call to the Lincoln Security Response Center.
After your initial service period expires, you will be required to pay a monitoring fee if you elect
to continue emergency and roadside assistance. Adjust the amount of light by sliding the
control. To turn on the RH visor mirror lamps, lift the mirror cover. Page 68 Controls and
features Programming 1. Prepare for programming the HomeLink Universal Transceiver by

erasing the three factory default codes by holding down the two outside buttons until the red
light begins to flash after 20 seconds. Release both buttons. Hold the end of your hand-held
transmitter 5â€”14 cm 2â€”5 inches away from the HomeLink Universal Transceiver surface
located on your visor while keeping the red light in Page 70 Controls and features 3. Press and
release the programmed HomeLink button. Press and release the HomeLink button a second
time to complete the training process. Some garage door openers may require this procedure to
be done a third time to complete the training. The 2nd or 3rd press from step 3 will activate the
door. Magnetic or metallic objects placed in, on or near the vehicle may also affect compass
accuracy. Usually, when something affects the compass readings, the compass will correct
itself after a few days of operating your vehicle in normal conditions. Page 72 Controls and
features 2. Locate the compass module mounted at the base of mirror. Turn the ignition to the
ON position. Insert an appropriate diameter rod paperclip into the right switch access hole
underneath the compass module and gently press for 1 to 2 seconds until ZONE and the current
zone setting are displayed on the upper right corner of the mirror. Page 73 Controls and
features 5. Release pressure from the switch. This will take up to five circles to complete
calibration. The compass is now calibrated. The compass display will remain on for
approximately minutes after the ignition key is removed. Express down To make the driver
window open fully without holding the window control, press the driver window control
completely down. Press or pull the control to stop window operation. To adjust your mirrors: 1.
Select L to adjust the left mirror or R to adjust the right mirror. To open the door, press the
control located on the door. Fuel filler door override release If the remote release is inoperative,
open the trunk, then pull the override release handle located inside the trunk on the passenger
side to open the fuel filler door. Hard objects can injure you in a collision. The horn will chirp to
confirm that the control was pressed. Turn the key full travel toward the front of the vehicle to
make sure the alarm disarms. Page 82 Controls and features This process will arm your
anti-theft system if equipped. For more information on arming the anti-theft system, refer to
Perimeter anti-theft system in this chapter. Opening the trunk Press the control once to open
the trunk. Ensure that the trunk is closed and latched before driving your vehicle. Page 83
Controls and features Replacing the battery The transmitter is powered by one coin type
three-volt lithium battery CR or equivalent. Typical operating range will allow you to be up to 10
meters 33 feet away from your vehicle. If you purchase additional transmitters up to four may be
programmed , perform the following procedure: To reprogram the transmitters yourself, place
the key in the ignition and turn from OFF to ON eight times in rapid succession within 10
seconds end in ON. Page 86 Controls and features Your vehicle has a factory-set 5â€”digit code
that operates the keyless entry system. You can also program your own 5â€”digit personal
entry code. Page 87 Erasing personal code To erase all of the personal entry codes
programmed to a vehicle: 1. Enter the factory-set code. All of the vehicle doors will lock and
then unlock to confirm erasure. Page 88 Controls and features Locking doors with the keyless
entry system It is not necessary to enter the factory-set code prior to locking all doors. To lock
the doors: 1. Page 89 The SecuriLock passive anti-theft system provides an advanced level of
vehicle theft protection. Page 91 Controls and features 3. The purpose of these head restraints
is to help limit head motion in the event of a rear collision. To properly adjust your head
restraints, lift the head restraint so that it is located directly behind your head or as close to that
position as possible. Page 93 Do not pile cargo higher than the seatbacks to avoid injuring
people in a collision or sudden stop. Always drive and ride with your seatback upright and the
lap belt snug and low across the hips. Press the control to recline the seatback forward or
backward. Page 94 Seating and safety restraints Press to move the rear portion of the seat
cushion up or down. Page 96 Seating and safety restraints Each seating position in your vehicle
has a specific safety belt assembly which is made up of one buckle and one tongue that are
designed to be used as a pair. Page 97 Automatic locking mode In this mode, the shoulder belt
is automatically pre-locked. The belt will still retract to remove any slack in the shoulder belt.
The automatic locking mode is not available on the driver safety belt. As the belt retracts, you
will hear a clicking sound. This indicates the safety belt is now in the automatic locking mode.
Page 99 Seating and safety restraints Insert the tongue into the correct buckle the buckle
closest to the direction the tongue is coming from. To lengthen the belt, turn the tongue at a
right angle to the belt and pull across your lap until it reaches the buckle. Page Seating and
safety restraints Safety belt warning light and indicator chime The seat belt warning light
illuminates in the instrument cluster and a chime sounds to remind the occupants to fasten
their safety belts. Conditions of operation If See your Ford or Lincoln-Mercury dealer. Children
and air bags For additional important safety information, read all information on safety
restraints in this guide. Page Air bags can kill or injure a child in a child seat. NEVER place a
rear-facing child seat in front of an active air bag. If you must use a forward-facing child seat in

the front seat, move the seat all the way back. Page Seating and safety restraints While the
system is designed to help reduce serious injuries, it may also cause minor burns, abrasions,
swelling or temporary hearing loss. Because air bags must inflate rapidly and with considerable
force, there is the risk of death or serious injuries such as fractures, facial and eye injuries or
internal injuries, particularly to occupants who are not properly restrained or are otherwise out
of position at the time of air bag deployment. Page Do not attempt to service, repair, or modify
the air bag Supplemental Restraint System, its fuses or the seat cover on a seat containing an
air bag. See your Ford or Lincoln Mercury dealer. All occupants of the vehicle including the
driver should always wear their safety belts even when an air bag SRS is provided. Page
Seating and safety restraints How does the side air bag system work? Page Several air bag
system components get hot after inflation. Do not touch them after inflation. If the side air bag
has deployed, the air bag will not function again. The side air bag system including the seat
must be inspected and serviced by a qualified technician in accordance with the vehicle service
manual. Page Children and safety belts If the child is the proper size, restrain the child in a
safety seat. Children who are too large for child safety seats as specified by your child safety
seat manufacturer should always wear safety belts. Follow all the important safety restraint and
air bag precautions that apply to adult passengers in your vehicle. If you do not install and use
the safety seat properly, the child may be injured in a sudden stop or collision. Page Ford
recommends the use of a child safety seat having a top tether strap. Install the child safety seat
in a seating position which is capable of providing a tether anchorage. For more information on
top tether straps, refer to Attaching safety seats with tether straps. Page Seating and safety
restraints 2. Pull down on the shoulder belt and then grasp the shoulder belt and lap belt
together. Page Seating and safety restraints 5. To put the retractor in the automatic locking
mode, grasp the shoulder portion of the belt and pull downward until all of the belt is extracted
and a click is heard. Allow the belt to retract. The belt will click as it retracts to indicate it is in
the automatic locking mode. Page Additional kit can be obtained and installed at no charge from
any Ford or Lincoln-Mercury dealer. The tether strap anchorage bracket for the rear center
seating position was factory installed and is located directly beneath the rear window trim
panel, which is behind the rear seat back. This system meets all Canadian Interference-Causing
Equipment standard requirements regulating the impulse electrical field strength of radio noise.
When starting a fuel-injected engine, avoid pressing the accelerator before or during starting.
Page Starting 2. Make sure the headlamps and vehicle accessories are off. If a light fails to
illuminate, have the vehicle serviced. Page Starting Using the engine block heater if equipped
An engine block heater warms the engine coolant, which improves starting, warms up the
engine faster and allows the heater-defroster system to respond quickly. Page Starting
Important ventilating information If the engine is idling while the vehicle is stopped in an open
area for long periods of time, open the windows at least 2. Adjust the heating or air conditioning
if equipped to bring in fresh air. Improve vehicle ventilation by keeping all air inlet vents clear of
snow, leaves and other debris. Refer to the maintenance guide and or service guide for
scheduled maintenance. In normal operation, automotive brake systems may emit occasional or
intermittent squeal or groan noises when the brakes are applied. Page ABS warning lamp
warning lamp in the instrument cluster momentarily illuminates when the ignition is turned on
and the engine is off. If the light does not illuminate momentarily at start up, remains on or
continues to flash, the ABS needs to be serviced. With the ABS light on, the anti-lock brake
system is disabled and normal braking is still effective unless the Page Driving Always set the
parking brake fully and make sure the gearshift is latched in P Park. Turn off the ignition
whenever you leave your vehicle. The parking brake is not recommended to stop a moving
vehicle. However, if the normal brakes fail, the parking brake can be used to stop your vehicle in
an emergency. Any excessive wheel spin is controlled by automatically applying and releasing
the front brakes in conjunction with engine torque reductions. Engine torque reduction is
realized via the fully electronic spark and fuel injection systems. Page Driving If the power
steering system breaks down or if the engine is turned off , you can steer the vehicle manually,
but it takes more effort. Page The air suspension shut-off switch is located on the left side of the
trunk. If this switch is in the OFF position, the rear air suspension will not operate. Page Driving
If your vehicle gets stuck in mud or snow it may be rocked out by shifting from forward and
reverse gears in a steady pattern. Press lightly on the accelerator in each gear. Do not rock the
vehicle for more than a few minutes, because it could damage the vehicle. Make sure the
gearshift is securely latched in P Park. This locks the transaxle and prevent the front wheels
from rotating. Always set the parking brake fully and make sure the gearshift is securely latched
in P Park. Page Driving N Neutral With the gearshift in the N Neutral position, the vehicle can be
started and is free to roll. Hold the brake pedal down while in this position. D Overdrive The
overdrive position is the normal driving position for an automatic overdrive transaxle. Page

Driving When to use 3 Third 3 Third eliminates the needless shifting back and forth between
third and fourth gears that your vehicle may do when driving on hilly terrain. It also gives more
engine braking than overdrive to slow your vehicle on downgrades. Page Driving When parking,
do not use the gearshift in place of the parking brake. Always set the parking brake fully and
make sure that the gearshift is securely latched in Park P. Never leave your vehicle unattended
while it is running. However, you can contact your local Lincoln dealer to get the proper towing
equipment. Do not tow a trailer until your vehicle has been driven at least 3 km 2 miles. Page
The amount of weight your loaded trailer should be no more than kg 2 lbs. Be sure to follow
their instructions carefully. The hazard flashers can be operated when the ignition is off. Blown
fuses are identified by a broken wire within the fuse. Check the appropriate fuses before
replacing any electrical components. Always replace a fuse with one that has the specified
amperage rating. Page Passenger compartment fuse panel The fuse panel is located below and
to the left of the steering wheel by the brake pedal. Remove the panel cover to access the fuses.
To remove a fuse use the fuse puller tool provided on the fuse panel cover. Always disconnect
the battery before servicing high current fuses. Page Always replace the cover to the Power
Distribution Box before reconnecting the battery or refilling fluid reservoirs. The auxiliary relay
box contains the high and low speed cooling fan relays. Instead, gradually decrease your
speed. Page Roadside emergencies 3. Remove the spare tire, jack and lug wrench. Locate pry
off notch if equipped and remove the center ornament from the aluminum wheel with the
tapered end of the wheel nut wrench that came with your vehicle. Refer to Air suspension
system in the Driving chapter for more information. Put the jack in the jack notch next to the
door closest to the tire you are changing. Page not the dealer to get a replacement key. Do not
use an impact wrench with the anti-theft key. An explosion could result in injury or vehicle
damage. Do not push start your vehicle. You could damage the catalytic converter. Page
Roadside emergencies Connecting the jumper cables 1. Note: In the illustrations, lightning bolts
are used to designate the assisting boosting battery. Connect the negative - cable to the
negative - terminal of the assisting battery. Page Roadside emergencies Jump starting 1. Start
the engine of the booster vehicle and run the engine at moderately increased speed. Start the
engine of the disabled vehicle. Once the disabled vehicle has been started, run both engines for
a further three minutes before disconnecting the jumper cables. After the disabled vehicle has
been started and the jumper cables removed, allow it to idle for several minutes so the engine
computer can relearn its idle conditions. It is recommended that your vehicle be towed with a
wheel lift or flatbed equipment. If your vehicle requires professional service, your dealership
can provide necessary parts and service. Page Do not start your engine with the air cleaner
removed and do not remove it while the engine is running. Inside the vehicle, pull the hood
release handle located under the bottom of the instrument panel. Page Maintenance and care 1.
Automatic transmission fluid dipstick 2. Brake fluid reservoir 3. Battery 4. Air filter assembly 5.
Engine oil dipstick 6. Engine oil filler cap 7. Power steering fluid reservoir 8. Windshield washer
fluid reservoir 9. Engine coolant reservoir Page 6. Wipe the indicator clean. Insert the indicator
fully, then remove it again. Page Maintenance and care Engine oil and filter recommendations
Look for this certification mark. Do not use supplemental engine oil additives, oil treatments or
engine treatments. Refer to the Scheduled Maintenance Guide for the service interval
schedules: 1. Clean the reservoir cap before removal to prevent dirt or water from entering the
reservoir. The reservoir is highlighted with a If the level is low, add enough fluid to fill the
reservoir. In very cold weather, do not fill the reservoir all the way. Page If the engine coolant
has not been checked at the recommended interval, the engine coolant reservoir may become
empty. For more information on engine coolant maintenance, refer to Adding engine coolant in
this chapter. Recycled engine coolant Ford Motor Company recommends that Ford and
Lincoln-Mercury dealers use recycled engine coolant produced by Ford-approved processes.
For vehicles with green coolant, not all coolant recycling processes produce coolant which
meets Ford specification ESE-M97B44â€”A, and use Have your dealer check the engine cooling
system for leaks if you have to add more than 1. Page Maintenance and care 4. Check the fluid
level in the reservoir. Do not add fluid if the level is in this range. If the fluid is low, add fluid in
small amounts, continuously checking the level until it reaches the range between the MIN and
MAX lines. Page 7. Remove the dipstick and inspect the fluid level. The fluid should be in the
designated areas for normal and room temperature. BATTERY Your vehicle is equipped with a
Motorcraft maintenance-free battery which normally does not require additional water during its
life of service. However, for severe usage or in high temperature climates, check the battery
electrolyte level. Page Batteries normally produce explosive gases which can cause personal
injury. Therefore, do not allow flames, sparks or lighted substances to come near the battery.
When working near the battery, always shield your face and protect your eyes. Always provide
proper ventilation. Page Maintenance and care If the battery has been disconnected or a new

battery has been installed, the clock and the preset radio stations must be reset once the
battery is reconnected. Follow your local authorized standards for disposal. Page Maintenance
and care 2. Release and open the hood. HOOD 3. Pull the rubber cowl seal number 1 in figure
away from the cowl vent screen. Remove the right half of the cowl vent screen number 2 in
figure by placing your hand underneath the cowl vent screen and lifting straight up to release
the four spring clips. Page Maintenance and care Be careful when installing the new filter. Avoid
bending or tearing the filter and make sure it is fully seated in its mounting location after
installation. Page Tire Quality Grades apply to new pneumatic tires for use on passenger cars.
They do not apply to deep tread, winter-type snow tires, space-saver or temporary use spare
tires, tires with nominal rim diameters of 10 to 12 inches or limited production tires as defined in
Title 49 Code of Federal Regulations Part Failure to follow these precautions may adversely
affect the handling of the vehicle and make it easier for the driver to lose control and roll over.
Driving at very high speeds for extended periods of time may result in damage to vehicle
components. Snow tires must be the same size and grade as the tires you currently have on
your vehicle. Fuel such as gasoline is highly toxic and if swallowed can cause death or
permanent injury. When fueling your vehicle: 1. Turn the engine off. Page If the problems
persist, see your dealer or a qualified service technician. The American Automobile
Manufacturers Association AAMA issued a fuel specification to provide information on high
quality fuels that optimize the performance of your vehicle. We recommend the use of fuels that
meet the AAMA specification if they are available. Running out of fuel Avoid running out fuel
because this situation may have an adverse affect on modern powertrain components. Page
Maintenance and care Keep a record for at least one month and record the type of driving city or
highway. Additionally, keeping records during summer and winter will show how temperature
impacts fuel economy. In general, lower temperatures give lower fuel economy. Refer to
Lubricant Specifications. Follow the recommended maintenance schedule and owner
maintenance checks found in your vehicle Scheduled Maintenance Guide. Page Maintenance
and care Do not make any unauthorized changes to your vehicle or engine. By law, vehicle
owners and anyone who manufactures, repairs, items, sells, leases, trades vehicles, or
supervises a fleet of vehicles are not permitted to intentionally remove an emission control
device or prevent it from working. If a bulb is removed for an extended period of time,
contaminants may enter the lamp housings and affect performance. Page Maintenance and care
5. Release clip and disconnect the electrical connector from the bulb. Remove the bulb retaining
ring by rotating it counterclockwise. Remove the old bulb from the lamp assembly by pulling it
straight out of the lamp assembly. To install the new bulb: 1. Carefully position the headlamp
assembly onto the vehicle making sure the alignment pins are inserted into the proper holes.
Hold the headlamp assembly snugly against the vehicle and push down on the retainer pins to
lock the lamp into place. Page High-mount brakelamp bulbs For bulb replacement, see a dealer
or qualified technician. Replacing license plate lamp bulbs For bulb replacement, see a dealer or
qualified technician. Page Maintenance and care Function Illuminated visor mirror Overhead
console reading lamp without moon roof Passenger assist handle rear seat To replace all
instrument panel lights - see your dealer. Page Maintenance and care 3. Turning the horizontal
adjusting screw in the direction of the arrow changes the horizontal aim as Page Waxing your
vehicle Wax when water stops beading on the surface. This could be every three or four
months, depending on operating conditions. Use only carnauba or synthetic-based waxes. Use
cleaning fluid or alcohol with a clean cloth to remove any bugs and tar before waxing vehicle.
Cleaning plastic exterior parts Use vinyl cleaner for routine cleaning. Page treatments used by
commercial car washes. Clean the outside of the windshield with a non-abrasive cleanser such
as the non-abrasive Bon-Ami powder. Rinse thoroughly with clean water. Do not use abrasive
cleansers on glass as they may cause scratches. The windshield is clean if beads do not form
when you rinse it with water. Page Maintenanc
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e and care Cleaning leather seats if equipped To clean, simply use a soft cloth dampened with
water and a mild soap. Wipe the leather again with a damp cloth to remove soap residue. Dry
with a soft cloth. Page Capacities and specifications Use only brake fluids certified to meet Ford
specifications. Refer toAdding engine coolant, in the Maintenance and Care chapter. DOT 3 fluid
is recommended. Refer to Lubricant specifications. Page Capacities and specifications Page
Index Index Accessory delay Page Fuses Page Filling Station Information Filling station
information Item Recommended fuel Fuel tank capacity Engine oil capacity includes filter
change Automatic transaxle fluid capacity Tire size and pressure Hood release Coolant capacity

Power steering fluid capacity Ensure correct automatic transmission fluid is used for a specific
application. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL.

