2000 cadillac deville rear door panel removal

The door panels of a Cadillac are suprisingly simple to take apart, considering the complex
features and luxury level found in these vehicles. Disassembling the door panels may be
necessary for adding upgraded speakers or an alarm system to repairing the window regulators
or automatic door locks. Open the door all the way and roll the window down completely. Pull
the interior door handle open so you can reach the small square panel behind it. Use a flat
screwdriver to pop the panel off. Remove the Phillips screw from behind the panel. Use the flat
screwdriver to gently pry off the plastic square from around the door lock knob. Pry off the
plastic surrounding the door handle also. Pull on a bottom corner of the door panel with your
hands. Pry it up along the edges to pop the plastic clips loose from the door. There are clips
located along the back side edge of the panel along the bottom and each side. Once these are
loose, lift the door panel and unhook it from the top of the door. Reach behind the door panel
and unplug the wiring harness that connects the door to the underside of the electric window
and door lock controls. Since Jenny Carver has served as editor and freelance writer for many
offline and online publications including lovetoknow. Carver owns a custom automotive shop
where she has been doing paint and body work, custom interior work and engine building for
over 11 years. Step 1 Open the door all the way and roll the window down completely. Step 2
Use the flat screwdriver to gently pry off the plastic square from around the door lock knob.
Step 3 Pull on a bottom corner of the door panel with your hands. Use a small container to keep
the screws and small parts inside to keep them all in one place. These parts are needed for
reinstalling the door panel. Phillips screwdriver Flat-head screwdriver. Hoping that someone
can explain how to carefully do this or point me to a resource that can do so. My brother-in-law
and I started in on it the other day and got as far as getting the edges free by detaching the
plastic snaps broke a couple of them, dang it! I'm really in need right now of avoiding the cost
of labor by taking it in to a shop and am hoping I can do it myself with a little help and insight.
At the same time, my STS is in mint condition and so I obviously don't want to be reckless and
just tear things apart if there's a best way to proceed which I'm guessing there is, I just haven't
figured it out! Any help as soon as possible is greatly appreciated. I don't have my shop manual
with me I'm at work but I do know that there is a plastic piece behind the interior door handle
that pops out and there are one or two screws there, then where you grab to close the door,
there is a flap there that lifts up and there is a screw there, too. I think there is a screw at the
bottom of the door panel also Ok, so far I've gotten the plastic panel behind the handle off and
removed the single screw behind it. I also removed the one screw at the bottom of the door
panel. I see that the perforated leather panel in the middle of the door is removable and that
there are indeed two screws behind it in the area you mentioned, but it appears that the panel
has to come off in order to reach the screws. I'm having a hard time with the panel removal - any
hints, or just yank it off? Thanks so much for your help - I figured it out! Removing the entire
leather panel in the middle of the door was definitely a bad idea and I almost went through with
it! You just have to be a little mean with that piece of the panel that comes down behind the
handle and lift it up nice and high to get to those two screws. Those two really anchor the whole
door panel down. After that, it's cake. If by chance anyone else ever needs help with this same
problem, I'm now an expert somewhat! Man it feels good to figure stuff out, DIY, and with
success!!! Just trying to learn. Once you get all the screws off, is there a trick to removing the
panel? I started to take it off but didn't want to risk breaking anything. I'll likely get a shop
manual mainly for other use , but wanted to know if there was something else I'm missing. Once
you lift the panel off you will have to disconnect the cable for the handle and the wiring. For the
cable there is a yellow clasp that needs to be swung out. Then you negotiate the pin out of its
hole. Not too difficult. If you need to get to the regulator there is an interior panel that needs to
be removed. There are a ton of white clips. You take a small screwdriver or punch and press the
center of the clips. There is a pin there that needs to be pushed inward. Don't push too hard or
you will push the pin all the way through the clip and into the door. You will then have to fish
the pins out. You can post now and register later. If you have an account, sign in now to post
with your account. Note: Your post will require moderator approval before it will be visible.
Paste as plain text instead. Only 75 emoji are allowed. Display as a link instead. Clear editor.
Upload or insert images from URL. Reply to this topic Start new topic. Recommended Posts.
Posted January 19, edited. Hi everyone - so glad I found this site! Edited January 19, by
v-lander. Link to post Share on other sites. Posted January 19, Posted January 20, AVSmith 0
Posted March 29, Posted March 29, Dadillac 1 Posted March 31, Posted March 31, Join the
conversation You can post now and register later. Reply to this topic Insert image from URL.
Followers 0. Go to topic listing. Sign In Sign Up. Most inner door panels are attached the same,
no matter what kind of car you have. Generally the front, bottom and rear edge of the panel is
held to the metal part of the door with plastic clips. The center part of the panel normally has a
few screws that secure it. Sometimes they will have a small cover over them, often the size of a

dime. Just for cosmetic reasons. There will almost always be 1 or 2 screws attaching the pull
handle, the place you grab onto to pull the door closed. Most of the time, there will be a screw
somewhere close to lever you use to open the door. If your armrest is not molded into the door
panel, there will be screws that attach it. Often at a 45degree angle coming from the bottom.
And finally, on rare occasion, there will be some screws near the speaker in the door, if you
have one. If you have manual windows, you'll have to remove the crank handle. Armed with this
information. This is how I remove a door panel that I am not familiar with. First I remove all of
the screws that I can see, and look for anything that may be a cap that is covering a screw.
Second I start at the bottom of the panel and try to pull it away from the door. As the plastic
clips start to release, I work my way up along the front and rear edge of the door. Often during
this step, I notice the center part of the panel is still attached by a hidden screw. Finally, when
the panel is free all the way around, grab the panel along the front and rear edges and pull
straight up to get it to release from along where it touches the glass. I hope this helps. Was this
answer. First response is not even close. There is no clips on the bottom or sides of the door as
is on most of the panels of other cars. I''m well aware of those, so that's why i'm asking about
this door panel. It's all together different. PM me your VIN and i'll pull up an exploded view of the
door tomorrow at work. I got your email. But it was too late in the day to do anything with it. I'ii
get it tomorrow. I did just hear back from another customer with a oldmobile that said that he
couldn't get the door off, so he took it to a shop. And it did just pop off, but it required a lot
more force than he felt comfortable with, and was afraid of breaking something. Ok, there are a
bunch of plastic retainers along the edge of the door, there are 5 hidden behind the rectangle
insert above the arm rest. And it looks like the arm rest pulls straight up and is held down by
some metal clips. If you give me a fax number i'll send you what I got. Please login or register to
post a reply. A door panel is used to cover the inside part of the door and hide the inner working
of the door accessory's such as the window and door latch mechanisms. This padded
Sponsored links. Ask a Car Question. It's Free! Asked by Wiki User. Good Luck! How do you
remove the driver door panel on a Cadillac deville? The fuse panel in a Cadillac Deville is on the
driver side dash panel. You will have to open the car door to access the panel. The window relay
on a Deville is located behind the drivers side door panel. You will have to remove the door
panel to expose the relay system. In the trunk, remove the back panel by unscrewing the four
plastic knobs on the roof of the trunk, there is the entire fuse box for the vehicle. You have to
pull the door panel off!. Then on the inside of the door panel you will see the 4 screw holding
the arm rest on. Remove the panel directly under the steering column. It is located just back in
there. Behind the Left Rear Wing Panel. It is for dule zone climate control. Remove the plastic
"filler panel" between the radiator mount top and the front grill on the driver side. They are
attached to the radiator mount top and are not visible unless the "panel" has been removed.
Unplug the wires, unbolt the seat from the floor panel, take the seat out. Under the right side of
the dash behind the kick panel. On a 92 Cadillac Coupe DeVille there are two. If you want the
one for the turn signals, it is located under the dash on the left side. To access it you will have
to remove the plastic panel under the left side of the dash 7mm bolts. Look to the left drivers
side of the bracket that holds the fold-down fuse panel. If you want the one for the four way
flashers, it is also located under the left side of the dashboard To access it you will have to
remove the plastic panel under the left side of the dash 7mm bolts. Look to the right passenger
side of the metal bracket that holds the steering column, it will be cliped on there. Cadillac Man.
I have a Deville. The PCV Value is under the cover this is the one with the cadillac emblem on it
that is across the top of the engine. It is located at the back left of the engine. You must remove
the two plastic nuts that are at the front of the panel Then up and forward. There is a small black
metal piece at the center back of the silver panel top this is the one with the cadillac emblem on
it that hold it at the back center. Hope this is helpful. Tell me where the turn signal flasher is on
a Sedan DeVille. It is behind the panel right above the headlight switch. Check under the back
seat or there may b a panel covering it in the trunk. More than likely you will have to remove the
fuel tank. Open the trunk lid, pull back the carpet and see. Also look under the rear seat. Ask
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