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Controls This part tells you about the seats and also about reclining front seatbacks, head
restraints and rear folding seatbacks. Release the lever to lock the seatback where you want it.
Pull up on the lever, and the seat will go to its original upright position. Page Head Restraints
Head Restraints Slide the head restraint up or down so that the top of the restraint is closest to
the top of your ears. This position reduces the chance of a neck injury in a crash. Pull up to
raise the head restraint. To lower it, push the release button and push down. Page 18 Rear
Folding Seatback If Equipped You can fold either side of the seatback down in your vehicle for
more cargo space. Page 19 3. Repeat the procedure for the other side if you do not have a built
4. Fold the seatback down. To raise the seatback: 1. Pull the seatback up and push it back to
lock it into place. It also tells you some things you should not do with safety belts. And it
explains the air bag system. Page 22 Put someone on it. Get it up to speed. Then stop the
vehicle. Page 23 The person keeps going until stopped by something. In a real vehicle, it could
be the windshield With safety belts, you slow down as the vehicle does. You get more time to
stop. You stop over more distance, and your strongest bones take the forces. Page 26 3. Pick
up the latch plate and pull the belt across you. The shoulder belt may lock if you pull the belt
across you very quickly. If this happens, let the belt go back slightly to unlock it. Then pull the
belt across you more slowly. Page 27 The lap part of the belt should be worn low and snug on
the hips, just touching the thighs. In a crash, this applies force to the strong pelvic bones. If you

slid under it, the belt would apply force at your abdomen. Page 28 Adjust the height so that the
shoulder portion of the belt is centered on your shoulder. The belt should be away from your
face and neck, but not falling off your shoulder. The shoulder belt is too loose. The belt is
buckled in the wrong place. In a crash, the belt would go up over your abdomen. The belt forces
would be there, not at the pelvic bones. The shoulder belt is worn under the arm. It should be
worn over the shoulder at all times. In a crash, your body would move too far forward, which
would increase the chance of head and neck injury. The belt is twisted across the body. If a belt
is twisted, make it straight so it can work properly, or ask your dealer to fix it. The belt should
go back out of the way. Before you close the door, be sure the belt is out of the way. If you slam
the door on it, you can damage both the belt and your vehicle. For pregnant women, as for
anyone, the key to making safety belts effective is wearing them properly. Wearing your safety
belt during a crash helps reduce your chance of hitting things inside the vehicle or being
ejected from it. Safety belts help keep you in position for air bag inflation before and during a
crash. CAUTION: If something is between an occupant and an air bag, the bag might not inflate
properly or it might force the object into that person. The path of an inflating air bag must be
kept clear. Page 38 When should an air bag inflate? Page 39 How does an air bag restrain? In
moderate to severe frontal or near frontal collisions, even belted occupants can contact the
steering wheel or the instrument panel. In moderate to severe side collisions, even belted
occupants can contact the inside of the vehicle. Page 40 In many crashes severe enough to
inflate an air bag, windshields are broken by vehicle deformation. Additional windshield
breakage may also occur from the right front passenger air bag. Air bags are designed to inflate
only once. Page Safety Belt Pretensioners If your vehicle ever gets into a lot of water water up
to the carpeting or higher your vehicle and soaks the carpet, the air bag controller can be
soaked and ruined. Accident statistics show that unbelted people in the rear seat are hurt more
often in crashes than those who are wearing safety belts. Page 43 When the shoulder belt is
pulled out all the way, it will lock. If it does, let it go back all the way and start again. Make sure
the release button on the buckle is positioned so you would be able to unbuckle the safety belt
quickly if you ever had to. In a crash, you would move forward too much, which could increase
injury. The shoulder belt should fit against your body. To unlatch the belt, just push the button
on the buckle. That includes The instructions for the restraint will say whether it is the right type
and size for your child. This child restraint is designed for use only by children who weigh
between 22 and 66 pounds 10 and 30 kg and whose height is between Page 49 2. Pull the flap
away from the fastener strip on the top of the seatback and lower the child restraint cushion.
CAUTION: If a head restraint is not installed on the seatback properly, it could be thrown about
the vehicle in a crash or sudden maneuver. Page 50 3. Install the head restraint so that the front
side faces the rear of the vehicle. Lower the head restraint so that it touches the top of the
seatback. Make sure there is no gap between the lower edge of the head restraint and the top of
the seatback. Page 51 4. Before placing the child in the child restraint, add slack to the shoulder
harness. Pull the black shoulder harness release strap firmly. At the same time, pull both
shoulder harness straps through the slots in the seatback as shown. Page 52 8. Push the latch
plate B into the buckle until it clicks. Be sure the buckle is free of any foreign objects that may
prevent you from securing the latch plates. Page 53 Now fasten the left and right halves of the
shoulder harness clip together. Page 54 Pull the shoulder harness adjustment strap C firmly
until the harness is snugly adjusted around the child. Make sure the harness and buckle strap
are not twisted. Unfasten the shoulder harness clip. Unlatch the harness by pushing the button
on the buckle. Remove the child from the child restraint cushion. Fasten the harness clip.
Remove the head restraint. Install the head restraint so that the front side faces the front of the
vehicle. Page 57 5. Fold the child restraint cushion up into the seatback. Make sure the harness
adjustment strap is folded up in the seatback. Attach the flap to the fastener strip on the top of
the seatback. Press the child restraint cushion firmly into the seatback. People in the vehicle
could be injured. Be sure the head restraint is properly installed when the built restraint is
stored. Page 59 An infant car bed A is a special bed made for use in a motor vehicle. Page 60
Page 61 A forward facing child restraint C a child upright to face forward in the vehicle. These
forward facing restraints are designed to help protect children who are from 20 to 40 lbs. Page
Where To Put The Restraint When choosing a child restraint, be sure the child restraint is
designed to be used in a vehicle. If it is, it will have a label saying that it meets federal motor
vehicle safety standards. Then follow the instructions for the restraint. You may find these
instructions on the restraint itself or in a booklet, or both. Page Top Strap Top Strap In Canada,
the law requires that forward restraints have a top strap, and that the strap be anchored. In the
United States, some child restraints also have a top strap. If your child restraint has a top strap,
it should be anchored. See the earlier part about the top strap if the child restraint has one. Be
sure to follow the instructions that came with the child restraint. Page 65 4. Pull the rest of the

shoulder belt all the way out of the retractor to set the lock. To tighten the belt, feed the
shoulder belt back into the retractor while you push down on the child restraint. Never put a
rear facing child restraint in this seat. Page 67 4. Buckle the belt. Make sure the release button is
5. Pull the rest of the shoulder belt all the way out of positioned so you would be able to
unbuckle the the retractor to set the lock. Page Larger Children 6. You may find it helpful to use
your knee to push down on the child restraint as you tighten the belt. Here two children are
wearing the same belt. In a crash, the two children can be crushed together and seriously
injured. A belt must be used by only one person at a time. Here a child is sitting in a seat that
has a shoulder belt, but the shoulder part is behind the child. If the child wears the belt in this
way, in a crash the child might slide under the belt. When you go in to order it, take the heaviest
coat you will wear, so the extender will be long enough for you. After a very minor collision,
nothing may be necessary. But if the safety belts or built in child restraint harness straps were
stretched, as they would be if worn during a more severe crash, then you need new safety belts
or Page 73 Section 2 Features and Controls Here you can learn about the many standard and
optional features on your vehicle, and information on starting, shifting and braking. Also
explained are the instrument panel and the warning systems that tell you if everything is
working properly and what to do if you have a problem. A child or others could be badly injured
or even killed. They could operate power windows or other controls or even make the vehicle
move. If you need a new key, contact your Chevrolet dealer who can obtain the correct key
code. In an emergency, Passengers especially children open the doors and fall out. Outsiders
can easily enter through an unlocked door when you slow down or stop your vehicle. Page Rear
Door Security Locks Power Door Locks Option The power door lock switch may be located
either on the armrest on the door or in front of the inside door handle. Rear Door Security Locks
Your vehicle is equipped with rear door security locks that help prevent passengers from
opening the rear doors Unlock the door from the inside. Then open the door from the outside.
Operation is subject to the following two conditions: 1 this device may not cause harmful
interference, and 2 this device must accept any interference received, including interference
that may cause undesired operation. Page Battery Replacement Matching Transmitter s To Your
Vehicle Each remote keyless entry transmitter is coded to prevent another transmitter from
unlocking your vehicle. If a transmitter is lost or stolen, a replacement can be purchased
through your dealer. Remember to bring any remaining transmitters with you when you go to
your dealer. Page 81 To replace the battery: 1. Insert a small coin or flat tip screwdriver in the
notch near the key ring to separate the bottom half from the top half of the transmitter. Remove
the battery and replace it with the new one. Theft Vehicle theft is big business, especially in
some cities. Although your vehicle has a number of theft features, we know that nothing we put
on it can make it impossible to steal. It unlocks the steering wheel and ignition. ON C : The
switch returns to this position after you start your engine and release the switch. Page 86 2.
Wait about 15 seconds between each try to help avoid draining your battery or damaging your
starter. When your engine has run about 10 seconds to warm up, your vehicle is ready to be
driven. Your vehicle has a automatic transaxle shift lock control system. A light on the
instrument panel cluster will come on when this feature is used. Press the clutch pedal back
down. You could injure yourself or others. This chart shows when to shift to the next gear for
the best fuel economy. Page 93 To release the parking brake, hold the brake pedal down. Pull
the parking brake lever up until you can press the release button. Hold the release button in as
you move the lever all the way down. Page 94 2. Push the lever all the way toward the front of
the vehicle. Turn the ignition key to LOCK. Remove the key and take it with you. If torque lock
does occur, you may need to have another vehicle push yours a little uphill to take some of the
pressure from the parking pawl in the transaxle, so you can pull the shift lever out of PARK P.
But if you ever have to, here are some things to know. Push down on the front of a switch to
lower a window and lift the front of the switch to raise the window. Page 99 Tilt Wheel If
Equipped A tilt steering column allows you to adjust the steering column before you drive. You
can also raise it to the highest level to give your legs more room when you exit and enter the
vehicle. To tilt the column, pull down on the lever. These positions allow you to signal a turn or
a lane change. To signal a turn, move the lever all the way up or down. Move the lever to the
position you want: OFF: The wipers are off. INT: This position provides intermittent windshield
wiper operation. In light rain or snow, you might want to use this position rather than
continuous wiping. Page Cruise Control Option The cruise control lever is located on the right
side of the steering wheel. This can really help on long trips. Page 1. Push the end of the cruise
control lever. Get up to the speed you want. When you take your foot off the pedal, your vehicle
will slow down to the cruise control speed you set earlier. Using Cruise Control on Hills How
well your cruise control will work on hills depends upon your speed, load and the steepness of
the hills. Automatic Light Control ALC Your vehicle is equipped with an automatic light sensor

on top of the instrument panel, so be sure it is not covered or the headlamps will be on
continuously. Page Interior Lamps The DRL system will make your headlamps come on at a
reduced brightness when: The ignition is on with the engine running, the headlamp switch is
off, the parking brake is released. When the DRL are on, only your headlamps will be on at a
reduced brightness. ON: The lamp comes on and stays on whether or not a door is opened.
OFF: The lamp stays off even when a door is opened. DOOR: The lamp comes on when a door
is opened. After all of the doors are closed or until the ignition is turned on, the lamp will remain
on for about 15 seconds and will then go out. The mirror moves so that you can adjust it up and
down or side to side. You can adjust the mirror for day or night driving. Pull the tab for night
driving to reduce glare. If you cut too sharply into the right lane, you could hit a vehicle on your
right. Check your inside mirror or glance over your shoulder before changing lanes. To remove
it, press down on the lock spring plate and pull the ashtray out. If you do, cigarettes or other
smoking materials could set them on fire, causing damage. Page Sunroof Option If you have a
sunroof, you can tilt or open it. To tilt the sunroof, slide the sunshade rearward, then press the
switch marked UP. Press the other end of the switch to lower the sunroof. Your ignition must be
on for the switch to work. Page The main components of your instrument panel are: A. Air
Outlets B. Brightness Control C. Instrument Panel Cluster E. Windshield Wiper Control F.
Windshield Washer G. Hazard Warning Flashers H. Rear Window Defogger Option I. Comfort
Control System J. Page Instrument Panel Cluster Instrument Panel Cluster Your instrument
panel is designed to let you know at a glance how your vehicle is running. Standard Cluster
Page Optional Cluster Your odometer shows how far your vehicle has been driven, in miles. You
may wonder what happens if your vehicle needs a new odometer installed. The pictures will
help you locate them. Warning lights and gages can signal that something is wrong before it
becomes serious enough to cause an expensive repair or replacement. The light tells you if
there is an electrical problem. The system check includes the air bag sensors, the air bag
modules, the wiring and the diagnostic module. Page Charging System Light Charging System
Light This light will come on briefly when you turn on the ignition, but the engine is not running,
as a check to show you it is working. Then it should go out when the engine starts. If it stays on,
or comes on while you are driving, you may have a problem with the electrical charging system.
Driving with the brake system warning light on can lead to an accident. Driving with the anti
system warning light on can lead to an accident. Page Malfunction Indicator Lamp Malfunction
Indicator Lamp Check Engine Light Your vehicle is equipped with a computer which monitors
operation of the fuel, ignition and emission control systems. This system is called OBD II On
Board Diagnostics Second Generation and is intended to assure that emissions are at
acceptable levels for the life of the vehicle, helping to produce a cleaner environment. Page This
light should come on, as a check to show you it is working, when the ignition is on and the
engine is not running. This light will also come on during a malfunction in one of two ways:
Light Flashing A misfire condition has been Page Are you low on fuel? As your engine starts to
run out of fuel, your engine may not run as efficiently as designed since small amounts of air
are sucked into the fuel line causing a misfire. The system can detect this. Adding fuel should
correct this condition. Page Engine Oil Pressure Light Engine Oil Pressure Light If you have a
problem with your oil, this light may stay on after you start your engine or come on when you
are driving. This indicates that there is not enough oil pressure to keep your engine properly
lubricated and cool. The engine could be low on oil, or have some other oil related problem. If
this light flashes while using the cruise control, turn the cruise control off and then on. If you
cannot set the cruise control, or if the cruise control is cancelled, there may be a problem with
your cruise control system. When your vehicle is low on fuel the low fuel warning light will also
come on to remind you to add fuel. Be sure to read about the particular systems supplied with
your vehicle. Page Comfort Controls Comfort Controls With this system, you can control the
heating and ventilation in your vehicle. If you have the air conditioning option, you can also
control cooling. Your vehicle also has the flow through ventilation system described later in this
section. Air Conditioner Controls The air conditioning system uses the same controls as
described previously. Turn the temperature knob clockwise for warmer air and turn the fan knob
toward HI. Page Ventilation System Do not attach anything like a temporary vehicle license or a
decal across the defogger grid on the rear window. Page Audio Systems Ventilation Tips Keep
the hood and front air inlet free of ice, snow or any other obstruction such as leaves. The heater
and defroster will work far better, reducing the chance of fogging the inside of your windows.
When you enter a vehicle in cold weather, move the fan knob toward HI for a few moments
before driving off. To increase volume, turn the knob clockwise. Turn it counterclockwise to
decrease volume. RCL: Press this knob to recall the station being played or to display the clock.
Press and hold one of the SEEK arrows for more than four seconds until you hear two beeps.
The radio will go to the first preset station stored on your pushbuttons, except those stations

with weak reception, stop for a few seconds and flash the station frequency, then go on to the
next preset B and a zero or T and a zero will appear on the display. To set all of the tone
controls and speaker controls to the middle position, end out of audio mode. RCL: Press this
knob to recall the station being played, if the tape player is active, or to display the clock. The
radio will go to the first preset station stored on your pushbuttons, except stations with weak
reception, stop for a few seconds and flash the station frequency, then go on to the next preset
Page Playing a Cassette Tape Your tape player is built to work best with tapes that are up to 30
to 45 minutes long on each side. Tapes longer than that are so thin they may not work well in
this player. Page FWD 4 : Press this button to advance quickly to another part of the tape. FWD
will appear on the display. Press the button again to return to playing speed. The radio will play
the last selected station while the tape advances. Just: 1. Turn the radio on. Press AM FM to
select the band. Then press and hold the up arrow to move the sound to the right speakers or
the down arrow to move the sound to the left speakers. If the PREV button or the left SEEK
arrow is pressed and the current selection has been playing for more than eight seconds, it will
go to the beginning of the current selection. The longer range, however, can cause stations to
interfere with each other. AM can pick up noise from things like storms and power lines. Try
reducing the treble to reduce this noise if you ever get it. Cassette tapes should be stored in
their cases away from contaminants, direct sunlight and extreme heat. Cassettes are subject to
wear and the sound quality may degrade over time. Please start with a very important safety
device in your vehicle: Buckle up. Page Drunken Driving Drunken Driving Death and injury
associated with drinking and driving is a national tragedy. Alcohol affects four things that
anyone needs to drive a vehicle: Judgment Muscular Coordination Vision A person who
consumes food just before or during drinking will have a somewhat lower BAC level. Page But
the ability to drive is affected well below a BAC of 0. Research shows that the driving skills of
many people are impaired at a BAC approaching 0. All drivers are impaired at BAC levels above
0. They are the brakes, the steering and the accelerator. All three systems have to do their work
at the places where the tires meet the road. Page Avoid needless heavy braking. Some people
drive in spurts heavy acceleration followed by heavy braking rather than keeping pace with
traffic. This is a mistake. Your brakes may not have time to cool between hard stops. Your
brakes will wear out much faster if you do a lot of heavy braking. Suddenly an animal jumps out
in front of you. You slam on the brakes. A computer senses that wheels are slowing down. If
one of the wheels is about to stop rolling, the computer will separately work the brakes at each
front wheel and at both rear wheels. Page Steering In Emergencies Steering in Emergencies
There are times when steering can be more effective than braking. For example, you come over
a hill and find a truck stopped in your lane, or a car suddenly pulls out from nowhere, or a child
darts out from between parked cars and stops right in front of you. If the level of the shoulder is
only slightly below the pavement, recovery should be fairly easy. Ease off the accelerator and
then, if there is nothing in the way, steer so that your vehicle straddles the edge of the
pavement. Keep trying to steer and constantly seek an escape route or area of less danger. One
reason is that some drivers are likely to be impaired by alcohol or drugs, with night vision
problems, or by fatigue. Here are some tips on night driving. Drive defensively. It can take a
second or two, or even several seconds, for your eyes to readjust to the dark. Page The heavier
the rain, the harder it is to see. Even if your windshield wiper blades are in good shape, a heavy
rain can make it harder to see road signs and traffic signals, pavement markings, the edge of
the road and even people walking. But it can if your tires do not have much tread or if the
pressure in one or more is low. It can happen if a lot of water is standing on the road. Page City
Driving City Driving One of the biggest problems with city streets is the amount of traffic on
them. Here are ways to increase your safety in city driving: Know the best way to get to where
you are going. Page Freeway Driving Freeway Driving Mile for mile, freeways also called
thruways, parkways, expressways, turnpikes or superhighways are the safest of all roads. But
they have their own special rules. The most important advice on freeway driving is: Keep up
with traffic and keep to the right. Drive at the same speed most of the other drivers are driving.
Here are some things you can check before a trip Or is it just plain falling asleep at the wheel?
Call it highway hypnosis, lack of awareness, or whatever. There is something about an easy
stretch of road with the same scenery, along with the hum of the tires on the road, the drone of
the engine, and the rush of the wind against the vehicle that can make you sleepy. Page Know
how to go down hills. The most important thing to know is this: let your engine do some of the
slowing down. Shift to a lower gear when you go down a steep or long hill. Page Winter Driving
Winter Driving Here are some tips for winter driving: Have your vehicle in good shape for winter.
You may want to put winter emergency supplies in your trunk. However, if there is snow or ice
between your tires and the road, you can have a very slippery situation. Brake so your wheels
always keep rolling and you can still steer. Whatever your braking system, allow greater

following distance on any slippery road. Watch for slippery spots. Put on extra clothing or wrap
a blanket around you. If you have no blankets or extra clothing, make body insulators from
newspapers, burlap bags, rags, floor mats anything you can wrap around yourself or tuck under
your clothing to keep warm. Page Recreational Vehicle Towing Then, shut the engine off and
close the window almost all the way to preserve the heat. Start the engine again and repeat this
only when you feel really uncomfortable from the cold. But do it as little as possible. Preserve
the fuel as long as you can. The GVWR includes the weight of the vehicle, all occupants, fuel
and cargo. Page Towing A Trailer If you put things inside your vehicle tools, packages or
anything else they will go as fast as the vehicle goes. In it are many time tested, important
trailering tips and safety rules. Many of these are important for your safety and that of your
passengers. So please read this section carefully before you pull a trailer. Load pulling
components such as the engine, transaxle, wheel assemblies and tires are forced to work
harder You could even lose your brakes. Then, to move the trailer to the left, just move that
hand to the left. To move the trailer to the right, move your hand to the right. Always back up
slowly and, if possible, have someone guide you. Page Parking On Hills If you are towing a
trailer that weighs more than 1, lbs. See the Maintenance Schedule for more on this. Each of
these is covered in this manual, and the Index will help you find them quickly. They also let
police know you have a problem. Your front and rear turn signal lamps will flash on and off.
Press the button on the center of instrument panel above the audio system to make your front
and rear turn signal lamps flash Page Jump Starting Jump Starting If your battery has run down,
you may want to use another vehicle and some jumper cables to start your vehicle. But please
follow the steps listed in this section to do it safely. They can be dangerous because: They
contain acid that can burn you. Check the other vehicle. It must have a 12 battery with a
negative ground system. People have been hurt doing this, and some have been blinded. Use a
flashlight if you need more light. Be sure the battery has enough water. Page 6. Page 9. The
other end of the negative to the dead battery. It goes to a heavy, unpainted metal part on the
engine of the vehicle with the dead battery. Attach the cable at least 18 inches 45 cm away from
the dead battery, but not near engine parts that move. Never tow faster than safe or posted
speeds. Never tow with damaged parts not fully secured. Never get under your vehicle after it
has been lifted by the tow truck. Page Engine Overheating Engine Overheating You will find a
coolant temperature gage on your instrument panel. Stay away from the engine if you see or
hear steam coming from it. Sometimes the engine can get a little too hot when you: Climb a long
hill on a hot day. Stop after high speed driving. Electric Engine Cooling Fans B. Radiator
Pressure Cap C. If you do, you can be burned. If you run the engine, it could lose all coolant.
That could cause an engine fire, and you could be burned. Use the recommended coolant and
the proper coolant mixture. Coolant contains ethylene glycol and it will burn if the engine parts
are hot enough. They are under pressure, and if you turn the radiator pressure cap even a little
they can come out at high speed. Never turn the cap when the cooling system, including the
radiator pressure cap, is hot. You can remove the radiator pressure cap when the cooling
system, including the radiator pressure cap and upper radiator hose, is no longer hot. Turn the
pressure cap slowly counterclockwise until it first stops. If you hear a hiss, wait for that to stop.
Page 3. Fill the radiator with the proper coolant mixture, up to the base of the filler neck. Then
fill the coolant recovery tank to the FULL mark. Start the engine and let it run until you can feel
the upper radiator hose getting hot. Watch out for the engine cooling fans. By this time, the
coolant level inside the radiator filler neck may be lower. If the level is lower, add more of the
proper coolant mixture through the filler neck until the level reaches the base of the filler neck.
Page The following steps will tell you how to use the jack and change a tire. Removing the
Spare Tire and Tools A. Spare Tire B. Jack Handle C. Wheel Wrench D. Jack Lift the spare tire
cover to gain access to the spare tire and tools. Remove the foam tray containing the jacking
tools. Turn the knob counterclockwise and remove it. Pull out the spare tire. Page Attach the
jack handle to the jack. Turn the jack handle clockwise to raise the lift head. Remove the wheel
cover, if your vehicle is equipped with one, by using the flat end of the wheel wrench. Pry along
the edge of the wheel cover until it comes off. Page If your wheel has a center cover, insert the
flat end of the wheel wrench into the slot to remove the center cap. Pry the cap off. Using the
wheel wrench, loosen all the wheel nuts. Page 2. Position the jack and raise the jack lift head
until it fits firmly into the notches closest to the flat tire. If the vehicle slips off the jack, you
could be badly injured or killed. Raise the vehicle by rotating the jack handle clockwise. Raise
the vehicle far enough off the ground so there is enough room for the spare tire to fit. Remove
all the wheel nuts and take off the flat tire. The wheel could come off and cause an accident.
When you change a wheel, remove any rust or dirt from the places where the wheel attaches to
the vehicle. Page 7. Lower the vehicle by turning the jack handle counterclockwise. Lower the
jack completely. Tighten the wheel nuts firmly in a crisscross sequence as shown. To avoid

expensive brake repairs, evenly tighten the wheel nuts in the proper sequence and to the proper
torque specification. Page Compact Spare Tire A. Spare or Flat Tire B. Jack Return the jack, jack
handle, wheel wrench and flat or spare tire to the storage area. Keep your spare tire and its
wheel together. Using them can damage your vehicle and can damage the chains too. That will
clear the area around your front wheels. Always pull the vehicle straight out. Never pull on the
hooks at a sideways angle. The hooks could break off and you or others could be injured from
the chain or cable snapping back. Page Section 6 Service and Appearance Care Here you will
find information about the care of your vehicle. This section begins with service and fuel
information, and then it shows how to check important fluid and lubricant levels. There is also
technical information about your vehicle, and a part devoted to its appearance care. Be sure you
have sufficient knowledge, experience, the proper replacement parts and tools before you
attempt any vehicle maintenance task. If this occurs, return to your authorized Chevrolet dealer
for diagnosis to determine the cause of failure. In the event it is determined that the cause of the
condition is the type of fuels used, repairs may not be covered by your warranty. Never use
leaded gasoline or any other fuel not recommended in the previous text on fuel. While refueling,
hang the cap inside the fuel door. To remove the cap, turn it slowly to the left counterclockwise.
Gasoline can spray out on you if you open the fuel filler cap too quickly. This spray can happen
if your tank is nearly full, and is more likely in hot weather. Static electricity discharge from the
container can ignite the gasoline vapor. You can be badly burned and your vehicle damaged if
this occurs. To open the hood, first pull the release handle inside the vehicle. Then go to the
front of the vehicle. Release the secondary hood release by pulling up on the lever near the
middle of the hood. Page When you open the hood on a 1. Windshield Washer Fluid Reservoir
B. Power Steering Fluid Reservoir C. Engine Compartment Fuse Block Before closing the hood,
be sure all the filler caps are on properly. Page Engine Oil Engine Oil If the engine oil pressure
light appears on the instrument panel, it means you need to check your engine oil level right
away. You should check your engine oil level regularly; this is an added reminder. But you must
use the right kind. This part explains what kind of oil to use. Do not use any oil which does not
carry this starburst symbol. These numbers on an oil container show its viscosity, or thickness.
Change the oil and filter every 7, miles 12 km or 12 months occurs first. Driving a vehicle with a
fully warmed engine under highway conditions causes engine oil to break down slower. Page
To check or replace the filter: 1. Release the two clips that hold the cover down. Lift the cover
off. Pull out the air filter. Install the new air filter. Reverse steps 1 through 3 to reassemble the
air cleaner assembly. Change fluid in the transaxle and differential every 15, miles 25 km if the
vehicle is mainly driven under one or more of these conditions: In heavy city traffic where the
outside temperature regularly reaches Page Checking the Fluid Level Prepare your vehicle as
follows: Park your vehicle on a level place. Keep the engine running. With your foot on the
brake pedal, move the shift lever through each gear range, pausing for about three seconds in
each range. Page How To Add Fluid 3. Check both sides of the dipstick, and read the lower
level. The fluid level must be between the two dimples in the hot range. If the fluid level is in the
acceptable range, push the dipstick back in all the way; then press the tab down to lock the
dipstick in place. Page Manual Transaxle Fluid How to Check Because this operation can be
difficult, you may choose to have this done at your Chevrolet dealership service department. If
you do it yourself, be sure to follow all the instructions here, or you could get a false reading.
Refer to the Maintenance Schedule to determine what kind of fluid to use. Remove the filler
plug. Add fluid at the filler plug hole. Add only enough fluid to bring the fluid level up to the
bottom of the filler plug hole. Page Engine Coolant Engine Coolant The following explains your
cooling system and how to add coolant when it is low. Too much water in the mixture can freeze
and crack the engine, radiator, heater core and other parts. With the coolant recovery tank, you
will almost never have to add coolant at the radiator. Never turn the radiator pressure cap little
when the engine and radiator are hot. Page Power Steering Fluid Power Steering Fluid When to
Check Power Steering Fluid It is not necessary to regularly check power steering fluid unless
you suspect there is a leak in the system or you hear an unusual noise. A fluid loss in this
system could indicate a problem. Failure to use the proper fluid can cause leaks and damage
hoses and seals. Water can cause the solution to freeze and damage your washer fluid tank and
other parts of the washer system. Page There are only two reasons why the brake fluid level in
the reservoir might go down. The first is that the brake fluid goes down to an acceptable level
during normal brake lining wear. When new linings are put in, the fluid level goes back up. Page
Brake Adjustment Some driving conditions or climates may cause a brake squeal when the
brakes are first applied or lightly applied. This does not mean something is wrong with your
brakes. Properly torqued wheel nuts are necessary to help prevent brake pulsation. When tires
are rotated, inspect brake pads for wear and evenly torque wheel nuts in the proper sequence to
GM specifications. Halogen Bulbs cable from Page Headlamps 1. Open the hood. Remove the

screw near the top outside of the headlamp assembly. Remove the bolt A near the top inside of
the headlamp assembly. Remove the bolt B near the top outside of the headlamp assembly.
Page 8. Press down and move the metal retainer away from 9. Pull the bulb socket out of the
housing. Gently pull the bulb straight out of the socket. Reverse the steps to install the new
bulb and replace the headlamp assembly. Remove the headlamp assembly. Remove the front
sidemarker assembly by pulling forward. Turn the lamp socket counterclockwise. Push and turn
counterclockwise to remove the bulb. Reverse the steps to install the new bulb and replace the
assembly. Back Up Lamps C. Turn Signal Lamps D. Rear Sidemarker To replace the rear
combination lamps: 1. Open the trunk. Remove the three plastic screws. Page Your new vehicle
comes with high a leading tire manufacturer. If you ever have questions about your tire warranty
and where to obtain service, see your Chevrolet Warranty booklet for details. Any time you
notice unusual wear, rotate your tires as soon as possible and check wheel alignment. Also
check for damaged tires or wheels. You need a new tire if any of the following statements are
true: You can see the indicators at three or more places around the tire. Use only radial tires
with the wheels on your vehicle. Uniform Tire Quality Grading Quality grades can be found
where applicable on the tire sidewall between tread shoulder and maximum section Page Each
new wheel should have the same load capacity, diameter, width, offset and be mounted the
same way as the one it replaces. If you need to replace any of your wheels, wheel bolts or wheel
nuts, replace them only with new GM original equipment parts. Install them on the front tires
and tighten them as tightly as possible with the ends securely fastened. Page Special Fabric
Cleaning Problems Special Fabric Cleaning Problems Stains caused by such things as catsup,
coffee black , egg, fruit, fruit juice, milk, soft drinks, vomit, urine and blood can be removed as
follows: 1. Carefully scrape off excess stain, then sponge the soiled area with cool water. Page
Cleaning Glass Surfaces Cleaning the Built in Child Restraint Your built in child restraint may be
cleaned with mild soap and lukewarm water. They may weaken the harness or damage plastic
parts. The built in child restraint pad is attached to the child restraint cushion and seatback with
fastener strips. Page Washing Your Vehicle Grime from the windshield will stick to the wiper
blades and affect their performance. Clean the blade by wiping vigorously with a cloth soaked in
full windshield washer solvent. Then rinse the blade with water. Check the wiper blades and
clean them as necessary; replace blades that look worn. Rinse with clean water. After rinsing
thoroughly, dry with a soft clean towel. A wax may then be applied. The surface of these wheels
is similar to the painted surface of your vehicle. Page Chemical Paint Spotting Although no
defect in the paint job causes this, Chevrolet will repair, at no charge to the owner, the surfaces
of new vehicles damaged by this fallout condition within 12 months or 12, miles 20 km of
purchase, whichever occurs first. You can see it if you look through the windshield from outside
your vehicle. Some add on electrical equipment can keep other components from working as
they should. Page Fuses And Circuit Breakers Fuses and Circuit Breakers The wiring circuits in
your vehicle are protected from short circuits by fuses, circuit breakers and fusible thermal
links in the wiring itself. This greatly reduces the chance of fires caused by electrical problems.
Look at the silver colored band inside the fuse. Some are in three electrical centers in your
engine compartment. These electrical centers also have relays, circuit breakers and other
electrical components. Fuel Tank Page Section 7 Maintenance Schedule This section covers the
maintenance required for your vehicle. Your vehicle needs these services to retain its safety,
dependability and emission control performance. The Plan supplements your new vehicle
warranties. See your Warranty and Owner Assistance booklet, or your dealer for details.
Introduction Your Vehicle and the Environment Proper vehicle maintenance not only helps to
keep your vehicle in good working condition, but also helps the environment. You may drive
very short distances only a few times a week. Or you may drive long distances all the time in
very hot, dusty weather. This is particularly important when outside temperatures are below
freezing. Chassis Lubrication or every 12 months, whichever occurs first. Tire Rotation.
Footnotes The U. An Emission Control Service. Lubricate chassis components or every 6
months, whichever occurs first. See footnote. Rotate tires. Inspect engine air cleaner filter if you
are driving in dusty conditions. Replace filter if necessary. Replace parts as needed. See
footnote Rotate tires. Inspect for tappet noise and engine vibration. Inspect hoses. Clean
radiator, condenser, pressure cap and neck. Pressure test cooling system and pressure cap.
Lubricate chassis components or every 12 months, whichever occurs first. See footnote Inspect
for tappet noise and engine vibration. Adjust valve clearance to factory specifications if
necessary or every 48 months, whichever occurs first. If you do not use your vehicle under any
of these conditions, check the fluid. See footnote Inspect engine accessory drive belts or 12
months since last inspection. Page Part B: Owner Checks And Services Part B: Owner Checks
and Services Listed in this part are owner checks and services which should be performed at
the intervals specified to help ensure the safety, dependability and emission control

performance of your vehicle. Be sure any necessary repairs are completed at once. Whenever
any fluids or lubricants are added to your vehicle, make sure they are the proper ones, as
shown in Part D. Cassette Deck Service Clean cassette deck. Cleaning should be done every 50
hours of tape play. Page Fluid Level Check Check the power steering pump, hydraulic clutch
and automatic or manual transaxle fluid levels and add as needed. Check for leaks. A fluid loss
in these systems could indicate a problem. If it does, you or others could be injured. Follow the
steps below. Before you start, be sure you have enough room around the vehicle. You or others
could be injured and property could be damaged. Make sure there is room in front of your
vehicle in case it begins to roll. Page Part C: Periodic Maintenance Inspections Part C: Periodic
Maintenance Inspections Listed in this part are inspections and services which should be
performed at least twice a year for instance, each spring and fall. Inspect all pipes, fittings and
clamps; replace as needed. Clean the outside of the radiator and air conditioning condenser. To
help ensure proper operation, a pressure test of the cooling system and pressure cap is
recommended at least once a year. Page Part E: Maintenance Record Part E: Maintenance
Record After the scheduled services are performed, record the date, odometer reading and who
performed the service in the boxes provided after the maintenance interval. Page Section 8
Customer Assistance Information Here you will find out how to contact Chevrolet if you need
assistance. This section also tells you how to obtain service publications and how to report any
safety defects. Page Customer Satisfaction Procedure Customer Satisfaction Procedure Your
satisfaction and goodwill are important to your dealer and to Chevrolet. Sometimes, however,
despite the best intentions of all concerned, misunderstandings can occur. Page STEP TWO -- If
after contacting a member of dealership management, it appears your concern cannot be
resolved by the dealership without further help, contact the Chevrolet Customer Assistance
Center by calling As the owner of a Chevrolet, membership in Roadside Assistance is free.
Roadside Assistance is available 24 hours a day, Please see your selling dealer for details.
Note: Courtesy Care is available to retail and retail lease Page Courtesy Transportation
Transportation Options Warranty service can generally be completed while you wait. However, if
you are unable to wait Chevrolet helps minimize your inconvenience by providing several
transportation options. Depending on the circumstances, This requires that you sign and
complete a rental agreement and meet state, local and rental vehicle provider requirements.
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