2000 ford focus manual transmission fluid change

I bought it with 77, miles and it now has , This last time I took it to a new service place, they
suggested I looked into changing the Manual Transmission Fluid. Any tips would be greatly
appreciated. I change the oil in my manual transmission and in my rear differential every 30,
miles in my pickup. Oil is oil. And when it heats up and cools down it becomes oxidized. Be it in
an engine or in a transmission. Anytime you wish,just make sure you use the type specified in
the owners manual,but my experience has been that these things basically have lifetime oil if
not contaminated,the reason motor oil is so temporary,is what its exposed to-by products of
combustion and whatever. There is no such thing as lifetime fluid. The car companies that claim
that only know the oil life will last past the warranty period. Classic example is VWs claim of
lifetime fluid in their transmission. ZF, the transmission supplier of VW, Audi, and others, has
clearly debunked their claims, and insist on 60K mile change intervals. Ford has also jumped on
the bandwagon, deleting the transmission dipstick on all of their transmissions, as had Nissan
on many of theirs. The oil is better today than years gone by, but they still face the same
environment of heating, cooling, and oxidation. They still need periodic replenishment. Oil is
still cheap compared to a replacement transmission. Its gets a little as the bearing surfaces and
gear faces wear but that is about it. You do need to check the level now and then because it can
go down. I recently checked my 97 Nissan pickup with k on it and the transmission was bone
dry so I filled it up. My Saturn has k on it and the transmission is still full, I have not changed it
either, but it is easier to check because it has a dip stick on it. I say look at your owners manual
or supplement maintenance schedule and see if it calls for a change. If it does, then follow the
recommended interval. Keith ,had a 99 Frontier 4wd once it had 4. BK ,yessir I know you cant
run ATF forever,I was just saying these cats around here never as far as I know never change
thier gear oils unless being in water-Kevin. I have been driving 65 years, and have never
changed the fluid in a differential or a manual tranny, and have never had one repaired either.
My Hondas '75, '81, '88 called for fluid changes every 30k miles. So I feel better about it at least.
Most manual transmissions use Gear oil. They typically can go times longer then ATF in a
automatic transmission. Some older vehicles actually used just regular 10w motor oil. Thank
you everyone who contributed to this posting! Thanks again! I would change mine around k just
to feel better. Quick Links. See also: Instruction and Installation Manual. Before driving.
Controls and features. Seating and safety restraints. Roadside emergencies. Maintenance and
care. Capacities and specifications. Customer assistance. Reporting safety defects U. All rights
reserved. Reproduction by any means, electronic or mechanical. Ford motor company ford
contour owner's guide 16 pages. Ford motor company ford e owner's guide pages. Ford motor
company ford crown victoria owner's guide pages. Ford motor company ford excursion owner's
guide pages. Ford motor company ford mustang owner's guide pages. Ford motor company
ford explorer owner's guide pages. Ford motor company ford ranger owner's guide pages.
Reproduction by any means, electronic or mechanical including photocopying, recording or by
any information storage and retrieval system or translation in whole or part is not permitted
without written authorization from Ford Motor Company. Read the following section on
Warnings. Indicates that vehicle information related to recycling and other environmental
concerns will follow. Correct vehicle usage and the authorized disposal of waste, cleaning and
lubrication materials are significant steps towards protecting the environment. Page 3 1 km 1
miles. Ford may change the contents without notice and without incurring obligation. Page 4:
Vehicle Symbol Glossary Introduction Vehicle symbol glossary These are some of the symbols
you may have on your vehicle. This OBD II system protects the environment by ensuring that
your vehicle continues to meet government Page 9 The Check engine indicator light illuminates
when the ignition is first turned to the ON position to check the bulb. If it comes on after the
engine is started, one of the engine's emission control systems may be malfunctioning. The
light may illuminate without a driveability concern being noted. Page 10 Instrumentation If the
Check engine light remains on, have your vehicle serviced at the first available opportunity.
Light is blinking: Engine misfire is occurring which could damage your catalytic converter. You
should drive in a moderate fashion avoid heavy acceleration and deceleration and have your
vehicle serviced at the first available opportunity. Page 11 Instrumentation Air bag readiness
Momentarily illuminates when the ignition is turned on. If the light fails to illuminate, continues
to flash or remains on, have the system serviced immediately. Page 12 Instrumentation Safety
belt Momentarily illuminates when the ignition is turned to the ON position to remind you to
fasten your safety belts. For more information, refer to the Seating and safety restraints chapter.
Charging system Illuminates when the ignition is turned to the ON position and the engine is
off. Page 13 Instrumentation Brake system warning Momentarily illuminates when the ignition is
turned to the ON position and the engine is off. If brake warning lamp does not illuminate at this
time, seek service immediately. Also illuminates when the parking brake is engaged.
Illumination after releasing the parking brake indicates low brake fluid level or ABS if equipped

Page 14 Instrumentation Speed control if equipped Illuminates when the speed control system
is switched on. Refer to Speed control in the Controls and features chapter. Upshift if equipped
Illuminates when it is best to shift to the next highest manual transaxle gear for the maximum
fuel economy. Page 15 Instrumentation Headlamps on warning chime Sounds when the
headlamps or parking lamps are on, the ignition is off and the key is not in the ignition and the
driver's door is opened. Safety belt warning chime Chimes to remind you to fasten your safety
belts. At normal operating temperature, the needle remains within the normal area. If it enters
the red section, the engine is overheating. Stop the vehicle as soon as safely possible, switch
off the engine immediately and let the engine cool. Page 17 This gauge indicates the
temperature of the engine coolant, not the coolant level. If the coolant is not at its proper level
the gauge indication will not be accurate. If the gauge enters the red section and the multi
function warning light illuminates, refer to What you should know about fail safe cooling in the
Maintenance and Page 18 Instrumentation Speedometer Indicates the current vehicle speed.
Odometer Registers the total kilometers miles of the vehicle. Tripmeter Registers the kilometers
miles of Tripmeter individual journeys. To reset Odometer depress the control. Reset control
Fuel gauge Displays approximately how much fuel is in the fuel tank when the key is in the ON
position. Rotate to the second position to also turn on the headlamps. Fog lights if equipped
Switch on the headlamps and pull out the control switch one position. Page 20 Controls and
features The control light will illuminate when the fog lights are in use. The fog lights should be
used only when visibility is considerably restricted by fog, snow or rain. Daytime running lights
DRL if equipped Turns the headlamps on. To activate: The engine must be running and The
headlamp control is in the Operates only when the exterior lights are switched on. The material
the handle is made of will glow in the darkness of the luggage compartment following a brief
exposure to ambient light. Page 23 On hot days, the temperature in the trunk can rise very
quickly and cause injury or death to any living thing animal, small child entrapped in the trunk.
Sedans may be equipped with glow in the dark unlocking controls, which allow a means of
escape by exiting through the folding rear seatback. Temperature control Controls the
temperature of the airflow inside the vehicle. The air cannot be cooled below the outside
temperature. Mode selector control Controls the direction of the airflow to the inside of the
vehicle. Page 25 Panel Distributes outside air through the instrument panel registers. Panel and
Floor Distributes outside air through the instrument panel registers and the floor ducts. Floor
Allows for maximum heating. Distributes outside air through the floor ducts. Floor and defrost
Distributes outside air through the windshield defroster ducts and the floor ducts. This will help
to reduce fogging on your windshield. After a few minutes, select any desired position. Do not
put objects under the front seat that will interfere with airflow to the back seats. Page 27
Controls and features Manual heating and air conditioning system if equipped Fan speed
control Controls the volume of air circulated in the vehicle. Page 28 Controls and features The
air conditioning functions in all modes if the outside temperature is 4 C 40 F or higher. Since the
air conditioner removes considerable moisture from the air during operation, it is normal if clear
water drips on the ground under the air conditioner drain while the system is working and even
after you have stopped the Page 29 Controls and features Floor and defrost Distributes air
through the windshield defroster ducts and the floor ducts. Heating and air conditioning
capabilities are provided in this mode. For added customer comfort, when the temperature
control knob is anywhere in between the full hot and full cold positions, the air distributed
through the floor ducts will be slightly warmer than the air Page 30 Controls and features Air
conditioning control if equipped Press the control to turn on or off. The control light in the
switch indicates operation. This mode can be used for air conditioning. It will only function if
the temperature is about 4 C 40 F or higher. Page 31 Remove any snow, ice or leaves from the
air intake area at the bottom of the windshield under the hood. If the vehicle has been parked
with the windows closed during hot weather, the air conditioner will do a much faster job of
cooling if you drive for two or three minutes with the windows open. Press the defroster control
to clear the rear window of thin ice and fog. The small LED will illuminate when the defroster is
activated. The defroster turns off automatically after 14 minutes or when the ignition is turned to
the Avoid touching the contacts on the back of the panel and do not use excessive force to refit
it. Page 34 Controls and features Replacement panels Your Ford Dealer will require the
following if you need to order a replacement panel: 1. Your name and address. The Vehicle
Identification Number visible on a plate mounted on the instrument panel. Refer to illustration
under Vehicle Page 35 Radio reception To gain the best reception, always tune to the strongest
station signal available. The following tips will help you gain the best reception from your Ford
audio system. AM reception Under most conditions, strong signals provide stable sound quality
and little signal disturbance. Volume control The display indicates the level selected. Sound
adjustments Press to select between bass, treble, fade and balance sound adjustments. Bass

Press as necessary to select bass. Use the volume control to make adjustments. Treble Press
as necessary to select This button can also operate the radio for up to one hour with the
ignition turned off. The radio automatically switches off after one hour. This function can be
used repeatedly. The display indicates the level selected. The display indicates the selection
made. Press during tape or CD playback to return to radio reception. AutoStore selector
AutoStore selects six strong FM station signals and stores them on the preset buttons. Press
and hold one of the preset buttons. When sound returns, the station has been stored. Page 47
Controls and features buttons fully It is also recommended that the tape head in the audio unit
is cleaned regularly with a wet cleaning cassette, which is available from your Ford Dealer. Each
track is played in turn for a short period. Page 51 CD care and maintenance For best possible
sound quality, use CDs that are clean and in good condition. CD error codes Codes may be
shown in the audio unit display that indicate errors with the CD unit. Pull the locking lever down
to adjust the steering column position. For intermittent operation, move the lever up one
position and adjust the rotary switch to the desired speed. For normal operation, move the lever
up two positions. For high speed operation, move the lever up three positions. Do not use the
speed control in heavy traffic or on roads that are winding, slippery, or unpaved. Page 57
Controls and features To set a speed Each press will increase the set speed by 1. Page 59 To
disengage speed control Depress the brake pedal or depress the clutch pedal if equipped.
Disengaging the speed control will not erase the previously programmed set speed. To return to
a set speed Press RES. When the dome lamp switch is in the off position, it will not illuminate
when you open the Press the top portion of the rocker switch to close. Press the bottom portion
of the rocker switch to open. One touch down To make the driver window open fully without
holding the window control, momentarily press the driver window control completely Turn the
control counterclockwise to adjust the driver's side mirror, clockwise to adjust the passenger's
side mirror. Adjust the selected mirror by moving the center control in the desired direction.
Release the cover at the sides and pull it out horizontally without tilting it. Replace in reverse
order. Make sure the cover is properly aligned when inserting it. Wagon Pull out the roller cover
and secure the retaining points. Make sure that the mat does not interfere with the operation of
the accelerator or the break pedal. Page 65 Controls and features Unlocking the doors Press
this control to unlock the driver door and disarm the anti theft system if equipped. The interior
lamps will illuminate. Press the control again within three seconds to unlock all doors. Locking
the doors Press this control to lock all doors. Page 66 Controls and features Opening the
luggage compartment Press the control once or twice depending on when the vehicle was built
to open the luggage compartment. Be certain the luggage compartment is closed before driving
your vehicle. The luggage compartment may appear closed, but it may not be latched. Page 67
Controls and features Illuminated entry Replacing the battery Page 68 Controls and features 2.
Refer to the diagram inside the transmitter unit. Snap the two halves back together.
Replacement of the battery will not cause the remote transmitter to become deprogrammed
from your vehicle. Page 69 Controls and features 2. Switch off the ignition. This mode is
indicated by a chime. Arming the system When armed, the perimeter alarm will help protect
your vehicle from unauthorized entry. When unauthorized entry occurs, the system will flash the
hazard flashers and will sound the horn. Only the correct key will be able to start your vehicle. If
your keys are lost or stolen, you must take your vehicle to your dealership for key
reprogramming. Page 72 Controls and features The SecuriLockT passive anti theft system is not
compatible with aftermarket remote start systems. Use of these systems may result in vehicle
starting problems and a loss of security protection. Large metallic objects or devices such as
the Mobil SpeedpassT on the same key ring as your SecuriLockT key may cause vehicle
starting If the key is in the ignition and the theft indicator stays on for an extended period of
time or flashes rapidly, have the Conventional non SecuriLockT keys cannot be programmed to
your vehicle. The correct type of SecuriLockT key for your vehicle is identifiable by the
alphanumeric characters stamped on the key blade. Page 75 Controls and features 1. Page 76
Controls and features If the programming procedure was successful, the new SecuriLockT key
s will start the vehicle's engine. The theft indicator located on the instrument panel will light for
three seconds and then go out. If the programming procedure was not successful, the new
SecuriLockT key s will not operate the vehicle's engine. Adjustable head restraints Your vehicle
is equipped with head restraints which are vertically adjustable. The purpose of these head
restraints is to limit head motion in the event of a rear collision. Page 78 Seating and safety
restraints Turn the handle to adjust the height of the seat. Lift the control to adjust the angle of
the seatback. Folding the seat forward Coupe Pull the control and fold the seatback forward.
Page 79 Seating and safety restraints Folding the rear seat cushion forward Lift the seat
cushion and pull it forward. When returning the seats back to their original positions, make sure
the safety restraints will function properly and are positioned in front of the seat back. Do not

place any objects behind the seat which could prevent the seat from locking. Make sure the
safety restraints will function properly and are positioned in front of the seatback. To prevent
the risk of injury, make sure children sit where they can be properly restrained. Always
transport children 12 years old and under in the back seat and always use appropriate child
restraints. Page 82 Seating and safety restraints It is extremely dangerous to ride in a cargo
area, inside or outside of a vehicle. In a collision, people riding in these areas are more likely to
be seriously injured or killed. Do not allow people to ride in any area of your vehicle that is not
equipped with seats and safety belts. Page 83 2. To unfasten, push the release button and
remove the tongue from the buckle. The front outboard and rear safety restraints in the vehicle
are combination lap and shoulder belts. The front and rear seat passenger safety belts have two
types of locking modes described below: Energy Management Feature This seat belt system
has a Page 84 Seating and safety restraints Vehicle sensitive mode Page 85 Seating and safety
restraints Safety belt pretensioner Your vehicle is equipped with safety belt pretensioners at the
driver and front passenger seating positions. The safety belt pretensioner is a device which
removes excess webbing from the safety belt system. The safety belt pretensioner uses the
same crash sensor system as the front air bag supplemental restraint system Anytime a child
safety seat is installed in a passenger front or outboard rear seating position if equipped. Refer
to Safety restraints for children or Safety seats for children later in this chapter. Page 87 Front
safety belt height adjustment Your vehicle has safety belt height adjustments for the driver and
front passenger. Adjust the height of the shoulder belt so the belt rests across the middle of
your shoulder. To lower the shoulder belt height, push the button and slide the height control
down. Page 88 Seating and safety restraints Safety belt warning light and warning chime
Illuminates in the instrument cluster and a chime sounds to remind the driver to fasten his or
her safety belt. Conditions of operation If If the driver's safety belt is not buckled before the
ignition switch is turned to the ON position Page 89 Belt Minder if equipped The Belt Minder
feature is a supplemental warning to the safety belt warning function. This feature provides
additional reminders to the driver that the driver's safety belt is unbuckled by intermittently
sounding a chime and illuminating the Safety belt warning light in the instrument cluster. Page
90 3 of 4 fatal crashes occur within 25 miles of home. Ford designs its safety belts to enhance
comfort. If you are uncomfortable try different positions for the safety belt upper anchorage and
seatback which should be as upright as possible; Page 91 Seating and safety restraints
Reasons given Page 92 Seating and safety restraints Do not sit on top of a buckled safety belt
to avoid the Belt Minder chime. Sitting on the safety belt will increase the risk of injury in an
accident. To disable one time or deactivate the Belt Minder feature please follow the directions
stated below. Page 93 Seating and safety restraints Safety belt Safety belt warning light Page 94
Seating and safety restraints 6. Within seven seconds of the Safety belt warning light turning
off, buckle then unbuckle the safety belt. This will disable Belt Minder if it is currently enabled,
or enable Belt Minder if it is currently disabled. Page 95 Seating and safety restraints Safety belt
extension assembly If the safety belt is too short, even when fully extended, 20 cm 8 inches can
be added to the safety belt assembly by adding a safety belt extension assembly part number C
Safety belt extension assemblies can be obtained from your dealer at no cost. Page 96 if
equipped , child safety seat tether bracket assemblies if equipped , and attaching hardware,
should be inspected after a collision. Ford recommends that all safety belt assemblies used in
vehicles involved in a collision be replaced. However, if the collision Air bags DO NOT inflate
slowly or gently and the risk of injury from a deploying air bag is the greatest close to the trim
covering the air Page 98 Seating and safety restraints Page 99 Children and air bags For
additional important safety information, read all information on safety restraints in this guide.
Children must always be properly restrained. Accident statistics suggest that children are safer
when properly restrained in the rear seating positions than in the front seating positions. Page
Seating and safety restraints The fact that the air bags did not inflate in a collision does not
mean that something is wrong with the system. Rather, it means the forces were not of the type
sufficient to cause activation. The front air bags are designed to inflate in frontal and near
frontal collisions, not rollover, side impact, or rear Page While the system is designed to help
reduce serious injuries, it may also cause minor burns, abrasions, swelling or temporary
hearing loss. Because air bags must inflate rapidly and with considerable force, there is the risk
of death or serious injuries such as fractures, facial and eye injuries or internal injuries,
particularly to occupants who are Page Seating and safety restraints The SRS consists of:
driver and passenger air bag modules which include the inflators and air bags. Refer to Side air
bag system later in this chapter. Page A difficulty with the system is indicated by one or more of
the following: The readiness light will either flash or stay lit. The readiness light will not
illuminate immediately after ignition is turned on. A series of five beeps will be heard. Page
Seating and safety restraints Do not attempt to service, repair, or modify the air bag

Supplemental Restraint System or its fuses. See your Ford or Lincoln Mercury dealer. All
occupants of the vehicle including the driver should always wear their safety belts even when
an air bag SRS is provided. Page The side air bags are fitted on the outboard side of the
seatbacks of the front seats. In certain lateral collisions, the air bag on the side affected by the
collision will be inflated, even if the respective seat is not occupied. The air bag was designed to
inflate between the door panel and occupant to further enhance the protection provided Page
Seating and safety restraints If the side air bag has deployed, the air bag will not function again.
The side air bag system including the seat must be inspected and serviced by a qualified
technician in accordance with the vehicle service manual. If the air bag is not replaced, the
unrepaired area will increase the risk of injury in a collision. Page Seating and safety restraints
If either of these indications occurs, even intermittently, have the SRS serviced at your
dealership or by a qualified technician immediately. Unless serviced, the system may not
function properly in the event of a collision. Disposal of air bags and air bag equipped vehicles
For disposal of air bags or air bag equipped vehicles, see your local Page Seating and safety
restraints Important child restraint precautions You are required by law to use safety restraints
for children in the U. If small children ride in your vehicle generally children who are four years
old or younger and who weigh 18 kg [40 lbs] or less , you must put them in safety seats made
especially for children. Page Children and safety belts If the child is the proper size, restrain the
child in a safety seat. Children who are too large for child safety seats as specified by the child
safety seat manufacturer should always wear safety belts. Follow all the important safety
restraints and air bag precautions that apply to adult passengers in Page Seating and safety
restraints To improve the fit of lap and shoulder belts on children who have outgrown child
safety seats, Ford recommends use of a belt positioning booster seat that is labelled as
conforming to all Federal motor vehicle safety standards. Carefully follow all of the
manufacturer's instructions with the safety seat you put in your vehicle. If you do not install and
use the safety seat properly, the child may be injured in a sudden stop or collision. Page Using
automatic locking mode passenger side front and outboard rear seating positions if equipped.
Ford recommends the use of a child safety seat having a top tether strap. Install the child safety
seat in a seating position which is capable of providing a tether anchorage. Page Installing child
safety seats in combination lap and shoulder belt seat positions 1. Position the child safety seat
in a seat with a combination lap and shoulder belt. NEVER place a rear facing child seat in front
of an active air bag. Air bags can kill or injure a child in a child seat. Page Seating and safety
restraints 3. While holding the shoulder and lap belt portions together, route the tongue through
the child seat according to the child seat manufacturer's instructions. Be sure the belt webbing
is not twisted. Insert the belt tongue into the proper buckle the buckle closest to the direction
the tongue is coming from for that seating Page Seating and safety restraints 6. Allow the belt to
retract. The belt will click as it retracts to indicate it is in the automatic locking mode. Pull the
lap belt portion across the child seat toward the buckle and pull up on the shoulder belt while
pushing down with your knee on the child seat. These seats include two rigid or webbing
mounted attachments that connect to two ISOFIX anchors at specific seating positions in your
vehicle. Page Seating and safety restraints Attaching child safety seats with tether straps Most
new forward facing child safety seats include a tether strap which goes over the back of the
seat and hooks to an anchoring point. Tether straps are available as an accessory for many
older safety seats. Page Seating and safety restraints 2. Route the child safety seat tether strap
over the back of the seat. On coupes, the removable package tray must be removed prior to
attaching the tether strap to the tether anchor. On wagons, it may be necessary to remove the
cargo cover assembly prior to attaching the tether strap to the tether anchor. Page Seating and
safety restraints 5. Clip the tether strap to the anchor as shown. If the tether strap is clipped
incorrectly, the child safety seat may not be retained properly in the event of a collision. Refer to
the Installing child safety seats in combination lap and shoulder belt seating positions section
of this chapter This system meets all Canadian Interference Causing Equipment standard
requirements regulating the impulse electrical field strength of radio noise. When starting a fuel
injected engine, avoid pressing the accelerator before or during starting. Page Starting Do not
start your vehicle in a closed garage or in other enclosed areas. Exhaust fumes can be toxic.
Always open the garage door before you start the engine. See Guarding against exhaust fumes
in this chapter for more instructions. If you smell exhaust fumes inside your vehicle, have your
dealer inspect your vehicle Page Before starting the vehicle: 1. Make sure all vehicle occupants
have buckled their safety belts. For more information on safety belts and their proper usage,
refer to the Seating and safety restraints chapter. Make sure the headlamps and vehicle
accessories are off. If starting a vehicle with an automatic transaxle: Make sure the parking
brake is Page Starting Make sure the corresponding lights if equipped illuminate briefly. If a
light fails to illuminate, have the vehicle serviced. If the driver's safety belt is fastened the light

will not illuminate. Turn the key to 4 START without pressing the accelerator pedal and release
as soon as the engine starts. Page Starting 2. Page Starting To prevent electrical shock, do not
use your heater with ungrounded electrical systems or two pronged cheater adapters. Guarding
against exhaust fumes Although odorless and colorless, carbon monoxide is present in exhaust
fumes. Take precautions to avoid its dangerous effects. If you ever smell exhaust fumes of any
kind inside your vehicle, have your dealer Page Engine exhaust, some of its constituents, and
certain vehicle components contain or emit chemicals known to the State of California to cause
cancer, and birth defects or other reproductive harm. Important ventilating information If the
engine is idling while the vehicle is stopped in an open area for long periods of time, open the
windows at least 2. Occasional brake noise is normal and often does not indicate a performance
concern with the vehicle's brake system. In normal operation, automotive brake systems may
emit occasional or intermittent squeal or groan noises when the brakes are applied. Page
Driving Anti-lock brake system ABS if equipped On vehicles equipped with an anti lock braking
system ABS , a noise from the hydraulic pump motor and pulsation in the pedal may be
observed during ABS braking events. Rapid pedal pulsation coupled with noise while braking
under panic conditions or on loose gravel, bumps, wet or snowy roads is normal and Page
Driving ABS warning lamp if equipped The ABS warning lamp in the instrument cluster
momentarily illuminates when the ignition is turned on and the engine is off. If the light does not
illuminate momentarily at start up, remains on or continues to flash, the ABS needs to be
serviced. The ABS will be activated immediately, thus allowing you to retain full steering control
of your vehicle and, providing there is sufficient space, will enable you to avoid obstacles and
bring the vehicle to a Page Driving Parking brake Apply the parking brake whenever the vehicle
is parked. To set the parking brake, pull the handle up as far as possible. The brake warning
lamp in the instrument cluster illuminates and remains illuminated when the ignition is turned
ON until the parking brake is released. Page Push the button on the end of the parking brake
and push the handle down as fas as possible to release the brake. Driving with the parking
brake on will cause the brakes to wear out quickly and reduce fuel economy. Page Driving If the
steering wanders or pulls, the condition could be caused by any of the following: underinflated
tire s on any wheel s high crosswinds wheels out of alignment loose or worn components in
steering linkage. Page If it is necessary to use the above procedure to move the gearshift, it is
possible that a fuse has blown or the vehicle's brakelamps are not operating properly. Refer to
Fuses and relays in the Roadside emergencies chapter. Do not drive your vehicle until you
verify that the brakelamps are working. Page Driving Driving with automatic transaxle if
equipped Understanding gearshift positions Depress the locking button and move the
automatic gearshift to the desired position. Hold the brake pedal down while you move the
gearshift lever from P Park to another position. If you do not hold the brake pedal down, your
vehicle may move unexpectedly and injure someone. Page Never leave your vehicle unattended
while it is running. R Reverse With the gearshift in R Reverse , the vehicle will move backward.
Always come to a complete stop before shifting into and out of R Reverse N Neutral With the
gearshift in N Neutral , the vehicle can be started and is free to roll. Page Driving D Overdrive
The normal driving position for the best fuel economy. Transaxle operates in gears One through
Four. D Overdrive can be deactivated by pressing the transaxle control switch on the gearshift
lever. Each time the vehicle is started, the transaxle will automatically return to normal
overdrive mode. Page Driving Manual transaxle operation if equipped Using the clutch Vehicles
equipped with a manual transaxle have a starter interlock that prevents cranking the engine
unless the clutch pedal is fully depressed. When starting a vehicle with a manual transaxle, you
must: 1. Page Do not drive with your foot resting on the clutch pedal and do not use the clutch
to hold your vehicle at a standstill while waiting on a hill. These actions will seriously reduce
clutch life. Page Driving Parking your vehicle 1. Apply brake and shift into N Neutral. Set parking
brake. Shift into 1 First. Turn ignition to position 2 OFF. Do not park your vehicle in Neutral, it
may move unexpectedly and injure someone. Type B transaxle with Zetec engine To select
reverse gear, lift the locking ring 1 and then move the gearshift fully to the right and rearward
into R Reverse gear 2. Base curb weight: Weight of the vehicle including any standard
equipment, fluids, lubricants, etc. It does not include passengers or aftermarket equipment.
Payload: Combined maximum allowable weight of cargo, passengers and optional equipment.
Page Driving Trailer Weight Range: Specified weight range that the trailer must fall within that
ranges from zero to the maximum trailer weight rating. Remember to figure in the tongue load of
your loaded trailer when figuring the total weight. Page Driving If you are adding weight to the
front of your vehicle potentially including weight added to the cab , the weight added should not
exceed the Front Axle Reserve Capacity FARC. Additional frontal weight may be added to the
front axle reserve capacity provided you limit your payload in other ways i. Page Driving Page
Driving Preparing to tow Use the proper equipment for towing a trailer, and make sure it is

properly attached to your vehicle. See your dealer or a reliable trailer dealer if you require
assistance. Hitches Do not use hitches that clamp onto the vehicle bumper. Page Do not
connect a trailer's lighting system directly to your vehicle's lighting system. To get the proper
equipment for hooking up your trailer's lamps, see your Ford dealer. Be sure to follow their
instructions carefully. If you do not install trailer lights Page Driving When towing a trailer: Shift
out of D Overdrive and into 2 Second or a lower gear when towing up or down steep hills. This
will eliminate excessive downshifting and upshifting for optimum fuel economy and transaxle
cooling. Anticipate stops and brake gradually. Page Allow more distance for stopping with a
trailer attached. After you have traveled 80 km 50 miles , thoroughly check your hitch, electrical
connections and trailer wheel lug nuts. When stopped in traffic for long periods of time in hot
weather, place the gearshift in P Park and Page Driving Recreational towing Follow these
guidelines for your specific powertrain combination to tow your vehicle with all four wheels on
the ground such as behind a recreational vehicle. These guidelines are designed to ensure that
your transmission is not damaged due to insufficient lubrication. The load must be placed
directly on the luggage rack. The vehicle's roof panel is not designed to carry a load. When
loading the luggage rack, it is recommended to evenly distribute the load, as well as maintain a
low center of gravity. Traction or brake capability may be limited and if the ignition system gets
wet, your engine may stall. Water may also enter your engine's air intake and severely damage
your engine. The hazard flashers can be operated when the ignition is on or off. The hazard
lights control is located on the instrument panel. Depress hazard lights control to activate all
hazard flashers simultaneously. The shut off switch is a device intended to stop the electric fuel
pump when your vehicle has been involved in a substantial jolt. Blown fuses are identified by a
broken wire within the fuse. Check the appropriate fuses before replacing any electrical
components. Always replace a fuse with one that has the specified amperage rating. Page
Roadside emergencies Standard fuse amperage rating and color Color Passenger compartment
fuse panel Page Roadside emergencies The fuses and relays are coded as follows. Page
Roadside emergencies Passenger compartment fuse panel Page Roadside emergencies
Passenger compartment fuse panel Relays in the passenger compartment fuse panel Page
Roadside emergencies Power distribution box The power distribution box is located in the
engine compartment. The power distribution box contains high current fuses that protect your
vehicle's main electrical systems from overloads. Always disconnect the battery before
servicing high current fuses. Always replace the cover to the Power Distribution Box before
reconnecting the battery Page Roadside emergencies The high current fuses are coded as
follows. Page Roadside emergencies Power distribution box Instead, gradually decrease your
speed. Hold the steering wheel firmly and slowly move to a safe place on the side of the road.
The temporary spare tire Your vehicle has a temporary spare tire. Page Roadside emergencies
Tire change procedure To prevent the vehicle from moving when you change a tire, be sure the
parking brake is set, then block in both directions the wheel that is diagonally opposite other
side and end of the vehicle to the tire being changed. Page Roadside emergencies 3. Remove
the spare tire by loosening the tie down bolt in a counterclockwise direction. Take note of the
jack position before removal in order to assist in restowing when finished. The jack can be
removed by loosening the jack tie down bolt in the counterclockwise direction. Page Roadside
emergencies 4. Remove the center cap or wheel cover. Loosen each wheel lug nut one half turn
counterclockwise but do not remove them until the wheel is raised off the ground. The vehicle
jacking points are depicted on the yellow warning label on the jack shown here. Page Roadside
emergencies An explosion could result in injury or vehicle damage. Do not push start your
vehicle. You could damage the catalytic converter. Batteries contain sulfuric acid which burns
skin, eyes, and clothing, if contacted. Park the booster vehicle close to the hood of your
disabled vehicle, making sure the two vehicles do not touch. Set the parking brake on both
vehicles and stay clear of the engine cooling fan and other moving parts. Page Roadside
emergencies 2. Connect the negative - cable to the negative - terminal of the assisting battery.
Make the final connection of the negative - cable to an exposed metal part of the stalled
vehicle's engine, away from the battery. Page Roadside emergencies Do not connect the end of
the second cable to the negative - terminal of the battery to be jumped. A spark may cause an
explosion of the gases that surround the battery. Page Roadside emergencies 5. Be sure that
the cables are clear of fan blades, belts and other moving parts of both engines. Jump starting
1. Start the engine of the booster vehicle and run the engine at a moderately increased speed.
Remove the jumper cable on the negative - connection of the booster vehicle's battery. Page It
is recommended that your vehicle be towed with a wheel lift or flatbed equipment. Do not tow
with a slingbelt. Ford Motor Company has not approved a slingbelt towing procedure. Roadside
emergencies If your vehicle is to be towed from If your vehicle requires professional service,
your dealership can provide necessary parts and service. Page Do not work on a vehicle with

the engine running in an enclosed space, unless you are sure you have enough ventilation.
Keep all lit cigarettes, open flames and other lit material away from the battery and all fuel
related parts. Page Maintenance and care Engine oil and filter recommendations The clutch
master cylinder and brake master cylinder are part of the same system; both are refillable
through the brake master cylinder with brake fluid. Page Maintenance and care Lubricant
specifications Capacities and specifications Note If the level is low, add enough fluid to fill the
reservoir. In very cold weather, do not fill the reservoir all the way. Do not put engine coolant in
the container for the windshield washer fluid. Page Maintenance and care If the engine coolant
reservoir has become completely empty, have the engine cooling system inspected and refilled
by a qualified service technician. Automotive fluids are not interchangeable; do not use engine
coolant, antifreeze or windshield washer fluid outside of its specified function and vehicle
location. Page Check the coolant level in the coolant reservoir the next few times you drive the
vehicle. Never remove the coolant reservoir cap while the engine is running or hot. Page
Maintenance and care For vehicles with green coolant Do not add orange coolant or recycled
coolant to your vehicle originally equipped with conventional green coolant. Page Recycled
engine coolant Ford Motor Company recommends that Ford dealers use recycled engine
coolant produced by Ford approved processes. For vehicles with green coolant, not all coolant
recycling processes produce coolant which meets Ford specification ESE M97B44 A, and use of
such coolant may harm engine and cooling system components. Page Maintenance and care
Severe winter climate What you should know about fail-safe cooling 2. If the engine reaches a
preset over temperature condition, the engine will automatically switch to alternating cylinder
operation. Page Maintenance and care When fail-safe mode is activated You have limited engine
power when in the fail safe mode, so drive the vehicle with caution. The vehicle will not be able
to maintain high speed operation and the engine will run rough. Remember that the engine is
capable of completely shutting down automatically to prevent engine The power steering fluid
level should be checked before starting the engine. Your transaxle does not consume fluid.
However, the fluid level should be checked if the transaxle is not working properly, i. Page
Maintenance and care Low fluid level Correct fluid level Page Maintenance and care High fluid
level Fluid levels above the safe range may result in transaxle failure. High fluid levels can be
caused by overheated or aerated fluid. This can be caused by operating for an extended period
at high speeds, in city traffic during hot weather, However, for severe usage or in high
temperature climates, check the battery electrolyte level. Page Maintenance and care If you see
any corrosion on the battery cables or terminals, remove the cables from the terminals and
clean with a wire brush. You can neutralize the acid with a solution of baking soda and water.
Reinstall the cables when you are done cleaning them, and apply a small quantity of grease to
the top of Lift the battery with a battery carrier or with your hands on opposite corners. Page
Maintenance and care 1. Set your parking brake. Put the gearshift in P Park automatic transaxle
or the neutral position manual transaxle. Turn off all accessories and start the engine. Let the
engine idle for at least one minute. Substances such as tree sap and some hot wax treatments
used by commercial car washes reduce the effectiveness of wiper blades. Department of
Transportation Tire quality grades Page Treadwear The treadwear grade is a comparative rating
based on the wear rate of the tire when tested under controlled conditions on a specified
government test course. Page Maintenance and care Temperature A B C The temperature
grades are A the highest , B, and C, representing the tire's resistance to the generation of heat
and its ability to dissipate heat when tested under controlled conditions on a specified indoor
laboratory test wheel. Check the tire pressure when tires are cold, after the vehicle has been
parked for at least one hour or has been driven less than 5 km 3 miles. Page e. Failure to follow
these precautions may adversely affect the handling of the vehicle and make it easier for the
driver to lose control and roll over. The tires on your vehicle have all weather treads to provide
traction in rain and snow. However, in some climates, you may need to use snow tires and
chains. Install chains securely, verifying that the chains do not touch any wiring, brake lines or
fuel lines. Drive cautiously. If you hear the chains rub or bang against your vehicle, stop and re
tighten the chains. The pressure in an overfilled tank may cause leakage and lead to fuel spray
and fire. If you do not use the proper fuel cap, the pressure in the fuel tank can damage the fuel
system or cause it to work improperly in a collision. Page Maintenance and care Observe the
following guidelines when handling automotive fuel: Extinguish all smoking materials and any
open flames before fueling your vehicle. Always turn off the vehicle before fueling. Automotive
fuels can be harmful or fatal if swallowed. Fuel such as gasoline is highly toxic and if swallowed
can cause death or permanent injury. Page Fuels can also be harmful if absorbed through the
skin. Repeated or prolonged skin contact with fuel liquid or vapor causes skin irritation. Page
Ford or Motorcraft fuel filler cap is not used. The fuel system may be under pressure. If the fuel
The use of leaded fuel is prohibited by law and could damage your vehicle. Your vehicle was not

designed to use fuel or fuel additives with metallic compounds, including manganese based
compounds containing MMT. Page They could cause damage to the fuel system that may not be
covered by your warranty. Page Maintenance and care Running out of fuel Avoid running out of
fuel because this situation may have an adverse affect on modern powertrain components. If
you have run out of fuel: You may need to crank the engine several times before the system
starts to pump fuel from the tank to the engine. Page Maintenance and care The amount of
Empty Reserve varies and should not be relied upon to increase driving range. When refueling
your vehicle after the fuel gauge indicates empty, you might not be able to refuel the full amount
of the advertised capacity of the fuel tank due to the empty reserve still present in the tank.
Page Maintenance and care Calculating fuel economy 1. Fill the fuel tank completely and record
the initial odometer reading. Each time you fill the tank, record the amount of fuel added in liters
or gallons. After at least three to five tank fill ups, fill the fuel tank and record the current
kilometer mileage reading. Page Maintenance and care Driving style â€” good driving and fuel
economy habits Give consideration to the lists that follow and you may be able to change a
number of variables and improve your fuel economy. Page Use of speed control if equipped can
improve fuel economy. Speed control can help maintain a constant speed and reduce speed
changes. You may want to turn off the speed control in hilly terrain as unnecessary shifting
between third and fourth gears may occur causing deterioration in fuel economy. Page
Maintenance and care Conditions Heavily loading a vehicle or towing a trailer will sharply
deteriorate fuel economy at any speed. Carrying unnecessary weight will deteriorate fuel
economy approximately 0. Contact your dealer if the window sticker is not supplied with your
vehicle. The EPA window sticker should be your guide for the fuel economy comparisons with
other vehicles. If other than Ford, Motorcraft or Ford authorized parts are used for maintenance
replacements or for service of components affecting Page Illumination of the Charging system
warning light, Check engine light or a high engine temperature, fluid leaks, strange odors,
smoke or loss of oil pressure, could indicate that the emission control system is not working
properly. Exhaust leaks may result in entry of harmful and potentially lethal fumes into the
passenger compartment. If a bulb is removed for an extended period of time, contaminants may
enter the lamp housings and affect performance. Page Maintenance and care To remove the
headlamp bulb: 1. Make sure that the headlamp control is in OFF position. Open the hood.
Rotate the bulb cover counterclockwise and remove. Swivel the wire clip to the side and pull out
the lamp. Page Maintenance and care 3. Pull the bulb straight out of the socket and push in the
new bulb. Install the bulb socket in grille by turning clockwise. Replacing foglamp bulbs 1.
Reach under the bumper cover and remove the bulb socket from the foglamp by turning
counterclockwise. Open the tailgate. From inside the luggage compartment remove the wing nut
of the rear light assembly cover. Using a Phillips screw driver remove the screw. The lamp is
still retained by a spring loaded clip. From inside the luggage compartment remove the three
wing nuts of the light housing. Gently pull the light housing to the outside. Turn the bulb socket
counterclockwise and pull out the socket. With a screw driver remove the fixings and trim from
the body. Remove the socket from the lamp assembly. Page Maintenance and care High-mount
brake lamp bulbs Open the luggage compartment. With a screw driver remove the fixings and
trim from the tailgate. Pull the bulb holder from the lamp assembly. Pull the bulb out. Install in
reverse order. Replacing interior lights Switch off the interior lights middle switch position. If
your vehicle has been in an accident the alignment of your headlamps should be checked by a
qualified service technician. Vertical aim adjustment 1. Page Maintenance and care Washing
your vehicle Wash your vehicle regularly with cold or lukewarm water. Never use strong
detergents or soap. If your vehicle is particularly dirty, use a quality car wash detergent. Page
Repairing paint chips Minor scratches or paint damage from road debris may be repaired with
touch up paint, repair foil or aerosol paint spray from the Ford accessories line. Observe the
application instructions on the products. Remove particles such as bird Page Maintenance and
care Cleaning the wheels Wash with the same detergent as the body of your vehicle. Do not use
acid based or alcohol based wheel cleaners, steel wool, fuel or strong detergents. Never use
abrasives that will damage the finish of special wheel surfaces. Page Maintenance and care
Cleaning the wiper blades If the wiper blades do not wipe properly, clean the wiper blade rubber
element with undiluted windshield wiper solution or a mild detergent. To avoid damaging the
blades, do not use fuel, kerosene, paint thinner or other solvents. Page Cleaning the instrument
panel Clean with a damp cloth, then dry with a dry cloth. Avoid cleaner or polish that increases
the gloss of the upper portion of the instrument panel. The dull finish in this area helps protect
the driver from undesirable windshield reflection. Page Maintenance and care Cleaning and
maintaining the safety belts Clean the safety belts with a mild soap solution recommended for
cleaning upholstery or carpets. Do not bleach or dye the belts, because these actions may
weaken the belt webbing. Check the safety belt system periodically to make sure there are no

nicks, wear or cuts. Page Maintenance and care Do not use household cleaners, glass cleaner,
alcohol solutions or cleaner intended for vinyl, rubber or plastics. These products can damage
the leather. In some instances, color or dye transfer can occur when wet clothing wool, denim,
leathers or other non colorfast garments comes in contact with leather upholstery. Page
Maintenance and care Woodtone trim Wipe stains with a soft cloth and a multi purpose cleaning
solution. Inside windows Use glass cleaner for the inside windows if they become fogged.
Cleaning mirrors Do not clean your mirrors with a dry cloth or abrasive materials. Use a soft
cloth and mild detergents and water. The Safety Compliance Certification Label is located on
the front door latch pillar on the driver's side. Page Capacities and specifications Vehicle
identification number The vehicle identification number VIN is attached to a metal tag
03 e320
1965 mustang instrument cluster
punch 15 subwoofer
and is located on the driver side instrument panel. The VIN tag may be seen by looking
through the windshield from outside the vehicle. Page Customer assistance Ford extended
service plan Page Customer assistance Getting the service you need Away from home At home
Page Customer assistance Board membership What the Board needs Page Customer
assistance Oral presentations Making a decision Page Customer assistance Vehicle Security
Comfort and convenience Travel equipment Protection and appearance equipment Page
Reporting Safety Defects U. Adding brake fluid Adding engine coolant Adding washer fluid
Additives, engine oil Page Index Page Page Page Page Index Page Page Radio Reading lamps
Rear window defroster Recycled engine coolant Refill capacities Page Index Tachometer
Temperature control Temperature gauge Tilt steering wheel Tires, changing. Print page 1 Print
document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL.

