2001 ford excursion fuse panel

Fuse box diagram fuse layout , location and assignment of fuses and relays Ford Excursion , , ,
, , , If electrical parts in your vehicle are not working, the system may have been overloaded and
blown a fuse or tripped a circuit breaker. Before you replace or repair any electrical parts, check
the appropriate fuses or circuit breakers. To check a fuse, look at the silver-colored band inside
the fuse. If the band is broken or melted, replace the fuse. The fuse panel is located below and
to the left of the steering wheel by the brake pedal. To remove the fuse panel cover, turn the
panel fasteners counterclockwise. Necessary cookies are absolutely essential for the website to
function properly. This category only includes cookies that ensures basic functionalities and
security features of the website. These cookies do not store any personal information. Any
cookies that may not be particularly necessary for the website to function and is used
specifically to collect user personal data via analytics, ads, other embedded contents are
termed as non-necessary cookies. It is mandatory to procure user consent prior to running
these cookies on your website. Always disconnect the battery before servicing high current
fuses. Always replace a fuse with one that has the specified amperage rating. Using a fuse with
a higher amperage rating can cause severe wire damage and could start a fire. Never replace a
broken fuse with anything other than a new fuse. Use always an intact fuse of the same color. If
a fuse blows again contact a qualified service center. Main Page. This website uses cookies to
improve your experience. We'll assume you're ok with this, but you can opt-out if you wish.
Close Privacy Overview This website uses cookies to improve your experience while you
navigate through the website. Out of these cookies, the cookies that are categorized as
necessary are stored on your browser as they are essential for the working of basic
functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may have an effect on your browsing experience. Necessary Always Enabled.
Non-necessary Non-necessary. Passenger Compartment Fuse Panel Protected Circuits. Radio,
Secondary Fusing for Audio Options. Cigar Lighter , Data Link Connector. Interior Lamp Relay.
Battery Saver Relay. Horn Relay. Accessoiy Delay Relay. Quarter Flip Window Motor. Instrument
Panel Auxiliary Power Point. Diesel only: Alternator "A" Field. Floor Console Auxiliary Power
Point. Cargo Auxiliary Power Point. Diesel only: Not Used. Gasoline only: Engine Control.
Junction Box Battery Feed. Gasoline only: Not Used. Diesel only: Injector Driver Module. Power
Seats, Adjustable Pedals Trailer Tow Electronic Brake. Gasoline only: PCM Power. Diesel only:
PCM Power. Trailer Tow Battery Charge. Circuit Breaker: Power Windows. Park Lamp. Fuel
Pump. Rear Wiper. Rear Washer. Front Washer. Blower Motor. EEC Power. Not Used. Powertrain
Control Module Diode. Power point - floor console. Power point - 3rd row. Power point instrument panel. Power point - right rear quarter. Daytime running lamps. Rear seat controller.
Engine control, Climate control ; Diesel engine only. Ignition switch Rim feed. Trailer tow park
lamps and backup lamps. PATS module, transceiver. Trailer tow electric brake. Auxiliary blower
motor. Left-hand power seats. Right-hand power seats. Trailer tow battery charge. Not used.
Front blower motor relay. Powertrain EEC relay. Heated backlite relay. Trailer tow battery charge
relay. Delayed accessory relay. Starter relay. David Hobbs helped make these videos. The video
above shows how to replace blown fuses in the interior fuse box of your Ford Excursion in
addition to the fuse panel diagram location. Electrical components such as your map light,
radio, heated seats, high beams, power windows all have fuses and if they suddenly stop
working, chances are you have a fuse that has blown out. If your Excursion is experiencing
electrical problems, you should always check the fuses first, because they are relatively easy to
check and cheap to change. Some Fords have multiple interior fuse boxes including in the trunk
- the video above will show you where the interior fuse box of your Excursion is located. If your
Excursion has many options like a sunroof, navigation, heated seats, etc, the more fuses it has.
Some components may have multiple fuses, so make sure you check all of the fuses that are
linked to the component in question. If you need to replace a blown fuse in your Excursion,
make sure you replace it with one that has the same amperage as the blown fuse. If checking
and replacing the fuse for the component in question doesn't work, we recommend seeking
assistance from a trusted professional mechanic. They should be able to figure out if the
component needs to be replaced or if there is a short or some other problem with your
Excursion. Hans Angermeier has produced over , videos showing drivers how to fix things on
their cars. He has broad expertise on basic repair procedures covering the majority of cars on
the road. If you are leaking oil and parking on your oil spots each night, the oil is breaking down
your tires' rubber. Transmissions that leak fluid usually have never been flushed and the seal is
finally leaking. The right stop leak product can cure a lot. Car companies often use the same
engines in different cars. They also slightly alter the styling and sell the same car by two
different names amongst other tricks to help offset development costs. Our system selects the

most applicable video for your car based, in part, on these characteristics. The video displayed
may not look exactly like your car, but may be relevant enough for you to get a good idea how
to do it. Getting Started - Prepare for the repair. Share on. Full list of part and tools. Author Hans
Angermeier has produced over , videos showing drivers how to fix things on their cars. Replace
the front turn signal. If your blinker doesn't blink, or blinks rapidly, you likely have a burnt out
bulb. Plug the oil leak. Dealing with minor transmission fluid leaks. Check transmission fluid
level. Harsh downshifts? Slipping gears? You might be low on transmission fluid. See all videos
for the Ford Excursion. We have a massive and growing video library, but we don't have
everything Asked by Wiki User. Believe it or not, the fuse panel layout can be found in the
operator's manual, towards the back. It has a diagram for the location as well as a table that
includes each fuse's function as well as it's fuse type and amperage. The fuse panel layout for a
Mercury Cougar is found under the cover for the fuse box. Open the fuse box to reveal the label.
Citreon berlinger fuse box layout. Behind the dash below and to the left of the steering wheel.
Turn the 4 cover panel " pins ' counterclockwise to remove the cover panel. You can find a
layout for the fuse panel of a Toronado Trofeo in the owner's manual. You can also find it at
certain auto stores. Fuse for the and Cherokee should be the same. The layout is on the cover
panel of the fuse box. Otherwise, you'll have to buy a manual. Yes, there is a legend to the fuse
panel of a Dodge Neon. It is found on the fuse panel cover, and in the owners manual. You can
view the Owner Guide online which includes the fuse panel layout at : The fuse panel layout for
the Mitsubishi Galant has 13 positions, with three spare fuses. The actual diagram is located in
the owners manual. What fuse is the fuel realy fuse in a dodge charger. On the driver side kick
panel. Remove dash panel next to fuse box. The fuse layout for a Mercury Cougar can be found
in the service manual or on the back of the fuse panel door. It details what each fuse connects
to and its rating. You can view the Ford Excursion owners manual online at : Bottom of dash on
drivers side. Ask Question. Car Fuses and Wiring. Ford Excursion XLT. See Answer. Top
Answer. Wiki User Answered Related Questions. Where is the Lincoln continental fuse panel
layout? Dont have manual Need fuse panel layout for Excursion? What is the fuse panel layout
for a 90 Cougar? Where can you get a drawing of the layout of the fuse-box for Excursion
limited? Citroen berlingo van 1. Where is the fuse box on Ford Excursion? What is the fuse
panel layout for a Pontiac Bonneville? Where is the fuse panel layout on a Ford F Superduty
Diesel? What is the ford explorer fuse panel layout? Where can you find a layout for the fuse
panel of the toronado trofeo? What is the layout for the fuse box in a Nissan Pulsar model? Is
there a legend to the fuse panel of the dodge neon? You need the layout for Explorer's fuse
panel? What is the fuse panel layout for a Mitsubishi Galant? What is the Honda Del Sol fuse
panel layout? What is the fuse panel layout for a Lincoln Town Car? Fuse panel layout for
dodge charger? Where is the ecm on a ford excursion? Fuse panel layout elantra wagon?
Where can i get a copy of the fuse panel layout in a cavalier? Fuse layout for Mercury Cougar?
Dont have manual Need fuse box layout for Excursion? Fuse panel on a Excursion? Where can i
find the Fuse panel layout for pathfinder? Asked By Wiki User. Who would you swap lives with
for a day? Asked By Fletcher Altenwerth. Is silence a sound? Asked By Ciara Parker. How many
times does 30 go into ? What times 10 equals to ? Give me food and I will live give me water and
I will die what am I? How old is Danielle cohn? Hottest Questions How did chickenpox get its
name? When did organ music become associated with baseball? Asked By Curt Eichmann. How
can you cut an onion without crying? Asked By Leland Grant. Why don't libraries smell like
bookstores? Asked By Veronica Wilkinson. How long will the footprints on the moon last?
Asked By Daija Kreiger. Do animals name each other? Asked By Danika Abbott. Who is the
longest reigning WWE Champion of all time? Asked By Consuelo Hauck. What was the first TV
dinner? Asked By Roslyn Walter. Previously Viewed Fuse panel layout for ford excursion?
Unanswered Questions What values can we get in the folk dance tiklos? What happens when
heat energy is not properly used and handled? How did Jose rizals parents raise their children?
Moral lesson of tale of pilandok story? What online sites don't ask for cvv? Does Melissa
Fumero smoke? Give the summary in the poem myopia by syl cheney-coker? All Rights
Reserved. The material on this site can not be reproduced, distributed, transmitted, cached or
otherwise used, except with prior written permission of Multiply. Quick Links. Table of Contents.
Before driving. Controls And Features. Seating And Safety Restraints. Starting and driving.
Roadside Emergencies. Maintenance And Care. Capacities And Specifications. Customer
Assistance. Reporting Safety Defects. All rights reserved. Reproduction by any means,
electronic or mechanical including. Ford may change the contents without notice and without
incurring obligation. Ford motor company ford e owner's guide 32 pages. Reproduction by any
means, electronic or mechanical including photocopying, recording or by any information
storage and retrieval system or translation in whole or part is not permitted without written
authorization from Ford Motor Company. Page 4 Introduction These are some of the symbols

you may see on your vehicle. Page 6: Instrumentation Instrumentation Instrument cluster pg.
Page 7 Instrumentation Audio system Rear window Gearshift lever pg. When refueling, after the
light comes on, the amount of fuel that is added will be less than the advertised capacity since
there is fuel still in the tank. Temporary malfunctions may cause your Service Engine Soon light
to illuminate. Examples are: 1. The vehicle has run out of fuel. The engine may misfire or run
poorly. When the TCIL the word OFF on the gear shift light is on, the transmission does not
operate in the overdrive mode, refer to the Driving chapter for transmission function and
operation. Page 11 Instrumentation Turn signal Illuminates when the left or right turn signal or
the hazard lights are turned on. If one or both of the indicators stay on continuously or flash
faster, check for a burned-out turn signal bulb. Refer to Bulbs in the Maintenance and care
chapter. High beams Illuminates when the high beam headlamps are turned on. It may also
momentarily AJAR illuminate after the engine is started and all doors are closed. Page 14
Instrumentation Speedometer Indicates the current vehicle speed. Engine coolant temperature
gauge Indicates the temperature of the engine coolant. If it enters the red section, the engine is
overheating. Page 15 Instrumentation Odometer Registers the total kilometers miles of the
vehicle. Trip odometer Registers the kilometers miles of individual journeys. To reset, depress
the control. Tachometer Indicates the engine speed in revolutions per minute. Driving with your
tachometer pointer continuously at the top of the scale may damage the engine. Page 16
Instrumentation Battery voltage gauge This shows the battery voltage when the ignition is in the
ON position. Engine oil pressure gauge This shows the engine oil pressure in the system.
Rotate to the second position to also turn on the headlamps. Autolamp control if equipped The
autolamp system provides light sensitive automatic on-off control of the exterior lights normally
controlled by the headlamp control. Page 18 Controls and features High beams Push forward to
activate. Pull toward you to deactivate. Flash to pass Pull toward you to activate and release to
deactivate. Daytime running lamps DRL if equipped Turns the headlamps on with a reduced
output. To help avoid personal injury, please read and understand the limitations on the reverse
sensing system described below. Page 21 Controls and features The reverse sensing system
detects obstacles within approximately 1. As you move closer to the obstacle, the rate of the
tone increases. Do not hang any type of accessory or accessory bracket from the plug.
Improper use of the power outlet can cause damage not covered by your warranty. The power
point is an additional power source for electrical accessories. Page 24 Controls and features
Mode selector control Controls the direction of the airflow to the inside of the vehicle. The air
conditioning compressor can operate in all modes except. Since the air conditioner removes
considerable moisture from the air during operation, it is normal if clear water drips on the
ground under the air conditioner drain while the system is working and even after you Heating
and air conditioning capabilities are provided in this mode. For added customer comfort, the air
distributed through the floor ducts will be slightly warmer than the air sent to the windshield
defroster ducts. Page 28 Controls and features Turn the temperature control to the desired
temperature. Hold the control to fast-forward through the remaining discs. Seek function The
seek function control works in radio, tape or CD mode. Page 32 Controls and features Scan
function in tape mode Press the SCAN control to hear a short sampling of all selections on the
tape. The tape scans in a forward direction. To stop on a particular selection, press the control
again. Page 33 Starting autoset memory preset 1. Press the AUTO control. When the first six
strong stations are filled, the station stored in memory preset control 1 will start playing. If there
are less than six strong stations available on the frequency band, the remaining memory preset
controls will all store the last strong station available. Speaker balance adjust Speaker sound
distribution can be adjusted between the right and left speakers. The first track of the disc will
begin playing. If returning from radio or tape mode, CD play will begin where it stopped last.
Dolby noise reduction Dolby noise reduction operates in tape mode. Dolby noise reduction
reduces the amount of hiss and static during tape playback. Press the control to activate and
deactivate the Dolby noise reduction. Page 38 Controls and features The CLK button will allow
you to switch between media display mode radio station, stereo information, etc. When in clock
mode, the media information will display for 10 seconds, when the radio is turned on, and then
revert to clock information. Turn the control to raise or lower volume. Page 41 Seek function
The seek function works in radio or CD mode. Page 42 Controls and features Radio station
memory preset The radio is equipped with six station memory preset controls. Setting memory
preset stations 1. Load the CD into the audio system. You can choose which slot will be loaded
by pressing the desired preset number. If you do not choose a slot, the system will choose the
next available one. Wait until the CD door opens. Load the CD into the player. Press and hold
the REW control until the desired selection is reached. If the beginning of the disc is reached,
the CD will begin play at the first track. Release the control to disengage rewind mode. When in
rewind mode, your audio system will automatically lower the volume level of the playing media.

There are three sets of menus available depending upon which mode or feature is activated.
While in FM mode, two menus are available. Page 48 Controls and features Traffic
announcements This feature allows you to hear traffic announcements. When in this mode,
traffic announcements will interrupt radio and CD play. Press the SEL control to engage the
feature. These announcements are broadcast by traffic capable RDS stations. Use the SEL
control to optimize the sound based upon the occupants in the vehicle. The will appear in the
radio display. Pressing 3 and 5 at the same time again will turn the rear seat controls off. Do not
insert any promotional odd shaped or sized discs, or discs with removable labels into the CD
player as jamming may occur. Static can be caused on AM stations by power lines, electric
fences, traffic lights and thunderstorms. If you drive up or down a steep hill, your vehicle speed
may vary momentarily slower or faster than the set speed. Page 58 Controls and features You
can accelerate with the accelerator pedal at any time during speed control usage. Releasing the
accelerator pedal will return your vehicle to the previously programmed set speed. Page 59
Pressing OFF will erase the previously programmed set speed. Hold the control while adjusting
the wheel to the desired position, then release the control to lock the steering wheel in position.
Never adjust the steering wheel when the vehicle is moving. Page 61 Controls and features
Push tap the end of the stalk briefly for a single swipe no wash. Push and hold for three swipes
with wash. Push and hold for a longer wash up to ten seconds. Page 62 Controls and features
The transmission will operate in all gears except overdrive. To return to normal overdrive mode,
press the Transmission Control Switch again. When you shut off and re-start your vehicle, the
transmission will automatically return to normal For additional information about the gearshift
lever and the transmission control switch operation refer to the Automatic Transmission
Depress again to stop window operation. One touch down can be deactivated during operation
by pushing down on the top part of the driver power window control. The rear doors can be
opened from the outside when the doors are unlocked. The childproof locks are located on rear
edge of each rear door and must be set separately for each door. Page 65 2. Move the control in
the direction you wish to tilt the mirror. Return to the center position to lock mirrors in place.
Adjust spotter mirrors if equipped manually. Fold-away mirrors Fold the side mirrors in carefully
when driving through a narrow space, like an automatic car wash. Page 66 Controls and
features Signal mirrors if equipped When the turn signal is activated, the appropriate mirror will
show a blinking red arrow. The arrow provides an additional warning to other drivers that your
vehicle is about to turn. Driver and passengers seated inside the vehicle cannot see the arrow.
Page 68 Controls and features Illuminated visor mirror Lift the mirror cover to turn on the visor
mirror lamps. You may select display features on the trip computer for a display of status. If you
calculate your average fuel economy by dividing liters of fuel used by kilometers traveled Page
71 Compass zone adjustment 1. Determine which magnetic zone you are in for your geographic
location by referring to the zone map. Locate the trip computer on the overhead console. Turn
ignition to the ON position. Press and hold both trip computer controls. Page 72 Controls and
features 1. Locate the trip computer located in the overhead console. Start the vehicle. After
approximately eight seconds, the trip computer will enter CAL mode. The reading lamps can be
turned on by pressing the rocker control. Hard objects can injure you in a collision. The remote
entry features only operate with the ignition in the LOCK position. Page 76 Controls and
features Sounding a panic alarm Press this control to activate the alarm. Replacing the battery
The remote transmitter is powered by one coin type three-volt lithium battery CR or equivalent.
Page 77 Illuminated entry The illuminated entry system will turn on the interior lights when the
remote transmitter unlock control is pressed. The illuminated entry system will turn off the
interior lights if the ignition switch is turned to the ON position, or if the remote transmitter lock
control is pressed, or after 25 seconds of illumination. Page 79 Programming your own personal
entry code To program your own code: 1. Enter factory set code keypad will illuminate for five
seconds when a key is pressed. Enter your personal 5 digit code. Enter each digit within five
seconds of previous one. Page 80 The SecuriLock passive anti-theft system is not compatible
with non-Ford aftermarket remote start systems. Use of these systems may result in vehicle
starting problems and a loss of security protection. Automatic arming Page 81 OFF and restart
the engine with all other objects on the key ring held away from the ignition key. Check to make
sure the coded key ignition key is an approved Ford coded key ignition key. Page 82 Controls
and features The correct coded key key must be used for your vehicle. If failure repeats, bring
your vehicle to your dealership to have the new spare key s programmed. Page 84 Controls and
features The cargo doors and liftgate should be closed before driving your vehicle. If you must
drive with the cargo doors and liftgate window open, keep the vents open so outside air comes
into the vehicle. Ensure that the seat is relatched into place. Make sure that the seat is relatched
into place. Page 87 Seating and safety restraints Press front to raise or lower the front portion of
the seat cushion. Press rear to raise or lower the rear portion of the seat cushion. Press the

control to move the seat forward, backward, up or down. Using the manual lumbar support Turn
the lumbar support control toward the front of vehicle to move The indicator light on the control
will illuminate when activated. Page 89 Seating and safety restraints Rear folding bench seat if
equipped Folding down rear seats into load floor Ensure that no objects such as books, purses
or briefcases are on the floor in front of the second row seats before folding them down and
insure the seat is fully latched rearward. Page 90 Seating and safety restraints 4. Stow headrest
into the green caps found on the top of the seat cushion. Lift the lower seat control and flip the
seatback down. Page 91 Seating and safety restraints 6. Lift up flap on seatback to release
closeout panel. Rotate panel to closeout the space between the seatback and the floor.
Returning the seat to upright Insure the seat is pulled back to the locked position, whether the
seat is occupied or empty. Page 92 Seating and safety restraints 4. Remove headrest from
storage position and return to 2nd row seatback. Push down headrest completely to secure.
Reclining the seatback Lift the control to adjust the seatback. Third row seat if equipped The
third row seat is equipped with combination lap and shoulder belts in the outboard seating
positions and a manual adjust tongue lap belt in the center seating position. Page 93 Seating
and safety restraints 1. Rotate the upper seat control rearward while pushing the seatback
toward the front of the vehicle. Push the seatback toward the front of the vehicle. This releases
the seat track and the seat will move forward. Page 94 Seating and safety restraints Removing
the third row seat From the rear of the vehicle, with the liftgate window and cargo doors open: 1.
Pull the seat release lever located on the lower right side of the seatback while pushing the
seatback down onto the seat cushion. This will ensure that the seat will properly latch into the
floor. Push up on the seat to verify that it is latched into the floor. Page 96 Seating and safety
restraints Each seating position in your vehicle has a specific safety belt assembly which is
made up of one buckle and one tongue that are designed to be used as a pair. Page 97 Seating
and safety restraints Vehicle sensitive mode The vehicle sensitive mode is the normal retractor
mode, allowing free shoulder belt length adjustment to your movements and locking in
response to vehicle movement. Page 98 This indicates the safety belt is now in the automatic
locking mode. How to disengage the automatic locking mode Ford recommends that all safety
belt assemblies and attaching hardware should be inspected by a qualified technician after any
collision. Safety belt assemblies not in use during a collision should also be inspected and
replaced if either damage or improper operation is noted. Page Seating and safety restraints
Failure to follow these instructions will affect the performance of the safety belts and increase
the risk of personal injury. Safety belt pretensioner if equipped Your vehicle is equipped with
safety belt pretensioners at the driver and front outboard passenger seating positions. Page
Seating and safety restraints Position the shoulder belt height adjusters so that the belt rests
across the middle of your shoulder. Failure to adjust the safety belt properly could reduce the
effectiveness of the seat belt and increase the risk of injury in a collision. Lap belts Adjusting
the lap belt The lap belt should fit snugly and as low as possible around the To fasten, grasp the
tongue, and with a continuous motion, pull out enough webbing to buckle the tongue into the
correct buckle. If you did not pull out enough webbing to reach the buckle, allow the tongue to
retract fully before trying to pull it out again. Page Seating and safety restraints Reasons given
Page In the event of a collision this module may save information related to the collision
including information about the air bag system and impact severity. This information will assist
Ford in the servicing of your vehicle Page Seating and safety restraints and may help Ford
better understand real world collisions and further improve the safety of future vehicles.
Important supplemental restraint system SRS precautions The supplemental restraint system is
designed to work with the safety belt to help protect the driver and right front passenger from
certain upper body injuries. See your Ford or Lincoln Mercury dealer. Modifications to the front
end of the vehicle, including frame, bumper, front end body structure and tow hooks may effect
the performance of the air bag sensors increasing the risk of injury. Page Seating and safety
restraints Air bags can kill or injure a child in a child seat. NEVER place a rear-facing child seat
in front of an active air bag. If you must use a forward-facing child seat in the front seat, move
the seat all the way back. Page Seating and safety restraints force, there is the risk of death or
serious injuries such as fractures, facial and eye injuries or internal injuries, particularly to
occupants who are not properly restrained or are otherwise out of position at the time of air bag
deployment. If any of these things happen, even intermittently, have the SRS serviced at your
dealership or by a qualified technician immediately. Page To improve the fit of lap and shoulder
belts on children who have outgrown child safety seats, Ford recommends use of a
belt-positioning booster seat that is labelled as conforming to all applicable Federal motor
vehicle safety standards. Belt-positioning booster seats raise the child and provide a shorter,
firmer seating cushion that encourages safer seating posture and better fit of lap and shoulder
belts on the child. If you do not install and use the safety seat properly, the child may be injured

in a sudden stop or collision. Page passenger side front and outboard rear seating positions if
equipped. Ford recommends the use of a child safety seat having a top tether strap. Install the
child safety seat in a seating position which is capable of providing a tether anchorage. For
more information on top tether straps, refer to Attaching safety seats with tether straps. Page
Seating and safety restraints 2. Pull down on the shoulder belt and then grasp the shoulder belt
and lap belt together. Page Seating and safety restraints 5. To put the retractor in the automatic
locking mode, grasp the shoulder portion of the belt and pull downward until all of the belt is
extracted and a click is heard. Allow the belt to retract. The belt will click as it retracts to
indicate it is in the automatic locking mode. Page Seating and safety restraints Attaching child
safety seats with tether straps Most new forward-facing child safety seats include a tether strap
which goes over the back of the seat and hooks to an anchoring point. Tether straps are
available as an accessory for many older safety seats. Contact the manufacturer of your child
seat for information about ordering a tether strap. Page Seating and safety restraints 3. Locate
the correct anchor for the selected seating position. Clip the tether strap to the anchor as
shown. If the tether strap is clipped incorrectly, the child safety seat may not be retained
properly in the event of a collision. Refer to the Installing child safety seats in combination lap
and shoulder belt seating positions section of this chapter for further instructions to secure the
child safety seat. This system meets all Canadian Interference-Causing Equipment standard
requirements regulating the impulse electrical field strength of radio noise. When starting a
fuel-injected engine, avoid pressing the accelerator before or during starting. Page Starting 2.
Make sure the headlamps and vehicle accessories are off. Make sure the parking brake is set.
Make sure the gearshift is in P Park. If there is difficulty in turning the key, firmly rotate the
steering wheel left and right until the key turns Excessive cranking could damage the starter.
Turn the key to 5 START without pressing the accelerator pedal and release as soon as the
engine starts. Page Starting To prevent electrical shock, do not use your heater with
ungrounded electrical systems or two-pronged cheater adapters. Guarding against exhaust
fumes Although odorless and colorless, carbon monoxide is present in exhaust fumes. Take
precautions to avoid its dangerous effects. If you ever smell exhaust fumes of any kind inside
your vehicle, have your dealer inspect and fix your vehicle immediately. Refer to the scheduled
maintenance guide for scheduled maintenance. In normal operation, automotive brake systems
may emit occasional or intermittent squeal or groan noises when the brakes are applied. Page
Driving The Anti-Lock system does not decrease the time necessary to apply the brakes or
always reduce stopping distance. Always leave enough room between your vehicle and the
vehicle in front of you to stop. NOTE: We recommend that you familiarize yourself with this
braking technique. Page The BRAKE warning lamp in the instrument cluster illuminates and
remains illuminated when the ignition is turned ON until the parking brake is released. Always
set the parking brake fully and make sure that the gearshift is securely latched in P Park
automatic transmission or in 1 First manual transmission. In a rollover crash, an unbelted
person is significantly more likely to die than a person wearing a seat belt. Your vehicle has
special design and equipment features to make it capable of performing in a wide variety of
circumstances. Page If you cannot move the gearshift lever out of P Park with ignition in the ON
position and the brake pedal depressed: 1. Apply the parking brake, turn ignition to the LOCK
position, then remove the key. Reinsert the key and turn the ignition to the OFF position. Make
sure the gearshift lever is securely latched in P Park. This position locks the transmission and
prevents the rear wheels from turning. Always set the parking brake fully and make sure the
gearshift lever is latched in P Park. Page Driving Drive â€” Not shown on the display. Activate
by pressing the transmission control switch TCS on the end of the gearshift lever with the
gearshift in the position. Transmission operates in gears one through three. Drive provides
more engine braking than Overdrive and is useful when Page Driving Shift strategy 4R
automatic transmission To account for customer driving habits and conditions, your 4R
automatic transmission electronically controls the shift quality by using an adaptive learning
strategy. The adaptive learning strategy is maintained by power from the battery. When the
battery is disconnected or a new battery is installed, the transmission must relearn its adaptive
strategy. Page 4WD system indicator lights The 4WD system indicator lights illuminate only
under the following conditions. If these lights illuminate when driving in 2WD, contact your Ford
dealer as soon as possible. Page 4. If the LOW RANGE indicator light does not illuminate after
15 seconds, start the vehicle moving, then repeat steps 1 through 5 before reporting any shift
concerns to your dealer. Page Driving Drive cautiously to avoid vehicle damage from concealed
objects such as rocks and stumps. You should either know the terrain or examine maps of the
area before driving. Map out your route before driving in the area. Page Driving If the
transmission, transfer case or front axle are submerged in water, their fluids should be checked
and changed, if necessary. Water intrusion into the transmission may damage the transmission.

If the front or rear axle is submerged in water, the axle lubricant should be replaced. Page
Driving When driving on snow or ice with either braking system, allow more stopping distance
and drive slower than usual. Consider using one of the lower gears. Remember to figure in the
tongue load of your loaded trailer when figuring the total weight. Page Driving Your vehicle has
the capability to haul more cargo and people than most passenger cars. Depending upon the
type and placement of the load, hauling cargo and people may raise the center of gravity of the
vehicle. Preparing to tow Use the proper equipment for towing a trailer, and make sure it is
properly attached to your vehicle. The trailer brakes must meet local and Federal regulations.
Page Driving Servicing after towing If you tow a trailer for long distances, your vehicle will
require more frequent service intervals. Refer to your scheduled maintenance guide for more
information. Page Driving To remove the cross-bar assembly from the roof rack side rails: 1.
Loosen the latch at both ends of the cross-bar both cross-bars are adjustable. Slide cross-bar
to the end of the rail. Slide the assemblies off the end. To adjust the tie-downs: Use the
adjustable tie downs to secure loads to the luggage carrier. This program is separate from the
New Vehicle Limited Warranty. Page Roadside coverage beyond basic warranty In the United
States, you may purchase additional roadside assistance coverage beyond this period through
the Ford Auto Club by contacting your Ford or Lincoln Mercury dealer. Similarly in Canada, you
may purchase additional coverage beyond the basic coverage period by consulting the Ford
Roadside Assistance Club brochure or by calling 1â€”â€”â€”CLUB 1â€”â€”â€” Use the
following procedure to reset the fuel pump shut-off switch. Turn the ignition to the OFF
position. Check the fuel system for leaks. Using a fuse with a higher amperage rating can cause
severe wire damage and could start a fire. Standard fuse amperage rating and color Fuse Mini
Standard Rating Page Roadside emergencies To remove the fuse panel cover, turn the panel
fasteners counterclockwise. To remove a fuse use the fuse puller tool provided on the fuse
panel cover. Page Roadside emergencies The fuses are coded as follows. Page Roadside
emergencies Power distribution box The power distribution box, trailer tow and electronic shift
on the fly relay blocks are located in the engine compartment near the brake master cylinder.
Page The high-current fuses are coded as follows. Instead, gradually decrease your speed. Hold
the steering wheel firmly and slowly move to a safe place on the side of the road. Spare tire
information Your vehicle may be equipped with a spare tire that can be used as either a spare or
a regular tire. Page 1. Park on a level surface, activate hazard flashers and set the parking brake.
Turn engine OFF and block the diagonally opposite wheel block not provided. Remove the jack,
jack handle, lug wrench and spare tire from the stowage locations. Page Roadside emergencies
6. Insert the hooked end of the jack handle into the jack and use the handle to slide the jack
under the vehicle. Turn the jack handle clockwise until the wheel is completely off the ground
and high enough to install the spare tire. To lessen the risk of personal injury, do not put any
part of your body under the vehicle while changing a tire. Page M14 x 1. Use only Ford
recommended replacement fasteners. On all two-piece flat wheel nuts, apply one drop of motor
oil between the flat washer and the nut. Do not apply motor oil to the wheel nut threads or the
wheel stud threads. An explosion could result in injury or vehicle damage. Do not push start
your vehicle. You could damage the catalytic converter. Batteries contain sulfuric acid which
can burn skin, eyes, and clothing, if contacted. Page Roadside emergencies Connecting the
jumper cables 1. Note: In the illustrations, lightning bolts are used to designate the assisting
boosting battery. Page 3. Connect the negative - cable to the negative - terminal of the assisting
battery. Page Roadside emergencies 2. Start the engine of the disabled vehicle. Once the
disabled vehicle has been started, run both engines for an additional three minutes before
disconnecting the jumper cables. Removing the jumper cables Remove the jumper cables in the
reverse order that they were connected. Page Roadside emergencies 3. After the disabled
vehicle has been started and the jumper cables removed, allow it to idle for several minutes so
the engine computer can relearn its idle conditions. Page If the vehicle is towed by other means
or incorrectly, vehicle damage may occur. Ford Motor Company provides a towing manual for
all authorized tow truck operators. Have your tow truck operator refer to this manual for proper
hook-up and towing procedures for your vehicle. If your vehicle requires professional service,
your dealership can provide the necessary parts and service. Page Maintenance and care Do
not start your engine with the air cleaner removed and do not remove it while the engine is
running. Inside the vehicle, pull the hood release handle located under the bottom left corner of
the instrument panel. Battery 2. Engine oil filler cap 3. Page Maintenance and care 1. Make sure
the vehicle is on level ground. Turn the engine off and wait a few minutes for the oil to drain into
the oil pan. Set the parking brake and ensure the gearshift is securely latched in P Park. Page
Maintenance and care Ford production and aftermarket Motorcraft oil filters are designed for
added engine protection and long life. If a replacement oil filter is used that does not meet Ford
material and design specifications, start-up engine noises or knock may be experienced. Page

MAX. Do not fill above this line. Use only a DOT 3 brake fluid certified to meet Ford
specifications. Refer to Lubricant specifications in the Capacities and specifications chapter.
Brake fluid is toxic. If brake fluid contacts the eyes, flush eyes with running water for 15
minutes. Page In very cold weather, do not fill the reservoir all the way. Only use a washer fluid
that meets Ford specification. State or local regulations on volatile organic compounds may
restrict the use of methanol, a common windshield washer antifreeze additive. Page When the
engine is cold, check the level of the engine coolant in the reservoir. For vehicles with overflow
coolant systems with a non-pressurized cap Page reservoir when the engine is cool. For all
other vehicles, which have a coolant degas system with a pressurized cap, or if it is necessary
to remove the coolant pressure relief cap on the radiator of a vehicle with an overflow system,
follow these steps to add engine coolant. Use of a recycled engine coolant which does not meet
the Ford G05 specification may harm engine and cooling system components. Always dispose
of used automotive fluids in a responsible manner. Continued operation will increase the engine
temperature and the engine will completely shut down, causing steering and braking effort to
increase. Once the engine temperature cools, the engine can be re-started. Take your vehicle to
a service facility as soon as possible to minimize engine damage. Refer to the scheduled
maintenance guide for the service interval schedules. Your transmission does not consume
fluid. However, the fluid level should be checked if the transmission is not working properly, i.
The normal operating temperature can be reached after approximately 30 km 20 miles of driving.
Page 2. Remove the filler plug and inspect the fluid level. Add only enough fluid through the
filler opening so that the fluid level is at the bottom of the opening. Use only fluid that meets
Ford specifications. Refer to the Capacities and specifications chapter. However, for severe
usage or in high temperature climates, check the battery electrolyte level. Page Maintenance
and care Batteries normally produce explosive gases which can cause personal injury.
Therefore, do not allow flames, sparks or lighted substances to come near the battery. When
working near the battery, always shield your face and protect your eyes. Always provide proper
ventilation. Page 6. Drive the vehicle to complete the relearning process. Page Maintenance and
care Changing the air filter element gasoline engines only 1. Loosen the clamp that secures the
air filter element in place. Carefully separate the two halves of the air filter housing. Remove the
air filter element from the open end of the air filter housing. Under normal conditions, the
Traction-Lok axle functions like a standard rear axle. Page Maintenance and care Changing the
wiper blades To replace the wiper blades: 1. Pull the wiper arm away from the windshield and
lock into the service position. Turn the blade at an angle from the wiper arm. Push the lock pin
manually to release the blade and pull the wiper blade down toward the windshield to remove it
from the Page U. Department of Transportation-Tire quality grades: The U. Department of
Transportation requires Ford to give you the following information about tire grades exactly as
the government has written it. Treadwear The treadwear grade is a comparative rating based on
the wear rate of the tire when tested under controlled conditions on a specified government test
course. Page Maintenance and care The temperature grade for this tire is established for a tire
that is properly inflated and not overloaded. Excessive speed, underinflation, or excessive
loading, either separately or in combination, can cause heat buildup and possible tire failure.
Page If you do not follow these precautions, your vehicle may not drive properly and safely.
Make sure that all replacement tires are of the same size, type, load-carrying capacity and tread
design e. Maintenance and care Failure to follow these precautions may adversely affect the
handling of the vehicle and make it easier for the driver to lose control and roll over. The
pressure in an overfilled tank may cause leakage and lead to fuel spray and fire. The fuel system
may be under pressure. If the fuel filler cap is venting vapor or if you hear a hissing sound, wait
until it stops before completely removing the fuel filler cap. Inhaling too much fuel vapor of any
kind can lead to eye and respiratory tract irritation. In severe cases, excessive or prolonged
breathing of fuel vapor can cause serious illness and permanent injury. The use of leaded fuel is
prohibited by law and could damage your vehicle. Do not use fuel containing methanol. It can
damage critical fuel system components. Your vehicle was not designed to use fuel or fuel
additives with metallic compounds, including manganese-based compounds containing MMT.
Page World-wide Fuel Charter. Running out of fuel Avoid running out of fuel because this
situation may have an adverse affect on powertrain components. Page The customer warranty
may be void for any damage to the fuel tank or fuel system if the correct genuine Ford or
Motorcraft fuel filler cap is not used. Page Maintenance and care Filling the tank The advertised
fuel capacity of the fuel tank on your vehicle is equal to the rated refill capacity of the fuel tank
as listed in the Refill Capacities section of the Capacities and specifications chapter. The
advertised capacity is the amount of the indicated capacity and the empty reserve combined.
Page 5. Follow one of the simple calculations in order to determine fuel economy: Multiply liters
used by , then divide by total kilometers traveled. Divide total miles traveled by total gallons

used. Keep a record for at least one month and record the type of driving city or highway. Refer
to Lubricant Specifications. Follow the recommended maintenance schedule and owner
maintenance checks found in your vehicle scheduled maintenance guide. Page If other than
Ford, Motorcraft or Ford-authorized parts are used for maintenance replacements or for service
of components affecting emission control, such non-Ford parts should be equivalent to genuine
Ford Motor Company parts in performance and durability. Page Replacing headlamp bulbs 1.
Make sure that the headlamp control is in the OFF position. Open the hood. Disconnect the
electrical connector from the bulb by pulling rearward. Remove bulb retainer ring by turning it
counterclockwise about turn, then slide the ring off the plastic base. Make sure headlamp
switch is in OFF position. Page Maintenance and care Replacing foglamp bulbs The halogen
bulb contains gas under pressure. The bulb may shatter if the glass envelope is scratched or if
the bulb is dropped. Handle the bulb carefully. Grasp the bulb only by its base. Avoid touching
the glass envelope. Page Maintenance and care 2. Carefully pull the bulb straight out of the
socket and push in the new bulb. Install the bulb socket in lamp assembly by turning clockwise.
Page Maintenance and care Replacing license plate lamp bulbs The license plate bulbs are
located behind the rear bumper. To change the license plate lamp bulbs: 1. Reach behind the
rear bumper to locate the bulb socket. Twist the socket counterclockwise and remove. Page If
your vehicle has been in an accident the alignment of your headlamps should be checked by a
qualified service technician. Number of Page Maintenance and care Washing your vehicle Wash
your vehicle regularly with cold or lukewarm water. Never use strong detergents or soap. If your
vehicle is particularly dirty, use a quality car wash detergent. Always use a clean sponge,
washing glove or similar device and plenty of water for best results. Observe the application
instructions on the products. Page Cleaning the exterior lamps Wash with the same detergent
as the exterior of your vehicle. To avoid scratching the lamps, do not use a dry paper towel,
chemical solvents or abrasive cleaners. Page Maintenance and care when you rinse it with
water. The windshield, rear window and wiper blades should be cleaned on a regular basis, and
blades or rubber elements replaced when worn. Cleaning the instrument panel Clean with a
damp cloth, then dry with a dry cloth. Avoid cleaner or polish that increases the gloss of the
upper portion of the instrument panel. This mild cleaner and special pad, cleans the leather and
maintains its natural beauty. Follow the instructions on the cleaner label. Page The axle
lubricant should be changed any time the rear axle has been submerged in water. Add ml 8 oz.
Application Capacity 5. Page Service refill capacities are determined by filling the rear axle to
the bottom of the filler hole with the specified lubricant. Use Ford Premium Engine Coolant
green in color. Refer to Adding engine coolant, in the Maintenance and Care chapter. Page Add
ml 8 oz. Ford design rear axles contain a synthetic lubricant that does not require changing
unless the axle has been submerged in water. Page Capacities and specifications Page
Certification Label The engine number the last eight numbers of the vehicle identification
number is stamped on the engine block, transmission, frame and transfer case if equipped. If
you did not take advantage of the Ford Extended Service Plan at the time of purchasing your
vehicle, you may still be eligible. Please contact your dealer for further information. Since this
information is subject to Page Away from home If you own a Ford or Mercury vehicle and are
away from home when your vehicle needs service, or if you need more help than the dealership
could provide, after following the steps described above, contact the Ford Customer
Relationship Center to find an authorized dealership to help you. Page P. Page If your vehicle
must be serviced while you are traveling or living in Central or South America, the Caribbean, or
the Middle East, contact the nearest Ford dealership. Page Customer assistance Protection and
appearance equipment Air bag anti-theft locks Carpeted cargo mat Door edge guards Truck
covers Cargo liners, interior Carpet floor mats Cleaners, waxes and polishes Flat splash guards
Front end covers full Hood deflectors Locking gas cap Lubricants and oils Molded splash
guards Molded vinyl floor mats Page Index Index Accessory delay Page Page Index lubrication
specifications Page location Page Index low fuel Page Safety belts see Safety restraints Page
Index Ventilating your vehicle Engine oil -diesel Refer to your 7. Page Filling station information
fluid. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an account?
Sign up! Restore password. Upload from disk. Upload from URL. Skip to main content of 25
results for "Automotive Replacement Fuse Boxes". Skip to main search results. Eligible for Free
Shipping. Customer Review. International Shipping. Filter results by your vehicle:. Enter a new
vehicle to add it to Your Garage and filter the results below. Enter a new vehicle. Box ASY Fuse. FREE Shipping. Only 2 left in stock - order soon. Only 1 left in stock - order soon. Only 9
left in stock - order soon. Temporarily out of stock. N
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