2003 jeep liberty ac compressor

Log in or Sign up. Sep 4, at AM 1. I've been reading every forum and internet site I can find
which could be a problem It's constant whether the AC is on or off. It happened while we were
out of town on going to my brothers wedding However, having temps in the upper 90's isn't a
fun driving experience Now my questions. What is the general consensus here? Anyone ever
changed just the clutch? Have any long-term success? He's not the cheapest, but one of the
best around our area. I HATE to drop that amount of coin on this rig right now This is what I'm
contemplating, but don't want to have to go through this repair again in months. Thanks for the
suggestions Sep 4, at PM 2. Sep 4, at PM 3. Sep 4, at PM 4. Sep 5, at AM 5. Sep 10, at AM 6.
Followup: I was able to swap the clutch coil and bearing pulley assembly and got the AC going
again. During the assembly and trying to press the new Bearing Pulley back on the AC hub the
rubber surround of the bearing got a slight nick You must log in or sign up to reply here. Show
Ignored Content. Your name or email address: Do you already have an account? No, create an
account now. Yes, my password is: Forgot your password? Log in or Sign up. Sep 4, at AM 1.
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is: Forgot your password? This listing is for part or sub-assembly number given below only.
The clutch drive plate is splined to the input shaft of the compressor. The magnetic field holds
the clutch plate tightly against the clutch pulley as long as current is supplied to it. This in turn
engages the drive pulley to the compressor input shaft, causing the shaft to spin. When the
compressor clutch is not engaged, the input shaft of the compressor does not spin and the
drive pulley freewheels on a sealed bearing assembly. RLAA, , , , , If you are unsure whether the
phone model is applicable, please contact us before placing your order. Package Includes:. Skip
to main content. Email to friends Share on Facebook - opens in a new window or tab Share on
Twitter - opens in a new window or tab Share on Pinterest - opens in a new window or tab. Add
to Watchlist. People who viewed this item also viewed. Showing Slide 1 of 1 - Carousel. Check if
this part fits your vehicle. Picture Information. Mouse over to Zoom - Click to enlarge. Get the
item you ordered or get your money back. Learn more - eBay Money Back Guarantee - opens in
new window or tab. Seller information tadayshoping Contact seller. Visit store. See other items
More See all. Item Information Condition:. Make Offer. Resume making your offer , if the page
does not update immediately. Add to Watchlist Remove from watch list. Watch list is full. Does
not ship to Ukraine See details. Item location:. Chino, California, United States. Ships to:. This
amount is subject to change until you make payment. For additional information, see the Global
Shipping Program terms and conditions - opens in a new window or tab This amount includes
applicable customs duties, taxes, brokerage and other fees. For additional information, see the
Global Shipping Program terms and conditions - opens in a new window or tab. Any
international shipping is paid in part to Pitney Bowes Inc. Learn More - opens in a new window
or tab International shipping and import charges paid to Pitney Bowes Inc. Learn More - opens
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Bowes Inc. Learn More - opens in a new window or tab Any international shipping is paid in part
to Pitney Bowes Inc. Learn More - opens in a new window or tab. Related sponsored items.
Showing Slide 1 of 2 - Carousel. Report item - opens in a new window or tab. This translation
tool is for your convenience only. The accuracy and accessibility of the resulting translation is
not guaranteed. Note: The accuracy and accessibility of the resulting translation is not
guaranteed. Seller assumes all responsibility for this listing. My Garage. Go to My Garage.
Please wait. We were unable to complete your request. Please try again later. This part is not
compatible with this. Compatibility information is not available for this item. Oops, something
went wrong. This part is compatible with below vehicle s. This part is compatible with below
vehicle s matching this. A quantity of 2 is recommended. Portions of the information contained
in this table have been provided by tadayshoping. When the compressor clutch is not engaged,
the input shaft of the compressor does not spin and the. Store category. Sign Up Now! You may
also like. Product Description. Payment must be received within 7 days after order is made.
Fees such as import duties, taxes are not included in the item price or shipping costs. These

charges are the buyer's responsibility. Delivery details. The item will be shipped from our US
warehouse to United States, which is more faster than from aboard. Terms of sales. We
maintain high standards of excellence and strive for hundred percent customer satisfaction.
Feedback is very important to us. We hope that you contact us immediately before you give
neutral or negative feedback, so that we can address your concerns. It is impossible to address
issues if we do not know about them! About us. Your satis faction is our ultimate goal. We work
hard to earn your trust and future business. Our certified technicians have tested each item
before shipping. The unit comes with 1 year limited warranty on all manufacturing defects.
Please contact us within 14 days after you receive the package. Customer is responsible for
shipping costs of the returned item. We will send you a new unit or refund the full payment you
paid. Contact us. Due to time zones, our reply to your questions may not be immediately. But
within above working time, we will reply your email within 24 hours. If it's non-workdays, please
kindly be patient and wait till Monday. Please feel free to contact us if you have any questions.
Please contact us with ebay message. Business seller information. Contact details. Return
policy. No returns or exchanges, but item is covered by the eBay Money Back Guarantee opens in a new window or tab. Shipping and handling. The seller has not specified a shipping
method to Ukraine. Contact the seller - opens in a new window or tab and request shipping to
your location. Shipping cost cannot be calculated. Please enter a valid ZIP Code. Shipping to:
United States. No additional import charges at delivery! This item will be shipped through the
Global Shipping Program and includes international tracking. Learn more - opens in a new
window or tab. There are 10 items available. Please enter a number less than or equal to Select
a valid country. Please enter 5 or 9 numbers for the ZIP Code. This item does not ship to
Ukraine. Domestic handling time. Taxes may be applicable at checkout. Learn more. Payment
details. Payment methods. Back to home page Return to top. Back to home page. Listed in
category:. Email to friends Share on Facebook - opens in a new window or tab Share on Twitter
- opens in a new window or tab Share on Pinterest - opens in a new window or tab Add to
Watchlist. Image not available Photos not available for this variation. When the compressor
clutch is not engaged, the input shaft of the compressor does not spin and the Store category
Sign Up Now! Delivery details Shipping: The item will be shipped from our US warehouse to
United States, which is more faster than from aboard. About us Your satis faction is our ultimate
goal. Thank you. On Feb at PST, seller added the following information:. Our mobile mechanics
offer services 7 days a week. Upfront and transparent pricing. Our certified mobile mechanics
can come to your home or office 7 days a week between 7 AM and 9 PM. An AC system has
many components: compressor, condenser, receiver dryer, evaporator, and hoses. The AC
compressor has several moving parts including pistons and valves. These internal parts can
fail, causing the AC compressor to stop working. It is common for the internal parts of the
compressor to come apart and disperse metallic debris throughout the system. Consequently, it
is a requirement to replace the orifice tube and the receiver dryer when replacing the
compressor since some of the debris may have ended up there. For an AC compressor to work,
it needs a clutch, bearing, and an electrical connector. The clutch can burn or the bearing can
fail. If the bearing or clutch have failed, it is recommended that the compressor be replaced.
Sometimes replacing the entire compressor with a remanufactured one can be cheaper than
replacing an individual clutch or bearings. It is also common for the seals in the AC compressor
to go bad. If the seals no longer hold, you will need a new compressor, as the seals cannot be
replaced. A compressor may also fail if there is sludge or debris in the air conditioning system.
If there is sludge or debris, the hoses, evaporator, and condenser should be flushed to get rid of
the contaminants. When it is not possible to flush the parts, you may need to replace those
parts. This service comes with receiver dryer and orifice tube. It is very common for metals from
the compressors to go throughout the system and get caught in different components. If the
compressor is replaced without the dryer and the orifice tube, it will ruin the new compressor
and it will not be covered by the warranty from parts manufacturers. The most common reason
for an AC compressor to fail is leaky seals and inadequate lubrication. If you notice a change in
the temperature of the air through the AC vents not as cold as it should be , get it inspected. In
addition to your comfort, air conditioning systems add value to your vehicle. You should keep
your AC fully operational. In some systems, the hot and cold air are blended to achieve the
desired temperature setting. In these cases, when the AC system fails, you will not only NOT get
any cold air, but the entire temperature regulation is thrown off. Estimate price near me. Service
Location. YourMechanic Benefits Online Booking. Mechanic comes to you. Free 50 point safety
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n. See availability. Keep in mind: This service comes with receiver dryer and orifice tube. How
it's done: Check for pressure in the AC system. Check for power and ground at the compressor.
If compressor is found to be faulty, remove all of the refrigerant. Flush all foreign materials from
the AC System. Install new compressor, receiver drier, and orifice tube. Evacuate and recharge
the AC system. Leak check for any system leaks. Check for proper operation of AC system. Our
recommendation: The most common reason for an AC compressor to fail is leaky seals and
inadequate lubrication. What common symptoms indicate you may need to replace the AC
Compressor? No cold air from the vents. Clicking sound from under the engine. AC not
working. How important is this service? Yourmechanic was featured in. Popular Jeep Jobs.
Auto service in Your City. Meet some of our expert Jeep mechanics Real customer reviews from
Jeep owners like you. Excellent Rating. Rating Summary. How can we help? Read FAQ.

