2003 lexus lx 470 fuse box diagram

Ad vertisements. In this article, we consider the second-generation Lexus LX J before a facelift,
produced from to Here you will find fuse box diagrams of Lexus LX , , , and , get information
about the location of the fuse panels inside the car, and learn about the assignment of each
fuse fuse layout. How to check the fuses? How to replace a blown fuse? Why do car fuses
blow? Types of automotive fuses. See other Lexus LX:. Table of Contents. Passenger
Compartment Fuse Box. Engine Compartment Fuse Boxes. Learn more: How to check the
fuses? We use cookies to ensure that we give you the best experience on our website. If you
continue to use this site we will assume that you are happy with it. Ok Privacy policy. Power
window, Electronic moon roof, Power seat system, Power door lock control system. Gauge and
meters, Service reminder indicators and warning buzzers except discharge, open door and SRS
warning lights , Back-up lights. Ignition switch lights, Garage door opener, Door courtesy lights,
Interior lights, Personal lights. Power seat system, Automatic transmission shift lock system,
Anti-lock brake system. Daytime running light system, Tail lights, License plate lights, Parking
lights, Instrument panel lights. C", "AM1 NO. Quick Links. Table of Contents. Congratulations
on your selection of this Lexus. In Lexus vehicles we have invested all our engineering and
design resources; all. This Owner's Manual explains the features of your new Lexus. Please
read it and follow the instructions carefully so that you can. When it comes to service,
remember that your Lexus dealer knows your vehicle best and is interested in your complete
satisfaction. Your Lexus dealer will provide quality maintenance and any other assistance you
may require. If there is not a Lexus dealer near you, or you need emergency assistance for any
reason, please call the following number:. Lexus Customer Service Assistance. Please leave
this Owner's Manual in this vehicle at the time of resale. The next owner will need this
information also. All information and specifications in this manual are current at the time of
printing. However, because of the Lexus policy. Please note that this manual applies to all
models and explains all equipment, including options. Therefore, you may find. Summary of
Contents for Lexus LX Page 1 60 years of making automobiles; the highest motivation of our
most talented employees; and our tradition of incessant striving toward ever greater quality.
Please read it and follow the instructions carefully so that you can enjoy many years of safe
motoring. Page 2 Be sure to have the systems of the SRS airbag and seat belt pretensioner
removed and disposed of by a qualified service shop or by your Lexus dealer before you scrap
your vehicle. Utility vehicles have a significantly higher rollover rate than other types of
vehicles. Use of the equipment is explained, including any points Lexus will help to keep your
vehicle in its best condition. Page 6 Lexus and its equipment. To use this it. Power window
switches. Fuel gauge Headlight indicator light. Tail light indicator light. Seat position, seat
cushion angle and height control switch Back door Fuel filler door. Steering wheel. Engine
immobiliser system. Page Keys And Doors If you should lose your keys or if you need
additional keys, duplicates can be made by a Lexus dealer using the key number. We
recommend that you write down the key number and keep 11La it in a safe place. Remove the
key plate from the key case. However, there is a limit to the number of Page Wireless Remote
Control Operation is subject to the following two conditions: 1 control without fail, do it
approximately 1 meter 3 ft. Page 29 Pushing that button once again within 3 by your Lexus
dealer. These limits are designed to provide reasonable protection against harmful interference
in a residential installation. D Replace only with the same or equivalent type recommended by a
Lexus dealer. D Dispose of used battery according to the local laws. Remove the module from
the key frame. Water may cause unexpected rust. D Do not touch or move any components in
the transmitter, or it may interfere with proper operation. Along with the proper use of seat
belts, locking the doors helps prevent the driver and passengers from being thrown out from
the vehicle during an accident. After closing the back door, try pulling it up to make sure it is
securely closed. Closing the back door with the lock button pushed in will also lock the back
door. Headlight dimmer and turn signal switch. They will not go off until the ignition switch is
turned off. The low washer fluid warning light in the instrument cluster comes on when the fluid
level in the tank becomes nearly empty. D To prevent the battery from being discharged, do not
operate the defogger continuously longer than necessary. If further defrosting or defogging is
desired, simply actuate the switch again. When the surface has cleared, push the switch 12Xb
once again to turn the defogger off. During automatic raising operation or key off raising
operation, the window stops and is lowered if something gets caught D The jam protection
function may not work if between the window and window frame. D Always make sure the hands
and other parts of the bodies of all occupants are kept completely inside the vehicle before you
close the power quarter windows. Use extra caution for; D Babies, small children, elderly
persons, sick persons or handicapped persons D Persons who have delicate skin D Persons
who are exhausted D Persons who have taken alcohol or drugs which induce sleep sleeping
drug, cold remedy, etc. Engine coolant temperature gauge. If the D Driving up a long hill on a

hot day. Page Engine Oil Pressure Gauge If the engine oil pressure should stay below the
normal range, pull off the road to a safe place and stop the engine immediately. Call a Lexus
dealer or qualified repair shop for assistance. Engine oil pressure may not build up when the
engine oil level is too low. Page Odometer And Trip Meter For example, you can use one meter
to calculate the fuel economy and the other to measure the distance on each trip. Take vehicle
to Lexus dealer immediately. To set the A trip meter to zero, display the A meter reading, push
the knob and hold it. Take vehicle to Lexus Add washer fluid. Page 61 If the light flashes, the
seat belt pretensioners fail. Contact your Lexus dealer as soon as possible to service the
vehicle. If the engine speed does not increase with the accelerator Page 64 If the light goes off,
you can start the vehicle again. Page 65 The engine ignition will continue to operate, however,
until the battery is discharged. Turn off the air conditioning, blower, radio, etc. How to check all
the service reminder indicators The following service reminder indicators should come on.
Apply the parking brake. Interior lights. To block out glare from the side, remove the sun visor
The vanity light comes on when you open the cover. The light goes out immediately when the
rear door and back door are closed. To turn it off, push the switch on the opposite side. If the
temperature does not appear on the To use the cigarette lighter, press in the cigarette lighter.
When finished with your cigarette, thoroughly extinguish it in the ashtray to prevent other
cigarette butts from catching fire. After using the ashtray, close the lid completely. To remove
the ashtray, pull it out while pressing on the snuffer bridge to release the catch. Inserting a
foreign object other than the appropriate plug that fits the outlet, or allowing any liquid into the
outlet may cause electrical failure or short circuits. Press and hold the programmed HomeLink
button. Repeat steps 1 through 3 for each remaining HomeLink dealer for assistance. Open the
console box lid. Pull down the knob so that the cup holder swings down. While holding the
console box lid with your hand, push "Separator down the cup holder to be secured. To use
them, open as shown in the following illustrations. Make sure the floor mat is properly placed
on the floor If the floor carpet and floor mat have a hole, then it is designed carpet. Be sure all
items are secured in place. D Be careful to keep the vehicle level. In an accident they may injure
the vehicle occupants. Fuel tank cap. Insert your fingers under the hood, push up the auxiliary
catch lever and lift the hood. To open the hood, pull the hood lock release lever Before closing
the hood, check to see that you have not under the instrument panel. To open the fuel filler
door, pull the lever under the instrument panel. This indicates that the fuel filler door is on the
left side of When refueling, turn off the engine. Page 92 If the cap is not tightened securely, the
malfunction indicator lamp comes on. Make sure the cap is tightened securely. The indicator
lamp goes off after driving several times. If the indicator lamp does not go off, contact your
Lexus dealer as soon as possible. The moon roof will fully close. During closing operation, the
moon roof stops and is open if something gets caught into the roof opening. D The jam
protection function may not work if something gets caught just before the moon roof If the
moon roof receives a strong impact, this function may Wipe off them from the lens covers with
a soft moist cloth periodically. Rear seats. Move the control switch in the desired direction.
Releasing the switch will stop the seat in that position. Do not Releasing the switch will stop the
seatback in that position. Push the control switch on either side. Releasing the switch will stop
the seat cushion in that position. The amount of lumbar support will change while the switch is
pushed. The metallic tips of the seat legs may be damaged and the seat cannot be reinstalled.
Then lean For easy access to the third seat, fold up the second seat back to the desired angle
and release the lever. To return it to the original position, reverse the steps above. Lower the
head restraints to the lowest position, unlock the seatback by pulling the lever on the side of the
seatback and fold it down. If you cannot raise the seatback because of the locked seat belt, do
not try it hard. Lower the head restraints to the lowest position, unlock the seatback by pulling
the lever on the side of the Before folding up the second seat, stow the second seat seatback
and fold it down. Hook the holding strap to the assist grip and secure the If you cannot raise the
seatback because of the locked seat seat by pulling its free end. Release the lock of the seat
belt in the following way. Lower the head restraint to the lowest position. Pull the D Make sure
to stow the third center seat belt in order reclining lever up and fold down the seatback. Hook
the holding strap to the assist grip and secure the When returning the third seat to its original
position, stow the seat by pulling its free end. Remove the lever cover and pull the lock release
lever. Remove the seat hook covers from the back of the seat Lift up the rear side of the seat
and pull the whole seat cushion and install them onto the seat anchor brackets. D Do not sit on
or place anything on the folded seatback while driving. D After adjusting the head restraint,
make sure it is locked in position. NOTICE To adjust the tilt of the steering wheel, push the
control switch upward or downward to set it to the desired To prevent damage to the armrest,
avoid putting heavy loads on it. Page When the key is inserted in the ignition switch, the
steering column returns to the previously set position. Ask your Lexus Do not adjust the

steering column while the vehicle is dealer for details. Doing so may cause the driver to
mishandle the vehicle and an accident may occur, resulting in death or serious injuries. D Since
the mirror surfaces can get hot, do not touch 16Xa them when the outside rear view mirror
defogger switch is on. The mirrors return to the previous position by any of the 16Xe following
operations. The compass may not show the correct direction in the following conditions: D The
vehicle is stopped immediately after turning. The compass does not adjust while the vehicle is
stopped. Doing this may cause malfunction of the compass sensor. Page If calibration cannot
be performed because of the magnetized vehicle, etc. To D Do not perform circling calibration of
the compass in a place rectify this, follow the calibration procedure below. Page Seat Belts Seat
belt precautions a wide space, and watch out for people and vehicles Lexus strongly urges that
the driver and passengers in the in the neighborhood. Do not violate any local traffic vehicle be
properly restrained at all times with the seat belts rules while performing circling calibration.
Lexus recommends the use of a seat belt. D Replace the belt assembly including bolts if it has
Depending on the injury, first check with your doctor for specific been used in a severe impact.
The entire assembly recommendations. Do not use the seat until the seat belt is fixed. To
release the belt, press the buckle release button and allow the belt to retract. To raise the
anchor position, push the anchor up. To lower the anchor position, support the anchor while
you push the lock If the belt does not retract smoothly, pull it out and check for release button
then slide the anchor down. Page 16X buckle. D If the seat belt does not function normally,
immediately contact your Lexus dealer. It cannot protect an adult occupant or your child from
injury. Sit up straight and well back in the seat. To fasten your belt, insert the tab into the
buckle. To shorten the belt, pull the free end of the belt. Page Lexus dealer free of charge. Bring
the heaviest coat you expect to wear for proper measurement and selection of length. Page
16Xa buckle. It goes off after about 6 2 SRS warning light seconds. This means the front seat
belt pretensioners are 3 Airbag sensor assembly operating properly. Page If any of the following
conditions occurs, this indicates a pretensioners in some cases. Contact your Lexus dealer D
Installation of electronic devices such as a mobile as soon as possible to service the vehicle.
Page Srs Airbags 16X protection provided by the seat belts. Page The driver or front passenger
who is too close to the steering wheel or dashboard during airbag deployment can be killed or
seriously injured. Lexus strongly 16Xb recommends that: D The driver sit as far back as
possible from the steering wheel while still maintaining control of the vehicle. For the safety of
all occupants, always wear your seat belts properly. This does not indicate a fire. This gas is
normally harmless; however, for those who have delicate skin, it may cause minor skin
irritation. Page Lexus strongly recommends that all infants and children be placed in the rear
seat of the vehicle and properly restrained. The rear seat is the safest for infants and children.
Page Contact etc. Page Do not disconnect the battery cables before contacting your Lexus
dealer. D The front of the vehicle shaded in the illustration was involved in an accident that was
not severe enough to cause the SRS airbags to inflate. A Infant seat B Convertible seat C
Booster seat 16Xa Install the child restraint system following the instructions provided by its
manufacturer. Page D If the seat belt does not function normally, immediately contact your
Lexus dealer. It cannot protect your child from injury. When pressing the infant seat firmly
against the seat cushion and seatback, tighten the lap belt by pulling its free end CAUTION to
hold the infant seat securely. Push and pull the child restraint system in different directions to
be sure it is secure. Follow all the installation instructions provided by its manufacturer. Do not
use the child restraint seat until the seat belt is fixed. Fully extend the shoulder belt to put it in
the lock mode. While pressing the infant seat firmly against the seat When the belt is then
retracted even slightly, it cannot be cushion and seatback, let the shoulder belt retract as far as
it extended. While pressing the convertible seat firmly against the seat cushion and seatback,
let the shoulder belt retract as far as it CAUTION will go to hold the convertible seat securely. Sit
the child on a booster seat. Run the lap and shoulder belt through or around the booster seat
and child following the instructions provided by its manufacturer and insert the tab into
CAUTION the buckle. The symbol shown in the illustration indicates the location of user ready
anchor brackets. Fix the child restraint system with the seat belt. Replace the head restraint.
Take off the carpet, latch the hook onto the anchor bracket and tighten the top strap. Take off
the cover between the seat cushion and seatback a little and confirm the position of the lower
The lower anchorages for the child restraint system anchorages below the tag in the seat
cushion. For the installation details, refer to the instruction manual equipped with each product.
Theft prevention labels. To deter theft of the vehicle, this system is designed to The flashing
indicator light will remain on when all the doors sound an alarm if any of the doors or hood is
forcibly and hood are closed and locked. Page 5. Repeat this operation for the other doors and
hood. When testing the hood, also check that the system is activated when the battery terminal
is disconnected and then reconnected. If the system does not work properly, have it checked by

your Lexus dealer. The purpose of these labels is to reduce the incidence of vehicle thefts by
facilitating the tracing and recovery of parts from stolen vehicles. Rear air conditioning
controls. The automatic air conditioning automatically maintains To prevent the battery from
being discharged, do not leave the air conditioning on longer than necessary the set
temperature. When one of the manual control buttons is depressed while operating in automatic
mode, the mode relevant to It is recommended that you close the lower vent. For details the
depressed button is set. This setting clears the front view more quickly. D If air flow control is
not satisfactory, check the dashboard vents. D To help cool down the interior after parking in
the hot sun, 20Xb drive for the first few minutes with the windows open. This air conditioning
features automatic fan speed and air flow control which automatically selects the most suitable
fan speed and air flow to control the temperature. Use the temperature control lever to set the
desired temperature. Slide the lever to the right for higher temperature and to the left Air flow
quantity and switching of the diffusers are for lower temperature. See page for details. Compact
disc slot Message button See page for details. Some information may not pertain to your
system. Push the switch changes as in the following. To adjust the tone and just below to turn
on each function. Your automatic changer can store up to 6 discs and play selected discs or
continuously play all the discs set in the player. Your radio automatically changes to stereo
reception when a stereo broadcast is received. Tune in the desired station using one of the
following methods. Tune in the desired station. The radio will find the next station up the band,
stay there for a few seconds, and then scan again. Each Cassette tape player operation time you
push the button, the available messages will be displayed beginning with the newest one. D
Setting all the discs: 1. Page However, this does not indicate a malfunction. If the malfunction is
not rectified: Take your vehicle to your Lexus dealer. This results in static. Once outside this
range, you may notice fading and drifting, which increase with the Caring for your cassette
player and tapes distance from the radio transmitter. D Your compact disc player is intended for
use with 12 cm 4. Do not use them as the changer could be damaged. Engine exhaust caution.
Page Starting And Driving D Do not drive, idle or park your vehicle over anything soon as
possible. Check the area around the vehicle before entering it. Adjust seat position, seatback
angle, head restraint height and steering wheel angle. Adjust the inside and outside rear view
mirrors. Do not leave the vehicle while the engine is warming up. Before cranking If the engine
stalls Release the parking brake and brake pedal. Depress the accelerator pedal slowly for
smooth starting. In normal cruising, the vehicle will start in the first gear and automatically shift
to the most suitable gear for the running conditions. The transmission will downshift to first
gear when the vehicle speed is or becomes lower than the speed listed below and maximum
engine braking will be applied. Watch the tachometer to keep engine rpm from going into the
red zone. The approximate maximum allowable speed for each position is given below for your
reference: 31Xd Transmission Be sure to turn the switch on immediately after climbing the
slope. After the wheels are out of the ditch or off the slippery or bumpy surface, turn the center
differential lock switch off. To operate the cruise control, push the main switch. This turns the
system on. The indicator light in the instrument cluster Setting at a desired speed. Page If the
preset speed automatically cancels out for other than However, a quicker way to reset is to
depress the brake pedal these reasons, have your vehicle checked by your Lexus and then
press the control lever downward in the dealer at the earliest opportunity. D The indicator light
flashes again. D The indicator light goes out after it comes on. If this is the case, contact your
Lexus dealer and have your 31Xd Lexus inspected. The normal mode is automatically selected
when the Normal High vehicle begins to move in the low mode. So be careful mode mode mode
when you drive in any place where the overhead height To change the normal mode to high,
push the switch once. To change the low mode to high, push the switch twice. Page In this
case, the suspension checked by your Lexus dealer as soon as height control indicator lights
change as follows: possible. Consult your Lexus dealer. Page If you use the tires other than In
the following cases, contact your Lexus dealer: specified, or different type or size, the vehicle
skid control system may not function correctly. Page Brake System If the brake system warning
light comes on, immediately or braking on slippery road surfaces. This assists in stop your
vehicle and contact your Lexus dealer. D Driving on roads where the road surface is pitted or
has other differences in surface height. Page The brake assist system may not work for about
60 seconds vehicle at a safe place and contact your Lexus dealer. Page Brake Pad Wear Limit
Indicators If you hear a squealing or scraping noise while driving, have the brake pads checked
and replaced by your Lexus dealer as All season tires, however, do not have adequate traction
soon as possible. Expensive rotor damage can result if the performance compared with snow
tires in heavy or loose snow. First, comply with the vehicle registration laws. This may cause
loss of control or Always observe the following precautions to minimize vehicle rollover
causing death or serious injury. Page Winter Driving Tips Page tells you how to visually inspect

the battery. Your Lexus dealer and most service stations will be pleased to check the battery
charge level. Make sure the engine oil viscosity is suitable for the cold weather. Page Dinghy
Towing Use a washer fluid containing an antifreeze solution. Page Trailer Towing For your
safety and the safety of others, you supply company, trucking company, junk yard, etc. Lexus
warranties do not apply to damage or malfunction caused by towing a trailer for commercial
purposes. Ask your local Lexus dealer for further details before towing. The gross vehicle
weight is the sum weight of the unloaded vehicle, driver, cargo weight must never exceed kg lb.
For this 1. Do not drive if the vehicle has than when not towing. The trailer could hit D Always
place wheel blocks under both the vehicle and trailer your vehicle in a tight turn. Slow down
before making a turn wheels when parking. Apply the parking brake firmly. Put to avoid the
need of sudden braking. It will help 2. If your vehicle will not start. Have the key checked at your
Lexus dealer. If none of your keys work, the system is possibly broken. Call your Lexus dealer.
Page If you are unsure about how to follow this procedure, we strongly recommend that you
seek help from your Lexus dealer, Roadside Assistance or Customer Service Assistance. Wear
protective safety glasses when jump starting, and avoid spilling acid on your skin, clothing, or
vehicle. D If you should accidentally get acid on yourself or in your eyes, remove any
contaminated clothing and flush the affected area with water immediately. Lay a cloth over the
open vents on the booster battery. This helps reduce the explosion hazard, personal injuries
and When making the connections, to avoid serious injury, burns. Page If You Cannot Increase
The Engine Speed Pull safely off the road, stop the vehicle and turn on your and slowly, you can
drive your vehicle at low speeds. Have emergency flashers. Page If You Have A Flat Tire D Turn
off the active height control suspension by If the cooling fan is not operating or the coolant is
not in the acceptable range, turn off the engine and call your Lexus pushing the active height
control switch. Block the wheel diagonally opposite to the one being changed if necessary. D
Make sure to set the jack properly in the jack point. When To remove the spare tire under the
luggage compartment: connecting the jack handle with extension, tighten the wing bolt on the
joint securely. Remove the spare tire carrier lid using a slotted screwdriver. Loosen all the
wheel nuts. Always loosen the wheel nuts before raising the vehicle. Remove the wheel
ornament. Turn the wheel nuts counterclockwise to loosen them. To get Pry off the wheel
ornament, using the beveled end of the wheel maximum leverage, fit the wrench to the nut so
that the handle ornament remover as shown. When Put a jack handle, jack handle extensions
and jack handle end connecting the jack handle with extension, tighten the wing bolt together
as shown in the illustration. After making sure no one is in the vehicle, raise it high 7. Remove
the wheel nuts and remove the flat tire. Lift the flat tire straight off and put it aside. Allow for the
fact that you need more ground clearance when Roll the spare wheel into position and align the
holes in the putting on the spare tire than when removing the flat tire. Reinstall all the wheel
nuts finger tight. Use only the wheel nut wrench to tighten the nuts. Do not use other tools or
any additional leverage other than your hands, 40Xa such as a hammer, pipe or your foot. If
towing is necessary, we recommend you to have it done by your Lexus dealer or a commercial
tow truck service. Use a towing dolly under the rear wheels. D Tie down points 40Xb 40Xa "Rear
emergency towing hook Page D Use only a cable or chain specifically intended for If towing is
necessary, we recommend you to have it done by your Lexus dealer or a commercial tow truck
service. Securely fasten the cable or chain to the towing hook provided. Page D If the towing
vehicle can hardly move, do not forcibly continue the towing. Contact your Lexus dealer or a
commercial tow truck service for assistance. D Tow the vehicle as straight ahead as possible.
Be sure to have the system checked by your Lexus dealer as If you cannot shift the selector
lever, use the shift lock soon as possible. Since your vehicle is equipped with the engine
immobiliser system, the dealer will also need your master key. General maintenance Does your
vehicle need repairing? Your Lexus vehicle has been designed to have fewer It is recommended
that only genuine Lexus parts be used maintenance requirements with longer service intervals
to for maintenance or for the repair of the emission control save both your time and money.
Page General Maintenance Listed below are the general maintenance items that should be
warranty, your Lexus dealer will promptly take care of it. Again, performed at the intervals
specified. It is recommended that For Check that it has the specified free play. Page See page
for additional information. Battery Your Lexus has a maintenance free battery. You do not have
to add distilled water. For longer life of the battery, however, see page for additional
information. Some important Check the level on the dipstick with the engine turned off and
clues are: the vehicle parked on a level spot. Engine compartment overview. Page Introduction
This number is on the left top of the instrument panel and can be seen through the windshield
from outside. This is the primary identification number for your Lexus. It is 61Xa used in
registering the ownership of your vehicle. So be careful not to touch them. Oil, other Lexus
Warranty statement for details and suggestions. This Section gives instructions only for those

items that are D If the engine is hot, do not remove the radiator cap or relatively easy for an
owner to perform. Remember all Lexus parts are currents or voltages. Be careful of accidentally
designed in metric sizes, so your tools must be metric. Page Checking the cartridge type fuses
D Rag or paper towel Parts if replacement is necessary : D Funnel only for adding fluid D
Genuine Lexus fuse or equivalent with same amperage rating as original Checking suspension
fluid AHC Adding washer fluid Displacement cm Valve clearance engine cold Intake 0. Exhaust
0. Page Fuel Your vehicle must use only unleaded gasoline. If you detect heavy knocking even
when using the To help prevent gas station mixups, your Lexus has a smaller recommended
fuel, or if you hear steady knocking while fuel tank opening. The special nozzle on pumps with
unleaded If you use gasohol in your Lexus, be sure that it has caused by the particular gasoline
that you are using. If you an octane rating no lower than D Take care not to spill gasohol during
refueling. Some of this oil is sucked into the combustion chamber Gasohol may cause paint
damage. High temperature exhaust gases also burn the oil used to Fuel tank capacity lubricate
the exhaust valve stems. Therefore, it is essential that the oil level be checked regularly. Lexus
recommends that D Used engine oil contains potentially harmful the oil level be checked every
time you refuel the vehicle. Pull the dipstick out and look at the oil level on the end. If With the
engine at operating temperature and turned off, it is between the full line 5 and the low line 4 , it
is O. Recommended viscosity SAE : 62Xa 62L If the oil level is below or only slightly above the
low line, add engine oil of the same type as already in the engine. Remove the oil filler cap and
add engine oil a little at a time, checking the dipstick. Page If you can find no leak, have your
Lexus dealer test the radiator contains aluminum components. Checking brake fluid. Brake pad
wear limit 1. Parking brake lining wear limit 1. NOTE: For complete information on tires e. Use
only newly opened brake fluid. Once opened, brake fluid absorbs moisture from the air, and
excess moisture can cause a dangerous loss of braking efficiency. If the Check the fluid level
on the dipstick. The generator under the power steering reservoir could be damaged if fluid is
spilled on it. So keep your tire pressures at the proper level. If a tire needs frequent refilling,
have it checked by your Lexus dealer. When the When rotating tires, check for uneven wear and
damage. Page CHASSIS Warning: The traction grade assigned to this tire is based on Tire
selection braking straight ahead traction tests and does not include When replacing a tire, use
only the same size and cornering turning traction. Page Snow tire selection If you need snow
tires, select the same size, construction and load capacity as the original tires on your Lexus.
Since your vehicle has radial tires as original equipment, make sure your snow tires also have
radial construction. Page D Drive carefully avoiding bumps, holes, and sharp turns, which may
cause the vehicle to bounce. Correct replacement wheels are available at your Lexus dealer.
Page D When using tire chains, be careful not to damage the aluminum wheels. D Use only the
Lexus wheel nuts and wrench designed for your aluminum wheels. D When balancing your
wheels, use only Lexus balance weights or equivalent and a plastic or rubber hammer.
Checking battery condition. If you feel a pain or burn, get medical Precautions attention
immediately. D If electrolyte gets on your clothes, there is a possibility of its soaking through to
your skin, so CAUTION immediately take off the exposed clothing and follow the procedure
above, if necessary. D When checking the battery, remove the ground cable first and reinstall it
last. D Take care no solution gets into the battery when washing it. Page The fluid electrolyte
level must be between the upper and by your Lexus dealer. When checking the fluid level, look
at all six cells, not just one or two. Therefore, before recharging: 1. If recharging with the battery
installed on the vehicle, be sure to disconnect the ground cable. Make sure the inoperative
component is turned off. Turn the ignition switch off and open the fuse box lid. If it has blown,
push a new fuse into the clips. Determine which fuse may be causing the problem. Page It is a
good idea to purchase a set of spare fuses and keep them in your vehicle for emergencies. If the
new fuse immediately blows out, there is a problem with the electrical system. Have your Lexus
dealer correct it as soon as possible. This may cause extensive damage and possibly a fire.
Page Adding Washer Fluid The illustration on the following pages show the locations of light
bulbs. If it is necessary to replace a bulb, take your vehicle to your Lexus dealer as soon as
possible. Use bulbs with the bulb numbers and wattage ratings given in the table. Protecting
your vehicle from corrosion. Overall width mm Overall height mm We recommend that the
fittings and the area where the shields are installed be treated to resist corrosion. Your Lexus D
When having coal tar, tree sap, bird droppings and carcass Page Road tar: Remove with
turpentine or cleaners that are marked Waxing your Lexus safe for painted surfaces. Several
types of foam cleaners are available; some The synthetic leather areas may be easily cleaned
with a are in aerosol cans and others are powders or liquids which mild soap or dete
2002 toyota tundra radio wiring diagram
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rgent and water. Page It may contain the ingredients mentioned above. Immediately clean any
spill using the method mentioned above. If you have any questions about the cleaning of your
Lexus, your local Lexus dealer will be pleased to answer them. If NHTSA receives similar
complaints, it may open an investigation, and if it finds that a safety defect exists in a group of
vehicles, it may order a recall and remedy campaign. Page Protecting your Lexus from
corrosion Checking the condenser Engine overheating Defogger, Rear window. Checking the
coolant level.. Coolant temperature gauge. Identification Keys Headlight cleaner switch.
Operation in foreign countries.. Protecting your Lexus from corrosion. Power rear view.
Telescopic steering column.. Radiator Safety Tilt steering wheel Trailer towing Transporting
your Lexus by flat bed.. Trip meter. Print page 1 Print document pages. Cancel Delete. Sign In
OR. Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL.

