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them create an account for you. The Ford Performance TechLine phone system is online. Call
us at For the hearing- or speech-impaired: Please contact the Telecommunication Relay Service
by dialing Whether you are interested in performance or styling, Ford Performance Parts has
you covered. Installing a Power Pack will give your Focus ST a serious edge with 90 lb-ft torque
added to your right foot. Our suspension kits will give your vehicle some serious corner carving
abilities and a lowered stance. Our Focus wheels set the standard in performance, value, and
design. For customers who want even more attitude for their old Focus, consider upgrading
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Continue Go Back. Fuse box diagram fuse layout , location and assignment of fuses and relays
Ford Focus Mk2 , , , , , , If electrical parts in your vehicle are not working, the system may have
been overloaded and blown a fuse or tripped a circuit breaker. Before you replace or repair any
electrical parts, check the appropriate fuses or circuit breakers. To check a fuse, look at the
silver-colored band inside the fuse. If the band is broken or melted, replace the fuse. The power
distribution box is located in the engine compartment. Necessary cookies are absolutely
essential for the website to function properly. This category only includes cookies that ensures
basic functionalities and security features of the website. These cookies do not store any
personal information. Any cookies that may not be particularly necessary for the website to
function and is used specifically to collect user personal data via analytics, ads, other
embedded contents are termed as non-necessary cookies. It is mandatory to procure user
consent prior to running these cookies on your website. Always disconnect the battery before
servicing high current fuses. Always replace a fuse with one that has the specified amperage
rating. Using a fuse with a higher amperage rating can cause severe wire damage and could
start a fire. Never replace a broken fuse with anything other than a new fuse. Use always an
intact fuse of the same color. If a fuse blows again contact a qualified service center. Main Page.
This website uses cookies to improve your experience. We'll assume you're ok with this, but
you can opt-out if you wish. Close Privacy Overview This website uses cookies to improve your
experience while you navigate through the website. Out of these cookies, the cookies that are
categorized as necessary are stored on your browser as they are essential for the working of
basic functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may have an effect on your browsing experience. Necessary Always Enabled.
Non-necessary Non-necessary. Heater control, steering column, diesel particulate filter, remote
control receiver. Quick Links. Table of Contents. Instrument Cluster. Warning And Control
Lights. Entertainment Systems. Climate Controls. Rear Window Defroster. Turn Signal Control.
Driver Controls. Steering Wheel Adjustment. Power Windows. Speed Control. Locks And
Security. Anti-Theft System. Ford motor company automobile quick reference guide 2 pages.
Ford motor company ford ranger owner's guide 24 pages. Ford motor company ford crown
victoria owner's guide 17 pages. Ford may change the contents without notice and without
incurring obligation. Page 4 State of California to cause cancer and birth defects or other
reproductive harm. Please take the time to get well acquainted with your vehicle by reading this
handbook. The more you know and understand about your vehicle, the greater the safety and
pleasure you will derive from driving it. In this guide, answers to such questions are contained
in comments highlighted by the warning triangle symbol. Page 6 In order to properly diagnose
and service your vehicle, Ford Motor Company, Ford of Canada, and service and repair facilities
may access vehicle diagnostic information through a direct connection to your vehicle when
diagnosing or servicing your vehicle. To access this information, special equipment must be
directly connected to the recording modules. Ford Motor Company and Ford of Canada do not
access event data recorder information without obtaining consent, Page 8 Introduction These

are some of the symbols you may see on your vehicle. Page 11 Instrument Cluster Many lights
will illuminate when you start your vehicle to make sure the bulb works. If any light remains on
after starting the vehicle, have the respective system inspected immediately. Check engine: The
Check Engine indicator light illuminates when the ignition is first turned to the ON position to
check the bulb. Page 12 Instrument Cluster Driving a vehicle with the brake system warning
light on is dangerous. A significant decrease in braking performance may occur. It will take you
longer to stop the vehicle. Have the vehicle checked by your dealer immediately. Anti-lock brake
system: If the ABS light stays illuminated or continues to flash, a malfunction has been
detected, have the system Page 13 Instrument Cluster Overdrive off if equipped : Illuminates
when the overdrive function of the transaxle has been turned off, refer to the Driving chapter. If
the light flashes steadily or does not illuminate, have the transmission serviced soon, or
damage may occur. Upshift if equipped : To maximize fuel economy, this light illuminates when
the manual Page 14 Instrument Cluster High beams: Illuminates when the high beam headlamps
are turned on. Page 15 Instrument Cluster the red section and the Check Engine indicator light
illuminates, refer to How fail safe cooling works in coolant in the Maintenance and
Specifications chapter. Never remove the coolant reservoir cap while the engine is running or
hot. Odometer: Registers the total kilometers miles of the vehicle. Cassette door: Insert the
cassette with the opening to the right. If the end of the tape is reached, playback begins on the
other side. Partially press both to change tape sides. AST will flash in the display. When the six
strongest stations are filled, the sound will be restored. Anti-theft protection panel: To deter
would-be thieves, Ford audio units have a removable front panel without which the unit will not
work. CD door: Insert the CD label side up. CD: Press to engage CD mode. CDs and tracks are
selected and played chronologically. Page 20 To reposition the panel, insert the right-hand edge
first, then the left-hand side, until the retaining latch is engaged. Clock: Press and hold until the
hour digit flashes. CD Door: Insert the disc with the playing side down and printed side up.
Load: Press to load a CD. Press again to cancel the eject process. To eject another disc, press
the preset control that corresponds to the desired disc then press EJ. Page 26 Entertainment
Systems SCAN automatically finds a station, plays it for five seconds, then moves to the next
station. Press again to stop. Soft keys: Press to make various selections in the audio menus.
Press again to return. Turning the volume control will also disable the mute feature. Press again
for a brief sampling of all MP3 directories on the disc. Page 29 Entertainment Systems Sharx:
This function reduces the amount of interference from other radio stations in areas with a high
density of stations. Program type PTY : When selected, this function allows you to view the
radio broadcast information if any or search for stations broadcasting a particular program
type. Page 30 Entertainment Systems Traffic Announcements: When activated, the audio unit
will automatically switch from the current playing media to a traffic announcement when
received. When the announcement is over, the system will return to the current playing media.
Page 31 Entertainment Systems Seek: In radio mode, press to locate radio stations up or down
the frequency band. To store a station, press and hold the soft key next to the desired
frequency until you hear a beep. This indicates the station has been stored. To select a station,
press the soft key next to the desired frequency. The directory number also appears in the left
hand corner of the display. Page 33 Due to technical incompatibility, certain recordable and
re-recordable compact discs may not function correctly when used in Ford CD players. Irregular
shaped CDs, CDs with a scratch protection film attached, and CDs with homemade paper
adhesive labels should not be inserted into the CD player. Air flow selections: Controls the
direction of the airflow in the cabin. See the following for a brief description on each control.
Page 35 Climate Controls To allow side window defogging and demisting while warming up the
vehicle cabin: 1. Select 2. Set the temperature control to full heat. Set the fan speed to the
highest setting. Direct the outer instrument panel vents towards the side windows. To increase
airflow to the outer instrument panel vents, close the vents located in the middle of the
instrument panel. Recirculated air may reduce the amount of time required to cool down the
interior of the vehicle and may also help reduce undesired odors from reaching the interior of
the vehicle. Recirculated air will not function in or any position in between Press the rear
defroster control to clear the rear window of thin ice and fog. The ignition must be in the ON
position to operate the rear window defroster. Turns on the parking lamps, instrument panel
lamps, license plate lamps and tail lamps. Turns the headlamps on. Foglamp control if equipped
The headlamp control also operates the foglamps. The foglamps can be turned on when the
headlamp control is in the position and Page 39 Lights High beams Push the lever toward the
instrument panel to activate. Pull the lever towards you to deactivate. Flash to pass Pull toward
you slightly to activate and release to deactivate. The adjustment procedure depends on the
type of headlamps that are equipped on your vehicle. VOR is marked on the bottom inboard
corner of the lens. VOL is marked on the top of the lens between the rubber seal and black

plastic housing. Park the vehicle on a level surface approximately 7. Measure the height of the
headlamp bulb center from the ground, subtract Using the right bulbs Replacement bulbs are
specified in the chart below. The correct bulbs will not damage the lamp assembly or void the
lamp assembly warranty and will provide quality bulb burn time. To remove the high or low
beam headlamp bulb: 1. Lift the hood and remove the bulb cover. Swivel the wire clip to the side
and pull out the lamp. Page 45 3. Pull the bulb straight out of the bulb socket. Make sure the
headlamp control is in the OFF position and then open the hatchback. From inside the luggage
compartment remove the wing nut of the rear light assembly cover. Using a screwdriver remove
the fixings and trim from the body. Remove the socket from the lamp assembly 4. Page 48
Lights Replacing high-mount brake lamp bulbs Sedan 1. Make sure the headlamp control is in
the OFF position and open the luggage compartment. Using a screwdriver remove the trim from
the tailgate. Pull the bulb holder from the lamp assembly. Page 49 Lights Replacing the luggage
compartment lamp 1. Make sure the headlamp control is in the OFF position. Carefully pry out
the light assembly from the holder with a flathead screwdriver. Pull the bulb straight out. Install
in reverse order. Replacing interior lamps 1. For intermittent operation, move control up one
position and adjust the rotary control to the desired speed. For normal operation, move control
up two positions. For high speed operation, move control up three positions. Page 51 Driver
Controls Changing the wiper blades 1. Pull the wiper arm away from the vehicle. Turn the blade
at an angle from the wiper arm. Push the lock pin manually to release the blade and pull the
wiper blade down toward the windshield to remove it from the arm. The horn can be operated
when the ignition is off. Do not hang any type of accessories or accessory bracket from the
their plugs. Press and hold the bottom part of the rocker switch to open the window. Page 54
Driver Controls Heated mirrors if equipped Both mirrors are heated automatically to remove ice,
mist and fog when the rear window defrost is activated. Do not remove ice from the mirrors with
a scraper or attempt to readjust the mirror glass if it is frozen in place. Page 55 Driver Controls
3. Take your foot off the accelerator pedal. The indicator light on the instrument cluster will turn
on. Note: When you turn off the speed control or the ignition, your speed control set speed
memory is erased. Page 58 The moon roof will move about 0. Press the switch repeatedly until
the moon roof is closed. Have the system checked by your Ford Dealer immediately. Page 59
Driver Controls and security when appropriately used, particularly in emergency situations.
Safety must be paramount when using mobile communications equipment to avoid negating
these benefits. Mobile Communication Equipment includes, but is not limited to cellular phones,
pagers, portable email devices, in vehicle communications systems, telematics devices and
portable two-way radios. Page 60 Driver Controls Wagon Pull out the roller cover and secure the
retaining points. The cover can be removed completely by pressing inward on both ends of the
support. To reduce the risk of injury, the luggage cover must be properly attached to the
mounting clips. Page 61 Driver Controls Do not leave the liftgate open while driving. Doing so
could cause serious damage to the liftgate and its components as well as allowing carbon
monoxide to enter the vehicle. Make sure that the liftgate door is closed to prevent exhaust
fumes from being drawn into the vehicle. In case of loss, replacement keys are available from
your dealer. You should always carry a second key with you in a safe place in case you require
it in an emergency. If the procedure needs to be repeated, you must wait 30 seconds. Adults are
advised to familiarize themselves with the operation and location of the release handle.
Operation is subject to the following two conditions: 1 This device may not cause harmful
interference, and 2 This device must accept any interference received, including interference
that may cause undesired operation. Page 66 Locks and Security Unlocking the doors 1. Note:
The interior lamps will illuminate. With the all-door remote entry, press and release again within
three seconds to unlock all the doors. The remote entry system activates the illuminated entry
feature. This feature turns on the interior lamps for 25 seconds or until the ignition is turned to
the 3 ON position. Page 67 Locks and Security Replacing the battery The remote entry
transmitter uses one coin type three-volt lithium battery CR or equivalent. To replace the
battery: 1. Twist a thin coin between the two halves of the remote entry transmitter near the key
ring. Page 68 Programming spare keys for instructions on how to program the coded key. Note:
The SecuriLock passive anti-theft system is not compatible with non-Ford aftermarket remote
start systems. Use of these systems may result in vehicle starting problems and a loss of
security protection. You need to prevent these objects from touching the coded key while
starting the engine. These objects will not cause damage to the coded key, but may cause a
momentary issue if they are too close to the key when starting the engine. Insert a previously
programmed coded key into the ignition. Keep the ignition in the 4 ON position for at least one
second, but no more than 10 seconds. Page 71 Locks and Security To program additional new
unprogrammed key s , repeat this procedure from Step 1 for each additional key. If there is any
potential perimeter anti-theft problem with your vehicle, ensure ALL remote entry transmitters

are taken to the dealership to aid in troubleshooting. Do not pile cargo higher than the
seatbacks to reduce the risk of injury in a collision or sudden stop. Page 73 Seating and Safety
Restraints Adjusting the front manual seat Pull the lever located under the front edge of the seat
to move the seat forward or backward. Turn the control to adjust the lumbar support if
equipped. Turn the handle to adjust the height of the seat. Page 74 Seating and Safety
Restraints Heated seats if equipped The heated seats switch is located on the center console.
The maximum temperature is reached after five or six minutes. The indicator light on the switch
is illuminated when activated. Page 75 Seating and Safety Restraints On three door models,
front safety belts should be pulled backwards to allow easier entry to or exit from the rear seats.
Do not place objects behind the seat which could prevent the engagement of the seat lock. Page
76 Seating and Safety Restraints Folding the rear seat back forward Coupe and wagon Remove
the head restraints if equipped of the rear seats and stow them on the floor behind the front
seats. Push the unlocking control on the rear seatback and fold the rear seatback forward. Page
77 Seating and Safety Restraints Folding the seat cushion and seatback forward Pull the loop
between the respective seat cushion and seatback, and fold the seat cushion on that side
forward. Remove the head restraint s if equipped of the rear seat, and fold the seatback forward.
Page 78 Seating and Safety Restraints How does the personal safety system work? This
maximizes the effectiveness of the safety belts and helps properly position the occupant
relative to the air bag to improve protection. Page 80 Seating and Safety Restraints Safety belt
precautions Always drive and ride with your seatback upright and the lap belt snug and low
across the hips. To reduce the risk of injury, make sure children sit where they can be properly
restrained. Never let a passenger hold a child on his or her lap while the vehicle is moving. Page
81 Seating and Safety Restraints Combination lap and shoulder belts 1. Insert the belt tongue
into the proper buckle the buckle closest to the direction the tongue is coming from until you
hear a snap and feel it latch. Make sure the tongue is securely fastened in the buckle. Page 82
Seating and Safety Restraints The front outboard and rear safety restraints in the vehicle are
combination lap and shoulder belts. The front passenger and rear seat safety belts have two
types of locking modes. Vehicle sensitive mode The vehicle sensitive mode is the normal
retractor mode, allowing free shoulder belt length adjustment to your movements and locking in
response to vehicle movement. Page 83 This indicates the safety belt is now in the automatic
locking mode. How to disengage the automatic locking mode Ford Motor Company
recommends that all passenger safety belt assemblies and attaching hardware should be
inspected by a qualified technician after any collision to verify that the automatic locking
retractor feature for child seats is still working properly. Page 84 Seating and Safety Restraints
Failure to replace the safety belt assembly under the above conditions could result in severe
personal injuries in the event of a collision. Front safety belt height adjustment Adjust the
height of the shoulder belt so the belt rests across the middle of your shoulder. Page 86 Seating
and Safety Restraints The following are reasons most often given for not wearing safety belts:
All statistics based on U. Page 87 Seating and Safety Restraints Reasons given Frontal airbags
are not designed to inflate in rear and side crashes or rollovers. Wait until the safety belt
warning light turns off. Approximately 1â€”2 minutes. Page 89 if equipped , shoulder belt guide
on seatback if equipped , child safety seat LATCH and tether anchors, and attaching hardware,
should be inspected after a collision. Ford Motor Company recommends that all safety belt
assemblies in use in vehicles involved in a collision be replaced. Air bags DO NOT inflate slowly
or gently, and the risk of injury from a deploying air bag is the greatest close to the trim
covering the air bag module. Page 91 Do not attempt to service, repair, or modify the air bag
supplemental restraint systems or its fuses. See your Ford or Lincoln Mercury dealer. Accident
statistics suggest that children are safer when properly restrained in the rear seating positions
than in the front seating position. Failure to follow these instructions may increase the risk of
injury in a collision. Page 93 Seating and Safety Restraints The air bags inflate and deflate
rapidly upon activation. After air bag deployment, it is normal to notice a smoke-like, powdery
residue or smell the burnt propellant. This may consist of cornstarch, talcum powder to
lubricate the bag or sodium compounds e. The diagnostic module monitors its own internal
circuits and the supplemental air bag electrical system wiring including the impact sensors , the
system wiring, the air bag system readiness light, the air bag back up power and the air bag
ignitors. Page 95 Do not attempt to service, repair, or modify the air bag SRS, its fuses or the
seat cover on a seat containing an air bag. All occupants of the vehicle should always wear their
safety belts even when an air bag SRS is provided. Page 96 Seating and Safety Restraints The
fact that the air bags did not inflate in a collision does not mean that something is wrong with
the system. Rather, it means the forces were not of the type sufficient to cause activation. Side
air bags are designed to inflate in side-impact collisions, not roll-over, rear-impact, frontal or
near-frontal collisions, unless the collision causes sufficient lateral deceleration. Page 97

Seating and Safety Restraints Accident statistics indicate that children are safer when properly
restrained in the rear seats. Do not leave children, unreliable adults, or pets unattended in your
vehicle. Safety belts and seats can become hot in a vehicle that has been closed up in sunny
weather, they could burn a small child. Page 98 To improve the fit of both the lap and shoulder
belt on children who have outgrown child safety seats, Ford Motor Company recommends use
of a belt-positioning booster. Booster seats position a child so that safety belts fit better. They
lift the child up so that the lap belt rests low across the hips and the knees bend comfortably.
Page Seating and Safety Restraints Follow all instructions provided by the manufacturer of the
booster seat. Never use pillows, books, or towels to boost a child. Page 36 kg 80 pounds using
an upper torso harness and a belt-positioning booster. Ford recommends the use of a child
safety seat having a top tether strap. Page Seating and Safety Restraints 1. Position the child
safety seat in a seat with a combination lap and shoulder belt. Pull down on the shoulder belt
and then grasp the shoulder belt and lap belt together. While holding the shoulder and lap belt
portions together, route the tongue through the child seat according to the child seat Page
Seating and Safety Restraints 4. Insert the belt tongue into the proper buckle the buckle closest
to the direction the tongue is coming from for that seating position until you hear a snap and
feel the latch engage. Make sure the tongue is latched securely by pulling on it. Page Seating
and Safety Restraints 8. Allow the safety belt to retract to remove any slack in the belt. Before
placing the child in the seat, forcibly move the seat forward and back to make sure the seat is
securely held in place. To check this, grab the seat at the belt path and attempt to move it side
to side and forward. Position the child safety seat on the seat cushion. Route the child safety
seat tether strap over the back of the seat. On hatchbacks, the removable luggage area cover
must be removed prior to attaching the tether strap to the tether anchor. On wagons, it may be
necessary to remove the cargo cover assembly prior to attaching the tether strap to the tether
anchor. Page Seating and Safety Restraints 5. Clip the tether strap to the anchor as shown. If
the tether strap is clipped incorrectly, the child safety seat may not be retained properly in the
event of a collision. Page Seating and Safety Restraints LATCH anchors for child seat
installation have been provided in your vehicle at the following locations: The anchors on both
sides of the center of the rear seat are provided primarily for child seats at the outboard seats
and are further apart than the pairs of lower anchors for child seat installation at other seats.
LOCK, locks the steering wheel, automatic transaxle gearshift lever and allows key removal.
OFF, shuts the engine and all electrical accessories off without locking the steering wheel. The
audio system will still function. Page Driving If you smell exhaust fumes inside your vehicle,
have your dealer inspect your vehicle immediately. Do not drive if you smell exhaust fumes.
Important safety precautions When the engine starts, the idle RPM runs faster to warm the
engine. If the engine idle speed does not slow down automatically, have the vehicle checked.
Page Driving If starting a vehicle with a manual transaxle: 1. Make sure the parking brake is set.
Push the clutch pedal to the floor. If a light fails to illuminate, have the vehicle serviced. Starting
the engine 1. Page Driving Guarding against exhaust fumes Carbon monoxide is present in
exhaust fumes. Take precautions to avoid its dangerous effects. If you smell exhaust fumes
inside your vehicle, have your dealer inspect your vehicle immediately. The ABS will be
activated immediately, allowing you to retain full steering control during hard braking and on
slippery surfaces. However, the ABS does not decrease stopping distance. This system helps
you maintain the stability and steerability of your vehicle, especially on slippery road surfaces
such as snow- or ice-covered roads and gravel roads. The system will allow your vehicle to
make better use of available traction in these conditions. Page Driving 2. Using a screwdriver or
similar tool , remove the protective cover to the interlock access hole on the console. Insert the
key to release the interlock. Apply the parking brake, then shift to N Neutral. Start the vehicle.
Page Driving upshifts and downshifts; during this learning process, slightly firmer shifts may
occur. After this learning process, normal shift feel and shift scheduling will resume. P Park
This position locks the transaxle and prevents the front wheels from turning. Page Driving D
Overdrive The normal driving position for the best fuel economy; transaxle operates in gears
one through four. D Overdrive can be deactivated by pressing the transaxle control switch on
the end of the gearshift lever. Drive not shown Drive is activated when the transaxle control
switch is pressed. Page Driving If your vehicle gets stuck in mud or snow If your vehicle gets
stuck in mud or snow, it may be rocked out by shifting from forward and reverse gears,
stopping between shifts in a steady pattern. Press lightly on the accelerator in each gear. If
necessary, try turning the Traction Control system off. Never drive through water that is higher
than the bottom of the hubs for trucks or the bottom of the wheel rims for cars. The total load on
each axle must never exceed its GAWR. Page Driving If you use a rental trailer, follow the
instructions that the rental agency gives to you. Do not attach safety chains to the bumper. Do
not apply the brakes continuously, as they may overheat and become less effective. This

program is separate from the New Vehicle Limited Warranty. Page Roadside Emergencies
Canadian customers who require roadside assistance, call 1â€”â€”â€” If you need to arrange
roadside assistance for yourself, Ford Motor Company will reimburse a reasonable amount. To
obtain reimbursement information, U. Ford or Mercury vehicles customers call ; Lincoln vehicle
customers call 1â€”â€”â€” To reset the switch: 1. Turn the ignition OFF. Check the fuel system
for leaks. If no leaks are apparent, reset the switch by pushing in on the reset button. Page
Roadside Emergencies The fuses are coded as follows. See your dealer or a certified technician
for service of this fuse. Page Roadside Emergencies To remove a fuse, use the fuse puller tool
provided on the power distribution box cover. The use of tire sealants may damage your tires.
Page Ford. If the dissimilar spare tire or wheel is damaged, it should be replaced rather than
repaired. Page Roadside Emergencies Tire change procedure 1. Park on a level surface, activate
hazard flashers and set the parking brake. When one of the front wheels is off the ground, the
transaxle alone will not prevent the vehicle from moving or slipping off the jack, even if the
vehicle is in P Park automatic transaxle or R Reverse manual transaxle. Page Roadside
Emergencies 4. On coupe models, unsnap and remove the access door if equipped on the lower
rocker molding SVT only to access the proper jacking points. Loosen each wheel lug nut
one-half turn counterclockwise but do not remove them until the wheel is raised off the ground.
Page Roadside Emergencies 6. The vehicle jacking points are depicted on the yellow warning
label on the jack shown here. Depending on which tire is to be changed, locate the jack at the
half-moon cutout located approximately six inches 15 cm from the front wheel opening 1 or
approximately 15 inches 38 cm from the rear wheel opening 2. Page Roadside Emergencies Do
not attempt to push-start your vehicle. Automatic transmissions do not have push-start
capability; doing so may damage the catalytic converter. Preparing your vehicle When the
battery is disconnected or a new battery is installed, the transmission must relearn its shift
strategy. Page Roadside Emergencies 2. Connect the negative - cable to the negative - terminal
of the assisting battery. Do not use fuel lines, engine rocker covers or the intake manifold as
grounding points. Do not connect the end of the second cable to the negative - terminal of the
battery to be jumped. Ensure that the cables are clear of fan blades, belts, moving parts of both
engines, or any fuel delivery system parts. Start the engine of the booster vehicle and run the
engine at moderately increased speed. Start the engine of the disabled vehicle. Once the
disabled vehicle has been started, run both engines for an additional three minutes before
disconnecting the jumper cables. Page Roadside Emergencies 3. After the disabled vehicle has
been started and the jumper cables removed, allow it to idle for several minutes so the engine
computer can relearn its idle conditions. Page It is recommended that your vehicle be towed
with a wheel lift or flatbed equipment. Do not tow with a slingbelt. Ford Motor Company has not
approved a slingbelt towing procedure. If your vehicle is to be towed from the rear using wheel
lift equipment, the front wheels drive wheels must be placed on a dolly to prevent damage to the
transmission. Page Customer Assistance Center at the number below. Away from home If you
own a Ford or Mercury vehicle and are away from home when your vehicle needs service, or if
you need more help than the dealership could provide, after following the steps described
above, contact the Ford Customer Relationship Center to find an authorized dealership to help
you. Page If you own a Lincoln vehicle and are away from home when your vehicle needs
service, or if you need more help than the dealership could provide, after following the steps
described above, contact the Ford Customer Relationship Center to find an authorized
dealership to help you. If you did not take advantage of the Ford Extended Service Plan at the
time of purchasing your vehicle, you may still be eligible. Since this information is subject to
change, please ask your dealer for complete details about Ford Extended Service Plan coverage
options, or visit the Ford ESP website at The Dispute Settlement Board may not be available in
all states. The decisions of the Board are binding on Ford and, in some cases, on the dealer but
not on consumers who are free to pursue other remedies available to them under state or
federal law. Page If your vehicle must be serviced while you are traveling or living in Central or
South America, the Caribbean, or the Middle East, contact the nearest Ford dealership. Be sure
to replace wiper blades when they appear worn or do not function properly. These quality
products have been specifically engineered to fulfill your automotive needs; they are custom
designed to complement the style and appearance of your vehicle. If your vehicle requires
professional service, your dealership can provide the necessary parts and service. Set the
parking brake and shift to P Park. Block the wheels. Set the parking brake, depress the clutch
and place the gearshift in N Neutral. Power steering fluid reservoir 2. Engine oil dipstick 3.
Engine oil filler cap 4. Power distribution box 6. Air filter assembly 7. Windshield washer fluid
reservoir 8. Page Maintenance and Specifications 2. Engine oil filler cap 3. Power distribution
box 5. Air filter assembly 6. Windshield washer fluid reservoir 7. Battery 8. Automatic transaxle
fluid dipstick if equipped 9. Battery 6. Air filter service minder 8. Page In very cold weather, do

not fill the reservoir completely. Refer to Lubricant specifications in this chapter. State or local
regulations on volatile organic compounds may restrict the use of methanol, a common
windshield washer antifreeze additive. Page Maintenance and Specifications 5. Locate and
carefully remove the engine oil indicator dipstick. Wipe the indicator clean. Insert the indicator
fully, then remove it again. Some oil must be removed from the engine by a service technician.
However, for severe usage or in high temperature climates, check the battery electrolyte level.
Refer to the Scheduled Maintenance Guide for the service interval schedules. Lift the battery
with a battery carrier or with your hands on opposite corners. Page Maintenance and
Specifications If the battery has been disconnected or a new battery has been installed, the
clock and the preset radio stations must be reset once the battery is reconnected. Follow your
local authorized standards for disposal. Page Maintenance and Specifications When the engine
is cold, check the level of the engine coolant in the reservoir. Page Recycled engine coolant
Ford Motor Company does NOT recommend the use of recycled engine coolant in vehicles
originally equipped with Motorcraft Premium Gold Engine Coolant since a Ford-approved
recycling process is not yet available. Restart the engine and take your vehicle to a service
facility. Driving the vehicle without repairing the engine problem increases the chance of engine
damage. Take your vehicle to a service facility as soon as possible. Inhaling too much fuel
vapor of any kind can lead to eye and respiratory tract irritation. In severe cases, excessive or
prolonged breathing of fuel vapor can cause serious illness and permanent injury. Page The
customer warranty may be void for any damage to the fuel tank or fuel system if the correct
genuine Ford or Motorcraft fuel filler cap is not used. The fuel system may be under pressure. If
the fuel filler cap is venting vapor or if you hear a hissing sound, wait until it stops before
completely removing the fuel filler cap. Page Gasolines that meet the World-wide Fuel Charter
should be used when available. Ask your fuel supplier about gasolines that meet the World-wide
Fuel Charter. Page Maintenance and Specifications vehicle after the fuel gauge indicates empty,
you might not be able to refuel the full amount of the advertised capacity of the fuel tank due to
the empty reserve still present in the tank. Page The scheduled maintenance items listed in the
Scheduled Maintenance Guide are essential to the life and performance of your vehicle and to
its emissions system. If other than Ford, Motorcraft or Ford-authorized parts are used for
maintenance replacements or for service of components affecting Focus foc Page Maintenance
and Specifications emission control, such non-Ford parts should be equivalent to genuine Ford
Motor Company parts in performance and durability. Do not park, idle, or drive your vehicle in
dry grass or other dry ground cover. The emission system heats up the engine compartment
and exhaust system, which can start a fire. No additional vehicle service is required. Refer to
the Scheduled Maintenance Guide for service maintenance schedules. Start the engine and let it
run until it reaches normal operating schedules. Turn the steering wheel left and right several
times. For more information on brake fluid maintenance, refer to Brake fluid in this chapter.
Remove the dipstick, wiping it clean with a clean, dry lint free rag. If necessary, refer to
Identifying components in the engine compartment in this chapter for the location of the
dipstick. Install the dipstick making sure it is fully seated in the filler tube. Page 5. Install and
tighten the fill plug securely. Use only fluid that meets Ford specifications. Department of
Transportation-Tire quality grades: The U. Department of Transportation requires Ford to give
you the following information about tire grades exactly as the government has written it. Page
Maintenance and Specifications 6. It is an index that relates to how much weight a tire can carry.
If not, contact a local tire dealer. Note: You may not find this information on all tires because it
is not required by federal law. Page Maintenance and Specifications 9. Tire Ply Composition and
Material Used: Indicates the number of plies or the number of layers of rubber-coated fabric in
the tire tread and sidewall. Page You are strongly urged to buy a reliable tire pressure gauge, as
automatic service station gauges may be inaccurate. Ford recommends the use of a digital or
dial type tire pressure gauge rather than a stick type tire pressure gauge. Page Maintenance and
Specifications Use the recommended cold inflation pressure for optimum tire performance and
wear. Under-inflation or over-inflation may cause uneven treadwear patterns. Under-inflation is
the most common cause of tire failures and may result in severe tire cracking, tread separation
or blowout , with unexpected loss of vehicle control and increased risk of injury. Front wheel
drive FWD vehicles, and those with an independent rear suspension require alignment of all
four wheels. Page Only use replacement tires and wheels that are the same size and type such
as P-metric versus LT-metric or all-season versus all-terrain as those originally provided by
Ford. Use of any tire or wheel not recommended by Ford can affect the safety and performance
of your vehicle, which could result in an increased risk of loss of vehicle control, vehicle
rollover, personal injury and death. Drive slowly to the closest safe area out of traffic. Replace
the PCV valve with one that meets Ford material and design specifications for your vehicle,
such as a Motorcraft or equivalent replacement part. The customer warranty may be void for

any damage to the emissions system if such a PCV valve is not used. Please note that in the
graphic XXXX is representative of your vehicle identification number. The following table tells
you which transmission or transaxle each code represents. Ford Motor Company will repair or
Page Accessories Floor mats Interior trim kits Leather wrapped steering wheels Scuff plates
Speed control Lifestyle Bike racks Cargo organization and management Engine block heaters
and blankets Peace of mind Airbag anti-theft locks First aid and safety kits Full vehicle covers
Locking gas cap Navigation systems Remote start Page Index Index replacement, specifications
Page Emergencies, roadside specifications Page Index Fuel Page Index Lights, warning and
indicator.. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL. For more
information go to Kool Vue Mirrors are your most affordable OE replacement mirrors and they
are manufactured from the highest quality, corrosion-resistant materials to withstand all types
of weather. Kool Vue specializes in producing mirrors for all vehicle makes and models; Our
mirrors go through rigorous We've Made a Site Update. Refresh to the latest version. Retrieve
quote. Track order. Sign In or Create Account. Every Purchase Supports. Texas Relief Efforts.
Select your vehicle. Refine by:. Mirror part. Returns Policy. Glass Operation. Towing Mirror.
Quantity Sold. Shop Ford Focus Mirror. Showing 1 - 11 of 11 results. Sort by:. Guaranteed to Fit.
Core Charge. Add to cart. Part Number: FD80L. Part Number: FD80R. Part Number: RB Page 1 of
1 Showing 1 - 11 of 11 results. Featured Brands. Reviews Questions, Answers. Feb 14, I
shopped wrong side mirror. It supposed to be power electric but I shopped manual side mirror.
Is there any way I can get refund ,if I send it back? Daniel Abebe. Purchased on Feb 02, Feb 11,
Side mirror. Fit perfect on my focus make sure you have socket set mine did not have star bolts
on it. Mark Mark. Feb 09, Works great. Arrived on time, and easy to install. Fits perfectly. Scott
Maxon.
2001 mitsubishi eclipse wiring diagram
general electric motor wiring diagrams
2002 dodge stratus rt transmissionengine ford mustang
Purchased on Jan 29, Show More. Helpful Automotive Resources. But in recent years, cameras
substituting rear-view mirrors have been introduced, while backup cameras have also been
federally mandated in new vehicles. Adjust Your Mirrors to Work in Harmony Driving with new
mirror settings can take some getting used to. Before driving on public roads, take time to drive
up and down a street with a few cars, or even an open parking lot just to get used to them.
Rearview Mirror Sit in your normal driving position. Adjust the mirror with. Apart from detaching
the mirrors themselves, the adhesive on the back can leave a residue, which can prove to be a
challenge to remove. Whether or not you are capable of driving with one or both side mirrors
missing or broken is largely dependent on your skills as a driver. However, we would strongly.
Contact Us. Phone Number Shop with Confidence. All Rights Reserved. Terms of Use. Privacy
Policy. California Supply Chain Disclosure. Accessibility Statement.

