2004 mercury sable engine diagram

Quick Links. See also: Quick Reference Manual. Ford motor company mercury grand marquis
owner's guide pages. Summary of Contents for Mercury Sable Page 1 Reproduction by any
means, electronic or mechanical including photocopying, recording or by any information
storage and retrieval system or translation in whole or part is not permitted without written
authorization from Ford Motor Company. Page 5: Introduction State of California to cause
cancer and birth defects or other reproductive harm. Please take the time to get well acquainted
with your vehicle by reading this handbook. The more you know and understand about your
vehicle, the greater the safety and pleasure you will derive from driving it. In this guide, answers
to such questions are contained in comments highlighted by the warning triangle symbol. Page
8 Introduction Special instructions For your added safety, your vehicle is fitted with
sophisticated electronic controls. Failure to follow the specific warnings and instructions could
result in personal injury. Front seat mounted rear-facing child or infant seats should NEVER be
placed in front of an active passenger air bag. Page 9 Introduction These are some of the
symbols you may see on your vehicle. Many lights will illuminate when you start your vehicle to
make sure the bulb works. Page 13 Instrument Cluster Engine oil pressure: Illuminates when the
oil pressure falls below the normal range, refer to Engine oil in the Maintenance and
specifications chapter. Traction Control active if equipped : Flashes when the Traction Control
is active. If the light remains on a malfunction has been detected; Engine coolant temperature
gauge: Indicates engine coolant temperature. If it enters the red section, the engine is
overheating. Stop the vehicle as soon as safely possible, switch off the engine and let the
engine cool. Page 15 Instrument Cluster Fuel gauge: Indicates approximately how much fuel is
left in the fuel tank when the ignition is in the ON position. The fuel gauge may vary slightly
when the vehicle is in motion or on a grade. The FUEL icon and arrow indicates which side of
the vehicle the fuel filler door is located. Tape: Insert the cassette with the opening to the right.
If a tape is already inserted into the system, press TAPE to begin tape play. Page 17
Entertainment Systems 6. Press again to stop. Page 18 Entertainment Systems Tune: Works in
radio mode or CD mode. Cassette door: Insert a cassette into the cassette door. Clock: To set
the hour, press and hold the H control. When the desired hour appears, release the control. To
set the minute, press and hold the M control. When the desired minute appears, release the
control. Page 20 Entertainment Systems 6. Scan: Press to hear a brief sampling of all listenable
radio stations or CD tracks. CD: Press to play a CD. Page Cd Changer Entertainment Systems
Page 22 Entertainment Systems 5. Line up the CD with the groove of the disc holder. Ensure
that the label on the CD faces downwards. Press the disc holder until it locks securely into the
magazine. Ensure that the disc holder is evenly inserted and at the same level as the magazine
A. Temperature selection: Controls the temperature of the airflow in the vehicle. Refer to Front
passenger sensing system in the Seating and Safety Restraints chapter. OFF: Outside air is
shut out and the fan will not operate. Page 27 Climate Controls 6. Auto: To engage automatic
temperature control, press AUTO to select the desired temperature using the temperature
control. The system will automatically determine fan speed, airflow location, outside or
recirculated air to heat or cool the vehicle to reach the desired temperature. Page 29 The filter is
located just in front of the windshield under the cowl grille on the passenger side of the vehicle.
For more information, or to replace the filter, see your Ford, Lincoln or Mercury Dealer. Turns on
the parking lamps, instrument panel lamps, license plate lamps and tail lamps. Turns the
headlamps on. Autolamp control if equipped The autolamp system provides light sensitive
automatic on-off control of the exterior lights normally controlled by the headlamp control.
Always remember to turn on your headlamps at dusk or during inclement weather. The Daytime
Running Lamp DRL system does not activate with your tail lamps and generally may not
provide adequate lighting during these conditions. If your vehicle has been in an accident the
alignment of your headlamps should be checked by a qualified service technician. Vertical aim
adjustment 1. Page Turn Signal Control Lights To see a clearer light pattern for adjusting, you
may want to block the light from one headlamp while adjusting the other. Locate the vertical
adjuster on each headlamp. Using a 4 mm wrench, turn the adjuster either clockwise to adjust
down or counterclockwise to adjust up. Page 37 Lights Replacing headlamp bulbs To remove
the headlamp bulb: 1. Make sure headlamp switch is in OFF position. Remove the bolt from the
headlamp housing. At the back of the headlamp, pry up and remove the two retainer pins to
release the headlamp assembly from the vehicle and pull headlamp forward. Page 38 Lights 5.
Disconnect the electrical connector from the bulb by pulling rearward. Remove the bulb
retaining ring by rotating it counterclockwise. Remove the old bulb from the lamp assembly by
pulling it straight out of the lamp assembly. Page 39 Lights 2. Install the bulb retaining ring over
the plastic base and lock the ring by rotating clockwise until it snaps into place. Connect the
electrical connector to the bulb. Install the protective dust shield and lock the shield by rotating
it clockwise until it locks into position. Page 40 Lights 5. Carefully pull bulb straight out of the

socket and push in the new bulb. Install the bulb socket into the lamp assembly by rotating it
clockwise. Carefully position the headlamp assembly onto the vehicle. Hold the headlamp
assembly snugly against the vehicle and install the retainer pins straight down to lock the lamp
into place. Page 41 Lights Replacing high-mount brakelamp bulbs â€” Wagon only 1. Open
liftgate. Remove two screw covers, screws and handle from liftgate. Remove two screws and
the lower trim panel from the liftgate. Remove the upper trim panel. Remove the rubber plug
from the lower access hole in the upper portion of the liftgate. Page 42 Lights 7. Carefully lift the
lamp assembly away from the liftgate. Remove the bulb socket by rotating it counterclockwise
and pulling it out from the lamp assembly. Carefully pull the bulb straight out of the socket and
push in the new bulb. Page 43 Lights Replacing license plate lamp bulbs Wagon 1. Make sure
headlamp switch is in OFF position and remove screw and the license plate lamp assembly
from liftgate. Remove bulb socket by turning counterclockwise. Carefully pull the bulb out from
the socket and push in the new bulb. Follow the same steps to replace either bulb. Make sure
headlamp switch is in OFF position and open trunk and remove two plastic mushroom nuts,
three push pins and the plastic Follow the same steps to replace either bulb: 1. Make sure
headlamp switch is in OFF position and open the liftgate to expose the lamp assemblies. The
wiper will come on when the washer control is pressed, if it is not already on. Changing the
wiper blades 1. Pull the wiper arm away from the vehicle. Page 48 Driver Controls Never adjust
the steering wheel when the vehicle is moving. The visor will slide back and forth on the rod for
increased sunlight coverage. Press and hold the bottom part of the rocker switch to open the
window. Press and hold the top part of the rocker switch to close the window. Page 50 Driver
Controls change from the normal, clear state to the darkened, non-glare state when bright light
glare reaches the mirror from behind the vehicle at night. Do not block the sensor 1 on the
either side of the mirror since this will impair proper mirror performance i. Press and hold the
rocker control located on the instrument panel to adjust accelerator and brake pedal. Page 52
Driver Controls 3. Take your foot off the accelerator pedal. Note: When you turn off the speed
control or the ignition, your speed control set speed memory is erased. A garage door which
cannot detect an object, signaling the door to stop and reverse, does not meet current U. Page
56 Driver Controls 3. Simultaneously press and hold both the HomeLink and hand-held
transmitter button. Do not release the buttons until step 4 has been completed. Release both
buttons. Do not hold for longer that 30 seconds. To switch from a blank display to the
temperature display or to the compass display hold the INFO button for 2 seconds. To turn the
display off or change the display from English to metric see your dealer. This may take up to 3
circles to complete calibration. Determine your magnetic zone by referring to the zone map. For
each of the monitored systems, the message center will indicate either an OK message or a
warning message for two to four seconds. Page 65 Driver Controls This acts as a reminder that
these warning conditions still exist within the vehicle. Page 66 Driver Controls off the engine
and let it cool. Check the coolant and coolant level. Refer to Engine coolant in the Maintenance
and specifications chapter. If the warning stays on or continues to come on, contact your dealer
as soon as possible. Hard objects can injure you in a collision. If your vehicle is equipped with
the column shift and a bench seat, it has a center console in the center front seating position.
The center console has similar features as the full console. Page 70 Driver Controls Cargo net if
equipped Wagon The cargo net secures lightweight objects in the cargo area. Attach the net to
the anchors provided. Do not put more than 22 kg 50 lbs. This net is not designed to restrain
objects during a collision. Page 71 Driver Controls 1. Remove the shade from the vehicle and
extend it with the smooth grain facing you. Wrap the vinyl around the roller tube twice. Tuck the
edges of the vinyl inside the end cap with each wrap. The front cross-bar does not move. Do not
load more than 44 kg lbs. To adjust cross-bar position: 1. In case of loss, replacement keys are
available from your dealer. You should always carry a second key with you in a safe place in
case you require it in an emergency. Page 74 Locks and Security 4. Press the power door
unlock control three times. Turn the ignition back to the 4 ON position. The horn will chirp.
Press the unlock control, then press the lock control. Note: The horn will chirp twice if autolock
was deactivated or chirp twice then honk two short and one long chirp if autolock was
activated. The handle is composed of a material that will glow for hours in darkness following
brief exposure to ambient light. The typical operating range for your remote entry transmitter is
approximately 10 meters 33 feet. Page 77 Locks and Security Locking the doors 1. Press and
release to lock all the doors and liftgate wagon , turn off the interior lamps if they were on and
arm the anti-theft system. Note: The parklamps will flash once if all doors and liftgate wagon are
closed. Page 78 Locks and Security 2. Do not wipe off any grease on the battery terminals on
the back surface of the circuit board. Remove the old battery. Insert the new battery. Refer to
the diagram inside the remote entry transmitter for the correct orientation of the battery. Page
79 Locks and Security 5. The doors will lock, then unlock, to confirm that the programming

mode has been activated. Within 20 seconds press any button on the remote entry transmitter.
Note: If more than 20 seconds have passed you will need to start the procedure over again. The
keypad can be operated with the factory set 5â€”digit entry code; Page 82 Locks and Security
Erasing personal codes 1. Enter the factory set 5â€”digit code. If the procedure needs to be
repeated, you must wait 30 seconds. Page 84 Locks and Security Theft indicator The theft
indicator is located in the instrument cluster. Page 85 Locks and Security Programming spare
keys You can program your own coded keys to your vehicle. Please read and understand the
entire procedure before you begin. Page 86 Locks and Security 9. Your new unprogrammed key
is now programmed. Do not pile cargo higher than the seatbacks to reduce the risk of injury in a
collision or sudden stop. Page 89 Seating and Safety Restraints Using the manual lumbar
support if equipped The lumbar control is located on the front of the seat cushion. Turn to
adjust lumbar support. Page 90 Seating and Safety Restraints Adjusting the front power seat if
equipped The control is located on the outboard side of the seat cushion. Press to raise or
lower the front portion of the seat cushion. Press to raise or lower the rear portion of the seat
cushion. Page 91 Seating and Safety Restraints Make sure that the safety belt for the rear center
passenger is properly routed over the rear seatback. For height and weight limits, see the label
on the seat cushion. Page Safety Restraints Seating and Safety Restraints To close the seat,
make sure the safety belts are properly stowed, then lift the remote latch release and push the
seat down until it latches. Pull up on the handle and push the floor panel into place. Page 93
Seating and Safety Restraints the system. Rather, it means the Personal Safety System
determined the accident conditions crash severity, belt usage, etc. Front air bags and
pretensioners are designed to activate only in frontal and near-frontal collisions, not rollovers,
side-impacts, or rear-impacts unless the collision causes sufficient longitudinal deceleration.
Page 94 Seating and Safety Restraints Air bags can kill or injure a child in a child seat. NEVER
place a rear-facing child seat in front of an active air bag. If you must use a forward-facing child
seat in the front seat, move the seat all the way back. Refer to Safety Belt section in this
chapter. Determining if the Personal Safety System is operational The Personal Safety System
uses a warning light in the instrument cluster or a back-up tone to indicate the condition of the
system. Page 96 Seating and Safety Restraints All occupants of the vehicle, including the driver,
should always properly wear their safety belts, even when an air bag supplemental restraint
system SRS is provided. It is extremely dangerous to ride in a cargo area, inside or outside of a
vehicle. Page 97 Seating and Safety Restraints 2. To unfasten, push the release button and
remove the tongue from the buckle. Energy management retractors Your vehicle has a seat belt
system equipped with energy management retractors at the driver and front outboard
passenger seating positions. An energy management retractor is a device which pays out
webbing in a controlled manner. As the belt retracts, you will hear a clicking sound. Page
Seating and Safety Restraints Safety belt usage sensors The driver and front outboard
passenger safety belt buckles are equipped with sensors that detect if the safety belts are
fastened. The sensors provide information to the Personal Safety System which can then adapt
the air bag deployment or safety belt pretensioner activation based upon safety belt usage.
Page Seating and Safety Restraints Insert the tongue into the correct buckle the buckle closest
to the direction the tongue is coming from. To lengthen the belt, turn the tongue at a right angle
to the belt and pull across your lap until it reaches the buckle. Page Seating and Safety
Restraints shoulder and chest. Be sure the belt is not twisted. If the belt is twisted, remove the
twist. Insert the tongue into the proper buckle for your seating position until you hear a snap
and feel it latch. Make sure the tongue is securely fastened to the buckle by pulling on the
tongue. Page Seating and Safety Restraints If Page Seating and Safety Restraints Reasons
given If you are uncomfortable - try different positions for the safety belt upper anchorage and
seatback which should be as upright as possible; Sitting on the safety belt will increase the risk
of injury in an accident. To disable one-time or deactivate the Belt Minder feature please follow
the directions stated below. Within 10 seconds of the light turning on, buckle then unbuckle the
safety belt. Page Air Bags Seating and Safety Restraints Failure to inspect and if necessary
replace the safety belt assembly under the above conditions could result in severe personal
injuries in the event of a collision. Refer to Interior in the Cleaning chapter. Page Seating and
Safety Restraints crash severity are appropriate to activate these devices. Refer to the Personal
Safety System section in this chapter. Important supplemental restraint system precautions Air
bags DO NOT inflate slowly or gently and the risk of injury from a deploying air bag is greatest
close to the trim covering the air bag module. Page Do not attempt to service, repair, or modify
the air bag supplemental restraint system SRS or its fuses. See your Ford or Lincoln Mercury
dealer. The front passenger air bag is not designed to offer protection to an occupant in the
center front seating position. Page Seating and Safety Restraints How do the air bag
supplemental restraints work? The air bags inflate and deflate rapidly upon activation. After air

bag deployment, it is normal to notice a smoke-like, powdery residue or smell the burnt
propellant. This may consist of cornstarch, talcum powder to lubricate the bag or sodium
compounds e. When the passenger sensing system has allowed the airbag to be enabled, the
indicator will be unlit and stay unlit to remind you that the airbag is enabled may inflate. Page
Seating and Safety Restraints An out of position front center occupant could affect the decision
of the front passenger sensing system. If it is necessary to modify an advanced front airbag
system to accommodate a person with disabilities, contact the Ford Customer Relationship
Center at the phone number shown in the Customer Assistance section of this Owners Guide.
Page Do not attempt to service, repair, or modify the air bag SRS, its fuses or the seat cover on
a seat containing an air bag. All occupants of the vehicle should always wear their safety belts
even when an air bag SRS is provided. Page Child Restraints Seating and Safety Restraints not
of the type sufficient to cause activation. Side air bags are designed to inflate in side-impact
collisions, not roll-over, rear-impact, frontal or near-frontal collisions, unless the collision
causes sufficient lateral deceleration. Several air bag system components get hot after inflation.
Do not touch them after inflation. Page Seating and Safety Restraints Never let a passenger hold
a child on his or her lap while the vehicle is moving. The passenger cannot protect the child
from injury in a collision. Always follow the instructions and warnings that come with any infant
or child restraint you might use. The shoulder belt should cross the chest, resting snugly on the
center of the shoulder. The lap belt should rest low and snug across the hips, never up high
across the stomach. Page Seating and Safety Restraints Installing child safety seats with
combination lap and shoulder belts Air bags can kill or injure a child in a child seat. Page
Seating and Safety Restraints 3. Be sure the belt webbing is not twisted. Insert the belt tongue
into the proper buckle the buckle closest to the direction the tongue is coming from for that
seating position until Page Seating and Safety Restraints 7. Pull the lap belt portion across the
child seat toward the buckle and pull up on the shoulder belt while pushing down with your
knee on the child seat. Allow the safety belt to retract to remove any slack in the belt. Page
Seating and Safety Restraints 5. Push down on the child seat while pulling on the loose end of
the lap belt webbing to tighten the belt. Before placing the child into the child seat, forcibly tilt
the child seat from side to side and in forward direction to make sure that the seat is securely
held in place. Locate the correct anchor for the selected seating position. Open the tether
anchor cover. On wagons, snap the tether anchor cover off the anchor under the load floor. Clip
the tether strap to the anchor as shown. Page Seating and Safety Restraints lifting the front of
the child seat. Keeping the child seat just touching the vehicle seat gives the best protection in
a severe crash. Each time you use the safety seat, check that the seat is properly attached to
the lower anchors and tether anchor. LOCK, locks the automatic transmission gearshift lever
and allows key removal. OFF, shuts off the engine without locking the steering wheel. Page
Driving Extended idling at high engine speeds can produce very high temperatures in the
engine and exhaust system, creating the risk of fire or other damage. Do not park, idle, or drive
your vehicle in dry grass or other dry ground cover. Page Driving 2. Make sure the headlamps
and electrical accessories are off. If a light fails to illuminate, have the vehicle serviced. Starting
the engine 1. Four-wheel anti-lock brake system ABS if equipped On vehicles equipped with an
anti-lock braking system ABS , a noise from the hydraulic pump motor and pulsation in the
pedal may be observed during ABS braking events. Parking brake To set the parking brake 1 ,
press the parking brake pedal down until the pedal stops. This is normal system behavior and
should be no reason for concern. If the noise is excessive, check for low power steering pump
fluid level before seeking service by your dealer. Page Driving Do not drive your vehicle until
you verify that the brakelamps are working. Always set the parking brake fully and make sure
the gearshift is latched in P Park. Turn the ignition to the LOCK position and remove the key
whenever you leave your vehicle. If the parking brake is fully released, but the brake warning
lamp remains illuminated, the brakes may not be working properly. Page Driving Understanding
the gearshift positions of the 4â€”speed automatic transaxle This vehicle is equipped with an
adaptive Transmission Shift Strategy. Adaptive Shift strategy offers the optimal transmission
operation and shift quality. Page Vehicle Loading Driving If your vehicle gets stuck in mud or
snow If your vehicle gets stuck in mud or snow, it may be rocked out by shifting from forward
and reverse gears, stopping between shifts in a steady pattern. Press lightly on the accelerator
in each gear. If necessary, try turning the Traction Control system off. Page Driving Cargo
Weight â€” includes all weight added to the Base Curb Weight, including cargo and optional
equipment. When towing, trailer tongue load or king pin weight is also part of cargo weight.
Page Trailer Towing Your vehicle does not come from the factory fully equipped to tow. Do not
tow a trailer until your vehicle has been driven at least km miles. If towing with a station wagon,
inflate the rear tires to 35 psi. Page Driving The amount of weight that you can tow depends on
the type of engine in your vehicle. See the following charts: 3. See your dealer or a reliable

trailer dealer if you require assistance. Hitches Do not use hitches that clamp onto the vehicle
bumper. Use a load carrying hitch. The speed control may shut off automatically when you are
towing on long, steep grades. It is recommended to tow your vehicle with the drive wheels on a
dolly or two wheel car hauling trailer. In case of a roadside emergency with a disabled vehicle
without access to wheel dollies, car hauling trailer or flatbed transport vehicle your vehicle can
be flat towed all wheels on the ground under the following Page Roadside Emergencies In the
United States, this card is found in the Owner Guide portfolio in the glove compartment in Ford
vehicles and is mailed to you if you own a Mercury or Lincoln. In Canada, the card is found in
the Owner Information Guide in the glove compartment. Page Hazard Flasher Switch If you need
to arrange roadside assistance for yourself, Ford Motor Company will reimburse a reasonable
amount. To obtain reimbursement information, U. Ford or Mercury vehicles customers call ;
Lincoln vehicle customers call 1â€”â€”â€” Canadian customers who need to obtain
reimbursement information, call 1â€”â€”â€” Page Roadside Emergencies If your vehicle is a
sedan, the fuel pump shut-off switch is located on the right side of the trunk behind the trunk
liner. If your vehicle is a wagon, the fuel pump shut-off switch is located behind the service
panel on the right side of the cargo area. Blown fuses are identified by a broken wire within the
fuse. Check the appropriate fuses before replacing any electrical components. Note: Always
replace a fuse with one that has the specified amperage rating. Page Roadside Emergencies To
remove a fuse use the fuse puller tool provided on the fuse panel cover. The fuses are coded as
follows. Page Roadside Emergencies Always disconnect the battery before servicing high
current fuses. To reduce risk of electrical shock, always replace the cover to the Power
Distribution Box before reconnecting the battery or refilling fluid reservoirs. If the battery has
been disconnected and reconnected, refer to the Battery section of the chapter. Instead,
gradually decrease your speed. Hold the steering wheel firmly and slowly move to a safe place
on the side of the road. The use of tire sealants is not recommended and may damage your
tires. Page Roadside Emergencies Tire change procedure 1. Park on a level surface, activate
hazard flashers and set parking brake. When one of the front wheels is off the ground, the
transaxle alone will not prevent the vehicle from moving or slipping off the jack, even if the
vehicle is in P Park. Page Roadside Emergencies 6. Put the jack in the jack notch next to the
door of the tire you are changing. Turn the jack handle clockwise until the wheel is completely
off the ground. Remove the lug nuts with the lug nut wrench. Page Jump Starting Roadside
Emergencies Wheel lug nut torque specifications Retighten the lug nuts to the specified torque
at km miles after any wheel disturbance tire rotation, changing a flat tire, wheel removal, etc.
Page Roadside Emergencies 2. Park the booster vehicle close to the hood of the disabled
vehicle making sure the two vehicles do not touch. Set the parking brake on both vehicles and
stay clear of the engine cooling fan and other moving parts. Connect the negative - cable to the
negative - terminal of the assisting battery. Make the final connection of the negative - cable. Do
not use fuel lines, engine rocker covers or the intake manifold as grounding points. Page
Roadside Emergencies Removing the jumper cables Remove the jumper cables in the reverse
order that they were connected. Remove the jumper cable from the ground metal surface. Page
Roadside Emergencies 3. After the disabled vehicle has been started and the jumper cables
removed, allow it to idle for several minutes so the engine computer can relearn its idle
conditions. It is recommended that your vehicle be towed with a wheel lift or flatbed equipment.
Page Roadside Emergencies Ford Motor Company produces a towing manual for all authorized
tow truck operators. Have your tow truck operator refer to this manual for proper hook-up and
towing procedures for your vehicle. Away from home If you own a Ford or Mercury vehicle and
are away from home when your vehicle needs service, or if you need more help than the
dealership could provide, after following the steps described above, contact the Ford Customer
Relationship Center to find an authorized dealership to help you. Page Warranty expires. There
are several plans available in various time, distance and deductible combinations which can be
tailored to fit your own driving needs. Ford ESP also offers reimbursement benefits for towing
and rental coverage. Page What kinds of cases does the Board review? Page Customer
Assistance from Ford and Lincoln Mercury dealership management, recognized for their
business leadership qualities. What the Board needs To have your case reviewed you must
complete the application in the DSB brochure and mail it to the address provided on the
application form. Page Customer Assistance Making a decision Board members review all
available information related to each complaint, including oral presentations, and arrive at a fair
and impartial decision. Board review may be terminated at any time by either party. Every effort
is made to decide the case within 40 days of the date that all requested information is received
by the Board. Page Customer Assistance In the CAMVAP program, impartial third-party
arbitrators conduct hearings at mutually convenient times and places in an informal
environment. These impartial arbitrators review the positions of the parties, make decisions

and, when appropriate, render awards to resolve disputes. Box Detroit, Michigan Or call: For a
free publication catalog, order toll free: Monday-Friday a. EST Helm, Incorporated can also be
reached by their website: Page Reporting Safety Defects U. Only Customer Assistance 3. The
vehicle is out of service for repair of nonconformities for a total of more than 30 calendar days
not necessarily all at one time In the case of 1 or 2 above, the consumer must also notify the
manufacturer of the need for the repair of the nonconformity at the following address: Ford
Motor Company These products are available from your dealer. These quality products have
been specifically engineered to fulfill your automotive needs; they are custom designed to
complement the style and appearance of your vehicle. If your vehicle requires professional
service, your dealership can provide the necessary parts and service. Page Maintenance and
Specifications Working with the engine on 1. Set the parking brake and ensure the gearshift is
securely latched in P Park. Block the wheels to prevent the vehicle from moving unexpectedly.
Note: Do not start your engine with the air cleaner removed and do not remove it while the
engine is running. Automatic transmission fluid dipstick 2. Brake fluid reservoir 3. Air filter
assembly 4. Battery 5. Engine oil filler cap 6. Engine oil dipstick 7. Power steering fluid reservoir
8. Page Maintenance and Specifications 3. Engine oil dipstick 6. Engine oil filler cap 7. Engine
coolant reservoir 8. Windshield washer fluid reservoir 9. In very cold weather, do not fill the
reservoir completely. Refer to Lubricant specifications in this chapter. Page Engine Oil
Maintenance and Specifications Checking and adding washer fluid for the liftgate if equipped
The opening for the reservoir is located on the passenger side under the tail lamp. Refill this
reservoir with the same fluid you use for your windshield. Page Maintenance and Specifications
4. Open the hood. Protect yourself from engine heat. Locate and carefully remove the engine oil
indicator dipstick. Wipe the indicator clean. Insert the indicator fully, then remove it again.
Recheck the engine oil level. Install the indicator and ensure it is fully seated. However, for
severe usage or in high temperature climates, check the battery electrolyte level. Refer to the
Scheduled Maintenance Guide for the service interval schedules. Lift the battery with a battery
carrier or with your hands on opposite corners. Page Maintenance and Specifications If the
battery has been disconnected or a new battery has been installed, the clock and radio settings
must be reset once the battery is reconnected. Follow your local authorized standards for
disposal. Page Maintenance and Specifications When the engine is cold, check the level of the
engine coolant in the reservoir. Page Maintenance and Specifications Do not add engine coolant
when the engine is hot. Steam and scalding liquids released from a hot cooling system can burn
you badly. Also, you can be burned if you spill coolant on hot engine parts. Do not put engine
coolant in the windshield washer fluid container. Page Maintenance and Specifications coolant
pressure relief cap on the radiator of a vehicle with an overflow system, follow these steps to
add engine coolant. To reduce the risk of personal injury, make sure the engine is cool before
unscrewing the coolant pressure relief cap. The cooling system is under pressure; Page
Maintenance and Specifications Used engine coolant should be disposed of in an appropriate
manner. The pressure in an overfilled tank may cause leakage and lead to fuel spray and fire.
The fuel system may be under pressure. If the fuel filler cap is venting vapor or if you hear a
hissing sound, wait until it stops before completely removing the fuel filler cap. If fuel is
splashed in the eyes, remove contact lenses if worn , flush with water for 15 minutes and seek
medical attention. Failure to seek proper medical attention could lead to permanent injury. Page
Maintenance and Specifications Flexible fuel components and standard unleaded gasoline fuel
components are not interchangeable. If your vehicle is not serviced in accordance with flexible
fuel vehicles procedures, damage may occur and your warranty may be invalidated. When
refueling always shut the engine off and never allow sparks or open flames near the filler neck.
Turn off the engine, remove the fuel filler cap, align the cap properly and reinstall it. Page
Maintenance and Specifications checking the VIN, look for the engine type identifier 8th
character. We do not recommend taking fuel economy measurements during the first 1, km 1,
miles of driving engine break-in period. You will get a more accurate measurement after 3,
kmâ€”5, km 2, miles-3, miles. Filling the tank The advertised fuel capacity of the fuel tank on
your vehicle is equal to the rated refill capacity of the fuel tank as listed in the Refill capacities
Subtract your initial odometer reading from the current odometer reading. Follow one of the
simple calculations in order to determine fuel economy: Calculation 1: Multiply liters used by ,
then divide by total kilometers traveled. Calculation 2: Divide total miles traveled by total
gallons used. Page Maintenance and Specifications Please consult your Warranty Guide for
complete emission warranty information. This OBD-II system protects the environment by
ensuring that your vehicle continues to meet government emission standards. Page
Maintenance and Specifications Allow the vehicle to sit for at least eight hours without starting
the engine. Then, start the engine and complete the above driving cycle. The engine must warm
up to its normal operating temperature. Once started, do not turn off the engine until the above

driving cycle is complete. Check the fluid level on the dipstick. Do not add fluid if the level is
within this range. Page Maintenance and Specifications 7. Remove the dipstick and inspect the
fluid level. The fluid should be in the designated areas for normal operating temperature. Page
Maintenance and Specifications Do not use supplemental transmission fluid additives,
treatments or cleaning agents. The use of these materials may affect transmission operation
and result in damage to internal transmission components. Page Tire Information Maintenance
and Specifications The traction grade assigned to this tire is based on straight-ahead braking
traction tests, and does not include acceleration, cornering, hydroplaning or peak traction
characteristics. If you change your wheel size, you will have to purchase new tires to match the
new wheel diameter. Page Maintenance and Specifications 8. The next two numbers or letters
are the plant code where it was manufactured, the next two are the tire size code and the last
four numbers represent the week and year the tire was built. Page Maintenance and
Specifications Note: The temporary tire size for your vehicle may be different than this example.
Page Maintenance and Specifications Use the recommended cold inflation pressure for
optimum tire performance and wear. Under-inflation or over-inflation may cause uneven
treadwear patterns. Under-inflation is the most common cause of tire failures and may result in
severe tire cracking, tread separation or blowout , with unexpected loss of vehicle control and
increased risk of injury. Front wheel drive FWD vehicles, and those with an independent rear
suspension require alignment of all four wheels. Make sure all tires and wheels on the vehicle
are of the same size, type, tread design, brand, load-carrying capacity and speed rating because
it Drive slowly to the closest safe area out of traffic. Use of synthetic or synthetic blend motor
oil is not mandatory. Please note that in the graphic XXXX is representative of your vehicle
identification number. The following table tells you which transmission or transaxle each code
represents. These quality accessories have been specifically engineered to fulfill your
automotive needs; they are custom designed to complement the style and aerodynamic
appearance of your vehicle. Page Accessories Floor mats Interior trim kits Leather wrapped
steering wheels Scuff plates Speed control Lifestyle Bike racks Cargo organization and
management Engine block heaters and blankets Peace of mind Airbag anti-theft locks First aid
and safety kits Full vehicle covers Locking gas cap Navigation systems Remote start Page
Index Index Index acid, treating emergencies.. Page Index Cleaning your vehicle Utilizing the
engine compartment Page Index dipstick Page Index Instrument panel Locks childproof Page
Index Power door locks Page Index spare tire Print page 1 Print document pages. Cancel Delete.
Sign In OR. Don't have an account? Sign up! Restore password. Upload from disk. Upload from
URL. The Mercury Sable is a range of automobiles that were manufactured and marketed by the
Mercury brand of Ford Motor Company. Introduced on December 26, as the replacement for the
Mercury Marquis , the Sable marked the transition of the mid-size Mercury product range to
front-wheel drive. From the to model years, the Sable was produced as a mid-size vehicle;
four-door sedan and five-door station wagon body styles were offered. For , the Sable was
withdrawn, replaced by the full-size Montego and mid-size Milan. For , the Sable was
reintroduced as a full-size car, offered solely as a four-door sedan. Due to declining sales, the
Sable was discontinued after the model year, leaving no Mercury counterpart of the
sixth-generation Taurus. The final Sable was produced on May 21, ; in total, 2,, Sables were
produced during its â€” production. The Mercury Sable nameplate was derived from the sable ,
a weasel-like mammal from Russia that is valued for its smooth, dark fur. During the
development of the Sable, Mercury had become one of the final American brands to adopt
front-wheel drive into its vehicle line. In place of a traditional auto show unveiling, the launch
was held an MGM Studios soundstage where Gone with the Wind was filmed. Ford workers
came into the room, which was decorated in space-age decor, holding cups shaped like flying
saucers and the Taurus and Sable were sitting behind a curtain. With the flashing of strobe
lights and a drum-roll, the curtain was pulled back and the two cars were revealed to the public.
Replacing the mid-size Marquis Cougar prior to sedan and station wagon, to protect its
investment, Ford produced both model lines for the model year. The Sable was on Car and
Driver magazine's Ten Best list on its release in and again in and As with its Marquis
predecessor, the Sable used unibody construction. The Sable is equipped with four-wheel
independent suspension. Ford's 3. However, the 3. Some also attribute this to reduced
under-hood cooling. The first-generation Sable was offered in two body styles: a four-door
sedan and a five-door station wagon. In an extensive departure from its Marquis predecessor,
the Sable sedan shares only its doors and roof stamping with the Taurus; with the exception of
its front fascia, the Taurus wagon derives its body from the Sable. To differentiate its roofline,
the B, C, and D-pillars of the Sable sedan were blacked out for a "floating roof" effect. During its
production, the first-generation Sable underwent few changes. For , the exterior underwent a
mid-cycle revision; the amber parking lamp lenses were replaced by clear units and sedans saw

revisions to taillamp lenses. While the Sable shared largely the same interior features as the
Taurus, in a departure from tradition, the Sable was designed with a model-specific dashboard
partly integrated into the door panels. For , the Sable underwent a redesign of the dashboard to
accommodate the addition of a driver-side airbag; a CD player was added as an option. For the
model year, the second-generation Sable was introduced. The interior of the Sable underwent a
redesign of the door panels, dashboard, and interior controls. The base "GS" and luxury "LS"
trim levels were carried over from the previous generation. A front cloth bench seat was
standard on GS sedans and wagons, although cloth bucket seats were available on GS sedans
only. Higher-end cloth bucket seats were standard on LS sedans, but a bench seat was a no
cost option. A front bench was standard on LS wagons, with bucket seats optional. Leather
seating surfaces were available on all LS Sables. In for MY , unpopular optional features such as
the " InstaClear " heated windshield were eliminated. The wagon version was available with
mostly the same options as the sedan versions. With both rear split seats in the upright
position, standard cargo capacity was It featured leather bucket seats, Taurus LX-style alloy
wheels, special cladding, and many leather wrapped interior trim parts. The third-generation
Sable was introduced for the model year. As before, the Sable returned as a four-door sedan
and five-door station wagon. While mechanically identical to its Ford Taurus counterpart, the
sedans of the two model lines shared less sheetmetal than before, with only the front doors,
hood, and front fenders common between the Taurus and Sable as before, the Sable served as
the basis for Ford and Mercury station wagons. In contrast to the oval-influenced roofline of the
Ford Taurus, the Sable was styled with a sloped roofline with a rectangular rear window; the
model received its own front and rear fascias. The trim lines saw a minor revision, with the
Sable G introduced as a new entry-level model and the Sable LTS discontinued. For higher
sales volumes, the GS and LS made their return, offered both in sedan and station wagon form.
For the Sable G and GS, the standard engine was the 3. For the Sable LS, the standard engine
was a 3. For , the Sable underwent several cost-cutting revisions; several features of the LS
became available on the GS as options. The Sable received another redesign in for MY , which
minimized some of the oval design elements from the model, replacing them with more
conventional styling. The suspension was also softened to appeal to a broader, non-sporting
audience. The Sable included extra equipment on every trim level, including a CD player and
power driver's seat on the GS, and a power moonroof or leather interior on the LS. Inside were a
new instrument cluster and steering wheel. Due to the Mercury brand's discontinuation in
Canada, the fourth generation Sable was never available in the Canadian market. Thus it was
unique to the US and Mexico. The Mercury Montego and Milan were launched as replacements
for the Sable. The last Sable left the Atlanta plant on April 29, The fifth-generation Mercury Sable
was launched for the model year. Developed as a mid-cycle update of the Mercury Montego, the
production vehicle revived the more widely-recognized Sable nameplate at the Chicago Auto
Show. While approximately 10 inches shorter and pounds lighter than the Grand Marquis, the
fifth-generation Sable was the first produced as a full-size car. For the first time, the model line
was offered exclusively as a four-door sedan no Mercury counterpart of the Taurus X wagon
was developed. Front-wheel drive remained standard, with all-wheel drive becoming an option
for the first time. In the transition from the Montego to the Sable, a number of changes were
made to the body and chassis. The fifth-generation Sable adopted the trim lines of the Montego
and Milan, with an unnamed standard trim level and a top Premier trim. Water pumps on the to
Mercury Sable equipped with the 3. The water pumps on these engines are internally mounted
and driven by the timing chain. As a result, when they fail, antifreeze is dumped directly into the
crankcase; mixing with engine oil and potentially damaging the head gaskets and connecting
rod bearings. Many of these water pump failures occur without warning and repairs often cost
thousands of dollars as the engine needs to be disassembled or removed from the vehicle to
access the water pump. In some cases, the engine will need to be replaced outright. A class
action lawsuit was started against Ford as a result of this issue. During MY , Mercury introduced
a special edition of the Sable called the "LS Monochrome Edition", which as an option would
color the bumpers, side trim, and wheels white. Keeping with the name, only 50 were sold,
combined between GS and LS models. It was meant to use the SHO's chassis, interior, and
suspension, but not the engine. The Sable LTS remained in a " development hell " until mid
when it was introduced as a high end version of the Sable, but by then, it was just a highly
optioned LS. An unknown number of these Sables still exist, but a pristine condition GS in this
trim was sold on eBay in It was built from a sedan chassis and featured a completely custom
two-door body with a custom folding top. However, it was shelved; the only one sat in a
warehouse for years until it was given a VIN , titled, and driven. It was sold on eBay in In an
article in Automotive News circa an all aluminum "body in white" was made for a Sable. At the
time Audi had just released the A8, so it might have been an engineering exercise for

constructing all aluminum frames, as Jaguar has now. Whatever became of the "Aluminum
Sable Unibody", or if there was more than one, is unknown. From Wikipedia, the free
encyclopedia. Motor vehicle. October [1] â€” April 29, June â€” May 21, See also:
First-generation Ford Taurus. See also: Second-generation Ford Taurus. See also:
Third-generation Ford Taurus. See also: Ford Taurus fourth generation. See also:
Fifth-generation Ford Taurus. The Detroit News. Retrieved Taurus Car Club of America.
Archived from the original on 27 April Archived from the original on Consumer Guide. Detroit
News. Ford Authority. Retrieved February 17, Mercury vehicles. A division of Ford Motor
Company , â€” Category Commons. Ford Taurus. First-generation â€” Second-generation â€”
Third-generation â€” Fourth-generation â€” Fifth-generation â€” Sixth-generation â€”
Seventh-generation â€”present, China. HSC 2. Categories : Mercury vehicles Flexible-fuel
vehicles Front-wheel-drive vehicles Mid-size cars Full-size vehicles Station wagons Sedans s
cars s cars Ford Taurus Cars introduced in Hidden categories: Webarchive template wayback
links Articles with short description Short description is different from Wikidata Commons
category link is on Wikidata. Namespaces Article Talk. Views Read Edit View history. Help Learn
to edit Community portal Recent changes Upload file. Download as PDF Printable version.
Wikimedia Commons. Mercury Ford. Ford Taurus Limited indirect. Ford Taurus Lincoln
Continental. Atlanta, Georgia Chicago, Illinois. Ford D platform [22]. Mercury Milan Mercury
Montego. Chicago, Illinois. Wikimedia Commons has media related to Mercury Sable. Sport
compact. Personal luxury. Grand Marquis. Station Wagon. Colony Park. Light truck. Popular
searches. My notifications My Account. More about the Sable. Overview Overview. Starting
MSRP. Drivetrain Drivetrain Drive type Front wheel drive Transmission 4-speed automatic. Fuel
tank capacity 18 gal. Engine Engine Torque lb-ft rpm Base engine size 3. Power Feature Power
Feature 1 one-touch power windows yes Power mirrors yes remote keyless power door locks
yes Heated mirrors yes. Instrumentation Instrumentation low fuel level warning yes clock yes
compass yes external temperature display yes tachometer yes. Front leg room Rear hip Room
Rear leg room Rear shoulder room Dimensions Dimensions Front track Maximum cargo
capacity Length Maximum towing capacity lbs. Curb weight lbs. Cargo capacity, all seats in
place Height Wheel base Width 73 in. Rear track Sponsored cars related to the Sable.
Suspension Suspension four-wheel independent suspension yes multi-link rear suspension yes
MacPherson strut front suspension yes. Warranty Warranty Basic 3 yr. Drivetrain 3 yr. Rust 5 yr.
Roadside 3 yr. Inventory See Sable Inventory. Sign Up. Medium Parchment Medium Graphite.
See Sable Inventory. So how do you find out what problems are occurring? Any duplicates or
errors? It's not us. Don't waste your time wasting ours! If you are interested in advertising a
for-profit service, contact us. Find something helpful? Spread the word. Share on Facebook
Retweet this page Email this page. Add Complaint. Started sudden acceleration while driving at
25 mph. Pressed hard on brakes to stop, put it on park mode. Still RPM was around Turned off
engine. When cranked back, RPM kept on increasing without foot on accelerator. Tapped hard
on accelerator couple of times, RPM went back to normal. My Mercury Sable began accelerating
on its own. The first time I was cruising at 35mph and had trouble stopping at a stop sign.
Braking caused a vibration the RPM's were not going down. Driving further I noted the car
would accelerate by itself. Tapping the the gas pedal quickly sometimes caused the RPM's to go
back to normal. I took the vehicle to a local garage and had the throttle cables, etc checked. All
were reported ok. I have two children and am now concerned for my safety and the safety of my
family. I contacted Ford and got a case number assigned. I am waiting to hear back from them.
Search CarComplaints. Not what you are looking for? Search for something else:. Fuse box
diagram fuse layout , location, and assignment of fuses and relays Mercury Sable GS and LS , , ,
, , If electrical components in the vehicle are not working, the system may have been overloaded
and blown a fuse or tripped a circuit breaker. Check the appropriate fuses before replacing any
electrical components. A blown fuse can be identified by a break in the wire within the fuse. The
fuse panel is located below and to the left of the steering wheel by the brake pedal. Remove the
panel cover to access the fuses. To remove a fuse use the fuse puller tool provided on the fuse
panel cover. The power distribution box is located in the engine compartment. Necessary
cookies are absolutely essential for the website to function properly. This category only
includes cookies that ensures basic functionalities and security features of the website. These
cookies do not store any personal information. Any cookies that may not be particularly
necessary for the website to function and is used specifically to collect user personal data via
analytics, ads, other embedded contents are termed as non-necessary cookies. It is mandatory
to procure user consent prior to running these cookies on your website. Always disconnect the
battery before servicing high current fuses. Do not repair fuses and never replace a blown fuse
with one that has a higher amp rating. This can severe
2000 chevy silverado 2500 headlights

western plow light wiring diagram

2013 dodge dart fuse box diagram

wire damage and could start a fire. Never replace a broken fuse with anything other than a new
fuse. Even after a fuse is replaced, it will continue to blow if the cause of the overload is not
identified and corrected. Main Page. This website uses cookies to improve your experience.
We'll assume you're ok with this, but you can opt-out if you wish. Close Privacy Overview This
website uses cookies to improve your experience while you navigate through the website. Out
of these cookies, the cookies that are categorized as necessary are stored on your browser as
they are essential for the working of basic functionalities of the website. We also use third-party
cookies that help us analyze and understand how you use this website. These cookies will be
stored in your browser only with your consent. You also have the option to opt-out of these
cookies. But opting out of some of these cookies may have an effect on your browsing
experience. Necessary Always Enabled. Non-necessary Non-necessary.

