2005 cadillac sts fuse box diagram

Wiring Diagram Sample. Fixing electrical wiring, even more than some other house project is
about security. Install an outlet appropriately and it's because safe as it can be; do the
installation improperly and is actually potentially deadly. That's why there are numerous rules
surrounding electrical wiring and installations. The particular rules can end up being
complicated, for sure, and sometimes puzzling, even for learn electricians, but there are basic
concepts plus practices that affect almost every power wiring project, specially the kind that will
DIYers are qualified to tackle. Print the electrical wiring diagram off and use highlighters to be
able to trace the signal. When you employ your finger or follow the circuit along with your eyes,
it is easy to mistrace the circuit. One trick that I actually use is to print the same wiring diagram
off twice. Read wiring diagrams from negative to positive in addition to redraw the routine like a
straight collection. All circuits are the same : voltage, ground, individual component, and
changes. Be sure to keep these safety advice when mind to avoid hazards during your home
wiring project. Make sure everyone in your home is aware that electrical work is going on. Tape
the circuit breaker into the off position. Never touch plumbing or gas pipes while working
together with electricity they are often used to ground electrical systems. Before starting, be
sure you have a strategy in place as to what outlets, switches and fixtures will be involved in
your project. You may be capable to rent some of this equipment from your local hardware
store. If you are installing new receptacles make sure the new ones match the electrical wiring
in your home. A AL-CU stamp means it can be used on aluminum and copper wiring. If it is
unmarked or there is a reduce through the 'S if should only be used on copper wiring. Never
splice cables together and hide them within a wall without a junction box â€” an accessible
junction container should always be used to become a member of wires. If in doubt, consult
reveal reference book or find a professional to do the work. Even if you think you received the
project right, one mistake could leave a potential fire hazard lurking in your walls. A reputable
electrical contractor understands all facets of home wiring and could be able to wire your home
safely in less time than it takes you to definitely learn. Save my name, email, and website in this
browser for the next time I comment. Electric Motor Switch Radio Latest. Facebook Tweet Pin.
Autos helped make these videos. The video above shows how to replace blown fuses in the
interior fuse box of your Cadillac STS in addition to the fuse panel diagram location. Electrical
components such as your map light, radio, heated seats, high beams, power windows all have
fuses and if they suddenly stop working, chances are you have a fuse that has blown out. If
your STS is experiencing electrical problems, you should always check the fuses first, because
they are relatively easy to check and cheap to change. Some Cadillacs have multiple interior
fuse boxes including in the trunk - the video above will show you where the interior fuse box of
your STS is located. If your STS has many options like a sunroof, navigation, heated seats, etc,
the more fuses it has. Some components may have multiple fuses, so make sure you check all
of the fuses that are linked to the component in question. If you need to replace a blown fuse in
your STS, make sure you replace it with one that has the same amperage as the blown fuse. If
checking and replacing the fuse for the component in question doesn't work, we recommend
seeking assistance from a trusted professional mechanic. They should be able to figure out if
the component needs to be replaced or if there is a short or some other problem with your STS.
Hans Angermeier has produced over , videos showing drivers how to fix things on their cars. He
has broad expertise on basic repair procedures covering the majority of cars on the road. The
best way to fix leaking hoses is to replace them, but if you don't have time, a stop leak product
might work for you. Power steering fluid is easy to check and many people mechanics included
often forget about - learn how here. Car companies often use the same engines in different cars.
They also slightly alter the styling and sell the same car by two different names amongst other
tricks to help offset development costs. Our system selects the most applicable video for your
car based, in part, on these characteristics. The video displayed may not look exactly like your
car, but may be relevant enough for you to get a good idea how to do it. Getting Started Prepare for the repair. Share on. Full list of part and tools. Author Hans Angermeier has
produced over , videos showing drivers how to fix things on their cars. Fix leaky hoses. Rotate
your tires. Rotate your tires at least three times per year. Check power steering fluid level. Fix
minor oil leaks. Learn how to diagnose and fix minor oil leaks in your car. See all videos for the
Cadillac STS. We have a massive and growing video library, but we don't have everything Table
of Contents. Seats and Restraint Systems Features and Controls Starting and Operating Your
Vehicle. Instrument Panel Warning Lights, Gages, and Indicators. Driving Your Vehicle Your
Driving, the Road, and Your Vehicle. Service and Appearance Care Windshield Wiper Blade
Replacement. Maintenance Schedule Customer Assistance and Information Customer
Assistance and Information. This manual includes the latest information at the time it was
printed. We reserve the right to make changes in the product after that time without notice. Page
3 Safety Warnings and Symbols There are a number of safety cautions in this book. A notice

tells about something that can damage the vehicle. Page 5 These are some examples of
symbols that may be found on the vehicle Use the top lumbar switch to adjust support to the
middle seatback and the bottom lumbar switch to adjust support to the lower seatback. The
buttons are located on the climate control panel. Heated Seat and Seatback : This button is for
the heated seat and seatback. Ventilated Seat : This button is for the ventilated seat. Page
Power Reclining Seatback Power Reclining Seatback The vertical power seat control described
earlier allows the seatback to recline. See Power Seats on page for more information. Page Rear
Seats Head Restraints Adjust your head restraint so that the top of the restraint is closest to the
top of your head. This position reduces the chance of a neck injury in a crash. The head
restraints lock into place when raised. To release the head restraint and lower it, press the tab
located at the base of the restraint. Page 13 Heated Seat and Seatback : Press this button to
turn the heated seat feature on. When you press the button, the feature will turn on at the
highest setting. Each time you press the button, the feature will go down one temperature
setting. A light next to the button will indicate the setting; In a collision, people riding in these
areas are more likely to be seriously injured or killed. Do not allow people to ride in any area of
your vehicle that is not equipped with seats and safety belts. Put someone on it. Take the
simplest vehicle. Suppose it is just a seat on wheels. Page 16 Get it up to speed. Then stop the
vehicle. The rider does not stop. In a real vehicle, it could be the windshield Page 17 or the
instrument panel With safety belts, you slow down as the vehicle does. You get more time to
stop. You stop over more distance, and your strongest bones take the forces. That is why safety
belts make such good sense. You could be â€” whether you are wearing a safety belt or not. But
you can unbuckle a safety belt, even if you are upside down. Be aware that there are special
things to know about safety belts and children. And there are different rules for smaller children
and babies. If a child will be riding in your vehicle, see Older Children on page or Infants and
Young Children on page Page 20 5. To make the lap part tight, pull down on the buckle end of
the belt as you pull up on the shoulder belt. Page 21 What is wrong with this? The shoulder belt
is too loose. It will not give nearly as much protection this way. In a crash, you would move
forward too much, which could increase injury. Page 22 What is wrong with this? The belt is
buckled in the wrong place. In a crash, the belt would go up over your abdomen. The belt forces
would be there, not at the pelvic bones. Page 23 What is wrong with this? The shoulder belt is
worn under the arm. It should be worn over the shoulder at all times. In a crash, your body
would move too far forward, which would increase the chance of head and neck injury. Page 24
What is wrong with this? The belt is twisted across the body. In a crash, you would not have the
full width of the belt to spread impact forces. Page 25 To unlatch the belt, just push the button
on the buckle. The tension reducer will release and the belt should go back out of the way.
Before you close the door, be sure the belt is out of the way. If you slam the door on it, you can
damage both the belt and your vehicle. Like all occupants, they are more likely to be seriously
injured if they do not wear safety belts. A pregnant woman should wear a lap-shoulder belt, and
the lap portion should be worn as low as possible, below the rounding, throughout the
pregnancy. Page 27 Lap-Shoulder Belt All rear seat positions have lap-shoulder belts. Here is
how to wear one properly. Pick up the latch plate and pull the belt across you. Do not let it get
twisted. The shoulder belt may lock if you pull the belt across you very quickly. Page 28 The lap
part of the belt should be worn low and snug on the hips, just touching the thighs. In a crash
this applies force to the strong pelvic bones. And you would be less likely to slide under the lap
belt. If you slid under it, the belt would apply force at your abdomen. Page 29 Rear Safety Belt
Comfort Guides for Children and Small Adults Rear shoulder belt comfort guides will provide
added safety belt comfort for older children who have outgrown booster seats and for small
adults. When installed on a shoulder belt, the comfort guide better positions the belt away from
the neck and head. Page 30 2. Slide the guide under and past the belt. The elastic cord must be
under the belt. Then, place the guide over the belt, and insert the two edges of the belt into the
slots of the guide. The elastic cord must be under the belt and the guide on top. Page 31 4.
Buckle, position and release the safety belt as described in Rear Seat Passengers on page Make
sure that the shoulder belt crosses the shoulder. To remove and store the comfort guides,
squeeze the belt edges together so that you can take them out of the guides. If possible, an
older child should wear a lap-shoulder belt and get the additional restraint a shoulder belt can
provide. Here two children are wearing the same belt. The belt can not properly spread the
impact forces. In a crash, the two children can be crushed together and seriously injured. A belt
must be used by only one person at a time. Here a child is sitting in a seat that has a
lap-shoulder belt, but the shoulder part is behind the child. If the child wears the belt in this
way, in a crash the child might slide under the belt. Page 35 Infants and Young Children
Everyone in a vehicle needs protection! This includes infants and all other children. Neither the
distance traveled nor the age and size of the traveler changes the need, for everyone to use

safety restraints. In fact, the law in every state in the United States and in every Canadian
province says children up to some age must be restrained while in a vehicle. Airbags plus
lap-shoulder belts offer protection for adults and older children, but not for young children and
infants. Page 40 How do child restraints work? A child restraint system is any device designed
for use in a motor vehicle to restrain, seat, or position children. A built-in child restraint system
is a permanent part of the motor vehicle. Page Where To Put The Restraint Where to Put the
Restraint Accident statistics show that children are safer if they are restrained in the rear rather
than the front seat. We, therefore, recommend that child restraints be secured in a rear seat,
including an infant riding in a rear-facing infant seat, a child riding in a forward-facing child seat
and an older child riding in a booster seat. For it to work, a top strap must be properly anchored
to the vehicle. Some top strap-equipped child restraints are designed for use with or without the
top strap being anchored. Page Top Strap Anchor Location If you have an adjustable head
restraint, route the top strap under it. Attaching more than one child restraint to a single bracket
could cause the anchor to come loose or even break during a crash. Instead, it uses vehicle
anchors and child restraint attachments to secure the restraints. Page 45 A. Lower Anchorage
B. To assist you in locating the lower anchors for this child restraint system, each seating
position with the LATCH system has a label on the seatback at each lower anchor position. Find
the LATCH anchorages for the seating position you want to use, where the bottom of the
seatback meets the back of the seat cushion. Page 47 3. Buckle the belt. Make sure the release
button is 4. Pull the rest of the shoulder belt all the way out of positioned so you would be able
to unbuckle the the retractor to set the lock. To tighten the belt, push down on the child
restraint, pull the shoulder portion of the belt to tighten the lap portion of the belt and feed the
shoulder belt back into the retractor. Page 49 You will be using the lap-shoulder belt to secure
the child restraint in this position. Be sure to follow the instructions that came with the child
restraint. Secure the child in the child restraint when and as the instructions say. Page 50 5. Pull
the rest of the shoulder belt all the way out of the retractor to set the lock. Page Where Are The
Airbags There is an airbag readiness light on the instrument panel, which shows the airbag
symbol. The system checks the airbag electrical system for malfunctions. The light tells you if
there is an electrical problem. See Airbag Readiness Light on page for more information. The
side impact airbag for the driver and the person seated directly behind the driver is in the
ceiling above the side windows. Page 56 The side impact airbag for the right front passenger
and the person seated directly behind that passenger is in the ceiling above the side windows.
Do not put anything between an occupant and an airbag, and do not attach or put anything on
the steering wheel hub or on or near any In an impact of sufficient severity, the airbag sensing
system detects that the vehicle is in a crash. Additional windshield breakage may also occur
from the right front passenger airbag. There are parts of the airbag system in several places
around your vehicle. Your dealer and the service manual have information about servicing your
vehicle and the airbag system. To purchase a service manual, see Service Publications
Ordering Information on page A damaged restraint system may not properly protect the person
using it, resulting in serious injury or even death in a crash. To help make sure your restraint
systems are working properly after a crash, have them inspected and any necessary
replacements made as soon as possible. A child or others could be badly injured or even killed.
They could operate the power windows or other controls or even make the vehicle move. Page
Keyless Access System You may even have to damage your vehicle to get in. In an emergency,
contact Cadillac Roadside Assistance. See Roadside Service on page Roadside Service. Page
69 Lock : Press this button to lock the doors. Page 70 Matching Transmitter s to Your Vehicle
Each Keyless Access system is coded to allow only transmitters programmed to your vehicle to
work. If a transmitter is lost or stolen, a replacement can be purchased and programmed
through your GM dealer. Your GM dealer can reprogram your vehicle so lost or stolen
transmitters no longer work with your vehicle. Page 71 The Canadian immobilizer standard
requires Canadian owners to see their GM dealer for matching new transmitters when a
recognized transmitter is not available. United States Owners are permitted to match a new
transmitter to their vehicle when a recognized transmitter is not available. Page Battery
Replacement If you have additional transmitters to program, this process can be repeated until
four transmitters have been programmed. When you are done programming transmitters, press
the unlock button on each keyless access transmitter twice. Page Remote Vehicle Start 3. Use a
battery type CR or equivalent. Reassemble the transmitter. Make sure to put it together so water
will not get in. Test the transmitter. Remote Vehicle Start This feature allows you to start the
engine from outside the vehicle. Page 74 Laws in some local communities may restrict the use
of remote starters, for example, requiring a person using remote start to have the vehicle in
view when doing so. Check local regulations for any requirements on remote starting of
vehicles. Do not use the remote start feature if your vehicle is low on fuel. When a door is

locked, the handle will not open it. You increase the chance of being thrown out of the vehicle in
a crash if the doors are not locked. The front doors can still be opened from the inside while the
doors are locked. Page Lockout Protection When you want to open a rear door when the
security lock is on, do the following: 1. Unlock the door using the remote keyless entry
transmitter, the front door power lock switch or by lifting the rear door manual lock. Page 78
Trunk Lid Release There are several ways to release the trunk lid. To disable valet mode, see
Valet Lockout Switch on page To open the door, do the following: 1. Pull down the rear seat
armrest. If it is locked, insert and turn the key counterclockwise in the lock on the door. They
can be overcome by the extreme heat and suffer permanent injuries or even death from heat
stroke. Never leave a child, a helpless adult, or a pet alone in a vehicle, especially with the
windows closed in warm or hot weather. Page Power Windows Power Windows The power
window switches are located on the armrest near each window. Page Programming The Power
Windows Programming the Power Windows If the battery on your vehicle has been recharged,
disconnected or is not working, you will need to reprogram each window for the express-up
feature to work. To program each window, follow these steps: 1. Page Sun Visors Express
Window Override A condition may exist that causes auto-reversal of the window due to weather
or an obstruction. In an emergency, the anti-pinch feature can be overridden in a supervised
mode. Hold the window switch all the way down in the express position. The window will rise for
as long as the switch is held. Although your vehicle has a number of theft-deterrent features, we
know that nothing we put on it can make it impossible to steal. Theft-Deterrent System Your
vehicle has a theft-deterrent alarm system. The security light is located on the instrument panel
cluster. Off : Press the left side of the valet lockout switch to turn the lockout feature off. Page
Retained Accessory Power Rap When the engine is off, press this button to place the vehicle in
accessory mode. This mode allows you to use things like the radio and the windshield wipers
while the engine is off. Use accessory mode if you must have your vehicle in motion while the
engine is off, for example, if your vehicle is being pushed or towed. This can also cause damage
to the starter motor. Page Automatic Transmission Operation 3. Plug it into a normal, grounded
volt AC outlet. You could be seriously injured. Your vehicle can roll. Do not leave your vehicle
when the engine is running unless you have to. If you have left the engine running, the vehicle
can move suddenly. Always upshift when necessary while using DSC. Your automatic
transmission has a Driver Shift Control DSC feature that allows you to change gears similar to a
manual transmission. Page Parking Brake Parking Brake The parking brake pedal is located on
the lower portion of the instrument panel to the left of the steering wheel. This vehicle has a
push-to-release parking brake pedal. To set the parking brake, hold the regular brake pedal
down with your right foot and push the parking brake pedal down with your left foot. Do not
park over papers, leaves, dry grass or other things that can burn. It contains the gas carbon
monoxide CO , which you cannot see or smell. But if you ever have to, here are some things to
know. Page Compass Variance Mirror Operation The automatic dimming feature comes on each
time the vehicle is started. The indicator light will illuminate when this feature is on. Find your
current location and variance zone number on the zone map that follows. Page Outside
Automatic Dimming Mirror The preferred mirror positions can be stored with the memory
option. To fold, push the mirror toward the vehicle. To return the mirror to its original position,
push outward. Page Outside Parallel Park Assist Mirror Outside Parallel Park Assist Mirror This
feature assists the driver by improving rear obstacle detection and is useful in viewing the curb
when parallel parking. Press the left or right mirror symbol on the selector control to choose the
driver or passenger outside mirror. This includes any garage door opener model manufactured
before April 1, Press and hold the newly-trained HomeLink and observe the indicator light.
Continue to hold both buttons until the HomeLink indicator light turns off. Page Sunroof
Sunroof The vehicle may have a power sunroof. The switches that operate the sunroof are
located on the overhead console. Express Open: The express open feature will operate from the
closed or partially open position. Page Vehicle Personalization Vehicle Personalization Your
vehicle is equipped with personalization that allows you to program certain features to a
preferred setting for up to two people. The number of programmable features varies depending
upon which vehicle options are purchased. Page 7. A check mark appears after this selection
when it is turned on and the entire list of personalization features will appear. Page 4. There is a
complete alphabet with both upper and lower case letters and the numbers zero through nine.
This will only occur when the vehicle is off. Page Auto Exit Seat The mode you selected is now
set. You can either exit the programming mode by following the instructions later in this section
or program the next feature available on your vehicle. Page To program the vehicle to a different
mode, use the following procedure: 1. The mode to which the vehicle was programmed may
have been changed since it left the factory. To program the vehicle to a different mode, use the
following procedure: 1. Page 3. When the mode is turned on, a check mark will appear next to

the feature name. The mode you selected is now set. Page Before your vehicle was shipped
from the factory, it was programmed to Mode 2. The mode to which the vehicle was
programmed may have been changed since the vehicle left the factory. To determine the mode
to which the vehicle is programmed or to program the vehicle to a different mode, use the
following procedure: 1. See Door Locks on page for more information. If you would like the front
passenger window to be deactivated when the window lockout button is pushed, turn this
feature on. Page Entering the Driver Selection Submenu To enter the memory programming
mode for your driver settings, use the following procedure: 1. Page Entering the Driver Exit
Settings Submenu To enter the memory programming mode for your exit settings, use the
following procedure: 1. Page Section 3 Instrument Panel Overview Page Section 3 Malfunction
Indicator Lamp Page The main components of your instrument panel are the following: A.
Instrument Panel Brightness Control. See Instrument Panel Brightness on page They also let
police know you have a problem. Page Heated Steering Wheel If the power tilt control is pressed
up or down and held in that position, there will be a slight movement and a slight pause
followed by a continuous movement in the direction the control is being pressed. See Turn and
Lane-Change Signals on page See Headlamps on page FCA also provides a visual warning with
no audible warning if you are following another vehicle much too closely. FCA uses the
Adaptive Cruise Control radar to detect a vehicle directly ahead, in your path, within a distance
of ft m. You could crash into a vehicle ahead of you. Do not rely on FCA on winding roads.
There may not be enough warning distance to the vehicle in front of you. If so, you may need to
turn off the engine and clean the lens. Flash-to-Pass This feature allows you to use the
high-beam headlamps to signal the driver in front of you that you want to pass. The closer you
move the band toward mist, the longer the delay. The windshield wiper lever must be in delay
for this feature to work. Low Speed : Put the lever in this position for slow, steady wiping
cycles. Page Windshield Washer Notice: Going through an automatic car wash with the wipers
on can damage them. Turn the wipers off when going through an automatic car wash. The
headlamp washers clear debris from the headlamp lenses. The headlamp washers are located to
the inside of the headlamps. To wash the headlamps, press the washer button located at the
end of the windshield wiper lever. Both the headlamps and the windshield will be washed. This
can really help on long trips. If you apply your brakes, the cruise control will shut off. Page
Resuming a Set Speed Suppose you set your cruise control at a desired speed and then you
apply the brake. This, of course, disengages the cruise control. Page Adaptive Cruise Control
Using Cruise Control on Hills How well your cruise control will work on hills depends upon your
speed, load and the steepness of the hills. When going up steep hills, you may have to step on
the accelerator pedal to maintain your speed. When going downhill, you may have to brake to
keep your speed down. Adaptive Cruise Control is an enhancement to traditional cruise control
and is not a safety system. It allows you to keep cruise control engaged in moderate traffic
conditions without having to constantly reset your cruise control. Do not use Adaptive Cruise
Control on winding roads. You could be startled and even lose control. The number indicates
the set speed. Make sure the set speed is visible on the HUD so you know the speed your
vehicle will accelerate to if a vehicle is not detected in your path. This picture shows a maximum
follow distance. The vehicles will move closer together as you select a smaller follow distance.
Page Approaching and Following a Vehicle The vehicle ahead symbol will only appear on the
HUD when a vehicle ahead is detected in your path. Your vehicle may accelerate toward objects,
such as a stopped vehicle that suddenly appears after the lead vehicle changes lanes. Your
complete attention is always required while driving and you should be ready to take action and
apply the brakes. You could crash into a vehicle ahead of you, or lose control of your vehicle.
Page Adaptive Cruise Control may detect a vehicle that is not in your lane and apply the brakes.
It could respond to signs, guardrails and other stationary objects when entering or exiting a
curve. Page Other Vehicle Lane Changes If another vehicle enters the same lane as you,
Adaptive Cruise Control will not detect the vehicle until it is completely in the lane. Be ready to
take action and apply the brakes yourself. These messages will appear to indicate a problem
with the Adaptive Cruise Control. AUTO mode, if enabled, will turn the exterior lamps on and off
depending upon how much light is available outside of the vehicle. Page Intellibeam Intelligent
High-Beam Headlamp Control System If your vehicle has this feature, be sure to read this entire
section before using it. Page Wiper Activated Headlamps Cleaning the Intellibeam Light Sensor
The light sensor is located on the inside of the vehicle in front of the interior rearview mirror.
Clean the light sensor window, periodically, using glass cleaner on a soft cloth. Gently wipe the
sensor window. Page Light Sensor When the automatic lights are enabled and it is dark enough
outside, the DRL will turn off and the low-beam headlamps will turn on. When it is bright enough
outside, the low-beam headlamps will go off, and the DRL will turn back on. If you start your
vehicle in a dark garage, the automatic headlamp system will come on immediately. The parking

lamps must be on for the fog lamps to work. The other lamps that come on with headlamps will
also come on. Then turn the knob clockwise to brighten the lights or counterclockwise to dim
them. If you turn the knob completely clockwise, the interior lamps will turn on. These lamps
come on automatically when any door is opened. For manual operation, press the button next to
each lamp to turn it on. Press it again to turn the lamp off. If the reading lamps are left on, they
automatically shut off 10 minutes after the ignition has been turned off. Press the top part of the
button to move the HUD image up. Press the bottom part of the button to move the HUD image
down. Page As light shines out from the HUD, it is possible for light to shine back in. When this
occurs, the display device within the HUD will be temporarily illuminated. URPA can help make
parking easier and help you avoid colliding with objects such as parked vehicles. When the
system turns on, the three lights on the display will illuminate for one and a half seconds to let
you know that the system is working. The outlets can be used to plug in electrical equipment
such as a cellular telephone, CB radio, etc. Your vehicle has one outlet in front of the center
console, one in the center console lid and there may be an additional outlet in the rear of the
center console. Page Climate Controls Cigarette Lighter Notice: Holding a cigarette lighter in
while it is heating will not allow the lighter to back away from the heating element when it is hot.
Damage from overheating may occur to the lighter or heating element, or a fuse could be blown.
Do not hold a cigarette lighter in while it is heating. Page 2. Choosing the coldest or warmest
temperature setting will not cause the system to heat or cool any faster. If you set the system at
the warmest temperature setting, the system will try to continuously heat the vehicle and will
not adjust the system down as the vehicle warms up. Page Fan : Press this switch to increase
or decrease the fan speed. Press AUTO to return to automatic operation. Page Under some
conditions, the air quality sensor system will not operate. In cold weather, the system may not
be active even if the AUTO indication is displayed because of concerns of fogging your
windows, which may occur by activating recirculation mode. Also, the air quality sensor system
will not remain in recirculation mode for extended periods of time that could cause stuffy or
very dry conditions in the vehicle. Page Defogging And Defrosting Sensors There is a solar
sensor located on the instrument panel, near the windshield. There is also an interior
temperature sensor located next to the steering wheel on the instrument panel. These sensors
monitor the solar radiation and the air inside your vehicle, then use the information to maintain
the selected temperature by initiating needed adjustments to the temperature, the fan speed and
the Page Outlet Adjustment The recirculation mode is cancelled when you enter defog mode. If
you select recirculation while in defog mode, it will be cancelled after 10 minutes. If you have
fogging on the side windows, remain in defog or defrost mode until they clear. Defrost :
Pressing the defrost button directs most of the air to the windshield, with some air directed to
the side windows and outboard panel outlets. Page Passenger Compartment Air Filter The right
knob controls the air delivery to the rear passengers. Operating with the rear air delivery off
may make the entire vehicle warm or cool less quickly. See Engine Compartment Overview on
page for more information on location. The pictures will help you locate them. Warning lights
and gages can signal that something is wrong before it becomes serious enough to cause an
expensive repair or replacement. Page Instrument Panel Cluster Instrument Panel Cluster The
instrument panel cluster is designed to let you know at a glance how your vehicle is running.
You will know how fast you are going, how much fuel you are using and many of the other
things you will need to know to drive safely and economically. The odometer mileage can be
checked without the vehicle running. Page Airbag Readiness Light This chime and light will be
repeated if the driver remains unbuckled and the vehicle is in motion. Airbag Readiness Light
There is an airbag readiness light on the instrument panel, which shows the airbag symbol. If
this light stays on, your vehicle needs service. You should take your vehicle to the dealer at
once. To save your battery until you get there, turn off all accessories. It may take longer to
stop. If the light is still on, have the vehicle towed for service. See Tire Pressure Monitor System
on page for more information. If the light does not go out or comes on and stays on while
driving, there may be a problem with the cooling system. Page Malfunction Indicator Lamp
Malfunction Indicator Lamp Check Engine Light Your vehicle is equipped with a computer which
monitors operation of the fuel, ignition, and emission control systems. This system is called
OBD II On-Board Diagnostics-Second Generation and is intended to assure that emissions are
at acceptable levels for the life of the vehicle, helping to produce a cleaner environment. Failure
to pass this inspection could prevent you from getting a vehicle registration. Page Security
Light This light tells you if there could be a problem with your engine oil pressure. That is a
check to be sure the light works. The light will go out when the cruise control is turned off.
Highbeam On Light This light comes on whenever the high-beam All messages will appear in
the DIC display located at the bottom of the instrument panel cluster, below the tachometer and
speedometer. You can also adjust the brightness of the HUD image. If the tire pressure is

normal, the value will display. If the tire pressure is low, LOW will appear on the display with the
value. This average is calculated based on the various vehicle speeds recorded since the last
reset of this display. Odometer Press the trip information button until the odometer appears on
the DIC display. The odometer shows the total distance the vehicle has been driven in either
miles or kilometers. This message will display when a problem with the charging system has
been detected. Have your vehicle serviced by your GM dealer. When this message displays, the
electrical system is charging less than 10 volts or the battery has been drained. If this message
appears immediately after starting the engine, it is possible that the generator can still recharge
the battery. You should recheck the gas cap to ensure that it is on and tightened properly. See
Engine Oil on page for more information on checking your engine oil. Immediately look for a
safe place to pull your vehicle over and turn the engine off right away to avoid severe engine
damage. Replace the battery in the transmitter. See Engine Oil on page for more information.
Notice: If you drive your vehicle while the engine oil pressure is low, severe engine damage may
occur. You should check to make sure that the door is closed completely. See Steering on page
Slippery road conditions may exist when this message is displayed, so adjust your driving
accordingly. See your GM dealer for service. A multiple chime will sound when this message is
displayed. Page Audio System S Audio System s Notice: Before adding any sound equipment to
your vehicle, like a tape player, CB radio, mobile telephone, or two-way radio, make sure that it
can be added by checking with your dealer. Also, check federal rules covering mobile radio and
telephone units. Volume : Turn this knob to increase or to decrease the volume. The CD must be
loaded to select the source and to play. Page Setting Preset Stations 4. To return to the original
display, repeatedly press the BACK F6 button or wait for the display to time out. To search for
stations, press the single arrow buttons. When battery power is removed and later applied, you
will not have to reset your radio presets. To choose an equalization setting EQ0 through EQ5 ,
perform the following steps: 1. The message may display the artist, song title, call in phone
numbers, etc. If the entire message does not appear on the display, parts of the message will
appear every three seconds until the message is completed. To activate program types, perform
the following steps: 1. The player will pull it in. If the ignition and the radio are on, the CD will
begin playing. A CD may be loaded with the radio off, but it will not start playing until the radio
is on. The CD will go to a track, play for 10 seconds, then go on to the next track. Page To insert
multiple CDs, do the following: 1. The ignition and the radio can be on or off. Press and hold the
load button for two seconds. Please Wait will appear on the display and you will hear a beep.
Press the MODE pushbutton again to turn off random play. Page Root Directory The root
directory will be treated as a folder. Page Track names longer than 32 characters or 4 pages will
be shortened. Press and hold this pushbutton to advance quickly within a track. Release this
pushbutton to play the passage. FWD and the elapsed time of the track will appear on the
display. Page Tune : Turning the tune knob will fast track reverse or advance through the tracks
in all folders or playlists. Turning this knob while in random will fast track reverse or advance
the tracks in sequential order. If any error occurs repeatedly or if an error cannot be corrected,
contact your GM dealer. If the radio displays an error message, write it down and provide it to
your GM dealer when reporting the problem. Use LOCAL when you are in urban areas where
there are several strong radio station signals and you want to limit the number of stations to
those with the strongest signals only. This item allows you to program certain features to a
preferred setting for up to two people. The number of available features varies depending upon
which options are purchased. Some audio controls can be adjusted at the steering wheel. Press
this button again, or any other radio button, to turn the sound on. Just as with FM, tall buildings
or hills can interfere with satellite radio signals, causing the sound to fade in and out. Make sure
that the inside surface of the rear window is not scratched and that the grid lines on the glass
are not damaged. If the inside surface is damaged, it could interfere with radio reception. Please
start with a very important safety device in your vehicle: Buckle up. Page Many adults â€” by
some estimates, nearly half the adult population â€” choose never to drink alcohol, so they
never drive after drinking. For persons under 21, it is against the law in every U. There are good
medical, psychological and developmental reasons for these laws. Page There is a gender
difference, too. Women generally have a lower relative percentage of body water than men.
Since alcohol is carried in body water, this means that a woman generally will reach a higher
BAC level than a man of her same body weight will when each has the same number of drinks.
You can have a serious â€” or even fatal â€” collision if you drive after drinking. Please do not
drink and drive or ride with a driver who has been drinking. Some people drive in spurts â€”
heavy acceleration followed by heavy braking â€” rather than keeping pace with traffic. This is a
mistake. Your brakes may not have time to cool between hard stops. Your brakes will wear out
much faster if you do a lot of heavy braking. Page Let us say the road is wet and you are driving
safely. Suddenly, an animal jumps out in front of you. You slam on the brakes and continue

braking. Here is what happens with ABS: A computer senses that wheels are slowing down. If
one of the wheels is about to stop rolling, the computer will separately work the brakes at each
wheel. You may hear the anti-lock pump or motor operate, and feel the brake pedal pulsate, but
this is normal. Braking in Emergencies With anti-lock, you can steer and brake at the same time.
Page Magnetic Ride Control You should turn the system off if your vehicle ever gets stuck in
sand, mud or snow and rocking the vehicle is required. Page Steering Steering Power Steering
If you lose power steering assist because the engine stops or the system is not functioning, you
can steer but it will take much more effort. Speed Variable Assist Steering Your vehicle has a
steering system that continuously adjusts the effort you feel when steering at all vehicle
speeds. Maintain a reasonable, steady speed. Wait to accelerate until you are out of the curve,
and then accelerate gently into the straightaway. To help you steer in the direction you want to
go, during certain sharp or sudden cornering maneuvers, gear selection is controlled. If the
level of the shoulder is only slightly below the pavement, recovery should be fairly easy. Ease
off the accelerator and then, if there is nothing in the way, steer so that your vehicle straddles
the edge of the pavement. For one thing, following too closely reduces your area of vision,
especially if you are following a larger vehicle. Also, you will not have adequate space if the
vehicle ahead suddenly slows or stops. Page Loss Of Control Loss of Control Let us review
what driving experts say about what happens when the three control systems â€” brakes,
steering, and acceleration â€” do not have enough friction where the tires meet the road to do
what the driver has asked. One reason is that some drivers are likely to be impaired â€” by
alcohol or drugs, with night vision problems, or by fatigue. It can take a second or two, or even
several seconds, for your eyes to re-adjust to the dark. When you are faced with severe glare, as
from a driver who does not lower the high beams, or a vehicle with misaimed headlamps, slow
down a little. Page The heavier the rain, the harder it is to see. Even if your windshield wiper
blades are in good shape, a heavy rain can make it harder to see road signs and traffic signals,
pavement markings, the edge of the road, and even people walking. So much water can build up
under your tires that they can actually ride on the water. This can happen if the road is wet
enough and you are going fast enough. When your vehicle is hydroplaning, it has little or no
contact with the road. Page City Driving City Driving One of the biggest problems with city
streets is the amount of traffic on them. You will want to watch out for what the other drivers are
doing and pay attention to traffic signals. Page Freeway Driving Freeway Driving Mile for mile,
freeways â€” also called thruways, parkways, expressways, turnpikes, or superhighways â€”
are the safest of all roads. But they have their own special rules. The most important advice on
freeway driving is: Keep up with traffic and keep to the right. Drive at the same speed most of
the other drivers are driving. Page Before Leaving On A Long Trip Just before you leave the
lane, glance quickly over your shoulder to make sure there is not another vehicle in your blind
spot. Once you are moving on the freeway, make certain you allow a reasonable following
distance. Expect to move slightly slower at night. When you want to leave the freeway, move to
the proper lane well in advance. Are all windows clean inside and outside? Your brakes will
have to do all the work of slowing down. They could get so hot that they would not work well.
You would then have poor braking or even none going down a hill. Also see Tires on page
However, if there is snow or ice between your tires and the road, you can have a very slippery
situation. You will have a lot less traction, or grip, and will need to be very careful. Even though
you have the anti-lock braking system, you will want to begin stopping sooner than you would
on dry pavement. You can run the engine to keep warm, but be careful. Start the engine again
and repeat this only when you feel really uncomfortable from the cold. But do it as little as
possible. Preserve the fuel as long as you can. To help keep warm, you can get out of the
vehicle and do some fairly vigorous exercises every half hour or so until help comes. That will
clear the area around your front wheels. The tire and loading information label shows the
number of occupant seating positions A , and the maximum vehicle capacity weight B in
kilograms and pounds. The GVWR includes the weight of the vehicle, all occupants, fuel and
cargo and tongue weight, if pulling a trailer. Page Towing If you put things inside your vehicle,
like suitcases, tools, packages, or anything else, they will go as fast as the vehicle goes. If you
have to stop or turn quickly, or if there is a crash, they will keep going. Some vehicles have
restrictions on how far and how long they can tow. For example, if the trailer is too heavy, the
brakes may not work well â€” or even at all. Box Detroit, MI Page Weight Of The Trailer Tongue
Weight of the Trailer Tongue The tongue load A of any trailer is an important weight to measure
because it affects the total or gross weight of your vehicle. The Gross Vehicle Weight GVW
includes the curb weight of the vehicle, any cargo you may carry in it, and the people who will
be riding in the vehicle. Page Safety Chains Safety Chains You should always attach chains
between your vehicle and your trailer. Cross the safety chains under the tongue of the trailer so
that the tongue will not drop to the road if it becomes separated from the hitch. Instructions

about safety chains may be provided by the hitch manufacturer or by the trailer manufacturer.
Page Following Distance Following Distance Stay at least twice as far behind the vehicle ahead
as you would when driving your vehicle without a trailer. This can help you avoid situations that
require heavy braking and sudden turns. Passing You will need more passing distance up
ahead when you are towing a trailer. Page Driving On Grades Driving on Grades Reduce speed
and shift to a lower gear before you start down a long or steep downgrade. If you do not shift
down, you might have to use your brakes so much that they would get hot and no longer work
well. Let up on the brake pedal. Page Section 5 Tire Chains Page Service Service Your dealer
knows your vehicle best and wants you to be happy with it. We hope you will go to your dealer
for all your service needs. You will get genuine GM parts and GM-trained and supported service
people. We hope you will want to keep your GM vehicle all GM. It tells you much more about
how to service your vehicle than this manual can. To order the proper service manual, see
Service Publications Ordering Information on page This may cause wind noise and affect
windshield washer performance. Check with your dealer before adding equipment to the outside
of your vehicle. Do not use fuel containing methanol. It can corrode metal parts in your fuel
system and also damage the plastic and rubber parts. That damage would not be covered under
your warranty. To help avoid injuries to you and others, read and follow all the instructions on
the pump island. Turn off your engine when you are refueling. Do not smoke if you are near fuel
or refueling your vehicle. Fuel can spray out on you if you open the fuel cap too quickly. This
spray can happen if your tank is nearly full, and is more likely in hot weather. Open the fuel cap
slowly and wait for any hiss noise to stop. Static electricity discharge from the container can
ignite the gasoline vapor. You can be badly burned and your vehicle damaged if this occurs.
Pull the hood release lever inside the vehicle. It is located on the lower left side of the
instrument panel. These sight shields need to be removed in order to access some of the
underhood components in your vehicle. To remove the sight shields, turn the fasteners on each
side to the left until they pop out. Then remove the fasteners and lift the shields up and away
from the shock towers that support them. Page After you have removed the sight shields if
equipped on the 4. Underhood Fuse Block. See Underhood Fuse Block on page See Battery on
page Passenger Compartment Air Filter. See Passenger Compartment Air Filter on page In order
to get an accurate reading, the oil must be warm and the vehicle must be on level ground. The
engine oil dipstick handle is a yellow loop. But you must use the right kind. This section
explains what kind of oil to use. These numbers on an oil container show its viscosity, or
thickness. Do not use other viscosity oils such as SAE 20W Oils meeting these requirements
should also have the starburst symbol on the container. You can add substitute oil designated
SAE 5W with the starburst symbol at all temperatures. Anytime your oil is changed, reset the
system so it can calculate when the next oil change is required. Page Automatic Transmission
Fluid 5. If you use this coolant mixture, you do not need to add anything else. CAUTION:
Turning the surge tank pressure cap when the engine and radiator are hot can allow steam and
scalding liquids to blow out and burn you badly. Coolant contains ethylene glycol, and it will
burn if the engine parts are hot enough. Stay away from the engine if you see or hear steam
coming from it. Just turn it off and get everyone away from the vehicle until it cools down. Page
Overheated Engine Protection If you get the overheat warning with no sign of steam, try this for
a minute or so: 1. Page Cooling System Cooling System When you decide it is safe to lift the
hood, here is what you will see: 3. Electric Engine Cooling Fans B. If it is not, you may have a
leak at the pressure cap or in the radiator hoses, heater hoses, radiator, water pump or
somewhere else in the cooling system. They are under pressure, and if you turn the coolant
surge tank pressure cap â€” even a little â€” they can come out at high speed. Never turn the
cap when the cooling system, including the coolant surge tank pressure cap, is hot. Page If no
coolant is visible in the surge tank, add coolant as follows: 1. You can remove the coolant surge
tank pressure cap when the cooling system, including the coolant surge tank pressure cap and
upper radiator hose, is no longer hot. Turn the pressure cap slowly counterclockwise left about
one-quarter turn and then stop. Page Power Steering Fluid 5. Then replace the pressure cap. Be
sure the pressure cap is hand-tight and fully seated. Start the engine and allow it to warm up.
See Engine Compartment Overview on page for reservoir location and access. See
Recommended Fluids and Lubricants on page Disc brake pads have built-in wear indicators that
make a high-pitched warning sound when the brake pads are worn and new pads are needed.
Its many parts have to be of top quality and work well together if the vehicle is to have really
good braking. Your vehicle was designed and tested with top-quality GM brake parts. Page
Jump Starting Jump Starting If your battery has run down, you may want to use another vehicle
and some jumper cables to start your vehicle. Be sure to use the following steps to do it safely.
See Engine Compartment Overview on page for more information on the location of the battery.
Keep hands, clothing and tools away from any underhood electric fan. People have been hurt

doing this, and some have been blinded. Page 5. Check that the jumper cables do not have
loose or missing insulation. If they do, you could get a shock. The vehicles could be damaged
too. Before you connect the cables, here are some basic things you should know. Page 8. Now
connect the black negative cable to the negative terminal of the good battery. Use a remote
negative terminal if the vehicle has one. Do not let the other end touch anything until the next
step. The other end of the negative cable does not go to the dead battery. Page All-Wheel Drive
To disconnect the jumper cables from both vehicles, do the following: 1. Disconnect the black
negative cable from the vehicle that had the dead battery. Disconnect the black negative cable
from the vehicle with the good battery. Have it inspected and repaired. How to Check Lubricant
A. For any bulb changing procedure not listed in this section, contact your dealer. Turn Signal
Lamp B. Fog Lamp If the fog lamp needs to be replaced, see your dealer. To replace a turn
signal lamp bulb, do the following: 1. Remove the protection shield located on the underside of
the front of the vehicle by pulling out the push-pins located on the underside of the protection
shield. Open the trunk. Pull out the push pins holding down the top portion of the cloth cover.
Fold the cover down slightly and locate the lamp assembly. Turn the socket counterclockwise
and pull it straight out to remove it from the lamp assembly. See Scheduled Maintenance on
page For proper windshield wiper blade length and type, see Normal Maintenance Replacement
Parts on page Page Tires Notice: Allowing the wiper blade arm to touch the windshield when no
wiper blade is installed could damage the windshield. Any damage that occurs would not be
covered by your warranty. Do not allow the wiper blade arm to touch the windshield. Page Tire
Sidewall Labelling Winter Tires If you expect to drive on snow or ice covered roads often, you
may want to get winter tires for your vehicle. All season tires provide good overall performance
on most surfaces but they may not offer the traction you would like or the same level of
performance as winter tires on snow or ice covered roads. Page Tire Size Tire Size The
following illustration shows an example of a typical passenger vehicle tire size. Air pressure is
expressed in pounds per square inch psi or kilopascal kPa. Accessory Weight: This means the
combined weight of optional accessories. Page Load Index: An assigned number ranging from
1 to that corresponds to the load carrying capacity of a tire. The maximum air pressure is
molded onto the sidewall. Sustained high-speed driving, causes excessive heat build up and
can cause sudden tire failure. You could have a crash and you or others could be killed. When
the tire pressure monitoring system warning light is lit, one or more Page The TPM matching
process is outlined below: 1. Set the parking brake. Press the lock and unlock buttons, at the
same time, on the Keyless Access transmitter. Operation is subject to the following two
conditions: 1. This device may not cause interference. This device must accept any interference
received, including interference that may cause undesired operation. Page The purpose of
regular rotation is to achieve more uniform wear for all tires on the vehicle. Page Uniform Tire
Quality Grading Uniform Tire Quality Grading Quality grades can be found where applicable on
the tire sidewall between tread shoulder and maximum section width. Sustained high
temperature can cause the material of the tire to degenerate and reduce tire life, and excessive
temperature can lead to sudden tire failure. Page Used Replacement Wheels If you need to
replace any of your wheels, wheel bolts or wheel nuts, replace them only with new GM original
equipment parts. This way, you will be sure to have the right wheel, wheel bolts and wheel nuts
for your vehicle. Tire chains used on a vehicle without the proper amount of clearance can
cause damage to the brakes, suspension or other vehicle parts. The vehicle can slip off the jack
and roll over or fall on you or other people. The following information will tell you next how to
use the jack and change a tire. Remove the compact spare tire. See Compact Spare Tire on page
for more information about the compact spare tire. Turn the wheel wrench clockwise to gently
pry off the wheel cover. Page 1. Place the wheel wrench A securely over the wheel nut B. Turn
the wheel wrench counterclockwise to loosen all the wheel nuts. Find the jacking location using
the diagram above and corresponding hoisting notches located in the plastic molding. If the
vehicle slips off the jack you could be badly injured or killed. Never get under a vehicle when it
is supported only by a jack. The wheel could come off and cause an accident. Page Place the
compact Tighten each wheel nut by turning it clockwise with spare tire on the wheel-mounting
surface. Put the wheel nuts back on with the rounded end of the nuts toward the wheel. Lower
the vehicle by turning the wheel wrench your hand until the wheel is held against the hub. This
could lead to an accident. Be sure to use the correct wheel nuts. If you have to replace them, be
sure to get new GM original equipment wheel nuts. In a sudden stop or collision, loose
equipment could strike someone. Store all these in the proper place. It should be 60 psi kPa. Do
not use any of these products unless this manual says you can. Page Vinyl 4. Start cleaning
from the seams into the stain to avoid a ring effect. Continue cleaning, using a clean area of the
cloth each time it becomes soiled. When the stain is removed, blot the cleaned area with
another dry, clean, soft, white cloth. Using Cleaner on Fabric 1. Page Leather Leather Use a soft

cloth with lukewarm water and a mild soap or saddle soap and wipe dry with a soft cloth. Then,
let the leather dry naturally. Do not use heat to dry. If you do, it may severely weaken them. In a
crash, they might not be able to provide adequate protection. Clean safety belts only with mild
soap and lukewarm water. GM-approved cleaning products can be obtained from your dealer.
The clearcoat gives more depth and gloss to the colored basecoat. Keep the wheels clean using
a soft clean cloth with mild soap and water. Rinse with clean water. After rinsing thoroughly, dry
with a soft clean towel. A wax may then be applied. Page Sheet Metal Damage Sheet Metal
Damage If the vehicle is damaged and requires sheet metal repair or replacement, make sure
the body repair shop applies anti-corrosion material to parts repaired or replaced to restore
corrosion protection. Original manufacturer replacement parts will provide the corrosion
protection while maintaining the warranty. Tar and Road Oil Removes tar, road oil, Remover and
asphalt. Chrome Cleaner and Use on chrome or Polish stainless steel. You can see it if you look
through the windshield from outside your vehicle. Some add-on electrical equipment can keep
other components from working as they should. Fuses and Circuit Breakers The wiring circuits
in your vehicle are protected from short circuits by a combination of fuses, circuit breakers and
fusible thermal links. See Engine Compartment Overview on page for more information on
location, and removal procedure for the front compartment underhood sights shields. Page To
reinstall the rear seat cushion, do the following: CAUTION: A safety belt that is not properly
routed through the seat cushion or is twisted will not provide the protection needed in a crash.
If the safety belt has not been routed through the seat cushion at all, it will not be there to work
for the next passenger. Page Rear Underseat Fuse Block 2. Slide the rear of the cushion up and
under the seatback so the rear-locating guides hook into the wire loops on the back frame. With
the seat cushion lowered, push rearward and then press down on the seat cushion until the
spring locks on both ends engage. See Recommended Fluids and Lubricants on page for more
information. Page Section 6 Maintenance Schedule Page Maintenance Schedule Maintenance
Schedule Introduction Important: Keep engine oil at the proper level and change as
recommended. Have you purchased the GM Protection Plan? The Plan supplements your new
vehicle warranties. See your Warranty and Owner Assistance booklet or your dealer for details.
See Loading Your Vehicle on page Have your vehicle serviced as soon as possible within the
next miles 1 km. It is possible that, if you are driving under the best conditions, the engine oil
life system may not indicate that vehicle service is necessary for over a year. See Engine Oil on
page Reset oil life system. See Engine Oil Life System on page An Emission Control Service.
Visually check for any leaks or damage. See footnote k. Service and Miles Kilometers Inspect
fuel system for damage or leaks. Inspect exhaust system for loose or damaged components.
We, however, urge that all recommended maintenance services be performed at the indicated
intervals and the maintenance be recorded. Engine Oil Level Check Check the engine oil level
and add the proper oil if necessary. See Engine Oil on page for further details. Notice: It is
important to check your oil regularly and keep it at the proper level. If the vehicle moves, you or
others could be injured. Before you start, be sure you have enough room around the vehicle.
You or others could be injured and property could be damaged. Make sure there is room in front
of your vehicle in case it begins to roll. Page Maintenance Record Maintenance Record After the
scheduled services are performed, record the date, odometer reading, who performed the
service and the type of services performed in the boxes provided. See Maintenance
Requirements on page in this section. Any additional information from Owner Checks and
Services on page can be added on the following record pages. Sometimes, however, despite the
best intentions of all concerned, misunderstandings can occur. It provides every Cadillac owner
with the advantage of contacting a Cadillac advisor and, where available, a Cadillac trained
dealer technician who can provide on-site service. Page Courtesy Transportation Service
Center. Any customer who has access to a TTY or a conventional teletypewriter can
communicate with Cadillac by dialing from the United States or Canada â€” daily, 24 hours.
Page Transportation Options Transportation Options Warranty service can generally be
completed while you wait. However, if you are unable to wait Cadillac helps minimize your
inconvenience by providing several transportation options. Depending on the circumstances,
your dealer can offer you one of the following Page Vehicle Data Collection And Event Data
Recorders Courtesy Transportation is available only at participating dealers and all program
options, such as shuttle service, may not be available at every dealer. All Courtesy
Transportation arrangements will be administered by ap
square d 30 amp disconnect
switch diagram wiring
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propriate dealer personnel. Page Reporting Safety Defects To read this information, special

equipment is needed and access to the vehicle or the device that stores the data is required.
Page Service Bulletins Service Bulletins Service Bulletins give technical service information
needed to knowledgeably service General Motors cars and trucks. Each bulletin contains
instructions to assist in the diagnosis and service of your vehicle. Page Accessory Power
Outlets Page Audio Systems Radio Personalization Page Child Restraints cont. Page Customer
Assistance Information cont. Customer Assistance Offices Page Gage cont. Page Keyless
Access System Page Magnetic Ride Control Page Other Warning Devices Page Radios cont.
Radio Personalization Page Safety Belts cont. Page Storage Areas cont. Cupholder s Page
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