2006 grand prix engine diagram

Typical engine data sensor and control component locations on the GM 3. Click on numbers
below image for component information. Fuel pressure regulator 2. Mass Airflow sensor MAF 4.
Throttle Body 5. Fuel Injector 7. PCV Valve 8. Coolant Temp sensor ECT 9. Evap Purge Solenoid
EGR Valve Question: where is the vehicle speed sensor. Answer: In most cars, the vehicle
speed sensor is located in the tail shaft housing of the transmission. This is where the axle
comes out on the passenger side of the trans. On front wheel drive cars. Best viewed from
under the car. Where is the map sensor on this GM v6? The MAP sensor is located in position 7
on the picture above. The MAP sensor is on top with an electrical connector. The PCV valve is
under the sensor. The sensor and the retainer unscrew from the manifold, and the PCV is
inside. It is strictly for diesels. Where's the PCV valve located on a supercharged engine? On
the supercharged, it is located under a square metal plate, in similar location as EGR valve on
the non-supercharged. See Above. Where is the Ambient Air Temperature sensor located at?
That ambient air temp sensor is located on the front core support, in front of the radiator. Left or
right side depending on make, model, and year vehicle. On the V6, the camshaft position sensor
is located behind the water pump pulley. If you were to look at the pulley straight on, it is at
about the 9 o'clock position. Where is the crank sensor located at. Buick Lesabre v Temperature
gauge needle laying down to the right past the H. Only moves,jumps a quarter of a inch when
ignition is turned on. Bad temperature sensor? The temp sensor only gives a reading to the
gauge with the key ON, so this is most likely an instrument panel cluster gauges problem. Ok I
replaced that temperature sensor in the photo above, and the new one I got had just two
terminals, while the old plug has three receptacles. Sounds like the parts guy gave you the
wrong sensor. Some cars have 1 for the gauge or light, and another for the computer. Where are
the air bag sensor location s? If you are referring to the front end discriminating sensor, that
depends on which airbag sensor you are referring to, and what make, model and year. I have a
series III 3. Hard suction when removing oil cap Replace PCV valve and seal and spring..
Problem still there.. If the PCV valve and O rings are not the problem, then the lower intake
manifold gaskets probably are causing your problem. There are 2 other sensor where my MAF
sensor is what are they? There would be a Intake Air Temperature sensor that is located in the
rubber boot to the throttle body. And depending on the year of your vehicle, there could be an
Idle Air Control Valve, that is just past the MAF sensor and on the throttle body. I have a Pontiac
and it had a check engine light on that read TPS sensor low voltage. I cleared the code and the
engine died and won't start anymore. Mine is 0. TPS voltage should be around. If you are
showing 0, check each wire at the connector by pulling on them to see if one breaks. Q and A
Main. How Things Work. Quick Links. Table of Contents. Seats and Restraint Systems Features
and Controls Starting and Operating Your Vehicle. Instrument Panel Warning Lights, Gages, and
Indicators. Driving Your Vehicle Your Driving, the Road, and Your Vehicle. Service and
Appearance Care Windshield Wiper Blade Replacement. Maintenance Schedule Customer
Assistance and Information Customer Assistance and Information. Automobile Pontiac Torrent
Owner's Manual pages. Keep this manual in the vehicle, so it will be there if it is needed while
you are on the road. Page 3 Safety Warnings and Symbols There are a number of safety
cautions in this book. A notice tells about something that can damage the vehicle. Page 5 These
are some examples of symbols that may be found on the vehicle Slide the seat to where you
want it and release the bar. Try to move the seat with your body to be sure the seat is locked in
place. The control is located on the outboard side of the seat cushion. Press the control forward
to increase lumbar support. Press the control rearward to decrease lumbar support. Release the
lever to lock the seatback in place. Page 11 Do not have a seatback reclined if the vehicle is
moving. Even if you buckle up, your safety belts cannot do their job when you are reclined like
this. The shoulder belt cannot do its job because it will not be against your body. Press the
release button, located at the base of the head restraint, and push the head restraint down to
lower it. This could cause severe injury or even death. Push the seatback forward until it locks
in place. To return the seatback to the upright position, pull up on the lever on the back of the
seat. Push the seatback up until it locks in place. This gives direct access to the trunk. Make
sure the front seats are not reclined. If they are, the rear seatback s may not fold down all the
way. It also tells you some things you should not do with safety belts. Here is why: They work.
You never know if you will be in a crash. If you do have a crash, you do not know if it will be a
bad one. A few crashes are mild, and some crashes can be so serious that even buckled up, a
person would not survive. Page 18 Put someone on it. Then stop the vehicle. The rider does not
stop. Page 19 The person keeps going until stopped by something. In or the instrument panel
With safety belts, you slow down as the vehicle does. You get more time to stop. You stop over
more distance, and your strongest bones take the forces. That is why safety belts make such
good sense. Page 21 If I am a good driver, and I never drive far from home, why should I wear
safety belts? You may be an excellent driver, but if you are in an accident â€” even one that is

not your fault â€” you and your passengers can be hurt. Here is how to wear it properly. Close
and lock the door. Adjust the seat so you can sit up straight. Page 23 6. To make the lap part
tight, pull up on the shoulder belt. The lap part of the belt should be worn low and snug on the
hips, just touching the thighs. In a crash, this applies force to the strong pelvic bones. And you
would be less likely to slide under the lap belt. Page 24 What is wrong with this? The shoulder
belt is too loose. It will not give nearly as much protection this way. In a crash, you would move
forward too much, which could increase injury. Page 25 What is wrong with this? The belt is
buckled in the wrong place. In a crash, the belt would go up over your abdomen. The belt forces
would be there, not at the pelvic bones. Page 26 What is wrong with this? The shoulder belt is
worn under the arm. It should be worn over the shoulder at all times. In a crash, your body
would move too far forward, which would increase the chance of head and neck injury. Page 27
What is wrong with this? The belt is twisted across the body. In a crash, you would not have the
full width of the belt to spread impact forces. Page 28 To unlatch the belt, just push the button
on the buckle. The belt should go back out of the way. Before you close the door, be sure the
belt is out of the way. If you slam the door on it, you can damage both the belt and your vehicle.
Like all occupants, they are more likely to be seriously injured if they do not wear safety belts. A
pregnant woman should wear a lap-shoulder belt, and the lap portion should be worn as low as
possible, below the rounding, throughout the pregnancy. Page 30 Lap-Shoulder Belt All rear
seat positions have lap-shoulder belts. Here is how to wear one properly. Pick up the latch plate
and pull the belt across you. Do not let it get twisted. The shoulder belt may lock if you pull the
belt across you very quickly. Page 31 The lap part of the belt should be worn low and snug on
the hips, just touching the thighs. If you slid under it, the belt would apply force at your
abdomen. Page 32 Rear Safety Belt Comfort Guides Rear shoulder belt comfort guides may
provide added safety belt comfort for older children who have outgrown booster seats and for
some adults. When installed on a shoulder belt, the comfort guide positions the belt away from
the neck and head. Page 33 2. Slide the guide under and past the belt. The elastic cord must be
under the belt. Then, place the guide over the belt, and insert the two edges of the belt into the
slots of the guide. The elastic cord must be under the belt and the guide on top. The person
wearing the belt could be seriously injured. The shoulder belt should go over the shoulder and
across the chest. These parts of the body are best able to take belt restraining forces. Page 35
Safety Belt Pretensioners Your vehicle has safety belt pretensioners for the driver and right
front passenger. Although you cannot see them, they are located on the buckle end of the
safety belts. An older child should wear a lap-shoulder belt and get the additional restraint a
shoulder belt can provide. Here two children are wearing the same belt. The belt can not
properly spread the impact forces. In a crash, the two children can be crushed together and
seriously injured. A belt must be used by only one person at a time. Here a child is sitting in a
seat that has a lap-shoulder belt, but the shoulder part is behind the child. If the child wears the
belt in this way, in a crash the child might slide under the belt. This includes infants and all
other children. Neither the distance traveled nor the age and size of the traveler changes the
need, for everyone, to use safety restraints. In fact, the law in every state in the United States
and in every Canadian province says children up to some age must be restrained while in a
vehicle. Airbags plus lap-shoulder belts offer protection for adults and older children, but not
for young children and infants. Page 41 For most basic types of child restraints, there are many
different models available. When purchasing a child restraint, be sure it is designed to be used
in a motor vehicle. If it is, the restraint will have a label saying that it meets federal motor vehicle
safety standards. A child restraint system is any device designed for use in a motor vehicle to
restrain, seat, or position children. A built-in child restraint system is a permanent part of the
motor vehicle. Page 45 When securing an add-on child restraint, refer to the instructions that
come with the restraint which may be on the restraint itself or in a booklet, or both, and to this
manual. The child restraint instructions are important, so if they are not available, obtain a
replacement copy from the manufacturer. Page Where To Put The Restraint Where to Put the
Restraint Accident statistics show that children are safer if they are restrained in the rear rather
than the front seat. We recommend that child restraints be secured in a rear seat, including an
infant riding in a rear-facing infant seat, a child riding in a forward-facing child seat and an older
child riding in a booster seat. This system is designed to make installation of a child restraint
easier. A top tether anchor is built into the vehicle. The top tether attachment B on the child
restraint connects to the top tether anchor in the vehicle in order to reduce the forward
movement and rotation of the child restraint during driving or in a crash. Lower Anchor :
Seating positions with two lower anchors. Open the trim cover to access the anchors. Be sure
to use an anchor located on the same side of the vehicle as the seating position where the child
restraint will be placed. Attaching more than one child restraint to a single anchor could cause
the anchor or attachment to come loose or even break during a crash. Page 53 3. Buckle the

belt. Make sure the release button is 4. Pull the rest of the shoulder belt all the way out of
positioned so you would be able to unbuckle the the retractor to set the lock. To tighten the belt,
push down on the child restraint, pull the shoulder portion of the belt to tighten the lap portion
of the belt and feed the shoulder belt back into the retractor. Page 56 3. The child restraint
instructions will show you how. Make sure the release button is positioned so you would be
able to unbuckle the safety belt quickly if you ever had to. Page 57 6. Page Airbag System
Airbag System Your vehicle has a frontal airbag for the driver and a frontal airbag for the right
front passenger. Your vehicle may also have roof-mounted side impact airbags. Roof-mounted
side impact airbags are available for the driver and the passenger seated directly behind the
driver and for the right front passenger and the passenger seated directly behind that
passenger. And, for some unrestrained occupants, frontal airbags may provide less protection
in frontal crashes than more forceful airbags have provided in the past. Airbags plus
lap-shoulder belts offer the best protection for adults, but not for young children and infants.
Page 62 The side impact airbag for the driver and the person seated directly behind the driver is
in the ceiling above the side windows. Do not put anything between an occupant and an airbag,
and do not attach or put anything on the steering wheel hub or on or near any other Your
vehicle is equipped with electronic frontal sensors which help the sensing system distinguish
between a moderate frontal impact and a more severe frontal impact. See Airbag System on
page Additional windshield breakage may also occur from the right front passenger airbag.
Accident statistics show that children are safer if they are restrained in the rear rather than the
front seat. Page Servicing Your Airbag-Equipped Vehicle You may want to consider not using
seat covers or other aftermarket equipment if your vehicle has the passenger sensing system.
Page 72 Adding Equipment to Your Airbag-Equipped Vehicle Is there anything I might add to the
front or sides of the vehicle that could keep the airbags from working properly? Page Restraint
System Check Restraint System Check Checking the Restraint Systems Now and then, make
sure the safety belt reminder light and all your belts, buckles, latch plates, retractors and
anchorages are working properly. Look for any other loose or damaged safety belt system
parts. If you see anything that might keep a safety belt system from doing its job, have it
repaired. If belts are cut or damaged, replace them. Collision damage also may mean you will
need to have LATCH system, safety belt or seat parts repaired or replaced. New parts and
repairs may be necessary even if the belt or LATCH system was not being used at the time of
the collision. They could operate the power windows or other controls or even make the vehicle
move. The children or others could be badly injured or even killed. The key comes with a bar
coded tag attached to the key ring. Keep this bar coded tag and give it to your dealer if a new
key needs to be made. Operation is subject to the following two conditions: 1. This device may
not cause interference. This device must accept any interference received, including
interference that may cause undesired operation of the device. Page Battery Replacement
Matching Transmitter s to Your Vehicle Each remote keyless entry transmitter is coded to
prevent another transmitter from unlocking your vehicle. If a transmitter is lost or stolen, a
replacement can be purchased through your GM dealer. Remember to bring any additional
transmitters with you when you go to your dealer. Page Remote Vehicle Start 2. Remove the old
battery and replace it with the new one. Use one three-volt, CR battery, or equivalent type. Put
the two halves back together. Make sure the cover is on tight so water will not get inside the
transmitter. Page 82 Remote Start : If your vehicle has the remote vehicle start feature, the
keyless entry transmitter will have a button with this symbol on it. To start the vehicle using the
remote start feature, do the following: 1. Aim the transmitter at the vehicle. When a door is
locked, the handle will not open it. You increase the chance of being thrown out of the vehicle in
a crash if the doors are not locked. Page Power Door Locks Power Door Locks To lock or
unlock all doors from inside the vehicle, use the power door lock switch located on either front
door. If someone needs to get in or out of the vehicle after the doors have been locked, place
the shift lever into PARK P. Page Lockout Protection When you want to open a rear door when
the security lock is on, do the following: 1. Unlock the door using the remote keyless entry
transmitter, if equipped, the power door lock switch, or by lifting the rear door manual lock. If
the vehicle has lost power, you can open the trunk by lowering the rear seat and pulling the
emergency trunk release handle located in the trunk. They can be overcome by the extreme heat
and suffer permanent injuries or even death from heat stroke. Never leave a child, a helpless
adult, or a pet alone in a vehicle, especially with the windows closed in warm or hot weather.
Push the switch rearward or forward to open or close the window. The top switches operate the
front windows, and the bottom switches operate the rear windows. Each passenger door also
has a switch that operates that window. Pull on the inside edges of the sun visors to swing
them from the front windshield to the side window. Visor Vanity Mirror Raise the cover on the
top of the sun visor to expose the vanity mirror. The door needs to be in the open position when

pressing the power door lock switch. The red light will go out to show that the system is
disarmed. Disarming with Your Key The alarm system will disarm when the key is used to
unlock the doors. PASS-Key theft-deterrent system. This means nothing special needs to be
done to arm or disarm the system. It works when the key is inserted or removed from the
ignition. Page Starting And Operating Your Vehicle The following procedure is for programming
a new or replacement key when you have at least one already programmed key. To program the
new key do the following: 1. Verify that the new key has PK3 stamped on it. Insert the master
key in the ignition and start the engine. Page Ignition Positions Ignition Positions The ignition
switch is located on the instrument panel, to the right of the steering column. There are four
different positions. Insert the key in the ignition and turn it to the right for each position. OFF :
This position locks the ignition, steering wheel and transaxle. The engine will not start in any
other position â€” that is a safety feature. The vehicle will start easier and get better fuel
economy during engine warm-up. This system allows the engine to operate on either all or half
of its cylinders, depending on your driving conditions. When less power is required, such as
cruising at a constant vehicle speed, the system will operate in the half cylinder mode, allowing
your vehicle to achieve better fuel economy. It is the best position to use when the engine is
started because the vehicle cannot move easily. You could lose control and hit people or
objects. Do not shift into a drive gear while your engine is running at high speed. Page 3. The
paddles are located on the steering wheel. They are used to up-shift or down-shift the transaxle.
Push either paddle once to up-shift to the next gear. Pull either paddle once to down-shift to the
next gear. To set the parking brake, hold the regular brake pedal down with the right foot. Push
down on the parking brake pedal, with the left foot. Your vehicle can roll. If you have left the
engine running, the vehicle can move suddenly. Do not park over papers, leaves, dry grass, or
other things that can burn. It contains the gas carbon monoxide CO , which you cannot see or
smell. But if you ever have to, here are some things to know. To reduce the glare of headlamps
from behind, turn the control counterclockwise. To return the mirror to the day position, turn the
control clockwise. The mirror is set in zone eight upon leaving the factory. It will be necessary
to adjust the compass to compensate for compass variance if you live outside zone eight. If you
cut too sharply into the right lane, you could hit a vehicle on your right. Check your inside
mirror or glance over your shoulder before changing lanes. For more information, visit Calls can
be placed nationwide using simple voice commands with no additional contracts and no
additional roaming charges. Page Cupholder S Cupholder s There are two cupholders in the
front of the center console. Cupholder Installation Your vehicle may also have a rear cupholder
that can be installed by aligning it to the console and snapping it into place. Cupholder Removal
Remove the rear cupholder by pulling it from the console. Press the sides of each lens to turn
the reading lamps on or off. If the vehicle does not have an overhead console, it will have a
dome light located in the front of the headliner. Sunglasses Storage Compartment Your vehicle
may have a storage compartment located to the rear on the overhead console. Page
Convenience Net Convenience Net The vehicle may have a convenience net located on the back
wall of the trunk. Put small loads, like grocery bags, behind the net. It can help keep them from
falling over. The net is not for larger, heavier loads. Store those in the trunk as far forward as
possible. Page Section 3 Instrument Panel Overview Page The main components of the
instrument panel are the following: A. Side Window Defogger Outlets. See Outlet Adjustment on
page Air Outlets. They also let police know you have a problem. See Turn and Lane-Change
Signals on page Other drivers will not see the signal. Replace burned-out bulbs to help avoid
possible accidents. Page Flash-To-Pass Flash-to-Pass This feature allows the use of the
high-beam headlamps to signal the driver in front of you that you want to pass. Pull and hold
the exterior lamps control lever to use this feature. Page Windshield Washer Delay Adjustment :
Turn the band, located on the left of the windshield wiper lever, to set the length of the delay
between wiper cycles when using the delay feature. Turn the band up to make the delays
shorter in between wiper cycles. So, do not use your cruise control on winding roads or in
heavy traffic. Cruise control can be dangerous on slippery roads. On such roads, fast changes
in tire traction can cause needless wheel spinning, and you could lose control. A cruise control
light will also appear on the instrument panel cluster when the cruise control is on. Page
Exterior Lamps Exterior Lamps The exterior lamp control is located to the left of the steering
wheel on the multifunction lever. Exterior Lamp Control : Turn the band with this symbol on it to
operate the exterior lamps. The exterior lamp band has four positions: Off : Turning the band to
this position turns off all lamps. DRL can be helpful in many different driving conditions, but
they can be especially helpful in the short periods after dawn and before sunset. Page Fog
Lamps Fog Lamps If equipped, fog lamps provide brighter roadway lighting for better vision in
foggy or misty conditions. Fog Lamps : Turn the second band on the exterior lamps control
lever to this position to turn the fog lamps on. The band will return to its original position. This

symbol appears on the instrument panel cluster when the fog The interior lamps control is
located on the instrument panel, to the left of the steering column. Turn the control to adjust the
brightness of the instrument panel lights. Courtesy Lamps When a door is opened, the courtesy
lamps will automatically come on. Page Delayed Entry Lighting Delayed Entry Lighting The
delayed lighting feature will continue to light the interior of the vehicle for 25 seconds after all
the doors have been closed. After 25 seconds have elapsed, the interior lamps will slowly fade
out. Page Front Reading Lamps Front Reading Lamps If the vehicle has a sunroof, there are
reading lamps in front of the sunroof switch located on the headliner. These lamps will come on
when the doors are opened. Press the side of each reading lamp to turn them on and off when
the doors are closed. Page Use the following settings to adjust the HUD. To clean the HUD lens,
use a soft, clean cloth that has household glass cleaner sprayed on it. Page Ashtray S And
Cigarette Lighter Certain electrical accessories may not be compatible with the accessory
power outlet and could result in blown vehicle or adapter fuses. See your dealer for additional
information on accessory power outlets. Notice: Adding any electrical equipment to your
vehicle may damage it or keep other components from working as they should. Page Climate
Controls Climate Controls Climate Control System The climate control system allows manual
control of the heating, cooling, and ventilation in the vehicle. Fan : Turn the knob by this
symbol, located on the left side of the climate control panel, clockwise or counterclockwise to
increase or decrease the fan speed. Page Defogging And Defrosting Recirculation cannot be
selected when in this mode even though the indicator light comes on when the recirculation
button is pressed. The middle knob on the climate control panel can also be used to select the
defog or defrost mode. Defogging and Defrosting Fog on the inside of the vehicle is a result of
high humidity causing moisture to condense on the cool An indicator light to the right of the
button will come on. Be sure to clear as much snow from the rear window as possible. Notice:
Do not use a razor blade or sharp object to clear the inside rear window. Page 2. Press the
PASS. In cold weather, the system will start at reduced fan speeds to avoid blowing cold air into
your vehicle until warmer air is available. Page Off : Turning the fan knob off will turn the
controller completely off. Only the rear window defogger and heated seats will function when
the fan knob is off. To change the current mode, select one of the following: AUTO: This mode
is automatically set depending on the temperature in the vehicle and solar sensor Page Rear
Window Defogger Sensors The solar sensor on your vehicle monitors the solar radiation and
the air inside of your vehicle, then uses the information to maintain the selected temperature by
initiating needed adjustments to the temperature, the fan speed and the air delivery system. The
system may also supply cooler air to the side of the vehicle facing the sun. The rear window
defogger will turn off approximately 20 minutes after the button is pressed. If turned on again,
the defogger will only run for approximately 20 minutes before turning off. Turn the ignition to
ACC and the windshield wipers on. Turn the ignition to OFF when the windshield wipers are in
the upright position. Raise the hood. The pictures help to locate them. Warning lights and gages
can signal that something is wrong before it becomes serious enough to cause an expensive
repair or replacement. Page Instrument Panel Cluster Instrument Panel Cluster The instrument
panel cluster is designed to show at a glance how the vehicle is running. It will show how fast
the vehicle is going, about how much fuel is in the fuel tank, and many other things needed to
drive the vehicle safely and economically. Page Speedometer And Odometer The vehicle is
equipped with this cluster or one very similar to it. It has indicator warning lights that are
explained on the following pages. Be sure to read about them. Page Airbag Readiness Light
Airbag Readiness Light There is an airbag readiness light on the instrument panel, which shows
the airbag symbol. The light indicates if there is an electrical problem. The system check
includes the airbag sensors, the airbag modules, the wiring, and the diagnostic module. Your
instrument panel has a passenger airbag status indicator. Page Up-Shift Light Up-Shift Light
This symbol can appear on the instrument panel if the vehicle has a V8 or supercharged engine
and the shift lever is in the manual transaxle position. Page When the ignition is on, the brake
system warning light will also come on when the parking brake is set. The light will stay on if
the parking brake does not release fully. If it stays on after the parking brake is fully released, it
means the vehicle has a brake problem. That is normal. If the ABS warning light comes on and
stays on, there may be a problem with the anti-lock portion of the brake system. If the vehicle
has been operating under normal driving conditions, pull off the road, stop the vehicle, and turn
off the engine as soon as possible. Page Malfunction Indicator Lamp Malfunction Indicator
Lamp Check Engine Light Your vehicle is equipped with a computer which monitors operation
of the fuel, ignition, and emission control systems. This system is called OBD II On-Board
Diagnostics-Second Generation and is intended to assure that emissions are at acceptable
levels for the life of the vehicle, helping to produce a cleaner environment. Page Have you
recently changed brands of fuel? If so, be sure to fuel your vehicle with quality fuel. See

Gasoline Octane on page Poor fuel quality will cause your engine not to run as efficiently as
designed. This indicates that oil is not going through the engine quickly enough to keep it
lubricated. The light will go out when the cruise control is turned off. See Cruise Control on
page for more information. Highbeam On Light This light comes on whenever the high-beam
headlamps are on. After this, the DIC will begin working. The trip odometer will display the
number of miles or kilometers driven since the ignition was last turned on and the vehicle
began moving. Once the vehicle has begun moving, the trip odometer will accumulate mileage.
Page 5. Press the options button to advance to the days of the month. To reset the engine oil
monitor system, see Engine Oil Life System on page If OFF is selected, the interior lamps will
turn off immediately when the ignition is turned off and the last door is closed. To program this
mode, use the following procedure: 1. If ON is selected, the content theft-deterrent system
starts the arming process when a door lock switch is pressed while a door is open. The DIC
gives important safety and maintenance facts concerning the vehicle. See Engine Oil on page
for more information. The odometer cannot be reset. Page Time Elapsed: This screen can be
used as a stopwatch. The display can show the hours, minutes and seconds. The elapsed time
indicator will record up to 99 hours, 59 minutes and 59 seconds, then it will reset to zero and
continue counting. To set the time elapsed function, use the following procedures: 1. The
message on the HUD, if equipped, will also appear in the language selected. Page To adjust for
compass variance, use the following procedure: 1. Press the options button to advance to the
calibration screen. Page To program this mode, use the following procedure: 1. Choose from
OFF, 15, 30, 60, or 90 seconds. Press the options button again to advance to the next screen.
Page If ON is selected, the content theft-deterrent system will disarm when the vehicle is
unlocked using the door key. This makes the vehicle more resistant to key lock tampering.
Some messages can be cleared from the DIC screen. In order to do this the message must be
acknowledged. This warning message comes on when a door, the trunk, or the hood of the
vehicle is not properly closed. The graphic will highlight the hood or trunk if either one is not
closed properly. The graphic will indicate a highlighted, open door to show which door or doors
are not properly closed. Check the gas cap to ensure it is on and properly tightened. The
diagnostic system can determine if the fuel cap has been left off or improperly installed. Page
This message will display while the ignition is in RUN. A chime will sound for two seconds when
this message is displayed. This message will continue to display for three seconds if it has not
been acknowledged when the engine is turned off. This condition happens when the headlamps
are turned off at night or the Daytime Running Lamps DRL are turned off during the day. Page
This message will display only while the ignition is in RUN. A chime will sound continuously
when this message is displayed. This message will continue to display if it has not been
acknowledged when the engine is turned off. Page This message will continue to display if it
has not been acknowledged when the engine is turned off. It will also re-display for three
seconds if the message has been acknowledged, but the condition still exists when the engine
is turned off. If the condition still exists, the message will re-appear when the engine is turned
on. This warning message will appear when the vehicle is low on fuel. This message will display
while the ignition is in RUN. Do not drive the vehicle until the cause of the low oil pressure is
corrected. Severe engine damage can result from driving a vehicle with low oil pressure. Have
the brake system serviced by your GM dealer as soon as possible. This message will display
only while the ignition is in RUN. The vehicle still has brakes when this warning message
displays, but you should have the vehicle serviced by your GM dealer as soon as possible. A
warning light will also appear on the instrument panel cluster. A fault has been detected in the
system which means that the system is disabled and it is not protecting the vehicle. This
warning message displays when a non-emissions related malfunction occurs. Have the vehicle
serviced by your GM dealer as soon as possible. This message will only appear while the
ignition is in RUN, and will not disappear until the problem is resolved. Page Keeping your mind
on the drive is important for safe driving. For more information, see Defensive Driving on page
Here are some ways in which you can help avoid distraction while driving. Press and hold the
hour button until the correct hour appears on the display. AM will appear for morning hours. In
rare cases, a radio station may broadcast incorrect information that will cause the radio features
to work improperly. If this happens, contact the radio station. The display will show the
selection. TUNE: Turn this knob to select radio stations. SEEK : Press the up or the down arrow
to go to the next or to the previous station and stay there. PTY will appear on the display. To
receive the traffic announcement from the tuned station, press this button. Brackets will be
displayed around TRAF and when a traffic announcement comes on the tuned radio station you
will hear it. If the station does not broadcast traffic announcements, press the TRAF button and
the radio will seek to a station that does. The player will pull it in and the CD should begin
playing. If you insert a CD with the radio off and the ignition on, it will start to play. Page

Reverse : Press and hold this pushbutton to reverse quickly within a track. You will hear sound
at a reduced volume. Release this pushbutton to play the passage. The elapsed time of the track
will appear on the display. When the temperature returns to normal, the CD should play. EQ
Equalizer : Press this button to select customized bass, midrange, and treble equalization
settings. Up to six customized equalization settings, can be programmed on the six numbered
pushbuttons, by performing the following steps: 1. The PTY symbol will appear on the display.
Page If the entire message is not displayed, parts of the message will appear every three
seconds. To scroll through the message, press and release the INFO button. A new group of
words will appear on the display after every press of this button. Once the complete message
has been displayed, the information symbol will disappear from the display until another new
message is received. Reverse : Press and hold this pushbutton to reverse quickly within a track.
The next and previous folder functions will have no function on a CD that was recorded without
folders or playlists. When displaying the name of the folder the radio will display ROOT. The CD
should begin playing and the CD symbol will appear on the display. Page RDM 2 Random : To
repeat the tracks in the current folder or playlist, press and release this pushbutton. Once all of
the tracks in the current folder or playlist have been played, the system will move on to the next
folder or playlist and play all of the tracks in random order. Page TUNE: Turn this knob to fast
track reverse or advance through tracks in all folders or playlists. Turn this knob while in
random to fast track reverse or advance the tracks in sequential order. Turn the radio on. Turn
the knob to move the sound toward the right or the left speakers. When selected, an asterisk
will appear beside that PTY on the display. You may select multiple interrupts, if desired. Once
the complete message has been displayed, INFO will disappear from the display until another
new message is received. When the ignition or radio is turned on, the CD will start playing
where it stopped, if it was the last selected audio source. Page To insert multiple CDs, do the
following: 1. Turn the ignition on. Press and hold the LOAD button for two seconds. Page Do
not repeatedly press the CD eject button to eject a CD after trying to push it in manually. The
equalization will be set whenever a CD is played. SEEK : Press the left arrow to go to the start of
the current track, if more than ten seconds have played. This feature is capable of saving 20
track selections. To save tracks into the song list feature, perform the following steps: 1. Turn
the CD player on and load it with at least one CD. Page To delete the entire song list, perform
the following steps: 1. Turn the CD player on. S-LIST will appear on the display. The navigation
system has built-in features intended to minimize driver distraction. Technology alone, no
matter how advanced, can never replace your own judgment. See the navigation system manual
for some tips to help you reduce distractions while driving. Page When a CD is playing, press
either arrow to go to the previous or next track, if more than eight seconds have played. If either
arrow is held or pressed more than once, the player will continue moving backward or forward
through the CD. Just as with FM, tall buildings or hills can interfere with satellite radio signals,
causing the sound to fade in and out. Page Chime Level Adjustment Because this antenna is
built into your rear window, there is a reduced risk of damage caused by car washes and
vandals. If you choose to add a cellular telephone to your vehicle, and the antenna needs to be
attached to the glass, be sure that you do not damage the grid lines for the AM-FM antenna.
Please start with a very important safety device in your vehicle: Buckle up. Page Drunken
Driving Drunken Driving Death and injury associated with drinking and driving is a national
tragedy. It is the number one contributor to the highway death toll, claiming thousands of
victims every year. Page According to the American Medical Association, a lb 82 kg person who
drinks three 12 ounce ml bottles of beer in an hour will end up with a BAC of about 0. A driver
with a BAC level of 0. Page Braking Sometimes, as when you are driving on snow or ice, it is
easy to ask more of those control systems than the tires and road can provide. That means you
can lose control of your vehicle. ABS is an advanced electronic braking system that will help
prevent a braking skid. Page Braking In Emergencies The anti-lock system can change the
brake pressure faster than any driver could. The computer is programmed to make the most of
available tire and road conditions. This can help you steer around the obstacle while braking
hard. As you brake, your computer keeps receiving updates on wheel speed and controls
braking pressure accordingly. This will give you maximum braking while maintaining steering
control. You can do this by pushing on the brake pedal with steadily increasing pressure. In an
emergency, you will probably want to squeeze the brakes hard without locking the wheels. If
there is a problem with the system, the service traction system will also appear on the DIC.
When these symbols and messages appear on the instrument panel and the DIC, the system will
not limit wheel spin. This is especially useful in slippery road conditions. The system operates
only if it senses that one or both of the front wheels are spinning or beginning to lose traction.
But the system can be turned off. The system should be turned off if the vehicle ever gets stuck
in sand, mud, or snow and rocking the vehicle is required. When this message is displayed, the

system is not operational. Driving should be adjusted accordingly. Page The traction you can
get in a curve depends on the condition of your tires and the road surface, the angle at which
the curve is banked, and your speed. While you are in a curve, speed is the one factor you can
control. Page Steering In Emergencies Steering in Emergencies There are times when steering
can be more effective than braking. If the level of the shoulder is only slightly below the
pavement, recovery should be fairly easy. Ease off the accelerator and then, if there is nothing
in the way, steer so that your vehicle straddles the edge of the pavement. For one thing,
following too closely reduces your area of vision, especially if you are following a larger vehicle.
Also, you will not have adequate space if the vehicle ahead suddenly slows or stops. Page Loss
Of Control Loss of Control Let us review what driving experts say about what happens when the
three control systems â€” brakes, steering, and acceleration â€” do not have enough friction
where the tires meet the road to do what the driver has asked. In any emergency, do not give up.
One reason is that some drivers are likely to be impaired â€” by alcohol or drugs, with night
vision problems, or by fatigue. Here are some tips on night driving. On a wet road, you cannot
stop, accelerate, or turn as well because your tire-to-road traction is not as good as on dry
roads. And, if your tires do not have much tread left, you will get even less traction. So much
water can build up under your tires that they can actually ride on the water. This can happen if
the road is wet enough and you are going fast enough. When your vehicle is hydroplaning, it
has little or no contact with the road. Page City Driving City Driving One of the biggest problems
with city streets is the amount of traffic on them. You will want to watch out for what the other
drivers are doing and pay attention to traffic signals. Page Freeway Driving Freeway Driving
Mile for mile, freeways â€” also called thruways, parkways, expressways, turnpikes, or
superhighways â€” are the safest of all roads. But they have their own special rules. The most
important advice on freeway driving is: Keep up with traffic and keep to the right. Drive at the
same speed most of the other drivers are driving. Page Before Leaving On A Long Trip Just
before you leave the lane, glance quickly over your shoulder to make sure there is not another
vehicle in your blind spot. Once you are moving on the freeway, make certain you allow a
reasonable following distance. Expect to move slightly slower at night. When you want to leave
the freeway, move to the proper lane well in advance. Are all windows clean inside and outside?
Your brakes will have to do all the work of slowing down. They could get so hot that they would
not work well. You would then have poor braking or even none going down a hill. Also see Tires
on page However, if there is snow or ice between the tires and the road, you can have a very
slippery situation. You will have a lot less traction, or grip, and will need to be very careful. Push
the brake pedal down steadily to get the most traction you can. Remember, unless you have
ABS, if you brake so hard that your wheels stop rolling, you will just slide. Page You can run the
engine to keep warm, but be careful. This can cause deadly CO carbon monoxide gas to get
inside. CO could overcome you and kill you. You cannot see it or smell it, so you might not
know it is in your vehicle. Start the engine again and repeat this only when you feel really
uncomfortable from the cold. But do it as little as possible. Preserve the fuel as long as you can.
To help keep warm, you can get out of the vehicle and do some fairly vigorous exercises every
half hour or so until help comes. That will clear the area around your front wheels. If your
vehicle has traction control, you should turn your traction control system off. The tire and
loading information label lists the number of occupant seating positions A , and the maximum
vehicle capacity weight B in kilograms and pounds. Page 4. The GVWR includes the weight of
the vehicle, all occupants, fuel, and cargo. Page Towing If things like suitcases, tools, packages,
or anything else are put inside the vehicle, they will go as fast as the vehicle goes. If you have to
stop or turn quickly, or if there is a crash, they will keep going. Some vehicles have restrictions
on how far and how long they can tow. For example, if the trailer is too heavy, the brakes may
not work well â€” or even at all. Page Weight Of The Trailer Tongue Weight of the Trailer Tongue
The tongue load A of any trailer is an important weight to measure because it affects the total or
gross weight of the vehicle. The Gross Vehicle Weight GVW includes the curb weight of the
vehicle, any cargo in it, and the people who will be riding in the vehicle. These numbers can be
found on the Tire Loading Information label, that is on the inside of the trunk lid. See Loading
Your Vehicle on page Page Making Turns Before starting, check the trailer hitch and platform
and attachments , safety chains, electrical connector, lamps, tires, and mirror adjustment. If the
trailer has electric brakes, start the vehicle and trailer moving and then apply the trailer brake
controller by hand to be sure the brakes are working. You may think drivers behind you are
seeing the turn signal when they are not. It is important to check occasionally to be sure the
trailer bulbs are still working. Let up on the brake pedal. Page Service Service Your dealer
knows your vehicle best and wants you to be happy with it. We hope you will go to your dealer
for all your service needs. You will get genuine GM parts and GM-trained and supported service
people. We hope you will want to keep your GM vehicle all GM. This may cause wind noise and

affect windshield washer performance. Check with your dealer before adding equipment to the
outside of your vehicle. See the underhood emission control label. Never use leaded gasoline or
any other fuel not recommended in the previous text on fuel. Costly repairs caused by use of
improper fuel would not be covered by your warranty. To remove the fuel cap, turn it slowly
counterclockwise. The fuel cap has a spring in it; if the cap is released too soon, it will spring
back to the right. Keep hands, clothing and tools away from any underhood electric fan. Pull the
hood release handle with this symbol on it. It is located inside the vehicle near the parking
brake pedal. Go to the front of the vehicle and release the secondary hood latch, located near
the center front of the engine compartment, by moving it to the right. Page A. Windshield
Washer Fluid Reservoir. See Battery on page See Jump Starting on page Underhood Fuse
Block. See Underhood Fuse Block on page Page When you open the hood on the 5. But you
must use the right kind. This section explains what kind of oil to use. Failure to use the
recommended oil can result in engine damage not covered by your warranty. Anytime the oil is
changed, reset the system so it can calculate when the next oil change is required. What Kind of
Oil to Use Use only the recommended supercharger oil. See Recommended Fluids and
Lubricants on page Page Checking the Fluid Level Prepare the vehicle as follows: 1. Park the
vehicle on a level place. Keep the engine running. With your foot on the brake pedal, move the
shift lever through each gear, pausing for about three seconds in each one. If this coolant
mixture is used, nothing else needs to be added. Page Checking Coolant The coolant recovery
tank cap has this symbol on it. See Engine Compartment Overview on page for more
information on the location of the coolant recovery tank. The vehicle must be on a level surface
when checking the coolant level. Page Pressure Cap Pressure Cap Notice: If the pressure cap is
not tightly installed, coolant loss and possible engine damage may occur. Be sure the cap is
properly and tightly secured. See Engine Compartment Overview on page for more information
on location. Engine Overheating There is a coolant temperature gage and a warning light on the
instrument panel that indicate an overheated The costly repairs would not be covered by your
warranty. See Overheated Engine Protection Operating Mode on page for information on driving
to a safe place in an emergency. Page Overheated Engine Protection Operating Mode
Overheated Engine Protection Operating Mode The overheated engine protection operating
mode allows the vehicle to be driven to a safe place in an emergency situation. Pressure Cap B.
Electric Engine Cooling Fans C. Plain water, or some other liquid such as alcohol, can boil
before the proper coolant mixture will. You can add the proper coolant mixture directly to the
radiator, but be sure the system is cool before you do it. Coolant contains ethylene glycol and it
will burn if the engine parts are hot enough. Do not spill coolant on a hot engine. Page V6
Supercharged Engine 3. Lift the engine cover shield at the front, slide the catch tab out of the
engine bracket and remove the cover shield. See Engine Coolant on page for more information
about the proper coolant mixture. If you see a stream of coolant coming from the air bleed
valve, close the valve. Start the engine and let it run until you can feel the upper radiator hose
getting hot. Watch out for the engine cooling fan s. Failure to follow this procedure could cause
your engine to overheat and be severely damaged. See Engine Compartment Overview on page
for the location of the reservoir. Disc brake pads have built-in wear indicators that make a
high-pitched warning sound when the brake pads are worn and new pads are needed. Its many
parts have to be of top quality and work well together if the vehicle is to have really good
braking. Your vehicle was designed and tested with top-quality GM brake parts. Be sure to use
the following steps to do it safely. Page Notice: If you leave your radio or other accessories on
during the jump starting procedure, they could be damaged. The repairs would not be covered
by your warranty. Always turn off your radio and other accessories when jump starting your
vehicle. Page If your vehicle has the 5. Check that the jumper cables do not have loose or
missing insulation. If they do, you could get a shock. The vehicles could be damaged too.
Before you connect the cables, here are some basic things you should know. Page Headlamp
Aiming Notice: If the jumper cables are connected or removed in the wrong order, electrical
shorting may occur and damage the vehicle. Always connect and remove the jumper cables in
the correct order, making sure that the cables do not touch each other or other metal. Page It is
recommended that the vehicle is taken to your dealer for service if the headlamps need to be
re-aimed. It is possible however, to re-aim the headlamps as described in the following
procedure. Turn on the low-beam headlamps and place a piece of cardboard or equivalent in
front of the headlamp not being aimed. Notice: Do not cover a headlamp to improve beam
cut-off when aiming. Page Bulb Replacement 6. Ensure the top edge of the cut-off is positioned
at the bottom edge of the horizontal tape line. Repeat Steps 4 through 6 for the opposite
headlamp. Bulb Replacement For the proper type of replacement bulbs, see Replacement Bulbs
on page For any bulb changing procedure not listed in this section, contact your dealer. Open
the hood. See Hood Release on page for more information. High-Beam Headlamp B. Low-Beam

Headlamp C. Sidemarker Lamp 2. Locate the metal retaining clip. Remove the bolt. Pull the
headlamp assembly straight out from the vehicle. Moving the headlamp up and down slightly
may help with its removal. Sidemarker Lamp 5. Turn the bulb socket ring one-quarter of a turn
counterclockwise to remove it from the headlamp assembly. Carefully reinstall the headlamp
assembly. Push down on the metal retaining clip while pushing rearward on the headlamp,
making sure the headlamp assembly is secure. Reinstall the bolt and tighten to secure. Front
Turn Signal, Parking and Fog Lamps The front turn signal, parking, and fog lamps if equipped
are located below the headlamp assembly. Reinstall the headlamp assembly. Taillamps, Turn
Signal, and Stoplamps A. Taillamp B. Page Back-Up Lamps 7. Turn the appropriate lamp socket
a quarter turn counterclockwise and remove it. Remove the old bulb. Replace with a new bulb
into the socket and turn the lamp socket clockwise to install it. Reinstall the taillamp assembly
by reversing Steps 2 through 5. Page Replacement Bulbs 2. Put the new bulb into the lamp
socket. Turn the bulb a quarter turn clockwise to reinstall it. If you ever have to get your
windshield replaced, be sure to get one that is designed for HUD or your HUD image may look
blurred or out of focus. You could have an air-out and a serious accident. The examples below
show a typical passenger vehicle tire and a compact spare tire sidewall. Page Belt: A rubber
coated layer of cords that is located between the plies and the tread. Cords may be made from
steel or other reinforcing materials. Bead: The tire bead contains steel wires wrapped by steel
cords that hold the tire onto the rim. Bias Ply Tire: A pneumatic tire in which the plies are laid at
alternate angles less than 90 degrees to the centerline of the tread. Page Occupant Distribution:
Designated seating positions. Outward Facing Sidewall: The side of an asymmetrical tire that
has a particular side that faces outward when mounted on a vehicle. It is not. Different tire sizes
front to rear should not be rotated. Use only radial-ply tires with the wheels on your vehicle.
Page Uniform Tire Quality Grading Uniform Tire Quality Grading Quality grades can be found
where applicable on the tire sidewall between tread shoulder and maximum section width.
Sustained high temperature can cause the material of the tire to degenerate and reduce tire life,
and excessive temperature can lead to sudden tire failure. Page Used Replacement Wheels
Each new wheel should have the same load-carrying capacity, diameter, width, offset and be
mounted the same way as the one it replaces. If you need to replace any of your wheels, wheel
bolts or wheel nuts, replace them only with new GM original equipment parts. Tire chains used
on a vehicle without the proper amount of clearance can cause damage to the brakes,
suspension or other vehicle parts. In any rear blowout, remove your foot from the accelerator
pedal. Get the vehicle under control by steering the way you want the vehicle to go. Open the
trunk. See Trunk on page for more information. Turn it clockwise until it is tight. Plug the air
compressor accessory plug C into an accessory power outlet in the vehicle. Page 8. Page Stow
the air compressor accessory plug back in the air compressor. To do this, wrap the air
compressor accessory plug, snap in the plug, and then push in the bottom and then the top of
the wrapped air compressor accessory plug. Immediately drive the vehicle 5 miles 8 km to
distribute the sealant evenly in the tire. Stop at a safe location and check the tire pressure. Plug
the air compressor accessory plug into an accessory power outlet in the vehicle. In a sudden
stop or collision, loose equipment could strike someone. Page Changing A Flat Tire 4. Lift the
sealant canister from the air compressor and replace with a new sealant canister. See your GM
dealer for more information. The vehicle can slip off the jack and roll over or fall on you or other
people. You and they could be badly injured or even killed. Find a level place to change your
tire. To help prevent the vehicle from moving: 1. Remove the convenience net, if equipped, by
removing the net hook attachments. If so, you will see exposed stainless steel wheel nuts. Use
the wheel wrench to loosen all the wheel nuts. The edge of the wheel cover could be sharp, so
do not try to remove it with your bare hands. Do not drop the cover or lay it face down, as it
could become scratched or damaged. Line up the jack with the arrow A as shown. Put the
compact spare tire near you. Page CAUTION: Lifting a vehicle and getting under it to do
maintenance or repairs is dangerous without the appropriate safety equipment and training. If it
is used for anything else, you or others could be badly injured or killed if the vehicle slips off
the jack. The wheel could come off and cause an accident. When you change a wheel, remove
any rust or dirt from the places where the wheel attaches to the vehicle. Page 9. Lower the
vehicle by turning the jack handle counterclockwise. Lower the jack completely. This could lead
to an accident. If you try to put a wheel cover on the compact spare, you could damage the
cover or the spare. Do not try to put the wheel cover on the compact spare tire. Page To store a
full-size tire, do the following: 1. Install the tools in their original location in the trunk area and
secure. It should be 60 psi kPa. When cleaning the glass on your vehicle, use only a soft cloth
and glass cleaner. Wipe vinyl, leather, plastic, and painted surfaces with a clean, damp cloth.
Your GM dealer has cleaners for the cleaning of fabric and carpet. They will clean normal spots
and stains very well. First, try the cleaner in an inconspicuous area to make sure the cleaner

does not affect the color of the fabric. For liquids: blot the stain with a clean, soft white cloth.
For solids: remove as much as possible and then vacuum or brush. Page Leather Leather A soft
cloth dampened with water may be used to remove dust. If a more thorough cleaning is
necessary, a soft cloth dampened with a mild soap solution can be used. Allow the leather to
dry naturally. Do not use heat to dry. If a more thorough cleaning is necessary, a clean soft
cloth dampened with a mild soap solution can be used to gently remove dust and dirt. Never
use spot lifters or removers on plastic surfaces. Do not wash the vehicle in the direct rays of the
sun. Page Aluminum Wheels Foreign materials such as calcium chloride and other salts, ice
melting agents, road oil and tar, tree sap, bird droppings, chemicals from industrial chimneys,
etc. Wash the vehicle as soon as possible. If necessary, use non-abrasive cleaners that are
marked safe for painted surfaces to remove foreign matter. Page Tires Notice: Using chrome
polish on aluminum wheels could damage the wheels. Use chrome polish on chrome wheels
only. The surface of these wheels is similar to the painted surface of the vehicle. Do not use
strong soaps, chemicals, abrasive polishes, abrasive cleaners, cleaners with acid, or abrasive
cleaning brushes on them because the surface could be damaged. Page Underbody
Maintenance Underbody Maintenance Chemicals used for ice and snow removal and dust
control can collect on the underbody. Tar and Road Removes tar, road oil, Oil Remover and
asphalt. Chrome Cleaner Use on chrome or and Polish stainless steel. White Sidewall Removes
soil and black Tire Cleaner marks from whitewalls. You can see it if you look through the
windshield from outside your vehicle. Some add-on electrical equipment can keep other
components from working as they should. Page Fuses And Circuit Breakers Fuses and Circuit
Breakers The wiring circuits in the vehicle are protected from short circuits by a combination of
fuses, circuit breakers and fusible thermal links in the wiring itself. To remove the fuse block
cover, press in on the tab at the bottom of the cover and pull up. See Recommended Fluids and
Lubricants on page for more information. Page Engine V6 3. Page Section 6 Maintenance
Schedule Page Maintenance Schedule Maintenance Schedule Introduction Important: Keep
engine oil at the proper level and change as recommended. Have you purchased the GM
Protection Plan? The Plan supplements your new vehicle warranties. See your Warranty and
Owner Assistance booklet or your dealer for details. Have your vehicle serviced as soon as
possible within the next miles 1 km. It is possible that, if you are driving under the best
conditions, the engine oil life system may not indicate that vehicle service is necessary for over
a year. See Engine Oil on page Reset oil life system. See Engine Oil Life System on page An
Emission Control Service. Visually check for any leaks or damage. See footnote k. Service and
Miles Kilometers Inspect fuel system for damage or leaks. Inspect exhaust system for loose or
damaged components. We, however, urge that all recommended maintenance services be
performed at the indicated intervals and the maintenance be recorded. Engine Oil Level Check
Check the engine oil level and add the proper oil if necessary. See Engine Oil on page for
further details. Notice: It is important to check your oil regularly and keep it at the proper level. If
the vehicle moves, you or others could be injured. Before you start, be sure you have enough
room around the vehicle. Page Maintenance Record Maintenance Record After the scheduled
services are performed, record the date, odometer reading, who performed the service, and the
type of services performed in the boxes provided. See Maintenance Requirements on page Any
additional information from Owner Checks and Services on page can be added on the following
record pages. You should retain all maintenance receipts. Sometimes, however, despite the
best intentions of all concerned, misunderstandings can occur. However, if a customer wishes
to write or e-mail Pontiac, refer to the addresses below. Box Detroit, MI This value-added service
is intended to provide you with peace of mind as you drive in the city or travel the open road.
Roadside Assistance is not part of or included in the coverage provided by the New Vehicle
Limited Warranty. Page Transportation Options Transportation Options Warranty service can
generally be completed while you wait. However, if you are unable to wait, GM helps to minimize
your inconvenience by providing several transportation options. Depending on the
circumstances, your dealer can offer you one of the following: Shuttle Service Participating
dealers can provide you with shuttle service to get you to your destination with minimal Page
Vehicle Data Collection And Event Data Recorders Courtesy Transportation is available only at
participating dealers and all program options, such as shuttle service, may not be available at
every dealer. All Courtesy Transportation arrangements will be administered by appropriate
dealer personnel. Page Collision Damage Repair To read this information, special equipment is
needed and access to the vehicle or the device that stores the data is required. Page
Aftermarket collision parts are also available. These are made by companies other than GM and
ma
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y not have been tested for your vehicle. Page If an Accident Occurs Here is what to do if you
are involved in an accident. If you are uninjured, make sure that no one else in your vehicle, or
the other vehicle, is injured. If you have a pre-determined repair facility of choice, take your
vehicle there, or have it towed there. Specify to the facility that any required replacement
collision parts be original equipment parts, either new Genuine GM parts or recycled original
GM parts. Page Audio System s cont. Page Child Restraints cont. Lower Anchors and Tethers
for Children Page Daytime Running Lamps Page Engine cont. Page Hazard Warning Flashers
Page Labeling, Tire Sidewall Page Park P Shifting Into Page Recommended Fluids and
Lubricants Page Seats Head Restraints Page Tachometer Page Understanding Radio Reception
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