2007 yukon fuse diagram

Asked by Lhfields Oct 16, at PM. Steve answered 7 years ago. Thier are fuses located under the
hood usually covered by a lid. GMCustomerService answered 7 years ago. Lhfields, On page of
your owners manual, there is a diagram of your fuse box. Which is fuse 46 for the Instrument
Panel Cluster. Please email us at socialmedia gm. And I been Having battery drainage problems
lately.. Get a jump, it comes back o I can jump it from the starter with the key on and only if I
boost the battery. My own battery is in good shape. Full of fire. Should my dashboard lights be
on when the engine is running or just when the headlights are actually turned on. Also the brake
and ABS lights come on sometimes,and I know the parking brake is off. What Is the fix for this
problem? I have a different car. Content submitted by Users is not endorsed by CarGurus, does
not express the opinions of CarGurus, and should not be considered reviewed, screened, or
approved by CarGurus. Please refer to CarGurus Terms of Use. Content will be removed if
CarGurus becomes aware that it violates our policies. Report Follow. Mark helpful. Your
Answer:. Upload Photo Photo optional. Related Questions. Start a new GMC question. Sell Your
Car Yourself With a simple, secure transaction. Get Started. Search GMC Questions. CarGurus
Experts. Know more, shop wisely Search. Lake Chevy helped make these videos. The video
above shows how to check for blown fuses in the interior fuse box of your GMC Yukon XL and
where the fuse panel diagram is located. If your map light, stereo, heated seats, headlights,
power windows or other electronic components suddenly stop working, chances are you have a
fuse that has blown out. If your Yukon XL is experiencing electrical problems, you should
always check the fuses first, because they are relatively easy to check and cheap to change.
Some GMCs have multiple interior fuse boxes even the trunk - the video above will show you
where the interior fuse box of your Yukon XL is located. The more electronics your Yukon XL
has, the more fuses it has. Some components may have multiple fuses, so make sure you check
all of the fuses that are linked to the component in question. If you need to replace a blown fuse
in your Yukon XL , make sure you replace it with one that has the same amperage as the blown
fuse. If checking and replacing the fuse for the component in question doesn't work, we
recommend seeking assistance from a trusted professional mechanic. They should be able to
figure out if the component needs to be replaced or if there is a short or some other problem
with your Yukon XL Hans Angermeier has produced over , videos showing drivers how to fix
things on their cars. He has broad expertise on basic repair procedures covering the majority of
cars on the road. The best way to fix leaking hoses is to replace them, but if you don't have
time, a stop leak product might work for you. If your brake fluid is a little low, learn how to add
some here. Ignoring a low level leads to big problems. Cars burn, leak and otherwise dispense
of their oil. Check your level frequently and top up when necessary. Car companies often use
the same engines in different cars. They also slightly alter the styling and sell the same car by
two different names amongst other tricks to help offset development costs. Our system selects
the most applicable video for your car based, in part, on these characteristics. The video
displayed may not look exactly like your car, but may be relevant enough for you to get a good
idea how to do it. Getting Started - Prepare for the repair. Share on. Full list of part and tools.
Author Hans Angermeier has produced over , videos showing drivers how to fix things on their
cars. Fix leaky hoses. Change center stop light. Don't be the guy with your third brake light
burnt out. Add brake fluid. Oil level check. See all videos for the GMC Yukon. We have a
massive and growing video library, but we don't have everything Lake Chevy helped make these
videos. The video above shows how to replace blown fuses in the interior fuse box of your GMC
Yukon XL in addition to the fuse panel diagram location. Electrical components such as your
map light, radio, heated seats, high beams, power windows all have fuses and if they suddenly
stop working, chances are you have a fuse that has blown out. If your Yukon XL is experiencing
electrical problems, you should always check the fuses first, because they are relatively easy to
check and cheap to change. Some GMCs have multiple interior fuse boxes including in the
trunk - the video above will show you where the interior fuse box of your Yukon XL is located. If
your Yukon XL has many options like a sunroof, navigation, heated seats, etc, the more fuses it
has. Some components may have multiple fuses, so make sure you check all of the fuses that
are linked to the component in question. If you need to replace a blown fuse in your Yukon XL ,
make sure you replace it with one that has the same amperage as the blown fuse. If checking
and replacing the fuse for the component in question doesn't work, we recommend seeking
assistance from a trusted professional mechanic. They should be able to figure out if the
component needs to be replaced or if there is a short or some other problem with your Yukon
XL Hans Angermeier has produced over , videos showing drivers how to fix things on their cars.
He has broad expertise on basic repair procedures covering the majority of cars on the road. A
check engine light can be cleared with a simple fix or it could be a major problem - find out now!
Car companies often use the same engines in different cars. They also slightly alter the styling
and sell the same car by two different names amongst other tricks to help offset development

costs. Our system selects the most applicable video for your car based, in part, on these
characteristics. The video displayed may not look exactly like your car, but may be relevant
enough for you to get a good idea how to do it. Getting Started - Prepare for the repair. Share
on. Full list of part and tools. Author Hans Angermeier has produced over , videos showing
drivers how to fix things on their cars. Secure precious cargo. You love your kids right? See
how to properly secure their car seat. Change an engine fuse. If you have an electrical
component that doesn't work, try replacing the fuse first. Change the parking light. Small bulbs
that burn out regularly - did you know you can replace these with LED lights? Do not ignore
this! See all videos for the GMC Yukon. We have a massive and growing video library, but we
don't have everything Automotive wiring in a GMC Yukon XL vehicles are becoming increasing
more difficult to identify due to the installation of more advanced factory oem electronics. One
of the most time consuming tasks with installing an after market car stereo, car radio, satellite
radio, xm radio, car speakers, tweeters, car subwoofer, crossovers, audio equalizer, car
amplifier, mobile amp, car amplifier, mp3 player, ipod or any car audio electronics is identifying
the correct color car audio wires for your GMC Yukon XL headlight bulb size you need for your
low beam or high beam and save time. Also, find your other car light bulb sizes including your
fog light, reverse light, turn signal, brake light and more. Our automotive wiring diagrams allow
you to enjoy your new mobile electronics rather than spend countless hours trying to figure out
which wires goes to which GMC Yukon XL part or component. Always verify all wires, wire
colors and diagrams before applying any information found here to your GMC Yukon XL. If you
would like to help the Modified Life community by adding any missing information or adding a
new car audio wire diagram to our resource, please feel free to post it at the bottom of this page.
Run a wire to the fuse box or ignition switch harness for switched power. Leave a Comment
Cancel Reply Your email address will not be published. Skip to content. Adding More
Information If you would like to help the Modified Life community by adding any missing
information or adding a new car audio wire diagram to our resource, please feel free to post it at
the bottom of this page. Follow Us. Copyright by ModifiedLife. The radio harness does not
provide a switched power source. The owner had tried several with the same result. The two
symptoms that the owner noticed that pointed them towards a blown fuse was that the power
windows and rear HVAC unit did not work. There were other symptoms but they did not realize
what they were when they brought this Tahoe in for repair. The vehicle came with the low profile
or miniature J-Case fuses. During testing I chose to use the standard length fuse as it is easier
to install and remove. As always I consulted a wiring diagram to see how this circuit was laid
out. That fuse block is located behind the end cover at the left end of the dash. The 60 amp
LBEC2 fuse supplies power to these fuse circuits:. The most likely area would be under the
dash, so I started removing the under dash panel so I could begin inspecting the wiring
harness. There is a single 10 mm headed screw that attaches the parking brake handle. Once
the screw is removed the handle has to be slid in order to free the hooks on the top side of the
handle as shown below. Then the panel will pull free of the dash. I searched around looking
through the openings and found what looked to be the location of the short. I am pointing
towards the general area with my pocket screwdriver in the next picture. I followed that up with
inspecting the same area with a mirror and a flashlight. One of the most important things that I
have learned over the years is to inspect slowly and re test for the short still being present after
each movement of a harness. To get a better look at the shorted harness I removed the dash
fuse block. There are two locks that hold it in place. The locking tabs have to be pushed down in
order to slide the fuse block out of the metal brackets. A clear look at the spot on the metal
bracket where the harness had rubbed through. I repaired the damage to the wire insulation by
wrapping it with tape. I then reformed the harness so that it would no longer rub on any
brackets. You must be logged in to post a comment. The LBEC2 fuse is located at position 75 in
the underhood fuse relay block. There are two 7 mm headed screws at either end of the panel
that have to be removed. And there it is. Another one done. Share Your Experience: Cancel
reply You must be logged in to post a comment. The wiring circuits in your vehicle are
protected from short circuits by a combination of fuses, circuit breakers, and fusible thermal
links. This greatly reduces the chance of fires caused by electrical problems. Look at the
silver-colored band inside the fuse. If the band is broken or melted, replace the fuse. Be sure
you replace a bad fuse with a new one of the identical size and rating. Fuses of the same
amperage can be temporarily borrowed from another fuse location if a fuse goes out. Replace
the fuse as soon as you can. The instrument panel fuse block access door is located on the
driver side edge of the instrument panel. Pull off the cover to access the fuses. It is located
underneath the instrument panel, to the left of the steering column. The underhood fuse block is
located in the engine compartment, on the driver side of the vehicle. The fuse block is located in
the engine compartment near the front of the vehicle. Necessary cookies are absolutely

essential for the website to function properly. This category only includes cookies that ensures
basic functionalities and security features of the website. These cookies do not store any
personal information. Any cookies that may not be particularly necessary for the website to
function and is used specifically to collect user personal data via analytics, ads, other
embedded contents are termed as non-necessary cookies. It is mandatory to procure user
consent prior to running these cookies on your website. Do not repair fuses and never replace a
blown fuse with one that has a higher amp rating. This can cause damage to the electrical
system and fire. Never replace a broken fuse with anything other than a new fuse. Use always
an intact fuse of the same color. If a fuse blows again contact a qualified service center. Some
electrical equipment can damage your vehicle and can keep other components from working as
they should. Main Page. This website uses cookies to improve your experience. We'll assume
you're ok with this, but you can opt-out if you wish. Close Privacy Overview This website uses
cookies to improve your experience while you navigate through the website. Out of these
cookies, the cookies that are categorized as necessary are stored on your browser as they are
essential for the working of basic functionalities of the website. We also use third-party cookies
that help us analyze and understand how you use this website. These cookies will be stored in
your browser only with your consent. You also have the option to opt-out of these cookies. But
opting out of some of these cookies may have an effect on your browsing experience.
Necessary Always Enabled. Non-necessary Non-necessary. Quick Links Download this manual.
Table of Contents. Seats and Restraint Systems Features and Controls Starting and Operating
Your Vehicle. Instrument Panel Driving Your Vehicle Service and Appearance Care Page 2
Headlamp Aiming If this is done, it can help you learn These mean there is something that could
about the features and controls for the vehicle. Symbols are shown along Notice: These mean
there is something with the text describing the operation or information that could damage your
vehicle. Page 6 These are some examples of symbols that may be found on the vehicle Page 9:
Front Seats Front Seats The power seat controls are located on the outboard side of the front
seats. Let go of the control when the lower seatback reaches the desired level of support. The
seats have the The light on the button will come on to indicate that heated seat feature, the
feature is working. Press the button to cycle the buttons used through the temperature settings
of high, medium, to control this feature Then sit well back in the seat and wear Even if you
buckle up, your safety belts your safety belt properly. To lower the head restraint, press the
release button A , located on the top of the seatback, while you push the head restraint down.
The front seats may have head restraints that also tilt forward and rearward. Heated Seats A
heated seat symbol will be shown in the RSA display to indicate that the feature is on. The rear
seats have the Press the button to cycle through the temperature heated seat feature, the
settings of high, medium, and low, and to turn These seats will have either the manual fold and
tumble feature or the automatic seat release fold and tumble feature. The seat will tumble
forward. Be sure to return the seat to the passenger seating position. Page 22 Automatic
Release Fold and Tumble 2. From the front seats, press one of the Feature automatic seat The
transmission must be in PARK P for this release buttons feature to work. Page 24 Folding and
Tumbling the Second Row 2. Using the third row seating position while the second row is
folded, or folded and tumbled, could cause injury in a sudden stop or crash. Page Bucket Seats
Second Row Bucket Seats Second Row Reclining Seatbacks To recline the seatback, do the
following: If your vehicle has bucket seats, the seatbacks can be reclined, the seats can be
folded for additional cargo space, or folded and tumbled for easy entry and exit to the third row
seats, if your vehicle has them. Lift the lever fully without applying pressure to To fold and
tumble the seat, do the following: the seatback and the seatback will return to 1. The seatback
will fold forward. Page 29 Automatic Release Fold and Tumble 2. Lift the lever, located on the
Feature bottom rear of the The transmission must be in PARK P for this second row seat on
feature to work. Page 30 Returning the Seat s to the Sitting Position 2. From the front seats,
press one of To return the seat to the sitting position, do the the automatic following: seat
release buttons 1. Page 31 Folding and Tumbling the Second Row 2. Page Third Row Seat Third
Row Seat Unfolding the Seatback s To return the seatback to the upright position, If the vehicle
has a third row seat, the seatback s do the following: can be folded and the entire seat can be
tumbled, or removed from the vehicle. Page 33 Tumbling the Third Row Seat 4. Page 34
Returning the Third Row Seat from a 5. Pull up on the seatback until it locks into the upright
position. Open the liftgate to access the controls for the seat. Open the liftgate to access the
rear of the 1. Open the liftgate to access the controls for vehicle. Page 36 5. If the seatback is
not locked, it could The person wearing the belt could be move forward in a sudden stop or
crash. It also tells you some things In a collision, people riding in these areas you should not do
with safety belts. Here is why: When you ride in or on anything, you go as fast They work. You
never know if you will be in a crash. If you do have a crash, you do not know if it will be a bad

one. Page 39 Put someone on it. Get it up to speed. Then stop the vehicle. The rider does not
stop. Page 40 The person keeps going until stopped by or the instrument panel In a real vehicle,
it could be the windshield You could be â€” whether you are wearing a safety belt or not. But
you can unbuckle a safety belt, even if you are upside down. This part is only for people of adult
size. You may be an excellent driver, but if you are Be aware that there are special things to
know in an accident â€” Page 43 4. Push the latch plate into the buckle until it clicks. Pull up on
the latch plate to make sure it is secure. If the belt is not long enough, see Safety Belt Extender
on page Make sure the release button on the buckle is positioned so you would be able to
unbuckle the safety belt quickly if you ever had to. Page 44 6. To make the lap part tight, pull up
on the shoulder belt. It may be necessary to pull stitching on the safety belt through the latch
The lap part of the belt should be worn low and plate to fully tighten the lap belt on smaller snug
on the hips, just touching the thighs. Page 45 What is wrong with this? In a crash, you would
move forward too much, which could increase injury. The shoulder belt is too loose. It will not
give nearly as much protection this way. Page 46 What is wrong with this? In a crash, you could
slide under the lap belt and apply force at your abdomen. This could cause serious or even fatal
injuries. The lap belt should be worn low and snug on the hips, just touching the thighs. Page
47 What is wrong with this? In a crash, the belt would go up over your abdomen. The belt forces
would be there, not at the pelvic bones. This could cause serious internal injuries. Page 48 What
is wrong with this? In a crash, your body would move too far forward, which would increase the
chance of head and neck injury. Also, the belt would apply too much force to the ribs, which are
not as strong as shoulder bones. Page 49 What is wrong with this? In a crash, you would not
have the full width of the belt to spread impact forces. Page Shoulder Belt Height Adjustment
Shoulder Belt Height Adjustment Before you begin to drive, move the shoulder belt adjuster to
the height that is right for you. Adjust the height so that the shoulder portion of the belt is
centered on your shoulder. The belt should be away from your face and neck, but not falling off
your shoulder. When a safety belt is worn properly, it Safety belts work for everyone, including
pregnant is more likely that the fetus will not be hurt women. To make the belt shorter, pull its
free end as shown until the belt is snug. Buckle, position and release it the same way as the lap
part of a lap-shoulder belt. It is very important for rear seat passengers to Here is how to wear
one properly. Accident statistics show that unbelted people in the rear seat are hurt more often
in crashes than those who are wearing safety belts. Page 54 Pull up on the latch plate to make
sure it is secure. When the shoulder belt is pulled out all the way, it will lock. If it does, let it go
back all the way and start again. Page 55 The safety belt locks if there is a sudden stop or a
crash. Page Rear Safety Belt Comfort Guides Rear Safety Belt Comfort Guides Here is how to
install a comfort guide to the safety belt: Rear shoulder belt comfort guides may provide added
safety belt comfort for older children who have outgrown booster seats and for some adults.
When installed on a shoulder belt, the comfort guide positions the belt away from the neck and
head. Page 57 Third Row 2. Slide the guide under and past the belt. If your vehicle has a third
row, remove the The elastic cord must be under the belt. The person wearing the belt could be
seriously injured. The shoulder belt should go over the shoulder and across the chest. These
parts of the body are best able to take belt restraining forces. Page Safety Belt Pretensioners
Safety Belt Pretensioners Your vehicle has safety belt pretensioners for the driver and right
front passenger. Although you cannot see them, they are part of the safety belt assembly. They
help tighten the safety belts during the early stages of a moderate to severe frontal or near
frontal crash if the threshold conditions for pretensioner activation are met. But if a safety belt
is not long enough, your dealer will order you an extender. When you go in to order it, take the
heaviest coat you will wear, so the extender will be long enough for you. Page 61 What is the
proper way to wear safety belts? If possible, an older child should wear a lap-shoulder belt and
get the additional restraint a shoulder belt can provide. The shoulder belt should not cross the
face or neck. If the child is sitting in a rear seat outside position, move the child toward the
center of the vehicle. Children can be seriously injured or strangled if a shoulder belt is
wrapped Infants and Young Children around their neck and the safety belt A baby does not
weigh much â€” until a crash. During a crash a baby will become so heavy it is not possible to
hold it. Airbags plus lap-shoulder belts offer protection for adults and older children, but not for
young children and infants. Page 66 What are the different types of add-on child restraints?
Selection of a particular restraint should including support for the head and neck. The harness
system holds the infant sometimes with surfaces such as T-shaped in place and, in a crash,
acts to keep the infant or shelf-like shields. A child restraint system is any device designed for
use in a motor vehicle to restrain, seat, or position children. A built-in child restraint system is a
permanent part of the motor vehicle. This system is designed front seat can be badly injured or
killed by to make installation of a child restraint easier. The child restraint manufacturer will
provide you with instructions on how to use the child restraint and its attachments. The

following explains how to attach a child restraint with these attachments in your vehicle. Either
will have a single attachment B to secure the top tether to the anchor. Some child restraints with
top tethers are designed for use with or without the top tether being attached. Lower Anchor :
Seating positions with two lower anchors. Top Tether Anchor : Seating positions with top tether
anchors. Page 77 For models with a three passenger third row seat, see the information
following for installing a child restraint with a top tether in the third row, if your vehicle has one.
Never install two top tethers using the same top tether anchor. Attaching more than around
their neck and the safety belt one child restraint to a single anchor continues to tighten. Page 81
Folding an empty rear seat with the safety 2. If the child restraint manufacturer recommends
belts secured may cause damage to the safety that the top tether be attached, attach and belt or
the seat. When removing the child tighten the top tether to the top tether anchor, restraint,
always remember to return the safety if the vehicle has one. Secure the child in the child Rear
Seat Position restraint when and as the instructions say. Page 84 4. Pull the rest of the shoulder
belt all the way 5. To tighten the belt, push down on the child out of the retractor to set the lock.
If your child restraint manufacturer recommends using a top tether, and the Center Front Seat
Position position that you are using has a top tether anchor, attach and tighten the top tether to
the top tether anchor. A child in a rear-facing child restraint can A rear seat is a safer place to
secure a be seriously injured or killed if the right forward-facing child restraint. Be sure to follow
the instructions that came with the child restraint. Secure the child in the child restraint when
and as If you need to secure a forward-facing the instructions say. Page 88 4. Buckle the belt.
Make sure the release button 5. Pull the rest of the shoulder belt all the way is positioned so you
would be able to unbuckle out of the retractor to set the lock. Page 89 7. Push and pull the child
restraint in different directions to be sure it is secure. If a child restraint has been installed and
the on indicator is lit, turn the vehicle off. Page Airbag System Airbag System Airbags are
designed to supplement the protection provided by safety belts. If you are too close to frontal
crashes. Airbags plus lap-shoulder belts offer the best protection for adults, The system checks
the airbag electrical system for but not for young children and infants. Page 94 The
roof-mounted rollover airbag for the driver and The roof-mounted rollover airbag for the right
front the person seated directly behind the driver is passenger and the person directly behind
that located in the ceiling above the side windows. Do not put anything between an occupant
and an airbag, and do not attach or put anything on the steering wheel hub or on or near any
Roof-mounted rollover airbags would not help you in many types of collisions, including many
In moderate to severe frontal or near frontal frontal or near frontal collisions, and rear impacts.
Additional windshield breakage may The passenger airbag status indicator on the also occur
from the right front passenger overhead console will be visible when you turn airbag. Page If
the on indicator is still lit, secure the child in the and ask the person to place the seatback in the
child restraint in a rear seat position in the fully upright position, then sit upright in the vehicle
and check with your dealer. You may want to consider not using seat covers or other
aftermarket equipment. There are parts of the airbag system in turned off and the battery is
disconnected, several places around your vehicle. Is there anything I might add to the front
Changing or moving any parts of the or sides of the vehicle that could keep the front seats,
safety belts, the airbag sensing airbags from working properly? Page Restraint System Check
Restraint System Check Also look for any opened or broken airbag covers, and have them
repaired or replaced. The airbag system does not need regular maintenance. After a Crash After
a very minor collision, nothing may be necessary. They could operate the power windows or
other controls or even make the vehicle move. The windows will function with the keys in the
ignition and they could be seriously injured or killed if caught in the path of a closing Operation
is subject to the following range. This is normal for any RKE system. If two conditions: the
transmitter does not work or if you have to stand closer to your vehicle for the transmitter to 1.
If your vehicle has the remote start feature you can also start your vehicle with the RKE
transmitter. Page Lock : Press the lock button to lock all the Liftglass : Press and hold this
button on doors. Each RKE transmitter is coded to prevent another transmitter from unlocking
your vehicle. The battery is weak if the transmitter will not work If a transmitter is lost or stolen,
a replacement at the normal range in any location. Page 4. Snap the front and the back of the
transmitter together. Test the operation of the transmitter with the vehicle. Remote Vehicle Start
Your vehicle may have a remote starting feature. This feature allows you to start the engine
from outside of the vehicle. Page Laws in some communities may restrict the use of To start the
vehicle using the remote start feature, remote starters. For example, some laws may do the
following: require a person using the remote start to have the 1. Aim the transmitter at the
vehicle. Page To manually shut off a remote start, do any of the The vehicle cannot be remote
started if the key is following: in the ignition, the hood is not closed, or if there is an emission
control system malfunction. Always lock your vehicle whenever Unlocked doors can be

dangerous. Page Lockout Protection Lockout Protection When you want to open a rear door
when the security lock is on, do the following: This feature protects you from locking the key in
1. Unlock the door using the remote keyless the vehicle when the key is in the ignition and entry
transmitter, if the vehicle has one, the a front door is open. Page The liftgate or liftglass cannot
be opened if the rear wipers are in motion. Attempting to open the liftgate or liftglass while the
rear wipers are in motion will cause the release of the liftglass or liftgate to delay until the
wipers are parked off the liftglass. Page Power Liftgate Power Liftgate To open and close the
liftgate, press and hold the power liftgate button on the Remote Keyless Your vehicle has a
power liftgate. Page If you shift the transmission out of PARK P while the power function is in
progress, the liftgate power function will continue to completion. If you shift the transmission
out of PARK P and accelerate before the power liftgate latches closed, the liftgate may reverse
to the open position. Page Obstacle Detection Features Manual Operation of Power Liftgate If
the liftgate encounters an obstacle during a To change the liftgate to power open or close cycle,
a warning chime will manual operation, sound and the liftgate will automatically reverse toggle
the switch on the direction to the full closed or open position. If you must drive with the liftglass
or Both the liftglass and liftgate have an electric liftgate open, or if electrical wiring or latch.
Once the door is closed, Leaving children, helpless adults, or pets the running boards will
automatically move in a vehicle with the windows closed is back under the vehicle. Page Power
Windows Power Windows The power window controls are located on each of the side doors.
Detach the express-down feature that allows the windows to be sun visor from the center mount
and slide it lowered without holding the switch. Press down along the rod from side-to-side to
cover the driver fully on the window switch, then release, to activate or passenger side of the
front window. If the system. Page Here is how to avoid setting off the alarm by While the alarm
is set, the power door unlock accident: switch will not work. Operation is subject to the
following someone is using the wrong key, it prevents the two conditions: vehicle from starting.
Anyone using a trial-and-error method to start the vehicle will be discouraged 1. After the
engine has started, turn the key to to learn the transponder value of a new or OFF, and remove
the key. Up to nine additional keys may 4. During this time Vehicle your new brake linings are
not yet broken in. Hard stops with new linings can mean premature wear and earlier
replacement. New Vehicle Break-In Follow this breaking-in guideline every time you get new
brake linings. Page Ignition Positions Ignition Positions Notice: Using a tool to force the key
from the ignition switch could cause damage or break the key. Use the correct key and turn the
key only with your hand. Make sure the key is all the way in. Page Retained Accessory Power
Rap Key In the Ignition Starting the Engine Never leave your vehicle with the keys inside, as it
To place the transmission in the proper gear: is an easy target for joy riders or thieves. Your
vehicle has a memory function which allows This feature is designed for shorter drivers, since
pedal settings to be saved and recalled. Before starting the engine, be sure to unplug and store
the cord as it was before to keep it 1. Turn off the engine. If you do 2. Open the hood and
unwrap the electrical not, it could be damaged. The repairs would not be Shifting into a drive
gear while your covered by your warranty. If you need more power for passing, and shifting may
be delayed providing more stable you are: shifts until the engine warms up. Page Driver Shift
Control DSC Your vehicle has a shift stabilization feature that adjusts the transmission shifting
to the current driving conditions in order to reduce rapid upshifts and downshifts. This shift
stabilization feature is designed to determine, before making an upshift, if the engine will be
able to maintain vehicle speed by analyzing things such as throttle position, vehicle load, and
hill grade. The number displayed in the gear indicator is the highest gear that can be used.
However, your vehicle can automatically shift to lower gears as it adjusts to driving conditions.
Page Parking Brake Parking Brake Pull the bottom edge of the lever, located above the parking
brake pedal, with the parking To set the parking brake, hold the regular brake brake symbol, to
release the parking brake. Push down If the ignition is on when the parking brake is the parking
brake pedal with your left foot. Do not park over papers, leaves, dry grass, or other things that
can burn. Engine exhaust can kill. It contains the If you ever suspect exhaust is coming into gas
carbon monoxide CO , which you your vehicle: cannot see or smell. But if you ever have to,
here are some things to know. If not The automatic dimming mirror function is turned on
adjusted to account for compass variance, your automatically each time the ignition is started.
Page 3. If CAL is not displayed, Release the button. If this happens, you will need to reset the
are located on the mirrors. See Automatic located on the climate control panel. You may speak
with an advisor. Operation is subject to the following System two conditions: 1. This device may
not cause interference. Universal Home Remote System 2. This device must accept any
interference With Three Round LED received, including interference that may cause undesired
operation of the device. This device may not cause harmful interference. This device must
accept any interference received, including interference that may cause undesired operation.

Page Do not use the this system with any garage door opener that does not have the stop and
reverse feature. This includes any garage door opener model manufactured before April 1, Read
the instructions completely before attempting to program the transmitter. Because of the steps
involved, it may be helpful to have another person available to assist you in programming the
transmitter. Fixed code uses the same coded signal every time, which is manually programmed
by setting DIP switches for a unique personal code. Follow these steps to program up to three
channels: 1. Page 5. After entering the switch settings, press and release all three buttons at the
same time. The indicator lights will turn on. Press and hold the button you would like to use to
control the garage door until the garage door moves. Rolling code means the coded signal is
changed every time your remote control garage door opener is used. Programming a rolling
code garage door opener involves time-sensitive actions, so read the entire procedure before
you begin. Press and hold the button you would like to use to control the garage door until the
Remote Buttons garage door moves. The indicator light, above You can reprogram any of the
three buttons by the selected button, should slowly blink. Operation With One Triangular LED
Because of the steps involved, it may be helpful to have another person available to assist you
in the programming steps. Keep the original hand-held transmitter for use in other vehicles as
well as for future Universal Home Remote programming. Page Programming Universal Home
Remote 4. Release both buttons. Page Gate Operator and Canadian 6. Locate in the garage, the
garage door opener receiver motor-head unit. This can usually be Canadian radio-frequency
laws require transmitter found where the hanging antenna wire is signals to time out or quit
after several seconds attached to the motor-head unit. To program a device to Universal Home
Remote The indicator light will come on while the signal is using a Universal Home Remote
button being transmitted. Use key to lock. You may also have cupholders in the second and
third row seat armrest areas. Page Center Console Storage Area Center Console Storage Area
Notice: Loading cargo on the luggage carrier that weighs more than lbs 91 kg or Your vehicle
has a console compartment between hangs over the rear or sides of the vehicle the bucket
seats. Load cargo so that it rests on the slats as far forward as To open it, press the button on
the front of the possible and against the side rails, making Use the crossrails only to keep Your
vehicle may have a storage compartment the load from sliding. Page Cargo Cover Cargo Cover
To return the cover to the retracted position, do the following: 1. Let the cover move forward to
the full retracted position. Your vehicle may be equipped with a cargo 5. Lightly pull on the
cover holder to make sure management system. It can be used for storing it is secure. Lower
the system until the middle rollers are lined up with lower guides. While holding in the release
lever, push the system forward until all three sets of rollers are on the guides. Release the lever
and push the system until the locator pin reaches the locator hole. Page To utilize the cargo
management system as a On one side of the system is a retractable table feature, squeeze the
release lever and pull storage area. The system will extend out of the vehicle. Page Sunroof
Sunroof Your vehicle may be equipped with a power sliding sunroof. When RAP is active, the
sunroof will work for 10 minutes after the ignition is turned off, or until a front door is opened.
The sunroof has a comfort stop feature which stops the sunroof from opening to the full-open
Vent: The sunroof has an express-vent open position. Page A. Air Outlets. See Outlet
Adjustment on J. Cruise Control Buttons. See Audio Steering page Wheel Controls on page See
Turn K. Tilt Wheel Lever. See Tilt Wheel on page They also let police know you have a problem.
Raising it to the highest level gives more room to exit and enter your vehicle. Holding the turn
signal lever for Windshield Washer : See Windshield more than one second will cause the turn
signals to Washer on page Hold it there until the wipers Be sure to clear ice and snow from the
wiper start. Then let go. The wipers will stop after blades before using them. If they are frozen to
the one wipe. The wipers wipers. The button is located in In freezing weather, do not use your
the switchbank under washer until the windshield is warmed. See StabiliTrak System on Cruise
control can be dangerous where page This shuts off To reduce your speed while using cruise
control: the cruise control. But you do not need to reset it. Page Exterior Lamps Using Cruise
Control on Hills Exterior Lamps How well your cruise control will work on hills The exterior
lamps depends upon your speed, load, and the control is located on steepness of the hills. Page
The exterior lamps control has four positions: Headlamps : Turn the control to this position to
turn on the headlamps together with the Off : Turn the control to this position to turn following
lamps listed below. The taillamps, sidemarker, and other lamps A reminder chime will sound
when the headlamps will not be on. The instrument panel will not be or parking lamps are
manually turned on and lit up either. Page Automatic Headlamp System Automatic Headlamp
System There is a delay in the transition between the daytime and nighttime operation of the
Daytime When it is dark enough outside, the automatic Running Lamps DRL and the automatic
headlamp headlamp system will turn on the headlamps at systems so that driving under bridges
or bright the normal brightness, along with the taillamps, overhead street lights does not affect

the system. The exterior lamps control is located on lights. Reverse R. Page Accessory Power
Outlet S Accessory Power Outlet s Certain power accessory plugs may not be compatible to the
accessory power outlet and Accessory power outlets can be used to connect could result in a
blown adapter or vehicle fuses. Pull on the ashtray door to open it. Page Automatic Operation 2.
Pressing one of climate control system. Page Vent : This setting will deliver air to the
Recirculation : Press this button to turn instrument panel outlets. When the button is pressed,
an indicator light will come on. When air conditioning is selected, an indicator light will come on
to let you know that the air conditioning has been activated. Page There is also an exterior
temperature sensor located behind the front grille. This sensor reads the outside air
temperature and helps maintain the temperature inside the vehicle. Any cover on the front of the
vehicle could cause a false reading in the displayed temperature. Page Defogging and
Defrosting Defrost : Press this button to remove fog or frost from the windshield more quickly.
At anytime the rear system can be turned off by pressing the If your vehicle has this system, the
rear heat and front control head AUX button and turning the Page Automatic Operation Manual
Operation AUTO: Press the mode button until this setting is Fan : The fan buttons on the rear
seat selected to control the inside temperature, the audio control panel allows you to manually
adjust air delivery, and the fan speed. AUTO will come on the fan speed. Indicators Often gages
and warning lights work together to let you know when there is a problem with This part
describes the warning lights and gages your vehicle. Page Instrument Panel Cluster Instrument
Panel Cluster The instrument cluster is designed to let you know at a glance how your vehicle is
running. You will know how fast you are going, about how much fuel you have and many other
things you will need to know to drive safely and economically. The driver START, a chime will
sound for several seconds to safety belt light will also be provided and stay on remind the front
passenger to buckle their safety The light tells you if there is you start your vehicle, it means the
airbag an electrical problem. Page Passenger Airbag Status Indicator Passenger Airbag Status
Indicator If the word ON or the on symbol is lit on the passenger airbag status indicator, it
means that Your vehicle has the passenger sensing system. Page Your vehicle has a rear seat
that will accommodate If the word OFF or the off symbol is lit on the a rear-facing child restraint.
With the ignition on, the brake system warning As engine speeds are increased, this condition
light will come on when you set the parking brake. Your brake system may not be working
properly if the brake system warning light is on. Driving with the brake system warning light on
can lead to an accident. Page Malfunctions often will be indicated by the system This light
should come on, as a check to show before any problem is apparent. This may you it is
working, when the ignition is on and the prevent more serious damage to your vehicle. Page
Emissions Inspection and Have you recently changed brands of fuel? Maintenance Programs If
so, be sure to fuel your vehicle with quality fuel. See Gasoline Octane on page Page Oil
Pressure Gage Oil Pressure Gage A reading in the low pressure zone may be caused by a
dangerously low oil level or some other problem causing low oil pressure. Check your oil as
soon as possible. Here are some situations you may experience with your fuel gage. None of
these indicate a problem with the fuel gage. This light, under the fuel gage, will come on The
DIC displays information about your vehicle. Page Trip Odometer Customization : Press this
button to customize the feature settings on your vehicle. Page For example, if the vehicle was
driven 5 miles For example, if driving in traffic and making 8 km before it is started again, and
then frequent stops, this display may read one number, the retro-active reset feature is
activated, the but if the vehicle is driven on a freeway, the display will show 5 miles 8 km.
Vehicle Information : Press this button to This display can be used as a timer. It will not reset
itself. The DIC has different displays which can be To match an RKE transmitter to your vehicle,
accessed by pressing the trip odometer reset stem do the following: located on the instrument
panel cluster. Page Trip Odometer To use the retro-active reset feature, press and hold the trip
odometer reset stem for at least Press the trip odometer reset stem until TRIP four seconds. The
trip odometer will display the displays. This display shows the current distance number of miles
mi or kilometers km driven traveled in either miles mi or kilometers km since the ignition was
last turned on and the To select driver that the status of the vehicle has changed a language, do
the following: and that some action may be needed by the driver 1. Have the tire This message
displays when the engine oil pressures checked and set to those shown on needs to be
changed. When you change the the Tire Loading Information label. Stop and turn off the fuel
level is low. Refuel as soon as possible. The battery needs On some vehicles, this message
displays if there to be replaced in the transmitter. If this message still comes on, it means there
is a problem. You should see This message displays if there is a problem with your dealer for
service. The vehicle is safe to the brake system. Your vehicle may have customization
capabilities To avoid excessive drain on the battery, that allow you to program certain features
to it is recommended that the headlamps are one preferred setting. Buttons earlier in this

section for more information. The current setting will remain. The remote recall feature. Driving
without distraction is a necessity for a Giving extended attention to entertainment safer driving
experience. Page Here are some ways in which you can help avoid Notice: The chime signals
related to safety distraction while driving. While the radio is tuned to an FM-RDS station, the
station name or call letters appear on the display. In rare cases, a radio station can broadcast
incorrect information that causes the radio features to work improperly. Page Playing the Radio
3. Press the pushbutton under the desired Speed system on and off. This CD player holds up to
six CDs. Page If the ignition or radio is turned off, with a CD in the Do not add any label to a CD,
it could get caught player, it stays in the player. When the ignition or in the CD player. If a CD is
recorded on a radio is turned on, the CD starts playing where it personal computer and a
description label is stopped, if it was the last selected audio source. You will hear sound at a
reduced volume. Release this button to resume playing the track. You may need to located on
the lower right side of the faceplate. The display shows technology instead of SCV. Press the
MENU button to display the radio press the tune knob until the tone control labels setup menu.
Page EQ Equalization : Press this button to choose To quickly adjust balance or fade to the
middle bass and treble equalization settings designed for position, press the pushbutton
positioned under the different types of music. As each new track starts to play, the track Insert a
CD partway into the slot, label side up. Page Notice: If a label is added to a CD, or more If
loading and reading of a CD cannot be than one CD is inserted into the slot at a time,
completed, such as unknown format, etc. See to the radio. Press on-screen instructions, if
available. Page Loading a disc into the system, depending on Group : Press this button to cycle
through media type and format, ranges from musical groupings on the DVD-A disc. Page
Ejecting a Disc Using the Auxiliary Input Jack s Press the eject button on the radio to eject the
Your radio system has an auxiliary input jack disc. If a disc is ejected from the radio, but located
on the lower right side of the faceplate. The system can support up to 8 subfolders deep,
however, keep the total The radio also plays discs that contain both number of folders to a
minimum in order to uncompressed CD audio. Page Empty Directory or Folder You can change
playlists by using the previous and next folder buttons, the tuner knob, or If a root directory or a
folder exists somewhere in the seek buttons. Page If playing a CD-R, the sound quality may be
Notice: If a label is added to a CD, or more than reduced due to CD-R quality, the method of one
CD is inserted into the slot at a time, or an recording, the quality of the music that has been
attempt is made to play scratched or damaged recorded, and the way the CD-R has been
handled. You will go to the next or previous by artist or album. The folder down folder. If the
song Insert a CD-R partway into either the top or name is not present in the ID3 tag, then the
radio bottom slot, label side up. Full-size one CD is inserted into the slot at a time, or an CD-Rs
and the smaller CD-Rs are loaded in the attempt is made to play scratched or damaged same
manner. Page To cancel music navigator while the player is FWD Fast Forward : Press and hold
this scanning, press the pushbutton located below the button to advance playback quickly
within an music navigator label or eject the disc. Sound is heard at a reduced volume. From the
sort screen, push one of to the radio. The system is working properly. The driver cannot safely
view the video system. The navigation system has built-in features In severe or extreme weather
conditions the intended to minimize driver distraction. Page Headphones To enable Parental
Control, press and hold the radio power button for more than two seconds. If on, the radio,
video screen, and RSA turns off. While Parental Control is on, either a padlock icon or a text
message comes on, depending on the radio. Page If your vehicle has a third row video screen
To adjust the volume on the headphones, use the display, it has two additional headphones.
Push the power button to turn on the headphones. For optimal audio performance, the
headphones An indicator light located on the headphones must be worn correctly. Turn the
screw with a coin or screw driver to loosen the battery door located on the left side of the
headphones. Slide the battery door open. The yellow Settings jack A is for the video input. The
white jack B The screen display mode normal, full, and zoom , is for the left audio input. To use
the video screen, do the following: The DVD player is capable of outputting audio to the wired
headphone jacks on the RSA system, 1. Page Remote Control Remote Control Buttons To use
the remote control, aim it at the transmitter window at the rear of the RSE overhead console and
press the desired button. Direct sunlight or very bright light could affect the ability of the RSE
transmitter to receive signals from the remote control. Use the up, down, left, and right arrow
playing to pause it. To stop fast reversing source. The ignition might not be To change the
remote control batteries, do the turned on or in accessory. Remove the battery compartment
door the screen. The video screen may picture or sound. This function is inactive, with some
radios, if the front seat passengers are listening to the radio. The feature works some radios, if
the front seat passengers are automatically by learning a portion of the Vehicle listening to the
radio. If your vehicle also has arrow to go to the next or to the previous radio the navigation

system, press and hold this station stored as a favorite. Store them in their original The use of
CD lens cleaners for CDs is not cases or other protective cases and away from advised, due to
the risk of contaminating the lens direct sunlight and dust. Page Drunken Driving Drunken
Driving Many adults â€” by some estimates, nearly half the adult population â€” choose never
to drink Death and injury associated with drinking and alcohol, so they never drive after
drinking. It is the number For persons under 21, it is against the law in one contributor to the
highway death toll, claiming every U. For lb 82 kg person who drinks three 12 ounce example, if
the same person drank three double ml bottles of beer in an hour will end up with martinis 3
ounces or 90 ml of liquor each a BAC of about 0. Page But the ability to drive is affected well
below a There is something else about drinking and driving BAC of 0. Research shows that that
many people do not know. That is perception time. Then you You have three systems that make
your vehicle have to bring up your foot and do it. That is go where you want it to go. Some
people drive in spurts â€” heavy acceleration followed by Your vehicle has the Anti-Lock Brake
heavy braking â€” rather than keeping pace with System ABS , an advanced electronic braking
traffic. This is a mistake. The brakes may system that will help prevent a braking skid. Page ABS
can change the brake pressure faster than any driver could. The computer is programmed to
make the most of available tire and road conditions. This can help you steer around the
obstacle while braking hard. Let us say the road is wet and you are driving safely. Page Braking
In Emergencies Locking Differential Remember: ABS does not change the time you need to get
your foot up to the brake pedal If your vehicle has this feature, your locking or always decrease
stopping distance. If you get differential can give you additional traction on snow, too close to
the vehicle in front of you, you will not mud, ice, sand or gravel. Page Steering in Emergencies
Suppose you are steering through a sharp curve. Then you suddenly accelerate. Both control
There are times when steering can be more systems â€” steering and acceleration â€” have to
effective than braking. For example, you come over do their work where the tires meet the road.
An emergency like this requires close attention and a quick decision. If you can see a sign up
ahead that might The driver of a vehicle about to pass another on a indicate a turn or an
intersection, delay your two-lane highway waits for just the right moment, pass. But take care
that rapidly. Page Skidding If your vehicle starts to slide, ease your foot off the accelerator
pedal and quickly steer the In a skid, a driver can lose control of the vehicle. If you start
Defensive drivers avoid most skids by taking steering quickly enough, your vehicle may
reasonable care suited to existing conditions, and straighten out. Curves are not banked. There
are you should not drive off-road unless you are no road signs. Page Before You Go
Off-Roading The following steps must be performed on the bolts and snap features to remove
the air dam: There are some things to do before you go out. Remove the two outboard air dam
bolts. For example, be sure to have all necessary maintenance and service work done. Page
Loading Your Vehicle for Off-Road There are some important things to remember about how to
load your vehicle. Page Environmental Concerns Traveling to Remote Areas Off-road driving
can provide wholesome and It makes sense to plan your trip, especially when satisfying
recreation. However, it also raises going to a remote area. Know the terrain and environmental
concerns. We recognize these plan your route. A rock, log, hole, rut, or Off-road driving can take
you over many different bump can startle you if you are not prepared for kinds of terrain. You
need to be familiar with them. Page Driving on Off-Road Hills When you drive over bumps,
rocks, or other obstacles, the wheels can leave the ground. Off-road driving often takes you up,
down, or If this happens, even with one or two wheels, across a hill. Driving safely on hills
requires good you cannot control the vehicle as well or at all. Is there a cliff, an embankment, a
drop-off, a fence? Get out When you approach a hill, you need to decide if it is and walk the hill
if you do not know. You could lose traction, speed can cause an accident. There could slide
sideways, and possibly roll over. This way, you will be able to tell if the What should I do? Page
If you decide you can go down a hill safely, then Are there some things I should not do try to
keep your vehicle headed straight down, and when driving down a hill? This way, engine drag
can help Yes! These are important because if you the brakes and they will not have to do all
ignore them you could lose control and Sooner or later, an off-road trail will probably go It is
much more likely to happen going across the incline of a hill. If this happens, uphill. But if it
happens going downhill, here is you have to decide whether to try to drive across what to do. If
you drive across a is not too steep, but I hit some loose rock with the uphill wheels, or if the
downhill gravel and start to slide downhill. Page Stalling on an Incline CAUTION: If your vehicle
stalls when you are crossing an incline, be sure you, and any passengers, get out on the uphill
side, even if the door there is Getting out on the downhill low side of a harder to open. Page
When you drive on sand, you will sense a change in wheel traction. On loosely packed sand,
such as on beaches or sand dunes, the tires Driving on frozen lakes, ponds, or rivers will tend
to sink into the sand. Driving through rushing water can be Find out how deep the water is

before you drive dangerous. Deep water can sweep your through it. If it is deep enough to cover
the wheel hubs, axles, or exhaust pipe, do not try it â€” It can take a second or two, or even
several seconds, for your eyes to re-adjust to the dark. When you are faced with severe glare, as
from a driver who does not lower the high beams, or a vehicle with misaimed headlamps, slow
down a little. Page It is always wise to go slower and be cautious if rain starts to fall while you
are driving. Wet brakes can cause accidents. They The heavier the rain, the harder it is to see.
So much water can Notice: If you drive too quickly through build up under your tires that they
can actually ride deep puddles or standing water, water can on the water. Get a city map and
plan your trip into an unknown part of the city just as you would for a cross-country trip. Page
Freeway Driving Freeway Driving The most important advice on freeway driving is: Keep up with
traffic and keep to the right. Drive at the same speed most of the other drivers are driving. Treat
the left lane on a freeway as a passing lane. Try to be well rested. First, Tires: They are vitally
important to a safe, be aware that it can happen. Is the tread good enough for long-distance
driving? Page Hill And Mountain Roads Hill and Mountain Roads If you drive regularly in steep
country, or if you are planning to visit there, here are some tips that can make your trips safer
and more enjoyable. See Off-Road Driving on page for information about driving off-road. You
may want to shift down to a lower gear. And, if you will be driving under severe conditions,
include a small bag of sand, a piece of old carpet, or a couple of burlap bags to help provide
traction. Page Accelerate gently. Try not to break the fragile traction. If you accelerate too fast,
the drive wheels will spin and polish the surface under the tires even more. You should
probably stay with your vehicle unless you know for sure that you are near help and you can
hike through the snow. Page Run your engine only as long as you must. This saves fuel. That is,
push the accelerator slightly. This uses less fuel for the heat Snow can trap exhaust gases
under your that you get and it keeps the battery charged. If you Mud, Ice, or Snow spin the
wheels too fast while shifting the transmission back and forth, you can destroy In order to free
your vehicle when it is stuck, you the transmission. Always pull the vehicle straight out. Never
pull on the hooks at a sideways angle. The hooks could break off and you or others could be
injured from the chain or cable snapping back. This weight is called the vehicle capacity weight
and includes the weight of all occupants, cargo and all nonfactory-installed options. Page The
Tire and Loading Information label also shows 4. Page Towing Towing Dinghy Towing and Dolly
Towing All-Wheel Drive Vehicles Towing Your Vehicle Notice: Towing an all-wheel-drive vehicle
with all four wheels on the ground, or even with Consult your dealer or a professional towing
only two of its wheels on the ground, will service if you need to have your disabled vehicle
damage drivetrain components. Page Towing A Trailer Towing a Trailer Notice: Pulling a trailer
improperly can damage your vehicle and result in costly repairs Do not tow a trailer during
break-in. See New not covered by your warranty. To pull a trailer Vehicle Break-In on page for
more information. Page Weight of the Trailer Maximum trailer weight is calculated assuming
only the driver is in the tow vehicle and it has all How heavy can a trailer safely be? The weight
of additional optional equipment, passengers and It depends on how you plan to use your rig.
Page If you have a lot of options, equipment, passengers Do not exceed the maximum allowable
tongue or cargo in your vehicle, it will reduce the tongue weight for your vehicle. Choose the
shortest hitch weight your vehicle can carry, which will also extension that will position the
hitch ball closest reduce the trailer weight your vehicle can tow. The vehicle is set to trailer up A
vehicle model base weight is 5, lbs to 8, lbs 3 kg. The effect of upper limit for cold tires. Page
Weight Distributing Hitches and Weight If you use a step-bumper hitch, the bumper could be
damaged in sharp turns. Make sure there is Carrying Hitches ample room when turning to avoid
contact between the trailer and the bumper. If you will be pulling a trailer that, when loaded, will
weigh more than 5, lbs 2 kg be sure to use a properly mounted weight-distributing hitch and
sway control of the proper size. To must be adequate. Page Following Distance Towing a trailer
requires a certain amount of experience. Acquaint as you would when driving your vehicle
without yourself with the feel of handling and braking with a trailer. Page Making Turns Driving
On Grades Reduce speed and shift to a lower gear before Notice: Making very sharp turns while
you start down a long or steep downgrade. CWR is the maximum These wiring provisions are
included with your weight of the load your vehicle can carry. Genuine GM parts have one of
these marks: Your dealer knows your vehicle best and wants you to be happy with it. We hope
you will go to your dealer for all your service needs. It tells you much more about how to service
your vehicle than this manual can. To help avoid injuries to you and others, read and follow all
the instructions on the pump island. Turn off your engine when you are refueling. Page While
refueling, hang the tethered fuel cap from The diagnostic system can determine if the fuel the
hook on the fuel door. This would allow fuel to evaporate into the atmosphere. Static electricity
An electric fan under the hood can start up discharge from the container can ignite the and
injure you even when the engine is not gasoline vapor. Pull the handle with this symbol on it. It

is located inside the vehicle to the lower left of the steering wheel. Then go to the front of the
vehicle and locate the secondary hood release, near the center of the grille. See Engine Air H.
Out of View. See Jump Starting on page Engine Oil Dipstick Out of View. In order to get an
accurate reading, appears on the Driver Information Center DIC , the oil must be warm and the
vehicle must be check the engine oil level right away. These numbers on an oil container show
its viscosity, or thickness. Do not use other viscosity oils such as SAE 20W Oils meeting these
requirements should also have the starburst Page How to Reset the Engine Oil Life When the
system has calculated that oil life has been diminished, it will indicate that an oil change System
is necessary. Do not let used oil stay on on page for the your skin for very long. Care should be
taken to dislodge as little dirt as possible. See surfaces and the housing. Reinstall the cover and
tighten the screws. When to Check and Change Automatic 7. Page How to Check Automatic 4.
Allow the engine to idle â€” rpm for at least one minute. Slowly release Transmission Fluid the
brake pedal. Keep the engine running and press the damage your transmission. Page Cold
Check Procedure The dipstick handle has this graphic. Page What to Use Notice: If you use an
improper coolant mixture, your engine could overheat and be Use a mixture of one-half clean,
drinkable water badly damaged. Be sure the cap is properly and tightly secured. Steam from an
overheated engine can burn The coolant surge tank pressure cap must be fully you badly, even
if you just open the hood. Page Cooling System Cooling System CAUTION: When you decide it
is safe to lift the hood, here is what you will see: An electric engine cooling fan under the hood
can start up even when the engine is not running and can injure you. Keep hands, clothing, and
tools away from any underhood electric fan. Do not touch them. If you do, you can be burned.
Do not run the engine if there is a leak. If you run the engine, it could lose all coolant. Use the
recommended coolant and the proper coolant mixture. Adding only plain water to your cooling
system can be dangerous. Page 1. You can remove the coolant surge tank pressure cap when
the cooling system, including the coolant surge tank pressure cap and upper radiator hose, is
no longer hot. Remove the coolant surge tank pressure cap by slowly turning the pressure cap
counterclockwise about one full turn. Page Engine Fan Noise 5. Then replace the pressure cap.
Be sure the pressure cap is hand-tight and fully seated. Verify coolant level after engine is shut
off and the coolant is cold. Engine Fan Noise Your vehicle has electric cooling fans, you may
hear the fans spinning at low speed during Turn the key off and let the engine Compartment
Overview compartment cool down. For example, just a Disc brake pads have built-in wear
indicators that few drops of mineral-based oil, such make a high-pitched warning sound when
the as engine oil, in the brake system can brake pads are worn and new pads are needed. Page
Replacing Brake System Parts Properly torqued wheel nuts are necessary to help prevent brake
pulsation. When tires are rotated, The braking system on a vehicle is complex. Page Battery
Battery Vehicle Storage If you are not going to drive your vehicle for Your vehicle has a
maintenance free battery. Page To avoid the possibility of the vehicles rolling, 3. Turn off the
ignition on both vehicles. An electric fan can start up even when the engine is not running and
can injure you. If they do, you could get a shock. The vehicles could be damaged too. Be sure
the battery has enough water. Before you connect the cables, here are some You do not need to
add water to the basic things you should know. Page 6. Connect the red 8. Page Notice: If the
jumper cables are connected or To disconnect the jumper cables from both removed in the
wrong order, electrical shorting vehicles do the following: may occur and damage the vehicle.
The repairs 1. There are two additional systems hole, you will need to add some lubricant. The
aim of the headlamps have been mud on it. Page To adjust the vertical aim, do the following: 1.
Open the hood. See Hood Release on page for more information. At the wall measure from the
ground upward A to the recorded distance from Step 3 and mark it. Page 9. Make sure that the
light from the headlamp is positioned at the bottom edge of the horizontal tape line. The lamp
on the left A shows the correct headlamp aim. The lamp on the 7. Locate the vertical headlamp
aiming screws, right B shows the incorrect headlamp aim. Page To replace one of these bulbs,
do the following: 3. Press the release tab, if equipped, and turn the socket counterclockwise to
remove it 1. Remove the two from the taillamp assembly. Pull the old bulb straight out from the
socket. Turn the bulb socket counterclockwise and pull the bulb straight out of the socket.
Install the new bulb. Reverse Steps 1 through 3 to reinstall the license plate lamp. See
Scheduled Maintenance on page Replacement blades come in different types and are removed
in different ways. To replace the wiper blade assembly, do the following: 1. Page Backglass
Wiper Blade Replacement 1. Lift the wiper blade assembly up and out of the park rest position.
Replace the wiper blade. Return the wiper blade assembly to the park rest position. Pull the
wiper blade assembly away from the backglass. The to obtain service, see your GM Warranty
booklet resulting accident could cause serious for details. See Off-Road Driving on page , for
additional information. Tire Sidewall Labeling Useful information about a tire is molded into the
sidewall. The following examples show the different parts of For example, if the tire size aspect

ratio is a tire size. Page Intended Outboard Sidewall: The side of an Normal Occupant Weight:
The number of asymmetrical tire, that must always face outward occupants a vehicle is
designed to seat multiplied when mounted on a vehicle. See Loading Your Vehicle on page This
label lists operate effectively. Page When to Check Remove the valve cap from the tire valve
stem. Do not get a pressure measurement. If the cold tire forget to check the spare tire. The
horn will 9. Any time you notice unusual wear, rotate your tires as soon as possible and check
wheel alignment. Also check for damaged tires or wheels. The original equipment tires installed
on your vehicle, when it was new, Mixing tires could cause you to lose were designed to meet
General Motors Tire control while driving. Page Different Size Tires And Wheels Different Size
Tires and Wheels CAUTION: If you add wheels or tires that are a different size than your original
equipment wheels and tires, this may affect the way your vehicle performs, If you add different
sized wheels, your including its braking, ride and handling vehicle may not provide an
acceptable characteristics, stability, and resistance to rollover. Page Uniform Tire Quality
Grading Uniform Tire Quality Grading While the tires available on General Motors passenger
cars and light trucks may vary with Quality grades can be found where applicable on respect to
these grades, they must also conform the tire sidewall between tread shoulder and to federal
safety requirements and additional maximum section width. AA, A, B, and C. If wheel nuts keep
coming loose, the wheel, wheel bolts, and wheel Using the wrong replacement wheels, nuts
should be replaced. If the wheel leaks air, wheel bolts, or wheel nuts on your vehicle replace it
except some aluminum wheels, can be dangerous. There is not dangerous. You cannot know
how it has enough clearance. Tire chains used on a been used or how far it has been driven. If
air goes out of a tire, it is Lifting a vehicle and getting under it to do much more likely to leak out
slowly. See Hazard Warning Flashers on page for more information. Page 2. Remove the wing
nut B used to retain the The tools you will be using include the following: tool bag by turning it
counterclockwise. Jack D. Jack Handle 3. Turn the knob A on the jack B. Wheel Blocks
Extensions counterclockwise to release the jack and C. Page To access the spare tire, refer to
the following G. Tire Retainer J. Hoist End of graphics and instructions: H. Assemble the two
jack handle extensions D and wheel wrench E as shown. Insert the open end 3. Insert the
ignition key, turn it clockwise and of the extension J then pull it to remove the spare tire lock.
Page Be sure the hoist end J of the extension D 7. Use the wheel connects to the hoist shaft B.
The ribbed wrench hook that square end of the extension is used to lower allows you to the
spare tire. Use the wheel wrench to loosen all the wheel nuts. Turn the wheel wrench
counterclockwise to loosen the wheel nuts. If the vehicle slips off the jack you could be badly
injured or killed. Never get under a vehicle when it is supported only by a jack. Jacking
Locations Overall View A. Page Raise the vehicle far enough off the ground so Attach the jack
handle B to the jack A. Turn the wheel wrench D clockwise to raise the vehicle. Your wheel
could fall off, causing a The wheel could come off and cause an serious accident. Page This
could lead to an accident. Be sure to use the correct wheel nuts. Page Secondary Latch System
Secondary Latch System To release the spare tire from the secondary latch, do the following:
Your vehicle has an underbody-mounted tire hoist 1. Check under the assembly which has a
secondary latch system. Repeat this procedure at least two times. If the spare tire lowers to the
ground, continue with Step 5 of Removing the Spare Tire and Tools on page If the spare tire
does not lower, turn the wheel wrench counterclockwise until approximately 6 inches 15 cm of
cable is exposed. Lower the jack by turning the wheel wrench counterclockwise. Disconnect the
jack handle from the jack and Turn the wheel wrench in the hoist shaft hole carefully remove the
jack with the other hand. Refer to the following graphics and Tools and instructions to help you:
CAUTION: Storing a jack, a tire, or other equipment in the passenger compartment of the
vehicle could cause injury. Page G. Hoist End of H. Put the tire H on the ground at the rear of the
vehicle with the valve stem pointed down and to the rear. Raise the tire fully against the
underside of To store the tools, do the following. You cannot overtighten the cable. Wheel
Blocks E. Return the tools wheel wrench, jack handle, and jack handle extensions to the tool
bag B. Assemble wheel blocks A and jack E together with the wing nut F. Page Remove any
accidental over-spray from other Do not clean your vehicle using the following surfaces
immediately. To prevent over-spray, apply cleaners or techniques: cleaner directly to the
cleaning cloth. Start on the outside edge of the soil and gently rub toward the center. Continue
Use a vacuum cleaner with a soft brush cleaning, using a clean area of the cloth each
attachment frequently to remove dust and loose time it becomes soiled. If a more thorough
cleaning is A soft cloth dampened with water may be used to necessary, a soft cloth dampened
with a mild soap remove dust. Page Wood Panels Wood Panels Weatherstrips Use a clean cloth
moistened in warm, soapy water Silicone grease on weatherstrips will make them use mild dish
washing soap. Dry the wood last longer, seal better, and not stick or squeak. Apply silicone
grease with a clean cloth. Clean Bright metal parts should be cleaned regularly to the blade by

wiping vigorously with a cloth soaked keep their luster. Washing with water is all in full-strength
windshield washer solvent. Page Tires Tires Notice: Using chrome polish on aluminum wheels
could damage the wheels. The repairs To clean the tires, use a stiff brush with tire would not be
covered by your warranty. Use chrome polish on chrome wheels only. The surface of these
wheels is similar to the Notice: Using petroleum-based tire dressing painted surface of the
vehicle. Airborne pollutants can Bare metal will corrode quickly and may develop fall upon and
attack painted surfaces on the into major repair expense. Polishing Cloth Interior and exterior
Wax-Treated polishing cloth. Tar and Road Removes tar, road oil, Oil Remover and asphalt.
Before attempting to add anything electrical to your The wiring circuits in your vehicle are
protected vehicle, see Servicing Your Airbag-Equipped from short circuits by a combination of
fuses, Vehicle on page See Recommended Fluids and Lubricants on page for more information.
Capacities Application English Metric For the air conditioning system refrigerant charge
amount, see the refrigerant caution Air Conditioning Refrigerant label located under the hood.
Any damage caused by failure to follow scheduled maintenance might not be covered by
warranty. But we do on the Tire and Loading Information label. Performing maintenance work
on a vehicle If you want to purchase service information, see can be dangerous. Perform any
needed additional services. See footnote b. Page Maintenance Footnotes Maintenance
Footnotes c Visually inspect hoses and have them replaced if they are cracked, swollen, or
deteriorated. To help ensure that the failure to perform this maintenance item proper operation,
a pressure test of the cooling will not nullify the emission warranty or limit See Engine Coolant
on linkage, liftgate handle pivot points, latch bolt, fuel page for what to use. Do not forget to
check the spare tire. Keeping your foot on the regular Service brake, set the parking brake.
System in Canada Points in Canada Page Maintenance Record Maintenance Record After the
scheduled services are performed, record the date, odometer reading, who performed the
service, and the type of services performed in the boxes provided. See Maintenance
Requirements on page Any additional information from Owner Checks and Services on page
can be added on the following record pages. The Owner Center is a resource for your GM
ownership needs. Winch-out Roadside Assistance will send you detailed, assistance when the
vehicle is mired in sand, computer-personalized maps, highlighting your mud, or snow. Page
Courtesy Transportation Canadian customers call For warranty repairs during the
Bumper-to-Bumper U. Page Scheduling Service Appointments Transportation Options When
your vehicle requires warranty service, Warranty service can generally be completed contact
your dealer and request an appointment. However, if you are unable to wait, By scheduling a
service appointment and GM helps to minimize your inconvenience by advising your service
consultant of your providing several transportation options. Please contact expenses may be
available. Page Vehicle Data Collection And Event Vehicle Data Collection and Event In a crash
event, computer systems, such as the airbag Sensing and Diagnostic Module SDM Data
Recorders in your vehicle may record information about the condition of the vehicle and how it
was operated, Your vehicle, like other modern motor vehicles, has such as data related to
engine speed, brake a number of sophisticated computer systems that application, throttle
position, vehicle speed, safety Page Collision Damage Repair To read this information, special
equipment is Others, such as law enforcement, may have needed and access to the vehicle or
the device access to the special equipment that can read the that stores the data is required.
GM will not access information if they have access to the vehicle information about a crash
event or share it with or the device that stores the data. Page Collision Parts Aftermarket
collision parts are also available. These are made by companies other than GM and Genuine GM
Collision parts are new parts may not have been tested for your vehicle. Page Insuring Your
Vehicle If an Accident Occurs Protect your investment in your GM vehicle with Here is what to
do if you are involved in an comprehensive and collision insurance coverage. Get a the scene of
the accident. They will walk you card from the tow truck oper
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ator or write down through the information they will need. Remember if Repair Process your
vehicle is leased you may be obligated to In the event that your vehicle requires damage have
the vehicle repaired with Genuine GM parts, repairs, GM recommends that you take an active
even if your insurance coverage does not pay role in its repair. Page All-Wheel Drive Page
Appearance Care cont. Windshield, Backglass, and Battery Page Child Restraints cont. Lower
Anchors and Tethers for Calibration Page Cleaning cont. Dome Lamp Override Page Engine
cont. Flat Tire, Storing Page Headlamps cont. Page Lighting Maintenance Schedule cont. Page
Outlet Adjustment Page Power Radios cont. Accessory Outlet s Page Recommended Fluids and

Lubricants.. Page Seats cont. Signals, Turn and Lane-Change Page Tires cont. This manual is
also suitable for: yukon xl denali. Print page 1 Print document pages. Cancel Delete. Sign In OR.
Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL.

