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obligation. Page 4: Introduction State of California to cause cancer and birth defects or other
reproductive harm. Please take the time to get well acquainted with your vehicle by reading this
handbook. The more you know and understand about your vehicle, the greater the safety and
pleasure you will derive from driving it. To access this information, special equipment must be
directly connected to the recording modules. Ford Motor Company and Ford of Canada do not
access event data recorder information without obtaining consent, Page 7 Driving chapter. Ford
makes no representation as to the suitability of your vehicle for snowplowing, in particular
regarding the potential for exceeding vehicle weight limits, airbag SRS deployment sensitivity,
vehicle crash integrity, or powertrain durability. Report the fault to a dealer at the earliest
opportunity. A chime will also sound to remind you to fasten your safety belt. High beams:
Illuminates when the high beam headlamps are turned on. Odometer: Registers the total miles
kilometers of the vehicle. If the needle falls below the normal range, stop the vehicle, turn F f12
Owners Guide postfmt USA English fus Page 17 For more information, refer to Filling the tank
under the Fuel Information section in the Maintenance and Specifications chapter. Also use in
menu mode to select various settings. Audio: Press to access select various settings. Treble:
Press to adjust the treble setting. Press again to return to the playing media. Page 21 CD.
Repeat: Press to repeat the current CD track. CD eject: Press to eject a CD. Seek: Press to
access the next strong station or track. Page 24 8. Scan: Press for a brief sampling of radio
stations or CD tracks. Press again to stop. Press and hold to autoload up to six CDs. Press and
hold to auto eject all CDs present in the system. Irregular shaped CDs, CDs with a scratch
protection film attached, and CDs with homemade paper adhesive labels should not be inserted
into the CD player. Select 2. Adjust the temperature control to maintain comfort. Set the fan
speed to the highest setting. Rear defrost if equipped : Press to defrost the rear window. Refer
to Rear Window Defrost for more information. If your vehicle is equipped with a mini message
center, refer to Mini message center electronic compass temperature display in the Driver
Controls Chapter. Deselect the autolamps after the desired autolamp delay time maximum of 3
minutes At this point, the headlamps and park lamps will turn off. High beams Push the lever
toward the instrument panel to activate. Pull the lever towards you to deactivate. Park the
vehicle directly in front of a wall or screen on a level surface, approximately 25 feet 7. Repeat
step 3â€”5 for the other headlamp. Close the hood and turn off the lamps. To replace all
instrument panel lights - see your dealer F f12 Owners Guide postfmt USA English fus Page 49
Grasp the bulb only by its plastic base and do not touch the glass. The oil from your hand could
cause the bulb to break the next time the headlamps are operated. Install the new bulb in
reverse order. Make sure the headlamp control is in the OFF position. Open the tailgate to
expose the lamp assembly screws and remove the two screws from the tail lamp assembly.
Remove the bulb socket from the foglamp by turning counterclockwise. Disconnect the
electrical connector from the foglamp bulb. Pull out the old bulb from the socket and push in
the new bulb. Install the bulb socket in lamp assembly by turning it clockwise. Attach the new
wiper to the wiper arm and press it into place until a click is heard. Replace wiper blades every 6
months for optimum performance. If your vehicle is equipped with a overhead console rail
system, there are several features that can operated. Push upwards with palms. While pushing
upwards with palms, grip the side latches with fingers and squeeze. Exceeding these limits will
result in a blown fuse. Always keep the power point caps closed when not being used. Press
completely down on the bottom part of the rocker switch and release quickly. Press the top part
of the rocker switch to stop. To activate the heated mirrors, press the rear defrost button
located on the climate control panel. Press and release this control to decrease the vehicle set
speed in small amounts by 1 mph 1. Press and hold the desired HomeLink button. Do NOT
release the button. This value is not the same as the average fuel economy display. The running

average fuel economy is reinitialized to a factory default value if the battery is disconnected.
Autolocks This feature automatically locks all vehicle doors when the vehicle is shifted into any
gear, putting the vehicle in motion. Displayed when the engine is overheating. Stop the vehicle
as soon as safely possible, turn off the engine. If the warning stays on or continues to come on,
contact your dealer as soon as possible. These messages indicate improper operation of the
vehicle network communication between electronic modules. A correct zone setting will
eliminate this error. Refer to Compass zone adjustment. As many as 5 complete circles may be
required. The compass is now calibrated. Lift tailgate to a 80 degree angle from horizontal.
Remove tailgate from left side hinge by sliding tailgate to the right. To install, follow the removal
procedures in reverse order. When driving the vehicle off road, the bed extender should be
removed and the tailgate closed. To install the bed extender, follow the removal procedure in
reverse order. Repeat this procedure for another remote transmitter if desired. Replacing the
battery The remote entry transmitter uses one coin type three-volt lithium battery CR or
equivalent. Turn the ignition to the 3 ON position, and within five seconds, press the control two
times. Note: After turning the ignition to the 3 ON position, two horn chirps should be heard,
indicating that the F f12 Owners Guide postfmt USA English fus Page 92 Before following the
activation or deactivation procedures, make sure the ignition is off, and all vehicle doors are
closed. The user should receive a horn chirp to indicate the system has been disabled or a chirp
followed by a honk to indicate the system has been enabled. Enter the factory set 5â€”digit
code. This must be done within five seconds of completing Step 1. Refer to Programming spare
keys for instructions on how to program the coded key. Use of these systems may result in
vehicle starting problems and a loss of security protection. Note: Large metallic objects,
electronic devices that are used to purchase gasoline or similar items, or a second coded key
on the same key chain may cause vehicle starting issues. Page 97 5. If failure repeats, bring
your vehicle to your dealership to have the new spare key s programmed. The head restraints
can be moved up and down. Push control to lower head restraint. Press the front or rear portion
to tilt the seat. The indicator light on the control will illuminate when activated. The system
automatically shuts off after 10 minutes. Each seat cushion can be flipped up into the seatback
position. See Front passenger sensing system in the airbags section of this chapter. To
unfasten, push the release button and remove the tongue from the buckle. How to use the
automatic locking mode 1. Buckle the combination lap and shoulder belt. Do NOT place objects
between the seats, this could interfere with the functioning of the pretensioner. The system
monitors and tailors the air bag deployment based upon safety belt usage. Failure to properly
wear your safety belt will increase your risk of injury. To ensure that you have used the correct
buckle you should hear a snap and feel it latch. Shorten and fasten the belt when not in use. The
following are reasons most often given for not wearing safety belts: All statistics based on U.
Safety belt maintenance Inspect the safety belt systems periodically to make sure they work
properly and are not damaged. Inspect the safety belts to make sure F f12 Owners Guide
postfmt USA English fus Page Air Bags if equipped , shoulder belt guide on seatback if
equipped , child safety seat LATCH and tether anchors, and attaching hardware, should be
inspected after a collision. Ford Motor Company recommends that all safety belt assemblies in
use in vehicles involved in a collision be replaced. This is because the back of the infant seat is
too close to the inflating air bag and the risk of a fatal injury to the infant when the air bag
inflates is substantial. See your Ford or Lincoln Mercury dealer. The front passenger air bag is
not designed to offer protection to an occupant in the center front seating position. Several air
bag system components get hot after inflation. Do not touch them after inflation. An out of
position front center occupant could affect the decision of the front passenger sensing system.
Medical condition. Important child restraint precautions You are required by law to use safety
restraints for children in the U. If small children generally children who are four years old F f12
Owners Guide postfmt USA English fus Page To improve the fit of both the lap and shoulder
belt on children who have outgrown child safety seats, Ford Motor Company recommends use
of a belt-positioning booster. They can slide around and increase the likelihood of injury or
death in a collision. For more information on top tether straps and anchors, refer to Attaching
safety seats with tether straps in this chapter. Page Make sure the tongue is latched securely by
pulling on it. If the retractor is not locked, unbuckle the belt and repeat steps two through nine.
Check to make sure the child seat is properly secured before each use. Position the child safety
seat on the seat cushion. Page 6. If the safety seat is not anchored properly, the risk of a child
being injured in a collision greatly increases. Check to see if the anchors hold the seat in place.
If the safety seat is not anchored properly, the risk of a child being injured in a crash greatly
increases. The emission system heats up the engine compartment and exhaust system, which
can start a fire. Make sure the headlamps and vehicle accessories are off. Make sure the
gearshift is in P Park. Make sure the parking brake is set. BRAKE 5. If a light fails to illuminate,

have the vehicle serviced. Even when the ABS is disabled, normal braking is still effective. Start
the vehicle and release the parking brake. Do not drive your vehicle until you verify that the
brakelamps are working. Inclement weather may also affect the function of the RSS; this may
include reduced performance or a false activation. The tone may also be heard if items in the
truck bed protrude rearward outside the bed. Illuminates when 4H is selected. Illuminates when
4L is selected. Bring the vehicle to a complete stop. Depress the brake. On vehicles equipped
with an automatic transmission, place the transmission in N Neutral ; on vehicles equipped with
a manual transmission, depress the clutch. Intended only for off-road applications such as deep
sand, steep grades or pulling heavy objects. Since sudden changes in terrain can result in
abrupt steering wheel motion, make sure you grip the steering wheel from the outside. Do not
grip the spokes. Failure to drive cautiously could result in an increased risk of loss of vehicle
control, vehicle rollover, personal injury and death. Again, avoid these abrupt inputs. Excess
mud stuck on tires and rotating driveshafts causes an imbalance that could damage drive
components. Page Never drive with chains on the front tires of 4WD vehicles without also
putting them on the rear tires. This could cause the rear to slide and swing around during
braking. If you nevertheless decide to equip your 4WD for off-road use with tires larger than
what Ford Motor Company recommends, you should not use these tires for highway driving.
Page Ford Motor Company recommends that caution be used with any vehicle equipped with a
high load or device such as ladder racks or pickup box cover. Page Vehicle Loading front and
rear â€” including vehicle curb weight and all payload. Park the unloaded vehicle on a level
surface. With the ignition on and all doors closed, allow the vehicle to stand for several minutes
so that it can level. The bumper has a 5, lbs. Reconnect the wiring to the trailer after the trailer is
removed from the water. Page Operating the vehicle with the snowplow attached Ford
recommends that the Fâ€” be limited to low speed, personal-use snow removal. Do not use your
vehicle for snow removal until it has been driven at least miles km. Page Driving Do not attempt
to service, repair, or modify the air bag supplemental restraint system SRS or its fuses. This
program is separate from the New Vehicle Limited Warranty. If you need to arrange roadside
assistance for yourself, Ford Motor Company will reimburse a reasonable amount. To obtain
reimbursement information, U. Ford or Mercury vehicles customers call ; Lincoln vehicle
customers call 1â€”â€”â€” Page Fuses And Relays Note: Always replace a fuse with one that
has the specified amperage rating. Using a fuse with a higher amperage rating can cause severe
wire damage and could start a fire. Gently pull on the cover to make sure it is seated properly. If
the dissimilar spare tire or wheel is damaged, it should be replaced rather than repaired. Page 1.
Use the ignition key to remove the lock cylinder from the access hole of the bumper to allow
access to the guide tube. Assemble the jack handle as shown in the illustration. Repeat this
tightness check procedure when servicing the spare tire pressure every six months, per
Scheduled Maintenance Guide , or at any time that the spare tire is disturbed through service of
other components. Use only Ford recommended replacement fasteners. When a wheel is
installed, always remove any corrosion, dirt or foreign materials present on the mounting
surfaces of the wheel or the surface of the front disc brake hub and rotor that contacts the
wheel. Page Connecting the jumper cables 1. Note: In the illustrations, lightning bolts are used
to designate the assisting boosting battery. Ensure that the cables are clear of fan blades, belts,
moving parts of both engines, or any fuel delivery system parts. Remove the jumper cable from
the ground metal surface. Do not tow with a slingbelt. Ford Motor Company has not approved a
slingbelt towing procedure. Page Customer Assistance Center at the number below. Away from
home If you own a Ford or Mercury vehicle and are away from home when your vehicle needs
service, or if you need more help than the dealership could provide, after following the steps
described above, contact the Ford Customer Relationship Center to find an authorized
dealership to help you. Page If you own a Lincoln vehicle and are away from home when your
vehicle needs service, or if you need more help than the dealership could provide, after
following the steps described above, contact the Ford Customer Relationship Center to find an
authorized dealership to help you. If you did not take advantage of the Ford Extended Service
Plan at the time of purchasing your vehicle, you may still be eligible. Since this information is
subject to change, please ask your dealer for complete details about Ford Extended Service
Plan coverage options, or visit the Ford ESP website at The decisions of the Board are binding
on Ford and, in some cases, on the dealer but not on consumers who are free to pursue other
remedies available to them under state or federal law. Page If your vehicle must be serviced
while you are traveling or living in Central or South America, the Caribbean, or the Middle East,
contact the nearest Ford dealership. Page Reporting Safety Defects U. Page Cleaning low-gloss
black colored trim, such as grained door handles, roof racks, bumpers, side moldings, mirror
housings or the windshield cowl area. These products are available from your dealer. Keep
body and door drain holes free from packed dirt. These quality products have been specifically

engineered to fulfill your automotive needs; they are custom designed to complement the style
and appearance of your vehicle. Page Maintenance And Specifications 2. Turn off the engine
and remove the key. Block the wheels. Set the parking brake and shift to P Park. Go to the front
of the vehicle and release the auxiliary latch that is located on the front bumper under the grill.
Lift the hood until the lift cylinders hold it open. Engine oil filler cap 4. Power steering fluid
reservoir 5. Engine oil dipstick 6. Brake fluid reservoir 7. Engine coolant reservoir 8. Air filter
assembly 9. Air filter assembly 4. Engine oil filler cap 9. Set the parking brake and ensure the
gearshift is securely latched in P Park automatic transmission or 1 First manual transmission.
Open the hood. Protect yourself from engine heat. Put the indicator back in and ensure it is fully
seated. Adding engine oil 1. Check the engine oil. For instructions, refer to Checking the engine
oil in this chapter. Page Battery Maintenance and Specifications It is recommended you use the
appropriate Motorcraft oil filter or another brand meeting Ford specifications for your engine
application. BATTERY Your vehicle is equipped with a Motorcraft maintenance-free battery
which normally does not require additional water during its life of service. Page If the battery
has been disconnected or a new battery has been installed, the clock and the preset radio
stations must be reset once the battery is reconnected. Add the mixture to the coolant reservoir,
when the engine is cool, until the appropriate fill level is obtained. Page Recycled engine
coolant Ford Motor Company does NOT recommend the use of recycled engine coolant in
vehicles originally equipped with Motorcraft Premium Gold Engine Coolant since a
Ford-approved recycling process is not yet available. Page If the engine coolant supply is
depleted, this feature allows the vehicle to be driven temporarily before incremental component
damage is incurred. Arrange for the vehicle to be taken to a service facility. If this is not
possible, wait a short period for the engine to cool. Check the coolant level and replenish if low.
Gasoline may contain benzene, which is a cancer-causing agent. The flow of fuel through a fuel
pump nozzle can produce static electricity, which can cause a fire if fuel is pumped into an
ungrounded fuel container. The fuel system may be under pressure. If the fuel filler cap is
venting vapor or if you hear a hissing sound, wait until it stops before completely removing the
fuel filler cap. If the problems persist, see your dealer or a qualified service technician. Running
out of fuel Avoid running out of fuel because this situation may have an adverse affect on
powertrain components. Fill the fuel tank completely and record the initial odometer reading in
kilometers or miles. Each time you fill the tank, record the amount of fuel added in liters or
gallons. Contact your dealer if the window sticker is not supplied with your vehicle. The EPA
window sticker should be your guide for the fuel economy comparisons with other vehicles. If
other than Ford, Motorcraft or Ford-authorized parts are used for maintenance replacements or
for service of components affecting emission control, such non-Ford parts should be equivalent
to genuine Ford Motor Company parts in performance and durability. Page Service engine soon
light on. If the fluid is low, add fluid in small amounts, continuously checking the level until it
reaches the range between the MIN and MAX lines. Be sure to put the cap back on the reservoir.
Install the dipstick making sure it is fully seated in the filler tube. Remove the dipstick and
inspect the fluid level. The fluid should be in the designated area for normal operating
temperature or ambient temperature. Clean the filler plug. Remove the filler plug and inspect the
fluid level. Refer to Lubricant specifications in this chapter. Page Air Filter S This could cause
filter damage and allow unmetered air to enter the engine if not properly seated. Install a new air
filter element into the tray assembly. Return air filter tray to original position by pressing firmly
on the handle until all rearward movement stops and secure the two clamps. Department of
Transportation-Tire quality grades: The U. Department of Transportation requires Ford to give
you the following information about tire grades exactly as the government has written it. In
general, the larger the number, the wider the tire. Maximum Load Single lbs. You are strongly
urged to buy a reliable tire pressure gauge, as automatic service station gauges may be F f12
Owners Guide postfmt USA English fus Page Maintenance and Specifications inaccurate. Ford
recommends the use of a digital or dial type tire pressure gauge rather than a stick type tire
pressure gauge. Use the recommended cold inflation pressure for optimum tire performance
and wear. Under-inflation or over-inflation may cause uneven treadwear patterns. Page Only use
replacement tires and wheels that are the same size and type such as P-metric versus LT-metric
or all-season versus all-terrain as those originally provided by Ford. Use of any tire or wheel not
recommended by Ford can affect the safety and performance of your vehicle, which could result
in an increased risk of loss of vehicle control, vehicle rollover, personal injury and death. Do not
use tire chains on dry roads. Do not remove these components from your vehicle when using
snow tires and chains. The correct oil filter must be used as previously described. Page Refill
Capacities Engine oil Motorcraft 4. Use of synthetic or synthetic blend motor oil is not
mandatory. Refer to your Scheduled Maintenance Guide to determine the correct service
interval. Model year 7. Assembly plant 8. Production sequence number Engine number The

engine number the last eight numbers of the vehicle identification number is stamped on the
engine block and transmission. Ford Motor Company will repair or Page This manual is also
suitable for: f Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL. Quick Links. Table of
Contents. Instrument Cluster. Warning Lights And Chimes. Message Center. Entertainment
Systems. Auxiliary Input Jack Line In. Usb Port. Satellite Radio Information. Navigation System.
Climate Controls. Manual Heating And Air Conditioning. Dual Electronic Automatic Temperature
Control. Navigation System Based Climate Control. Rear Window Defroster. Turn Signal
Control. Bulb Replacement. Driver Controls. Steering Wheel Adjustment. Power Windows.
Speed Control. Owners Guide, 1st Printing. USA fus. Ford may change the contents without
notice and without incurring obligation. Page 4: Introduction The more you know and
understand about your vehicle, the greater the safety and pleasure you will derive from driving
it. Page 5 Introduction Protecting the environment We must all play our part in protecting the
environment. Correct vehicle usage and the authorized disposal of waste, cleaning and
lubrication materials are significant steps towards this aim. Information in this respect is
highlighted in this guide with the tree symbol. Page 6 Your vehicle is not equipped with a
snowplowing package. Using your vehicle as an ambulance Do not use this vehicle as an
ambulance. Your vehicle is not equipped with the Ford Ambulance Preparation Package. Notice
to owners of pickup trucks and utility type vehicles WARNING: Utility vehicles have a
significantly higher rollover rate than other types of vehicles. Page 7 In order to properly
diagnose and service your vehicle, Ford Motor Company, Ford of Canada, and service and
repair facilities may Page 8 EDR. Ford Motor Company and Ford of Canada do not access event
data recorder Ford strongly recommends that you use extreme caution when using any device
or feature that may take your focus off the road. Your primary responsibility is the safe
operation of your vehicle. Page 10 Introduction These are some of the symbols you may see on
your vehicle. Uplevel clusters similar. Warning lights and gauges can alert you to a vehicle
condition that may become serious enough to cause expensive repairs. Page 13 Instrument
Cluster Uplevel message center Note: Some warning lights are reconfigurable telltale RTT
indicator lights and will illuminate in the message center. These lights function the same as the
other warning lights. The first three positions will only display one warning telltale at a time; If
the light remains on, have the system serviced immediately by your authorized dealer. Refer to
Message center in this chapter. Page 15 Instrument Cluster Airbag readiness: If this light fails to
illuminate when the ignition is turned to on, continues to flash or remains on, have the system
serviced immediately by your authorized dealer. A chime will sound if there is a malfunction in
the indicator light. Page 16 Instrument Cluster Low tire pressure warning: Illuminates when your
tire pressure is low. If the light remains on at start up or while driving, the tire pressure should
be checked. Refer to Inflating your tires in the Tires, Wheels and Loading chapter. When the
ignition is first turned to on, the light will illuminate for three seconds to ensure the bulb is
working. Page 17 Instrument Cluster ignition is turned on, or remains on, have the system
serviced immediately by your authorized dealer. If the light fails to display when the ignition is
turned on, or remains on, have the system serviced immediately by your authorized dealer.
Engine oil pressure gauge: Indicates engine oil pressure. The needle should stay in the normal
operating range between L and H. If the needle falls below the normal range, stop the vehicle,
turn off the engine and check the engine oil level. Page Message Center Instrument Cluster
slightly when the vehicle is in motion or on a grade. The fuel icon and arrow indicates which
side of the vehicle the fuel filler door is located. Refer to Filling the tank in the Maintenance and
Specifications chapter for more information. Page 23 Instrument Cluster An oil change is
required whenever indicated by the message center and according to the recommended
maintenance schedule. This allows you to use the full message center functionality by clearing
the message. Various vehicle features will be disabled to help preserve the battery. Turn off as
many of the electrical loads as soon as possible to improve system voltage. If the warning stays
on or continues to come on, contact your authorized dealer as soon as possible. For more
information, refer to Four-wheel drive 4WD operation in the Driving chapter. This timer will stop
when the vehicle is turned off and will restart when the vehicle is restarted. To determine your
average highway fuel economy, do the following: 1. Drive the vehicle at least 5 miles 8 km with
the speed control system engaged to display a stabilized average. Page 34 Instrument Cluster
Truck Apps if equipped In this mode, off-road and trailer towing application options are
available. Steering angle in degrees : Displays the steering angle of the front wheels after the
vehicle has been driven for a period of time. Use the up and down arrows to select a trailer and
press the OK button to choose the highlighted trailer. Page 36 Instrument Cluster Trailer
Rename Trailer Press the right arrow button when this is highlighted to display saved or default
trailers. Refer to Brake fluid in the Maintenance and Specifications chapter. Refer to Trailer

towing in the Tires, Wheels and Loading chapter for more information. Ford strongly
recommends that drivers use extreme caution when using any device or feature that may take
their focus off the road. Your primary responsibility is the safe operation of the vehicle. Page 48
Entertainment Systems 2. Page 50 Entertainment Systems Accessory delay: Your vehicle is
equipped with accessory delay. With this feature, the radio and other electrical accessories may
be used for up to ten minutes after the ignition is turned off or until either front door is opened.
Battery management: When the engine is off, your audio system may turn off if the battery is at
a low state of charge or if the ignition has been in the accessory position or in the on position
for approximately SCAN: Press for a brief sampling of all strong radio stations. Enter the
desired track number using the memory preset buttons 0â€”9. If a specific category is selected,
Jazz, Rock, News, etc. Page 55 Entertainment Systems display. After a category is selected,
press SEEK to search for that specific category of channels only i. Press OK to close and return
to the main menu. Press the to scroll through the following options: a. Page 58 Entertainment
Systems The Auxiliary Input Jack provides a way to connect your portable music player to the
in-vehicle audio system. This allows the audio from a portable music player to be played
through the vehicle speakers with high fidelity. To achieve optimal performance, please observe
the following instructions when attaching your portable music device to the audio system. Ford
strongly recommends that drivers use extreme caution when using any device that may take
their focus off the road. Page 61 CD units are designed to play commercially pressed 4. Due to
technical incompatibility, certain recordable and re-recordable compact discs may not function
correctly when used in Ford CD players. Do not use any irregular shaped CDs or discs with a
scratch protection film attached. While various. Page 63 Note: SIRIUS reserves the unrestricted
right to change, rearrange, add or delete programming including canceling, moving or adding
particular channels, and its prices, at any time, with or without notice to you. Ford Motor
Company shall not be responsible for any such programming changes. The system is working
properly. Can be used to clear the windshield of fog and thin ice. The system will automatically
provide outside air to reduce window fogging. Press this button again to return to the previous
air flow selection. Use with recirculated air to improve cooling performance and efficiency.
Defrost: Distributes outside air through the windshield defroster vents and de-mister vents.
Page 70 Climate Controls 4. AUTO: Press to engage full automatic operation. Select the desired
temperature using the temperature control. When the system is off, outside air is prevented
from entering the vehicle through the vents. Page 72 Climate Controls Defrost: Distributes
outside air through the windshield defroster vents and de-mister vents. Even when this button
is not selected, air may still recirculate in some instances in order to reduce vehicle warm-up
time in cold conditions or to cool down time in hot conditions. Page 75 Climate Controls 4.
Passenger heated seat if equipped : Press to control the passenger heated seat. Refer to Heated
and cooled seats in the Seating and Safety Restraints chapter for more information. Page 76
Climate Controls Driver cooled seat if equipped : Press to control the driver cooled seat. Driver
heated seat if equipped : Press to control the driver heated seat. To return to full automatic
control, press AUTO on the main bezel. The blower will automatically go to maximum. Rotate
clockwise to the second position to also turn on the headlamps. Autolamp control if equipped
The autolamp system provides light sensitive automatic on-off control of the exterior lights
normally controlled by the headlamp control. Page 81 Lights High beams Pull the lever fully
past the detent to activate. Pull the lever fully again to deactivate. Flash-to-pass Pull toward you
slightly to activate and release to deactivate. Daytime running lamps DRL if equipped Turns the
headlamps on with a reduced output. Page Turn Signal Control Lights 3. Turn on the low beam
headlamps to illuminate the wall or screen and open the hood. Cover one of the headlamps so
no light hits the wall. On the wall or screen you will observe a light pattern with a distinct
horizontal edge towards the right. The turn signals will flash for as long as the lever is held in
this position. The lamps can be turned on or off by sliding the control. Condensation can be a
natural by-product of this design. When moist air enters the lamp assembly through the vents,
there is a possibility that condensation can occur when the temperature is cold. To replace all
instrument panel lights - see your authorized dealer Replacing exterior bulbs Check the
operation of all the bulbs frequently. Page 88 Lights 3. Loosen the three retaining bolts two at
top of lamp, one at lower inboard corner. Once the three retaining bolts have been removed,
slide the headlamp assembly forward, disconnecting the two snap attachments at the fender.
Disconnect the electrical connector from the bulb by pulling rearward. Make sure that the
headlamp control is in the off position and open the hood. Page 90 Lights 3. Carefully pull the
lamp assembly straight rearward from the tailgate pillar to disengage two hidden snap-in
retainers. Flare side tail lamps are not equipped with snap-in retainers. Remove bulb socket
from the lamp assembly by turning it counterclockwise. Page 91 Lights Replacing license plate
lamp bulbs The license plate bulbs are located behind the rear bumper. To change the license

plate lamp bulbs: 1. Reach behind the rear bumper to locate the bulb. Twist the bulb socket
counterclockwise and carefully pull to remove it from the lamp assembly. Speed-dependent
wipers if equipped : When the wiper control is set to any of the interval settings except the
longest pause setting, the pause time between wiping will automatically adjust with the vehicle
speed. Press and hold the front or rear of the control to adjust the telescope. Page 95 Driver
Controls On vehicles with memory feature, to prevent damage to the steering column, the
steering column is designed to set a stopping position just short of the end of the column
position. If the steering column encounters an object while moving up or down, a new stopping
position will be set. Page 97 Driver Controls Compass zone adjustment 1. Determine which
magnetic zone you are in for your geographic location by referring to the zone map. Turn
ignition to the on position. Page 98 Driver Controls 2. To calibrate, press and hold the 7 and 9
radio preset buttons together for approximately 10 seconds until CAL appears. Release the
buttons. Page 99 Driver Controls To have full capacity usage of your power point, the engine is
required to be running to avoid unintentional discharge of the battery. Page Power Windows
Driver Controls The power point can switch to a fault mode when it is overloaded, overheated,
or shorted. For overloading and shorting conditions, unplug your device and turn the ignition
key off then on. For an overheating condition, let the system cool off, then turn the ignition key
off then on. The V AC power point can provide power whenever the vehicle ignition is in the on
position and the power point green indicator light located in the top left corner is turned on.
Page Driver Controls Press and pull the window switches to open and close windows. Rear
Window Buffeting: When one or both of the rear windows are open, the vehicle may
demonstrate a wind throb or buffeting noise. Page Driver Controls Bounce-back override front
windows only To override bounce-back, within two seconds after reaching bounce-back
position, if the switch is moved from the neutral to the express-up position the window will
travel up with no bounce-back protection. If the switch is released before the window reaches
fully closed position, the window will stop. Page Mirrors Driver Controls Accessory delay if
equipped With accessory delay, the window switches may be used for up to 10 minutes after the
ignition switch is turned to the off position or until any door is opened. To adjust your mirrors:
1. Rotate the control clockwise to adjust the right mirror and rotate the control
counterclockwise to adjust the left mirror. Page Driver Controls Fold-away mirrors Fold the side
mirrors in carefully before driving through a narrow space, like an automatic car wash.
Powerfold mirrors if equipped With powerfold mirrors, you can fold the side mirrors using the
power mirror switch. Page Driver Controls On vehicles not equipped with rear defrost, press the
heated mirror control located on the climate control panel. For more information refer to the
Climate Controls chapter. Note: If your vehicle is equipped with the Auto dimming feature, the
mirror glass is thicker and will take longer to defrost. The control is located on the side of the
steering column. Press and hold the rear of the control to adjust the pedals toward you. Using
speed controls The speed controls are located on the steering wheel. The following buttons
work with speed control: â€” Disengaging the speed control will not erase the previous set
speed. Note: When you use the clutch pedal to disengage the speed control, the engine speed
may briefly increase, this is normal. Press to activate phone mode or answer a phone call. Press
the switch again to stop the moon roof. Page Driver Controls Types of garage door openers
rolling code and fixed code The Car2U Home Automation System may be programmed to
operate rolling code and fixed code garage door openers. Make sure that your key is on and
engine off while programming the transmitter. Firmly press the two outer Car2U system buttons
for 1â€”2 seconds, then release. Page Driver Controls 4. Press and release the button again.
The garage door should move, confirming that programming is successful. If your garage door
does not operate, repeat the previous steps in this section. After successful programming, you
will be able to operate your Car2U system by pressing the button you programmed to activate
the opener. Page Driver Controls 2. Open the battery cover and record the switch settings from
left to right for all 8 to 12 switches. Page Driver Controls 5. Press and hold the Car2U system
button you would like to use to control the garage door. Immediately within 1 second release
the button once the garage door moves. During this time the selected button indicator light will
blink slowly. Operation is subject to the following two conditions: 1 This device may not cause
harmful interference, and 2 This device must accept any interference received including
interference that may cause undesired operation. Page Driver Controls Tailgate removal Your
tailgate is removable to allow more room for loading. WARNING: Always properly secure cargo
to prevent shifting cargo or cargo falling from vehicle, which could result in compromised
vehicle stability and serious personal injury to vehicle occupants or others. Page Driver
Controls Tailgate step if equipped Your vehicle may be equipped with a feature that allows
easier entry into the truck bed. To open the tailgate step: 1. Flip down the tailgate. Pull the
yellow latch lever to the unlock position to release the grab handle from its stowed position

Page Driver Controls To stow the box side step, with your foot, push the box side step under
the truck until fully latched. Do not push on the button while stowing the box side step. Note: Do
not use the box side steps to lift the vehicle when jacking. Utilize proper jacking points. Open
the latches to release the panels. Rotate the panels toward the tailgate. Repeat Steps 1â€”3 for
the other side of the bed extender. Connect the two panels, then rotate both knobs a
quarter-turn clockwise to secure the panels. Ensure the latch rod is inserted into the tailgate
hole and the locking pins on both sides are engaged into their holes in the pick-up box. Reverse
steps for storage of the bed extender. Note: When the vehicle is in motion, ensure the locking
pins and knobs are fully engaged. When installing cleat, reverse instructions above. Note: When
replacing a cleat into the rail, make sure the oval embossed on the knob is not upside down.
Page Driver Controls Cross bars: Aluminum cross bars with T-slot channels in all four sides,
and a latch mechanism that allows the end supports to snap over the existing cleats. Cross bars
are rated to hold loads up to lb 45 kg load evenly distributed between the two crossbars, and
the T-slots are sized to accept industry-standard roof rack accessories. Page Driver Controls
Bed divider: This panel will keep small items up to lb kg in position in the pickup box. Also
includes T-slots to allow attachment of industry-standard roof rack accessories. Page Driver
Controls Side mounted tool bins: Watertight bins can be positioned at any point along the side
rails and can be easily removed even when full , and carried to wherever the contents are
needed. Each bin will hold up to 60 lb 27 kg of cargo, and has a drain plug for use as a cooler.
Once both handles are raised, the lid may be closed. The transmitter portion functions as the
remote entry transmitter. Refer to the Seating and Safety Restraints chapter for a detailed
description of Belt-Minder operation. Page Locks and Security 4. For optional message center:
1. Page Locks and Security For optional message center: 1. Use the up and down arrows to get
to any of the optional features. Page 2. Page Locks and Security Smart locks if equipped This
feature prevents you from locking yourself out of the vehicle if your key is still in the ignition.
You must complete Steps 1â€”5 within 30 seconds or the procedure will have to be repeated. If
the procedure needs to be repeated, wait a minimum of 30 seconds before beginning again.
Note: The doors will not autounlock if the vehicle has been electronically locked before the
driver door is opened. Turn the ignition to the off position. Close all the doors. Enter
factoryâ€”set 5â€”digit entry code. Operation is subject to the following two conditions: 1 This
device may not cause harmful interference, and 2 This device must accept any interference
received, including interference that may cause undesired operation. Page Locks and Security
Two step door unlocking 1. Note: The parking lamps and interior lamps will illuminate refer to
the Illuminated entry feature later in this section if the control on the overhead lamp is not set to
the off position. Page Locks and Security Sounding a panic alarm Press to activate the alarm.
Press again or turn the ignition to on to deactivate. Note: The panic alarm will only operate
when the ignition is off. Integrated keyhead transmitter IKT To replace the battery: 1. Twist a
thin coin in the slot near the key ring to remove the battery cover 1. Page Locks and Security
Illuminated entry The interior lamps and parking lamps illuminate when the remote entry system
is used to unlock the door s. The parking lamps will turn off. You may have to be closer to the
vehicle than when starting due to ground reflection and the added noise of the running engine.
You can disable or enable the remote start system through the message center. Use of these
systems may result in vehicle starting problems and a loss of security protection. Note: Large
metallic objects, electronic devices that are used to purchase gasoline or similar items, or a
second coded key on the same key chain may cause vehicle starting issues. Page Locks and
Security Programming spare keys A maximum of eight keys can be coded to your vehicle. Only
SecuriLock keys can be used. Page Locks and Security 6. To program additional new
unprogrammed key s , repeat Steps 1 through 5. Page Seating and Safety Restraints To adjust
the head restraint, do the following: 1. Raise the head restraint by pulling up on the head
restraint. Page Seating and Safety Restraints Properly adjust the head restraint so that the top
of the head restraint is even with the top of your head and positioned as close as possible to the
back of your head. For occupants of extremely tall stature, adjust the head restraint to its full up
position. Using the manual lumbar support For more lumbar support, turn the lumbar support
control toward the front of vehicle. Page Seating and Safety Restraints Using the power lumbar
support if equipped The power lumbar control is located on the outboard side of the seat. Press
the forward side of the control for additional support. Press the rear side of the control to
reduce support. Page Seating and Safety Restraints The control is located on the outboard side
of the seat cushion. Move the switch to raise or lower the front or rear portion of the seat
cushion. Move the switch to move the seat forward, backward, up or down. Power recline if
equipped Move the switch to recline the seatback forward or rearward. Page Seating and Safety
Restraints position using the associated controls. Press and hold button 1 for at least two
seconds. A chime will sound confirming that a memory position has been set. A memory seat

position may be programmed at any time. Page Seating and Safety Restraints the vehicle and
inserting the key in the ignition while in P Park , the easy entry feature will move the seat an
additional 2 inches 5 cm to the desired memory location. See Locks and Security for activating
the memory seat feature through the remote entry system. Allow the seat to dry thoroughly. To
operate the heated seats, do the following: Press the heated seat symbol to cycle through the
various heat settings and off. Page Seating and Safety Restraints To operate the heated seats:
Press the heated seat symbol to cycle through the various heat settings and off. Warmer
settings are indicated by more indicator lights. Cooled seats The cooled seats will only function
when the engine is running. To operate the cooled seats: Press the cooled seat symbol to cycle
through the various cooling Page Seating and Safety Restraints To remove an air filter: 1. Turn
the vehicle off. Push up on the outside rigid edge of the filter until the tabs are released, then
rotate the air filter toward the front of the vehicle. Whenever possible it should be installed and
properly adjusted when the seat is occupied. Page Seating and Safety Restraints 1. Pull control
on the side of the seat to release seat cushion from storage position. Push seat cushion down
until it locks into horizontal position. Each seat cushion can be flipped up into a vertical storage
position. Page Seating and Safety Restraints Armrest and cupholders if equipped Pull the strap
located on the center seatback to access the armrest and cupholders. The cupholders are
located inside the rear seat armrest. The heated seat module resets at every ignition run cycle.
The system is designed to help protect smaller drivers sitting close to the driver airbag by
providing a lower airbag output level. Page Seating and Safety Restraints airbag is off. See
Front passenger sensing system in the Airbag supplemental restraint system SRS section of
this chapter. Front safety belt usage sensors The front safety belt usage sensors detect whether
or not the driver and front outboard passenger safety belts are fastened. Page Seating and
Safety Restraints If any of these things happen, even intermittently, have the Personal Safety
System serviced at an authorized dealer immediately. Unless serviced, the system may not
function properly in the event of a collision. Page Seating and Safety Restraints shortened, but
pinches the webbing to keep the lap portion from getting longer. Page Seating and Safety
Restraints WARNING: Each seating position in your vehicle has a specific safety belt assembly
which is made up of one buckle and one tongue that are designed to be used as a pair. Page
Seating and Safety Restraints Safety belt systems equipped with an energy management
retractor must be replaced if they were in use during a frontal collision which resulted in
deployment of the frontal airbags. Refer to the Safety belt maintenance section in this chapter.
Safety belt locking modes All safety restraints in the vehicle are combination lap and shoulder
belts. Page Seating and Safety Restraints How to use the automatic locking mode 1. Grasp the
shoulder portion and pull downward until the entire belt is pulled out. Page Seating and Safety
Restraints Safety belt pretensioner Your vehicle is equipped with safety belt pretensioners at
the driver and right front passenger seating positions. The safety belt pretensioner removes
some slack from the safety belt system at the start of a crash. The safety belt pretensioner uses
the same crash sensor system as the front airbags and Safety Canopy System. Page Seating
and Safety Restraints Front safety belt height adjustment Your vehicle has safety belt height
adjustments at the front outboard seating positions. Adjust the height of the shoulder belt so
the belt rests across the middle of your shoulder. To adjust the shoulder belt height, pull on the
center button and slide the height adjuster down. Page Seating and Safety Restraints If Page
Seating and Safety Restraints The following are reasons most often given for not wearing safety
belts: All statistics based on U. Page Seating and Safety Restraints Reasons given Frontal
airbags are not designed to inflate in rear and side crashes or rollovers. People who are ejected
are 40 times more likely to DIE. Turn the ignition switch to the on position. Wait until the safety
belt warning light turns off. Contact your authorized dealer as soon as possible. WARNING:
Modifying or adding equipment to the front end of the vehicle including frame, bumper, front
end body structure and tow hooks may affect the performance of the airbag system, Page
Seating and Safety Restraints If two adults and a child occupy a Regular Cab, properly restrain
the child in the center front unless doing so would interfere with driving the vehicle. This
arrangement provides lap and shoulder belt protection for all occupants, and airbag protection
for the adults. Page Child Restraints Seating and Safety Restraints internal injuries, particularly
to occupants who are not properly restrained or are otherwise out of position at the time of
airbag deployment. Thus, it is extremely important that occupants be properly restrained as far
away from the airbag cover as possible while maintaining vehicle control. Page Seating and
Safety Restraints The front passenger sensing system uses a passenger airbag off or pass
airbag off indicator which will illuminate and stay lit to remind you that the front passenger
frontal airbag is disabled. The indicator lamp is located in the center stack of the instrument
panel just above the radio. Page Seating and Safety Restraints How does the side airbag system
work? The design and development of the side airbag system included recommended testing

procedures that were developed by a group of automotive safety experts known as the Side
Airbag Technical Working Group. Do not touch them after inflation. The side airbag system
including the seat must be inspected and serviced by an authorized dealer. Failure to follow
these instructions may increase the risk of personal injury in the event of a collision. The design
and development of the Safety Canopy system included recommended testing procedures that
were developed by a group of automotive safety experts known as the Side Airbag Technical
Working Group. Page Seating and Safety Restraints The Safety Canopy is mounted to roof
side-rail sheet metal, behind the headliner, above each row of seats. The Safety Canopy is
designed to inflate between the side window area and occupants to further enhance protection
provided in side impact collisions and rollover events. The fact that the Safety Canopy did not
activate in a collision does not mean that something is wrong with the system. If any of these
things happen, even intermittently, have the SRS serviced at your authorized dealer
immediately. Page Recommendations for Safety Restraints are based on probable child height,
age and weight thresholds from NHTSA and other safety organizations or are the minimum
requirements of law. Page Seating and Safety Restraints Recommendations for Safety
Restraints for Children Recommended Child size, height, weight, or age restraint type Infants or
Children weighing 40 lb 18 kg or less Use a child safety toddlers generally age four or younger
seat sometimes called an infant carrier, convert- ible seat, or tod Page Highway Traffic Safety
Administration NHTSA provides education and training to ensure that all children ages 0 to 16
are properly restrained in the correct restraint system. Page Seating and Safety Restraints
Follow all the safety restraint and airbag precautions that apply to adult passengers in your
vehicle. If the child is the proper height, age, and weight as specified by your child safety seat
or booster manufacturer , fits the restraint and can be restrained properly, then restrain the
child in the child safety seat or with the belt-positioning booster. Page Seating and Safety
Restraints Installing child safety seats with combination lap and shoulder belts Check to make
sure the child seat is properly secured before each use. Children 12 and under should be
properly restrained in a rear seating position whenever possible. If all children cannot be seated
and restrained properly in a rear seating position, properly restrain the largest child in the front
seat. Page Seating and Safety Restraints If you are using a front center seat, see Installing child
safety seats in cinch tongue combination lap and shoulder belt seating position later in this
chapter for instructions. Page Seating and Safety Restraints 3. Be sure the belt webbing is not
twisted. Insert the belt tongue into the proper buckle the buckle closest to the direction the
tongue is coming from for that seating position until Page There should be no more than 1 inch
2. Position the child safety seat in the center front seat. Page Seating and Safety Restraints 5.
Insert the belt tongue into the proper buckle the buckle closest to the direction the tongue is
coming from for that seating position until you hear a snap and feel the latch engage. Make sure
the tongue is latched securely by pulling on it. Page The shoulder belt must be snug to keep the
lap belt tight during a collision. In Canada, check with your local St. Page Seating and Safety
Restraints Use of inboard lower anchors from the outboard seating positions center seating use
The lower anchors at the center of the second row rear seat are spaced Page Seating and Safety
Restraints The passenger seats of your vehicle are equipped with built-in tether strap anchors
located behind the seats as described below. The tether anchors in your vehicle may be loops
of webbing above the seatback or an anchor bracket behind the seat on the rear edge of the
seat cushion. Page Seating and Safety Restraints Once the child safety seat has been installed
using either the safety belt, the lower anchors of the LATCH system, or both, you can attach the
top tether strap. Front seat tether strap attachment Regular cab 1. Page Seating and Safety
Restraints Rear seat tether strap attachment SuperCab and SuperCrew There are three loops of
webbing just above the back of the rear seat along the bottom edge of the rear window. These
loops are to be used as both routing loops and anchor loops for up to three child safety seat
tether straps. Page To improve the fit of both the lap and shoulder belt on children who have
outgrown child safety seats, Ford Motor Company recommends use of a belt-positioning
booster. Generally this is when they reach a height of at least 4 feet 9 inches 1. Page Seating
and Safety Restraints Types of booster seats There are generally two types of belt-positioning
booster seats: backless and high back. Page Seating and Safety Restraints Children and
booster seats vary in size and shape. Choose a booster that keeps the lap belt low and snug
across the hips, never up across the stomach, and lets you adjust the shoulder belt to cross the
chest and rest snugly near the center of the shoulder. Ford Motor Company recommends that
all safety belt assemblies in use in vehicles involved in a collision be replaced. Utility vehicles
and trucks are not designed for cornering at speeds as high as passenger cars any more than
low-slung sports cars are designed Page Tires, Wheels and Loading Power is supplied to all
four wheels through a transfer case or power transfer unit. Information on transfer case
operation and shifting procedures can be found in the Driving chapter. Information on transfer

case maintenance can be found in the Maintenance and Specifications chapter. Department of
Transportation-Tire quality grades: The U. Department of Transportation requires Ford Motor
Company to give you the following information about tire grades exactly as the government has
written it. Page Tires, Wheels and Loading Treadwear The treadwear grade is a comparative
rating based on the wear rate of the tire when tested under controlled conditions on a specified
government test course. You are strongly urged to buy a reliable tire pressure gauge, as
automatic service station gauges may be inaccurate. Ford recommends the use of a digital or
dial-type tire pressure gauge rather than a stick-type tire pressure gauge. When weather
temperature changes occur, tire inflation pressures also change. Page Tires, Wheels and
Loading TIRE CARE Inspecting your tires and wheel valve stems Periodically inspect the tire
treads for uneven or excessive wear and remove objects such as stones, nails or glass that may
be wedged in the tread grooves. Check the tire and valve stems for holes, cracks, or cuts that
may permit air leakage and repair or replace the tire and replace the valve stem. In general, tires
should be replaced after six years regardless of tread wear. Page such as P-metric versus
LT-metric or all-season versus all-terrain as those originally provided by Ford. Page The tire
pressure sensors mounted in the wheels originally installed on your vehicle are not designed to
be used in aftermarket wheels. The use of wheels or tires not recommended by Ford Motor
Company may affect the operation of your tire pressure monitoring system. Page Tires, Wheels
and Loading you cannot detect a cause, have the vehicle towed to the nearest repair facility or
tire dealer to have the vehicle inspected. Tire and wheel alignment A bad jolt from hitting a curb
or pothole can cause the front end of your vehicle to become misaligned or cause damage to
your tires. Page Tires, Wheels and Loading Note: After having your tires rotated, check tire
pressure and adjust to the recommended inflation pressure. The TPMS reset procedure needs
to be performed after tire rotation only on these vehicles. Note: Tire Quality Grades do not apply
to this type of tire. Note: The temporary tire size for your vehicle may be different from this
example. If your vehicle has tires of a different size than the size indicated on the vehicle
placard or tire inflation pressure label, you should determine the proper tire inflation pressure
for those tires. Page Tires, Wheels and Loading following two conditions: 1 This device may not
cause harmful interference, and 2 This device must accept any interference received, including
interference that may cause undesired operation. When you believe your system is not
operating properly The main function of the tire pressure monitoring system is to warn you
when your tires need air. Repair warning light in use the damaged road wheel and re-mount it
on the vehicle to restore system functionality. For a description of how the system func- tions
under these conditions, refer to When your temporary spare tire is installed in Page Tires,
Wheels and Loading 3. Cycle the ignition to the on position with the engine off. Turn the hazard
flashers on then off three times. This must be accomplished within 10 seconds. Use of any tire
or wheel not recommended by Ford can affect the safety and performance of your vehicle,
which could result in an increased risk of loss of vehicle control, vehicle rollover, personal
injury and death. Page Tires, Wheels and Loading Payload â€” is the combined weight of cargo
and passengers that the vehicle is carrying. When towing, trailer tongue load or king pin weight
is also part of cargo weight. The total load on each axle must never exceed its GAWR. GCWR
Gross Combined Weight Rating â€” is the maximum allowable weight of the vehicle and the
loaded trailer â€” including all cargo and passengers â€” Steps for determining the correct load
limit: 1. If you and your friend each weigh lb. No, you do not have enough cargo capacity to
carry that much weight. Page Tires, Wheels and Loading Note: Do not exceed trailer weight of 5,
lb 2, kg when towing with bumper only. Exceeding the maximum GCWR could result in
extensive damage to your vehicle and personal injury. Page Tires, Wheels and Loading
Weight-distributing hitch When hooking-up a trailer using a weight-distributing hitch, always
use the following procedure: 1. Park the vehicle without the trailer on a level surface. Measure
the height of the top of the front wheel opening on the fender, this is H1. Page Tires, Wheels and
Loading manual activation without a trailer connected or when gain adjustments are made with
no trailer connected. Page Note: Your TBC can be diagnosed by your authorized dealer to
determine exactly which trailer fault has occurred; however, if the fault is with the trailer this
diagnosis is not covered under your Ford warranty. Page Tires, Wheels and Loading Using a
step bumper if equipped The rear bumper is equipped with an integral hitch and only requires a
ball with a one inch The bumper has a 5, lb 2, kg trailer weight and lb kg tongue weight capacity.
Page Recreational Towing Tires, Wheels and Loading refilling your rear axle with synthetic gear
lube if not already so equipped. Refer to the Maintenance and Specifications chapter for the
lubricant specification. Page Tires, Wheels and Loading as vehicle or transmission damage may
occur. It is recommended to tow your vehicle with all four 4 wheels off the ground such as when
using a car-hauling trailer. Otherwise, no recreational towing is permitted. Off â€” locks the
automatic transmission gearshift lever and allows key removal. Note: In order to switch off the

engine while the vehicle is in motion, shift to neutral and use the brakes to bring the vehicle to a
safe stop. The emission system heats up the engine compartment and exhaust system, which
can start a fire. Page Driving 3. Make sure the gearshift is in P Park. Make sure the parking brake
is set. BRAKE 5. Turn the key to 3 on without turning the key to 4 start. Some warning lights will
briefly illuminate. See Warning lights and chimes in the Instrument Cluster chapter for more
information regarding the warning lights. Page Driving Starting the engine 1. Turn the key to 4
start , then release the key as soon as the engine begins cranking. Your vehicle has a computer
assisted cranking system that assists in starting the engine. Page Driving If you should
experience cold weather starting problems on E ethanol, and neither an alternative brand of E
ethanol nor an engine block heater is available, the addition of unleaded gasoline to your tank
will improve cold starting performance. Your vehicle is designed to operate on E ethanol alone,
unleaded gasoline alone, or any mixture of the two. WARNING: To reduce the risk of electrical
shock, do not use your heater with ungrounded electrical systems or two-pronged cheater
adapters. How to use the engine block heater Ensure the receptacle terminals are clean and dry
prior to use. To clean them, use a dry cloth. The ABS will be activated immediately, allowing you
to retain steering control during hard braking and on slippery surfaces. Brake override This
vehicle is equipped with a brake override feature. In the event the accelerator pedal becomes
stuck or entrapped, applying steady and firm pressure to the brake pedal will both slow the
vehicle and reduce engine power. Aggressive driving on any road condition can cause you to
lose control of your vehicle increasing the risk of personal injury or property damage. ESC
operates by applying brakes to one or more of the wheels individually and, if necessary,
reducing engine power if the system detects that the vehicle is about to skid or slide laterally.
Page Driving Switching off AdvanceTrac with RSC If the vehicle is stuck in snow, mud or sand,
and seems to lose engine power, switching off certain features of the AdvanceTrac with RSC
system may be beneficial because the wheels are allowed to spin. This will restore full engine
power and will enhance momentum through the obstacle. Ford does not recommend disabling
this feature except in situations where speed reduction may be detrimental e. If this happens,
stop the vehicle in a safe place, and turn off the engine. Page Driving Utility vehicles and trucks
have larger tires and increased ground clearance, giving the vehicle a higher center of gravity
than a passenger car. WARNING: Vehicles with a higher center of gravity such as utility vehicles
and trucks handle differently than vehicles with a lower center of gravity. Page Driving 2. Move
the shift lever boot by pressing on the edges and moving it up the gearshift lever. Turn the
steering wheel one-half turn to access the slots on each side of the steering wheel. Insert a flat
head screwdriver into each slot to unsnap and remove the steering column cover. Page Driving
5. With the ignition in the on position, pull back on the BSI solenoid found on top of the
uncovered steering column and at the same time, apply the brake pedal and shift the
transmission into N Neutral. Reinstall the steering column cover, start the vehicle and release
the parking brake. Page Driving If the fuse is not blown and the brake lamps are working
properly, the following procedure will allow you to move the gearshift lever from P Park : 1.
Apply the parking brake, turn the ignition key to the off position, and remove the key. The
adaptive transmission shift strategy offers the optimal transmission operation and shift quality.
When the engine is turned off, the shift data which includes the adaptive information will be
stored automatically in the powertrain control module PCM. Transmission operates in gears one
through six. The available and selected gears will be indicated on the instrument cluster. All
available gears will be displayed with the current gear indicated. Press the â€” Page Driving The
RSS detects obstacles up to 6 feet 2 meters from the rear bumper with a decreased coverage
area at the outer corners of the bumper, refer to the figures for approximate zone coverage
areas. As you move closer to the obstacle, the rate of the tone increases. If the sensors are
covered, it will affect the accuracy of the RSS. Page Driving Visual park aid alert if equipped
Visual park aid alert allows the driver to see the area that is causing the reverse sensing system
to beep. The visual alerts are red, yellow or green highlights which appear on top of the video
image when an object is detected by the reverse sensing system. Page Driving When towing,
the reverse camera system will only see what is being towed behind the vehicle. This might not
provide adequate coverage as it usually provides in normal operation and some objects might
not be seen. Fixed guidelines and visual park aid alert features are only available when the
vehicle is in R Reverse. Page Driving Press on the steering wheel controls to select a zoom
option. Use the OK button to make a selection. When activating manual zoom mode, the system
will always start from OFF. Page Driving The camera lens for the reverse camera system is
located on the tailgate. Keep the lens clean so the video image remains clear and undistorted.
Clean the lens with a soft, lint-free cloth and non-abrasive cleaner. Note: If the camera system
image is not clear or seems distorted, it may be covered with water droplets, snow, mud or any
other substance. If the image is still not clear after cleaning, have your system inspected by

your authorized dealer. Fourâ€”wheel drive 4WD supplies power to all four wheels. Note: When
a 4X4 system fault is present, the system will typically remain in whichever 4X4 mode was
selected prior to the fault condition occurring. It will not default to 4X2 in all circumstances.
When this warning is displayed, have your vehicle serviced by an authorized dealer. Place the
transmission in N Neutral. Move the transfer case lever through N Neutral directly to the desired
position. Sends power to the rear wheels only and should be used for street and highway
driving. Provides optimal smoothness and fuel economy at high speeds. Move the 4WD control
to the desired position. Doing so will produce excessive noise, increased tire wear and may
damage drive components. Use of 4H 4X4 High on these surfaces may produce some noise
such as occasional clunks , but will not damage drive components. Page Driving The ELD is
designed for off-road use only and is not intended for use on dry pavement. Page Driving For
vehicles equipped with a 3. Remove the shield by disengaging the fasteners at each corner of
the shield. You may lose control if you do not slow down or if you turn the steering wheel too
sharply or abruptly. Page Driving called for. Use all available road surface to return the vehicle
to a safe direction of travel. Page Driving Power is supplied to all four wheels through a transfer
case. On 4WD vehicles, the transfer case allows you to select 4WD when necessary. Information
on transfer case operation and shifting procedures can be found in this chapter. Page Ford
Motor Company joins the U. Page Driving Descend a hill in the same gear you would use to
climb up the hill to avoid excessive brake application and brake overheating. Do not descend in
neutral; instead, disengage overdrive or manually shift to a lower gear. When descending a
steep hill, avoid sudden hard braking as you could lose control. Page Ford Motor Company
recommends that caution be used with any vehicle equipped with a high load or device such as
ladder racks or pickup box cover. Never drive through water that is higher than the bottom of
the wheel rims for cars or the bottom of the hubs for trucks. This program is separate from the
New Vehicle Limited Warranty. Page Hazard Flasher Control Assistance, call Canadian
customers who require roadside assistance, call If you need to arrange roadside assistance for
yourself, Ford Motor Company will reimburse a reasonable amount for towing to the nearest
dealership within 35 miles 56 km. To obtain reimbursement information, U. Ford Motor Company
recommends that the fuel system be inspected by an authorized dealer after any collision. Page
Roadside Emergencies To reinstall the fuse box cover, place the top part of the cover on the
fuse panel, then push the bottom part of the cover until you hear it click shut. Gently pull on the
cover to make sure it is seated properly. The fuses are coded as follows. Page Roadside
Emergencies If the battery has been disconnected and reconnected, refer to the Battery section
of the Maintenance and Specifications chapter. Page Ford. If the dissimilar spare tire or wheel is
damaged, it should be replaced rather than repaired. Lift both rear seat cushions. Remove the
two small wing nuts on the passenger side. Pull far enough off the road to avoid the danger of
being hit when operating the jack or changing the wheel. Page Roadside Emergencies 6.
Remove the lug nuts with the lug wrench. Replace the flat tire with the spare tire, making sure
the valve stem is facing outward. Reinstall the lug nuts until the wheel is snug against the hub.
Do not fully tighten the lug nuts until the wheel has been lowered. Use only Ford recommended
replacement fasteners. WARNING: When a wheel is installed, always remove any corrosion, dirt
or foreign materials present on the mounting surfaces of the wheel or the surface of the wheel
hub, brake drum or brake disc that contacts the wheel. If there is visible corrosion in wheel pilot
hole, remove loose particles by wiping with clean rag and apply grease. Page Roadside
Emergencies Preparing your vehicle When the battery is disconnected or a new battery is
installed, the automatic transmission must relearn its shift strategy. This operation is
considered normal and will not affect function or durability of the transmission. Page Roadside
Emergencies 1. Connect the negative - cable to the negative - terminal of the assisting battery.
Page Roadside Emergencies Removing the jumper cables Remove the jumper cables in the
reverse order that they were connected. Note: In the illustration, the vehicle on the bottom is
used to designate the assisting boosting battery. Remove the jumper cable from the ground
metal surface. Page Wrecker Towing Ford recommends your vehicle be towed with a wheel lift
or flatbed. Do not tow with a slingbelt. Ford Motor Company has not approved a slingbelt towing
procedure. Page Customer Assistance A reasonable time must be allowed to perform a repair
after taking your vehicle to the authorized dealer. Repairs will be made using Ford or Motorcraft
parts, or remanufactured or other parts that are authorized by Ford. Ford is also allowed a final
repair attempt in some states. Page The use of leaded fuel in your vehicle without proper
conversion may damage the effectiveness of your emission control system and may cause
engine knocking or serious engine damage. If you are in another foreign country, contact the
nearest authorized dealer. Page Reporting Safety Defects U. The high-pressure fluid could
penetrate the sealed parts and cause damage. Page Cleaning 3. These products are available
from your authorized dealer. This washer fluid contains special solution in addition to alcohol

which helps to remove the hot wax deposited on the wiper blade and windshield from
automated car wash facilities. Note: Removal of deep scuffs and scratches should be performed
by an authorized dealer or an experienced repair facility. Wipe up spilled liquid using a clean,
white, cotton cloth. Wipe the surface with a damp, clean, white cotton cloth. For more thorough
cleaning, use a mild soap and water solution. For more thorough cleaning, wipe the surface with
a mild soap and water solution. Page Cleaning Scratches Natural Markings - Because the
leather in the seat comes from genuine steer hides, there will be evidence of naturally occurring
markings, such as small scars. These markings give character to the seating covers and should
be considered as proof of a genuine leather product. In order to lessen the appearance of
certain scratches and other wear marks, apply conditioner on the affected area following the
same instructions as in the Conditioning section. These quality products have been specifically
engineered to fulfill your automotive needs; they are custom designed to complement the style
and appearance of your vehicle. If your vehicle requires professional service, your authorized
dealer can provide the necessary parts and service. Check your Warranty Guide to find out
which parts and services are covered. Inside the vehicle, pull the hood release handle located
under the bottom of the instrument panel. Go to the front of the vehicle and release the auxiliary
latch that is located on the front bumper under the grill. Windshield washer fluid reservoir 2.
Battery 3. Engine oil dipstick out of view 4. Brake fluid reservoir 5. Engine coolant reservoir 6.
Air filter assembly 7. Engine oil filler cap out of view 8. Page Maintenance and Specifications 5.
Engine oil filler cap 4. Engine oil dipstick 5. Brake fluid reservoir 6. Engine coolant reservoir 7.
Air filter assembly 8. Engine oil dipstick 3. Brake fluid reservoir 4. Engine coolant reservoir 5.
Air filter assembly 6. Power steering fluid reservoir 7. Power distribution box 8. Engine oil filler
cap 9. Page Maintenance and Specifications 3. Only use a washer fluid that meets Ford
specifications. Do not use any special washer fluid such as windshield water repellent type fluid
or bug wash. They may cause squeaking, chatter noise, streaking and smearing. Page Engine
Oil Maintenance and Specifications To prolong the life of the wiper blades, it is highly
recommended to scrape off the ice on the windshield before turning on the wipers. The layer of
ice has many sharp edges and can damage the micro edge of the wiper rubber element. Page
Change your engine oil according to the appropriate schedule listed in the scheduled
maintenance information. Ford production and Motorcraft replacement oil filters are designed
for added engine protection and long life. If a replacement oil filter is used that does not meet
Ford material and design specifications, start-up engine noises or knock may be experienced.
Page Battery Maintenance and Specifications It is recommended you use the appropriate
Motorcraft oil filter or another with equivalent performance for your engine application.
BATTERY Your vehicle is equipped with a Motorcraft maintenance-free battery which normally
does not require additional water during its life of service. Batteries contain sulfuric acid. Avoid
contact with skin, eyes or clothing. Shield your eyes when working near the battery to protect
against possible splashing of acid solution. In case of acid contact with skin or eyes, flush
immediately with water for a minimum of 15 minutes and get prompt medical attention. Page
When a battery replacement is required, the battery should only be replaced with a Ford
recommended replacement battery which matches the electrical requirements of the vehicle.
Coolant concentration testing is possible with a hydrometer or antifreeze tester. Page
Maintenance and Specifications For vehicles with overflow coolant systems with a
non-pressurized cap on the coolant recovery system, add coolant to the coolant recovery
reservoir when the engine is cool. For all other vehicles which have a coolant degas system
with a pressurized cap, or if it is necessary to remove the coolant pressure relief cap on the
radiator of a vehicle with an overflow system, follow these steps to add engine coolant. Page
Recycled engine coolant Ford Motor Company does NOT recommend the use of recycled
engine coolant since a Ford-approved recycling process is not yet available. Used engine
coolant should be disposed of in an appropriate manner. Page Maintenance and Specifications
When fail-safe mode is activated You have limited engine power when in the fail-safe mode, so
drive the vehicle with caution. The vehicle will not be able to maintain high speed operation and
the engine will run rough. Remember that the engine is capable of completely shutting down
automatically to prevent engine damage, therefore: 1. The amount of speed reduction will
depend on the vehicle loading, towing, grade, ambient temperature, and other factors. Regular
maintenance or replacement is not needed. The pressure in an overfilled tank may cause
leakage and lead to fuel spray and fire. If fuel is splashed in the eyes, remove contact lenses if
worn , flush with water for 15 minutes and seek medical attention. Failure to seek proper
medical attention could lead to permanent injury. If your vehicle is not serviced in accordance
with flexible fuel vehicles procedures, damage may occur and your warranty may be invalidated.
This allows you to simply open the fuel filler door and insert the fuel filler nozzle into the fuel
system. Otherwise, fuel may spray out, which could cause serious personal injury. Flex fuel

vehicle FFV fuel fill inlet If your vehicle is flex fuel capable, it will have a yellow bezel placed
over the fuel fill inlet. Page Maintenance and Specifications Some stations offer fuels posted as
Regular with an octane rating below 87, particularly in high altitude areas. Do not be concerned
if your engine sometimes knocks lightly. Running out of fuel Avoid running out of fuel because
this situation may have an adverse effect on powertrain components. This could damage the
fuel system and its seal, and may cause fuel to run onto the ground instead of filling the tank,
which could result in serious personal injury. You must gather information as accurately and
consistently as possible. Fuel expense, frequency of fill-ups or fuel gauge readings are NOT
accurate as a measure of fuel economy. Page Maintenance and Specifications Calculating fuel
economy 1. Fill the fuel tank completely and record the initial odometer reading in miles or
kilometers. Each time you fill the tank, record the amount of fuel added in gallons or liters. After
at least three to five tank fill-ups, fill the fuel tank and record the current odometer reading.
Unnecessary shifting of this type could result in reduced fuel economy. Page If other than Ford,
Motorcraft or Ford-authorized parts are used for maintenance replacements or for service of
components affecting emission control, such non-Ford parts should be equivalent to genuine
Ford Motor Company parts in performance and durability. Page Maintenance and Specifications
Do not make any unauthorized changes to your vehicle or engine. By law, vehicle owners and
anyone who manufactures, repairs, services, sells, leases, trades vehicles, or supervises a fleet
of vehicles are not permitted to intentionally remove an emission control device or prevent it
from working. Failure to pass this inspection could prevent you from getting a vehicle
registration. Refer to scheduled maintenance information. Start the engine and let it run until it
reaches normal operating temperature the engine coolant temperature gauge indicator will be
near the center of the normal area between H and C. Page Use only fluid that meets Ford
specifications. Refer to the Maintenance product specifications and capacities section in this
chapter. When changing the air filter element, use only the air filter element listed. Refer to
Motorcraft part numbers in this chapter. Clean the area around the air tube to air cover
connection to prevent debris from entering the system and then loosen the bolt on the air tube
clamp so the clamp is no longer snug to the air tube. It is not necessary to completely remove
the clamp. Page Maintenance and Specifications 8. Replace the air filter housing cover and
secure the clamps. Be careful not to crimp the filter element edges between the air filter housing
and cover and ensure that the tabs on the edge are properly aligned into the slots. All motor
vehicles and their components were engineered and tested for reliable, regular driving. Page
Note: During extended periods of vehicle storage 30 days or more , fuel may deteriorate due to
oxidation. Page Part Numbers Replace the spark plugs with ones that meet Ford material and
design specifications for your vehicle, such as Motorcraft or equivalent replacement parts. The
customer warranty may be void for any damage to the engine if such spark plugs are not used.
Page Maintenance and Specifications 6. Page Maintenance and Specifications Vehicle
identification number VIN The vehicle identification number is located on the driver side
instrument panel. The following table tells you which transmission each code represents. These
quality accessories have been specifically engineered to fulfill your automotive needs; they are
custom designed to complement the style and aerodynamic appearance of your vehicle. Page
Ford Motor Company engineering requirements. PowertrainCare â€” Covers 29 critical
components. With Ford ESP, you minimize your risk for unexpected repair bills and rising repair
costs. For more information, visit your local Ford of Canada dealer or Page Scheduled
Maintenance Guide Your dealer has factory-trained technicians who can perform the required
maintenance using genuine Ford parts. They are committed to meeting your service needs and
to assuring your continuing satisfaction. Protecting your investment Maintenance is an
investment that will pay dividends in the form of improved reliability, durability and resale value.
Page Ford Motor Company has recommended maintenance intervals for various parts and
component systems based upon engineering testing. Ford Motor Company relies upon this
testing to determine the most appropriate mileage for replacement of oils and fluids to protect
your vehicle at the lowest overall cost to you and recommends against maintenance schedules
that deviate from the scheduled maintenance information. Page Genuine Ford and Motorcraft
replacement parts Dealerships stock Ford and Motorcraft branded replacement parts. With
factory-trained technicians, and one-stop service from routine maintenance like oil changes and
tire rotations to repairs like brake service, check out the value your dealers can offer. Page In
order to keep your vehicle running right, it is important to have the systems on your vehicle
checked regularly. This can help identify potential issues and prevent major problems. Ford
Motor Company recommends the fol
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lowing multi-point inspection be performed at every scheduled maintenance interval to help
ensure your vehicle keeps running great. You should perform the engine oil change as
indicated by the message center. If you only occasionally operate your vehicle under these
conditions, it is not necessary to perform the additional maintenance. Page Scheduled
Maintenance Guide Operating in dusty conditions such as unpaved or dusty roads - 3. Page
Scheduled Maintenance Guide Operating in dusty conditions such as unpaved or dusty roads 6. These fluids are not to be checked or changed unless a leak is suspected, service is required
or the axle assembly has been submerged in water. Page Cruise control Cell phone use Page
Index preparing to drive your vehicle Page Index flash to pass Page Index signal Page Index
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