2013 kia optima serpentine belt diagram

The serpentine belt on a Kia transmits the torque energy from the crankshaft out to the various
engine accessories. As the crankshaft pulley turns, it moves the serpentine belt, which then
spins the other pulleys. Over time, the belt begins to stretch, crack, fray and ultimately break.
Inspecting your belt for signs of wear is a good idea at every oil change interval. If you see any
excessive wear indicators, such as those listed above, replace the belt immediately. This job
requires basic automotive repair skills. Drive the front wheels of the Kia onto the ramps. Set the
parking brake. Place the wheel chocks directly behind the rear wheels. Climb under the front
end with the serpentine belt tool. Move the serpentine belt tensioner pulley off the belt using the
belt tool. Slide the belt off the tensioner pulley with your other hand and then relax the tensioner
and remove the tool. Pull the belt off the pulleys and out from under the engine well by hand.
Route the new belt around the pulleys, following the belt routing diagram located on the fan
shroud, by hand. Move the tensioner pulley aside once more with the belt tool, slip the new belt
over the tensioner pulley and move the tensioner back into position. Take the tensioner tool out
and climb out from under the Kia. Allen Moore's career includes awards in poetry and creative
fiction, published lyrics, fiction books and nonfiction articles as well as a master certification in
automotive service from the Ford Motor Company. Moore is a contributing writer for RF Step 1
Drive the front wheels of the Kia onto the ramps. Step 2 Climb under the front end with the
serpentine belt tool. Step 3 Slide the belt off the tensioner pulley with your other hand and then
relax the tensioner and remove the tool. Step 4 Pull the belt off the pulleys and out from under
the engine well by hand. Step 5 Move the tensioner pulley aside once more with the belt tool,
slip the new belt over the tensioner pulley and move the tensioner back into position. Move the
wheel chocks and drive the Kia off the ramps. References Haynes Online: Kia service manuals.
Ramps Wheel chocks Serpentine belt tool. The noise started a few months ago, on a rainy
morning, but it went away before I even pulled out of the driveway. Problem solved, right? The
Squeal noise was back the very next morning, and this time it lasted all the way to the corner of
my block. As the weeks dragged on, my morning commute got noisier and noisier every day.
Then I began to hear it on the way home too. Now it's a constant reminder to replace the belt.
Find a repair manual for your car - Get instant access to your vehicles drive belt routing,
complete wiring diagrams, trouble code information and other available updates and factory
bulletins with online auto repair manuals. Serpentine Belt Routing Diagrams. We are proud to
have the ability to make vehicle specific belt routing diagrams available for free. Follow the
guide for serpentine belt routing diagrams. This will open up to the index. Scroll down to find
your vehicle manufacturer. Then scroll to the page the index refers to. Select the specific year
and make of your vehicle. What's that squeal coming from under the hood? If your serpentine
belt is cracked or has chunks missing, it needs replacement. Serpentine Belt Noise - learn this
easy trick! Our mobile mechanics offer services 7 days a week. Upfront and transparent pricing.
Our certified mobile mechanics can come to your home or office 7 days a week between 7 AM
and 9 PM. The belt drives many, and often all, of the engine accessories such as the alternator,
air conditioning compressor, power steering pump, water pump, and air pump. The serpentine
belt is tensioned by a hydraulic or spring-loaded automatic tensioner. Some older cars use a
serpentine belt to drive most accessories but will also have a shorter v-style belt to drive, for
example, the power steering pump. Should the belt have visible damage, you risk unexpected
and sudden breakage that could potentially leave you stranded. Serpentine belt problems that
result in the alternator not charging may cause the battery to discharge, which will result in loss
of electrical power to the vehicle. Additionally, if a deteriorated belt breaks and that belt drives
the water pump, the engine will overheat in a matter of seconds. Estimate price near me. Service
Location. YourMechanic Benefits Online Booking. Mechanic comes to you. Free 50 point safety
inspection. See availability. When to consider replacing the serpentine belt: Regularly
scheduled maintenance. Typically, belt manufacturers recommend belt replacement at 90,
miles. However, the belt must be inspected for wear or damage at regular intervals prior to this
high mileage. Squealing noise, belt slippage, visible belt damage. Should the belt fail or wear
out prematurely, you may hear noise or you may see visible signs of deterioration such as
missing chunks of rubber, excessive cracking, or a shredded appearance on the edge of the
belt. Battery Light. A loose belt, perhaps caused by a defective tensioner, may not drive the
alternator at adequate speed and thus the battery may discharge, causing the warning light to
illuminate. Engine overheating. Often, the serpentine belt drives the water pump. In those
applications, if the belt breaks the engine will overheat in seconds to minutes. If the belt is
inadequately tensioned, you may notice higher-than-normal engine operating temperature. How
do mechanics replace the serpentine belt? Prior to removing the belt, the mechanic must run
the engine to determine if the idler pulley and the belt tensioner are noise-free. Those rotating
components have grease filled bearings and are subject to wear. In addition, the mechanic will
ensure that all pulleys and accessories are turning in the same plane. These steps help make

sure your new belt will operate trouble-free for its full-service life. The belt tensioner is released,
usually with a wrench or lever, to release the tension from the belt. With the tension off, the belt
slides off the pulleys. All rotating components â€” that is the alternator, air conditioner
compressor, etc. If everything checks out, the new belt is slipped over all of the pulleys while
holding the tensioner away from the belt. Once the belt is centered on all pulleys, the tensioner
is released and the installation is complete. The engine is run to ensure normal operation. Is it
safe to drive with a serpentine belt problem? When replacing the serpentine belt keep in mind:
On many cars, the expected service life of a serpentine belt is around 90, miles. Should the belt
fail well prior to that, a very careful inspection should be performed to check for
out-of-alignment pulleys, a possibly out-of-position crankshaft harmonic balancer on which the
drive pulley is mounted, binding pulleys, or a defective belt tensioner. Attention should always
be given to serpentine belt routing, since proper routing is critical to proper belt tension, and
function of the driven components. Sometimes it is difficult to distinguish serpentine belt
related noise from other engine noises. In these cases, a mechanic will determine the origin of
the noise by momentarily running the engine without the serpentine belt attached.
Yourmechanic was featured in. Popular Kia Jobs. Auto service in Your City. Meet some of our
expert Kia mechanics Real customer reviews from Kia owners like you. Excellent Rating. Rating
Summary. Scott 30 years of experience. Request Scott. Andrew 10 years of experience. Request
Andrew. Excellent and a quick done job thank you very much man. Larry 18 years of experience.
Request Larry. Mechanic showed up on time, repaired my vehicle in a timely manner. When he
was done he explained what he did on my car and showed me what he recommends attention
too. Robert 15 years of experience. Request Robert. Excellent mechanic. Professional and
respectful. How can we help? Read FAQ. Here is a directory of serpentine belt diagrams for
popular makes and models. Let us know if you would like us to add anything to our list. Can you
add and email me belt diagrams for a Hummer H2 and for a Isuzu Trooper, thank you. Looking
for a serpentine belt diagram for a Thomas international school bus. Need a diagram and
possibly size for serpentine belts with and without ac for 97 jeep Cherokee country with 4. Hi I
need a diagram for Mitsubishi Pajero Exceed, 3. Can anyone please Help? Hi I need a diagram of
a serpentine belt for a chevy captiva model with a 2 litre engine. I need a belt diagram for a
Toyota Tacoma 2. Thank you. Im looking for a belt routing diagram for a Kia Soul 2. Its different
from the Thanks in advance. Need a serp belt diagram for Hyundai Tuscon 2. Yours only goes
up to year model. I need a belt diagram for a GMC Vandura 6. I think also known as the gm Been
looking online for 2 days now. I need a Serpentine belt diagram for a 5. Im have trouble putting
this one back on. Now Trending: â€” Lexus Admin, please photo for serpentine belt for audi 1.
Hi, I need a schematic of the serpentine belt for a chevy, malibu, 6 cyl. I need a fanbelt diagram
for a Dodge Caravan. Need a diagram from replacing serpentine belt Camry V6 3. Ajay
Jiwanand. I need a serpentine belt diagram for a Mitsubishi outlander 2. Looking for a
serpentine diagram for a Pontiac G5 base, with AC. Thank you! Need help replacing a
serpentine belt on a chev optra 2. Wayne Kilgore. Need routing of serpentine belt for a toyota
tundra 4. I need a diagrm for belt routing on Toyota Camry 3. Diamond Hernandez. Serpentine
belt diagram for a Chevy Impala Lt 3. George Borja. Hi there I need a serpentine belt diagram for
a Toyota Camry Se model 3. Need a serpentine belt diagram for a Hyundai Santa Fe 3. Could
you get me the diagram for a Monte Carlo with a 3. Not supercharged. I need a diagram for a
Chevy caprice! Please and thanks. I need a diagram for replacin the serpentine belt on a Ford
Windstar V-6, 3. I need a diagram to replace a serpentine belt on a 2. I need a serpentine
diagram for a
aprilia sxv 450
ford astro
versatrak differential fluid
Camaro 5. Need a serpentine belt diagram for a dodge ram sport I need a serpentine belt
diagram for a jeep Cherokee trailhawk 3. Don Longridge. Hi I need a diagram for a serpentine
belt replacement for a petrol Mitsubishi Pajero. Need a diagram for a power stroke e van one
alternator. Please, a serpentine belt diagram for a Honda Accord 4-cyl. I need a diagram of a,
Dodge Caravan fanbelt. John Portelli. Hi I need a diagram of the serpentine drive belt for a
chevy captiva 2 litre. Need diagram for Hyundai Genesis 3. Douglas M Farley. Hello I need
serpentine belt diagram for Hyundai Elantra 1. Alaa hashim. Suzoki grand vitara v6 2. Sarah
Gunalda. Rachel E McGrew. I need a diagram of Santa Fe 4cyl 2. Do you have a diagram for a
Chevy Express ? Leeanne Pridgen. Need a diagram for a 95 Mercedes diesel. Please help! Keith
Board. I could use the diagram for belt the Ford F 4. I want a diagram of fan belt of Toyota
spacial. Markus Andrew Quillen. I need a belt diagram for Volkswagon Passat 1.

