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Quick Links Download this manual. Automobile Ford Explorer Owner's Manual pages. Page 5
Table of Contents Seats Sitting in the correct position Page 10 No part of this publication may
be reproduced, transmitted, stored in a retrieval system or translated into any language in any
form by any means without our written permission. Errors and omissions excepted. We
recommend that you take some time to get to know your vehicle by reading this manual. The
more that you know about it, the greater the safety and pleasure you will get from driving it.
These are some of the symbols you may see on your vehicle. Symbol Description Symbol
Description Symbol Page 14 In order to properly diagnose and service your vehicle, Ford Motor
Company, Ford of Canada, and service and repair facilities may Page 15 EDR. Ford Motor
Company and Ford of Canada do not access event data recorder information without Page 16
See If you have financed or leased your vehicle through Ford Credit, thank you for your
business. Page 17 Genuine Ford and Motorcraft replacement parts are the only replacement
parts that benefit from a Ford Warranty. Damage caused to your vehicle as a result of the failure
of non-Ford parts may not be covered by the Ford Warranty. For additional information, see the
terms and conditions of the Ford Warranty. Page 18 Your vehicle is not equipped with a
snowplowing package. Using your vehicle as an ambulance Do not use this vehicle as an
ambulance. Your vehicle is not equipped with the Ford Ambulance Preparation Package. A
market unique supplement may be supplied that complements this book. Page 21 Child Safety
Recommendations for Safety Restraints for Children Recommended Child size, height, weight,
or age restraint type Infants Children weighing 40 lb 18 kg or less Use a child safety generally
age four or younger. Accident statistics suggest that children are safer when properly
restrained in the rear seating positions than in a front seating position. These objects may
become projectiles in a crash or sudden stop, which may increase the risk of serious injury.
Page Booster Seats Child Safety Note: The child seat must rest tightly against the vehicle seat
upon which it is installed. It may be necessary to lift or remove the head restraint. See the Seats
chapter for information on head restraints. Page 26 Child Safety Children and booster seats
vary in size and shape. Choose a booster that keeps the lap belt low and snug across the hips,
never up across the stomach, and lets you adjust the shoulder belt to cross the chest and rest
snugly near the center of the shoulder. Page 29 Child Safety 2. The ability for the shoulder
portion of the belt to move freely is normal, even after the lap belt has been put into the
automatic locking mode. Page 32 1 inch 2. In Canada, check with your local St. In a crash, one
anchor may not be strong enough to hold two child safety seat attachments and may break,
causing serious injury or death. Page 35 Child Safety Each time you use the safety seat, check
that the seat is properly attached to the lower anchors and tether anchor, if applicable. Tug the
child seat from side to side and forward and back where it is secured to your vehicle. Page 37
Child Safety 2. Locate the correct anchor for the selected rear seating position. If your child
restraint system is equipped with a tether strap, and the child restraint manufacturer
recommends its use, Ford also recommends its use. The childproof locks are located on the
rear edge of each rear door and must be set separately for each door. Failure to follow this
could seriously increase the risk of injury or death. Insert the belt tongue into the proper buckle
the buckle closest to the direction the tongue is coming from until you hear a snap and feel it
latch. Page 43 Safety Belts Pregnant women should always wear their safety belts. The lap belt
portion of a combination lap and shoulder belt should be positioned low across the hips below
the belly and worn as tight as comfort will allow. The shoulder belt should be positioned to
cross the middle of the shoulder and the center of the chest. The belt will still retract to remove
any slack in the shoulder or lap belt. The automatic locking mode is not available on the driver
safety belt. When to Use the Automatic Locking Mode This mode should be used any time a
child safety seat, except a booster, is installed in passenger front or rear seating positions.
Safety belt extensions are vehicle-specific. See an authorized dealer to make sure you obtain
the proper safety belt extension for your vehicle. Conditions of Operation If The driver safety
belt is not The safety belt warning light buckled before the ignition illuminates minutes and the
Page 47 Safety Belts If The driver and front passenger The Belt-Minder feature will not safety
belts are buckled before activate. However, if the crash was minor and an authorized dealer
finds that the belts do not show damage and continue to operate properly, they do not need to
be replaced. The system is able to analyze different occupant conditions and crash severity
before activating the appropriate safety devices to help better protect a range of occupants in a
variety of frontal crash situations. WARNING: All occupants of your vehicle, including the
driver, should always properly wear their safety belts, even when an airbag supplemental
restraint system is provided. If the airbag is not replaced, the unrepaired area will increase the
risk of injury in a crash. The airbags are a supplemental restraint system and are designed to
work with the safety belts to help protect the driver and right front passenger from certain upper
body injuries. Placing your arm over a deploying airbag can result in serious arm fractures or

other injuries. Objects placed on or over the airbag inflation area may cause those objects to be
propelled by the airbag into your face and torso causing serious injury. As with front and side
airbags, it is important to be properly seated and restrained to reduce the risk of death or
serious injury. Even with this technology, parents are strongly encouraged to always properly
restrain children in the rear seat. Page 58 If it is necessary to modify an advanced front airbag
system to accommodate a person with disabilities, contact the Ford Customer Relationship
Center at the phone number shown in the Getting the services you need section of the
Customer Assistance chapter, or see your authorized dealer. Page 61 Supplementary Restraints
System WARNING: All occupants of your vehicle including the driver should always wear their
safety belts even when an airbag supplemental restraint system and curtain airbag is provided.
Failure to properly wear your safety belt could seriously increase the risk of injury or death. See
Crash Sensors and Airbag Indicator in this chapter. Children 12 years old and under should
always be properly restrained in the rear seats. The Safety Canopy will not interfere with
children restrained using a properly installed child or booster seat because it is designed to
inflate downward from the headliner above the doors along the side window opening. Operation
is subject to the following two conditions: 1 This device may not cause harmful interference,
and 2 This device must accept any interference received, including interference that may cause
undesired operation. The transmitter portion functions as the remote control. Keep the tag in a
safe place for future reference. Replacing the Battery Note: Refer to local regulations when
disposing of transmitter batteries. Note: Do not wipe off any grease on the battery terminals or
on the back surface of the circuit board. Remove the backup key from the transmitter. Twist a
thin coin under the tab hidden behind the backup key head to remove the battery cover. Do not
use the backup key to remove the cover or you could damage the intelligent access key. Turn
the ignition on. Move the memory features to the desired positions using the associated
controls. Press and hold button 1 for five seconds. A tone will sound in about two seconds.
Note: Do not use remote start if your vehicle is low on fuel. The remote start button is on the
transmitter. Your vehicle will not remote start and the horn will not sound if you do not follow
this sequence. The label on your transmitter details the starting procedure. The parking lamps
will turn off. You may have to be closer to your vehicle than when starting due to ground
reflection and the added noise of the running vehicle. You can disable or enable the remote
start system through the information display. All but one of the keys programmed to the vehicle
can be activated with these restricted modes. Any keys that have not been programmed are
referred to as administrator keys or admin keys. Page Creating MyKey Configurable Settings
With an admin key, you can configure certain MyKey settings when you first create a MyKey and
before you recycle the key or restart the engine. You can also change the settings afterward
with an admin key. Switch the ignition on using an admin key. If your vehicle has push-button
start, put the intelligent access key fob into the backup slot. The location of your backup slot is
in another chapter. See Starting and Stopping the Engine 2. If you choose to install a remote
start system, please see your Ford authorized dealer for a Ford-approved remote start system.
See SecuriLock in the I lost a key. Power Door Locks The power door lock control is located on
the driver and front passenger door panels. Page 78 Locks Locking the Doors Press the button
to lock all the doors. The turn signals will illuminate. Press the button again within three
seconds to confirm that all the doors are closed. The doors will lock again, the horn will sound
and the turn signals will illuminate if all the doors and the luggage compartment are closed. The
unlock sensor is on the back of the handle. Make sure not to touch the lock sensor area on the
front of the handle. Press and hold the lock sensor area for about a second to lock your vehicle.
When you lock your vehicle using the driver or passenger power door lock control with the door
open, transmission in P and ignition off , after you close the door your vehicle will search for an
intelligent access key in the passenger compartment. Page 82 Locks Illuminated Exit The
interior lamps and select exterior lamps illuminate when all doors are closed and you switch the
ignition off and remove the key from the ignition integrated keyhead transmitter only. Page 83
Locks Note: Do not hang anything, for example a bike rack, from the spoiler, glass or liftgate.
This could damage the liftgate and its components. Note: Do not leave the liftgate open while
driving. The liftgate area is only intended for cargo, not passengers. Page 84 Locks Opening
and Closing the Power Liftgate Note: You can reverse the liftgate movement direction with a
second press of the instrument panel button, or the control button on the liftgate, or a second
double press of the transmitter button. The liftgate will only operate with the transmission in P.
Page 85 Locks To close with the rear cargo area control: Press and release the button. Setting
Liftgate Open Height 1. Open the liftgate. Manually move the liftgate to the desired height.
Remove the obstacle to operate the liftgate. Enter the factory-set code. Enter your personal
5-digit code. You must enter each number within five seconds of each other. Page 88 Locks
Anti-Scan Feature The keypad will go into an anti-scan mode if you enter the wrong code seven

times 35 consecutive button presses. This mode disables the keypad for one minute and the
keypad lamp will flash. Use of these systems may result in vehicle starting problems and a loss
of security protection. Note: Metallic objects, electronic devices or a second coded key on the
same key chain may cause vehicle starting issues if they are too close to the key when starting
your vehicle. Page 90 Security Store an extra programmed key away from the vehicle in a safe
place to help prevent any inconveniences. See an authorized dealer to purchase additional
spare or replacement keys. Programming a Spare Integrated Keyhead Transmitter Note: You
can program a maximum of eight coded keys to your vehicle. Only four of these eight can be
integrated keyhead transmitters. Page 91 Security Wait 20 seconds and repeat Steps 1 through
8 if programming the key was not successful. Take your vehicle to an authorized dealer to have
the new key programmed if you are still unsuccessful. Wait 20 seconds and then repeat this
procedure from Step 1 to program an additional key. Page Anti-Theft Alarm Security 5. Press
and release the brake pedal one time. This indicates the vehicle is in programming mode and
that it has detected two programmed intelligent access keys in the vehicle. Note: Make sure that
you are sitting in the correct position. See Sitting in the Correct Position in the Seats chapter.
Unlock the steering column. Refer to Sitting in the Correct Position in the Seats chapter. Use the
control on the side of the steering column to adjust the position. Press the steering column
control again after encountering the new stopping position. Continue pressing the control until
it reaches the end of the column position. A new stopping position is set. The next time you tilt
or telescope the steering column, it will stop just short of the end of the column position. See
MyFord system in the Audio Systems chapter. MyFord Touch: Use this control to adjust the
right side of the cluster display. The control is located on the left side of the steering column.
Press and hold the appropriate control to move the pedals. Note: Make sure the windshield
wipers are switched off before entering a car wash. Note: Clean the windshield and wiper blades
if they begin to leave streaks or smears. Page Windshield Washers Wipers and Washers Keep
the outside of the windshield clean, especially the area around the interior mirror where the
sensor is located, or sensor performance may be affected. This may scratch the glass, damage
the wiper blades or cause the wiper motor to burn out. Off B. Parking lamps, instrument panel
lamps, license plate lamps and tail lamps C. Headlamps High Beams Push the lever forward to
switch the high beams on. Push the lever forward again or pull the lever toward you to switch
the high beams off. Note: If the vehicle is equipped with autolamps, it will have the windshield
wiper rainlamp feature. When the windshield wipers are turned to low- or high-speed wiping
during daylight, and the headlamp control is in the autolamp position, the exterior lamps will
turn on after a brief delay and will remain on until the wipers are turned off. Follow the steps
below to change the delay time Steps 1 through 6 must be done within 10 seconds : 1.
Activating the system Switch the system on within the information display. See Information
displays. Turn the lighting control to the autolamps position. Manually overriding the system
When the automatic control has activated high beams, pushing or pulling the stalk will provide
a The turn signal control activation and cancellation is electronic. Page Lighting With fog lamps
Use to manually turn the dome lamp on. This will turn on the interior courtesy lights. The lights
will remain on until the control is pressed again. The courtesy lamp can also be turned on and
off manually by pressing the lens depression. They may seriously injure themselves. WARNING:
When closing the power windows, you should verify they are free of obstructions and make
sure that children and pets are not in the proximity of the window openings. Page Windows and
Mirrors Window Lock Press the control to lock or unlock the rear window controls.
Bounce-Back The window will stop automatically while closing and reverse some distance if
there is an obstacle in the way. Left mirror B. Adjustment control C. Right mirror To adjust your
mirrors: 1. Press the button to select the mirror you want to adjust. An indicator light on the
button will illuminate. Page Windows and Mirrors Power-Folding Mirrors If Equipped Note:
Activating the button 10 or more times within one minute, or repeated folding and unfolding of
the mirrors while holding the button down during full travel, may disable the system to protect
motors from overheating. Blind spot mirrors have an integrated convex mirror built into the
upper outboard corner of the exterior mirrors. They are designed to assist you by increasing
visibility along the side of your vehicle. Note: Do not clean the housing or glass of any mirror
with harsh abrasives, fuel or other petroleum or ammonia based cleaning products. You can
adjust the interior mirror to your preference. Some mirrors also have a second pivot point. They
may seriously hurt themselves. The sunscreen, if closed, will automatically open prior to
opening the moonroof. The moonroof will stop short of the fully opened position. Note: This
position helps to reduce rumbling wind noise which may happen with the roof fully open.
Tachometer B. Information display. See Information displays for more information.
Speedometer D. Fuel gauge Fuel Gauge Indicates approximately how much fuel is left in the fuel
tank when the ignition is on. Left information display. Speedometer C. Right information

display. Turns off when the speed control system is turned off. If it stays on while the engine is
running, there may be a malfunction with the charging system. Contact your authorized dealer
as soon as possible. This indicates a problem with the electrical system or a related component.
High beams Illuminates when the high-beam headlamps are on. Low fuel RTT Illuminates when
the fuel level in the fuel tank is at or near empty. Liftgate ajar RTT Illuminates when the ignition
is on and liftgate is not completely closed. Page Instrument Cluster Safety belt Reminds you to
fasten your safety belt. If the light remains on, have the system serviced immediately. We
strongly recommend that you use extreme caution when using any device that may take your
focus off the road. Your primary responsibility is the safe operation of your vehicle. Page
Information Displays Menu You can access the menus using the information display control.
Note: Some options may appear slightly different or not at all if the items are optional. Trip
Odometer Registers the mileage of individual journeys. Distance to E Indicates the approximate
distance the vehicle will travel on the fuel remaining in the tank. The fuel gauge may vary
slightly when the vehicle is in motion or on a grade. When the fuel level becomes low, the level
indicator will change to amber. Page Information Displays Settings In this mode, you can
configure different driver setting choices. Note: Some items are optional and may not appear.
Page Information Displays Message indicators: Some messages will be supplemented by a
system specific symbol. Adaptive Cruise Not Displayed when conditions exist such that the
Available adaptive cruise cannot function properly. This is caused by operating the vehicle with
the compact spare tire installed or if the system is overheating. The system will resume normal
function and clear this message after driving a short distance with the road tire re-installed or
after the system is allowed to cool. Factory Mode Contact Contact your authorized dealer as
soon as Dealer possible. Low Battery Features Displayed when the battery management system
detects an extended low-voltage Tempor. Check Brake System Displayed when the brake
system needs servicing. If the warning stays on or continues to come on, contact your
authorized dealer as soon as possible. Liftgate Ajar Displayed when the liftgate is not
completely closed. Check the oil level. If the warning stays on or continues to come on with
your engine running, contact your authorized dealer as soon as possible. Shift to Park Displays
as a reminder to shift into park if gear shift lever is not in park and a door is opened. Terrain
Management Displays driver selected terrain management Normal Mode normal mode. Normal
Mode Active Displays terrain management normal mode is currently active. Tire Pressure
Monitor Displays when the tire pressure monitoring Fault system is malfunctioning. If the
warning stays on or continues to come on, contact your authorized dealer. Power: Press the
button to turn the system on and off. Switching off the climate control system prevents outside
air from entering the vehicle. Air distribution control: Press these buttons to turn airflow from
the windshield, instrument panel, or footwell vents on or off. Page Climate Control F. Front
temperature control: Controls the temperature of the airflow in the front of your vehicle. Adjust
to select the desired temperature. Rear fan speed control: Controls the volume of air circulated
in the rear of your vehicle. Page Climate Control E. Use air conditioning with recirculated air to
improve cooling performance and efficiency. Recirculated air flows through the instrument
panel vents, air conditioning automatically turns on, and the fan automatically adjusts to the
highest speed. MyTemp: Allows you to quickly adjust to a frequently used setting with a single
touch. The rear auxiliary climate controls do not work when this graphic is illuminated F.
Temperature control: Controls the temperature of the airflow in the rear of your vehicle. Adjust
the temperature control Adjust the temperature control to the highest setting. Adjust the
temperature control Adjust the temperature control to the midway point of the cold to the
desired setting. Press the button to clear the rear window of thin ice and fog. Press the button
again within 10 minutes to switch it off. It switches off automatically after 10 minutes, or when
you switch the ignition off. Page Climate Control For more information regarding the interval at
which you should replace the cabin air filter, see the Scheduled Maintenance chapter. For
additional cabin air filter information, or to replace the filter, see an authorized dealer. Always sit
upright against your seat back, with your feet on the floor. Make sure that your driving position
is comfortable and that you can maintain full control of your vehicle. Page Seats Second-row
center seat head restraint if equipped The head restraints consist of: A. Energy absorbing head
restraint B. Steel stems C. Guide sleeve adjust and release button D. Page Seats Second-row
outboard seat head restraints The head restraints consist of: A. Guide sleeve unlock and
remove buttons D. Pull it back up to reset. To tilt the head restraint, do the following: 1. Adjust
the seatback to an upright driving or riding position. Tilt the head restraint forward by gently
pulling the top of the head restraint. You may also have this feature for the steering column and
power adjustable foot pedals. Page Heated Seats Seats Easy Entry and Exit Feature If Equipped
This feature can move the seat rearward and the optional steering column up and forward to
allow extra room to exit the vehicle. Page Heated And Ventilated Seats Seats To operate the

heated seats: Press the heated seat symbol to cycle through the various heat settings and off.
Warmer settings are indicated by more indicator lights. Page Seats Cooled Seats The cooled
seats will only function when the engine is running. To operate the cooled seats: Press the
cooled seat symbol to cycle through the various cooling settings and off. Cooler settings are
indicated by more indicator lights. If the engine falls below RPM while the cooled seats are on,
the feature will turn itself off. Page Rear Seats Seats To install a filter: 1. First, position the filter
in its housing making sure that the far forward end is all the way up in the housing. Push in on
the center of the outside edge of the filter and rotate up into the housing until it clips into
position. Page Seats Fold-flat seatback Lift the handle and fold the seatback forward until it is
flat. Note: For the bench seats, make sure the center safety belt is unbuckled before folding the
seatback. Allow the seat to dry thoroughly. The heated seats only operate when the ignition is
on. To operate the heated seats: Press the button located on the rear of the floor console to
cycle through the various heat settings and off. Page Seats Fold and tumble the second-row
seat to access the third row: 1. Fold the outboard head restraint by pulling the head restraint
release strap. Lift the handle located on the side of the seat to fold the seatback flat. Page Seats
4. To return the seat back to the floor from the tumbled position, rotate the seat down until you
hear it latching to the floor. Lift the seatback toward the rear of the vehicle, and rotate the
seatback until you hear a click, locking it in the upright position. Folding the seat while
occupied could result in occupant injury or damage to the seat. Press and hold the control
located at the back of the rear door opening to fold the seatback down and tumble the seat
forward for access to the third row. Page Seats 1. Pull on the strap located on the back of the
second row seat. This will fold the seat back forward. Pull the strap a second time to tumble the
seat forward, allowing easy exit from the third row seat. Note: The seatback will not raise if the
rear latch hooks are not properly engaged to the floor striker. Page Seats 3. From the rear of the
vehicle, fold the seat back by pulling and holding the number 1 strap while pushing the seat
back forward. Release the strap once the seat back starts rotating forward. Release the cushion
latches by pulling the number 2 strap while pulling on the strap located at the top of the seat
back to tumble the seat all the way into the tub in the floor. Page Seats Unfolding the third row
manual seat Note: Make sure that there are no objects such as books, purses or briefcases on
the load floor before unstowing the seat. Failure to remove all objects from the top of the load
floor prior to unstowing it may cause damage to the seat. During a sudden stop, the safety belts
are not functional in this position and the third-row seat can rapidly tip back to the forward
position, all of which may result in serious injury. Note: Do not use seat in this position or
damage to seat may occur. Page Seats These seats feature a power one-touch operation that
allows you fold and stow the seats. Do not program the system with the vehicle in the garage.
This will ensure quicker training and accurate transmission of the radio-frequency signal. With
your vehicle parked outside of the garage and your key in the ignition, turn the key so that the
ignition is in the on position. Note: You may need a ladder to reach the unit and you may need
to remove the cover or lamp lens on your garage door opener. Programing the transmitters To
program HomeLink to the transmitter you must first put the transmitter into programming mode.
To program HomeLink to the garage door opener motor: 1. Improper use of the lighter can
cause damage not covered by your warranty, and can result in fire or serious injury. Note: If
used when the engine is not running, the battery will discharge. Do not use any extension cord
with the volt AC power point, since it will defeat the safety protection design. Page Auxiliary
Power Points The power point can switch to a fault mode when it is overloaded, overheated or
shorted. Unplug your device and turn the ignition off then on for overloading and shorting
conditions. Let the system cool off, then turn the ignition off then on for an overheating
condition. Hard objects can injure you in a collision. Available console features include: A. USB
and audio jack B. Power point if equipped C. Large cupholders with handle relief and individual
grips D. Press near the rear edge of the door to open it. Off: The ignition is off. Note: When you
switch the ignition off and leave your vehicle, do not leave your key in the ignition. This could
cause your vehicle battery to lose charge. Fully press the brake pedal. Turn the key to the start
position. Release the key when the engine starts. Note: The engine may continue cranking for
up to 15 seconds or until it starts. Page Starting and Stopping the Engine Fast Restart Vehicles
with Keyless Start The fast restart feature allows you to restart the engine within 20 seconds of
switching it off, even if a valid key is not present. Within 20 seconds of switching the engine off,
press the brake pedal and press the button. If your vehicle has a keyless start system, move the
transmission selector lever to position N and use the brakes to bring your vehicle to a safe stop.
When your vehicle has stopped, move the transmission selector lever to position P and switch
the ignition off by pressing and holding the button for one second, or pressing it three times
within two seconds. This extension cord must be suitable for use outdoors, in cold
temperatures, and be clearly marked Suitable for Use with Outdoor Appliances. The pressure in

an overfilled tank may cause leakage and lead to fuel spray and fire. If you hear a hissing sound
near the fuel filler inlet, do not refuel until the sound stops. If fuel is splashed in the eyes,
remove contact lenses if worn , flush with water for 15 minutes and seek medical attention.
Failure to seek proper medical attention could lead to permanent injury. Locate the white plastic
funnel in the spare tire compartment. To open the fuel filler door, press the center of the rear
edge and then release. Page Fuel and Refueling 4. After you are done pumping fuel, slowly
remove the fuel filler nozzleâ€”allow about five to ten seconds after pumping fuel before
removing the fuel filler nozzle. This allows residual fuel to drain back into the fuel tank and not
spill onto the vehicle. Indicated capacity is the difference in the amount of fuel in a full tank and
a tank when the fuel gauge indicates empty. Empty reserve is the amount of fuel in the tank
after the fuel gauge indicates empty. Page Information are essential to the life and performance
of your vehicle and to its emissions system. Page Fuel and Refueling An improperly operating
or damaged exhaust system may allow exhaust to enter the vehicle. Have a damaged or
improperly operating exhaust system inspected and repaired immediately. Do not make any
unauthorized changes to your vehicle or engine. By law, vehicle owners and anyone who
manufactures, repairs, services, sells, leases, trades vehicles, or supervises a fleet of vehicles
are not permitted to intentionally remove an emission control device or prevent Page Fuel and
Refueling If the service engine soon indicator remains on, have your vehicle serviced at the first
available opportunity. Although some malfunctions detected by the OBD-II may not have
symptoms that are apparent, continued driving with the service engine soon indicator on can
result in increased emissions, lower fuel economy, reduced engine and transmission
smoothness, and can lead to more costly repairs. Turn the ignition to the off position and
remove the key whenever you leave your vehicle. WARNING: Do not use the tow feature when
driving in icy or slippery conditions as the increased engine braking can cause the rear wheels
to slide and the vehicle to swing around with the possible loss of vehicle control. Transmission
operates in gears one through six. The automatic transmission shift strategy has the ability to
detect hilly terrain or mountainous areas and will provide a limited amount of grade assist
features automatically. To use SelectShift, move the gearshift lever into M Manual. Now you can
use select shift to manually change gears. Page Transmission Upshift to the recommended shift
speeds according to the following chart. Page Transmission Apply the parking brake, turn the
ignition key to the off position, and remove the key. Using a screwdriver or similar tool ,
carefully pry off and remove the Brake shift interlock access panel. Locate the brake shift
interlock lever in front of the shifter assembly. Note: Do not rock the vehicle for more than a
minute or damage to the transmission and tires may occur, or the engine may overheat. Press
the brake pedal to bring the vehicle to a complete standstill. Keep the brake pedal pressed. If
the sensors detect that the vehicle is on a slope, the hill start assist feature will be activated
automatically. It combines transparent all-surface operation with highly capable four-wheel
drive. The 4WD system is always active and requires no driver input. Your vehicle may be
higher to allow it to travel over rough terrain without getting hung up or damaging underbody
components. The differences that make your vehicle so versatile also make it handle differently
than an ordinary passenger car. Utility and four-wheel drive vehicles are not designed for
cornering at speeds as high as passenger cars any more than low-slung sports cars are
designed to perform satisfactorily under off-road conditions. Page Four-Wheel Drive If Equipped
If your vehicle gets stuck in mud or snow it may be rocked out by shifting between forward and
reverse gears, stopping between shifts, in a steady pattern. Press lightly on the accelerator in
each gear. Note: Do not rock the vehicle if the engine is not at normal operating temperature or
damage to the transmission may occur. Avoid reducing the tire pressures but shift to a lower
gear and drive steadily through the terrain. Apply the accelerator slowly and avoid spinning the
wheels. Page Ford Motor Company joins the U. Keep speeds down, allow for longer stopping
distances and avoid aggressive steering to reduce the chances of a loss of vehicle control
which can lead to serious injury or death. Page Ford Motor Company recommends that caution
be used with any vehicle equipped with a high load or device such as ladder racks or pickup
box cover. If a metal-to-metal, continuous grinding or continuous squeal sound is present, the
brake linings may be worn out. Have them inspected by an authorized dealer. If your vehicle has
continuous vibration or shudder in the steering wheel while braking, have your vehicle
inspected by an authorized dealer. This lamp momentarily illuminates when you turn the
ignition on. If the light does not illuminate during start-up, remains on or flashes, the anti-lock
brake system may be disabled and may need to be serviced. If your vehicle begins to slide, the
system applies the brakes to individual wheels and, when needed, reduces engine power at the
same time. If the wheels spin when accelerating on slippery or loose surfaces, the system
reduces engine power in order to increase traction. Turn the control located on the center
console to choose between the following modes: 1. Page Hill Descent Control Terrain Response

If the system becomes inoperable, selecting some modes may not be possible and a message is
displayed. Page Terrain Response To enable hill descent control and set the descent speed, do
the following: 1. Press and release the hill descent button located in the center of the terrain
management control. A light in the control will illuminate and chime will sound when this
feature is activated. Sensing is only an aid for some generally large and fixed objects when
moving in reverse on a flat surface at parking speeds. Traffic control systems, inclement
weather, air brakes, and external motors and fans may also affect the function of the sensing
system; Page Parking Aids If a fault is present in the system, a warning message appears in the
information display and does not allow the driver to switch the faulted system on. The driver is
responsible for avoiding hazards and maintaining a safe distance and speed, even when the
system is in use. Use the turn signal to indicate which side of the vehicle you want the system
to search on. Note: If a maneuver is interrupted before completion, the system turns off and you
need to full take control of the vehicle. Page Rear-View Camera System Parking Aids The
system does not position the vehicle where I want in the space The vehicle is rolling in the
opposite direction of the transmission i. If the liftgate is ajar, the camera will be out of position
and the video image may be incorrect. All guidelines have been removed when the liftgate is
ajar. Note: If the image comes on while the transmission is not in R Reverse , have the system
inspected by your authorized dealer. Note: When towing, the camera only sees what is being
towed behind the vehicle. Page Parking Aids Guidelines and the Centerline Note: Fixed
guidelines and active guidelines if equipped are only available when the transmission is in R
Reverse. Active guidelines if equipped B. Centerline C. Fixed guideline: Green zone D. Fixed
guideline: Yellow zone E. The enhanced park aids allows the driver to view the area that is being
detected by the reverse sensing system. This could result in loss of vehicle control, serious
injury or death. Accelerate to the desired speed. Press the SET control upward and release.
Take your foot off the accelerator pedal. The indicator will change colors in the instrument
cluster. Changing the Set Speed Note: If you accelerate by pressing the accelerator pedal, the
set speed will not change. WARNING: Do not use the adaptive cruise control when entering or
leaving a highway, in heavy traffic or on roads that are winding, slippery or unpaved. Press and
release ON. The information display will show the gray indicator light, current gap setting and
SET. The system is set to standby mode. Press SET upward and release. The vehicle speed is
stored in the memory. Page Cruise Control When a vehicle ahead of you enters the same lane or
a slower vehicle is ahead in the same lane, the vehicle speed adjusts to maintain a preset gap
distance. The distance setting is adjustable. The lead vehicle graphic will be illuminated. Page
Cruise Control The system may apply the brakes to slow your vehicle down to the new set
speed. The set speed will display continuously in the information display while the system is
active. Resuming the Set Speed Note: Resume should only be used if you are aware of the set
speed and intend to return to it. It may not detect vehicles at all or detect a vehicle later than
expected in some situations. The lead vehicle graphic will not illuminate if the system does not
detect a vehicle in front of you. Aftermarket trailer brakes will not function properly when ACC is
activated because the brakes are electronically controlled. Failing to do so may result in loss of
vehicle control, which could result in serious injury. Page Cruise Control Cause Action Swirling
water, or snow or ice on Do not use system in these the surface of the road may conditions
because it may not interfere with the radar signals. You are in a desert or remote area Wait a
short time or switch to with no other vehicles and no normal cruise control. It is not intended to
replace your attention and judgment. You are still responsible to drive with due care and
attention. Page Driving Aids System Display When active the system will run automatically in
the background and only issue a warning if required. You can view the status at any time using
the information display. Refer to the Information Displays chapter. The alertness level is shown
by six steps in a colored bar. The current assessment of your alertness is within a typical range.
The driver is still responsible to drive with due care and attention. Page Driving Aids System
Settings The system has one standard feature setting and one optional setting menu available.
To view or adjust the settings, refer to the Information Displays chapter. The last-known
selection for each of these settings is stored by the system. You do not need to readjust your
settings each time you turn on the system. Page Driving Aids Intensity: This setting affects the
intensity of the steering wheel vibration used for the alert mode. This setting does not impact
the aid mode. Vehicle speed is outside the operational range of the feature Sun is shining
directly into the camera lens Page Driving Aids In this first example, the left sensor is only
partially obstructed; zone coverage is nearly maximized. Zone coverage also decreases when
parking at shallow angles. Here, the left sensor is mostly obstructed; zone coverage on that
side is severely limited. Note: The alert indicator dims when nighttime darkness is detected.
CTA also sounds an audible alarm and a message appears in the information display indicating
a vehicle is coming from the right or left. Page Driving Aids If the system detects a degraded

performance condition, a blocked sensor warning or low visibility warning will appear in the
information display and the alert indicator illuminates in the appropriate mirror s. The
information display warning can be cleared but the alert indicator remains illuminated. To avoid
false alerts you may want to turn the BLIS off manually. This system does NOT activate the
brakes automatically. The brake pedal must be pressed just like any typical braking situation.
The warning system sensitivity can be adjusted to one of three possible settings by using the
information display control. Page Driving Aids Cause Action Heavy rain, spray, snow, or fog is
The collision warning system is interfering with the radar signals temporarily disabled. Collision
warning should automatically reactivate a short time after the weather conditions improve.
Swirling water, or snow or ice on The collision warning system is the surface of the road may
temporarily disabled. Page Steering Driving Aids If the front end of the vehicle is hit or
damaged, the radar sensing zone may be altered causing missed or false collision warnings.
See your authorized dealer to have your collision warning radar checked for proper coverage
and operation. Page Driving Aids If your vehicle loses electrical power while you are driving or if
the ignition is turned off , you can steer the vehicle manually, but it takes more effort. Extreme
continuous steering may increase the effort it takes for you to steer. This occurs to prevent
internal overheating and permanent damage to your steering system. The cargo net secures
lightweight objects in the cargo area. Attach the net to the loops and anchors provided. Page
Vehicle Loading Load Carrying For correct roof rack system function, you must place loads
directly on crossbars affixed to the roof rack side rails. We recommend you use Ford Genuine
Accessory crossbars designed specifically for your vehicle. Make sure that you securely fasten
the load. Check the tightness of the load before driving and at each fuel stop. Page Load
Carrying Vehicle Curb Weight â€” is the weight of your new vehicle when you picked it up from
your authorized dealer plus any aftermarket equipment. Payload â€” is the combined weight of
cargo and passengers that the vehicle is carrying. When towing, trailer tongue load or king pin
weight is also part of cargo weight. These numbers are shown on the Safety Compliance
Certification Label. GCWR Gross Combined Weight Rating â€” is the maximum allowable weight
of the vehicle and the loaded trailer â€” including all cargo and passengers â€” Steps for
determining the correct load limit: 1. You and one of your friends decide to pick up cement from
the local home improvement store to finish that patio you have been planning for the past 2
years. WARNING: Towing trailers beyond the maximum recommended gross trailer weight
exceeds the limit of your vehicle and could result in engine damage, transmission damage,
structural damage, loss of vehicle control, vehicle rollover and personal injury. Ford does not
recommend disabling this feature except in situations where speed reduction may be
detrimental such as hill climbing , the driver has significant trailer towing experience, and can
control trailer sway and maintain safe operation. Page Towing Your vehicle may tow a Class I or
III trailer provided the maximum trailer weight is less than or equal to the maximum trailer
weight listed for your vehicle configuration on the following chart. Page Towing Trailer Towing
Connector Vehicles with a Trailer Towing Package and 7â€”Pin Connector When attaching the
trailer wiring connector to your vehicle, only use a proper fitting connector that works with the
vehicle and trailer functions. If your vehicle has a trailer towing package, it may have a 7â€”pin
connector. Page Towing 2. To reinstall the cover, insert the four plastic tabs on top of the cover
into the corresponding slots B , and push the cover into the bumper trim. Always connect the
safety chains to the hook retainers of your vehicle hitch. To connect the safety chains, cross
them under the trailer tongue and allow enough slack for turning tight corners. Do not allow the
chains to drag on the ground. Page Wrecker Towing We recommend the use of a wheel lift and
dollies or flatbed equipment to tow your vehicle. Do not tow with a slingbelt. Ford Motor
Company has not approved a slingbelt towing procedure. Vehicle damage may occur if towed
incorrectly, or by any other means. Page Recreational Towing Towing Front-wheel drive
vehicles must have the front wheels placed on a tow dolly when towing your vehicle from the
rear using wheel lift equipment. This prevents damage to the transmission. Towing an all-wheel
drive vehicle requires that all wheels be off the ground, such as using a wheel lift and dollies or
flatbed equipment. Page Towing Vehicles Equipped with a 3. See the Climate Control chapter.
Follow these guidelines if you have a need for recreational towing, such as towing your vehicle
behind a motorhome or truck. During this time, your vehicle may exhibit some unique driving
characteristics. Avoid driving too fast during the first miles kilometers. Vary your speed
frequently and change up through the gears early. Page Hazard Warning Flashers If you need to
arrange roadside assistance for yourself, Ford Motor Company will reimburse a reasonable
amount for towing to the nearest Ford dealership within 35 miles To obtain reimbursement
information, United States Ford vehicle customers call Customers will be asked to submit their
original receipts. Ford Motor Company recommends that the fuel system be inspected by an
authorized dealer after any collision. In the event of a moderate to severe collision, this vehicle

includes a fuel pump shutoff feature that stops the flow of fuel to the engine. An explosion
could result in injury or vehicle damage. Do not attempt to push-start your automatic
transmission vehicle. A spark may cause an explosion of the gases that surround the battery.
Note: Do not attach the negative - cable to fuel lines, engine rocker covers, the intake manifold
or electrical components as grounding points. Page Roadside Emergencies Removing the
Jumper Cables Note: In the illustration, the vehicle on the bottom is used to designate the
assisting boosting battery. Remove the jumper cables in the reverse order that they were
connected. Remove the jumper cable from the ground metal surface. Page Customer
Assistance A reasonable time must be allowed to perform a repair after taking your vehicle to
the authorized dealer. Repairs will be made using Ford or Motorcraft parts, or remanufactured
or other parts that are authorized by Ford. Ford is also allowed a final repair attempt in some
states. In those cases, where you continue to feel that the efforts by Ford of Canada and the
authorized dealer to resolve a factory-related vehicle service concern have been unsatisfactory,
Ford of Canada participates in an impartial third party mediation or arbitration program
administered by the Canadian Motor Vehicle Arbitration Plan CAMVAP. Page Central America,
the Caribbean, and Israel, contact the nearest authorized dealer. If you are in another foreign
country, contact the nearest authorized dealer. Page Reporting Safety Defects U. Using a fuse
with a higher amperage rating can cause severe wire damage and could start a fire. If electrical
components in your vehicle are not working, a fuse may have blown. WARNING: To reduce risk
of electrical shock, always replace the cover to the power distribution box before reconnecting
the battery or refilling fluid reservoirs. The power distribution box is located in the engine
compartment. Page Fuses Passenger Compartment Fuse Panel The fuse panel is located below
and to the left of the steering wheel by the brake pedal. Remove the panel cover to access the
fuses. To remove a fuse use the fuse puller tool provided on the fuse panel cover. Page Fuses
Fuse or relay Fuse amp Protected components number rating Horn relay Steering wheel control
module, Intelligent access, Headlamp switch Datalink connector, Steering wheel control module
Liftgate release Radio frequency module Intelligent access module Ignition switch, Push-button
start switch Radio, Global positioning system module Front park lamps Trailer tow brake
controller Page Fuses Fuse or relay Fuse amp Protected components number rating
Auto-dimming rearview mirror, Moonroof High beam headlamp shutters Rear park lamps,
License plate lamps, Trailer tow park lamps 7. There is a large network of Ford authorized
dealers who are there to help you with their professional servicing expertise. We believe that
their specially trained technicians are best qualified to service your vehicle properly and
expertly. Inside the vehicle, pull the hood release handle located under the bottom left corner of
the instrument panel. Go to the front of the vehicle and release the auxiliary latch that is located
under the front center of the hood. Engine coolant reservoir B. Brake fluid reservoir C. Battery
D. Power distribution box E. Air filter assembly F. Engine oil filler cap G. Engine oil dipstick H.
Transmission fluid dipstick out of view G. Engine oil filler cap I. Automatic transmission fluid
dipstick out of view G. Page Engine Oil Dipstick Maintenance Engine shield Some vehicles may
be equipped with an aero-shield under the engine. This shield needs to be removed for service,
including oil and filter changes. It is secured with four quick release fasteners. Page Engine
Coolant Check Note: For best results, coolant concentration should be tested with a
refractometer such as Rotunda tool ROB available from your dealer. Ford does not recommend
the use of hydrometers or coolant test strips for measuring coolant concentration. Steam and
scalding liquids released from a hot cooling system can burn you badly. Also, you can be
burned if you spill coolant on hot engine parts. Page Maintenance Vehicles driven year-round in
non-extreme climates should use prediluted engine coolant for optimum cooling system and
engine protection. Engine Fluid Temperature Management If Equipped WARNING: To reduce the
risk of collision and injury, be prepared that the vehicle speed may reduce and the vehicle may
not be able to accelerate with full power until the fluid temperatures reduce. Page Maintenance
3. Turn the engine off and wait for it to cool before checking the coolant level. If the coolant
level is normal, you may restart your engine and continue on. Operate the vehicle in fail-safe
mode only as long as necessary to bring the vehicle to rest in a safe location and seek
immediate repairs. When in fail-safe mode, the vehicle will have limited power, will not be able
to maintain high-speed operation, and may completely shut down without warning, potentially
losing engine power, power steering assist, Page Maintenance Do not use supplemental
transmission fluid additives, treatments or cleaning agents. The use of these materials may
affect transmission operation and result in damage to internal transmission components. Shut
the engine off. Clean the area around the clamp that connects the air filter assembly to the
rubber hose 1. Page Maintenance 7. Without disconnecting the sensor 4 , pull the air filter
assembly up to disconnect the air filter assembly from the seated grommets located underneath
the air filter assembly. Rotate the air filter assembly 90 degrees counterclockwise and reinstall

into the rubber hose. Page Maintenance High fluid level If the fluid level is above the MAX range
of the dipstick, remove fluid to reach the hashmark level. High fluid levels can be caused by an
overheating condition. If your vehicle has been operated for an extended period at high speeds,
in city traffic during hot weather or pulling a trailer, the vehicle should be turned off until normal
operating temperatures are reached. Page Brake Fluid Check Add fluid to fill the reservoir if the
level is low. Only use a washer fluid that meets Ford specifications. See the technical
specifications chart in the Capacities and Specifications chapter. Note: The front and rear
washer systems are supplied from the same reservoir. Therefore, do not allow flames, sparks or
lighted substances to come near the battery. Page Maintenance If you see any corrosion on the
battery or terminals, remove the cables from the terminals and clean with a wire brush. You can
neutralize the acid with a solution of baking soda and water. It is recommended that the
negative battery cable terminal be disconnected from the battery if you plan to store your
vehicle for an extended period of time. Page When a battery replacement is required, the battery
should be replaced with a Ford recommended replacement battery that matches the electrical
requirements of the vehicle. After battery replacement, or in some cases after charging the
battery with an external charger, the BMS requires eight hours of vehicle sleep time key off with
doors closed to relearn the new battery state of charge. Clean the wiper blades with washer
fluid or water applied with a soft sponge or cloth. Page Air Filter S Maintenance 3. To attach the
new wiper to the wiper arm, align the slot 1 and cross pin 2 and firmly press the wiper arm into
the wiper blade until a click is heard. If you find this procedure too difficult, please see your
dealer. Page Adjusting The Headlamps Maintenance 3. Carefully separate the cover from the
housing. Remove the air filter element from the housing. Wipe the cover and the housing clean
to remove any dirt or debris and to make sure the cover seals to the housing. The center of the
headlamp has a 3. Measure the height from the center of your headlamp to the ground 2 and
mark an 8 foot 2. Page Changing A Bulb Maintenance 5. Locate the vertical adjuster for each
headlamp. Using a Phillips 2 screwdriver, turn the adjuster control either clockwise or
counterclockwise in order to adjust the vertical aim of the headlamp. Grasp the bulb only by its
plastic base and do not touch the glass. The oil from your hand could cause the bulb to break
the next time the headlamps are operated. Note: If the bulb is accidentally touched, it should be
cleaned with rubbing alcohol before being used. Make sure that the headlamp control is in the
off position. Open the hood. Page Maintenance Replacing front fog lamp bulbs 1. Make sure the
headlamp switch is off. Make sure that the fog lamp switch is in the off position. Remove the
bulb socket from the fog lamp by turning it counterclockwise. Page Bulb Specification Chart
Maintenance Carefully install the tail lamp assembly on the vehicle by securing the lamp
assembly with two bolts. Reinstall bolt covers. Replacing the License Plate Lamp Bulb 1.
Carefully release the spring clip. Stripes or Graphics if equipped Do not use a commercial or
high-pressure wand on the surface or edge of stripes and graphics. We recommend that you
wash and wax the painted surface once or twice a year. When washing and waxing, park your
vehicle in a shaded area out of direct sunlight. In Canada, use Motorcraft Engine Shampoo.
Such products could contaminate the side airbag system and affect performance of the side
airbag in a collision. These products may cause premature wearing or damage to the leather.
Keep connections clean. Note: If battery cables are disconnected, it will be necessary to reset
memory features. Page Wheels and Tires Power is supplied to all four wheels through a transfer
case or power transfer unit. Four-wheel drive vehicles allow you to select different drive modes
as necessary. You can find information on transfer case operation and shifting procedures in
the Transmission chapter. You can find information on transfer case maintenance in the
Maintenance chapter. Increasing the front camber settings beyond the factory settings may
further accelerate tread wear and induce tire noise. Page Wheels and Tires U. Department of
Transportation-Tire quality grades: The U. Department of Transportation requires Ford Motor
Company to give you the following information about tire grades exactly as the government has
written it. Treadwear The treadwear grade is a comparative rating based on the wear rate of the
tire when tested under controlled conditions on a specified government test course. This
information identifies and describes the fundamental characteristics of the tire and also
provides a U. Page Wheels and Tires F. It is an index that relates to how much weight a tire can
carry. If not, contact a local tire dealer. Note: You may not find this information on all tires
because it is not required by federal law. Page Wheels and Tires The numbers in between are
identification codes used for traceability. This information is used to contact customers if a tire
defect requires a recall. These differences are described below. Note: Tire Quality Grades do not
apply to this type of tire. Note: The temporary tire size for your vehicle may be different from
this example. Page Always inflate your tires to the Ford recommended inflation pressure even if
it is less than the maximum inflation pressure information found on the tire. Page Wheels and
Tires Note: Some spare tires operate at a higher inflation pressure than the other tires. Store

and maintain at 60 psi 4. Page Wheels and Tires Damage Periodically inspect the tire treads and
sidewalls for damage such as bulges in the tread or sidewalls, cracks in the tread groove and
separation in the tread or sidewall. If damage is observed or suspected, have the tire inspected
by a tire professional. Tires can be damaged during off-road use, so inspection after off-road
use is also recommended. If this information is not found on these labels, then you should
contact your authorized dealer as soon as possible. Use of any tire or wheel not recommended
by Ford can affect the safety and performance of your vehicle, which could result in an
increased risk of loss of vehicle control, vehicle rollover, personal injury and death. Page The
tire pressure sensors mounted in the wheels originally installed on your vehicle are not
designed to be used in aftermarket wheels. The use of wheels or tires not recommended by
Ford Motor Company may affect the operation of your tire pressure monitoring system.
Spinning the tires can tear the tire and cause an explosion. A tire can explode in as little as
three to five seconds. The tire pressure should be checked periodically at least monthly using a
tire gauge. See Inflating Your Tires in this chapter. Failure to properly maintain your tire
pressure could increase the risk of tire failure, loss of control, vehicle rollover and personal
injury. Page Wheels and Tires telltale after replacing one or more tires or wheels on your vehicle
to ensure that the replacement or alternate tires and wheels allow the TPMS to continue to
function properly. It can also warn you in the event the system is no longer capable of
functioning as intended. Page Wheels and Tires Low tire Possible cause Customer action
required pressure warning light Flashing Spare tire in use Repair the damaged road wheel
warning light and tire assembly and reinstall it on the vehicle to restore system function. If the
dissimilar spare tire or wheel is damaged, it should be replaced rather than repaired. Page
Wheels and Tires 2. Pull far enough off the road to avoid the danger of being hit when operating
the jack or changing the wheel. Page Wheels and Tires 4. Remove the wing nut securing the
spare tire by turning it counterclockwise. Lift and remove the spare tire from the spare tire well.
Remove the wing bolt that secures the jack kit by turning it counterclockwise. Page Wheels and
Tires Vehicle Jacking 1. Block the diagonally opposite wheel. Loosen each wheel lug nut
one-half turn counterclockwise but do not remove them until the wheel is raised off the ground.
The vehicle jacking points are shown here, and are depicted on the warning label on the jack.
Page Wheels and Tires 8. Remove the jack and fully tighten the lug nuts in the order shown. See
Wheel Lug Nut Torque Specifications later in this chapter for the proper lug nut torque
specification. Stowing the mini-spare and jack 1. Adjust the jack to the proper height to install
the wrench. Page Wheels and Tires Stowing the flat tire 1. Place the third-row seat in the raised
position. Secure the jack kit in the alternate position by inserting the L-shaped bolt through the
hole in the side of the jack channel as shown. Note: The L-shaped bolt is located in the foam
tray. Use only Ford recommended replacement fasteners. Note: Inspect the wheel pilot hole and
mounting surface prior to installation. Remove any visible corrosion or loose particles. Page
Capacities and Specifications 2. Long drivebelt on the first pulley groove closer to the engine B.
The customer warranty may be void for any damage to the engine if such spark plugs are not
used. The Safety Compliance Certification Label shall be affixed to either the door hinge pillar,
the door latch post, or the edge of the door near the door latch, next to the Page Accessories
Ford Genuine Accessories found to be defective in factory-supplied materials or workmanship
during the warranty period, as well as any component damaged by the defective accessories. In
addition, you may also adversely affect the performance of other electrical systems in the
vehicle. It is the only extended service plan backed by Ford Motor Company, and provides
peace of mind protection beyond the New Vehicle Limited Warranty coverage. Whenever you
sell your vehicle, prospective buyers may have a higher degree of confidence that vehicle was
properly maintained with Ford ESP, thereby improving resale value. Page Ford ESP has to offer
while paying over time. You are pre-approved with no credit checks, no hassles! To learn more,
call our Ford ESP specialists at Ford ESP P. Page Audio System Due to technical
incompatibility, certain recordable and re-recordable compact discs may not function correctly
when used in Ford CD players. Note: Do not insert CDs with homemade paper adhesive labels
into the CD player as the label may peel and cause the CD to become jammed. Page Audio
System C. To store a radio station, tune to the station, then press and hold a preset button until
sound returns. Page Audio System M. See the SYNC chapter for more information. AUX: Press
this button to access your auxiliary input jack or switch between devices you plug into the input
jack or USB port. See Auxiliary input jack later in this chapter. Once you skip or lock a channel,
you can only access it by pressing Direct and entering the channel number. Scan Folder Select
to scan all music in the current MP3 folder. CD Compression Select to bring soft and loud
passages together for a more consistent listening level. Clock Settings Set Time Select to set
the time. Page Audio System E. The system stops at the first station it finds in that direction.
Page Audio System B. Page Audio System HD Radio Reception and Station Troubleshooting

Potential reception issues Reception area If you are listening to a multicast station and you are
on the fringe of the reception area, the station may mute due to weak signal strength. If you are
listening to HD1, the system switches back to the analog broadcast until the digital broadcast is
available again. For more information and a complete list of Sirius satellite radio channels, visit
Page Note: Sirius reserves the unrestricted right to change, rearrange, add or delete
programming including canceling, moving or adding particular channels, and its prices, at any
time, with or without notice to you. Ford Motor Company shall not be responsible for any such
programming changes. Sirius satellite radio is a Unsubscribed Channel Your subscription does
Contact Sirius at not include this 1â€”â€”â€” to channel. Page Usb Port Audio System 5. Switch
your portable music player on and adjust its volume to half its maximum level. You should hear
music from your device even if it is low. Support The SYNC support team is available to help
you with any questions you cannot answer on your own. Monday-Saturday, ampm EST. Sunday,
ampm EST. In the United States, call: 1â€”â€”â€” Page Master Reset to erase all stored
information. Ford Motor Company and Ford of Canada do not access the system data for any
purpose other than as described This allows you to keep your hands on the wheel and focus on
what is in front of you. Initiating a Voice Session Push the voice icon; a tone sounds and
Listening appears in the display. Pairing Subsequent Phones Note: To scroll through the
menus, press the up and down arrows on your audio system. These commands are not
available until phone information is completely downloaded using Bluetooth. Use the arrow
buttons to scroll through the menu options. To access: 1. Phonebook 1. Press OK to select,
then scroll through your phonebook contacts. Press OK again when the desired selection
appears in the display. Press the phone button. Access your call history log. Call History 1.
Your phone must support downloading text messages using Bluetooth to receive incoming text
messages. Note: Only one recipient is allowed per text message. Page 6. Press OK when the
contact appears and press OK again to confirm when the system asks if you would like to send
the message. Your phone settings allow you to access and adjust features such as your ring
tone, text message notification, modify your phone book and also set up automatic download.
Push the desired contact s on your phone. The Bluetooth Devices menu allows you to add,
connect, delete and set a phone as primary as well as turn your Bluetooth feature on and off.
The Advanced menu allows you to access and set prompts, languages, defaults, perform a
master reset, install an application and view system information. Press OK and scroll to toggle
between On and Off. When the desired selection is chosen, press OK. Note: Turning Bluetooth
off disconnects all Bluetooth devices and deactivates all Bluetooth features. Press the phone
button to enter the Phone Menu. Scroll until System Settings appears and press OK. Press OK
to select. Scroll until Assist is selected. Press OK to confirm and enter the Assist menu. Scroll
to select between On and Off selections. Be prepared to provide your name, phone number and
location immediately, because not all systems are capable of receiving this information
electronically. Register for Vehicle Health Report and set your report preferences at Page
Certain versions or updates to Vehicle Health Report may also collect additional vehicle
information. Ford may use the vehicle information it collects for any purpose. If you do not want
to disclose your cellular phone number or vehicle information, do not run the feature or set up
your Vehicle Health Report profile at If you do not want Ford or its service providers to collect
the vehicle travel information or other information identified in the Terms and Conditions, do
not activate or use the service. Scroll until Services appears in the display. Press OK to confirm
and enter the Services menu. The display indicates the system is connecting. Press and hold
the phone button on the steering wheel. SYNC Services quick tips Personalizing You can
personalize your Services feature to provide quicker access to your most used or favorite
information. Voice commands which are only available in folder mode. Voice commands which
are not available until indexing is complete. Once these selections are turned on, they remain
on until turned off. Press SEEK to play the previous or next track. Note: Some digital media
players require both USB and line in ports to stream data and music separately. If there are
media files, you have the following options to scroll through and select from: When you select:
You can: Play All Play all indexed media tracks from your playing device in flat file mode, one at
a time in numerical order. Genres SYNC lists the genres alphabetically in flat file mode. If there
are more than , SYNC automatically organizes them into alphabetical categories. Press OK to
select and then scroll to select the desired genre and press OK. The system uses the metadata
information of each song to compile a playlist for you. The system creates a new list of similar
songs and begins playing. Scroll until System Settings appears and select OK. Download new
software applications Application if available and then load the desired applications through
your USB port. Note: Your system is equipped with a feature that allows you to access and
control audio features for 30 minutes after you switch the ignition off and no doors open. They
are sensitive to light touch. In Canada, call: 1â€”â€”â€” Times are subject to change due to

holidays. You can use your steering wheel controls to view and make minor adjustments to
active modes without taking your hands off the wheel. You can make selections from the menu
by using the OK button. The selection menu expands and different options appear. After the
tone, speak your command clearly. These commands can be said at any time. If turned off, the
system simply makes a best guess as to what you requested. The system may still occasionally
ask you to confirm settings. USB F. For example, if you are currently listening to audio on an SD
card, you can browse all the artists that are stored on your USB device. The light on the button
illuminates when the feature is on. Your system has a special receiver that allows it to receive
digital broadcasts where available in addition to the analog broadcasts, it already receives.
When prompted, say any of the commands in the following chart. Presets Save a channel by
pressing and holding one of the memory preset areas. There is a brief mute while the radio
saves the channel. Sound returns when finished. Page Note: Sirius does not support the Alert
feature on all channels. Ford Motor Company shall not be responsible for Alert feature variation.
Electronic Serial Number ESN is required when you need to activate, modify or track your
satellite radio account. Radio requires more No action required. Check All the channels in the
Use the channel guide Channel Guide. Browse Touch this button to look through all available
CD tracks. USB Port The ports are located either in the center console or behind a small access
door in the instrument panel. To access and play music from your device, press the lower left
corner of the touchscreen, and then select the USB tab. See Settings. It is also able to organize
your indexed media from your playing device by metadata tags. Adjust the volume on your
portable music player until it reaches the volume level of the FM station or CD. Once you pair
your phone, you can access many options using the touchscreen or voice commands. To pair,
enter the PIN displayed on the touchscreen. Skip the next step. Call information appears in the
display if it is available. Accept the call by pressing Accept on the touchscreen or by pressing
this phone button on your steering wheel controls Reject the call by pressing Reject on the
touchscreen or by pressing this phone button on your steering wheel controls. See Text
messaging later in this section. Settings Touch this button to access various phone settings,
such turning Bluetooth on and off, managing your phonebook and more. See Phone settings
later in this section. Can you give me a call? Do Not Disturb Touch this tab if you want all calls
to go directly to your voice mail and not ring in the vehicle. When this feature is on, text
message notifications do not ring inside the cabin either. Traffic alerts and turn-by-turn
directions available in select markets. Message and data rates may apply. Ford Motor Company
reserves the right to change or discontinue this product service at any time without prior
notification or incurring any future obligation. If you do not want Ford or its service providers to
collect your vehicle travel information or other information identified in the Terms and
Conditions, do not subscribe or use the service. If your vehicle is not equipped with Navigation,
touch the corner of the touchscreen with the green tab. If your vehicle is equipped with
Navigation, SYNC Services downloads your requested destination to the navigation system.
Page Sirius Travel Link. Note: Neither Sirius nor Ford is responsible for any errors or
inaccuracies in the Sirius Travel Link services or its use in vehicles. Vehicle Health Report
Privacy Notice When you create a Vehicle Health Report, Ford Motor Company may collect your
cellular phone number to process your report request and diagnostic information about your
vehicle. Certain versions or updates to Vehicle Health Report may also collect more vehicle
information. Clock B. Display C. Sound D. Vehicle E. Settings F. Help Under this menu, you can
set your clock, access and adjust the display, sound and vehicle settings as well as access
settings for specific modes or the help feature. It appears at the top center of the touchscreen,
next to the time and date. The system automatically saves any updates you make to the
settings. Display You can adjust the touchscreen display through the touchscreen or by
pressing the voice button on your steering wheel controls and when Enter your current factory
code, then, when prompted, enter your new code. Touch Panel Button Select to have the system
beep to confirm Beep button choices made through the climate or audio system. The system
simply makes a best guess at your request with these turned off. Have the system display your
turn list top to bottom or bottom to top. Turn the Parking POI notification on and off. Have the
system display incident icons. Have the system display areas where difficult driving conditions
may occur. Have the system display areas where snow and ice on the road may occur. Have the
system display any smog alerts. Text Message Select the type of notification for text
Notification messages - alert tone, beep, text to speech, or have it be silent. Make sure you turn
it on for connectivity purposes. Choose a Wireless Network allows you to use a previously
stored wireless network. You must turn on your mobile broadband device on your personal
computer before connecting it to the system. This screen allows you to set up what is your
typical area for your USB mobile broadband connection. If your vehicle is not equipped with
navigation, nothing displays. The system provides allowable voice commands for the current

mode. Closing the rear climate control functions does not affect their current settings. To set a
destination, press the green corner of your touchscreen, then Dest when it appears. See Setting
a destination later in this chapter. During route guidance, you can press the talking bubble icon
that appears in the upper right navigation corner green bar if you want the system to repeat
route guidance information. Pressing the Search By Name button allows you to directly enter
the point of interest name into the system by using the keyboard. When you are viewing more
information for hotels, cityseekr also tells you if the hotel has certain services and facilities
using icons. Hotel services and facilities Restaurant 24 Hr Room Service Parking POI
Notification sets the automatic parking points of interest notification. The system does not
provide a traffic alert notification. It toggles between three different map modes: Heading up,
North up, and 3D. Heading up 2D map always shows the direction of forward travel to be upward
on the screen. Map Icons Vehicle mark shows the current location of your vehicle. It stays in the
center of the map display, except when in scroll mode. This icon may display under normal
operation in an area with poor GPS access. Quick-touch Buttons When in map mode, touch
anywhere on the map display to access more features. You need to specify the make and model
of your vehicle to determine if there is an update available. Page U. Any removal, reproduction,
reverse engineering or other unauthorized use of the software from this system in violation of
the license agreement is strictly prohibited and may subject you to legal action. Page
Appendices Navigation Features Any navigation features included in the system are intended to
provide turn by turn instructions to get you to a desired destination. Please make certain all
persons using this system carefully read and follow instructions and safety information fully.
Distraction Hazard Any navigation features may require manual non-verbal setup. Your use of
the Telenav Software indicates that you accept these terms and conditions. If you do not accept
these terms and conditions, do not break the seal of the package, launch, or otherwise use the
Telenav Software. Page Appendices 2. Account Information You agree: a when registering the
Telenav Software, to provide Telenav with true, accurate, current, and complete information
about yourself, and b to inform Telenav promptly of any changes to such information, and to
keep it true, accurate, current and complete. Page Appendices reflect reality due to, among
other things, road closures, construction, weather, new roads and other changing conditions.
You are responsible for the entire risk arising out of your use of the Telenav Software. For
example but without limitation, you agree not to rely on the Telenav Software for critical
navigation in areas where the well-being or survival of you or others is dependent on the
accuracy of navigation, as the maps or functionality of the Telenav Software are not intended to
support such Page Appendices 6. Arbitration and Governing Law You agree that any dispute,
claim or controversy arising out of or relating to this Agreement or the Telenav Software shall
be settled by independent arbitration involving a neutral arbitrator and administered by the
American Arbitration Association in the County of Santa Clara, California. Page Appendices 8.
Miscellaneous 8. Page Appendices 9. Other Vendors Terms and Conditions The Telenav
Software utilizes map and other data licensed to Telenav by third party vendors for the benefit
of you and other end users. This Agreement includes end-user terms applicable to these
companies included at the end of this Agreement , and thus your use of the Telenav Software is
also subject to such terms. Page Appendices License Limitations on Transfer: Your limited
license does not allow transfer or resale of the Data, except on the condition that you may
transfer the Data and all accompanying materials on a permanent basis if: a you retain no
copies of the Data; b the recipient agrees to the terms of this End-User License Agreement;
Page Appendices Gracenote uses a unique identifier to track queries for statistical purposes.
The purpose of a randomly assigned numeric identifier is to allow Gracenote to count queries
without knowing anything about who you are. For more information, see the web page at
Operation is subject to the following two conditions: 1 This device may not cause harmful
interference, and 2 this device must accept any interference received, including interference
that may cause undesired operation. Page Scheduled Maintenance Parts installed at your
dealership carry a nationwide month or unlimited miles kilometers parts and labor limited
warranty. If you do not use Ford authorized parts they may not meet our specifications and
depending on the part, it could affect emissions compliance. Page Ford Motor Company has
recommended maintenance intervals for various parts and component systems based upon
engineering testing. Ford Motor Company relies upon this testing to determine the most
appropriate mileage for replacement of oils and fluids to protect your vehicle at the lowest
overall cost to you and recommends against maintenance schedules that deviate from the
scheduled maintenance information. Page Scheduled Maintenance Ford strongly recommends
the use of only genuine Ford, Motorcraft or Ford-authorized remanufactured replacement parts
because they are engineered for your vehicle. Additives and Chemicals Ford Motor Company
recommended additives and chemicals are listed in the owner manual and in the Ford

Workshop Manual. Additional chemicals or additives not approved by Ford Motor Company are
not recommended as part of normal maintenance. Page In order to keep your vehicle running
right, it is important to have the systems on your vehicle checked regularly. This can help
identify potential issues and prevent major problems. Ford Motor Company recommends the
following multi-point inspection be performed at every scheduled maintenance interval to help
make sure your vehicle keeps running great. By using several important factors in its
calculations, the monitor helps reduce the cost of owning your vehicle and reduce
environmental waste at the same time. Page Scheduled Maintenance Normal scheduled
maintenance At every oil change Change engine oil and filter. Perform multi-point inspection
recommended. Inspect automatic transmission fluid level if equipped with dipstick. Page
Scheduled Maintenance Other maintenance items Every miles Replace cabin air filter if
equipped. Replace engine air filter. At miles Change engine coolant. If you occasionally operate
your vehicle under any of these conditions, it is not necessary to perform the additional
maintenance. For specific recommendations, see your dealership service advisor or technician.
Page Scheduled Maintenance Extensive idling or low-speed driving for long distances as in
heavy commercial use such as delivery, taxi, patrol car or livery As required Change engine oil
and filter as indicated by the information display and perform services listed in the Normal
Scheduled Maintenance chart. Page Ford Motor Company, however, urges you to have all
recommended maintenance services performed at the specified intervals and to record all
vehicle service. Vehicles operated in these conditions require frequent inspection and
replacement of the engine air filter and cabin air filter. Page Cross Traffic Alert Page Index
Engine oil checking and adding Page Index Instrument panel cleaning Page Index Locks
autolock Page Index Push button start system.. Page Index memory seat Page Index snow tires
and chains Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL. Automobile Ford
Explorer Owner's Manual pages. Page 2: Table Of Contents Keys Page 3 Automatic high beam
control Page 4: Table Of Contents Rear seats Page 8: Table Of Contents Accessories We
recommend that you take some time to get to know your vehicle by reading this manual. The
more that you know about it, the greater the safety and pleasure you will get from driving it.
Page 13 EDR. Ford Motor Company and Ford of Canada do not access event data recorder Page
14 If you do not want Ford or its vendors to receive this information, do not activate the service.
Ford Motor Company and the vendors it uses to provide you with this information do not store
your vehicle travel information. If you have financed or leased your vehicle through Ford Credit,
thank you for your business. For your convenience, we offer a number of ways to contact us, as
well as help manage your account. Page 16 Your vehicle is not equipped with a snowplowing
package. Using your vehicle as an ambulance Do not use this vehicle as an ambulance. Your
vehicle is not equipped with the Ford Ambulance Preparation Package. Page 17 U. Features or
equipment listed as standard may be different on units built for Export. These objects may
become projectiles in a crash or sudden stop, which may increase the risk of serious injury. It
may be necessary to lift or remove the head restraint. See the Seats chapter for information on
head restraints. Always use booster seats in conjunction with your vehicle lap and shoulder
belt. Make sure the tongue is securely fastened in the buckle. Position the child safety seat in a
seat with a combination lap and shoulder belt. In Canada, check with your local St. Page 31
Your vehicle has LATCH lower anchors for child seat installation at the seating positions
marked with the child seat symbol. See Rear seats in the Seats chapter for head restraint
information. Locate the correct anchor for the selected rear seating position. If your child
restraint system is equipped with a tether strap, and the child restraint manufacturer
recommends its use, Ford also recommends its use. In frontal crashes, the safety belt
pretensioners can be activated alone or, if the crash is of sufficient severity, together with the
front airbags. Pregnant women should also follow this practice. See the following figure. If this
occurs, let the belt retract slightly and pull webbing out again in a slow and controlled manner.
To reduce the risk of injury, do not deactivate or activate the system while driving the vehicle.
After inflation, the shoulder portion of the safety belt remains cool to the touch. However, if the
crash was minor and an authorized dealer finds that the belts do not show damage and
continue to operate properly, they do not need to be replaced. Do not touch them after inflation
as this may result in serious injury. Failure to follow this could seriously increase the risk of
injury or death. These recommended testing procedures help reduce the risk of injuries related
to the deployment of side airbags. If the curtain airbag is not replaced, the unrepaired area will
increase the risk of injury in a crash. These recommended testing procedures help reduce the
risk of injuries related to the deployment of side airbags including the Safety Canopy. Airbags
must be disposed of by qualified personnel. Reinstall the rubber gasket. Snap the battery cover
back onto the key. Press the button again or switch the ignition on to deactivate. Note: The

panic alarm will only operate when the ignition is off. Wait at least five seconds before remote
starting after a vehicle shutdown. See the Security chapter for information on programming
your transmitters. Use the arrow buttons to get to a configurable feature. Use this feature to
determine how many unrestricted keys you have for your vehicle, and detect if an additional
MyKey has been programmed. If you choose to install a remote start system, please see your
Ford authorized dealer for a Ford-approved remote start system. Page Locks Press the button
again within three seconds to confirm that all the doors are closed. The doors will lock again,
the horn will sound and the turn signals will illuminate if all the doors and the luggage
compartment are closed. To open or close with the remote control: Press the remote control
button twice within three seconds. To change the programmed height, repeat the above
procedure. Once you open the power liftgate you can manually move it to a different height.
Disconnect the battery for 20 seconds then, reconnect the battery. Manually close and fully
latch the liftgate. Power open the liftgate by using the transmitter or the instrument panel
control button. The doors will lock and then unlock to confirm that programming is complete.
You do not need to enter the keypad code first. The factory-set code will appear in the
information display for a few seconds. Note: The code may not display until after any other
warning messages first display. Use of these systems may result in vehicle starting problems
and a loss of security protection. Note: Metallic objects, electronic devices or a second coded
key on the same key chain may cause vehicle starting issues if they are too close to the key
when starting your vehicle. Page 87 The key will start the engine and will operate the remote
entry system if the new key is an integrated keyhead transmitter if it has been successfully
programmed. This indicates the vehicle is in programming mode and that it has detected two
programmed intelligent access keys in the vehicle. It will become fully armed in 20 seconds.
Note: Make sure that you are sitting in the correct position. Refer to Sitting in the Correct
Position in the Seats chapter. The next time you tilt or telescope the steering column, it will stop
just short of the end of the column position. VOL Volume : Press to increase or decrease the
volume. Phone mode B. Navigate through the screen and press OK to select. See the MyFord
Touch chapter. Refer to the Seats chapter. The pedals should only be adjusted when the vehicle
is parked. This feature can be turned on or off using the information display. This feature may
be enabled or disabled in the information display. Turn the lighting control to the off position.
Turn the ignition on. Turn the ignition off. Turn the lighting control to the autolamp position. The
headlamps and parking lamps will turn on. Any windshield damage in the area of the camera
field-of-view should be repaired. The reading function can be turned on and off at the lamp with
the left and right switches. The system will not turn off the parking lamps if the lighting control
is in the parking lamps on position. Press or lift the switch completely and release. The window
will fully open or close. Press or lift it again to stop the window. Mirror performance may be
affected. A rear center passenger or raised rear center head restraint may also block light from
reaching the sensor. Pull and release the TILT control to close the moonroof. The fuel icon and
arrow indicates which side of the vehicle the fuel filler door is located. These indicators appear
in the information display and function the same as a warning light, but do not display on
startup. Have the system checked immediately by your authorized dealer. Stop the vehicle as
soon as possible, switch off the engine and let cool. Fog lamps Illuminates when the fog lamps
are turned on. If the light does not turn on or begins to flash, contact your authorized dealer as
soon as possible. If the indicators stay on or flash faster, check for a burned out bulb. If the
warning chime remains on after you have released the parking brake, have the system checked
by your authorized dealer immediately. Total Odometer Registers the total mileage of the
vehicle. Information Messages See Information Messages later in this chapter for more
information. Press the left arrow key as needed to exit back to the main menu. Refer to
Transmission chapter. Adaptive Cruise Not Displayed when conditions exist such that the
Available adaptive cruise cannot function properly. Factory Mode Contact Contact your
authorized dealer as soon as Dealer possible. The system will be disabled. Contact your
authorized dealer as soon as possible. Required Keep Hands on Displayed when the system
requests the driver Steering Wheel to keep their hands on the steering wheel. Power Steering
Assist The power steering system has disabled power Fault steering assist due to a system
error. See your authorized dealer. Active Park Fault Displayed when a fault has occurred with
the active park assist system. Hill Descent Control Displayed when hill descent control mode is
Active activated. Terrain Management Displays when the terrain management system System
Fault detects an error. If the warning stays on or continues to come on, contact your authorized
dealer as soon as possible. Air conditioning cools the vehicle using outside air. To improve air
conditioning when starting your vehicle, drive with the windows slightly open for two to three
minutes. Defrost: Distributes air through the windshield defroster vents and demister vents.
This setting can also be used to defog and clear the windshield of a thin covering of ice. This

control also adjusts the passenger side temperature when dual zone operation is disengaged.
The rear auxiliary climate controls do not work when this graphic is illuminated F. Direct the
outer instrument panel vents toward the side windows. To increase airflow to the outer
instrument panel vents, close the vents located in the middle of the instrument panel. For
additional cabin air filter information, or to replace the filter, see an authorized dealer. The rear
defroster and heated mirrors automatically turn on. Heated devices usually switch on during
cold weather, and cooled devices during hot weather. Instead, continue tilting it forward until
the head restraint releases to the upright position. Press the desired memory control to recall a
memory position. Turn the easy entry feature off or on through the information display. See the
Information Displays chapter. To operate the heated seats: Press the heated seat symbol to
cycle through the various heat settings and off. Warmer settings are indicated by more indicator
lights. You will need to reactivate it. Turn the vehicle off. Push up on the outside rigid edge of
the filter and rotate counterclockwise once the tabs are released, then remove the filter. The
seat back can also fold forward until it is flat. An overheated seat may cause serious personal
injury. Note: You may have to lower the center head restraint. See Head restraints earlier. Lift
the handle all the way up until the seat releases from the floor. Rotate the seat forward to allow
access to the third row. Keep floor area free of objects that would prevent proper seat
engagement. To return the seatback to the floor from the tumbled position, rotate the seat down
until you hear it latching to the floor. Remove all objects from the seat and stowage tub. Fold
the outboard head restraint by pulling the head restraint release strap. Note: Make sure that the
area under the seat is free of objects before stowing it. FOLD: Press to fold down the seat back.
Programming Note: Put a new battery in the hand-held transmitter. This will ensure quicker
training and accurate transmission of the radio-frequency signal. Press the learn button on the
garage door opener motor, and then you have 30 seconds to complete the next step.
Programming HomeLink to a Genie Intellicode 2 garage door opener Note: The Genie Intellicode
2 transmitter must already be programmed to operate with the garage door opener. The
indicator light will change from red to red and green. Press the same button twice to confirm the
change. If done correctly the LED will turn green. Flip forward armrest to provide a flat load floor
B. Utility compartment C. Press near the rear edge of the door to open it. If you have difficulty
starting the engine, see Failure to start later in this section. If your vehicle is equipped with a
keyless ignition, see the following instructions. Apply the parking brake. Never use an indoor
extension cord outdoors; it could result in an electric shock or become a fire hazard. Using the
heater longer than three hours does not improve system performance and unnecessarily uses
electricity. Inhaling too much fuel vapor of any kind can lead to eye and respiratory tract
irritation. In severe cases, excessive or prolonged breathing of fuel vapor can cause serious
illness and permanent injury. Fuels with octane levels below 87 are not recommended. Premium
fuel will provide improved performance and is recommended for severe duty usage such as
trailer tow. The included funnel has been specially designed to work safely with your vehicle.
Turn the engine off. To open the fuel filler door, press the center of the rear edge and then
release. Insert either the fuel fill nozzle or the fuel fill funnel provided with the vehicle several
times to dislodge any debris and allow the inlet to close properly. After at least three to five tank
fill-ups, fill the fuel tank and record the current odometer reading. Subtract your initial odometer
reading from the current odometer reading. Page 3. The fuel fill inlet may not have been
properly closed. Driving through deep waterâ€”the electrical system may be wet. Hold the brake
pedal down while in this position. D Drive with Grade Assist Press the transmission control
switch on the side of the gearshift lever to activate grade assist and cancel overdrive. Note: The
system will stay in M Manual until the gear shift lever is moved into another gear for example P
park or D Drive. Additionally, whenever the battery is disconnected or a new battery installed,
the strategy must be relearned. Drive off in the normal manner. The brakes will be released
automatically. The tires may fail and injure a passenger or bystander. Apply the accelerator
slowly and avoid spinning the wheels. Page If the rear end of the vehicle slides while cornering,
steer in the direction of the slide until you regain control of the vehicle. Ford Motor Company
recommends that caution be used with any vehicle equipped with a high load or device such as
ladder racks or pickup box cover. Page Brakes Brake assist detects when you brake heavily by
measuring the rate at which you press the brake pedal. It provides maximum braking efficiency
as long as you press the pedal. Brake assist can reduce stopping distances in critical
situations. To release the parking brake, press the parking brake pedal down again. See the
Traction Control chapter for details on traction control system operation. You can also turn off
the traction control portion of the system independently. See the Traction Control chapter. Refer
to Warning lamps and indicators in the Instrument Cluster chapter for hill descent control
messages. The system can be turned off using the information display control. Refer to the
Information Display chapter. Note: The centerline is only available if Fixed or Active if equipped

guidelines are on. The default setting for the rear camera delay is OFF. Setting a Speed 1.
Accelerate to the desired speed. Press the SET control upward and release. Take your foot off
the accelerator pedal. The system is set to standby mode. Press SET upward and release. The
vehicle speed is stored in the memory. The last set speed will display with a strikethrough.
Disengaging the system will not erase your previous set speed. Your vehicle will return to the
previously set speed. The set speed will display continuously in the information display while
the system is active. The system will default to adaptive cruise control when the engine is
started. Mode: This setting allows the driver to select which of the system features will be
enabled. This setting does not impact the aid mode. It is designed to alert the driver to vehicles
in the blind zones. Note: When a vehicle passes quickly through the blind zone typically fewer
than two seconds , the system does not trigger. Here, the left sensor is mostly obstructed; zone
coverage on that side is severely limited. Refer to the Information Displays chapter for
instructions on reducing the sensitivity. Collision interfere with the radar signals warning
should automatically reactivate a short time after the weather conditions improve. When a
system error is detected a steering message will appear in the information display. Note: Never
place loads directly on the roof panel. The roof panel is not designed to directly carry a load. We
recommend you use Ford Genuine Accessory crossbars designed specifically for your vehicle.
Make sure that you securely fasten the load. Check the tightness of the load before driving and
at each fuel stop. Page Once you have reached the maximum payload of your vehicle, do not
add more cargo, even if there is space available. Overloading or improperly loading your vehicle
can contribute to loss of vehicle control and vehicle rollover. For an 11, lb. The calculation
would be: - 5 x - 5 Explorer exp Owners Guide gf, 1st Printing, April USA fus Page Your vehicle
can haul more cargo and people than most passenger cars. Depending upon the type and
placement of the load, hauling cargo and people may raise the center of gravity of the vehicle.
Ford does not recommend disabling this feature except in situations where speed reduction
may be detrimental such as hill climbing , the driver has significant trailer towing experience,
and can control trailer sway and maintain safe operation. Page Load limit in the Load Carrying
chapter. Remember to account for the trailer tongue weight as part of your vehicle load when
calculating the total vehicle weight. Pull the cover rearward to remove it. The fasteners remain
attached to the cover. Check that the trailer is level. If not level, adjust the ball height
accordingly and repeat Steps 3â€”6. When turning, make wider turns so the trailer wheels clear
curbs and other obstacles. Do not tow with a slingbelt. Ford Motor Company has not approved a
slingbelt towing procedure. Vehicle damage may occur if towed incorrectly, or by any other
means. Page Recreational Towing You can tow your vehicle with the front wheels off the ground
by using a tow dolly. If you are using a tow dolly, follow the instructions specified by the
equipment provider. Otherwise, you cannot tow your vehicle. Wet brakes do not stop the vehicle
as quickly as dry brakes. Objects that are loose can become trapped under the pedals causing a
loss of vehicle control. This program is separate from the New Vehicle Limited Warranty. Page
Hazard Warning Flashers U. Ford vehicle customers who require Roadside Assistance, call If
you need to arrange roadside assistance for yourself, Ford Motor Company will reimburse a
reasonable amount for towing to the nearest dealership within 35 miles 56 kilometers. To obtain
reimbursement information, U. Turn the heater fan on in both vehicles to protect from any
electrical surges. Turn all other accessories off. Start the engine of the disabled vehicle. Once
the disabled vehicle has been started, run both engines for an additional three minutes before
disconnecting the jumper cables. Repairs will be made using Ford or Motorcraft parts, or
remanufactured or other parts that are authorized by Ford. Ford is also allowed a final repair
attempt in some states. In those cases, where you continue to feel that the efforts by Ford of
Canada and the authorized dealer to resolve a factory-related vehicle service concern have been
unsatisfactory, Ford of Canada participates in an impartial third party mediation or arbitration
program administered by the Canadian Motor Vehicle Arbitration Plan CAMVAP. Page The use
of leaded fuel in your vehicle without proper conversion may damage the effectiveness of your
emission control system and may cause engine knocking or serious engine damage. Ford
Motor Company or Ford of Canada is not responsible for any damage caused by use of
improper fuel. If you are in another foreign country, contact the nearest authorized dealer. Page
Reporting Safety Defects U. There is a large network of Ford authorized dealers who are there to
help you with their professional servicing expertise. We believe that their specially trained
technicians are best qualified to service your vehicle properly and expertly. Go to the front of
the vehicle and release the auxiliary latch that is located under the front center of the hood. Lift
the hood. Note: Make sure the hood is properly closed. Brake fluid reservoir C. Battery D. Power
distribution box E. Air filter assembly F. Engine oil filler cap G. Engine oil dipstick H.
Transmission fluid dipstick out of view G. Engine oil filler cap I. Automatic transmission fluid
dipstick out of view G. Remove the dipstick and wipe it with a clean, lint-free cloth. Replace the

dipstick and remove it again to check the oil level. If the level is at the MIN mark, add oil
immediately. Remove the filler cap. Add engine oil that meets Ford specifications. See
Capacities and Specifications for more information. Replace the filler cap. Turn it until you feel a
strong resistance. Page Note: For best results, coolant concentration should be tested with a
refractometer such as Rotunda tool ROB available from your dealer. Ford does not recommend
the use of hydrometers or coolant test strips for measuring coolant concentration. Page If the
engine reaches a preset over-temperature condition, the engine will automatically switch to
alternating cylinder operation. Each disabled cylinder acts as an air pump and cools the engine.
Restart the engine and take your vehicle to an authorized dealer. Note: Driving the vehicle
without repairing the engine problem increases the chance of engine damage. Take your vehicle
to an authorized dealer as soon as possible. Drive the vehicle 20 miles 30 km or until it reaches
normal operating temperature. Park the vehicle on a level surface and engage the parking brake.
Shut the engine off. Clean the area around the clamp that connects the air filter assembly to the
rubber hose 1. Rotate the air filter assembly 90 degrees counterclockwise and reinstall into the
rubber hose. Tighten the clamp 1. The transmission fluid level indicator can now be accessed.
Note: Use of a non-approved automatic transmission fluid may cause internal transmission
component damage. There is no fluid reservoir to check or fill. Only use a washer fluid that
meets Ford specifications. See the technical specifications chart in the Capacities and
Specifications chapter. Note: The front and rear washer systems are supplied from the same
reservoir. Page 2. Put the gearshift lever in P Park , turn off all accessories and start the engine.
Run the engine until it reaches normal operating temperature. Allow the engine to idle for at
least one minute. After battery replacement, or in some cases after charging the battery with an
external charger, the BMS requires eight hours of vehicle sleep time key off with doors closed
to relearn the new battery state of charge. Page Air Filter S Note: Failure to use the correct air
filter element may result in severe engine damage. The customer warranty may be void for any
damage to the engine if the correct air filter element is not used. Park your vehicle on a level
surface about 25 feet 7. Check your headlamp alignment at night or in a dark area so that you
can see the headlamp beam pattern. Open the hood. Take your vehicle to a dealer for service if
any of the above conditions of unacceptable moisture are present. These lamps operate at a
high voltage. When the bulb is burned out, the bulb and starter capsule assembly must be
replaced by your authorized dealer. Rotate the bulb socket counterclockwise and remove it from
the lamp assembly. Pull the bulb straight out of the socket. Reverse steps to reinstall bulb s.
Install the new bulb in reverse order. Carefully install the tail lamp assembly on the vehicle by
securing the lamp assembly with two bolts. Reinstall bolt covers. Using incorrect bulbs may
damage the lamp assembly or void the lamp assembly warranty or may not provide quality bulb
burn time. To replace all instrument panel lights - see your authorized dealer. The dull finish in
this area helps protect the driver from undesirable windshield reflection. These products may
cause premature wearing or damage to the leather. Confirm there are no cooling system leaks,
and fluid is at the recommended level. Contact your authorized dealer if you have any concerns
or issues. Page 10 to 12 inches or limited production tires as defined in Title 49 Code of Federal
Regulations Part Department of Transportation-Tire quality grades: The U. Department of
Transportation requires Ford Motor Company to give you the following information about tire
grades exactly as the government has written it. Maximum Load Single lb kg at psi kPa cold:
Indicates the maximum load and tire pressure when the tire is used as a single, defined as two
tires total on the rear axle. See the payload description and graphic in the Load Carrying
chapter. Ford recommends the use of a digital or dial-type tire pressure gauge rather than a
stick-type tire pressure gauge. Store and maintain at the higher of the front and rear inflation
pressure as shown on the Tire Label. When the tire tread wears down to the same height as
these wear bars, the tire is worn out and must be replaced. For example, means the 25th week
of The numbers in between are identification codes used for traceability. This information is
used to contact customers if a tire defect requires a recall. If this information is not found on
these labels, then you should contact your authorized dealer as soon as possible. Use of any
tire or wheel not recommended by Ford can affect the safety and performance of your vehicle,
which could result in an increased risk of loss of vehicle control, vehicle rollover, personal
injury and death. Page The tire pressure sensors mounted in the wheels originally installed on
your vehicle are not designed to be used in aftermarket wheels. The use of wheels or tires not
recommended by Ford Motor Company may affect the operation of your tire pressure
monitoring system. Page Rotating your tires at the recommended interval as indicated in the
scheduled maintenance information will help your tires wear more evenly, providing better tire
performance and longer tire life. Page Tire Pressure Monitoring System Tpms Driving on a
significantly under-inflated tire causes the tire to overheat and can lead to tire failure. Operation
is subject to the following two conditions: 1 This device may not cause harmful interference,

and 2 This device must accept any interference received, including interference that may cause
undesired operation. Inflate all the tires to the recommended inflation pressure. If the dissimilar
spare tire or wheel is damaged, it should be replaced rather than repaired. If the vehicle slips off
the jack, you or someone else could be seriously injured. Place the transmission selector lever
in position P and turn the engine off. Turn the two knobs on the floor filler counterclockwise,
then remove the floor filler and carpeted floor panel located in the rear of the vehicle. Fold down
the wrench socket. Do not fully tighten the lug nuts until the wheel has been lowered. Lower the
wheel by turning the jack handle counterclockwise. Place the foam tray over the mounting
bracket on the floor of the spare tire well. Replace the mini-spare over the jack and secure with
the wing nut. Turn the wing bolt clockwise into the threaded hole in the rear lift gate back panel
until the tire is secured. Use only Ford recommended replacement fasteners. Note: Inspect the
wheel pilot hole and mounting surface prior to installation. Remove any visible corrosion or
loose particles. Page Capacities And Specifications Spark plug 0. Long drivebelt on the first
pulley groove closer to the engine B. The customer warranty may be void for any damage to the
engine if such spark plugs are not used. The following table tells you which transmission each
code represents. Ford Custom Accessories are available for your vehicle through your
authorized Ford or Ford of Canada dealer. Ford Motor Company will repair or replace any
properly authorized dealer-installed Ford Custom Accessories found to be defective in
factory-supplied materials or workmanship during the warranty period, as well as any
component damaged by the defective accessories. Page Ford Motor Company engineering
requirements. Page Ford Extended Service Plan 3. Whenever you sell your vehicle, prospective
buyers may have a higher You are pre-approved with no credit checks, no hassles! Page Audio
System Due to technical incompatibility, certain recordable and re-recordable compact discs
may not function correctly when used in Ford CD players. Note: Do not insert CDs with
homemade paper adhesive labels into the CD player as the label may peel and cause the CD to
become jammed. Page all. In folder mode, the system only plays the. CD: Press this button to
listen to a CD. Press the function buttons below the radio screen to select on-screen options of
Repeat or Shuffle. MENU: Press this button to access different audio system features. See Menu
structure later in this section. You need this number when communicating with Sirius to
activate, modify or track your account. Language Select to display the language in English,
French or Spanish. Setting Select to display the outside temperature in Fahrenheit or Celsius.
Other multicast stations HD2 through HD7 are only available digitally. Page Satellite Radio
Information Note: Sirius reserves the unrestricted right to change, rearrange, add or delete
programming including canceling, moving or adding particular channels, and its prices, at any
time, with or without notice to you. Ford Motor Company shall not be responsible for any such
programming changes. Page See an authorized dealer for service. Invalid Channel The channel
is no Tune to another longer available. Adjust the volume on your portable music player until it
reaches the volume level of the FM station or CD. SD card slot C. Ford Motor Company and Ford
of Canada do not access the system data for any purpose other than as described Page The
default setting is to a higher level of interaction in order to help you learn to use the system.
You can change these settings at any time. The system then prompts with questions such as if
you would like to set the current phone as the primary phone the phone SYNC automatically
tries to connect with first upon vehicle start-up , download your phone book, etc. These
commands are not available until phone information is completely downloaded using Bluetooth.
To answer another call at this time, press the phone button. Press OK when the desired
selection appears in the display. Press the phone button to call the selection. Exit the current
menu. Scroll until the desired contact appears, then press OK. Press OK or the phone button.
The system can also read incoming text messages to you so that you do not have to take your
eyes off the road. To delete the messages, press OK to select. The display indicates when all
your text messages have been deleted and SYNC returns you to the text message menu. Press
OK when the contact appears and press OK again to confirm when the system asks if you
would like to send the message. Page Message Notification Have the option of hearing an
audible tone to notify you when a text message arrives. Press OK to select. Note: When auto
download is on, any changes, additions or deletions saved since your last download are
deleted. Press OK to select and scroll to select between on or off. SYNC takes you back to the
Advanced menu. MAP Profile This is a Bluetooth component which can further help your phone
with the exchange of text messages. Return Exit the current menu. If you do not want to
disclose this information, do not turn the feature on. Certain versions or updates to Vehicle
Health Report may also collect additional vehicle information. If you do not want Ford or its
service providers to collect the vehicle travel information or other information identified in the
Terms and Conditions, do not activate or use the service. Page After the route download is
complete, the phone call is automatically ended. You then receive audible and visual driving

instructions as you travel toward your destination. Traffic and Directions features do not
function properly but information services and the connect and text message features are
available. Some digital media players require both USB and line in ports to stream data and
music separately. Note: See System Settings for more information. Press OK to exit the media
menu. You can select to play All Artists or any indexed artist. Scroll until the desired artist is
chosen and press OK. Then scroll to select the desired track and press OK. Your Advanced
menu allows you to access and set prompts, languages, defaults and perform a master reset.
Press OK to confirm. Delete all previously paired devices. Phone B. Navigation or Information if
your vehicle is not equipped with Navigation C. Climate D. Settings E. Home F. Information G.
Monday-Saturday, ampm EST. In the United States, call: 1â€”â€”â€” In Canada, call: 1â€”â€”â€”
Times are subject to change due to holidays. The log profile and other system data may be used
to improve the system and help diagnose any problems that may occur. Ford Motor Company
and Ford of Canada do not access the system data for any purpose other than as described
absent consent, a court order, or where required by law enforcement, other government
authorities, or other third parties acting with lawful authority. Page Voice Recognition When
using voice commands, words and icons may appear in the lower left status bar indicating the
status of the voice session such as Listening, Success, Failed, Paused or Try Again. The light
on the button illuminates when the feature is on. For more information, and a guide to available
stations and programming, please visit Independent entities own and operate each station.
These stations are responsible for making sure all audio streams and data fields are accurate.
Note: Your vehicle may not have all these sound settings. Ford Motor Company shall not be
responsible for Alert feature variation. Page Lock either skipped or or Skip function on locked.
Subscription Updated. Sirius has updated the No action required. Compression allows you to
turn the compression feature on and off. Browse Touch this button to look through all available
CD tracks. Make sure that Bluetooth is set to On and that your cellular phone is in the proper
mode. Quick Dial Set up favorite contacts from you phonebook or history folder. Touch the top
left corner of the display to access the Phone menu. Select Messaging. Thanks Stuck in traffic.
Call me later. Choose from possible system alert tones, text-to-speech or silent. Sirius Travel
Link C. Alerts D. Calendar E. SYNC Applications. If you do not want Ford or its service providers
to collect your vehicle travel information or other information identified in the Terms and
Conditions, do not subscribe or use the service. For more information on Operator Assist, visit
Follow the voice prompts to select your Destination. After the route download is finished, the
phone call automatically ends. You can pair and connect your phone to any vehicle equipped
with SYNC Services and continue enjoying your personalized services. Note: Neither Sirius nor
Ford is responsible for any errors or inaccuracies in the Sirius Travel Link services or its use in
vehicles. The score automatically refreshes when a game is in progress. Ski Conditions Touch
this button to view ski conditions for a specific area. If your vehicle is not equipped with
Navigation, touch the corner of the touchscreen with the green tab. Press Calendar. You can
view the current calendar by day, week or month. Vehicle Health Report Privacy Notice When
you create a Vehicle Health Report, Ford Motor Company may collect your cellular phone
number to process your report request and diagnostic information about your vehicle. Certain
versions or updates to Vehicle Health Report may also collect more vehicle information. Page
Settings 1. Enter your current factory code, then, when prompted, enter your new code. Touch
Panel Button Select to have the system beep to confirm Beep button choices made through the
climate or audio system. This overrides any art from your device. This feature defaults to Media
Player. Have the system turn on your radio for traffic announcements. Avoid Areas Enter
specific areas that you would like to avoid on planned navigation routes. The system provides
allowable voice commands for the current mode. Closing the rear climate control functions
does not affect their current settings. See Map mode later in this chapter. North up 2D map
always shows the northern direction to be upward on the screen. You can select from any of the
22 icons available. You can use each icon more than once. Save to Favorites Touch this button
to save the current location to your favorites. You need to specify the make and model of your
vehicle to determine if there is an update available. Page Destination chart. The system displays
an example on-screen. Any removal, reproduction, reverse engineering or other unauthorized
use of the software from this system in violation of the license agreement is strictly prohibited
and may subject you to legal action. Page Any such feature is not a substitute for your personal
judgment. Any route suggestions made by this system should never replace any local traffic
regulations or your personal judgment or knowledge of safe driving practices. Notwithstanding
the foregoing, TeleNav may assign this Agreement to any other party at any time without notice,
provided the assignee remains bound by this Agreement. Patents 5,,; 6,,; 6,,, 6,,, 6,,, 6,,, 6,,, 6,,,
and other patents issued or pending. Some services supplied under license from Open Globe,
Inc. Patent: 6,, For more information, see the web page at Operation is subject to the following

two conditions: 1 This device may not cause harmful interference, and 2 this device must
accept any interference received, including interference that may cause undesired operation.
The antenna used for this transmitter must not be co-located or operating in conjunction with
any other antenna or transmitter. If you do not use Ford authorized parts they may not meet our
specifications and depending on the part, it could affect emissions compliance. Page Ford
Motor Company has recommended maintenance intervals for various parts and component
systems based upon engineering testing. Ford Motor Company relies upon this testing to
determine the most appropriate mileage for replacement of oils and fluids to protect your
vehicle at the lowest overall cost to you and recommends against maintenance schedules that
deviate from the scheduled maintenance information. Page It is critical that systems are flushed
only with new fluid that is the same as that required to fill
2012 chevy impala lt owners manual
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bronco tail lights
and operate the system, or using a Ford-approved flushing chemical. Owner Checks and
Services Certain basic maintenance checks and inspections should be performed every month
or at six month intervals. Page In order to keep your vehicle running right, it is important to
have the systems on your vehicle checked regularly. This can help identify potential issues and
prevent major problems. Ford Motor Company recommends the following multi-point inspection
be performed at every scheduled maintenance interval to help make sure your vehicle keeps
running great. Reset your Intelligent Oil-Life Monitor after each engine oil and filter change. See
the Instrument Cluster chapter. After initial inspection, inspect every other oil change until
replaced. Inspect frequently, Inspect and lubricate U-joints. Every miles Change automatic
transmission fluid. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL.

