2014 jeep patriot wiring diagram

Free Wiring Diagram. Variety of jeep patriot wiring diagram. A wiring diagram is a simplified
conventional photographic representation of an electric circuit. It shows the parts of the circuit
as simplified shapes, and the power as well as signal connections between the devices. A
wiring diagram usually gives information about the family member position and setup of tools
and terminals on the devices, to assist in building or servicing the tool. A pictorial
representation would certainly show much more detail of the physical appearance, whereas a
wiring diagram utilizes a more symbolic notation to highlight interconnections over physical
appearance. A wiring diagram is frequently used to repair issues as well as to earn certain that
the links have been made which whatever exists. Collection of jeep patriot wiring diagram. Click
on the image to enlarge, and then save it to your computer by right clicking on the image. An
initial take a look at a circuit layout may be confusing, however if you could read a subway map,
you could review schematics. The function coincides: getting from factor A to direct B. Literally,
a circuit is the course that permits electrical power to flow. If you understand just what to
search for, it ll come to be acquired behavior. While in the beginning you ll simply be reviewing
them, ultimately you will begin producing your own. This guide will show you a few of the
common icons that you make sure to see in your future electric design job. Voltage: Gauged in
volts V , voltage is the pressure or pressure of electricity. This is typically supplied by a battery
such as a 9V battery or mains power, the electrical outlets in your house operate at V. Electrical
outlets in various other countries run at a different voltage, which is why you require a
converter when traveling. Present: Existing is the circulation of electrical energy, or more
especially, the circulation of electrons. It is determined in Amperes Amps , and also could only
flow when a voltage supply is connected. Resistance: Determined in Ohms R or O , resistance
defines how conveniently electrons can stream with a material. Products such as gold or
copper, are called conductors, as they quickly allow flow of movement low resistance. Plastic,
timber, and also air are instances of insulators, hindering the motion of electrons high
resistance. DC Straight Present. DC is a continuous circulation of existing in one direction. DC
can move not simply through conductors, but semi-conductors, insulators, or even a vacuum.
Air Conditioning Rotating Existing. The regularity of Air Conditioning is measured in Hertz Hz ,
as well as is typically 60 Hz for power in residential and also service objectives. Completing an
electrical design degree as well as after that obtaining a job in the area implies you will see a lot
a great deal a lot of these schematics. It s essential to recognize exactly just what is going on
with these. Whenever you establish your details area of electrical engineering, you could see a
lot more intricate layouts and also icons. You ll discover also that various nations make use of
various icons. Among automakers had one small company in Pennsylvania by the name
American Bantam , who came up with a surprisingly simple and reliable design. The car, called
Bantam BRC , was surprisingly well-built, except for a small "glitch" that the army was
perceived by officials as a major drawback: Bantam engine did not meet Army requirements.
The car was rejected, although it was made better than competitors' models. It was believed that
Wyllis -Overland , a company comparable in size to by Bantam , which entered the race for the
contract, the US Army had access to drawings and technical data of the last. After the victory in
the race for the contract, Wyllis went on to design the plant in Toledo Ohio that later became the
Jeep. Although the company has already been appointed as the winner, the US Army is
concerned for the Willys because of their inability to move the production to another plant, if
required, and because of the relatively small size of the company, which made it vulnerable to
espionage and sabotage actions. That the term "jeep" came at that moment. However, Jeeps
have been built for a specific purpose, and the name of this theory has been replaced in favor of
another, according to which G is a government vehicle, P was an indicator of the wheelbase,
while W is the design Wyllis. Dodge Chrysler Jeep Plymouth standard an. Adobe Acrobat
Document Jeep Grand Cherokee Repair manual. Jeep Liberty Owner Manual. Adobe Acrobat
Document 5. JPG Image Jeep Compass Owner Manual. Adobe Acrobat Document 1. Jeep
Wrangler Owner Manual. Adobe Acrobat Document 8. Portable Network Image Format Adobe
Acrobat Document 4. Jeep Grand Cherokee Parts. Jeep Patriot Owner Manual. Adobe Acrobat
Document 6. History of Jeep Cars. JEEP â€” repair manual and maintenance manual, wiring
diagrams, instruction manual, workshop manuals free download. One name for this SUV â€”
Jeep â€” speaks for itself. After all, this car never leaves the race, and its owners are very lucky
â€” they have acquired a reliable four-wheel ally in any business that will not give up even on
the most difficult road, and its power will be enough to drive on the distillation with the wind. Of
course, even such an unpretentious and durable machine must be operated according to all the
rules, undergo regular maintenance and, if necessary, be repaired in time. All this can give your
favorite car a responsible driver. It happens that there is no time for the driver to solve urgent
issues related to the operation, maintenance, diagnostics and repair of motor vehicles, and he
increasingly lets things take their course, which, of course, only aggravates the situation and

leads to annoying breakdowns, which cost a lot of money to fix. But if we take into account the
data on Jeep repair manuals, then any controversial situation can be resolved quickly and
economically, and as a result, the responsible driver will completely forget the road to the car
service station. These Jeep factory service manuals are considered in detail the cars of this
brand. Undoubtedly, these manuals will be interesting to all masters of a car-care center, since
it contains all the necessary applied information for effective and fast work in a specialized
workshop. These service manuals produce the most favorable impression on the reader, and it
is convenient to use it in the garage, but also in traveling conditions, when it is urgently
necessary to find the answer to the necessary question and put new knowledge into practice so
that as soon as possible and better solve the problem with the machine and calmly continue the
path. This repair manual contains information that is extremely accurate and relevant for users
of any level of preparation, whether it is a novice driver or an experienced auto service
technician. The unconditional advantages of the book include a logical layout of the content, a
qualified, but at the same time accessible, level of material presentation, a large number of
necessary explanations, and an index. Most importantly, this Jeep repair manual has hundreds
of excellent drawings that greatly clarify any points in the main text and leave no questions
even for beginners. This manual is logical to learn from the beginning, because it contains the
basic information necessary for everyone who got behind the wheel of this magnificent SUV.
For example, there is data on the observance of safety measures during the execution of certain
procedures with the car, and there is also a detailed illustrated overview of the design of the
machine, including data on all instruments, assemblies and systems of the machine â€” their
location, methods of controlling them, working functions , technical details. The logical
continuation of this review is the complete owners manual for the Jeep , as well as a chapter in
which the principles of maintenance of this vehicle are considered, and a schedule of all the
procedures necessary to ensure the safety of all road users is given. Jeep wiring diagrams , the
data on the pages of the manual, will greatly facilitate the task of the master or driver who
decided to intervene in the electrical equipment of the machine. The application section is an
important recommendation for auto repair and diagnostics. All of them are provided with
detailed drawings and are brought in stages, from simple procedures to more complex actions,
most of which can be done using standard tools. The factory service manuals also describes all
the moments of assembly, disassembly, lubrication, replacement or adjustment of all
components of the Jeep from the engine, steering or brake system to the body, wheels and
tires. All content on the site Carmanualsclub. The site administration does not bear any
responsibility for illegal actions, and any damage incurred by the copyright holders. Your email
address will not be published. Save my name, email, and website in this browser for the next
time I comment. This site uses Akismet to reduce spam. Learn how your comment data is
processed. Necessary cookies are absolutely essential for the website to function properly. This
category only includes cookies that ensures basic functionalities and security features of the
website. These cookies do not store any personal information. Any cookies that may not be
particularly necessary for the website to function and is used specifically to collect user
personal data via analytics, ads, other embedded contents are termed as non-necessary
cookies. It is mandatory to procure user consent prior to running these cookies on your
website. Leave a Reply Cancel reply Your email address will not be published. This website
uses cookies to improve your experience. We'll assume you're ok with this, but you can opt-out
if you wish. Accept Reject Read More. Close Privacy Overview This website uses cookies to
improve your experience while you navigate through the website. Out of these, the cookies that
are categorized as necessary are stored on your browser as they are essential for the working
of basic functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may affect your browsing experience. Necessary Necessary. Non-necessary
Non-necessary. Automotive wiring in a Jeep Patriot vehicles are becoming increasing more
difficult to identify due to the installation of more advanced factory oem electronics. One of the
most time consuming tasks with installing an after market car stereo, car radio, satellite radio,
xm radio, car speakers, tweeters, car subwoofer, crossovers, audio equalizer, car amplifier,
mobile amp, car amplifier, mp3 player, ipod or any car audio electronics is identifying the
correct color car audio wires for your Jeep Patriot headlight bulb size you need for your low
beam or high beam and save time. Also, find your other car light bulb sizes including your fog
light, reverse light, turn signal, brake light and more. The Modified Life staff has taken all its
Jeep Patriot car radio wiring diagrams, Jeep Patriot car audio wiring diagrams, Jeep Patriot car
stereo wiring diagrams, Jeep Patriot car radio wiring schematics, Jeep Patriot car wiring
diagrams and cataloged them online for use by our visitors for free. Our automotive wiring

diagrams allow you to enjoy your new mobile electronics rather than spend countless hours
trying to figure out which wires goes to which Jeep Patriot part or component. Use of the Jeep
Patriot wiring information is at your own risk. Always verify all wires, wire colors and diagrams
before applying any information found here to your Jeep Patriot. If you would like to help the
Modified Life community by adding any missing information or adding a new car audio wire
diagram to our resource, please feel free to post it at the bottom of this page. The Jeep Patriot
radio wire color information above is updated as it is submitted by the Modified Life community.
Your email address will not be published. Skip to content. Adding More Information If you would
like to help the Modified Life community by adding any missing information or adding a new car
audio wire diagram to our resource, please feel free to post it at the bottom of this page. Leave a
Comment Cancel Reply Your email address will not be published. Follow Us. Copyright by
ModifiedLife. We have 74 Jeep Patriot manuals covering a total of 34 years of production. Our
most popular manual is the Jeep - Patriot - Wiring Diagram - - This like all of our manuals is
available to download for free in PDF format. How to download a Jeep Patriot Repair Manual for
any year. In total, that's over pages of content dedicated to your Jeep Patriot. We get a lot of
people coming to the site looking to get themselves a free Jeep Patriot Haynes manual. We'll
send you a quick email a new Jeep Patriot document is added. Spam free: Maximum of 1 email
per month. Get your hands on the complete Jeep factory workshop software. Jeep - Patriot Wiring Diagram - - 2. Other Manuals Pages. Jeep Patriot 4wd Workshop Manual L Jeep - Auto jeep-patriot Jeep - Patriot - Owners Manual - - Jeep Patriot 2wd Workshop Manual L Other
Manuals 2 Pages. Patriot 2WD L Jeep - Patriot - Wiring Diagram - - Jeep - Auto jeep-patriothandleiding Brochure 21 Pages. Patriot 4WD L Other Manuals 81 Pages. Other
Manuals 65 Pages. Brochure 9 Pages. Brochure 25 Pages. Jeep - Patriot - Sales Brochure - Brochure 12 Pages. Jeep - Auto - jeep-patriotguide-d-utilisateur Other Manuals 80 Pages.
Brochure 22 Pages. Jeep - Patriot - Sales Brochure - - 3. Brochure 72 Pages. Brochure 26 Pages.
Jeep - Patriot - Workshop Manual - - Brochure 31 Pages. Jeep - Patriot - Sales Brochure - - 2.
Jeep - Patriot - Miscellaneous Documents - - Other Manuals 4 Pages. Jeep - Auto jeep-patriotmanual-del-propietario Jeep - Patriot - Owners Manual - - 2. Brochure 19 Pages.
Brochure 14 Pages. Brochure Pages. Brochure 11 Pages. Jeep - Patriot - Owners Manual Brochure 23 Pages. Jeep - Patriot - Sales Brochure - - 4. Get notified when we add a new Jeep
Patriot Manual Notify me. Get notified when we add a new JeepPatriot Manual. Notify me. We
cover 60 Jeep vehicles, were you looking for one of these? Quick Links. See also: Owner's
Manual , User Manual. Table of Contents. Automobile Jeep Wrangler Buyer's Manual 13 pages.
Be assured that it represents precision tion. Failure to operate this vehicle safely may result
seat belts could cut the highway death toll by 10, or in a collision, rollover of the vehicle, and
severe or fatal more each year and could reduce disabling injuries by injury. If you do not read
this entire Owners Manual, you may miss important information. Any modifications or
alterations to this vehicle could seriously affect its roadworthiness and safety and may lead to a
collision resulting in serious injury or death. Place the shift lever in PARK if equipped with an
the key code numbers for your vehicle locks. These automatic transmission. If this occurs,
place the shift lever in PARK, rotate the key to the right slightly, then remove the key as
described. Continued You can insert the key with either side up. To unlock the door, turn
dangerous for a number of reasons. If the light remains on after the thorized vehicle operation
by disabling the engine. After approximately your absence, the horn will sound three times and
16 seconds, the Vehicle Security Light will flash slowly. See If the RKE transmitter is equipped
with a screw, remove the screw. With the RKE transmitter buttons facing down, use a flat blade
screwdriver to pry the two halves of the RKE transmitter apart. Closeness to a radio transmitter
such as a radio station reinstall and tighten the screw until snug. Allowing children to be in a
vehicle unattended is dangerous for a number of reasons. A child or others could be seriously
or fatally injured. Press this switch to lock or unlock the doors and liftgate. NOTE: To prevent
from locking the key in the vehicle, the power door lock switch will not operate when the key is
in the ignition and either front door is open. Within 30 seconds, press the power door LOCK
switch to lock the doors. The Automatic Door Locks feature can be enabled or disabled as
follows: 4. A single chime will indicate the completion of the programming. Opening either front
door will cancel this feature. The time for this feature is programmable. Push the window switch
past the first detent, release, and the window will go down automatically. To cancel the
Auto-Down movement, operate the switch in either the up or down direction and release the
switch. To unlock the liftgate, insert the key into the lock and turn to the right manual lock
models only. Never allow risk of harm from a deploying air bag: children to slide the shoulder
belt behind them or under their arm. Do not lean against the door or window. Continued can
reduce the seriousness of injuries in a collision. You might outside of a vehicle. The seat belt
latch plate is along side the pillar near the 3. When the belt is long enough to fit, insert the latch

back of your seat. To remove slack in the lap belt portion, pull up on the shoulder belt. To
release the belt, push the red button on the buckle. Adjustable Upper Shoulder Belt Anchorage
The belt will automatically retract to its stowed posi- In the front seat, the shoulder belt can be
adjusted tion. Grasp the mini-latch plate and pull the belt over the 4. When the belt is long
enough to fit, insert the mini- seat. When the belt is long enough to fit, insert the latch 7.
Position the shoulder belt on your chest so that it is To disengage the mini-latch from the
mini-buckle for comfortable and not resting on your neck. The retrac- storage, insert the regular
latch plate into the black tor will withdraw any slack in the belt. Slide the latch plate upward over
the folded webbing. The seat belt still must be This vehicle has a safety belt system with an
Energy worn snugly and positioned properly. If a rear impact requires deployment, both the
driver and front passenger seat AHRs will be deployed. Grasp the deployed AHR from the rear
seat. The AHR front soft foam and trim half should lock into the back decorative plastic half. The
feature is active whenever the ignition is on. Keeping the mother safe is the best way to keep
the baby safe. Pregnant women should wear the lap part of the belt across the thighs and as
snug across the hips as possible. A higher energy output is used for more severe collisions.
Each air bag features inflated chambers placed adjacent to the head of each outboard occupant
that reduce the potential for side-impact head injuries. Continued but they will open during air
bag deployment. Occupant Restraint Controller ORC Always sit upright as possible with your
back against the The ORC is part of a Federally regulated safety system seat back, use the seat
belts properly, and use the required for this vehicle. A large noted that could affect the air bag
system. If the irritation or all of the following may occur: continues, see your doctor. The air
bags may You will want to have the air bags ready to not be ready to inflate for your protection.
In a collision, an unrestrained child can become a projectile inside the vehicle. They are just
visible when you lean into the rear seat to install the child restraint. Each will have a hook or
connector to attach to the lower Never use the same lower anchorage to attach more anchorage
and a way to tighten the connection to the than one child restraint. Attach the lower hooks or
connectors of the child restraint to the lower anchorages in the selected seat- 1. If the selected
seating position has a Switchable Auto- ing position. Place the child seat in the center of the
seating 5. If the child restraint has a top tether strap and the Installing Child Restraints Using
The Top Tether seating position has a top tether anchorage, connect Anchorage the tether strap
to the anchorage and tighten the tether 1. An incorrectly anchored tether strap could lead to
increased head motion and possible injury to the child. Use only the anchorage position directly
be- hind the child seat to secure a child restraint top tether strap. A long break-in period is not
required for the engine and Never use Non-Detergent Oil or Straight Mineral Oil drivetrain
transmission and axle in your vehicle. Drive moderately during the first miles km. Interior heat
build-up may Exhaust gases can injure or kill. They contain carbon cause serious injury or
death. Pedals that cannot move freely can cause loss of vehicle control and increase the risk of
serious per- Defroster sonal injury. Continued and cracks. Inspect sidewalls for cuts, cracks
and bulges. Adjust the mirror to center on the view through the rear window. Headlight glare
can be reduced by moving the small control under the mirror to the night position toward the
rear of vehicle. You can turn the feature on or off by pressing the button at the base of the
mirror. A light to the left of the button will illuminate to indicate when the dimming feature is
activated. This feature is activated whenever you turn on the rear window defroster. The
individual buttons are described in the menu structure. You can pair up to seven mobile phones
1. To learn how to store a want to call. This will Transfer From Mobile Phone allow you to store
multiple numbers for each phone- If equipped and specifically supported by your phone, book
entry, if desired. Canada and for Mexico. The System will mand. Are you there yet? The power
seat switch is located on the outboard Moving a seat while driving could result in loss of side of
the seat near the floor. On some models, the front driver and passenger seats Push the seat
switch forward or rearward, the seat will may be equipped with heaters in both the seat
cushions move in the direction of the switch. Continued display will change from HI to LO,
indicating the change. Moving a seat while driving could result in loss of control which could
cause a collision and serious injury or death. Do not ride with the seatback reclined so that the
shoulder belt is no longer resting against your chest. The head restraints for all occupants must
be prop- erly adjusted prior to operating the vehicle or occu- pying a seat. Head restraints
should never be ad- justed while the vehicle is in motion. Driving a vehicle with the head
restraints improperly adjusted or removed could cause serious injury or death in the event of a
collision. This system is designed to help prevent or reduce the extent of injuries to the driver
and front passenger in certain types of rear impacts. If either of the head restraints require
removal, see your autho- rized dealer. Pull the strap forward to fold the rear seatback flat.
Folded Rear Seat To raise the seatback, pull the strap forward and lift the seatback into its
upright position. Be certain that the seatback is securely locked into Do not ride with the

seatback reclined so that the position. If the seatback is not securely locked into shoulder belt
is no longer resting against your chest. Move the safety catch located under the front edge of
Lift the hood prop rod, clipped to the right side left side the hood, near the center and raise the
hood. Continued both latches. Never drive your vehicle unless the hood is fully closed, with
both latches engaged. Be sure the hood is fully latched before driving your vehicle. If the hood
is not fully latched, it could open when the vehicle is in motion and block your vision. The
multifunction lever is located on the left side of the steering column. Fog Lights â€” If Equipped
The front fog light switch is on the multifunc- tion lever. Each light is turned on by pressing the
button. Press the button a second time to turn the light off. The front wipers are operated by
rotating a switch, located on the end of the lever. Damage to the tion. As long as the lever is
held down, the wipers will continue to operate. With one hand firmly on the steering wheel,
move the steering column up or down, as desired. Push the lever Do not adjust the steering
column while driving. You could accidentally vehicle will deactivate the Electronic Speed
Control with- set the system or cause it to go faster than you want. Electronic Speed Control
can be dangerous where the system cannot maintain a constant speed. Do not erase channels
when programming additional buttons. Without releasing button proceed with and observe the
indicator light. Vehicle exhaust contains carbon monoxide, a danger- Troubleshooting Tips ous
gas. Changes or modifications not ex- tures. Call toll-free 1â€”â€”â€” or, on the Internet pressly
approved by the party responsible for compli- at Never leave the Key Fob in or near the vehicle,
or in a location acces- sible to children. The sunroof will close fully and stop automati- cally.
During Express Press the switch rearward and release it within one-half Close operation, any
movement of the switch will stop second. This is a normal occur- rence and can be minimized. If
the buffeting occurs with Press and release the Vent button within one half second the rear
windows open, open the front and rear windows and the sunroof will open to the vent position.
If the Watt 13 Amp power rating is exceeded the fuse protecting the system will need to be
replaced. The power inverter is designed with built-in overload protection. If the power rating of
Watts is exceeded, the power inverter will automatically shut down. Glove Compartment And
Storage Bin Located on the passenger side of the instrument panel are an upper storage bin
and a lower glove compartment. To open the lower glove compartment, pull outward on the
release handle. Upper Storage Compartment Do not operate this vehicle with a console
compart- To open the lower storage compartment, lift upward on ment lid in the open position.
With one of the cover ends installed, push inward on the opposite end and install it into the
same notch location of the rear trim panel. In a collision a cargo cover loose in the vehicle could
cause injury. This could impair visibility or be- child seat tether strap. Rotate the center portion
of the lever past the first The rear window defroster button is located on detent to activate the
rear washer. The washer the bottom right-side of the blower control knob. The crossbars and
siderails are designed to carry the Failure to follow these cautions can cause damage to cargo
on vehicles equipped with a luggage rack. Improperly secured loads can fly off the frontal area
should be secured to both the front and vehicle, particularly at high speeds, resulting in perrear of the vehicle. Oil Pressure Warning Light 7. Air Bag Warning Light This light indicates low
engine oil pressure. High Beam Indicator brakes. Engine Temperature Warning Light Brake
Warning Light This light warns of an overheated engine condi- This light monitors various brake
functions, tion. As engine coolant temperatures rise and the including brake fluid level and
parking brake gauge approaches H, this indicator will illuminate and a application. A leak in
either half of the dual brake system is Driving a vehicle with the red brake light on is indicated
by the Brake Warning Light, which will turn on dangerous. If you continue operating the vehicle
when the Transmission Temperature Warning Light is illumi- NOTE: This light shows only that
the parking brake is nated you could cause the fluid to boil over, come in applied. The
temperature gauge shows engine coolant tempera- A hot engine cooling system is dangerous.
You or ture. Any reading within the normal range indicates that others could be badly burned by
steam or boiling the engine cooling system is operating satisfactorily. Shift Lever Indicator It
displays the gear position of the should be checked monthly when cold and automatic
transmission. TPMS from functioning properly. NOTE: U. Federal regulations require that upon
trans- door. Hill Descent Indicator â€” If Equipped Engine temperature can also affect the
displayed temperature; To compensate for the differences, the variance should be set for the
zone where the vehicle is driven, per the zone map. Once properly set, the compass will
automatically compensate for the differences and provide the most accurate compass heading. Press the right switch position to operate the radio. If changes are made to these settings
after Selecting this item allows you to limit maximum audio a disc is loaded, changes will not be
effective. This shutdown is necessary to protect the The use of other sized discs may damage
the CD optics of the DVD player and other radio internal player mechanism. Press the left SEEK
button to return to the beginning begin to fast forward until FF is released, or RW or of the

current selection, or return to the beginning of the another CD button is pressed. In Reverse
engineering or disassembly is prohibited. If a CD does not go into the slot more than 1.
Continued convertible or soft-top models if equipped. Holding either button will bypass stations
without stopping, until you release it. Select the button 1â€”6 you wish to lock onto this Buttons
1 - 6 station and press and release that button. These labels can peel label facing up. The CD
will automatically be pulled into away and jam the player mechanism. If the medium on the disc.
Press this button to change the display to time of day. The time of day will display for five
seconds when the Operation Instructions â€” So if the track is at the bottom of on the top line
and the first item in that list on the the list, just turn the wheel backward counterclock- second
line. The left-hand control is a rocker-type switch with a push-button in the center. The function
of the left-hand control is different depending on which mode you are in. Pressing the bottom of
the switch once precautions: will go to the beginning of the current track, or to the 1. Try a
known good disc before considering disc player service. The compartment. Rotate this control
to choose from sev- eral patterns of air distribution. You NOTE: For all settings, except full cold
or full hot, there can select either a primary mode as is a difference in temperature between the
upper and identified by the symbols on the con This setting is good for maintaining comfort
while reducing moisture on the windshield. This can be used when outside conditions such as
Air is directed through the windshield and side smoke, odors, dust, or high humidity are preswindow demist outlets. The Automatic Temperature Control system automati- 1. Use this mode
with maxi- lation. However, pressing the Recirculation mum blower and temperature settings for
best wind- Control button will put the system in recircu- shield and side window defrosting. If
the interior of the windows begins to fog, off. This tells you that you are unable to go into press
the Recirculation button to return to outside air. These non-adjustable outlets direct entering
the cabin. Depress the not require pumping or pressing the accelerator pedal. This type of start
can be dangerous if done improperly, so follow the procedure carefully. Be sure the
transmission is in first gear, not third , when starting from a standing position. To use your
manual transmission for optimal fuel economy, it should be upshifted as listed in the following
NOTE: During cold weather, until the transmission lu- table. Damage to Damage to the
transmission may occur if the follow- the clutch and the transmission can result from ing
precautions are not observed: skipping a gear while downshifting or downshifting A child or
those in or near the vehicle. As with all vehicles, others could be seriously or fatally injured.
This range supplements the parking brake by locking the Be sure to keep your foot on the brake
pedal when transmission. If parking brake. Always apply the parking brake your foot is not
firmly pressing the brake pedal, the fully when parked to guard against vehicle move- vehicle
could accelerate quickly forward or in re As with all vehicles, dangerous for a number of
reasons. A child or you should never exit a vehicle while the engine is others could be seriously
or fatally injured. These are unsafe practices third, and fourth gears, direct fifth gear and
overdrive that limit your response to changing traffic or road sixth gear. Always apply the
parking brake When parking on a level surface, you may shift the fully when parked to guard
against vehicle move- transmission into PARK first, and then apply the parking If those in or
near the vehicle. As with all vehicles, your foot is not firmly pressing the brake pedal, the you
should never exit a vehicle while the engine is vehicle could accelerate quickly forward or in re
This is done to This range should be used for most city and highway prevent transmission
damage due to overheating. If the driving. It will remain in the selected gear passing, city
driving, cold slippery conditions, mountain until another upshift or downshift is chosen, except
as driving, trailer towing, and many other situations. The drive wheels could lose their gaged.
This locks the center view of the road, allowing you to anticipate problems. In most cases there
are no road signs, posted speed limits or signal lights. Therefore Always wear your seat belt
and firmly tie down you will need to use your own good judgment on what is cargo. Over- fuel is
recommended. While the vehicle will operate on revving the engine can spin the wheels and
traction will regular fuel when in L Off-Road mode, the engine has be lost. Mud holes engaged
and ESC turned off. Reduced tire pressure will pose an increased threat of vehicle damage and
getting drastically improve your traction and handling, while stuck. Some are just too steep
Driving Up Hill to climb and should not be attempted. You should always Once you have
determined your ability to proceed and feel confident with the vehicle and your abilities. You
have shifted into the appropriate gear, line your vehicle should always climb hills straight up
and down. Use around on a steep grade. Driving across an incline vehicle brakes in conjunction
with engine braking. Continued tipping and rolling the vehicle, which may result in Driving
across an incline increases the risk of a severe injury. Always back carefully straight down a
rollover , which may result in severe injury. Determine if it has ingested As you approach any
type of water, you need to deter- water first. After going off-road, it is normally contain murky or
muddy waters. They might hide damage mud, slush or similar conditions, check the wheels for

to fuel lines, brake hoses, axle pinion seals, and impacted material. The fluid should only be
travel are considered normal and do not indicate that checked if a leak is suspected, abnormal
noises are there is a problem with the power steering system. To apply the parking brake, pull
the lever up as firmly as possible. To release the parking brake, pull the lever up Fluid level
should be checked on a level surface and slightly, press the center button, then lower the lever
with the engine off to prevent injury from moving completely. A child could the parking brake
released, a brake system malfunc- operate power windows, other controls, or move tion is
indicated. Driving with your foot resting or is dangerous. A significant decrease in braking perriding on the brake pedal can result in abnormally formance or vehicle stability during braking
may high brake temperatures, excessive lining wear, and ABS-inducing conditions can inbenefits of anti-lock brakes. All sys- The Anti-Lock Brake System ABS contains sophis- tems
work together to enhance vehicle stability and ticated electronic equipment that may be
susceptible control in various driving conditions and are commonly to interference caused by
improperly installed or If wheel spin is detected, brake their effectiveness and may lead to a
collision. The natural laws of physics from acting on the vehicle, system detects an emergency
braking situation by sens- nor can it increase the traction afforded by prevail- ing the rate and
amount of brake application and then This system maintains vehicle speed while descending
hills during off-road driving situations. HDC will auto- HDC operation can be overridden with
brake application matically apply the brakes to control downhill speed to to slow the vehicle
down below the HDC control speed. The following criteria must be met in order for HSA to HDC
is only intended to assist the driver in control- activate: ling vehicle speed when descending
hills. Rotate the steering wheel back to center and then an the vehicle to determine the vehicle
path intended by the additional half-turn to the right. When the actual path does not match the
intended path, 9. Continued switch. Tire Markings design standards. Cold tire inflation pressure
is defined as the tire pressure after Cold Tire Inflation Pressure the vehicle has not been driven
for at least three hours, or driven less than 1 mile 1. Number of people that can be carried in the
vehicle. Total weight your vehicle can carry. Tire size designed for your vehicle. The resulting
figure equals the available amount of NOTE: cargo and luggage load capacity. Overloading of
your tires is dangerous. Use tires of the cause collisions. Continued sluggish response or over
responsiveness in the steering. If your vehicle is equipped with summer tires, be additional
information. For more information, contact a au- Damaged Run Flat tires, or Run Flat tires that
have thorized dealer. If your vehicle has this option, was originally equipped with your vehicle
and should refer to an authorized tire dealer for the recommended not be operated at sustained
speeds over 75 mph tire rotation pattern. Since it is not the same as wheel on the vehicle at any
given time. Limited-use spares are for emergency use only. With this tire, do not drive more
than the Fast spinning tires can be dangerous. The Load Index and Speed Symbol for your tire
will be found on the original Tires and the spare tire should be replaced after six equipment tire
sidewall. Some combinations failure and loss of vehicle control. The benefits of rotation are
especially worthwhile with Due to limited clearance, tire chains or traction devices aggressive
tread designs such as those on all season type are not recommended. This means that when
the outside temperature decreases, the tire pressure will decrease. This will equipment tires and
wheels. TPMS pressures and prevent moisture and dirt from entering the valve warning have
been established for the tire size stem, which could damage the Tire Pressure Moni- equipped
on your vehicle. For each subsequent ignition key cycle, a chime will sound and the Tire
Pressure Monitoring Telltale Light NOTE: Your vehicle is equipped with a compact spare will
flash on and off for 75 seconds and then remain on wheel and tire assembly. A system fault can
occur with any of the following scenarios: 1. Jamming due to electronic devices or driving next
to facilities emitting the same radio frequencies as the TPM sensors. This indicates that the
pres- 3. Fuels blended with oxygenates necessary to deliver enhanced emissions, performance,
may be used in your vehicle. Carbon monoxide CO in exhaust gases is deadly. Most of these
products contain high concentrations Follow the precautions below to prevent carbon of
methanol. Have the exhaust system inspected every time the vehicle is raised. Have any
abnormal conditions repaired promptly. Until repaired, drive with all side windows fully open.
Be sure the gas cap is tightened every time As required by National Highway Traffic Safety
Admin- the vehicle is refueled. This is the cold tire inflation pressure for your vehicle for all
loading conditions up to full GAWR. Weigh it on a commercial scale to ensure that Do not load
your vehicle any heavier than the it is not over the GVWR. See Note 2. Loads balanced over the
wheels or heavier in the Consider the following items when computing the rear can cause the
trailer to sway severely side to side weight on the rear axle of the vehicle: which will cause loss
of control of the vehicle and trailer. To promote proper break-in of your vehicle drivetrain
Improper towing can lead to a collision. Follow these components, the following guidelines are
recommended: guidelines to make your trailer towing as safe as possible: CAUTION! Always

connect the chains to ratings are not exceeded: the frame or hook retainers of the vehicle hitch.
Reduce vehicle speed as necessary To reduce potential for engine and transmission over- to
avoid extended driving at high RPM. Return to a heating, take the following actions: higher gear
or vehicle speed when grade and road City Driving Damage to the drivetrain will result. If these
vehicles require towing, make sure all drive wheels are OFF the ground. Internal damage to the
transmission or transfer case will occur if a dolly is used when recreational towing. Continued
to cool. Never try to open a cooling system pressure Driving with a hot cooling system could
damage cap when the radiator or coolant bottle is hot. If the pointer rises to the H red mark, the
instrument cluster will sound a chime. To avoid the risk of forcing the vehicle off the jack, do
not tighten the lug nuts fully until the vehicle has been lowered. Failure to follow this warning
may result in personal injury. The vehicle could slip off the jack and fall on you. You could be
crushed. Never put any part of your body under a vehicle that is on a jack. If you need to get
under a raised vehicle, take it to a service center where it can be raised on a lift. Block both the
front and rear of the wheel diagonally opposite of the jacking position. For 1. Park the vehicle on
a firm level surface, avoiding ice or example, if changing the right front slippery areas. Do not
attempt to raise the vehicle by jacking on locations other than those indicated in the Jacking 1.
The front locations are outlined by two triangular cutouts on one of the flanges in the sill flange
assembly. The rear location is the same but with two rectangular cutouts. Raising the vehicle
higher than necessary can make the vehicle less stable. It could slip off the jack and hurt
someone near it. Remove the wheel nuts and pull the wheel and wheel covers, where applicable,
off the hub. Install the spare wheel and wheel nuts with the cone shaped end of the nuts toward
the wheel. Lightly tighten the nuts. To avoid the risk of forcing the vehicle off the jack, do not
tighten the wheel nuts fully until the vehicle To avoid possible personal injury, handle the wheel
8. Remove the wheel blocks and lower the jack until it is covers with care to avoid contact with
any sharp free. A loose tire thrown forward in a collision or hard stop could injure the
occupants in the vehicle. Have the deflated flat tire repaired or replaced immedi- ately. Check
the spare tire pressure as soon as possible. Correct the tire pressure as required. Install the five
wheel lug nuts with the cone shaped end 6. After 25 miles 40 km check the lug nut torque with a
of the nut toward the wheel. Lightly tighten the lug nuts. Foreign objects e. Using The Deflation
Button Press the Deflation Button 2 to reduce the air pressure in the tire if it becomes
over-inflated. In case of source. Remove the cap from the valve stem and then screw running
the air pump. Move the vehicle as necessary the fitting at the end of the Sealant Hose 6 onto the
to place the valve stem in this position before proceed- valve stem. If the sealant white fluid
does not flow within 0 â€” Have the tire inspected and repaired or replaced after using 4. Uncoil
the Sealant Hose 6 clear in color. Volt outlet. Do not use a portable battery booster pack or any
other booster source with a system voltage greater 7. Once the engine is started, remove the
jumper cables If frequent jump-starting is required to start your vehicle in the reverse sequence:
you should have the battery and charging system in- spected at your authorized dealer.
Disconnecting The Jumper Cables 1. Continued If your vehicle becomes stuck in mud, sand or
snow, it cycles. This will minimize overheating and reduce can often be moved using a rocking
motion. Turn the the risk of transmission failure during prolonged steering wheel right and left
to clear the area around the efforts to free a stuck vehicle. Insert the screwdriver or similar tool
into the access port, and push and hold the override release lever forward. Make certain the
trans- elevated. Page Engine Compartment - 2. This system monitors further damage to the
emission control system. It the performance of the emissions, engine, and automatic could also
affect fuel economy and driveability. This might indicate a damaged cap. If system may not be
ready if your vehicle was recently the problem is detected twice in a row, the system will
serviced, recently had a dead battery or a battery replace- turn on the MIL. Refer to these
Service Manuals before The pages that follow contain the required maintenance attempting any
procedure yourself. Continued before starting the engine after it has sat overnight. Continued
Identification Symbol pressure and an increase in oil temperature. This could damage your
engine. Also, be sure the oil fill This symbol means that the oil has cap is replaced and
tightened after adding oil. Make sure that no one is filter. Use a filter of this type for
replacement. The quality near the engine compartment before starting the of replacement filters
varies considerably. Do not allow battery fluid replaced with a battery of the same type vented.
To avoid risk of personal at the start of each warm season. Perform the following procedure to
re- Ra Air Conditioning Refrigerant is a hydrofluoro- place the filter: carbon HFC that is
endorsed by the Environmental Protection Agency and is an ozone-saving product. Failure to
properly install the filter will result in the need to replace it more often. Rotate the glove
compartment door back into position. Body Lubrication Locks and all body pivot points,
including such items as seat tracks, door hinge pivot points and rollers, liftgate, When
performing Avoid using the wiper blades to remove frost or ice from other underhood services,

the hood latch, release mecha- the windshield. Keep the blade rubber out of contact with nism
and safety catch should be cleaned and lubricated. This haust system and adjacent body areas
for broken, dam- rating information can be found on most washer fluid aged, deteriorated, or
mispositioned parts. Such materials might vehicle is not kept in proper operating condition. Do
not use additional specified Organic Additive Technology OAT en- rust inhibitors or antirust
products, as they may not gine coolant antifreeze , may result in engine be compatible with the
radiator engine coolant and damage and may decrease corrosion protection. To prevent
ingestion by ani- long as the engine operating temperature is satisfactory, mals or children, do
not store ethylene glycol-based the coolant bottle need only be checked once a month. If engine
coolant antifreeze operation. If replacement is ever necessary, install needs to be added, the
contents of the coolant expansion ONLY the correct type thermostat. Continued mission, the
brake fluid reservoir supplies fluid to both high brake temperatures, excessive lining wear, and
the brake system and the clutch release system. The two possible brake damage. Brake seal
components could be damaged, causing partial or complete brake failure. It is important to use
the proper transmission fluid to This could result in a collision. Selection Of Lubricant CVT If a
transmission fluid leak occurs, visit your autho- It is important to use the proper transmission
fluid to rized dealer immediately. Severe transmission dam- ensure optimum transmission
performance and life. Operating the vehicle with Lubricant Selection an improper fluid level can
cause severe transmission Use only the manufacturers recommended transmission damage.
What Causes Corrosion? Use a fresh, damp towel to remove soap residue. Do not use scouring
pads, steel wool, a bristle brush, or metal polishes. Never use an abrasive type When installing
hanging air fresheners in your ve- cleaner. This will weaken the fabric. Sun damage can also
weaken the fabric. Integrated Power Module The Integrated Power Module is located in the
engine compartment near the air cleaner assembly. Twist the bulb to the left. NOTE: Lens
fogging can occur under certain atmo- 5. Pull bulb outward from assembly. Take care not to
touch conditions change to allow the condensation to change the bulb with your fingers. Use a
screw driver to gently pry against the side of the Do not touch the new bulb with your fingers.
Oil snap tab to remove the lamp from the liftgate. If the 2. Metric Fuel Approximate This type of
vehicle use is considered Severe Duty. Inspect front suspension, boot seals. Replace rear drive
assembly RDA fluid. Replace power transfer unit PTU fluid. D
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o only service work for which you have the knowledge and the right equipment. If you have any
doubt about your ability to perform a service job, take your vehicle to a competent me- chanic. If
you need a rental, it Prepare For The Appointment is advisable to make these arrangements
when you call If you are having warranty work done, be sure to have the Most matters can be reP. Box 21â€” solved with this process. An authorized dealer See the Warranty Information
Booklet, located on the has also made a major investment in facilities, tools, and DVD, for the
terms and provisions of Chrysler Group training to assure that you are absolutely delighted with
LLC warranties applicable to this vehicle and market. The following tire grading categories were
established by the National Highway Traffic Safety Administration. Mobile two-way radios sible.
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