2016 jeep patriot wiring diagram

Wiring Collection. Avoid shortages and malfunctions when cabling your car's electronics. Print
the wiring diagram off in addition to use highlighters to be able to trace the routine. When you
use your finger or even stick to the circuit together with your eyes, it may be easy to mistrace
the circuit. One trick that I use is to printing a similar wiring diagram off twice. Read wiring
diagrams from negative to positive in addition to redraw the signal as a straight line. All circuits
are usually the same : voltage, ground, single component, and buttons. Simply shutting away
the power is not good enough. More, a possibility uncommon regarding circuit breaker
containers to become mislabeled, especially if the electrical service have been extended or
perhaps adapted over the years. The circuit breaker label may well not accurately describe what
the circuit breaker in fact controls. All electrical electrical wiring and devices possess an
amperage, or even amp, rating. This specific is the maximum level of electrical present they
could safely carry. Most standard household circuits are rated regarding 15 amps or 20 amps,
although large-appliance circuits such regarding electric dryers and ranges may possibly be
rated for 30, 40, 50 amps, or even more. Whenever installing or exchanging wiring or products,
all of the parts you utilize should have the suitable amperage rating with regard to the circuit.
Regarding example, a amp circuit must have gauge wiring, which often is rated for 20 amps.
When you install gauge, amp wiring on that circuit, a person create a fire hazard because the
amp circuit breaker protecting that circuit may not turn off before the amp electrical wiring
overheats. When replacing a change, light fixture, or outlet receptacle, help to make sure not in
order to install a device of which is rated with regard to more amperage than the circuit carries.
This is particularly important when changing receptacles. A receptacle rated for amps has a
unique prong condition within which among the straight slots includes a T shape. This
condition allows amp devices, which have a matching T-shaped prong, to be inserted. Installing
this type of receptacle on a amp circuit makes it possible in order to possibly overload the
particular circuit if you plug such a amp appliance with it. Take note, however, that there is zero
danger to installing amp receptacles within amp circuits considering that it is properly fine
when a plug-in device attracts less power as compared to the circuit amperage. In fact, this is
fairly normal for amp general-use circuits to be " cable " with amp containers. Electricity travels
along conductors, for example wires and the metal contacts of outlets and sockets. Tight
contacts between conductors produce smooth transitions coming from one conductor to a new.
But loose contacts act like velocity bumps, restricting the flow and generating friction and
warmth. Very loose connections can cause arcing, through which electricity jumps from the air
from one conductor to another, creating huge heat. Prevent fireplace hazards by producing sure
all wiring connections are limited and have full contact in the conductors being joined. When
splicing wires together, constantly use approved line connectors "wire nuts". Outlet receptacles
plus switches tend to be manufactured with push-fit wire connection slots upon the back,
together with the traditional screw-terminal contacts on the edges from the device. These kinds
of push-fit connections usually are notorious for dislodging or failing, so professional
electricians nearly unanimously avoid them in favor regarding making very tight and secure
attach terminal connections. Grounding and polarization are essential for that safety regarding
modern electrical methods. Grounding offers a safe path for stray electrical current triggered by
a problem or other trouble in a signal. Polarization ensures that electrical current travels coming
from the source together "hot" wires in addition to returns to typically the source along natural
wires. Always stick to manufacturer's wiring diagrams when replacing a fixture, and
understandâ€”and useâ€”your home's grounding system to ensure grounding and polarization
remain intact. Presently there are a selection of approaches to check for grounding in addition
to polarization. An easy plug-in circuit analyzer device, available for a few dollars, will create it
possible to be able to routinely check outlets to make certain they usually are wired correctly. In
most cases, this means an electrical box. Enclosures not just protect the connectionsâ€”and
protect folks from accidental contact together with those connectionsâ€”they also provide
means for protecting conductors like electrical cables and products. The rule here is simple: do
not lazy. If you need to create a wiring splice, use a junction box plus secure the cables to the
box with cable magnetic clamps. Never leave the splice or other connection exposed or perhaps
unsecured. Vital Tips for Risk-free Electrical Repairs 1. Facebook Tweet Pin. Wiring Diagram
Sample. A wiring diagram is a simple visual representation in the physical connections and
physical layout of your electrical system or circuit. It shows what sort of electrical wires are
interconnected and will also show where fixtures and components could possibly be connected
to the system. Use wiring diagrams to assist in building or manufacturing the circuit or
computer. They are also ideal for making repairs. DIY enthusiasts use wiring diagrams but they
are also common in home building and auto repair. For example, a property builder would want
to read the location of electrical outlets and lightweight fixtures employing a wiring diagram to
prevent costly mistakes and building code violations. Repairing electrical wiring, over another

household project is all about safety. The rules might be complicated, for certain, and
sometimes confusing, even for master electricians, but you can find basic concepts and
practices that apply to nearly all electrical wiring project, specially the kind that DIYers are
qualified to tackle. The simplest way to avoid electrical shock is always to ALWAYS test wires
and devices for power before working on them or near them. The circuit breaker label may not
accurately describe what are the circuit breaker actually controls. All electrical wiring and
devices have an amperage, or amp, rating. This is the maximum amount of electrical current
they could safely carry. Most standard household circuits are rated for 15 amps or 20 amps,
while large-appliance circuits like for electric dryers and ranges could be rated for 30, 40, 50
amps, or even more. When installing or replacing wiring or devices, all the parts you use should
have the proper amperage rating to the circuit. For example, a amp circuit have to have gauge
wiring, which is rated for 20 amps. When replacing a switch, permanent fixture, or outlet
receptacle, be sure not to put in a device which is rated for more amperage compared to circuit
carries. This is especially important when replacing receptacles. A receptacle rated for amps
has a unique prong shape in which one of several vertical slots has a T shape. This shape
allows amp appliances, which have a matching T-shaped prong, being inserted. Installing this
kind of receptacle on a amp circuit makes it possible to possibly overload the circuit in case
you plug a real amp appliance into it. In fact, it is extremely normal for amp general-use circuits
to become wired with amp receptacles. Electricity travels along conductors, like wires as well as
the metal contacts of outlets and sockets. Tight connections between conductors create
smooth transitions derived from one of conductor to a new. But loose connections behave like
speed bumps, restricting the flow and creating friction and warmth. Very loose connections can
lead to arcing, in which electricity jumps with the air in one conductor to an alternative, creating
tremendous heat. Prevent fire hazards by looking into making sure all wiring connections are
tight and possess full contact of the conductors being joined. Outlet receptacles and switches
will often be manufactured with push-fit wire connection slots for the back, combined with
traditional screw-terminal connections on the sides from the device. These push-fit connections
are notorious for loosening or failing, so professional electricians almost unanimously avoid
them and only making very tight and secure screw terminal connections. Grounding and
polarization are necessary to the safety of contemporary electrical systems. Grounding offers a
safe path for stray electrical current caused by a fault or other symptom in a circuit. There are a
variety of approaches to test for grounding and polarization. A simple plug-in circuit analyzer
tool, intended for a few dollars, will make it possible to routinely check outlets to make certain
they may be wired correctly. The National Electrical Code NEC necessitates that all wiring
connections be manufactured in the appropriate enclosure. In most cases, what this means is
an electrical box. Enclosures not just protect the connectionsâ€”and protect people from
accidental connection with those connectionsâ€”they provide method for securing conductors
like electrical cables and devices. If you need to create a wiring splice, purchase a junction box
and secure the cables towards the box with cable clamps. Never leave a splice or any other
connection exposed or unsecured. Electric Motor Switch Radio Latest. Facebook Tweet Pin.
JEEP â€” repair manual and maintenance manual, wiring diagrams, instruction manual,
workshop manuals free download. One name for this SUV â€” Jeep â€” speaks for itself. After
all, this car never leaves the race, and its owners are very lucky â€” they have acquired a
reliable four-wheel ally in any business that will not give up even on the most difficult road, and
its power will be enough to drive on the distillation with the wind. Of course, even such an
unpretentious and durable machine must be operated according to all the rules, undergo
regular maintenance and, if necessary, be repaired in time. All this can give your favorite car a
responsible driver. It happens that there is no time for the driver to solve urgent issues related
to the operation, maintenance, diagnostics and repair of motor vehicles, and he increasingly
lets things take their course, which, of course, only aggravates the situation and leads to
annoying breakdowns, which cost a lot of money to fix. But if we take into account the data on
Jeep repair manuals, then any controversial situation can be resolved quickly and
economically, and as a result, the responsible driver will completely forget the road to the car
service station. These Jeep factory service manuals are considered in detail the cars of this
brand. Undoubtedly, these manuals will be interesting to all masters of a car-care center, since
it contains all the necessary applied information for effective and fast work in a specialized
workshop. These service manuals produce the most favorable impression on the reader, and it
is convenient to use it in the garage, but also in traveling conditions, when it is urgently
necessary to find the answer to the necessary question and put new knowledge into practice so
that as soon as possible and better solve the problem with the machine and calmly continue the
path. This repair manual contains information that is extremely accurate and relevant for users
of any level of preparation, whether it is a novice driver or an experienced auto service

technician. The unconditional advantages of the book include a logical layout of the content, a
qualified, but at the same time accessible, level of material presentation, a large number of
necessary explanations, and an index. Most importantly, this Jeep repair manual has hundreds
of excellent drawings that greatly clarify any points in the main text and leave no questions
even for beginners. This manual is logical to learn from the beginning, because it contains the
basic information necessary for everyone who got behind the wheel of this magnificent SUV.
For example, there is data on the observance of safety measures during the execution of certain
procedures with the car, and there is also a detailed illustrated overview of the design of the
machine, including data on all instruments, assemblies and systems of the machine â€” their
location, methods of controlling them, working functions , technical details. The logical
continuation of this review is the complete owners manual for the Jeep , as well as a chapter in
which the principles of maintenance of this vehicle are considered, and a schedule of all the
procedures necessary to ensure the safety of all road users is given. Jeep wiring diagrams , the
data on the pages of the manual, will greatly facilitate the task of the master or driver who
decided to intervene in the electrical equipment of the machine. The application section is an
important recommendation for auto repair and diagnostics. All of them are provided with
detailed drawings and are brought in stages, from simple procedures to more complex actions,
most of which can be done using standard tools. The factory service manuals also describes all
the moments of assembly, disassembly, lubrication, replacement or adjustment of all
components of the Jeep from the engine, steering or brake system to the body, wheels and
tires. All content on the site Carmanualsclub. The site administration does not bear any
responsibility for illegal actions, and any damage incurred by the copyright holders. Your email
address will not be published. Save my name, email, and website in this browser for the next
time I comment. This site uses Akismet to reduce spam. Learn how your comment data is
processed. Necessary cookies are absolutely essential for the website to function properly. This
category only includes cookies that ensures basic functionalities and security features of the
website. These cookies do not store any personal information. Any cookies that may not be
particularly necessary for the website to function and is used specifically to collect user
personal data via analytics, ads, other embedded contents are termed as non-necessary
cookies. It is mandatory to procure user consent prior to running these cookies on your
website. Leave a Reply Cancel reply Your email address will not be published. This website
uses cookies to improve your experience. We'll assume you're ok with this, but you can opt-out
if you wish. Accept Reject Read More. Close Privacy Overview This website uses cookies to
improve your experience while you navigate through the website. Out of these, the cookies that
are categorized as necessary are stored on your browser as they are essential for the working
of basic functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may affect your browsing experience. Necessary Necessary. Non-necessary
Non-necessary. Free Wiring Diagram. Variety of jeep patriot wiring diagram. A wiring diagram is
a simplified conventional photographic representation of an electric circuit. It shows the parts
of the circuit as simplified shapes, and the power as well as signal connections between the
devices. A wiring diagram usually gives information about the family member position and
setup of tools and terminals on the devices, to assist in building or servicing the tool. A pictorial
representation would certainly show much more detail of the physical appearance, whereas a
wiring diagram utilizes a more symbolic notation to highlight interconnections over physical
appearance. A wiring diagram is frequently used to repair issues as well as to earn certain that
the links have been made which whatever exists. Collection of jeep patriot wiring diagram. Click
on the image to enlarge, and then save it to your computer by right clicking on the image. An
initial take a look at a circuit layout may be confusing, however if you could read a subway map,
you could review schematics. The function coincides: getting from factor A to direct B. Literally,
a circuit is the course that permits electrical power to flow. If you understand just what to
search for, it ll come to be acquired behavior. While in the beginning you ll simply be reviewing
them, ultimately you will begin producing your own. This guide will show you a few of the
common icons that you make sure to see in your future electric design job. Voltage: Gauged in
volts V , voltage is the pressure or pressure of electricity. This is typically supplied by a battery
such as a 9V battery or mains power, the electrical outlets in your house operate at V. Electrical
outlets in various other countries run at a different voltage, which is why you require a
converter when traveling. Present: Existing is the circulation of electrical energy, or more
especially, the circulation of electrons. It is determined in Amperes Amps , and also could only
flow when a voltage supply is connected. Resistance: Determined in Ohms R or O , resistance
defines how conveniently electrons can stream with a material. Products such as gold or

copper, are called conductors, as they quickly allow flow of movement low resistance. Plastic,
timber, and also air are instances of insulators, hindering the motion of electrons high
resistance. DC Straight Present. DC is a continuous circulation of existing in one direction. DC
can move not simply through conductors, but semi-conductors, insulators, or even a vacuum.
Air Conditioning Rotating Existing. The regularity of Air Conditioning is measured in Hertz Hz ,
as well as is typically 60 Hz for power in residential and also service objectives. Completing an
electrical design degree as well as after that obtaining a job in the area implies you will see a lot
a great deal a lot of these schematics. It s essential to recognize exactly just what is going on
with these. Whenever you establish your details area of electrical engineering, you could see a
lot more intricate layouts and also icons. You ll discover also that various nations make use of
various icons. We have 74 Jeep Patriot manuals covering a total of 34 years of production. Our
most popular manual is the Jeep - Patriot - Wiring Diagram - - This like all of our manuals is
available to download for free in PDF format. How to download a Jeep Patriot Repair Manual for
any year. In total, that's over pages of content dedicated to your Jeep Patriot. We get a lot of
people coming to the site looking to get themselves a free Jeep Patriot Haynes manual. We'll
send you a quick email a new Jeep Patriot document is added. Spam free: Maximum of 1 email
per month. Get your hands on the complete Jeep factory workshop software. Jeep - Patriot Wiring Diagram - - 2. Other Manuals Pages. Jeep Patriot 4wd Workshop Manual L Jeep - Auto jeep-patriot Jeep - Patriot - Owners Manual - - Jeep Patriot 2wd Workshop Manual L Other
Manuals 2 Pages. Patriot 2WD L Jeep - Patriot - Wiring Diagram - - Jeep - Auto jeep-patriothandleiding Brochure 21 Pages. Patriot 4WD L Other Manuals 81 Pages. Other
Manuals 65 Pages. Brochure 9 Pages. Brochure 25 Pages. Jeep - Patriot - Sales Brochure - Brochure 12 Pages. Jeep - Auto - jeep-patriotguide-d-utilisateur Other Manuals 80 Pages.
Brochure 22 Pages. Jeep - Patriot - Sales Brochure - - 3. Brochure 72 Pages. Brochure 26 Pages.
Jeep - Patriot - Workshop Manual - - Brochure 31 Pages. Jeep - Patriot - Sales Brochure - - 2.
Jeep - Patriot - Miscellaneous Documents - - Other Manuals 4 Pages. Jeep - Auto jeep-patriotmanual-del-propietario Jeep - Patriot - Owners Manual - - 2. Brochure 19 Pages.
Brochure 14 Pages. Brochure Pages. Brochure 11 Pages. Jeep - Patriot - Owners Manual Brochure 23 Pages. Jeep - Patriot - Sales Brochure - - 4. Get notified when we add a new Jeep
Patriot Manual Notify me. Get notified when we add a new JeepPatriot Manual. Notify me. We
cover 60 Jeep vehicles, were you looking for one of these? Table of Contents. Be assured that it
represents precision workman- your satisfaction. Failure to operate this vehicle safely may
result seat belts could cut the highway death toll by 10, or in a collision, rollover of the vehicle,
and severe or fatal more each year and could reduce disabling injuries by injury. Any
modifications or alterations to this vehicle could seriously affect its roadworthiness and safety
and may lead to a collision resulting in serious injury or death. Place the shift lever in PARK if
equipped with an the key code numbers for your vehicle locks. These automatic transmission. If
this occurs, place the shift lever in PARK, rotate the key clockwise slightly, and then remove the
key as described above. If the light remains on after the ized vehicle operation by disabling the
engine. The Sentry Key Immobilizer system is not compat- Always remove the Sentry Keys from
the vehicle and ible with some aftermarket remote starting systems. Use of these systems may
result in vehicle starting Duplication of keys may be performed at an authorized problems and
loss of security protection. Insert a blank Sentry Key into the ignition switch. Remove the key
from the ignition switch and get out disarm it, the Vehicle Security Alarm will turn off the of the
vehicle. Opening a door with the Vehicle Security 1. Make sure the PANIC button a second time,
you may have to move not to damage the elastomer seal during removal. Allowing children to
be in a vehicle unattended is dangerous for a number of reasons. A child or others could be
seriously or fatally injured. Push this switch to lock or unlock the doors and liftgate. NOTE: To
prevent from locking the key in the vehicle, the power door lock switch will not operate when
the key is in the ignition and either front door is open. Avoid trapping anyone in a vehicle in a
collision. Remember that the rear doors can only be opened from the outside when the
Child-Protection locks are engaged. NOTE: For emergency exit with the system engaged, move
the lock knob up unlocked position , roll down the window, and open the door with the outside
door handle. Opening either front door will cancel this feature. The time for this feature is
programmable. Push the window switch past the first detent, release, and the window will go
down automatically. To cancel the Auto-Down movement, operate the switch in either the up or
down direction and release the switch. You and your passengers could be injured by these
fumes. Keep the liftgate closed when you are operating the vehicle. Children 12 years old and
under should always ride buckled up in a vehicle with a rear seat. Some of the most important
safety features in your vehicle are the restraint systems: 2. A deploying passenger Advanced
Front 6. Everyone in a motor vehicle should remain on until both outboard front seat belts are
buck- be belted at all times. The driver should instruct all occu- rized dealer. Continued vehicle

or being thrown out of the vehicle. People belted together can crash into one will not protect
you properly. Continued 1. Enter the vehicle and close the door. Sit back and your strongest
bones will take the force in a colli- adjust the seat. When the seat belt is long enough to fit,
insert the latch 4. To release the seat belt, push the red button on the buckle. The seat belt will
automatically retract to its stowed position. If necessary, slide the latch plate down the webbing
to allow the seat belt to retract fully. Slide the latch plate upward over the folded webbing. The
folded webbing must enter the slot at the top of the latch plate. Continue to slide the latch plate
up until it clears the folded webbing and the seat belt is no longer twisted. Remove the
mini-latch plate and regular latch plate equipped with an Easy Up feature. This feature allows
from its stowed position in the right rear side trim the shoulder belt anchorage to be adjusted in
the upward panel. Route the shoulder belt to the inside of the right head 8. Position the
shoulder belt on your chest so that it is restraint. The retrac- tor will withdraw any slack in the
seat belt. To disengage the mini-latch plate from the mini- buckle for storage, insert the regular
latch plate into the black button on the top of the mini-buckle. Continued pant, it must be
removed. Place the shoulder belt across the chest and away from the neck. Never place the
shoulder belt behind the back or under the arm. The table below straint Controller ORC. Like the
air bags, the preten- defines the type of feature for each seating position. If a rear impact
requires deployment, both the driver and front passenger seat AHRs will be deployed. This
system provides panel during Advanced Front Air Bag deployment output appropriate to the
severity and type of collision as could cause serious injury, including death. To get the best
protection from the Side Air Bags, events. Continued including some collisions at certain
angles, or some side properly. The abrasions are similar to fric- sioners as well as the Side Air
Bags on both sides of the tion rope burns or those you might get sliding along a vehicle. If you
are involved in another collision, the air In the event of an impact, if the communication network
bags will not be in place to protect you. In order to reset the Enhanced Accident Response
System The ORC contains a backup power supply system that functions after an event, the
ignition switch must be may deploy the air bags even if the battery loses power or Continued
not function properly if modifications are made. The EDR is designed to record data related to
non-trivial crash situation occurs; no data are recorded by vehicle dynamics and safety systems
for a short period of the EDR under normal driving conditions and no per- time, typically 30
seconds or less. Everyone in your vehicle needs to be buckled up at all In a collision, an
unrestrained child can become a times, including babies and children. The force required to
Every state in the United States, and every Canadian hold even an infant on your lap could
become so province, requires that small children ride in proper Always check the child
Continued as long as possible, up to the highest weight or height directions exactly when
installing an infant or allowed by the child seat. Can the child stay seated like this for the whole
trip? If the center position does not have dedicated LATCH lower anchorages, use the seat belt
to in- stall a child seat in the center position next They are just visible when you lean into the
rear seat to install the child restraint. Each will have a hook or connector to attach to the lower
anchorage and a way to tighten the connection to the anchorage. To lock the seat belt, pull
down on the shoulder part of Automatic Locking Retractor ALR the belt until you have pulled all
the seat belt webbing out of the retractor. Look behind the seating position where you plan to
install the child restraint to find the tether anchorage. You may need to move the seat forward to
provide better access to the tether anchorage. If there is no top tether anchorage for that
seating position, move the child restraint to another position in the vehicle if one is available.
Interior heat build-up may cause serious injury or death. They contain carbon controls to force
outside air into the vehicle. This light will illuminate with a single chime when a fault with the Air
Bag Warning Seat Belts Light has been detected, it will stay on until the fault Inspect the seat
belt system periodically, checking for Continued cannot slip out of position and interfere with
the pedals mats and other coverings will reduce the size of the or impair safe operation of your
vehicle in other ways. Tires Fluid Leaks Examine tires for excessive tread wear and uneven
wear Check area under vehicle after overnight parking for fuel, patterns. Adjust the mirror to
center on the view through the rear window. Headlight glare can be reduced by moving the
small control under the mirror to the night position toward the rear of vehicle. To avoid damage
to the mirror during cleaning, never spray any cleaning solution directly onto the mirror. Apply
the solution onto a clean cloth and wipe the mirror clean. Relying too much on your passenger
side convex mirror could cause you to collide with another vehicle or other object. Heated
Mirrors â€” If Equipped These mirrors are heated to melt frost or ice. This feature is activated
whenever you turn on the rear window defroster. Uconnect Phone is a voice-activated,
hands-free, in- vehicle communications system. Uconnect Phone allows Uconnect Phone allows
you to transfer calls between the you to dial a phone number with your mobile phone system
and your mobile phone as you enter or exit your using simple voice commands e. The system is

available in English, access the system. When you push the button you will Spanish, or French
languages. The beep is your signal to give a command. You certain radios. Uconnect Phone
sessions begin with a push of 1. Push the Phone button to begin. These can only be phonebook
entry that you are editing. After you enter the name, the Uconnect Phone will ask mands: you
which designation you wish to delete: home, work, mobile, other, or all. Say the designation you
1. After confirmation, the phonebook entries will be 3. To call one of the names in the list, push
the Voice deleted. When you receive a call on your mobile phone, the NOTE: The Uconnect
Phone compatible phones in the Uconnect Phone will interrupt the vehicle audio system, market
today do not support rejecting an incoming call Push the Phone button until you hear a single
beep. Momentarily push the Phone button. After the ignition is cycled to OFF, a call can
continue After selecting one of the languages, all prompts and on the Uconnect Phone for a
certain duration, after voice commands will be in that language. If the selected phone is not
available, the Uconnect lowest priority. Uconnect Phone Tutorial You can either push the
Uconnect Phone button to restore To hear a brief tutorial of the system features, push the the
factory setting or repeat the words and phrases when Phone Uconnect Phone will play the new
text message for you. See you in 15 minutes. I am on my way. The power seat switch is located
on the outboard side of the seat near the floor. The seat can be adjusted both forward and
rearward. Push the seat switch forward or rearward. The seat will Moving a seat while driving
could result in loss of move in the direction of the switch. At that time, the dis- play will change
from HI to LO, indicating the change. On some models, the front driver and passenger seats
When the LO-level heating is selected, the system auto- may be equipped with heaters in both
the seat cushions matically turns the heater and the indicator light OFF This may cause the seat
heater to overheat. Sitting in a seat that has been overheated could cause serious burns due to
the increased surface tempera- ture of the seat. Moving a seat while driving could result in loss
of control which could cause a collision and serious injury or death. Rotate the lever downoutboard side of the seat, lean back to the desired angle ward to increase the lumbar support or
rotate the lever and release the lever. Continued never be adjusted while the vehicle is in
motion. Do not ride with the seatback reclined so that the Driving a vehicle with the head
restraints improperly shoulder belt is no longer resting against your chest. This system is
designed to help prevent or reduce the extent of injuries to the driver and front passenger in
certain types of rear impacts. To tilt the head restraint closer to the back of your head, pull
forward on the bottom of the head restraint. Push rearward on the bottom of the head restraint
to move the head restraint away from your head. Pull the strap forward to fold the rear seatback
flat. Folded Rear Seat To raise the seatback, pull the strap forward and lift the seatback into its
upright position. Be certain that the seatback is securely locked into Do not ride with the
seatback reclined so that the position. If the seatback is not securely locked into shoulder belt
is no longer resting against your chest. Move the safety catch located under the front edge of
the hood, near the center and raise the hood. To open the hood, two latches must be released.
Use a firm downward push at the center front edge of the hood to ensure that both latches
engage. Never drive your vehicle unless the hood is fully closed, with both latches engaged.
The multifunction lever is located on the left side of the steering column. Turn the end of the
lever to detent AUTO , will activate the automatic headlight the second detent to turn on the
headlights. The front fog light switch is on the multifunc- tion lever. Selecting high beam
headlights will turn off the fog lights. Turn Signals Move the multifunction lever up or down and
the arrows on each side of the instrument cluster flash to show proper operation of the front
and rear turn signal lights. Rotate the center portion of the lever up to increase the brightness of
the instrument panel lights when the park- ing lights or headlights are on. The lights also come
on when a door is opened NOTE: The lights will remain on until the switch is or the dimmer
control is turned fully upward, past the pushed a second time, so be sure they have been turned
second detent. Damage to the windshield wipers may result if the wiper control is left in any
position other than off. When this feature is active, the headlights will turn on If the lever is
pulled while in the off position, the wipers approximately 10 seconds after the wipers are turned
on The wash function must be used in order to upward or downward. Continued the driver to
lose control of the vehicle. Failure to follow this warning may result in serious injury or death.
You could accidentally vehicle will deactivate the Electronic Speed Control with- set the system
or cause it to go faster than you want. Electronic Speed Control can be dangerous where the
system cannot maintain a constant speed. Your ve- When the vehicle is shifted out of
REVERSE, the rear hicle could go too fast for the conditions, and you camera mode is exited
and the last selected touchscreen The following table shows the approximate distances for
each zone: Zone Distance to the rear of the vehicle 0 - 1 ft 0 - 30 cm Yellow 1 ft - 3 ft 30 cm - 1 m
Green 3 ft or greater 1 m or greater WARNING! Do not cover the lens. Push and hold the
programmed HomeLink button 3. The garage process to prevent possible overheating of the

garage door may open and close while you are programming. To reprogram a channel that has
been previously trained, follow these steps: Security 1. Operation is subject to the following two
conditions: 1. This device may not cause harmful interference, and 2. Continued Push the
switch rearward and release it within one-half Fob in or near the vehicle, or in a location accessecond. The sunroof and sunshade will open automati- sible to children. The sunroof will close
fully and stop automati- Venting Sunroof â€” Express cally. If the buffeting occurs with The
power sunroof switch will remain active for up to the rear windows open, open the front and
rear windows approximately ten minutes after the ignition switch is together to minimize the
buffeting. If the Watt 13 Amp power rating is exceeded the fuse protecting the system will need
to be replaced. Continued Your vehicle is equipped with four cupholders. Glove Compartment
And Storage Bin Located on the passenger side of the instrument panel are an upper storage
bin and a lower glove compartment. Rear Cupholders Storage Bins 1 â€” The interior door
panels are equipped with lower storage areas. Glove Compartment Front Door Storage Do not
operate this vehicle with a console compart- ment lid in the open position. The cargo area load
floor is removable and can be In a collision a cargo cover loose in the vehicle could washed
with mild soap and water. It could fly around in a sudden stop and strike someone in the
vehicle. In a sudden stop or collision a loop could pull loose and allow the child seat to come
loose. The control lever is located on the right side of the steering column. The rear window
defroster button is located on Rotate the center portion of the lever past the the climate controls
mode control knob. Push the first detent to activate the rear washer. The crossbars and
siderails are designed to carry the Failure to follow these cautions can cause damage to cargo
on vehicles equipped with a luggage rack. Improperly secured loads can fly off the frontal area
should be secured to both the front and vehicle, particularly at high speeds, resulting in perrear of the vehicle. When the appropriate conditions exist, the following odometer messages
will display: LoW tirE When the appropriate condition exists, the odometer door. If the light is
either not on during startup, stays on, or turns on while driving, have the system inspected at
an authorized dealer as soon as possible. If the brake light turns on it may indicate that the
parking brake is applied, that the brake fluid level is low, or that there is a problem with the
anti-lock brake system reser- voir. Immediate repair to the ABS system is required. NOTE: The
light may flash momentarily during sharp cornering maneuvers, which change fluid level condiOperation of the Brake Warning Light can be checked by tions. As engine coolant temperatures
rise and the gauge approaches H, this indicator will illuminate and a single chime will sound
after reaching a set threshold. If the light turns on while driving, stop the vehicle and shut off
the engine as soon as possible. If a problem is detected while the engine is running, the light
will either stay on or flash de- pending on the nature of the problem. The light will illuminate
when the ignition is in the ON position before engine start. Prolonged driving with the
Malfunction Indicator A malfunctioning catalytic converter, as referenced Light MIL on could
cause damage to the engine above, can reach higher temperatures than in normal control
system. It also could affect fuel economy and operating conditions. In these cases, optimal tire
duration and fuel consumption may not be guaranteed. Stop the nates, you should stop and
check your tires as soon as vehicle, avoiding sharp braking and steering. Continued quent
vehicle start-ups as long as the malfunction exists. Undesirable system opera- When the
malfunction indicator is illuminated, the sys- tion or sensor damage may result when using retem may not be able to detect or signal low tire pressure placement equipment that is not of the
same size, as intended. If the ABS light remains on or turns on while driving, then the Anti-Lock
portion of the brake system is not functioning and service is required. Warning Light â€”
Properly close the filler cap to disen- gage the light. This may occur with severe usage, such as
trailer towing. If this light turns on, safely pull over and stop the vehicle. Push the multifunction
control lever away from you to switch the headlights to high beam. Pull the lever toward you to
switch the headlights back to low beam. The lamp will be on solid when HDC is armed. Turn the
ignition switch to the ON position. Do not start the engine. Fully push the accelerator pedal,
slowly, three times To Reset The Display within 10 seconds. Push and hold the the selected
language. Push and release the RIGHT arrow button to start an environment free from large
metallic objects such as the calibration. Turn the ignition switch ON. This is where 2. Push the
right switch Push this button to operate the Uconnect Phone feature to seek up and the left
switch to seek down. Once in this Push the TIME button to alternate locations of the time
display follow the above procedure, starting at step 2. If changes are made to these settings
after repeating the above procedure with this exception: Push a disc is loaded, changes will not
be effective. This shutdown is necessary to protect the optics of the DVD player and other radio
internal Operation Instructions â€” Push the left SEEK button to return to the beginning only.
Pushing the LIST button will bring up a list of all folders on the disc. Reverse Sirius Satellite
Radio service is pre-activated, and you engineering or disassembly is prohibited. Electronic

Volume Control The electronic volume control turns continuously degrees in either direction,
without stopping. Holding either button will bypass 5. Random Play. With files, exceeding 50
folders will result in this dis- The medium formats supported by the radio are ISO play. Level 1
and Level 2 and includes the Joliet extension. MP3 exten- sion as MP3 files. Holding either
button will bypass Phone Button Uconnect Phone â€” If Equipped stations without stopping,
until you release it. Push this button to operate the Uconnect Phone feature if equipped. When a
medium containing MP3 data is loaded, the radio checks all files on the medium. To create a
time priority mode. If the AUX audio limited coverage in Alaska. A Please have the following
information available when CD may remain in the radio while in the Satellite radio calling: mode.
Holding either button will bypass form of short audio mutes. When you are receiving a channel
that you wish to commit to pushbutton memory, push the SET button. The Buttons 1 - 6 symbol
SET 1 will now show in the display window. Some iPod software versions may not fully support
the iPod control features. Pushing the top of the rocker surface of the steering wheel. Under
certain conditions, the mobile device being on in your vehicle can cause erratic or noisy
performance from 5. The Automatic Temperature Control system automati- 1. However,
high-quality antifreeze coolant to provide proper corro- under certain conditions, while in
Automatic Mode, sion protection and to protect against engine overheating. The air is directed
at the area of the windows through which you view the of compressor damage when the system
is started again. Press the brake not require pumping or pressing the accelerator pedal. This
type of start can be dangerous if done improperly, so follow the procedure carefully. Be sure the
transmission is in first gear, not third , when starting from a standing position. To use your
manual transmission for optimal fuel economy, it should be upshifted as listed in the following
NOTE: During cold weather, until the transmission lu- table. If you skip a gear while
downshifting or downshift Continued shifting out of PARK. This range supplements the parking
brake by locking the Be sure to keep your foot on the brake pedal when transmission. As with
all vehicles, parking brake. Always apply the parking brake you should never exit a vehicle while
the engine is fully when parked to guard against vehicle move- running. Continued you have
engaged the transmission into the PARK posi- warned not to touch the parking brake, brake
pedal tion: or the gear selector. Continued Use this range when the vehicle is standing for
prolonged severe transmission damage. Normal operation will resume once the transmis- a
lower gear. Under these conditions, using a lower gear sion temperature has risen to a suitable
level. Stop the vehicle. The automatic transmission includes an electronically controlled
Overdrive sixth gear. The transmission gear position display located in the A clutch within the
torque converter engages automati- instrument cluster indicates the transmission gear range.
Manual shifts can This range supplements the parking brake by locking the be made using the
AutoStick shift control refer to transmission. Use this range when the vehicle is standing for
prolonged Towing the vehicle, coasting, or driving for any other periods with the engine
running. The drive wheels could lose their When the shift lever is in the DRIVE position,
AutoStick grip and the vehicle could skid, causing a collision or is activated by moving the shift
lever side-to-side. This locks the center coupling allowing more torque to be sent to the rear
This feature provides full time, on-demand, fourâ€”wheel wheels. Avoid sudden They are not
designed for cornering at the same speeds as accelerations, turns or braking. While the vehicle
will operate on regular fuel when in L Off-Road mode if equipped , the Always wear your seat
belt and firmly tie down engine has been calibrated for maximum performance cargo.
Over-revving the engine can spin the wheels turn quickly back and forth for additional traction.
Mud and traction will be lost. Reduced tire pressure will to climb and should not be attempted.
You should always drastically improve your traction and handling, while feel confident with the
vehicle and your abilities. You driving on the soft sand, but you must return the tires to should
always climb hills straight up and down. Do not race forward into a steep grade; the Never
attempt to climb a hill at an angle or turn abrupt change of grade could cause you to lose
control. Continued if it has ingested water first. The key to any crossing is low tipping and
rolling the vehicle, which may result in and slow. You want to use low L Off-Road [if equipped]
severe injury. Murky or muddy water mine if you can cross it safely and responsibly. That way
you can get any problems taken care of right away and have similar dirty conditions, have the
radiator, fan, brake your vehicle ready when you need it. This noise should be considered
normal, and it does not in any way damage the steering system. With a clean cloth, wipe any
spilled fluid from all surfaces. If vehicle speed is detected, a chime will sound to alert the driver.
Fully release the parking brake before attempting to move the vehicle. This will be evident
standard equipment. Brake Control system EBC. The system automatically prevents wheel lock,
and enhances vehicle control during braking. The natural laws of physics from acting on the
vehicle, system detects an emergency braking situation by sens- nor can it increase the traction
afforded by prevailing ing the rate and amount of brake application and then For vehicles

equipped with system will release brake pressure and the vehicle will a manual transmission, if
the clutch is pressed, HSA roll down the hill as normal. This will allow more engine torque to be
applied appropriate for the steering wheel position. Push and release the Trip Odom- switch.
This system maintains vehicle speed while descending hills during off-road driving situations.
HDC will auto- HDC operation can be overridden with brake application matically apply the
brakes to control downhill speed to to slow the vehicle down below the HDC control speed. Tire
Markings HDC is only intended to assist the driver in control- ling vehicle speed when
descending hills. The driver must remain attentive to the driving conditions and is responsible
for maintaining a safe vehicle speed. NOTE: design standards. Cold tire inflation pressure is
defined as the tire pressure after Cold Tire Inflation Pressure the vehicle has not been driven for
at least three hours, or driven less than 1 mile 1. Number of people that can be carried in the
vehicle. Total weight your vehicle can carry. Tire size designed for your vehicle. The resulting
figure equals the available amount of NOTE: cargo and luggage load capacity. Overloading
Safety can cause tire failure, affect vehicle handling, and increase your stopping distance.
Never overload them. You could lose control of your vehicle. DO NOT reduce this normal
pressure build up or your tire pressure will be too low. High speed driving with your vehicle
under maxi- mum load is dangerous. Summer, Fall and Winter. Use Some areas of the country
require the use of snow tires Summer tires only in sets of four; failure to do so may during the
Winter. Some states pro- Spare Tires â€” This spare tire may be used in the tire ment tire should
be repaired or replaced and reinstalled rotation for your vehicle. This tire may look like the
originally equipped tire on the front or rear axle of your vehicle, but it is not. These indicators
are molded into the bottom of the tread grooves. When the tread is higher, and Summer tires
typically have a reduced worn to the tread wear indicators, the tire should be tread life. They
should be inspected regularly for wear and correct cold tire inflation pressures. This can cause
unpredict- Replacing original tires with tires of a different size able handling and stress to
steering and suspen- may result in false speedometer and odometer read- sion components.
This rotation pattern The tires on the front and rear of your vehicle operate at does not apply to
some directional tires that must not be different loads and perform different steering, driving,
reversed. Continued while adjusting your tire pressure. The Tire Pressure Monitoring Telltale
Light will flash on NOTE: Your vehicle is equipped with a compact spare and off for 75 seconds
and remain on solid when a system wheel and tire assembly. For each subsequent ignition key
cycle, a chime will Premium System â€” If Equipped sound and the Tire Pressure Monitoring
Telltale Light The TPMS uses wireless technology with wheel rim will flash on and off for 75
seconds and then remain on mounted electronic sensors to monitor tire pressure lev- solid.
This indicates that the pres- will be displayed instead of dashes. A system fault can sure values
are still being received from the TPM sensors occur with any of the following scenarios: but
they may not be located in the correct vehicle position. The Monitoring Telltale Light will flash
on and off for 75 vehicle may need to be driven for up to 10 minutes seconds and then remain
on solid. Page 2. If you experience these These engines are designed to meet all symptoms, try
another brand of gasoline before consid- emissions regulations and provide opti Gasoline
stability additives are recommended. Have the exhaust system inspected every Carbon
monoxide CO in exhaust gases is deadly. Have any abnormal Follow the precautions below to
prevent carbon conditions repaired promptly. Continued come on. This is the vehicle is
refueled. The following trailer towing related definitions will assist Do not load your vehicle any
heavier than the you in understanding the following information: GVWR. The entire weight of
the trailer must be supported by the scale. It is important that you do not exceed the maximum
front or rear GAWR. Consult with your tow and should be used to assist you in selecting the
hitch and trailer manufacturer or a reputable Rec- correct trailer hitch for your intended towing
condition. See Note 2. To promote proper break-in of your vehicle drivetrain Improper towing
can lead to a collision. Follow these components, the following guidelines are recommended:
guidelines to make your trailer towing as safe as possible: CAUTION! GTW vehicle and trailer.
Always connect the chains to 3. GAWR the frame or hook retainers of the vehicle hitch. Cross
the chains under the trailer tongue and allow 4. When towing a trailer equipped with before
towing a trailer. Use a factory approved trailer har- ness and connector. If the trailer weighs
more than 1, lbs kg loaded, it should have its own brakes and they NOTE: Do not cut or splice
wiring into the vehicles should be of adequate capacity. When using the AutoStick shift control,
select the highest gear that allows for adequate performance and avoids Cooling System
frequent downshifts. Damage to the drivetrain will result. If these vehicles require towing, make
sure all drive wheels are OFF the ground. Internal damage to the transmission or transfer case
will occur if a dolly is used when recreational towing. Driving with a hot cooling system could
damage You or others can be badly burned by hot engine your vehicle. If the pointer rises to the
H red mark, coolant antifreeze or steam from your radiator. If the instrument cluster will sound a

chime. To avoid the risk of forcing the vehicle off the jack, do not tighten the lug nuts fully until
the vehicle has been lowered. Failure to follow this warning may result in personal injury.
Continued The jack and jack-handle are stowed under the load floor under a vehicle that is on a
jack. If you need to get in the cargo area. Turn on the Hazard Warning flasher. The compact
spare tire is stowed under the rear load floor 3. Set the parking brake. If Carefully follow these
tire changing warnings to help prevent personal injury or damage to your you need to get under
a raised vehicle, take it to a Remove the scissors jack and lug wrench from the spare wheel as
an assembly. Loosen, but do not remove, the wheel nuts by turning them to the left one turn
while the wheel is still on the ground. NOTE: There are front and rear jacking locations on each
side of the body. Using the swivel wrench raise the vehicle by turning securely engaged. Raise
the vehicle only until the tire just clears the surface and enough clearance is 3. To avoid
possible personal injury, handle the wheel covers with care to avoid contact with any sharp
edges. NOTE: The wheel cover is held on the wheel by the wheel nuts. When reinstalling the
original wheel, prop- erly align the wheel cover to the valve stem, place the wheel cover onto the
wheel, then install the wheel nuts. A loose tire thrown forward in a collision or hard 8. Remove
the wheel blocks and lower the jack until it is stop could injure the occupants in the vehicle.
Install the five wheel lug nuts with the cone shaped end of the nut toward the wheel. Lightly
tighten the lug nuts. After 25 miles 40 km check the lug nut torque with a 3. Lower the vehicle to
the ground by turning the jack torque wrench to ensure that all lug nuts are properly handle
counterclockwise. Foreign objects e. Once the sealant dries, it can easily be peeled off and
properly discarded. In tire and running the air pump. Move the vehicle as case of an allergic
reaction or rash, consult a phy- necessary to place the valve stem in this position sician
immediately. Remove the cap from the valve stem and then screw the fitting at the end of the
Sealant Hose 6 onto the fluid will flow from the Sealant Bottle 1 through the valve stem. Connect
the Power Plug 8 to a different 12 Volt quickly from approximately 70 psi 4. Continued least 26
psi 1. Tire Service Kit is not a permanent flat tire repair. Have the tire inspected and repaired or
replaced after 4. Uncoil the Sealant Hose 6 clear in color. Volt outlet. To access the battery
remove the air intake duct by turning the two finger screws, located on the radiator support.
Once the engine is started, remove the jumper cables If frequent jump-starting is required to
start your vehicle in the reverse sequence: you should have the battery and charging system inspected at your authorized dealer. Disconnecting The Jumper Cables 1. Use the least amount of
accel- before rocking the vehicle. If a malfunction occurs and the gear selector cannot be Fast
spinning tires can be dangerous. Forces gener- moved out of the PARK position, you can use
the ated by excessive wheel speeds may cause damage, or following procedure to temporarily
move the gear selec- even failure, of the axle and tires. Press and maintain firm pressure on the
brake pedal. Insert the screwdriver or similar tool into the access port, and push and hold the
override release lever forward. Page Engine Compartment - 2. This system monitors further
damage to the emission control system. It the performance of the emissions, engine, and
automatic could also affect fuel economy and driveability. This might indicate a damaged cap. If
ment. Approximately 15 seconds later, one of two things will system to update. A recheck with
the above test routine happen: may then indicate that the system is now ready. Continued
before starting the engine after it has sat overnight. Contact your authorized dealer, service You
may use synthetic engine oils provided the recom- station or governmental agency for advice
on how and mended oil quality requirements are met, and the recom- where used oil and oil
filters can be safely discarded in mended maintenance intervals for oil and filter changes your
area. Only high quality filters should be intervals. To avoid risk of personal at the start of each
warm season. Pivot the glove compartment downward. When installing the filter 4. Disengage
the two retaining tabs that secure the filter cover, make sure the retaining tabs fully engage the
cover to the HVAC housing, and remove the cover. Prior to Operation of the wipers on dry glass
for long periods the application of any lubricant, the parts concerned may cause deterioration of
the wiper blades. Always use should be wiped clean to remove dust and grit; Leaded gasoline
will destroy the odorless. Breathing it can make you unconscious effectiveness of the catalyst
as an emissions control and can eventually poison you. If the engine coolant antifreeze is dirty
or rusty in appearance, the system should be drained, flushed, and refilled with fresh engine
coolant anti- WARNING! Continued visible sediment, have an authorized dealer clean and
Organic Additive Technology OAT engine cool- flush with OAT coolant antifreeze conforming to
ant is different and should not be mixed with MS. Continued MS. Continued The coolant bottle
provides a quick visual method for pressure cap while the system is hot or under determining
that the coolant level is adequate. With the pressure. Brake System In order to assure brake
system performance, all brake Be sure to clean the top of the master cylinder area before
Continued result of a leak in the hydraulic clutch release system. Avoid using transmission
sealers as they may checked. Operating the vehicle with an improper fluid adversely affect

seals. Do not use chemical flushes in your transmission as If a transmission fluid leak occurs,
visit your autho- the chemicals can damage your transmission compo- rized dealer immediately.
Such damage is not covered by the New If a transmission fluid leak occurs, visit your authoVehicle Limited Warranty. Fluid changes are not necessary unless lubri- cant has become
contaminated with water. Lubricant Selection NOTE: If contaminated with water, the fluid should
be Use only the manufacturers recommended transmission changed immediately. They will
perma- Stain Repel seats may be cleaned in the following man- nently damage this finish and
such damage is not cov- ner: ered by the New Vehicle Limited Warranty. Dry with a soft cloth.
Do not bleach, dye, or clean the belts with chemical When installing hanging air fresheners in
your ve- solvents or abrasive cleaners. This will weaken the fabric. Do not disassemble or
modify the system. This center contains cartridge fuses and mini-fuses. A label that identifies
each component may be printed on the inside of the cover. Take care not to touch the bulb with
your fingers. Body oils from your fingers NOTE: Lens fogging can occur under certain atmocould cause excessive heat buildup which reduces bulb spheric conditions. Raise the liftgate.
Use a screw driver to gently pry against the side of the snap tab to remove the lamp from the
liftgate. Remove the two push-pins from the taillamp housing. Metric Fuel Approximate Do not
use additional specified Organic Additive Technology OAT en- rust inhibitors or antirust
products, as they may not gine coolant antifreeze , may result in engine be compatible with the
radiator engine coolant and damage and may decrease corrosion protection. Failure to use the
correct fluid may affect the function or performance of your transmission. Automatic
Transmission Six-Speed â€” The oil change indicator system will indicating that an oil change is
necessary. Rotate at the first sign of irregu- la
wiring harness diagram kenwood
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r wear, even if it occurs before the oil indicator system turns on. Inspect front suspension, boot
seals. CVT only Change the automatic transmission fluid six-speed only if you frequently drive:
on rough or unpaved roads, on mountain roads, on short trips, in heavy city traffic during hot
weather, or if you use the ve- hicle for police, taxi, fleet, or frequent trailer towing. Continued
yearly intervals do not apply. If you purchased a when you purchased the vehicle. The
temperature grade for this tire is established for a tire that is properly inflated and not
overloaded. Excessive speed, under-inflation, or excessive load- ing, either separately or in
combination, can cause heat buildup and possible tire failure. Use frequency signals. Mobile
two-way radios and telephone only fully shielded coaxial cable. All Rights Reserved. Printed in
U. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an account? Sign
up! Restore password. Upload from disk. Upload from URL.

