Dr trimmer belt diagram

Click here to help. Other users of howtomendit. The more detail and information you provide in
your question the easier it is for others to help you. To mend any household, kitchen, or other
electrical appliance start here. Attempting repairs can be dangerous. In many instances work
should only be undertaken by a qualified professional. Ensure you have read our Small Print
page before using information supplied via this website. Garden Tools, Lawn Mowers other
questions Related questions - belt, replacement, dr, mower Add a question. Hytec dimmer
switch? Added recently How can I fix my model Dualit mini oven? Added recently DNS derver
not responding? Added recently daf cf 85? Added recently. We use Cookies. See our Privacy
Policy. Ask for free help. Search: Go. These categories may also be of interest Click here for
Garmin repair information. Click here to ask a question. Who answers the questions? How can I
fix my Lawn Mower? How can I mend my VW Passat? Navigate to I inherited a DR trimmer
mower when my dad passed away. I need to replace the belt but haven't been able to find the
owners manual. It's at least five years old and the model number is worn off or I'm just not
looking in the right place. It's red and is 5. I need a diagram or something to tell me how the belt
is put on. Donna Anderson May There is more help available. Mend - belt, replacement, dr,
mower. A quick run down is that you need to get it up in the air or if not possible you need to
drain the fuel andoil so you can tip up carefully onto it's handlebars and if it's time for a new
belt its a good time to do an oil change anyway. But lets go on first you simply need to remove
the old belt easiest way is to cut it using a pair of diagonal cutter pliers or even a sharp ginsu
knife but be careful. Hope this helps some. Tom Kehoe August Have had our machine for over
10 years and love it. Bostrom June Add An Answer Form Add your answer using the form below
The question:. Your answer:. Add your answer here. Try to include as much detail as possible.
Your name:. Enter your name as you wish it to be displayed. Other questions in this category Garden Tools, Lawn Mowers. Have change ignition switch and solenoid but nothing. Engine
wont even turnover. If i put screwdriver across the solenoid terminals it turns over and starts.
Driving me mad. Click here for the repair. Mountfield sp blade? Clockwise or anti-clockwise bolt
removal for blade replacement? New lawn mowers with FOX brand. Where are they from? No
country of origin in descriptions Click here for how to mend it. Flymo ? Why wont blades stay in
cutting disc Click here for the fix. I need an illustration for rewiring the safety switch including
rheostat connections on a atco qualcast 30 cylinder mower, can you help? How to replace red
trigger and the rest of mechanism. Is there any diagrams of how the red trigger and all the rest if
the mechanism of the handle please How can I fix my model Dualit mini oven? MVI Camcorder
Fault? DNS derver not responding? Thank you for the advice. It worked on my broken toaster.
Debra Jan To search for repair advice click here. To find out how to mend it click here. How can
I fix my Alcatel mobile? Click here to help. Other users of howtomendit. The more detail and
information you provide in your question the easier it is for others to help you. To mend any
household, kitchen, or other electrical appliance start here. Attempting repairs can be
dangerous. In many instances work should only be undertaken by a qualified professional.
Ensure you have read our Small Print page before using information supplied via this website.
Garden Tools, Lawn Mowers other questions Related questions - belt, replacement, dr, mower
Add a question. Hytec dimmer switch? Added recently How can I fix my model Dualit mini
oven? Added recently DNS derver not responding? Added recently daf cf 85? Added recently.
We use Cookies. See our Privacy Policy. Ask for free help. Search: Go. These categories may
also be of interest Click here for Silencio repair information. Click here to ask a question. Who
answers the questions? How can I fix my Lawn Mower? How can I repair my Vauxhall Movano?
Navigate to I inherited a DR trimmer mower when my dad passed away. I need to replace the
belt but haven't been able to find the owners manual. It's at least five years old and the model
number is worn off or I'm just not looking in the right place. It's red and is 5. I need a diagram or
something to tell me how the belt is put on. Donna Anderson May There is more help available.
Mend - belt, replacement, dr, mower. A quick run down is that you need to get it up in the air or
if not possible you need to drain the fuel andoil so you can tip up carefully onto it's handlebars
and if it's time for a new belt its a good time to do an oil change anyway. But lets go on first you
simply need to remove the old belt easiest way is to cut it using a pair of diagonal cutter pliers
or even a sharp ginsu knife but be careful. Hope this helps some. Tom Kehoe August Have had
our machine for over 10 years and love it. Bostrom June Add An Answer Form Add your answer
using the form below The question:. Your answer:. Add your answer here. Try to include as
much detail as possible. Your name:. Enter your name as you wish it to be displayed. Other
questions in this category - Garden Tools, Lawn Mowers. Have change ignition switch and
solenoid but nothing. Engine wont even turnover. If i put screwdriver across the solenoid
terminals it turns over and starts. Driving me mad. Click here for the fix. Mountfield sp blade?
Clockwise or anti-clockwise bolt removal for blade replacement? Click here for how to mend it.
New lawn mowers with FOX brand. Where are they from? No country of origin in descriptions

Click here for the repair. Flymo ? Why wont blades stay in cutting disc I need an illustration for
rewiring the safety switch including rheostat connections on a atco qualcast 30 cylinder mower,
can you help? How to replace red trigger and the rest of mechanism. Is there any diagrams of
how the red trigger and all the rest if the mechanism of the handle please How can I fix my
model Dualit mini oven? MVI Camcorder Fault? DNS derver not responding? Thank you for
these wonderful tips! Sally Feb Where can I find a driver for my webcam? To search for repair
advice click here. To find out how to mend it click here. How can I repair my Classixx
Dishwasher? Click here to fix Miele products. Quick Links. Please let us know of any questions
or problems you may have. Page 4: Safety Instructions Use extra caution when mowing in wet,
slippery conditions. Keep at least 50 feet clear of bystanders, and always turn the machine off
when someone approaches to avoid causing injury from thrown objects. Connect the black wire
by pushing the plastic connector onto the negative - terminal Figure 1. Electric-Starting
Electric-Starting models only 1. Page Stopping The Engine 3. Grasp the recoil starter handle
Figure 3 , and slowly pull until resistance is felt. Let the cord retract a little bit, then pull the cord
rapidly to start the engine. Then, return for another pass with the machine in PTA mode. Always
turn the engine off when installing or changing cutting cords. Figures 9 and 10 illustrate how
the cords are installed on the line plates. It may look complicated, but once you've done it a
couple of times it's really very easy. There are two sets of installation points on each line plate,
degrees apart. Page 13 Cord Installation The standard cord installation method is shown in
Figures This is how your trimmer is shipped from the factory. Insert the ends of the cords into
the openings in the line plate, as shown in Figures 10 and There are different sized arrows at the
insertion points to indicate what size cords fit the holes. Because conditions and vegetation
vary so much, experiment with the different cord weights in order to discover what works best
for your particular mowing and trimming situations. Page Obstacles PTA function. Please see
page You can also mow wet areas such as ditches and around ponds Figure Page Slopes The
machine ejects cut material to its right, so you can use it like a lawn broom to make windrows
for easy clean-up. Page Battery Care Electric -Starting Models Only Note: Using the recoil
starter and then running the engine will not recharge a dead or significantly discharged battery.
Disconnect and reconnect the battery wires black to black and red to red and check the wire
connections at the key switch. Before performing any maintenance procedure, the engine
should be stopped and the spark plug wire disconnected. Caution: Improper installation may
cause damage to the bearings. Please follow these directions carefully. Reassemble the
components in the order shown in Figure Remove the nuts on either side of the stone guard
and drop it from the frame. Page To Remove And Replace The Belt You can access the
underside of the Trimmer without having to drain the gas and oil by tilting it back on its
handlebar. Use only DR Belts for replacement parts. Do not use hardware store variety belts.
Page 25 5. Loosen idler pulleys 1 and 2 Figure Remove the bracket from idler pulley 1 in order to
remove the belt. Remove the belt. Install the new belt. Page Cable To Adjust the Belt Tension
through the Trimmer Control Cable If the trimmer head stops spinning when the bail bar is
engaged and the machine is operating under a heavy load, the belt may be too loose and the
trimmer control cable may need to be adjusted to put more tension on it. If not, do so. Page 29
Check the operating tips in the section on breaking cords above. The DR is designed to cut
green material up to about the thickness of a pencil. GAS: Fill the gas tank with clean, fresh,
unleaded gas. OIL: Check the oil level with the dipstick and add more if necessary only add oil
to the level indicated on the dipstickâ€”do not overfill. Print page 1 Print document 36 pages.
Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload from
disk. Upload from URL. Shopping Cart. Submit Search. Sign in Sign in with Password. Cart
Shopping Cart 0 item s in your cart. Restore a saved shopping cart. Preferred Partners of. Yard
Man Parts. Grid is 1-inch square. Watch The Repair Video. Part Number: A. Add to Cart. Ships
within 1 business day. Repair Instructions. Shipping: Ships Worldwide. Description: This is an
authentic OEM sourced v-belt, it is not an aftermarket equivalent. It is specially designed for use
with walk-behind wheeled trimmers. This high quality rubber belt drives the spindle assembly
that cuts the grass. Make sure to clean pulleys before installing the new belt. This will help to
ensure top performance and longevity with your new belt. Please note, one v-belt is included
per order. To complete this repair you will need a set of wrenches. Warning: California's
Proposition Compatibility This part is compatible with the following machines: Yard Man. I just
need the length of the belt. Dawg asked on Hello Dawg, thank you for your question. I hope this
helps! Did this question help you? Yes No. I need the belt for the trimmer mower. What is the
correct belt that I need. Peter for model number St cub cadet string trimmer asked on Hello
Peter, thank you for your question. The belt for that model is Part Number: Please enter the part
number into the site for current price and availability. Good luck with your repair! Need 52 inch
v belt for Troy weed trimmer. Sammy Roye for model number None asked on Hello Sammy,

thank you for writing. We do need the model number to match parts to units. Ask a question.
Ask our experts a question about this part and we will respond as soon as we can. Join our VIP
email list to receive money-saving-advice and special discounts. Model Number Recommended.
Submit your question. Thank you for your question! Our experts will get back to you as soon as
they can. Ask Another Question. Continue Shopping. V-Belt - A. Would not cut weeds belt was
slipping. Removed the belt cover, loosened up the pulley, removed the old belt and installed the
new one. Belt was slipping on my high wheel trimmer. Removed the safety cover. Removed the
front pulley 1 bolt on the bottom 3. Removed the tensioner 1 bolt 4. Then removed the belt and
reversed the order Works fine now! Click to filter by ratings:. Showing reviews with 4 stars.
Show All Reviews. Guest - July 10, Verified Purchase. Belt worked perfectly. Website was easy
to use. Guest - July 1, Verified Purchase. Quality product at Affordable Price. Item purchased
was a quality product. I will do business with this company in the future and will tell others. One
positive is the fast turn around time from ordering to receiving the item. Thanks again. Guest May 10, Verified Purchase. Item was listed as shipped but tracking said it was never received by
usps. I did an inquire with co and was told usps does not always list it properly. I received belt
but was to late to use equipment due to snow. It is sitting in my garage possibly to sell. Guest November 6, Verified Purchase. Verified Purchase. Sign up. Thank you! Your email, , has been
added to our mailing list. We were unable to add your email to our mailing list. Millions of Parts
From Top Brands. Need Help? Customer Service. This is an authentic OEM sourced v-belt, it is
not an aftermarket equivalent. Quick Links. Related Manuals for dr trimmer mower Pro Lawn
Mower dr trimmer mower 3. Please let us know of any questions or problems you may have. We
don't want you to get injured, so please take a few moments to read the following guidelines for
safely operating your new machine. Never leave the engine running when refueling, changing
cords or checking, cleaning or working on the machine. Keep at least 50 feet clear of
bystanders, and always turn the machine off when someone approaches to avoid causing injury
from thrown objects. II Dress Appropriately Take one of the two stone guard clamps and
position it around the axle Figure 4. Install the second clamp midway along the opposite side of
the axle in the same way. Turn the open ends of the clamps upward. Page 11 3. Bring the upper
handlebar section up and over the front end of the machine. Let it rest there. Step 5: Install the
Handlebars A Lower Handlebar Note: There are 2 U-bolts, 4 washers, and 4 lock nuts in your
parts bag that will be needed for the lower handlebar Page 12 5. Make sure the control cables
are over the lower handlebar. Mount the upper handlebar with the bolt going through the bottom
hole. The cup in the outside adjuster should fit snuggly against the upper handlebar Figure 9.
Add the knob and tighten. Page 13 To prevent the battery from discharging during shipment, all
electric-starting trimmers are shipped with one or both battery wires disconnected. See the red
wires for comparison. Page 14 Important! Please refer to your engine manufacturer's owner's
manual for more detailed oil information. On the PRO model: Prime the engine. Make sure you
completely cover the air hole. Push the black primer bulb Figure 17 for Page Stopping The
Engine 2. Push the black primer bulb Figure 17 for three seconds and completely release it,
letting it pop back to its original position. Repeat three to four times. The Commercial model
does not have a primer. Page Cutting Cords 4. Grip the sides of the handlebar, pulling up with
one hand and pushing down with the other, swinging the front of the trimmer to the left or right.
Page 20 Cord Installation The standard cord installation method is shown in Figures This is how
your trimmer is shipped from the factory. Insert the ends of the cords into the openings in the
line plate, as shown in Figures 23 and There are different sized arrows at the insertion points to
indicate what size cords fit the holes. Because conditions and vegetation vary so much,
experiment with the different cord weights in order to discover what works best for your
particular mowing and trimming situations. Simply install the cutting cords at the line plate that
gives you the desired height. Page Obstacles There are two ways to adjust the height of the
handlebar: 1. Loosen both of the adjustment knobs Figure 29 and move the handlebar up or
down as needed. It's important that the adjustment is the same on both sides. Use the notches
on the adjusters to measure how many teeth you've moved away from the center. Be sure to
keep the uncut material to your left, maintaining a clear discharge area to your right Figure If the
machine can't do it all in one pass, overlap half of the cutting swath. The machine ejects cut
material to its right, so you can use it like a lawn broom to make windrows for easy clean-up.
Page Battery Care Electric-Starting Models Only Note: Using the recoil starter and then running
the engine will not recharge a dead or significantly discharged battery. To Connect a Battery
Charger 1. A fully charged battery should read 12 volts under load. Manually start the engine
and then put a volt tester on the battery. If you need to charge the battery, follow the directions
above. Before performing any maintenance procedure, the engine should be stopped and the
spark plug wire disconnected. Caution: Improper installation may cause damage to the
bearings. Please follow these directions carefully. Reassemble the components in the order

shown in Figure As part of your regular maintenance routine, follow the steps below to keep the
bearing housing assembly free of debris. Detach the brake arm Figure Pull the belt off the
pulley. Remove the spring or release the break from the bearing housing Figure Turn the
Mow-Ball Support assembly by hand. It should turn freely, without resistance. Page 32 3. Detach
the brake arm from the brake assembly Figure Remove the brake assembly and spring from the
bearing housing Figure To remove the pulley, unscrew the set screw from the pulley Figure 43
with an Allen wrench. Remove the bearing housing assembly see page Page To Adjust The Belt
Tension Through The Trimmer Control Cable To Adjust the Belt Tension through the Trimmer
Control Cable If the trimmer head stops spinning when the bail bar is engaged and the machine
is operating under a heavy load, the belt may be too loose and the trimmer control cable may
need to be adjusted to put more tension on it. Push the Engine won't start manually primer bulb
3 to 5 times, releasing completely each time. Clean them following the instructions in the engine
manufacturer's owner's manual. Page 38 control lever. Drop the bearing housing according to
the procedure in the maintenance section of this manual and check the pad for wear. Also make
sure the spring is not broken, missing or stretched. Try approaching them slowly, and from
different directions, to avoid unnecessary Page Parts List Extension Spring, 2" x. Be careful not
to spill gas on the engine shield. This manual is also suitable for: Commercial. Print page 1 Print
document 48 pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL. Skip to main content of results for "dr trimmer
belt". Skip to main search results. Eligible for Free Shipping. Customer Review. From Our
Brands. Packaging Option. International Shipping. Price and other details may vary based on
size and color. Get it as soon as Sat, Feb FREE Shipping. Amazon's Choice for dr trimmer belt.
Only 1 left in stock - order soon. Only 3 left in stock - order soon. Need help? Visit the help
section or contact us. Go back to filtering menu. There's a problem loading this menu right now.
Learn more about Amazon Prime. Get free delivery with Amazon Prime. Back to top. Get to
Know Us. Amazon Payment Products. English Choose a language for shopping. Amazon Music
Stream millions of songs. Amazon Advertising Find, attract, and engage customers. Amazon
Drive Cloud storage from Amazon. Alexa Actionable Analytics for the Web. Sell on Amazon
Start a Selling Account. AmazonGlobal Ship Orders Internationally. Amazon Rapids Fun stories
for kids on the go. ComiXology Thousands of Digital Comics. DPReview Digital Photography.
East Dane Designer Men's Fashion. Shopbop Designer Fashion Brands. Deals and
Shenanigans. Ring Smart Home Security Systems. Amazon Subscription Boxes Top
subscription boxes â€” right to your door. PillPack Pharmacy Simplified. Amazon Renewed
Like-new products you can trust. Amazon Second Chance Pass it on, trade it in, give it a second
life. Skip to main content of results for "Dr Trimmer Parts". Skip to main search results. Eligible
for Free Shipping. Customer Review. Power Source. From Our Brands. Packaging Option. New
Arrivals. International Shipping. Get it as soon as Sat, Feb FREE Shipping. Only 5 left in stock order soon. Only 16 left in stock - order soon. Only 4 left in stock - order soon. Usually ships
within 6 to 10 days. MaxPower 14" x 1. ExpertPower 12 Volt 2. Only 1 left in stock - order soon.
Get it as soon as Tue, Mar 2. N
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