Ford c6 transmission manual

The Ford C6 is a heavy-duty automatic transmission built by Ford Motor Company between and
Compared to its predecessor MX transmission, the C6 offered lower weight, less complexity,
less parasitic power loss, and greater torque capacity for larger engines. It did this without
exceeding the packaging dimensions of the MX. These design goals were in line with those of
the C4 for smaller engines. To cut down on weight and cost, the C6 featured a simple, three
speed Simpson planetary gearset. To aid in shift quality and long term durability, it was the first
automatic transmission designed to use the Borg-Warner flexible shift band. It had disc clutch
plates instead of bands on the low and reverse gears. The C6 was used in trucks and cars with
larger engines. Five different bell housing varieties exist for use with various Ford engine
families:. The transmission is very popular in the sport of drag racing today, with units
equipped with manual valve bodies and transbrakes, some of which are air shifted. It is also
widely used in off-road applications due to its reputation of being nearly indestructible. It does,
however, have a reputation of greatly reducing performance as well as fuel mileage, due to the
amount of power it requires to operate. The C6 core components were used to build Ford's first
electronically controlled automatic transmission. The E4OD was introduced in and used in both
light and heavy duty applications. The E4OD has four forward speeds and electronic shift
controls replacing the hydraulic governor control mechanism of the C6. The E4OD was updated
in and this new transmission was the last rendition of the C6. It was largely the same as the
E4OD, but with some changes to internal components to address durability concerns when put
behind the ever increasingly powerful Powerstroke Diesel Engine. In it was fitted with a PTO for
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3-speed automatic transmission designed primarily for high-power V-8 engines and employs a
conventional, non-locking torque converter. The C6 differs in its size and having a larger
caseâ€”where bellhousing and main case are one integral casting. This means you are faced
with choosing between at least four basic types of C6 bellhousing patterns. The C6 consists of
a torque converter, front hydraulic pump, Simpson compound planetary gearsets controlled by
one band, three disc clutches, a single one-way roller clutch, and a simple mechanically
controlled hydraulic control system. The C6 differs from the smaller C4 in its low-reverse
function. Instead of a low-reverse drum as in the C4, you instead have a low-reverse clutch
package tied to the case, which performs the same function in a C6. This means the C6 is
equipped with one band and servo instead of two. For special driving conditions on snow and
ice, the small dot off detent starts you out in second gear, with upshift into final drive once you
get going. For the first-year the C6 was a standalone unit, meaning the valve body was
Dual-Range for that year only. The C6 remained in production long after it was dropped from
Ford passenger cars and trucks because it remained popular with companies that needed it for
heavy-equipment applications. This is the small-block C6 with the six-bolt small-block
bellhousing for W and C engines. Venting comes from a mushroom vent on top of the case.
Some series and M-series C6s are finned and others are not. Fins add strength and some
degree of cooling capacity because they radiate heat. Function begins with the front pump, a
simple gear pump that provides hydraulic pressure for operation and lubrication for moving
parts. The system is protected with drain-back and pressure-relief valves. The drain-back valve
keeps the torque converter full after shutdown. A pressure-relief valve prevents overpressure
and catastrophic failure. You get better load distribution and torque multiplication through
Simpson planetaries and a ring gear around a sun gear. And this is where you are in first and
second gear. The objective is to get power from the input shaft to the output shaft via a series of
planetaries and clutches. In neutral, the forward clutch turns with the input shaft and torque
converter turbine. With all of its clutches and steels, the forward clutch transfers power to the
ring gear, which is mated to the forward planet carrier. Some FE C6s were finned later in
production for added strength. Expect to see Ford casting and part numbers on all castings
including: tailshaft housings, clutch pistons, ring gear hubs, governors, and more. This number
is only the last engineering change, so expect to see a that was actually cast in as one example.
And because the valve body is in two halves, expect to see different casting number years on
each half, depending upon engineering changes. The forward planet carrier is tied to the output
shaft via the sun gear. When the transmission is in first or second gear, the forward planet is

always in motion. As the reverse-high clutch direct clutch and input shell come into play, power
begins to flow. The reverse-high clutch rides on the pump stator. It is also mated to the forward
clutch. When you apply the reversehigh clutch, it engages the forward clutch. The reverse-high
clutch is linked to the input shell, which is connected to the sun gear. As power flows to the sun
gear, it travels to the low-reverse or rear planet carrier to the low-reverse ring gear, which is
splined to the output shaft. The C6 differs in where the power travels at this point. Instead of a
low-reverse band and clutch drum, you have a low-reverse clutch locked into the transmission
case. When you apply the intermediate servo and band to the forward clutch cylinder, power is
channeled through the forward planet, which becomes second gear during the upshift. In first
gear, the input shaft turns the forward planet, which reverses input shaft rotation to the sun
gear. The sun gear is splined into the lowreverse rear planet, which again reverses rotation to
the output shaft. This gives you a gear reduction of 2. At a glance, the huge C6 pan has a little
dogleg at the vacuum modulator, which makes it easy to identify. In second gear, fluid under
pressure energizes the intermediate servo, thereby locking the band, forward clutch drum, and
sun gear. The forward planet rotates around the sun gear, which provides support at this point.
This drives the forward ring gear, which drives the output shaft in the same direction at a ratio
of 1. When a C6 shifts into final drive, the intermediate band releases the forward clutch drum,
and both forward and reverse-high direct clutches are applied. With the reversehigh and
forward clutches applied, both input and output shafts are connected and the entire package
rotates at the same speed for a 1. In reverse gear, the low-reverse clutch is applied to hold the
reverse planet stationary. When this happens, the reverse-high clutch is applied to get the input
shaft tied to the sun gear. Because the reverse planet is held still, this causes the sun gear to be
driven in the opposite direction as the input shaft. This turns the the ring gear, which is tied to
the output shaft, at a ratio of 2. Hydraulic pressure is there for control and lubrication purposes
in the C6. Pump pressure, also known as line or control pressure, has to be controlled for
proper and safe operation. Fluid flow begins at the pump cavity and flows into the torque
converter. This is why it is important to have fluid in the converter during installation. Fluid in
the converter primes the system and gets fluid moving from the sump to the pump to the
converter. There are two valves important to this discussion: the drain-back valve and the
converter pressure-relief valve. It unseats at 5 psi during engine start and allows fluid flow. The
converter pressure-relief valve, which vents to the sump during overpressure 90 psi , is next in
line. The main regulator valve is next, which regulates control pressure. Next in line is the
governor, which is mounted on the tailshaft. The governor has two valves that work hand in
hand. The primary valve starts to work when vehicle speed reaches 10 mph. This keeps the
governor from going to work below this speed. Once the primary governor opens, allowing fluid
pressure to pass, the secondary valve comes on line as a means of controlling the shift point
based on vehicle speed. Valve piston movement is countered by spring pressure. As vehicle
speed increases, centrifugal force causes the valve pistons to override spring pressure and the
valves open one at a time with corresponding speed. Shift control is determined by both the
vacuum modulator throttle valve and the kickdown linkage after the governor comes on line.
The greater the intake manifold vacuum, the lower the control pressure for a sooner, softer
upshift. When we have low intake-manifold vacuum at wideopen throttle, the throttle valve helps
increase control pressure for a firm upshift, which is what you want at wide-open throttle. As
with the C4, throttle valve adjustment on the C6 is key to proper operation and reliability.
Transmission sump temperature should be at a hot idle. Cold transmission fluid gives you an
erroneous pressure reading on the high side because the fluid is denser when cold. The gauge
pressure range needs to be 0 to psi. First, you must establish proper throttle valve function.
Does the throttle valve work properly? Is there vacuum leakage? This is checked with the
throttle valve removed using a vacuum pump or intake manifold vacuum from an operating
engine at idle. There should also be diaphragm and rod movement at 18 to 22 inches of vacuum.
At higher elevations, your engine may struggle to maintain 18 inches at idle. Anything lower
than 18 inches of vacuum indicates engine health problems that must be corrected or you have
a really lumpy camshaft profile. If you have at least 18 inches of vacuum and the selector is in
any forward gear, you should see 40 to 61 pounds of line pressure. In reverse, you want 60 to 93
pounds of line pressure. With the throttle open at 10 inches of vacuum and the transmission in
any forward gear, you should see to pounds of line pressure. At low vacuum, expect to see to
pounds of line pressure in any forward gear. In reverse at low vacuum, expect to see to pounds
of line pressure. When line pressure is too high, shifts become harsh. To increase control
pressure, throttle valve adjustment needs to be turned clockwise. Ford says one full turn either
way adjusts line pressure 2 to 3 psi. Check line pressure at idle, at 10 inches, and then at 3
inches of manifold vacuum to determine if any further adjustment needs to be made. But you
must be careful to properly match servo covers, pistons, and apply levers. This requires

thorough examination of the Ford Master Parts Catalog if you want to be absolutely certain of
the intermediate servo pieces you need for your C6. Expect to find N, L, P, and S servo covers,
which are the most common servo covers, though I am sure there are more. Where it can get
tricky is the variety of intermediate servo apply levers. Three ratios are available: 1. In other
words, the R servo is a no-brainer because racers have been using it for decades with great
success. The R servo arrived for the C6 with the Cobra Jet engine in and is a proven performer.
The C6, unlike the C4, uses an intermediate servo apply lever to help provide mechanical
advantage to apply the intermediate band. There are six servo-apply-lever ratios to be aware of,
and you must be very careful of which ones you use with corresponding servo covers and
pistons. Broader Performance advises against the use of the F 2. Here are the six known Ford
servo-apply-lever ratios. The higher the servo-apply-lever ratio, the greater the apply force.
These letter codes can be found cast into each apply lever. Protocol for the C6 front pump is the
same as it is for the C4, with no special modifications needing to be made. Inspect the pump
cavity and gears for abnormal wear patterns and scoring. Any excessive wear patterns call for
pump replacement. And then fill the pump cavity with assembly lube for a good start-up. During
the s, the manual valve went from an internal detent to an external detent with a case-mounted
detent roller and band. This is something to be mindful of as you amass parts for your C6. Make
sure your valve body and transmission case match. If you have the external detent mounted on
the case, you want a free-sliding manual valve. Whenever you source a C6 valve body, always
determine origin because applications vary greatly. Diesels call for an extremely firm shift
program for a more solid transfer of torque. Broader Performance offers a reasonably priced
variety of C6 valve body packages depending on how you intend to use your C6. Broader
Performance goes to extreme detail with its blueprinted valve bodies, offering you everything
from a stock auto-shift valve body, manual and reverse-pattern, to pro tree. These valve bodies
are machined to provide a perfect mating surface. Each C6 valve body is assembled and
calibrated to your application. The main thing to remember when searching for a valve body
core is to know where it came from for reasons of compatibility and calibration. Read casting
numbers and date codes, then, check the Ford Master Parts Catalog to determine origin. This
transmission was designed and produced to be Ford-tough like no other automatic had been to
date. This means the C6 takes a pounding with stock components and red street frictions and
comes back for more. This is an extremely rugged transmission as it came from Ford. For your
street build, few modifications are necessary to achieve durability and performance. The only
really bad news with C6 transmissions is internal drag due to dated thrust washer design, which
promotes friction. All racers have their C6 tricks, and I touch on a few of them here. Torrington
Bearings Instead of using thrust washers, these components are designed to reduce internal
friction by using Torrington bearings, which are actually upgrades found in the Ford E4OD
heavy-duty overdrive transmission. The Low-Drag Planetary gear set offers the durability and
mechanical advantage of six-pinion performance instead of three each as you find in the C6.
Although this gearing is engineered for the Modular V-8 and V engines with their different
torque curves, it works quite well in drag racing because vintage big-blocks offer you the
acceleration advantage. One of the most important elements of a transmission build is proper
seal use and installation. Take note of what type of seal is on each component during
disassembly to ensure the same type of seal goes back on. You may find transmission failure
from time to time where seals were improperly installed or wrong seals were used. When you
install clutch pistons, do it gently and carefully to prevent seal damage, which is one of the
leading causes of transmission failure. Torrington bearings throughout greatly reduce frictional
issues. Some transmission techs endorse removal of the wavy washer in the forward clutch for
the addition of a clutch friction. We have five clutch frictions as it is, which is satisfactory, and
plenty for the street. And while I am on the subject of clutches, some transmission shops dress
the steels for improved traction. Clutch drums should be dressed with to grit paper because
traction here is critical to better upshifts. The wider you can spec your band width, the better. I
cannot overstress the importance of checking clutch clearances followed by an air-check on
each. During forward clutch assembly, pay close attention to the Belleville spring condition.
Unseen hairline cracks can cause the Belleville spring to break during that first road test. I am
often inclined to suggest a new Belleville spring with every transmission build because this
piece gets stressed to where cyclic fatigue takes its toll. After you replace the manual and
kickdown shifter seals this is the end result. Because the C6 has a history of popping into
reverse gear without advanced notice, you want to double-check the detent and make sure it is
solid and secure. This is a critical safety item; so pay very close attention to detail here. C6
build-up is in subassemblies beginning with the forward clutch shown here. Lubricate
clutch-piston seals with assembly lube and roll them into place. Outer seal goes on the piston
and inner seal goes inside the clutch drum. Gently press into place the forward clutch piston,

paying very close attention to seal activity left. Use great care, walking each seal carefully into
place using a seal manipulation tool right. It is very easy to damage the seals. This lock ring
secures forward clutch piston. Forward clutch gets the Belleville clutch-piston return spring,
also known as a disc spring. This spring returns the piston to rest when hydraulic pressure
stops. After the pressure plate, install this wavy washer. Some transmission professionals
suggest deleting the wavy washer and adding a friction. Not everyone agrees on this one.
Alternate clutches and steels with this clutch friction being first after the wavy washer. This
particular forward clutch gets five frictions and four steels. The close-up on the right shows
how clutch frictions are internally driven. Clearances are determined by snap-ring thickness.
There are three selective snap-ring thicknesses for setting forward clutch clearances:. After you
install all clutches and steels, install the pressure plate. Completed forward clutch looks like
this at rest with no pressure applied left. With pressure applied, forward clutch looks like this
right with clutches compressed and Belleville spring distorted. Note: number-3 and -4 thrusts
have both been lubed and installed mid-clutch. Reverse-high direct clutch piston receives its
seal and generous amounts of lubrication. Although transmission assembly lube is used here,
you can also use Vaseline for seal lubrication. Return springs and retainer are next. You can
use a clutch spring compressor shown or C-clamps for spring compression and snap-ring
installation. The number of springs depends on application. Inspect the reverse-high clutch
pressure plate for heat checking and thickness. Thickness determines clutch clearances though
adjustment is determined by selective snap-ring thickness. Install reverse-high clutches and
steels next. This one gets five clutches. Pressure plate is installed next, after clutches and
steels. This is the number-2 thrust washer. Recommended clutch clearances are. Selective
snap-ring thicknesses to adjust clearance are. On the left is a C6 forward clutch hub. Move
thrust washer over the E4OD hub. Forward clutch gets a retaining ring for a secure union with
the reverse-high direct clutch drum. Forward clutch is mated to the reverse-high clutch drum.
This involves working the forward clutch back and forth until it completely seats in the
reverse-high clutch drum. Both assemblies should be completely flush if properly seated.
Numbers-3 and -4 thrusts are installed. This is a low-friction Torrington bearing. Carefully spline
the forward clutch hub into the forward clutch. Pay close attention to how the hub feels and
confirm it has seated. On the right is a C6 three-pinion forward planet carrier. Low-friction
Torrington bearings reduce internal friction by a wide margin. TCI Low Gear forward planet slips
right into the forward clutch hub ring gear. TCI forward planetary gets this Torrington thrust
bearing. Input shell and sun gear are next, splined into the forward planet. On the right is a
factory three-pinion example. Low-reverse clutch hub gets its new TCI one-way roller clutch. Be
careful with some applications, which have a lip seal that must be installed with the lip toward
the pressure source. Install a lip seal backward, and you do not contain the pressure. Your first
clue is soft or no engagement. Keep in mind what direction the pressure is coming from.
Carefully press the low-reverse clutch piston into the case, watching out for seal distortion.
When secure, there are 24 clutch-piston return springs to install. Secure the low-reverse
clutch-piston spring retainer with a spring compressor and snap-ring. You have to rent or
borrow one. Next install the one-way roller clutch inner race. Make sure to lubricate all surfaces.
Install the low-reverse clutch hub, making sure roller clutch fits neatly and smoothly around the
inner race. There should only be one-way rotation. Inspect low-reverse clutch steels for heat
checking. Lay out low-reverse clutches, steels, and pressure plate across a workbench in the
order of installation. Low-reverse steel goes in first. Low-reverse clutch friction is next, followed
by steels and clutches. These clutch frictions are splined into the low-reverse clutch hub.
Low-reverse clutch pressure plate goes in last, including the selective snapring, which is sized
to set clutch clearances based on thickness. Disassemble and inspect the governor assembly.
You want freedom of piston valve movement and proper spring pressures. Check for rattle. All
passages should be clear. After you reassemble the governor assembly it is ready for
installation. There is no gasket or seal, only perfectly machined surfaces. Carefully torque
governor fasteners to 80 to in-lbs. Never go on feel because overtightening means distortion
and valve malfunction. Check governor distributor sealing rings for fit and contact surfaces for
scoring. Any scoring is unacceptable and must be machined out or replaced. First lubricate the
governor distributor sealing rings then slide the assembly onto the output shaft. Inspect and
assemble the parking pawl. This weak spot for C6 transmissions must be closely inspected.
Check for solid, secure operation because this is a safety item. Lube and install the number
thrust washer. Closely inspect parking gear teeth for any damage or potential failure points.
Install the gear in the governor distributor sleeve. Press the governor distributor sleeve into
place. Torque the bolts 12 to 20 ft-lbs. Lubricate and install the output shaft, making sure it is
firmly seated in the case. If the output shaft is hard to turn, check sealing rings, contact
surfaces, and governor sleeve for any irregularities. Never force the shaft. This Torrington

thrust bearing is next. The installed low-reverse clutch package should look like this. The
low-reverse clutch and hub, one-way roller clutch, and the output shaft are visible. The reverse
ring and hub slide into the low-reverse clutch hub. Make sure all surfaces are lubed. TCI
six-pinion rear planet is next and should spline right into the reverse ring gear. Number-7
Torrington thrust bearing is next. Torrington bearings reduce internal friction and free up
power. The forward geartrain splines right in like this. Input shell and sun gear spline into rear
planet. TCI Powerband intermediate band goes in next. This takes careful navigating to where
the band-to-strut contact points fall in line with the adjustor and servo. Intermediate band and
both struts are in place. On the left is the servo apply lever and strut. On the right is the adjuster
and strut. Make sure struts are firmly seated refer to step 13 on page C6 transmissions are fitted
with a number of different intermediate- band servo apply levers. Each is identified by a letter
code and fulcrum design. The base Ford part number is The K right is 1. Input shaft should be
inspected for abnormal wear and twist. Input shaft splines into the forward clutch. Apply a thin
film of transmission lube for gasket retention prior to front pump installation. Inspect pump
gears and cavity to be satisfied with their condition. Install the gears and fill the cavity with
transmission fluid for a good wet start. Pull together the pump halves and torque the bolts to 28
to 40 ft-lbs. Front pump sealing rings are gapless. Hook the ends and overlap them to be flush.
Lubricate and install the pumphousing O-ring seal, making sure seal is square with groove. This
is the number-1 selective thrust washer, located at the front pump, which controls geartrain
endplay. If endplay requires adjustment, there are a variety of thicknesses available.
Reverse-high direct clutch can be air-checked through the front pump. Position the front pump
gasket and check for proper alignment. Line up and install the front pump assembly. Use a
center punch for alignment. Install the bolts and use them to run the pump down. Torque is
ft-lbs. Monitor seal status as the pump seats. This 2. This billet aluminum intermediate
assembly PN is a big step up from the Ford R servo right , which is typically recommended for
street-performance C6s. Lubricate and install the seals on the TCI intermediate band servo
piston. TCI servo cover receives its O-ring seal along with a gasket that goes between the cover
and main case. Servo cover and piston are mated and ready for installation. Install the TCI servo
cover and piston, taking extra care to not damage seals going in. Get cover and piston square
with the case and gently press into place. Torque is 12 to 20 ft-lbs. Hold the adjustment stud
and tighten the locknut 35 to 40 ft-lbs. The tailshaft housing gets a new TCI sleeve. Pay close
attention to the sleeve drain-hole location, which must line up with the casting provision. With
close attention to manual shift and kickdown levers, install the valve body. Although the
governor has already been installed, here is how to check valve body function through the
governor passage at the tailshaft. The throttle valve, which is actuated by the vacuumoperated
throttle valve assembly vacuum modulator. Check for a clean fit and lubricate with transmission
fluid before installation. Next install the throttle valve assembly and pin. This is a press-in
throttle valve with bracket common from on. Prior to , a screw-in throttle valve and gasket is
used. Pin lengths tend to vary depending upon application and what you want the transmission
to do. Warped and distorted pans leak regardless of what you do for a gasket. Pan contact
surfaces must be true and void of distortion. If the pan rail cannot be dollied true, replace the
pan. Cast aluminum pans offer fluid capacity and cooling capacity. If you must use a steel pan,
find one with perfect rails and use a thick, highquality gasket. You could use a super-thin film of
Form-Agasket non-hardening sealer on leakers but not everyone agrees with this approach. It is
more old-school with dated friction enhancers. Torque converters must always receive 1 to 2
quarts for a good pump prime and quick lubrication on start-up. If installed incorrectly, the
torque converter can cause pump and converter damage. Carefully work the converter, stator,
and input shaft until the converter seats. With the low gear ratio, acceleration is dramatically
improved, as is the fierce reliability of E4OD internals and lowfriction benefits of Torrington
bearings instead of thrust washers. One path to a better C6 is to install low-friction Torrington
bearings between geartrain stages. Low drag equals better performance at the tailshaft.
Torrington bearings handle friction better than those old thrust washers. If you liked this article
you will LOVE the full book. Click the button below and we will send you an exclusive deal on
this book. You can be methodical and cover all the bases during a rebuild and still things can
go wrong. As with just about [â€¦]. Although I focus great attention on how a transmission is
built, installation and proper adjustment after the unit is installed are just as important to
durability and longevity. To get longevity and durability, a transmission must be properly
installed and adjusted, which means a methodical approach to getting a fresh transmission into
service. Think of a torque converter like a water wheel in an old saw mill: the waterwheel is
driven by fluid in motion. A torque converter works on the same principleâ€”a fluid coupling or
clutch [â€¦]. Automatic transmission function, in theory, is simple. In practice, it is quite
complex and has been worked out by powertrain engineers determined to give you smooth and

reliable operation for at least , miles. To get there, you have to have a hydraulic control system
that gives you all those things you want and expect [â€¦]. It is a heavyduty 3-speed [â€¦].
Versions of the C4 have also been produced for big-blocks. For the sake of simplicity and space
I primarily cover a C4 teardown in this book. C4 teardown technique generally applies to the C6
as well, though there are some distinct differences in the ford c6 transmission and ford c4
transmission. Because automatic transmissions encompass dozens of tiny partsâ€”clips, balls,
pins, valves, springs, and other itemsâ€”your workspace must be well-lit, neat, orderly. Ford
had a fundamental challenge to its direction and future in the late sâ€”how to shed a stodgy
image and dated technology. This effort began with a new generation of skirted-block FE-series
V-8 engines in In , Ford introduced its lightweight-iron Falcon and Comet sixes. The degree
Fairlane small-block V-8s followed in Prior [â€¦]. Close Ratio:. This photo shows the difference
between the T and T The above picture shows the difference between the T and T manual
transmissions. The T has a PTO port on the passenger side of the case. The T has two PTO
covers â€” one on each side. Tremec T 4-Speed. Ford Truck Manual Transmissions. Case
casting number is Synchronized in 2nd,3rd, and 4th, with 1st and reverse non-synchronized.
Available in 2 and 4wd drive versions. Care should be used when ordering parts to make
positive ID of unit. Found in Dodge trucks, Ford pickup trucks and stripped chassis, to 72 GM
trucks, and International Harvester and Navistar trucks from Easily confused with T18, but the
T19 is synchronized in all forward speeds. The T19 has a single step reverse idler gear while the
T18 has a 2 step reverse idler. Available in 2 and 4 WD models. Synchronized in all forward
gears, with top loaded cast iron case. Used in Ford light duty pickups and vans. Similar in
appearance to the Ford top loader transmission but has overdrive 4th gear. Three shift rails
mounted to the left side of case. This unit was produced for cars also but with lighter duty
bearings and gear train. Produced in 2 and 4 wheel drive versions. Has an aluminum case with
shifter turret mounted on extension housing. Synchronized in all forward speeds with 4th being
overdrive. Used in Ford light duty pickup trucks There is also a passenger car version of this
unit with lighter duty bearings and gear ratios. Aluminum case and shift tower. Found in Ford F
light duty trucks from , also known as a TOD top shift overdrive Produced in 2 and 4 wheel drive
versions. F Up M5R2 Mazda built 5 speed fully synchronized transmission found in to present
Ford F series trucks and full size Broncos. Aluminum case, extension housing, and shift cover,
with integral bell housing. Very similar in design to M5R1, but larger with shift lever located in
center of shift cover. Available in 2 and 4WD versions. In case is changed to accommodate
modular motor 4. In the case was changed for 4. The case is very similar to earlier style units
with case length shorter on 4. The bell housing is integral to the case. Shifter is mounted to
small shift cover on top of unit. Built in 2 and 4WD versions. The Super duty model has a
mechanical park brake assembly mounted to the extension housing. The S is found behind , , , ,
and diesel power plants. Great care should be taken to properly identify the unit you are
working on as both the S and S appear to be the same and with the great variety of ratios
available, it is easy to order the wrong parts. Both units have PTO covers on each side of case.
On the left side of the case is mounted and ID tag, which gives the Ford Part number, the ZF
part number and the unit serial number. All gears are synchronized. This unit has an aluminum
case with integral bell housing, a center support, and rear case. This unit is built in both 2 and
4WD versions. The S is found behind diesel engines of and up Ford Super duty and stripped
chassis up to a gross combined weight of 26, lbs. The unit weighs in at lbs. A unique feature of
this unit is an internal oil pump driven off the front of the countershaft that circulates the lube to
a trans cooler. An easy way to identify this unit is by the cooling lines mounted to the case as
found in automatic transmissions. Id tags are mounted on the left side of the main case. Top
loaded heavy-duty 4-speed transmission with cast iron case and shift cover. Used in Ford
trucks Top loaded heavy-duty 4-speed transmission with cast iron case and extension housing
and aluminum shift tower. Top loaded 4 speed with 4th being overdrive. Mazda built 5 speed
fully synchronized transmission found in to present Ford F series trucks and full size Broncos.
F, F30, F, and Super Duty. The S Heavy duty 5 speed fully synchronized transmission with
aluminum case and extension housing. The S unit is used behind the same engines from to
present. An extremely heavy-duty unit with 6 forward speed. NP Ratio: 1st. Close Ratio: 1st. ZF
S Close Ratio â€” 7. New Process 4-Speed. New Process Mazda M5R2 5-Speed. M5R2 5-Speed.
Borg Warner T Borg Warner T 4-Speed. ZF S 5-Speed. ZF S 6-Speed. You can upgrade your Ford
C6 transmission to ensure it can meet the modern-day expectation of performance and
toughness. This may be a classic ride, but the mere fact that it was built to offer long term
durability means it can be revamped to handle whatever you throw at it. To think that this
transmission was once built for the most powerful Ford engines back in the s and specifically
high-performance sedans and Mustangs, a lot can be expected after its rebuild. Therefore, the
outcome is quite promising since you already have something solid to work with. For the

uninitiated, the Ford C6 was designed by Ford Motor Company and it was prevalent between
and This is a heavy-duty three-speed automatic transmission and upon its launch, Ford
marketed it as the SelectShift Cruise-O-Matic. The Ford C6 featured a less complex build, lighter
weight, greater torque capacity, and less power loss compared to its predecessor, the MX
transmission. These capabilities were achieved without a larger build compared to the design of
its predecessor. Interestingly, the C6 was also the first automatic transmission built to be
compatible with the Borg-Warner flexible shift band in a bid to improve its service life and
durability. Cars that used the C6 transmission include the:. You can try the following to beef up
the performance of your C6 transmission:. The C6 transmission boasts of being lighter than the
MX transmission, however, it still has a lot of weight when it is not compared side-by-side with
its predecessor. The effect of this heavyweight is seen in the loss of horsepower as parts and
pieces of the transmission try to turn. On the other hand, combining custom parts with certain
C6 components can help to reduce the loss of horsepower. In line with that, a modern 4R
electronic-overdrive can also be paired with this mix to ensure the transmission can withstand
high impacts it will be susceptible to. The valve body of your C6 transmission can also be
upgraded to enable automatic shifting. A valve body shift kit also comes with the promise of
giving firmer shifts and can eliminate problems such as band failure, clutch chatter, and
premature clutch. Another consideration is the use of thicker high-performance bands or
optionally settling for a deeper oil pan. The stock case can be mounted with an SFI-certified bell
housing, which could push the horsepower even further. Switching to C6 planetary carriers that
are stronger can also improve the performance of your transmission. Needle bearings are also
used to replace thrust bearings in several of the rolling components to reduce friction. There is
a three or four pinion unit in the First and Reverse planetary gearset. This unit is made of
aluminum and it can be replaced with a six-pinion planetary gearset that is made of steel. An
increase in the number of pinions aids in the distribution of load and the change in the material
makes the unit stronger. A Lincoln drum can be used in this transmission. This drum has higher
snap-ring groove and as such, it can support the installation of more clutches. While the stock
Lincoln drum may feature four clutches, up to six clutches can be fitted in it to offer a higher
level of grip. There are less thicker aftermarket clutches you can rely on instead of the stock
clutches. Choosing less thick clutches provides space for stacking. The C6 transmission comes
with First, Second, and Third gear ratios that are 2. Nonetheless, a wide-ratio gearset can be
used to provide a First gear ratio that is numerically larger. The result will be 2. These are the
tips you can use to upgrade your Ford C6 transmission and give it that level of performance you
believe it can achieve. For starters, it was built with the intention to be tough hence the
foundation was set already. GearStar Performance Transmission N. No Comments. Custom
Parts The C6 transmission boasts of being lighter than the MX transmissi
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on, however, it still has a lot of weight when it is not compared side-by-side with its
predecessor. Valve Body Upgrades The valve body of your C6 transmission can also be
upgraded to enable automatic shifting. Bell Housings The stock case can be mounted with an
SFI-certified bell housing, which could push the horsepower even further. C6 Planetary Carriers
Switching to C6 planetary carriers that are stronger can also improve the performance of your
transmission. Lincoln Drum A Lincoln drum can be used in this transmission. Aftermarket
Clutches There are less thicker aftermarket clutches you can rely on instead of the stock
clutches. The Bottom Line These are the tips you can use to upgrade your Ford C6 transmission
and give it that level of performance you believe it can achieve. Recent Comments. Leave a
Reply Cancel Reply. More Articles See All. A Look Inside Gearstar Transmissions. Adapting To
The Times. Subscribe to Our Newsletter! Follow us facebook twitter youtube. Privacy Policy.

