Gforce performance chip wiring diagram

January 28, â€” The GForce Performance Chip is marketed and sold as a way to improve the
performance of your car, but the state of California says it's all a sham. The GForce
Performance Chip has been sold as an aftermarket device which claims it could increase gas
mileage by 4 to 7 mpg, reduce emissions by 25 to 40 percent and add 60 horsepower to a car.
Originally advertised as improving horsepower by up to 60 HP , now advertised as up to 30 HP.
According to California authorities, the GForce Performance Chip does nothing because the
device contains no software and is not a "performance chip" at all. Once you crack the device
open, you see a simple resistor with nothing engineered for a car. The chip contains only a
simple circuit board that has never been tested or shown to improve the performance of
anything. It's not the first time Ravi Ghataode has faced the legal wrath of California
prosecutors. His business offered consumers audio equipment at discount prices, but
California prosecutors got involved after numerous complaints were filed against Gold Star
Auto Sound, Inc. Those complaints alleged the company never sent the products that were paid
for and the consumers never received refunds when requested. Instead, Ghataode's company
sent false refund confirmation numbers and lied to customers by claiming their credit cards had
been refunded. Further, customers complained the Gold Star Auto Sound website advertised
products that were never in stock and weren't sold at the quoted price. Ghataode was ordered
to stop making false and misleading statements to consumers and to stop violating state laws.
Instead, Ghataode ignored the court order and with an associate named Max Cudich, Ghataode
continued his illegal practices under the following business names:. Gold Star Auto Sound, Inc.
California authorities also accuse Ghataode of selling the GForce Performance Chips using
website marketing "wrought with fraud and deceit. The site includes pictures of office buildings
where the chip is allegedly manufactured by 27 employees, six of those employees experienced
electrical and mechanical engineers. The problem? The pictures of the GForce office buildings
are fake. The business address is actually a post office box in Irvine, Calif. As for employees,
the lawsuit says the company does not employ 27 people and there are no engineers creating
the GForce Performance Chips. The device is manufactured by four workers who are paid in
cash for their assembly work. The lawsuit also says testimonials on the website cannot be
verified and are at best false and misleading, and at worst complete fabrications. Prosecutors
allege the website further lays out an elaborate hoax to make it appear the GForce Performance
Chip is crafted specifically for your vehicle. Even though the "chip" contains no software
whatsoever, the website says the chip you order is "specifically programmed and loaded with
software for your specific vehicle. Each customer is asked to input the year, make, model and
engine size of their car to make it appear each performance chip is custom-made for each
customer. In fact and truth, every GForce Performance Chip is the same nicely-packaged
no-software corpse. And what about claims the GForce Performance Chip can increase gas
mileage by 4 to 7 mpg, reduce emissions by 25 to 40 percent and add 60 horsepower to a car?
Complete nonsense. No major automaker has been able to create a product that will do what the
GForce Performance Chip claims to do, even though automakers have a massive amount of
resources for research and development and plenty of qualified engineers to work on the
product. Full Story Here. California lawsuit says GForce Performance Chip a sham and nothing
more than a circuit board. Originally advertised as improving horsepower by up to 60 HP , now
advertised as up to 30 HP According to California authorities, the GForce Performance Chip
does nothing because the device contains no software and is not a "performance chip" at all.
Who is Ravi Ghataode? Avoid shortages and malfunctions when electrical wiring your car's
electronic devices. Be sure to keep these security tips in mind to avoid hazards during your
home wiring project. Make sure everyone at home is aware that electrical work is going on. Tape
the signal breaker into the off position. Never touch plumbing or gas pipes while working
together with electricity they are often used to ground electrical systems. Before starting, be
sure you have an idea in place as to what outlets, switches and fixtures will be involved in your
project. You may be able to hire some of this equipment from your local hardware store. Should
you be installing new receptacles make positive the new ones match the wiring in your home. A
AL-CU seal of approval means you can use it on aluminum and copper mineral wiring. In case it
is unmarked or there is a reduce through the AL if should only be used on copper wiring. Never
splice wires together and conceal them within a wall with no verse box â€” an accessible
junction package should always be used to join wires. When in doubt, consult an in depth
reference guide or find a professional to do the work. Although you may think you got the
project right, one mistake could leave a potential fire hazard hiding in your wall space. A
reputable electrician understands all facets of home wiring and may even be able to wire your
home safely quicker than it takes you to learn. You must be logged in to post a comment.
Facebook Tweet Pin. Be Careful Whatever you Touch Never touch plumbing or gas pipes while
working together with electricity they are often used to ground electrical systems. Utilize the

Right Tools Before starting, be sure you have an idea in place as to what outlets, switches and
fixtures will be involved in your project. Choose the Right Components Should you be installing
new receptacles make positive the new ones match the wiring in your home. Incorporate a
Junction Container Never splice wires together and conceal them within a wall with no verse
box â€” an accessible junction package should always be used to join wires. Fix Fuse and
Breaker Problems 8. Overloaded outlets or expansion cords can create a fire hazard. Leave a
Comment Cancel reply You must be logged in to post a comment. Need a guide to try it out by
your self? Find out hereâ€¦. The ECM is able to do such a gigantic job by executing a software
created for that purpose. This software is called and executed every time you turn the key to
start your car. The software is specific for each engine and each ECM and allows to easily
control the engine in a way that previous mechanical fixed systems could not. Modern cars no
longer use carburetors. The EFI system replaces the carburetor functions entirely. It does the
job by sensing environment variables such as atmospheric pressure, air temperature, ignition
advance angle, coolant temperature, altitude, air density and some other variables that allow
such a system to precisely determine the exact amount of fuel needed to be injected to keep the
engine running smoothly and in optimum conditions. The EFI software is composed of the 1
executable software which does the calculations and movement of data and the calibrations
part, which stores the tables of parameters for running the specific engine. The modification of
the engine parameters is done by modifying values in the EPROM memory that contains the
engine stock program. At least that is the most effective way. These piggyback alter such
parameters indirectly. They instead, intercept the signals coming out of the different engine
sensors and modify such signals before sending them back to the ECM. ECMs are programmed
to compensate in some way when the air is colder, as colder air carries more oxygen for being
denser. The thing is that this does not necessarily happens that way, or at least not with most
ECMs. ECMs are smarter each time and many ECMs take into account not only the incoming air
to start doing changes in fuel delivery but take also into account other readings to do so. But
then, they moved to higher numbers. The main focus of this article is to allow you to do your
own modification to the IAT in case you are curious and do not end up giving away any money
to those scam artists. The modification was at first a simple resistor with a couple of wires for
you to install it in the IAT sensor with a blurry diagram. Then they started putting the resistors
in fancy boxes to look like an elaborated product, but still, you would see only two wires coming
out of it. Some scammers used a dummy connection and added two wires more, making it four
wires. It was hilarious! And if you opened the box to see if it is a resistor, they tell you that you
voided the warranty even when they scammed you and it was a resistor in a box! The IAT
sensor is nothing more than a thermistor. That is; a resistance that changes its ohmic value as
temperature changes. The thermistor used in the IAT has a negative coefficient, which means
that the higher the temperature, the lower the resistance in ohms. Many IATs go as low as Ohms
when hot around degrees Fahrenheit and go up to â€” ohms at low temperatures like degrees
Feranheith. This is only an approximation, as all IAT thermistors have s slight different
response, but always with a negative coefficient. So you will need to know the response of the
IAT sensor of your car, which is how many degrees directly convert to how much resistance
and what temperature in degrees you want to move up the response range of the ECM. The first
one, the IAT response, while it could be in the documentation of the sensor manufacturer or the
car manufacturer, the easiest way to know is by using a low-temperature source like ice or a
cooling no-residue spray and directly measure the temperature and the resistance. The second
one, the range to move up the response of the ECM is completely up to you for experimentation.
That way, if the ECM is programmed to compensate only by air temperature, you will have more
fuel injected along the whole range of temperatures. Now, you will need the resistance
equivalent value of the IAT sensor for those 50 degrees that you want to subtract so you can
pick a resistor of approximate value and put it in series with the IAT sensor. The easiest way
this can be achieved is by putting water in a cup with a thermometer in it and the IAT sensor
touching the water. Add ice until the thermometer goes down to 50 degrees and then measure
the resistance of the IAT. Otherwise, you will need to use a cooling spray as a source of low
temperature for getting the needed equivalent to 50 degrees resistance value. If using the spray,
make sure it leaves no residue or you may damage the MAF sensor. If using the water cup on a
separated IAT, make sure you dry it completely before installing it back in the car. Once you get
the value and find a suitable resistor, just connect it or make a harness to hook it in series with
the IAT. That way, every change that the IAT does in resistance due to temperature fluctuation,
it will be added to the series resistor you picked. After this, you will need to do tests in a
dynamometer or some sort of setup to know if it really works. You need quantitative
measurements here. A typical resistance value widely used is 4. Below is an example of a ohm
resistor. You can be sure that it does it in some way, just not with the IAT sensor alone. Have

you ever wonder why your car moves better at nights, especially on cold nights? Precisely
because the ECM detects more oxygen contents based on some parameters and injects more
fuel. Modern cars base such calculation on temperatures, but also on air density by measuring
the actual mass of the incoming air. That is what the MAF sensor does. Measuring the mass of
the air is an indirect way of measuring oxygen contents in that air. The denser the air more
mass , the more the oxygen contents should be. But the other reason is the detected air mass
and there is nothing we can do about it unless you inject nitrous oxide and that, is another
story. We use cookies to give you the best online experience. By agreeing, you accept the use
of cookies in accordance with our updated privacy policy. Toggle navigation. Automotive
Products, Services, and Articles. Automotive Products, Services and Articles. The most used
IAT sensors are internal or part of the MAF sensor instead, so to modify those, you will need to
tamper with the MAF sensor connector or the wires coming out of it. IAT Series resistor. What
other users are looking for:. Related Articles. What are Performance Chips. Racing
Performance: Car Voltage Regulator. Dual Performance Chips. Previous: What are Performance
Chips. About The Author. Rated 5. I accept I decline. Join the Waiting List for this product We
will email you as soon as the product is back in stock. Just enter your email address below. The
first stage is getting your computer setup with the basics, including a virtual machine with
Windows XP SP3 which includes the wiring diagrams, technical information, and parts
catalogue. This is nothing more than acquiring wiring diagrams, parts catalogue, which can also
be found at The most detailed, comprehensive step-by-step procedures, explanations, and
pictorial diagrams from bumper to bumper you will ever see. All major and minor service and
repair instructions included. WDS â€” Wiring Diagrams â€” From components to pins to
connectors and much more. Fully interactive and user-friendly! Comes with exploded diagrams
for a detailed analysis of all parts. Electronic wiring diagrams and connector view guides that
complement the Wiring Diagrams. This is where things become more complicatedâ€¦and for
good reason. I would like to take some time to guide you through the detailed installation.
Again, you absolutely need to either have a dedicated Windows XP SP3 computer, or you can
have a windows 7, 8, or 10 computer, 32 or 64bit machine is fine, as long as you have a virtual
machine set-up as I documented above in stage 1. What you see below is taken from However,
the download links to the latest software is becoming harder to find. Just go to This will be
covered in future blog posts. NCSexpert â€” This is used for coding. You can enable options
that are not normally installed on your car. Tool32 â€” This allows you to conduct specific tests
on your engine. What to purchase? You need a cable. There are cheap cables out there with
other interface chips CH for example. Do not buy these cables as they are unreliable and have
connectivity and driver issues. See below for a picture of the cable you should buy. Your best
bet is to do this:. You might benefit from getting access to your diagnostic through this system
as well. Now that you have the necessary cables, do not plug them in to your computer yet. Set
them aside. You must access and download the software. The screenshots are again, from Next
step:. Next step is very important. I recommend you use the first available COM. Next step: just
skip 3x. Next step restart your computer. If you have a Virtual Machine, restart the machine and
let it reboot normally. This is important that you unzip the INPA files to the correct path or it will
not find it. Adding it as a subfolder will prevent you from moving past this step. This is where
you may need to load your drivers as a one time setup. Here is what you need to do. Follow the
instructions below for installation. When you plug in the cable, and you have question marks by
the drivers, do the following:. Double click it and it will load the drivers. Click finish:. There
should be no more question marks or exclamation points. Now go back to your device manager
and locate the usb for the DCAN cable. You can change the port by doing the following:. Click
Ok, Ok, Ok, Ok, until all is good. Now is where it all comes together. That's success right there!
Close menu. Home Catalog. New products. Short Shifters. BMW Reinforcements. BMW Delrin
Bushings. BMW Polyurethane Bushings. BMW Shift Knobs. Odometer Gears. BMW Shifter
Rebuild kits. Choose chassis. BMW 3 Series Parts. BMW 5 Series Parts. BMW 6 Series parts.
E24 Performance Parts. Other BMW parts. Mercedes Parts. Help Desk. Track order. Order
Status. Returns and Exchanges. Help Center. Instruction Lookup. Lifetime Warranty. Contact us.
Log in. Close cart. STAGE 1: This is nothing more than acquiring wiring diagrams, parts
catalogue, which can also be found at If that does not work, follow the steps below. When you
plug in the cable, and you have question marks by the drivers, do the following: Right click on
the driver and click on update driver: Click next: Click browse: Then open your documents
folder, or the folder that you saved all of the INPA files. Back to News. Previous Next. Innovative
Performance Chip Wiring Diagram â€” wiring diagram is a simplified customary pictorial
representation of an electrical circuit. It shows the components of the circuit as simplified
shapes, and the capacity and signal contacts with the devices. A wiring diagram usually gives
instruction nearly the relative slant and harmony of devices and terminals upon the devices, to

support in building or servicing the device. A pictorial diagram would exploit more detail of the
brute appearance, whereas a wiring diagram uses a more symbolic notation to heighten
interconnections exceeding creature appearance. A wiring diagram is often used to
troubleshoot problems and to make definite that every the friends have been made and that all
is present. Architectural wiring diagrams acquit yourself the approximate locations and
interconnections of receptacles, lighting, and long-lasting electrical facilities in a building.
Interconnecting wire routes may be shown approximately, where particular receptacles or
fixtures must be upon a common circuit. Wiring diagrams use agreeable symbols for wiring
devices, usually substitute from those used upon schematic diagrams. The electrical symbols
not deserted deed where something is to be installed, but as well as what type of device is
being installed. For example, a surface ceiling vivacious is shown by one symbol, a recessed
ceiling buoyant has a different symbol, and a surface fluorescent vivacious has choice symbol.
Each type of switch has a vary tale and appropriately complete the various outlets. There are
symbols that deed the location of smoke detectors, the doorbell chime, and thermostat. A set of
wiring diagrams may be required by the electrical inspection authority to take on attachment of
the residence to the public electrical supply system. Wiring diagrams will also put in panel
schedules for circuit breaker panelboards, and riser diagrams for special facilities such as flare
alarm or closed circuit television or supplementary special services. Necessary cookies are
absolutely essential for the website to function properly. This category only includes cookies
that ensures basic functionalities and security features of the website. These cookies do not
store any personal information. Any cookies that may not be particularly necessary for the
website to function and is used specifically to collect user personal data via analytics, ads,
other embedded contents are termed as non-necessary cookies. It is mandatory to procure user
consent prior to running these cookies on your website. Paragon 00 Wiring Diagram Wiring
Diagram 58 views. This website uses cookies to improve your experience. We'll assume you're
ok with this, but you can opt-out if you wish. Accept Reject Read More. Close Privacy Overview
This website uses cookies to improve your experience while you navigate through the website.
Out of these, the cookies that are categorized as necessary are stored on your browser as they
are essential for the working of basic functionalities of the website. We also use third-party
cookies that help us analyze and understand how you use this website. These cookies will be
stored in your browser only with your consent. You also have the option to opt-out of these
cookies. But opting out of some of these cookies may affect your browsing experience.
Necessary Necessary. Non-necessary Non-necessary. Discussion in ' Performance and Tuning '
started by johnsonloren59 , Mar 29, Log in or Sign up. Tacoma World. Welcome to Tacoma
World! You are currently viewing as a guest! To get full-access, you need to register for a FREE
account. Help with CAI order Quieter aftermarket exhaust Just talked to a minute muffler shop
Second Gen Exhaust. Performance chip for 2nd gen Tacoma? Post Reply. I have a 2. I just put a
3 inch lift on it with 's. I'm looking for just a little bit more power and maybe an increase in
mpg's. Has anyone installed a chip that has actually worked well and also any advice on intake
and exhaust systems would be helpful. I'm not looking to spend over 1k. Pics of my truck
coming soon, looks filthy. Any help works, thanks. No chips Check out t the maf calibrator at
urdusa. Justus , Mar 29, Ownr None yet I am most pleased with the increased mileage about
2-mpg in limited checks, and snappy throttle response. Very simple to install under the hinged
engine cover, totally out of sight. I LOVE it! I expect some performance increase, but the sound
alone is worth it. Will know more in the coming weeks. The owner, Jordan, is a Winner in my
book. Last edited: Apr 2, MTopp , Apr 2, Another resistor in a box right? Ties into intake air
temp sensor so they say Reads cold, dumps more fuel into an already pig rich tacoma system.
Save the money and get the urd maf calibrator that u can actually tune and it actually makes
power by letting u LEAN the already rich Afr. These trucks don't need another resistor mod in a
pretty package richening up the mixture based on what? Some 1 size fits all story? Not all
trucks are created equal That's why the maf cal is end user tunable. Justus , Apr 2, Ryan Tucker
, Apr 5, Justus , Apr 5, Ryan, I've had it long enough to check several in-town tanks, and it's
consistent at The highway check on a mile roundtrip was That's good enough for me Couldn't
be simpler to hook up, although I took the time to visit my ace Toyota mech at the dealer.
Printed out a copy of the wiring diagram for the flow sensor 5-wire under the plastic engine
cover. I followed GF directions to pick the two wires for attaching the inline connectors GF says
the wires on their lead are interchangeable Looking at the mounting possibilities, I chose the
top of the manifold didn't seem like too hot an area , and carefully trimmed the foam layer
attached to the bottom side of the hinged cover to fit the small GF box exactly. Lowering the
cover, the GF is concealed and the proper distance from the connections. I'll go take a picture
now, and attach it There's also no doubt in my mind it increases power and throttle response
Like you say, what's at stake here Big deal! Thanks for the response back and the pictures.

What year is yours and the part number? I think I will try one and report back as well, did you
find yours on ebay. I will look here in a bit for it,
pontiac 2003
wiring diagram for relay switch
2008 pontiac g6 passenger side mirror
or send a link if you have one. I will re run mine after getting on to see. Mine is dead stuck at a
Ryan Tucker , Apr 6, Spoonman , Apr 6, I'll rain on this parade, here is a thread from another
forum where someone opened up the G Force chip and found a bogus board with a chip that
isn't even a continuous circuit. Total BS, don't waste your money. There are resistors but it was
an open circuit. Now how are you guys getting mpg gains? Liftbear likes this. They're a waste of
money. I've even heard of them doing damage to peoples electrical systems. Don't buy one.
Vehicle: MMVI 4. Torspd , Apr 7, SoCaltaco65 , Apr 7, Show Ignored Content. Genuine Toyota
Exhaust Pipe Gasket. MagnaFlow Exhaust Muffler. SmartParts 2. Flowmaster T Muffler
Turndown - 3. Fits 3. Outlet Scavenger Mufflers - Pair, Gray. Borla Exhaust Tip. Dynomax
Ultra-Flo Welded Muffler - Flowmaster 2. Username or email address: Do you already have an
account? No, create an account now. Yes, my password is: Forgot your password?

