Honda gx240 wiring diagram

Quick Links. See also: Owner's Manual , Technical Manual. Owner's Manual. Page 2 Illustrations
are based on the GX Only certain types are equipped for both electric and manual starting.
Honda Motor Co. Page 3 When your engine needs scheduled maintenance, keep in mind that
your Honda servicing dealer is specially trained in servicing Honda engines. Your Honda
servicing dealer is dedicated to your satisfaction and will be pleased to answer your questions
and concerns. Best Wishes, Honda Motor Co. And using this engine safely is an important
responsibility. To help you make informed decisions about safety, we have provided operating
procedures and other information on labels and in this manual. Fuel Valve Lever Engine Switch
Choke Lever Some of the most common hazards are discussed below, along with the best way
to protect yourself and others. Owner Responsibilities Honda engines are designed to give safe
and dependable service if operated according to instructions. Avoid inhalation of exhaust gas.
Never run the engine in a closed garage or confined area. Other Equipment Review the
instructions provided with the equipment powered by this engine for any additional safety
precautions that should be observed in conjunction with engine startup, shutdown, operation,
or protective apparel that may be needed to operate the equipment. The fuel valve lever must be
in the ON position for the engine to run. When the engine is not in use, leave the fuel valve lever
in the OFF position to prevent carburetor flooding and to reduce the possibility of fuel leakage.
The engine switch must be in the ON position for the engine to run. Turning the engine switch
to the OFF position stops the engine. The OPEN position provides the correct fuel mixture for
operation after starting, and for restarting a warm engine. Moving the throttle lever in the
directions shown makes the engine run faster or slower. Some engine applications use a
remote-mounted throttle control rather than the engine-mounted throttle lever shown here.
Before the oil level in the crankcase can fall below a safe limit, the Oil Alert system will
automatically stop the engine the ignition switch will remain in the ON position. For your safety,
and to maximize the service life of your equipment, it is very important to take a few moments
before you operate the engine to check its condition. Be sure to take care of any problem you
find, or have your servicing dealer correct it, before you operate the engine. Running the engine
with a low oil level can cause engine damage. The Oil Alert system applicable engine types will
automatically stop the engine before the oil level falls below safe limits. However, to avoid the
inconvenience of an unexpected shutdown, always check the engine oil level before startup.
Carbon monoxide gas is toxic. Breathing it can cause unconsciousness and even kill you.
Avoid any areas or actions that expose you to carbon monoxide. To restart a warm engine,
leave the choke lever in the OPEN position. Some engine applications use a remote-mounted
choke control rather than the engine-mounted choke lever shown here. Return the starter grip
gently. If the engine fails to start within 5 seconds, release the key, and wait at least 10 seconds
before operating the starter again. Under normal conditions, use the following procedure. Move
the throttle lever to the SLOW position. For engine speed recommendations, refer to the
instructions provided with the equipment powered by this engine. It will also help reduce air
pollution. Improperly maintaining this engine, or failure to correct a problem before operation,
can cause a malfunction in which you can be seriously hurt or killed. However, we cannot warn
you of every conceivable hazard that can arise in performing maintenance. Only you can decide
whether or not you should perform a given task. Failure to properly follow maintenance
instructions and precautions can cause you to be Refill the tank if the fuel level is low. Gasoline
is highly flammable and explosive. You can be burned or seriously injured when handling fuel.
Keep gasoline away from appliance pilot lights, barbecues, electric appliances, power tools, etc.
Spilled fuel is not only a fire hazard, it causes environmental damage. Wipe up spills
immediately. Insert and remove the dipstick without screwing it into the filler neck. Check the oil
level shown on the dipstick. Warm oil drains quickly and completely. Allow the used oil to drain
completely, then reinstall the drain plug, washer, and tighten drain plug securely. Use 4-stroke
automotive detergent oil. SAE 10W is recommended for general use. Other viscosities shown in
the chart may be used when the average temperature in your area is within the recommended
range. Insert and remove the dipstick without screwing it into the filler hole. Clean or replace
dirty filter elements. Always replace damaged filter elements. If equipped with an oil-bath air
cleaner, also check the oil level. Refer to pages 32 35 for instructions that apply to the air
cleaner and filter on your type of engine. Operating the engine without an air filter, or with a
damaged air filter, will allow dirt to enter the engine, causing rapid engine wear. Wash the air
filter in a solution of household detergent and warm water, then rinse thoroughly, or wash in
nonflammable or high flashpoint solvent. Keep heat, sparks and flame away. Handle fuel only
outdoors. Disconnect the spark plug cap, and remove any dirt from around the spark plug area.
In some areas, it is illegal to operate an engine without a spark arrester. Check local laws and
regulations. A spark arrester is available from authorized Honda servicing dealers. Cleaning If
the engine has been running, allow it to cool for at least half an hour before cleaning. You can

extend fuel storage life by adding a fuel stabilizer that is formulated for that purpose, or you can
avoid fuel deterioration problems by draining the fuel tank and carburetor. Remove the
carburetor drain bolt and sediment cup, then move the fuel valve lever to the ON position.
Engine Cylinder Remove the spark plug see page Pour a tablespoon 5 10 cc of clean engine oil
into the cylinder. Pull the starter rope several times to disribute the oil in the cylinder. Reinstall
the spark plug. Tilting can cause fuel or oil leakage. With the engine and exhaust system cool,
cover the engine to keep out dust. A hot engine and exhaust system can ignite or melt some
materials. A hot engine and exhaust system can burn you and can ignite some materials.
Recharge battery: applicable types : Fuse burnt out. Replace fuse p. Check battery and fuse.
Check control Fuel valve OFF. Move lever to ON. If the fuse burns out, the electric starter will
not operate. The engine can be started manually if the fuse burns out, but running the engine
will not charge the battery. You will need this serial number when ordering parts, and when
making technical or warranty inquires see page Engine serial number Be careful not to connect
the battery in reverse polarity, as this will short circuit the battery charging system. Always
connect the positive battery cable to the battery terminal before connecting the negative battery
cable, so your tools cannot cause a short circuit if they touch a grounded part while tightening
the positive battery The following illustrations show installation examples for a solid wire cable
and for a flexible, braided wire cable. If using a flexible, braided wire cable, add a return spring
as shown. Performance will decrease, and fuel consumption will increase. A very rich mixture
will also foul the spark plugs and cause hard starting. Operation at an altitude that differs from
that at which this engine was certified, for extended periods of time, may increase emissions.
These gasolines are collectively referred to as oxygenated fuels. To meet clean air standards,
some areas of the United States and Canada use oxygenated fuels to help reduce emissions. If
you use an oxygenated fuel, be sure it is unleaded and meets the minimum octane rating
requirement. Control of hydrocarbons and oxides of nitrogen is very important because, under
certain conditions, they react to form photochemical smog when subjected to sunlight. Carbon
monoxide does not react in the same way, but it is toxic. Hard starting or stalling after starting.
Rough idle. Misfiring or backfiring under load. Afterburning backfiring. The bar graph is
intended to provide you, our customer, the ability to compare the emissions performance of
available engines. You may order them from your Honda engine dealer. Shop Manual This
manual covers complete maintenance and overhaul procedures. It is intended to be used by a
skilled technician. You can write to: American Honda Motor Co. Page 64 2eY This manual is also
suitable for: Gx Gx Gx Print page 1 Print document 64 pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL. Quick Links.
See also: Owner's Manual , Maintenance Instructions. Page 3: Table Of Contents This manual
covers engine selection, engine installation design and engine installation testing, so the
combination of a Honda engine and your equipment will make the best possible product. Please
feel free to contact your Honda Engine Distributor at any time for additional technical
information or to discuss your engine application needs. When maintenance is required, the
task is kept simple by providing convenient maintenance access and procedures. Honda
engines use proven engine technology and design innovations to make them highly reliable
engines. Installation: The throttle and choke control levers are provided with holes for optional
cable attachment. The following illustrations show installation examples for a solid wire cable
and for a flexible, braided wire cable. Page Exhaust System Fabricated Exhaust Systems The
muffler type and the shape and length of the exhaust pipe s affect emissions performance and
engine power. The frame must be rigid to prevent cracking when the exhaust pipe and muffler
are connected. The muffler should be installed securely with bolts and nuts. Axial Install the
pulley as close to the base of the PTO shaft as possible. When installing Starting Performance
The engine must be able to start with the attachment at the lowest recommended ambient
temperature. See also Serviceability page If equipped Without control box type: Without control
box type: SHAFT Page number cross references refer to the shop manual it was copied from. It
is provided for your reference in considering serviceability issues. Remove the oil filler cap 1 ,
and wipe the oil level gauge 2 clean. Insert the oil filler cap without screwing it into th
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e oil filler neck 3. Warm oil drains quickly and completely. Place the engine on a level surface,
and place a suitable container under the drain plug bolt. Allow it to cool before proceeding.
Remove the spark plug cap, and then remove the spark plug 1 using a spark plug wrench 2.
Remove the 4 x 6 mm tapping screws 1 , and exhaust deflector 2 , if equipped. Remove the 5 x 8
mm tapping screws 3 , R. Disconnect the spark plug cap from the spark plug. Set the piston

near top dead center of the cylinder compression stroke both valves fully closed by pulling the
recoil starter slowly. Turn the rocker arm pivot to obtain the specified clearance. You can be
burned or seriously injured when handling fuel. Environmental Protection Agency. This
regulations concern evaporative emissions from the fuel system. This manual is also suitable
for: Gx Gx Gx Print page 1 Print document 56 pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL.

