Jetta battery replacement

Although replacing a battery in a Volkswagen Jetta is an infrequent occurrence, it will
eventually happen if you own the car long enough. The Jetta and VW Golf employ a similar
procedure for the battery removal and replacement. Before disconnecting the battery in the
Jetta, be sure to use a computer memory saver if the vehicle is equipped with a theft-deterrent
radio or car alarm system. Otherwise, you'll wipe out the security code, and the systems will
remain inoperable until reprogrammed. Plug the 9-volt battery into the car computer memory
saver and then plug the saver into the power source or cigarette lighter socket. Put on the
safety goggles and then open the hood and locate the battery box cover. It has a light bulb
insignia stamped on the top of it. Remove the four screws of the battery box cover with a
ratchet and socket. The box casing is two pieces. To separate the pieces, twist one side slightly
down and the other slightly upward. Remove the battery casing bolt located in the front center
with the ratchet and socket. Remove the battery hold-down bolt using the ratchet, extension and
a socket. Loosen the retaining nut on the negative battery terminal clamp using the ratchet and
a socket. You do not need to remove the nut: just loosen it enough to allow the terminal clamp
to wiggle off of the battery post. The negative battery terminal is indicated with the black wire
and a negative slash "-" stamped on the battery housing. Loosen the retaining nut on the
positive battery terminal clamp in the same fashion. Slide the battery slightly forward to release
it from under the rear retaining lip. Remove the battery and battery insulation cover if
applicable. Place the battery insulation cover onto the new battery before installation. Use the
wire brush to clean any noticeable corrosion inside the battery tray. Insert the new battery into
the battery tray and reverse the procedure to reinstall it. Be sure to push the new battery back
under the retaining lip at the rear of the casing. Also be sure to attach the positive terminal to
the battery first and the negative last. Before replacing the battery casing cover assembly, spray
the battery posts and terminal clamps with anti-corrosion battery terminal spray. Start the Jetta
to ensure proper operation and then remove the car computer memory saver. Remove the 9-volt
battery from the saver until the next time you need it. Jody L. Campbell spent over 15 years as
both a manager and an under-car specialist in the automotive repair industry. Prior to that, he
managed two different restaurants for over 15 years. Campbell began his professional writing
career in with the publication of his first book. Step 1 Plug the 9-volt battery into the car
computer memory saver and then plug the saver into the power source or cigarette lighter
socket. Step 2 Remove the ignition keys from the Jetta. Step 3 Put on the safety goggles and
then open the hood and locate the battery box cover. Step 4 Remove the battery casing bolt
located in the front center with the ratchet and socket. Step 5 Remove the battery hold-down
bolt using the ratchet, extension and a socket. Step 6 Loosen the retaining nut on the negative
battery terminal clamp using the ratchet and a socket. Step 7 Loosen the retaining nut on the
positive battery terminal clamp in the same fashion. Step 8 Slide the battery slightly forward to
release it from under the rear retaining lip. Step 9 Use the wire brush to clean any noticeable
corrosion inside the battery tray. Step 10 Insert the new battery into the battery tray and reverse
the procedure to reinstall it. Lake Ford helped make these videos. The video above shows you
how to replace the battery in your Volkswagen Jetta. We recommend changing the battery in
Volkswagens every 4 years. Although some batteries last much longer, most batteries begin
breaking down chemically after four years, so you could experience dimmer headlights and
other negative effects before you have a dead battery in your Jetta that you need to replace.
Replacing the battery in your Jetta involves removing the terminals. When you reconnect the
terminals, your radio presets are likely to be cleared out. In some Jettas, you may need to
re-enter a security code to get your radio to work again. Check for this code in your owners
manual - it will usually be either a sticker or small card in the booklet. If you can't find it, call
Volkswagen and they will give you the code for free. In many Volkswagens, the transmission
"learns" how you drive over time and makes adjustments, so you may experience altered
driving dynamics as your car re-learns your driving style after changing the battery. Hans
Angermeier has produced over , videos showing drivers how to fix things on their cars. He has
broad expertise on basic repair procedures covering the majority of cars on the road. Car
companies often use the same engines in different cars. They also slightly alter the styling and
sell the same car by two different names amongst other tricks to help offset development costs.
Our system selects the most applicable video for your car based, in part, on these
characteristics. The video displayed may not look exactly like your car, but may be relevant
enough for you to get a good idea how to do it. Getting Started - Prepare for the repair. Share
on. Full list of part and tools. Author Hans Angermeier has produced over , videos showing
drivers how to fix things on their cars. Checking coolant hoses. Coolant hoses wear out over
time and need to be replaced - check 'em early and often. Add antifreeze. Low coolant levels is
all to common - top yours up today. Replace a burnt out DRL. DRLs are on more than your
headlights. They burn out faster and should be replaced regularly. Change the parking light.

Small bulbs that burn out regularly - did you know you can replace these with LED lights? See
all videos for the Volkswagen Jetta. We have a massive and growing video library, but we don't
have everything Reina helped make these videos. The video above shows you how to replace
the battery in your Volkswagen Jetta. We recommend changing the battery in Volkswagens
every 4 years. Although some batteries last much longer, most batteries begin breaking down
chemically after four years, so you could experience dimmer headlights and other negative
effects before you have a dead battery in your Jetta that you need to replace. Replacing the
battery in your Jetta involves removing the terminals. When you reconnect the terminals, your
radio presets are likely to be cleared out. In some Jettas, you may need to re-enter a security
code to get your radio to work again. Check for this code in your owners manual - it will usually
be either a sticker or small card in the booklet. If you can't find it, call Volkswagen and they will
give you the code for free. In many Volkswagens, the transmission "learns" how you drive over
time and makes adjustments, so you may experience altered driving dynamics as your car
re-learns your driving style after changing the battery. Hans Angermeier has produced over ,
videos showing drivers how to fix things on their cars. He has broad expertise on basic repair
procedures covering the majority of cars on the road. Do you ever get into your friend's car and
notice a bad smell? A dirty cabin air filter could be the culprit. Car companies often use the
same engines in different cars. They also slightly alter the styling and sell the same car by two
different names amongst other tricks to help offset development costs. Our system selects the
most applicable video for your car based, in part, on these characteristics. The video displayed
may not look exactly like your car, but may be relevant enough for you to get a good idea how
to do it. Getting Started - Prepare for the repair. Share on. Full list of part and tools. Author Hans
Angermeier has produced over , videos showing drivers how to fix things on their cars. Fix
minor oil leaks. Learn how to diagnose and fix minor oil leaks in your car. Turbo Sedan 4 Door.
Replace the front turn signal. If your blinker doesn't blink, or blinks rapidly, you likely have a
burnt out bulb. Bad odors inside? Check this. Change your cabin air filter! Dirty cabin air filter
cause undue wear on your car's heater and AC and can cause bad odors. See all videos for the
Volkswagen Jetta. We have a massive and growing video library, but we don't have everything
The coding procedure will reset the battery monitoring and management control module so that
the system will charge it at the proper specifications voltage and amperage. Please be sure to
check the list of supported vehicles and model years before purchasing a scan tool. I'd
recommend the more advanced Foxwell unit since it specifically mentions "register a new
battery after replacing" as one of the features. Some of the symptoms of a weak or "dead" 12V
battery include slow starting, a slow cranking starter motor, headlights that dim when stopped
or become brighter when accelerating and just hearing a clicking noise when attempting to start
the car. Most car batteries tend to last about 3 to 5 years depending on your climate and driving
conditions. If your battery is around 3 years old, I would recommend replacing it as well having
your alternator and starter tested at an auto parts store. Flip open the top flap of the battery
cover to access the electrical posts. Loosen the negative "-" cable first by turning the nut
counter clockwise with the 10mm socket and ratcheting wrench. Pull the negative terminal off
the post, cover it with a rag and tuck it away on the side of the battery. Pull the soft battery box
up and off the old battery and set it aside in a safe place. You don't have to completely remove
the bolt in order to pull out the old battery. Be sure to bring your old battery with you to the auto
parts store or Wal-Mart to avoid having to pay a "core" charge deposit or a "disposal fee" for
the recycling of the old battery. Tighten 13mm Battery Clamp Lower Battery Cover Battery
Cover Replaced Make sure that the metal battery clamp is in place over the lip on the bottom left
edge of the new battery. Tighten the bolt by turning it clockwise with the 13mm socket and
ratcheting wrench. Lower the soft battery cover down over the new battery with the flap on the
top side. If you've had a problem with corrosion white or blue powder building up on the
terminals and the battery posts, I'd recommend placing some felt anti-corrosion washers over
the battery posts. Tighten the terminal by turning the nut clockwise with the 10mm socket and
ratcheting wrench. Tighten 10mm Clockwise Close Battery Top Flap New 12V Battery Installed
Then replace the "-" negative battery terminal and tighten the nut by turning it clockwise with
the 10mm socket and ratcheting wrench. Close the flap on the top of the battery cover to finish
the job. Be sure to record the battery change in your vehicle's service records. If you found this
guide to be helpful, please consider making a small donation by clicking on the PayPal. Thank
you! Note: I am not a registered charity. Donations are not tax deductible. Flip Open Battery
Cover. Pull Off Negative Cable. Tuck Back "-" Cable. The battery is located at the right rear area
of the engine bay in between the air intake tube and the fuse box. Lift Off Positive Cable. Lift Up
Battery Box. Battery Cover Removed. Lift the positive terminal off the post and tuck it away to
the side of the battery. Left Side Battery Clamp. Loosen With 13mm Socket. Use Extension Bar.
The old battery is still held in place to the battery tray by a metal clamp on the left side secured

with a 13mm bolt. Lift Out Old 12V Battery. Silver Clamp On Left. Clamp - Loose But Attached.
Carefully lift the old battery straight off the tray and out of the engine bay. VW Part 5KD. Old 12V
Battery Removed. Lower Down New Battery. Tighten 13mm Battery Clamp. Lower Battery Cover.
Battery Cover Replaced. Make sure that the metal battery clamp is in place over the lip on the
bottom left edge of the new battery. Tighten 10mm Clockwise. Replace Negative Cable. Close
Battery Top Flap. New 12V Battery Installed. Then replace the "-" negative battery terminal and
tighten the nut by turning it clockwise with the 10mm socket and ratcheting wrench. Paul's
Travel Pictures is a participant in the Amazon Services LLC Associates Program, an affiliate
advertising program designed to provide a means for sites to earn advertising fees by
advertising and linking to Amazon. Forums New posts Search forums. Media New media New
comments Search media. Resources Latest reviews Search resources. Members Current
visitors New profile posts Search profile posts. Log in Register. Search titles only. Search
Advanced searchâ€¦. New posts. Search forums. Log in. For a better experience, please enable
JavaScript in your browser before proceeding. Thread starter brianstrange Start date Nov 23,
About nine months ago, my battery would occasionally go dead when I let it sit a few days. I
understand that it could be caused by a draw on the battery, until I noticed that it is more
common, when i need to move it in the driveway, and shut it off in a short period of time. The
battery is now 3 years old, and I'm wondering if there's a common problem causing this
symptom, or if I'm in for it! I'd prefer to take care of the root cause before I replace the battery.
Thanks in advance! Check the terminals, and also the nut on back of the alternator. Mine was
loose. Powder Hound Top Post Dawg. Also you might check the battery voltage while the
engine is running. This really allows you to check what voltage the voltage regulator of the
alternator is allowing out. If it is less than 14 volts, your battery's life will be shortened due to it
not receiving a full charge. Last edited: Nov 23, Well, I just unsealed the battery and topped it off
with 24 oz of water. I just put the trickle on it too. We'll see if this helps, but I'm thinking there's a
bigger problem. All connections ate very good, with no corrosion. Is there a common known
defect that could be causing this? Again, it seems to happen more often when I shut it off on
Friday eve, move it across the driveway on Sat am, and let it sit for the rest of the weekend. I'll
check voltage when I get a dig volt meter. Dimitri16V Top Post Dawg. Dimitri16V said:. Vulcan
Well-known member. Sounds like an over charge situation Vulcan said:. Stupid me didn't
disconnect the neg terminal. Do a search. The Delphi radios in many A5 cars commonly will fail
and kill the battery. See TSB for proper draw test procedures. I found out that pin 15 in
connector 2 on the radio has a heavy draw. Ok, trying to stay on topic. If we are talking about
charging the battery. I don't have
06 ford focus zx3
2002 ford explorer xlt accessories
chevy silverado service manual
an auto shutoff charger. I can select 2 or 6 amp. Is 2 amp ok for an overnight "top off" of the
battery? If it were completly drained I believe 6 amp would be recommended. I'm no expert. I
was once told the slower the charge, the better. I've always done it that way using a 1 or 2 amp
charger with an idiot "Charged" light. Never a problem for me. If you're needing to charge your
battery on your From what past owners have said, these batteries should be good for about 5
years. Is there a bolt holding the battery in place or do I need to pull harder to yank the battery
out? Any thoughts? On my 04 Jetta there is one bolt at the front of the battery right down at the
very bottom that hold a small bracket which holds the battery in place. You must log in or
register to reply here. This site uses cookies to help personalise content, tailor your experience
and to keep you logged in if you register. By continuing to use this site, you are consenting to
our use of cookies. Accept Learn moreâ€¦.

