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The instrument cluster receives information through hardwired circuitry and over the controller
area network CAN to control the gauges, indicators, message center and warning chimes. The
instrument cluster contains an analog speedometer, tachometer, fuel gauge, engine coolant
temperature gauge, voltage gauge if equipped , and a oil pressure gauge if equipped. The
instrument cluster receives the information over the controller area network CAN circuits. When
installing a new instrument cluster, it is necessary to upload the module configuration
information to the diagnostic tool. Following installation of the instrument cluster, download
the. For additional information, refer to. When the ignition switch is turned to the. ON position,
the charging system warning indicator, the low oil pressure warning indicator, and the
malfunction indicator lamp MIL illuminate until the engine is started and operating. The safety
belt warning indicator proves out for 65 seconds or until the safety belt is fastened. Each time
the ignition switch is turned from the OFF to the ON positions, the following instrument cluster
warning indicators prove out:. Page 2: Fuel Gauge Mustang Workshop Manual Page 2 of 40
electronic throttle control ETC warning indicator 3 seconds Tachometer The instrument cluster
receives the tachometer data from the powertrain control module PCM over the communication
network and commands the tachometer pointer between 0 and 7, rpm 4. Page 3 Mustang
Workshop Manual Page 3 of 40 The PCM monitors pressure in the fuel evaporative system and
detects massive or critical losses of pressure. When a critical loss of pressure in the fuel
evaporative system is detected, the PCM provides a message over the communication network
and the instrument cluster illuminates the check fuel cap warning indicator. BRAKE Warning
Indicator The brake warning indicator alerts the driver if any of the following brake system
conditions are present: the parking brake is set, the brake fluid level is low, the anti-lock brake
system ABS module has detected a base brake system failure, there has been a loss of
communication between the instrument cluster and the SJB, or there has been a loss of
communication The instrument cluster monitors the traction control signal, and when the ABS
module detects a traction control concern, the instrument cluster illuminates the traction
control indicator. Anti-Theft Indicator The anti-theft indicator is used to deter potential thefts of
the vehicle by providing a conspicuous indicator that flashes every 2 seconds with the ignition
off when the passive anti-theft system PATS is armed. Greater than 10, ohms between the
instrument circuit cluster and ground. Page 13 Mustang Workshop Manual Page 13 of 40
self-test. Is the resistance greater than 10, ohms? Is any voltage present? GO to B Page 18
Mustang Workshop Manual Page 18 of 40 Does the resistance of both senders start at
approximately 15 ohms with the float at the bottom of the travel and slowly increase to
approximately ohms with the float at the top of the travel? Page 19 Mustang Workshop Manual
Page 19 of 40 corrosion pushed-out pins The system is operating correctly at this time. The
concern may have Connect all the PCM connectors and make sure they seat correctly. Operate
the system and verify the concern is still present. The low fuel level warning indicator and the
fuel gauge are controlled by the instrument cluster based upon the fuel level data provided by
the fuel pump sender and the remote fuel sender. GO to G6. Enter the following diagnostic
mode on the scan tool: Instrument Cluster Active Command. Select the instrument cluster
speedometer active command. TEST the system for normal operation. Page 24 Mustang
Workshop Manual Page 24 of 40 Select the instrument cluster warning lamps and chime active
command. Trigger the all lamps active command on and off. Observe the brake warning
indicator. GO to K Does the brake warning indicator illuminate when triggered on and turn off
when triggered off? Does the PID indicate OK with the brake fluid level switch disconnected,
and indicate low brake fluid level when the jumper wire is in place? Page 26 Mustang Workshop
Manual Page 26 of 40 Normal Operation The charging system warning indicator is controlled by
the instrument cluster based upon data received from the powertrain control module PCM over
the communication network. TEST the system for Check for: normal operation. Page 28
Mustang Workshop Manual Page 28 of 40 active command on and off. Observe the ABS warning
indicator. GO to O4. Does the ABS warning indicator illuminate when triggered on and turn off
when triggered off? Connect a fused 5A jumper wire between the engine oil pressure switch C,
circuit GY , harness side and ground. Page 30 Mustang Workshop Manual Page 30 of 40 caused
by a loose or corroded connector. Is the concern still present? Ignition ON. Does the air bag
warning indicator illuminate? GO to R7. Disconnect: Instrument Cluster C When a system
concern is detected, the PCM sends the instrument cluster a command signal to illuminate the
powertrain malfunction wrench warning indicator. The system is operating correctly at this time.
The concern may have Operate the system and verify the concern is still present. Page 34
Mustang Workshop Manual Page 34 of 40 triggered off? GO to Y2. TEST Check for: the system
for normal operation. GO to AC4. Insert the ignition key into the ignition lock cylinder. GO to
AE6. Observe the speedometer while driving the vehicle at various speeds and stopping
frequently. GO to AE8. Print page 1 Print document 40 pages. Cancel Delete. Sign In OR. Don't
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to Download and Enjoy. At MustangSpecs our mission is to provide as much Ford Mustang
data, stats and general information as possible. We try our best to make sure our information is
plentiful and free because we want to help Mustang fans around the world get the data they
need quickly and easily in order to make informed buying decisions. One thing we get asked all
the time is to share owner manuals for Ford Mustang models. We have seen many companies
selling printed copies, but we decided to pull as many together as we could and offer them for
free here on this page. We spent several weeks sourcing as many original owners manuals as
possible. These owners manuals would have been available at your Ford dealers back in the
day and even today you can get them if you ask although most can just be downloaded today
from the Ford archive websites. Back in the day these owners manuals were used as a tool by
owners pre-internet days of course and over the years you can see that these owners manuals
got longer and longer. Unfortunately getting our hands on first generation Mustang owner
manuals has been almost impossible. We keep working on it so check back here and hopefully
we will get these soon. Once again, no luck in finding Mustang II owners manuals. We continue
to look for them so stay tuned. We were not able to get our hands on all the owner's manuals for
the third generation Ford Mustangs. We are working on getting them as soon as possible.
Finally, we were able to get our hands on some owner manuals. You can see below that we were
able to get the Mustang owner manuals onward. We also have the special edition cars too,
usually as a supplement owners manual. We were able to find a handful of special edition owner
manuals for through also. The great news here is that we were able to find all the owner
manuals for the fifth generation Mustangs. We were also able to get the owner manuals for the
special edition cars also, usually available as a supplement. Below we have all the sixth
generation Mustang owner manuals for you to download. If you are looking for special edition
cars you can scroll down a little further to find those. Please note that most special edition
owner manuals are usually supplements to the main model year owner manuals. Coming Soon.
Every Model. Every Year. Free Ford Mustang Owner Manuals. First generation â€” Second
generation â€” Third generation â€” Fourth generation â€” Download here. Fifth generation â€”
Sixth generation â€”Present. Below we have all the sixth generation special edition Mustang
owner manuals. First generation â€”Present. See all results. Weekly Mustang News Get the
latest Mustang news, rumors, deals and events each week. Cool Mustang stuff. No crap, we
promise. This site uses cookies: Find out more. Okay, thanks. Instrument Cluster. Warning and
control lights. Entertainment Systems. Climate Controls. Manual heating and air conditioning.
Rear window defroster. Turn signal control. Bulb replacement. Driver Controls. Steering wheel
adjustment. Power windows. Speed control. Message center. Locks and Security. Anti-theft
system. Owners Guide postfmt. USA fus. Ford motor company ford crown victoria owner's
guide pages. Ford motor company ford freestar owner's guide pages. Automobile Ford Freestar
Owner's Manual pages. Ford crown victoria automobile owner's manual pages. Ford may
change the contents without notice and without incurring obligation. Page 4: Introduction State
of California to cause cancer and birth defects or other reproductive harm. Please take the time
to get well acquainted with your vehicle by reading this handbook. The more you know and
understand about your vehicle, the greater the safety and pleasure you will derive from driving
it. Page 5 kilometers of operation, since these additives may prevent piston ring seating. See
Engine oil in the Maintenance and Specifications chapter for more information on oil usage. To
access this information, special equipment must be directly connected to the recording
modules. Ford Motor Company and Ford of Canada do not access event data recorder
information without obtaining consent, If any light remains on after starting the vehicle, have
the respective system inspected immediately. A significant decrease in braking performance
may occur. It will take you longer to stop the vehicle. Have the vehicle checked by your dealer
immediately. Never remove the coolant reservoir cap while the engine is running or hot. Report
the fault to a dealer at the earliest opportunity. Odometer: Registers the total miles kilometers of
the vehicle. Driving with your tachometer pointer continuously at the top of the scale may
damage the engine. Refer to Filling the tank in the Maintenance and Specifications chapter for
more information. Shuffle: Press to play tracks in random order. Repeat: Press to repeat the
current CD track. CD eject: Press to eject a CD. Press MENU to access. Show: Allows you to
display the name of the radio station or program type. Use SEEK to show type, name or none.
Scan: Press for a brief sampling of radio stations or CD tracks. Press again to stop. Seek: Press
to access the previous strong station or track. The player sequentially numbers each MP3 track
on the disc denoted by the. Never touch the playing surface. Clean only with an approved CD
cleaner and wipe from the center out. Irregular shaped CDs, CDs with a scratch protection film
attached, and CDs with homemade paper adhesive labels should not be inserted into the CD
player. Use with recirculated air to improve cooling performance. For more cabin air filter

information, or to replace the filter, see your authorized dealer. Failure to activate your
headlamps under these conditions may result in a collision. If your vehicle has been in an
accident the alignment of your headlamps should be checked by a qualified service technician.
Close the hood and turn off the lamps. Using the right bulbs Replacement bulbs are specified in
the chart below. Make sure headlamp switch is in the OFF position, then open the hood.
Disconnect the electrical connector from the bulb by depressing the retainer clip and pulling
rearward. Remove the bulb by rotating it counterclockwise and pulling it straight out. Pull the
bulb straight out from the socket. Install the new bulb in reverse order. Replacing foglamp bulbs
1. Make sure the headlamp control is in the OFF position and open the hood. Remove the bulb
socket by rotating it counterclockwise, then pulling it out of the lamp assembly. Pull the bulb
straight from the socket. Carefully pull the bulb straight out of socket. Remove bulb socket by
turning counterclockwise. Carefully pull the bulb out from the socket. Install new bulb s in
reverse order. While holding the steering column, pull the lever up to its original position to lock
the steering column. Never adjust the steering wheel when the vehicle is moving. They may
seriously injure themselves. Press and pull the window switch to open and close the windows.
Each tap will decrease the set speed by 1 mph 1. Wait until it is safe to operate Mobile
Communications Equipment. Headlamps must be on to set up the nighttime display color. Note:
A gauge in a warning condition will be lit red when the headlamps are on. Displayed when the
engine is overheating. Stop the vehicle as soon as safely possible, turn off the engine. If the
warning stays on or continues to come on, contact your dealer as soon as possible. The
windows will automatically lower when lowering or raising the top. Push the convertible top
switch on the overhead console and hold until the windows are completely down and the top is
completely stored. Fold the right side inward and secure the boot with the strap. Stow the boot
in the trunk. Raising the convertible top The convertible top will not operate unless the vehicle
is traveling under 3. Raise the front and rear side windows. Operation is subject to the following
two conditions: 1 This device may not cause harmful interference, and 2 This device must
accept any interference received, including interference that may cause undesired operation.
Press and release again within three seconds to unlock the passenger door. Replacing the
battery The remote entry transmitter uses one coin type three-volt lithium battery CR or
equivalent. The dome lamp control must not be set to the off position for the illuminated entry
system to operate. Use of these systems may result in vehicle starting problems and a loss of
security protection. Note: Large metallic objects, electronic devices that are used to purchase
gasoline or similar items, or a second coded key on the same key chain may cause vehicle
starting issues. After the 20â€”second pre-arm phase, the power door unlock control is disabled
to further protect your vehicle. Once the trunk becomes closed the motion sensing system will
re-arm. Lift the head restraint to raise the height. Four-way seat adjust driver side only Pump the
handle upwards to raise the cushion and pump downward to lower the cushion to the desired
location. The seatback locks automatically when returned to the normal position. An unlatched
seat may become dangerous in the event of a sudden stop or collision. Routine maintenance of
the Personal Safety System is not required. Refer to Safety restraints for children or Safety
seats for children later in this chapter. How to disengage the automatic locking mode Ford
Motor Company recommends that all safety belt assemblies and attaching hardware should be
inspected by a qualified technician after any collision. Safety belt assemblies not in use during
a collision should also be inspected and replaced if either damage or improper operation is
noted. This assembly can be obtained from your dealer at no cost. Ford Motor Company
recommends that all safety belt assemblies in use in vehicles involved in a collision be
replaced. See your Ford or Lincoln Mercury dealer. Modifying or adding equipment to the front
end of the vehicle Page 99 Airbags are designed to inflate in frontal and near-frontal collisions,
not rollover, side-impact, or rear-impacts unless the collision causes sufficient longitudinal
deceleration. If the air bag is not replaced, the unrepaired area will increase the risk of injury in
a collision. Page Do not attempt to service, repair, or modify the airbag SRS, its fuses or the
seat cover on a seat containing an airbag. All occupants of the vehicle should always wear their
safety belts even when an airbag SRS is provided. Page Several air bag system components get
hot after inflation. Do not touch them after inflation. Also see Airbag supplemental restraint
system SRS in this chapter for special instructions about using airbags. Booster seats position
a child so that safety belts fit better. They lift the child up so that the lap belt rests low across
the hips and the knees bend comfortably. Page Never use pillows, books, or towels to boost a
child. They can slide around and increase the likelihood of injury or death in a collision. Ford
recommends the use of a child safety seat having a top tether strap. Page 1. Position the child
safety seat in a seat with a combination lap and shoulder belt. Children 12 and under should be
properly restrained in the rear seat whenever possible. If the retractor is not locked, unbuckle
the belt and repeat Steps two through nine. Check to make sure the child seat is properly

secured before each use. Locate the correct anchor for the selected seating position as shown
previously. Note: For easier access, attach the tether with the convertible top up. Access tether
anchors located behind the seatback under the vinyl tag marked with the child tether anchor
symbol. See Attaching safety seats with tether straps in this chapter. Check to see if the
anchors hold the seat in place. If the safety seat is not anchored properly, the risk of a child
being injured in a crash greatly increases. Department of Transportation-Tire quality grades:
The U. Department of Transportation requires Ford to give you the following information about
tire grades exactly as the government has written it. You are strongly urged to buy a reliable tire
pressure gauge, as automatic service station gauges may be inaccurate. Ford recommends the
use of a digital or dial type tire pressure gauge rather than a stick type tire pressure gauge.
Page 7. Check the sidewalls to make sure there are no gouges, cuts or bulges. Use of any tire or
wheel not recommended by Ford can affect the safety and performance of your vehicle, which
could result in an increased risk of loss of vehicle control, vehicle rollover, personal injury and
death. Page Do not attempt to change a tire on the side of the vehicle close to moving traffic.
Pull far enough off the road to avoid the danger of being hit when operating the jack or
changing the wheel. Block both the front and rear of the wheel diagonally opposite the flat tire.
For example, if the left front tire is flat, block the right rear wheel. Remove the lug wrench, spare
tire and jack. This is normal only when using the temporary spare tire. Lower the wheel by
turning the jack handle counterclockwise. Use only Ford recommended replacement fasteners.
When a wheel is installed, always remove any corrosion, dirt or foreign materials present on the
mounting surfaces of the wheel or the surface of the front disc brake hub and rotor that
contacts the wheel. Page These speed ratings may need to be adjusted for the difference in
conditions. These ratings are listed in the following chart. Maximum Load Single lb. Have a
qualified technician at a Ford or Lincoln Mercury dealer check the wheel alignment periodically.
Note: If your tires show uneven wear ask a qualified technician at a Ford or Lincoln Mercury
dealership to check for and correct any wheel misalignment, tire imbalance or mechanical
problem involved before tire rotation. You will need to reduce the load weight by at least lb. If
you remove lb. Servicing after towing If you tow a trailer for long distances, your vehicle will
require more frequent service intervals. Refer to your Scheduled Maintenance Guide for more
information. Page Driving Do not park, idle, or drive your vehicle in dry grass or other dry
ground cover. The emission system heats up the engine compartment and exhaust system,
which can start a fire. Make sure the headlamps and vehicle accessories are off. If a light fails to
illuminate, have the vehicle serviced. The ABS will be activated immediately, allowing you to
retain full steering control during hard braking and on slippery surfaces. However, the ABS
does not decrease stopping distance. This is normal system behavior and should be no reason
for concern. See your dealer or a qualified service technician. Examples: city traffic, hilly terrain,
heavy loads, trailer towing and when engine braking is required. These actions will reduce the
life of the clutch. Fully apply the parking brake, then shift into 1 First. Turn the ignition off. Do
not park your vehicle in Neutral, it may move unexpectedly and injure someone. Use 1 First gear
and set the parking brake fully. Have the fluid checked and, if water is found, replace the fluid.
Page Hazard Flasher Switch Roadside Emergencies Canadian customers who require roadside
assistance, call 1â€”â€”â€” If you need to arrange roadside assistance for yourself, Ford Motor
Company will reimburse a reasonable amount. To obtain reimbursement information, U. Ford or
Mercury vehicles customers call ; Lincoln vehicle customers call 1â€”â€”â€” Page Fuses And
Relays Note: Always replace a fuse with one that has the specified amperage rating. Using a
fuse with a higher amperage rating can cause severe wire damage and could start a fire.
Remove the trim panel cover and the fuse cover to access the fuses. To remove a fuse use the
fuse puller tool provided on the fuse panel cover. If the battery has been disconnected and
reconnected, refer to the Battery section of the Maintenance and Specifications chapter. An
explosion could result in injury or vehicle damage. Batteries contain sulfuric acid which can
burn skin, eyes and clothing, if contacted. Note: In the illustrations, lightning bolts are used to
designate the assisting boosting battery. Connect the negative - cable to the negative - terminal
of the assisting battery. Start the engine of the disabled vehicle. Once the disabled vehicle has
been started, run both engines for an additional three minutes before disconnecting the jumper
cables. Remove the jumper cable from the ground metal surface. Do not tow with a slingbelt.
Ford Motor Company has not approved a slingbelt towing procedure. If your vehicle is to be
towed from the front using wheel lift equipment, it is recommended that the rear wheels drive
wheels be placed on a dolly to prevent damage to the transmission. Away from home If you own
a Ford or Mercury vehicle and are away from home when your vehicle needs service, or if you
need more help than the dealership could provide, after following the steps described above,
contact the Ford Customer Relationship Center to find an authorized dealership to help you.
Page If you own a Lincoln vehicle and are away from home when your vehicle needs service, or

if you need more help than the dealership could provide, after following the steps described
above, contact the Ford Customer Relationship Center to find an authorized dealership to help
you. Page Customer Assistance In some states in the U. Ford is also allowed a final repair
attempt in some states. In the United States, a warranty dispute must be submitted to the The
Dispute Settlement Board may not be available in all states. The decisions of the Board are
binding on Ford and, in some cases, on the dealer but not on consumers who are free to pursue
other remedies available to them under state or federal law. Page If your vehicle must be
serviced while you are traveling or living in Central or South America, the Caribbean, or the
Middle East, contact the nearest Ford dealership. If you did not take advantage of the Ford
Extended Service Plan at the time of purchasing your vehicle, you may still be eligible. Since
this information is subject to change, please ask your dealer for complete details about Ford
Extended Service Plan coverage options, or visit the Ford ESP website at Page Reporting Safety
Defects U. The dull finish in this area helps protect the driver from undesirable windshield
reflection. Dry the area with a soft cloth. These quality products have been specifically
engineered to fulfill your automotive needs; they are custom designed to complement the style
and appearance of your vehicle. Turn off the engine and remove the key. Block the wheels. Set
the parking brake and shift to P Park. Go to the front of the vehicle and release the auxiliary
latch that is located under the front center of the hood. Lift the hood and secure it with the prop
rod. Engine oil filler cap 3. Engine oil dipstick 4. Brake fluid reservoir 5. Air filter assembly 6.
Power steering fluid reservoir 7. Engine coolant reservoir 8. Windshield washer fluid reservoir 9.
Set the parking brake and ensure the gearshift is securely latched in P Park automatic
transmissions or 1 First manual transmissions. Open the hood. Protect yourself from engine
heat. Locate and carefully remove the engine oil level indicator dipstick. Put the indicator back
in and ensure it is fully seated. Adding engine oil 1. Check the engine oil. For instructions, refer
to Checking the engine oil in this chapter. Page Change your engine oil according to the
appropriate schedule listed in the scheduled maintenance information. Ford production and
aftermarket Motorcraft oil filters are designed for added engine protection and long life. If a
replacement oil filter is used that does not meet Ford material and design specifications,
start-up engine noises or knock may be experienced. Page Battery Therefore, do not allow
flames, sparks or lighted substances to come near the battery. When working near the battery,
always shield your face and protect your eyes. Always provide proper ventilation. As a result of
this, the transmission may shift firmly. Steam and scalding liquids released from a hot cooling
system can burn you badly. Also, you can be burned if you spill coolant on hot engine parts.
Page Recycled engine coolant Ford Motor Company does NOT recommend the use of recycled
engine coolant in vehicles originally equipped with Motorcraft Premium Gold Engine Coolant
since a Ford-approved recycling process is not yet available. Page If the engine coolant supply
is depleted, this feature allows the vehicle to be driven temporarily before incremental
component damage is incurred. Check the coolant level and replenish if low. Restart the engine
and take your vehicle to a service facility. The toxic effects of fuel may not be visible for hours.
The fuel system may be under pressure. If the fuel filler cap is venting vapor or if you hear a
hissing sound, wait until it stops before completely removing the fuel filler cap. If the problems
persist, see your dealer or a qualified service technician. Running out of fuel Avoid running out
of fuel because this situation may have an adverse affect on powertrain components. Fill the
fuel tank completely and record the initial odometer reading in miles or kilometers. Each time
you fill the tank, record the amount of fuel added in gallons or liters. If the fluid is low, add fluid
in small amounts, continuously checking the level until it reaches the range between the MIN
and MAX lines. Be sure to put the cap back on the reservoir. The use of these materials may
affect transmission operation and result in damage to internal transmission components. Add
enough fluid through the filler opening to bring the fluid up to the recommended levels. Install
and tighten the fill plug securely. Use only fluid that meets Ford specifications. Refer to
Lubricant specifications in this chapter. Replace the PCV valve with one that meets Ford
material and design speci
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fications for your vehicle, such as a Motorcraft or equivalent replacement part. The customer
warranty may be void for any damage to the emissions system if such a PCV valve is not used.
Page Refill Capacities Add 4 oz. Page Lubricant Specifications Maintenance and Specifications
Use of synthetic or synthetic blend motor oil is not mandatory. Ford design rear axles contain a
synthetic lubricant that does not require changing unless the axle has been submerged in
water. Ensure the correct automatic transmission fluid is used. Page Model year 7. Assembly

plant 8. Production sequence number Engine number The engine number the last eight
numbers of the vehicle identification number is stamped on the engine block and transmission.
The following table tells you which transmission or transaxle each code represents. Ford Motor
Company will repair or Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL.

