Roper dryer power cord installation

Last Updated: February 3, References. To create this article, volunteer authors worked to edit
and improve it over time. There are 12 references cited in this article, which can be found at the
bottom of the page. This article has been viewed 61, times. Learn more A dryer is a device that
will add an enormous amount of convenience to your laundry day. This Whirlpool dryer might
seem complicated to install, but follow the tutorial below and you'll be done in no time! We've
been helping billions of people around the world continue to learn, adapt, grow, and thrive for
over a decade. Every dollar contributed enables us to keep providing high-quality how-to help
to people like you. Please consider supporting our work with a contribution to wikiHow. Log in
Social login does not work in incognito and private browsers. Please log in with your username
or email to continue. No account yet? Create an account. Edit this Article. We use cookies to
make wikiHow great. By using our site, you agree to our cookie policy. Cookie Settings. Learn
why people trust wikiHow. Download Article Explore this Article Steps. Tips and Warnings.
Things You'll Need. Related Articles. Locate the terminal block shown here. Remove the
hold-down screw and the terminal block cover. Now if you are installing the power supply cord
strain relief, go on to steps 2 and 3. If you are installing the direct wire strain relief, go on to
steps 4 and 5. Remove the screws from the strain relief lower section. Put two clamp section
tabs into the hole below the terminal block opening with one tab pointing up and the other
pointing down. Secure the tabs with one hand and tighten the strain relief screws so the clamp
sections are held together. Insert the power supply cord into the strain relief. It should lie
horizontal, as shown, and fit snugly enough so as to stay in by itself-- do not tighten the screws
around the cord. Now go on to step 6. Remove the conduit connector and screws from the
strain relief lower section. Put the threaded portion of the strain relief through the hole below
the terminal block opening. Screw the conduit connector onto the strain relief threads. Insert
the direct wire cable into the strain relief. It should lie horizontal, as shown, and fit snugly
enough so as to stay in by itself. Tighten the strain relief screw directly against the wire cable,
as shown. Choose your electrical connection type. For the direct wire you can use a 4-wire
direct connection OR a 3-wire direct connection--follow steps for the 4-wire direct connection
OR follow steps for the 3-wire direct connection. IMPORTANT: Mobile homes require a 4-wire
connection and some local codes prohibit 3-wire connections, so make sure you are adhering
to the standards for your situation before you make a decision. Choose either flanged space
connectors or ring connectors. Remove the central silver terminal block screw and take the
neutral ground wire from the screw on the lower left, as shown. Connect the neutral ground wire
and neutral central wire which should be white in color. They should meet in the center of the
terminal. Replace and tighten the central screw over top of these wires. Connect the end of the
ground wire which should be green or bare to the lower left. Replace and tighten the screw over
top of the wire. Connect the remaining wires to the sections on either side of the middle screw.
Tighten the screws over top of these wires, then put back the terminal block cover which you
took out in step 1 and secure it with the hold-down screw. Now go on to step 21, "Venting
Requirements. Remove the central silver terminal block screw. Connect the neutral central wire
which should be white in color to the center of the terminal. Prepare your 4-wire cable for direct
connection. It should be at least five feet in length so you can move your dryer with relative
ease. Strip 5" of outer covering from the end of the cable, leaving bare ground wire in its place.
Shape the wires' ends into hooks, then remove the central silver terminal block screw and take
the neutral ground wire from the screw on the lower left, as shown. Connect the neutral ground
wire and the hooked end of the neutral wire which should be white in color. They should meet in
the center of the terminal, with the neutral wire's hook facing to the right. Squeeze the wires
together and replace and tighten the central screw over top of these wires. Connect the hooked
ends of the remaining wires to the sections on either side of the middle screw. Prepare your
3-wire cable for direct connection. Cut 1" each from the remaining three wires. Shape the wires'
ends into hooks, then remove the central silver terminal block screw. Connect the hooked end
of the neutral wire to the center of the terminal, with the wire's hook facing to the right. Squeeze
the hooked ends together and replace and tighten the screw over top of the wire. Venting
Requirements. This step is more of a list of stipulations, but do not skip reading it--it outlines
several potential hazards you want to avoid. Bent the vent carefully so as not to hinder its
effectiveness. Exhaust vents in mobile homes must be securely fastened to a flame resistant
portion of the home and the vent's ending should be outside the structure itself. Remember,
improper venting can cue moisture damage to woodwork, furniture, wallpaper, etc. Install the
exhaust hood of the vent. Use caulk to seal the outside wall around the exhaust hood, to
prevent leakage. Connect the vent to the exhaust hood. The vent MUST fit inside the hood,
secured with a 4" clamp. Run the vent to the dryer location following the venting requirements
above. Prepare the dryer for leveling legs. Take a large, flat piece of cardboard such as a piece
from the carton your dryer came in and gently lay the dryer down onto it. Screw leveling legs

into the dryer's leg holes. Use a wrench to turn these until the diamond marking on the middle
of each leg is no longer visible. Connect the vent to the exhaust outlet. Make sure the dryer vent
fits over the exhaust outlet, and secure the connection with a 4" clamp. Move the dryer to its
final location. Do not remove the cardboard yet, and take extra care not to damage the vent.
Once the dryer is in place, you can remove the cardboard and level the legs using a wrench. Cut
a hole, there may already be an indent for such an orientation. After that, you just move the
internal hose and its mounting. The cut out can be used as a filler to mostly hide the old hole
when riveted or screwed to a larger back piece. Use auto-body filler to fill any gaps prior to
repainting the old hole area. Yes No. Not Helpful 0 Helpful 1. Not Helpful 0 Helpful 0. Include
your email address to get a message when this question is answered. Submit a Tip All tip
submissions are carefully reviewed before being published. To reduce risks, read all
instructions concerning your dryer's type of connection and make sure you're aware of the
venting requirements before proceeding to step Helpful 0 Not Helpful 0. Do not attempt to
change the location of your dryer without at least one other person helping you, since its weight
makes it an inherently dangerous object. Related wikiHows How to. How to. More References 3.
Co-authors: 4. Updated: February 3, Categories: Washing Machines and Dryers. Italiano:
Installare un'Asciugatrice Elettrica. Thanks to all authors for creating a page that has been read
61, times. Did this article help you? Cookies make wikiHow better. By continuing to use our site,
you agree to our cookie policy. About This Article. Related Articles How to. By signing up you
are agreeing to receive emails according to our privacy policy. Follow Us. X Help us do more
We've been helping billions of people around the world continue to learn, adapt, grow, and
thrive for over a decade. Let's do this! Before the change, dryer outlets were 3-slot devices that
accepted 3-prong cords. This configuration did not include a dedicated ground connection; the
dryer's equipment ground case ground was connected to the neutral conductor in the dryer
cord and the household circuit. These outlets have four slots and will accept only 4-prong
electrical cords. Homeowners owning older dryers with 3-prong cords are sometimes perplexed
when they move into a home that has a newer 4-slot outlet. In this instance, the solution is to
replace the old 3-prong cord with a 4-prong cord to match the new outlet. Fortunately, it is a
very easy project. However, be aware that it's still legal to use 3-slot outletsâ€”the Code has no
requirement that they must be replaced with 4-slot outlets. This is why new clothes dryers are
generally sold without any power cord at all, so that you can install whatever cord style matches
your outlet. Such a configuration creates a very slight chance of shock, in the rare event that
the dryer experience a short circuit in its internal wiring. This was the reason why the Code
changed to require the 4-wire configuration. When you convert from the 3-prong to the 4-prong
configuration, you must make sure that the dryer's neutral terminal is not connected to the case
ground. Because you are not working on actual circuit wires while installing the cord, this is a
very safe project. Loose connections can lead to short circuits and sparking once the appliance
is plugged in for use. Make sure the dryer is unplugged from the electrical source, then remove
the metal plate covering the cord's wiring connections on the back of the dryer. It should be
directly above the place where the cord comes out. With magnetic tools, you're less likely to
drop screws inside the dryer. Remove the screws on the strain-relief fitting securing the cord to
the back panel of the dryer. Separate the two halves of the fitting and pull them out of the hole
one at a time. The two outer terminals are the hot terminals, and the center terminal is the
neutral. There may be a short white wire or metal strap joining the neutral terminal and the
ground screw, or there may be a white wire coming from inside the dryer and connecting to the
ground screw. This is the 3-wire configuration that ties the case ground to the neutral cord wire.
Pull the cord out through the hole to remove it from the dryer. Disconnect the dryer neutral from
the ground screw to convert the wiring configuration from 3-prong to 4-prong. You may have
one of two different configurations:. Install the new 4-prong cord by inserting the loose-wire end
through the hole in the dryer's back panel and making the following connections:. Tighten each
terminal screw firmly, and double-check them to make sure they are tight. To install a new strain
relief fitting, first slip the tab of the top half of the fitting into the hole and position the saddle
semi-circle of the fitting over the top of the cord. Do the same with the bottom half of the fitting
below the cord. Squeeze the two halves together sometimes it helps to use pliers to gently
squeeze them together , and secure the halves with the fitting screws. Note: Your old
strain-relief fitting probably won't work for your new 4-prong cord. A 3-prong cord typically is
flat, while a 4-prong cord usually is round and requires a fitting with a rounded area in its
center. Do not use a strain-relief fitting that doesn't fit the cord. Reinstall the cover plate with its
screws. To test the dryer for proper operation, check the dryer's control knob s to confirm that
everything is in the OFF position, then plug in the dryer into a 4-prong dryer outlet. Run the
dryer for a few minutes to make sure everything works. Connect the dryer vent duct before
using the dryer. Materials UL-listed, amp, 4-prong dryer cord Strain-relief fitting for 4-prong

cord. Remove Coverplate for Electrical Connections Make sure the dryer is unplugged from the
electrical source, then remove the metal plate covering the cord's wiring connections on the
back of the dryer. Show Full Article. Electric clothes dryers typically are sold without power
cords attached, and as annoying as that may be, there's a good reason for this omission. The
old cords had three-prong plugs that fit three-slot wall outlets. In three-prong cords, there were
two hot wires, with the third wire serving as both the neutral and the ground connection. To
make this work, the dryer was configured so that the chassis's ground connection was
jumpered to the neutral connection by means of a small metal strap in the connection box. All
this changed with the code revision, where new installations required that dryer outlets must be
wired to accept four-prong cords, with separate neutral and ground wires. This also required a
slightly different configuration in the dryer's connection box, in which the neutral and ground
terminals were no longer jumpered together. This configuration slightly improves the protection
against shock, since the machine's chassis now has its own grounding pathway. And since
your dryer might be older or newer than your outlet , dryer manufacturers don't bother giving
you an appliance cord because it might not work for your situation. That's why the cords are
sold separately. This project shows you how to install a new four-prong dryer cord for use with
a four-slot outlet , which has been the standard for more than 20 years. Alternatively, if your
house has an old three-slot dryer outlet, you can install a three-prong dryer cord on your new
dryer to make it compatible with a three-slot dryer outlet. Locate the electrical cover plate on the
back of the dryer. Remove the screws on the cover plate, using a screwdriver or nut driver.
Remove the plate from the dryer to expose the wiring terminal block for the cord connections.
Set the plate and screws aside. Insert the dryer cord into the hole near the terminal block.
Secure the green cord wire under the ground screw on the dryer body. Tighten the ground
screw firmly with the screwdriver or nut driver. There should be no wire or metal tab connecting
the ground screw to the center neutral terminal on the terminal block. You must remove this
connection, following the dryer manufacturer's instructions. Connect the remaining three cord
wires to the terminals on the terminal block as follows:. Tighten all terminal connections firmly,
using the screwdriver or nut driver. Install a new strain-relief fitting to secure the cord where it
enters the dryer panel. These fittings typically have a top and bottom half. Remove the screws
from the fitting and separate the two halves. Insert the tab of each half into the dryer cord hole,
so it is flat against the inside of the dryer panel. Fit the two halves over the cord and reinstall
the fitting's screws. Tighten the screws so the cord is held firmly, but make sure the fitting does
not deform the cord or pinch the insulation. Set the cover plate into place over the terminal
block, and secure it with its mounting screws. Make sure all dryer controls are off and plug in
the dryer to the four-slot outlet. Turn on the dryer and test it for proper function. If you happen
to have an older three-slot dryer outlet, the electrical code does allow you to install a
three-prong cord to fit that outlet. The installation process is much the same as for four-prong
cords with one exception:. In the dryer's wire connection box, there must be a metal jumper
between the center neutral terminal and the ground terminal. Materials UL-listed, four-prong
dryer cord must match amp rating for dryer and outlet; most are amp Strain-relief fitting must be
an appropriate size and shape for the cord. Expose the Wire Connection Block Locate the
electrical cover plate on the back of the dryer. Tip There should be no wire or metal tab
connecting the ground screw to the center neutral terminal on the terminal block. Show Full
Article. Table of Contents Tools and Parts Location Requirements Electrical Requirements
Electrical Connection Venting Requirements We have provided many important safety
messages in this manual and on your appliance. Always read and obey all safety. This symbol
alerts you to potential hazards that can kill or hurt you and others. All safety messages will tell
you what the potential hazard is, tell you how to reduce the chance of injury, and tell you what
can. Gather the required tools and parts before starting installation. Read and follow the
instructions provided with any tools listed. Your safety and the safety of others are very
important. Plan Vent System Install Vent System Install Leveling Legs Connect Vent Level Dryer
Reverse Door Swing Optional Complete Installation You can be killed or seriously injured if you
don't immediately. You can be killed or seriously injured if you don't follow. Remove parts
package from dryer drum. Check that all parts were. Check local codes. Check existing
electrical supply and venting. Mobile home installations require metal exhaust system
hardware. For further information, please reference the. You can be killed or seriously injured if
you don't follow instructions. Parts supplied: Remove parts package from dryer drum. Check
that all parts were included. Tin snips new vent installations Caulking gun and Page 2: Location
Requirements Drying times can be extended. Page 3: Electrical Requirements Check with a
qualified electrician or service representative or personnel if you are in doubt as to whether the
dryer is properly grounded. Do not modify the plug on the power supply cord: if it will not fit the
outlet, have a proper outlet installed by a qualified electrician. Use a UL listed strain relief.

Disconnect power before making electrical connections. Connect neutral wire white or center
wire to center terminal silver. Ground wire green or bare wire must be connected to green
ground connector. Page 5: Electrical Connection Options B. Hole below terminal block opening
C. Strain relief threads Put direct wire cable through the strain relief. The strain relief should
have a tight fit with the dryer cabinet and be in a horizontal position. Tighten strain relief screw
against the direct wire cable. Page 6 3-wire connections. Direct wire cable must have 5 ft 1. Strip
5" Page 7 Use where local codes permit connecting cabinet-ground conductor to neutral wire.
Strip 3 " 8. Strip insulation back 1" Page 8 hooks facing right. Squeeze hooked ends together.
Tighten screws. Tighten strain relief screw. Insert tab of terminal block cover into slot of dryer
rear panel. Secure cover with hold-down screw. You have completed your electrical
connections. The dryer exhaust must not be connected into any gas vent, chimney, wall, ceiling
or a concealed space of a building. If using an existing vent system Clean lint from the entire
length of the system and make sure exhaust hood is not plugged with lint. Page Plan Vent
System Choose your exhaust installation type Recommended exhaust installations Typical
installations vent the dryer from the rear of the dryer. Other installations are possible. Dryer E.
Clamps B. Elbow F. Rigid metal or flexible metal vent C. Wall G. Vent length necessary to
connect elbows D. Page Install Vent System 21 ft 6. Use a wrench to adjust the legs up or down
and check again for levelness. Page Complete Installation 6. Be certain to keep cardboard
spacer centered between doors. Reattach outer door panel to inner door panel so handle is on
the side where hinges were just removed. Attach door hinges to dryer door so that the larger
hole is at the bottom of the hinge. This manual is also suitable for: Eedsq - estate extra large 5.
Print page 1 Print document 12 pages. Cancel Delete. Sign In OR. Don't have an account? Sign
up! Restore password. Upload from disk. Upload from URL. If you move to a new home, you
may find that the outlet for your dryer does not match the dryer plug type on your appliance.
Need help identifying a tool or material for changing a dryer cord? Downloading manuals is also
a convenient way of obtaining a back-up in case your original document goes missing. Tighten
the strain relief clamp. We carry all of the dryer parts and other supplies you need for changing
a dryer cord. Note: This video is intended to give you the general idea of the part replacement
procedure. Disconnect the ground wire or strap that connects the center terminal to the case.
Helpful Tips on How to Change a Dryer Cord When satisfied, make sure that your tools are
removed from behind the dryer. Choose your electrical connection type. But it may need
replacement if it becomes worn or damaged to the point of presenting an electrical hazard. Feed
the loose wires of the new dryer cord through the hole in the back of the unit. The top of the
dryer will fold back out of the way. How to install a 3 wire power cord to your dryer. Electric
Steam Dryer to your list. Remove the screws on the strain-relief fitting securing the cord to â€¦
Open the Access Panel If replacing a 3-prong cord, attach the two outer conductors to the two
outer terminals. This is an accessory that can be used with most standard free-standing electric
dryers; check to see if your model number is compatible. Removed the two screws that attatch
the lent channel to the top of the dryer, then lifted the top of the dryer by pushing in on the two
locking tabs located at the front, left and right, corners of the dryer top with a small flat head
screw driver. Electric Steam Dryer" to the compare list. Replace the cover over the wiring
terminal block. If replacing a 4-prong cord, the red wire goes to the left terminal, the black wire
to the right terminal, the white wire to the center terminal and the green wire to the green
grounding screw on the dryer chassis near the terminal block. Use pliers to hold the bracket in
place and evenly tighten both bracket screws firmly to secure the cord. To replace them,
remove the retaining plate, unplug the sensors and pull them off the gas valve. Then, move the
dryer into place. Since retiring from the news business in , Kirchhoff takes care of a acre rural
Michigan lakefront property and applies his experience to his vegetable and flower gardens and
home repair and renovation projects. Knowing certain parts are available also allows the
owners to purchase certain parts before the originals actually need replacing or repair. If in
doubt, purchase a new cord. Follow the steps in this repair guide to replace the blower wheel in
your dryer. Local store prices may vary from those displayed. Use pliers to hold the strain relief
bracket in place while loosening the bracket's screws. If the thermal fuse on your electric dryer
checks out, test the heater element for continuity. Everbilt 6 Ft. Attach the black wire to the left
hot terminal. Whirlpool 4 ft. Repair difficulty. Replace the access panel on the back of the dryer.
When replacing the existing dryer in your home, you can reuse its electric power supply cord if
the old cord conforms to current safety codes and there is nothing wrong with the cord itself.
This creates a separate return path for unused current. Sku Lastly, make sure to check our
Repair Help section which gives free troubleshooting advice and step-by-step video
instructions for replacing a variety of Roper Dryer â€¦ Products shown as available are normally
stocked but inventory levels cannot be guaranteed, For screen reader problems with this
website, please call or text standard carrier rates apply to texts , 3-Prong Dryer Cord vs.

Learning how to change a dryer cord is a simple project many homeowners can tackle. Dryer
models made since have a 4-prong plug. Then you can attach the new cord. Plug in the dryer
and check for correct operation. The National Electrical Code currently requires 4-prong dryer
outlets in all new home construction. This cord is volts and 30 amps. Remove the Strain-Relief
Fitting. Attach the middle or ground wire to the center terminal, one of the outer wires to the
right terminal, and the other outer wire to the left terminal. Connect the unlooped neutral ground
wire and the center white wire on the dryer electrical supply cord. Unplug the dryer cord before
working on the appliance. The power cord of an electric clothes dryer usually lasts for the life of
the appliance. Do not plug a dryer cord into a receptacle unless it is properly and completely
connected to the dryer. Attach the grounding strap or wire that runs from the center terminal to
the dryer case. Lastly, make sure to check our Repair Help section which gives free
troubleshooting advice and step-by-step video instructions for replacing a variety of Estate
Dryer â€¦ Insert the loose end of the 3-prong cord through the installation hole found in the
electrical connection access box. There are a couple of different scenarios ways workarounds,
one of which is to purchase a new dryer cord. Connect the red wire to the right hot terminal.
Slide the new cord into the dryer chassis through the strain relief clamp that held the old cord.
Snap a picture of an item you like and we'll show you similar products. Attach the green wire to
the green grounding screw or dryer case. Consult the dryer wiring diagram in the user manual.
Keep the screws in a safe place until securing the access panel when the project is complete.
Ready to find the supplies you need in your local store? View Details Almost all manufacturers
sell dryers without a cord attached, allowing you to select 3-prong vs. Replace the Access Panel
When you install a new dryer in an older home or an old dryer in a newer home, you may find
that the dryer plug type on your appliance does not fit the outlet on the wall. In this case, you
will need to purchase a new power supply and follow instructions for how to replace a dryer
cord. Connect the outer two wiresâ€”the hot wiresâ€”on the three-prong cord to the outer two
screws, one on each screw. Some tips might be new advice for beginners and others are worth
repeating even to seasoned DIY-ers. Remove the cover over the wiring terminal block by
undoing the cover screws. Purchase 3 Prong Dryer Cord. All Rights Reserved. Existing homes
may still use 3-prong outlets. Get Support. Before cleaning up and putting away your tools, test
the dryer to check your work. Reusing an Old Dryer Cord 3-prong plugs are used for homes
built before the year Herb Kirchhoff has more than three decades of hands-on experience as an
avid garden hobbyist and home handyman. We'll take you to the exact aisle and bay. In general:
Whether you choose to add professional installation to your new dryer purchase or install it
yourself, you must purchase a power cord appropriate for your outlet. Appliance Replacement
Parts. Electrical codes place restrictions on changing the outlet, but codes permit changing
dryer plug types to match the existing outlets. Attach the white wire to the center neutral
terminal. Locate the center white wire on the dryer electrical supply cord. Need Help? The wires
are typically color-coded with a black wire on one side, a white wire in the middle, and a red wire
on the other side. Unplug the dryer. Test the Dryer A 3-prong dryer cord was the standard for
dryers prior to Find products fast with image search in The Home Depot app. However, you
must replace the cord if it shows any signs of wear, so check it carefully for any fraying, kinks
or other signs of damage. The switch to a 4-prong outlet was due to a flaw in the 3-prong outlet
design. If replacing a 3-prong cord, attach the two outer conductors to the two outer terminals.
You must make certain that the appliance is disconnected from its power source before
beginning to work on changing a dryer cord. The ability to purchase replacement parts to repair
your washing machine and dryer makes it convenient to keep the appliances running smoothly.
Main causes: lack of electrical power, bad power cord, wiring failure, bad control board, blown
thermal fuse, bad door switch. Some Roper dryers use a belt switch to keep the drive motor
from running so you might not hear the motor run when the drive belt breaks. Undo the terminal
lugs and the strain relief device with a socket wrench or screwdriver. For the power supply cord
you can use a 4-wire receptacle OR a 3-wire receptacle--follow steps for the 4-wire receptacle
OR follow steps for the 3-wire receptacle. Use common sense when learning how to change a
dryer cord. If you have to install the new dryer power cord yourself, make sure to use a UL
Listed 4 prong replacement dryer power supply cord with flanged spade terminals for easy and
quick connections. Repair job took less than 10 minutes: 1 Unplug Dryer 2 Remove Lint screen
and 2 Phillip screws 3 use flat putty knife to depress lid latches while lifting latches located
approx 2 - 3 inches from each side. Use pieces of masking tape to label which colored wire
attaches to each terminal inside the access panel. Use of this site is subject to certain Terms Of
Use. Tighten the terminal nuts or screws. Your appliance may differ depending on the
manufacturer and model. There also may be a strain relief clamp where the cord exits the dryer
to hold the cord in place. Shipping A broken power cord or failed push-to-start switch can also
prevent the dryer from starting. Older homes typically have 3-prong outlets, while 4-prong

outlets are used in newer construction. Fit the strain relief bracket into the cord access hole.
Double check that you have firmly tightened the terminal screws that connect the new wires.
Loosen the connection screws holding the wires in place on the terminal block. After the
terminals are labeled for easier installation of the new dryer cord, you can begin to remove the
old cord. This part is approximately 76" long. Unscrew the three connection screws using a
magnetic nut driver, so the screws don't fall down inside of the machine. This has the potential
to allow a current to find its way onto the ground wire. Use The Home Depot app to locate
products and check inventory. Remove the Old Cord Check to see if you need a 3-prong vs.
Open the access panel where the cord enters the back of the dryer. Pull the cord wires loose
from the connections
s 10 vacuum diagram
2002 monte carlo ss headlights
buick lacrosse picture
, pull out the old cord and discard it. Attach these two wires to the center silver-colored
terminal and replace the screw that was previously removed from this location. The 4-prong
dryer cord is comprised of two hot wires, a neutral wire and a ground wire. Be sure to check
which type you will need before purchasing your appliance and power cord. To change the
power cord yourself , first watch this video to get an idea of what is involved. If there is a
separate fourth connector for a green ground wire from the cord, undo that as well. The cord
has ring terminal connectors that ensure a safe connection. Use an adjustable wrench to turn
the legs until the dryer is level. Older dryers have a 3-prong plug. Society for the Blind was
founded in and today serves 27 counties in northern California. Core Blindness Skills focus on
four Read Moreâ€¦. Home General Interest roper dryer cord replacement. Share on Facebook.
Related Articles. General Interest. Engage Magazine General Interest Spring

