Suzuk intruder 125

The New Model Suzuki Intruder is a striking looking motorcycle, which brings a more vintage
style and pleases many people who are passionate about this segment. The launch will
introduce a New Model Suzuki Intruder with improvements and news planned to make this
motorcycle even more efficient as we will see next! The New Model Suzuki Intruder does not yet
have an official release date, but the automaker works to make it a great launcher. Check the
technical updates of:. When we talk about the New Model Suzuki Intruder, we soon think of a
comfortable motorcycle that is easy to drive and ready to handle both the road and the city.
Stay tuned to our post as more information from the New Model Suzuki Intruder datasheet will
be updated to our readers as soon as they are available. The expected consumption for this
release is among the best in the segment, however as INMETRO still evaluates the performance
of the model we have brought an average for you, see:. Our post will be updated with more
information regarding the consumption of the New Model Suzuki Intruder as soon as possible,
keep an eye. As soon as you release the new value of the New Model Suzuki Intruder we will
update this information for you, keep an eye! To learn more about the New Model Suzuki
Intruder we have brought some pictures of the motorcycle for you, follow it and remember to
keep an eye on our post as we will update more information for you as soon as possible.
Related Posts Suzuki. The New Model Suzuki Intruder is a striking looking motorcycle, which
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Check the technical updates of:. When we talk about the New Model Suzuki Intruder, we soon
think of a comfortable motorcycle that is easy to drive and ready to handle both the road and
the city. Stay tuned to our post as more information from the New Model Suzuki Intruder
datasheet will be updated to our readers as soon as they are available. The expected
consumption for this release is among the best in the segment, however as INMETRO still
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Suzuki Intruder we will update this information for you, keep an eye! To learn more about the
New Model Suzuki Intruder we have brought some pictures of the motorcycle for you, follow it
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as possible. Related Posts Suzuki. Bucuresti, Sectorul 6 Ieri Vinde rapid. Promoveaza-ti anuntul
aici. Iasi Azi Eselnita Azi Alba Iulia Ieri Bucuresti, Sectorul 4 Ieri Suceava Ieri Cluj-Napoca Ieri
Alba Iulia 22 feb. Campina 22 feb. Timisoara 22 feb. Ramnicu Valcea 21 feb. Suceava 21 feb.
Reghin 20 feb. Ludus 20 feb. Brad 19 feb. Sibiu 19 feb. Ramnicu Valcea 19 feb. Huedin 19 feb.
Sacele 18 feb. Ploiesti 18 feb. Bucuresti, Sectorul 3 17 feb. Cluj-Napoca 17 feb. Bucuresti,
Sectorul 6 17 feb. Bucuresti, Sectorul 3 15 feb. Arad 14 feb. Constanta 14 feb. Oradea 13 feb.
Pitesti 12 feb. Rovinari 12 feb. Radu Negru 12 feb. Sfantu Gheorghe 12 feb. Braila 11 feb. Sibiu
11 feb. Cisnadie 11 feb. Harsova 11 feb. Constanta 10 feb. Drobeta-Turnu Severin 10 feb.
Bucuresti, Sectorul 2 10 feb. Arad 9 feb. Anuntul este acum salvat in in lista ta de favorite.
Important si util: Pentru a salva permanent anuntul trebuie sa fii logat in contul tau OLX. Intra in
cont. Nu, multumesc. Prin accesarea contului, esti de acord cu Termenii si Conditiile site-ului.
Prin clic pe butonul Inregistreaza-te, accept Termenii de utilizare. Toate 62 Privat 56 Firma 6.
Motociclete 62 Motociclete Anunturi promovate Vezi toate. Anunturi Am gasit 62 anunturi. Am
gasit 62 anunturi Vinde rapid. Vezi anuntul pe. Motocicleta,chopper Suzuki Intruder LC. Cautari
asemanatoare: suzuki intruder in categoria Motociclete suzuki intruder in categoria Auto, moto
si ambarcatiuni suzuki intruder in categoria Motociclete suzuki intruder in categoria Motociclete
suzuki intruder in categoria Motociclete - Scutere - ATV suzuki intruder in categoria Motociclete
suzuki intruder in categoria Motociclete - Scutere - ATV suzuki intruder in categoria Motociclete
suzuki intruder in categoria Auto, moto si ambarcatiuni suzuki intruder in categoria Motociclete
- Scutere - ATV. Doresti sa salvezi aceste criterii de cautare? Salveaza cautarea Vezi cautarile
salvate. Cautarea este salvata Sterge din cautari favorite Vezi cautarile salvate. Vazute recent
Anunturi favorite 0 Cautari favorite. Anuntul acesta nu mai este disponibil. Cum cel mai probabil
produsul a fost deja vandut, sa ne bucuram o clipa pentru vanzator. Si acum te invitam sa reiei
cautarea. Poti gasi anunturi similare din aceeasi categorie. Cautarea a fost salvata Bravo.
Anuntul este acum salvat in in lista ta de favorite Important si util: Pentru a salva permanent
anuntul trebuie sa fii logat in contul tau OLX. Intra in cont sau Creeaza cont. Cauti un loc de
munca? Gaseste-l aici in peste Seteaza o parola pentru contul tau Care sunt beneficiile unui
cont pe OLX? Poti adauga anunturi rapid, fara confirmare pe email, Poti accesa usor contul si
anunturile tale oricand, Poti modifica rapid setarile contului sau anunturilor tale Continua cu
contul Facebook Seteaza parola. Beneficiile crearii unui cont pe OLX: Poti trimite rapid mesaje

catre orice anunt Ai toate conversatiile salvate intr-un singur loc Ai acces la toate functiile
contului OLX. Intra in cont Creeaza un cont Continua cu contul Facebook. E-mail din contul
OLX. Ai uitat parola? Alege o parola. Sunt de acord cu folosirea mijloacelor de comunicare
electronica si a echipamentelor de telecomunicatii in scopul trimiterii de informatii de natura
comerciala de ex. Anunturi Am gasit 62 anunturi Am gasit 62 anunturi Vinde rapid. The Suzuki
Intruder C provides a laid back riding style with plush comfort blending the retro styling of
glittering chrome with refined modern technology and precision engineering. Looking at the
bike we tend to believe them, as this Suzuki cruiser incorporates amazing styling and modern
technology packed into a bike with retro-correct cues yet sporting modern-day grunt. The
Intruder CR offers immense off-idle torque and is 5-speed shaft drive has all it needs to scorch
the city asphalt and p Their unrivaled capabilities, born of Suzuki's championship-winning race
heritage, have made them leaders in their class. Each bike's awesome performance begins with
a cc, fuel-injected V-twin engine. The Intruder MZ benefits from our long experience of fuel
injection and builds power and torque from low down, delivering excellent fuel economy and
smooth throttle response right through the rpm range. Sports style inverted front forks give the
rider of the MZ exceptional front-end control with a smooth ride, whilst classic hard tail looks
are retained with the hidden progressive rear sus Thanks to a cc fuel-injected engine that traces
it's heritage to the championship winning GSX-R bikes, the CRT boasts great low down torque
for extraordinary acceleration. In the looks department, the CRT establishes it's own identity,
with pullb The Suziki MR2 Intruder has, at its heart, a liquid-cooled, four-stroke, cc, V-Twin
powerplant mated to a five-speed manual transmission. This modern cruiser boasts an
aggressive design, and is sure to stand out in any crowd. Standard features include a 46mm
inverted front fork, an adjustable monoshock as a rear suspension, dual, mm brake discs in the
front, a digital and analogu Suzuki has incorporated this bike with an interesting combined
analogue-digital instrument console. Intruder MR is a low-stance cruiser bike which looks
heavily chromed. Its round shaped headlight and streamlined headlight cover forms the face of
this bike. The bike features orange colored side indicators around its headlight. The MY VSGLP
Intruder is one of the worthiest choices fro those i search of a classically-styled chopper
powered by a big-bore engine and loaded with all the age-specific frills. The Intruder is all about
the American styling, with a large and skinny front wheel and a beefy rear one, a shorty exhaust
silencer and a mini passenger backrest. Compact without feeling crammed, the V If classic
looks is what you're after, but you would not mind having a dash of modern bike-making DNA
around, then the MY VL Intruder will definitely do. Compact, with ample, generous fenders for
both front and rear, a wide, comfy seat and great ergonomics, the VL Intruder is the big-bore air
and oil-cooled cruiser which never goes out of style. Low and laid back, the VL The MY VS
Intruder looks very much like its sibling, but the trained eye will observe the badges and the
small engine size. However, the VS Intruder retains a massive dose of styling cues from its
bigger brother, with the classic chopper stance, laced wheels, pull-back bars and mini backrest
for the passenger, plus the short exhaust and the black engine accents. If you're Slim, narrow,
aggressive and oozing classic style, the MY VS Intruder packs solid chopper looks from an age
we though long gone. Neatly padded seats for both rider and passenger, a miniature backrest
for the latter, a teardrop tank, raked-out forks, skinny front wheel with laced rims and a shorty
exhaust are all on the list to stress out its retro heritage. With 60 ho and Nm of t Customers will
spend they bucks on cc of air and oil-cooled displacement, with optimized power and torque
delivery in the low and mid-range revs for enhanced streetability on both the highway and urban
asphalt. On the list we should also mention the hydraulic clutc The motorcycle is built around a
strong cc, 4-Stroke, 2-cylinder, liquid-cooled, SOHC, 45 V-Twin engine that sends its power to
the rear wheel through a 5-speed constant mesh transmission. The engine is fed by a decently
sized fuel tank that has a capacity of The MY VS Intruder is only a middleweight cruiser, but it
packs solid big bore chopper looks which will please even the most demanding of riders.
Compact, low but offering a comfy ride, this machine boasts wire spoked rims, achopped rear
fender and a skinny front one, complemented by shorty shiny slash-cut dual exhausts and a
nice, slammed teardrop tank with bar-mounted instrumentation. Classic down to the bone, the
MY VS Intruder is a lower-big-bore chopper with tons of character, wire spoked wheels,a
slash-but shorty silencer, a teardrop tank neatly complementing the raked-out front and
yoke-mounted instruments. Some say that the MY VL Intruder LC is underpowered with its 67
hp, but the Nm maximum torque its air-oil-cooled engine makes it a very fun-to-ride big-bore
cruiser. And after all, power is definitely not the main thing about these bikes, while styling and
character are, and in this respect, the VL Intruder LC is not lacking either of them. Check out the
classic layout of the V-twin engine, wire wheels, but modern disc brake. If you dig the Intruder
style but feel like an cc-class cruiser is out of your league, the VS Intruder may be a nifty
alternative, as it retains the classic style and chopper looks, while offering a more tempered

character from its cc v-twin. The MY has received new colors and graphics, but the authentic
chopper style is just the same. A skinny front wheel, laced rims, plu The VSGLP Intruder is the
exponent of classically-styled choppers of the '60s and '70s, with elegantly laced rims, a skinny
front wheel, lush seating for two and an upswept rear fender just under the miniature passenger
backrest. A teardrop tank, yoke-mounted gauges and raised hand controls are also on the
menu, together with a custom-looks chopped exhaust and chromed detai Long, massive, low
and showing off retro design elements such as the deeply valanced fenders and cast wheels,
the VL Intruder LC also offers good long-range comfort with its plus seats and rider floorboards.
Its heart is an cc air and oil-cooled, carbureted v-twin wh The MY Suzuki VLLC Intruder is a
chopper created for beginning riders or for those who would rather rider a small-displacement
motorcycle than a scooter to work. With a classic design and the unmistakable v-twin rumble,
this is a full-on cruiser which can reach highway speeds even when riding two-up. The engine
produces 24 hp tops, so there's plenty of power to make this bike fun The MY VS Intruder is a
classic chopper in the middleweight range, packing cc of liquid-cooled v-twin nerve and being a
nifty choice for newer riders who are not fully-confident in their skills, or for those who are
simply looking for an economical and fun cruiser for daily rides. The VS Intruder has a skinny
front wheel, with a tall, comfy passenger seat and backrest, an angled The MY air and oil-cooled
VL Intruder LC is a cruiser with classic design incorporating certain modern elements such as
the cast wheels. The v-twin engine can only produce a maximum of 67 horsepower, and even
though the peak torque is generated at fairly low revs, the bike seems to feel underpowered.
Apart from this, if simply cruising in style aboard a rumbling classic v-twin is fin The Suzuki VL
is a massive custom cruiser equipped with a huge air-cooled V-twin engine. This engine with a
maximum torque figure of Nm 84 ft-lb at rpm. The Intruder uses a five speed gearbox, the broad
spread of torque makes more ratios superfluous. The Suzuki Intruder is a series of cruiser
motorcycles made by Suzuki from to After , the Intruder lineup was replaced by the Boulevard
range. In Europe, the Intruder name remains in use on certain models. The VS Intruder bikes all
have 4-stroke V-twin engines. This model was presented only in white color with the airbrush on
the tank and rear fender. The bike has a large wheelbase mm. The engine, which is equipped
with these machines, is highly reliable, but high demands on the quality of gasoline. The
advantages of motorcycles also includes high maneuverabilit The VS Intruder ended its career
in , when it was replaced by the VS, a more powerful cruiser. Introduced in , the VS Intruder has
suffered only a few changes over the years. The original model had a 4 speed gearbox but in ,
the 5 speed model was introduced to Europe. The VS Intruder ended its career in when it was
replaced by the VS, a more powerful cruiser. All rights reserved. Generations: 29 First
production year: I am 47 years old, 5' 10" tall around 14 stone and first time biker. I have a 31"
inside leg and the bike feels comfortable and I appreciate the fact that you can get both your
feet on the ground and have a stretch at lights etc. In my 47 years I have probably spent around
15 minutes on a motorbike which was in my teens and I remember crashing that one.
Considering my age and only holding my CBT for a few days I wasn't really concerned about
speed and I don't fancy my back holding out with the riding position on sports bikes so I opted
for a cruiser, I took my CBT on a cc Suzuki where I was leaning forward and after two hours
riding my forearms ached, my back ached, my thighs ached, I ached. I am also not confident
enough just yet to take my full test so chose to get experience on a first. I took it on a very long
run yesterday miles and it was a pleasure to ride. It cruised quite nicely at mph and I got it up to
70 mph on the flat on the dual carriageway, it will probably do a little more in the right
conditions. I won't be using it at that speed too often but it is nice to know it is capable of it if I
need it. I ain't Carol Vorderman but i think that equates to around 79 mpg. This will probably get
better as my riding style improves and i get used to biking and the bike. I find that in 5th gear I
occasionally had to gear down for some hills but got to the top of steep hills quite easily in 4th. I
took the pillion seat off as soon as I bought it because it won't be used and I think the bike
looks better without it. The bike does get noticed and if you are interested in turning heads then
you probably will on this bike but I don't think you will get many admiring glances from serious
cruiser owners. It does look bigger than a mainly because of the V twin engine and the nice big
teardrop shaped tank. There is an awful lot of chrome on this bike but some of the chrome parts
are in fact plastic coated chrome but you don't know that unless you actually tap it. It has a nice
sound to it but personally I wish it was a little louder. All in all, if you are looking for a cruiser
then this is an great option and is probably up there with the Yamaha Dragstar and the Honda
Shadow. I bought mine for fun use and the occasional commute in the dry until I take my bike
test next year and I hope to get all my money back or damn near it when I sell it. Using it like
this makes it easier to keep clean and shiny. If I was looking for something for everyday use I
wouldn't choose a cruiser unless i had lots of spare time for cleaning or just wasn't bothered
about keeping it clean. Suzuki Intruder K2 Click here if this is your business. From 33 reviews.

Blunder 's review of Suzuki VL Intruder. If you are commenting on behalf of the company that
has been reviewed, please consider upgrading to Official Business Response for higher impact
replies. Was this review helpful? Write A Review Ask A question. Share this page? Business
Owner? Claim your free Review Centre Star Rating badge now! Claim your item page Take
control of your reviews by setting up your free Business Account. Latest Reviews in s Honda
CG Latest items in s Nmax See Also Vente-Privee Suzuki Motorcycle India has introduced a cc
cruiser, taking design inspiration from the bigger Suzuki Intruder MR. The new Intruder shares
the same engine, chassis and suspension as the Suzuki Intruder Reviews Suzuki Intruder.
Ex-Showroom Price. EMI Starts. Intruder User Rating and Reviews 3. Displaying Reviews of 35
Sort by : Recent Helpful. Performance VIpul Gojiya. Average performance and super mileage in
this segment. Report Write Comment Was this review helpful to you? Not a good bike for ride,
too many technical issues. Sachin Chavan. Not maintenance friendly bike, need repair work
most of the time. Service center should be more user friendly in terms of issue resolution.
Overall didn't have good experience. Looking for better option. Awsome Bike Mohit. STD []
Petrol. Future of biking Jogeshwar rao. As per the specs and the features with which his bike is
loaded is gr8. But suzuki should have launched cc and above variant as well. Large market in
India are going towards cc bikes. Value for the money Ashok. Very nice Two wheeler, fulfilling
my expectations. Bike had many practical need facility like, digital clock, gear indicator Milage
also good. But service centres not worth. Need improvement in this area. FI [] Petrol. The worst
bike Yogesh sachdeva. Unsatisfied service from kumar suzuki gurgaon islampur Sumit kumar. I
will not suggest anyone to buy suzuki bike from kumar suzuki gurugram or anywhere,because
of 3rd class service. Because of not ready to change my damage wire of power start switch.
Engine is bad. With in 1. Nikhil solanki. I have to pay for bike engine repair. Gire box problem
Santosh. Gire box problem very bad experiences so I hop u chick disesa problem bad services
centar. No Spare available any where in market, don't buy. Never Every choice Intruder. Bike is
awesome but Dealers not interested to sale this.. SKR Raghav. Before 2 days gone for test ride..
But not happy with dealer they even don't want to sell.. The handle bar is vibrating high Nani.
The gear shift is bad, back brake is worst ,engine heats rapidly I drove it tirupati to kuppam.
Tyres Manish. Look is good but the tyres width is bad. It shud be little more broad coz the look
of the bike is heavy. The sound of the bike also shud be more explosive kind of. Nice Vaibhav
agrawal. Bike is really good and fully loaded but it gas plastic body which does not look gr8.
Very baad Yuvraj singh bhati. My Intruder Dhara. Great bike Chandrahas shetty. Good bike
value for the money,initially bike has given some minor problems, now its OK,I have driven top
speed in km,totally good bike. Its more numbers running in our kerala track Nisamudheen
puvakkatt. Big bike in low price Manav. Value for money, economical, good ground clearance,
standard hight, comfortable like car. Bad Happy. Fresh looking byke Koti. Stunning look. I love
the way thay buld with both sporty and cruisers style. Thia is the best bike i have ever drive
Tapendra. Good bike Ravindra bhagade. Good bike Bike chalane me maza ata hai Aour sab lok
dekhte hai kon si bike hai My experience ye hai ki car Wale bhi bike ke bare me puchate hai.
Carburetor damage in new bike Vinod Dilip Vyapari. Don't purchase this biki because they are
not providing best services to customer They are not provide original part in Bike.. If they have
given damage part in bike and took action on them that time they give reason to this part is not
in under warranty.. Radiator would have give a good impact if that will come then the best bike
till now Once i have also told that if in gixxer rear disk would have come then it wolld the best n
it come also I have purchase my gixxer and then i wrote the review so i cant that benefit but this
time i will wait for this. Ultimate Hayat Alam. I personally find it extremely wonderful and
stunning. I am riding the Suzuki intruder since last month and I find it one of the best and value
for money bike. I was attracted towards its stunning look and booked the bike on its launch.
Overall comfortable and best mileage at this price. Attractive looking cruiser saurav nandy.
People will surely notice you while riding this bike. But it's very much affordable and best in its
class. Worse Service Venkatesh kumar. Suzuki least bothered about service. Logged a
complaint against intruder a month ago till now there is no solution for that. They never supply
spares as well, my sincere request to don't buy Suzuki vehicle's. My personal experience and I
saw two more cases aswell. Bad service Parveen. Rear break problem.. Not worth Prasobh. Not
worth for the price : should build high CC bikes. Looks like scooty from behind , needs to
improve the looks r Siddharth. This is nice bike from front but as far as engine specifications
this is not expected out from Suzuki. Feels underpowered, rear look of bike make me confuse
whether it is bike or Suzuki access scooty. Mileage as quoted by company is not feasable. So
guys think twice before u buy front look is not the only one criteria for this scooty cum
bike,???? Feel good Vince k mathew. Not for height greater than 5 feets and 10 incges Khaja
Najeeb. I bought this bike and from day 2 legs pain started due to leg placement. Nick Future
Mohammed Ishak. View More Reviews. Read More. Ex-showroom Price. Bajaj Avenger Cruise

Harley-Davidson Street Bob Harley-Davidson Fat Boy Indian Scout Scout Vs Intruder Read
Reviews. Indian Roadmaster Roadmaster Vs Intruder Read Reviews. Indian Chieftain Chieftain
Vs Intruder Read Reviews. Indian Chief Vintage Select your City. New Delhi. Quick Links. Table
of Contents. The text of this manual is divided into sections. Holding the manual as shown at
the right will allow you to find the first page of the section easily. Indication of service data. Pay
special attention to the mes- sages highlighted by these signal words. Vehicle Identification
Number 1 is stamped on the right side of the frame tube. Unleaded gasoline is recom- mended.
Electronic ignition Transistorized Ignition timing Maintenance intervals are expressed in terms
of kilometers and months, and are dependant on whichever comes first. NOTE: More frequent
servicing may be performed on motorcycles that are used under severe conditions. Major
lubrication points are indicated below. Clutch lever holder Side-stand pivot and spring hook
Drive chain Throttle cable Brake lever holder end and pully Brake pedal pivot Immerse the
element in the cleaning solvent and wash it. NOTE: Make this adjustment when the engine is
hot. Suzuki automobile genuine oil filter is also not usable for the motorcycles. Clean and
lubricate every 1 km. Visually check the drive chain for the possible defects listed be- low.
Support the motorcycle by a jack and a wooden block, turn the rear wheel slowly by hand with
the transmission shifted to Neutral. Replace hoses every 4 years. Replace fluid every 2 years.
Steering should be adjusted properly for smooth turning of handlebars and safe running.
Overtight steering prevents smooth turning of the handlebars and too loose steering will cause
poor stability. The use of tires other than those specified may cause instability. The decision to
overhaul the cylinder is often based on the re- sults of a compression test. Periodic
maintenance records kept at your dealership should include compression readings for each
maintenance service. This will give a good indication of the condition of the moving parts. Refer
to page listed in each section for removal and reinstallation instructions. NOTE: If it is difficult
to remove the engine sprocket, loosen the rear axle nut, rear torque link nuts and chain
adjusters to provide additional chain slack. NOTE: The engine mounting nuts are self-locking.
NOTE: When removing the cylinder head covers, the piston must be at top dead center on the
compression stroke. Remove the piston pin circlips with long-nose pliers. NOTE: Scribe the
cylinder position on the head of the respective pis- tons. Turning it counterclock- wise, it may
cause damage. The crankshaft and transmission com- ponents must remain in the left
crankcase half. Cylinder head cover distortion: Service Limit: 0. Measure the cam height H with
a micrometer. Replace the camshaft if found worn down to the service limit. If the runout
exceeds the service limit, replace the camshaft. Camshaft runout: Service Limit: 0. If distortion
exceeds the service limit, repair or replace the cylin- der head. Cylinder head distortion: Service
Limit: 0. Part No. If the valve face has worn abnomally, replace the valve. Coat the valve seat
with Prussian Blue and set the valve in place. Rotate the valve with light pressure. Check that
the transferred blue on the valve face is uniform all around and in center of the valve face.
Rotate the cutter one or two turns. A weak- ened spring results in reduced engine power output
and often accounts for the chattering noise coming from the valve mecha- nism. Check the
valve springs for proper strength by measuring their free length and also by the force required
to compress them. If the measurement is found less than the service limit, replace the piston. If
the gap is less than the service limit, replace the ring. Piston ring free end gap: Standard: 1st
Approx. They bear the following identification numbers. Piston ring 1st and 2nd 0. If any of the
measurements exceeds the service limit, replace the conrod. STD width between webs: The
starter driven gear should turn smoothly. If excessive resistance is felt while turning the starter
driven gear, inspect the starter clutch. Inspect the starter driven gear bearing for smooth
rotation and any abnor- mal noise. If a clutch drive plate is not within the service limit, replace
the clutch plates as a set. If any abnormal condition are found, replace the primary driven gear.
NOTE: Before installing the gears, coat lightly engine oil to the driveshaft and countershaft.
After a circlip has been removed from a shaft, it should be discarded and a new circlip must be
installed. Replace the bearing in the following procedure if there is any- thing unusual. NOTE:
Before installing the oil nozzle, check or clean its oil passage. However, the following points
must be observed in the reassembly operation. NOTE: Fit steel plates between the crankcase
and the special tool when installing the crankshaft with the special tool. Make sure to replace
the gasket with a new one. If crankshaft is turned without drawing the camshaft drive chain
upward, the chain will be caught between crankcase and cam chain drive sprocket. Page Speed
Sensor Front No. The fuel sent under pressure by the fuel pump flows into the float chamber
when the float of the carburetor has dropped and the needle valve is open. Extreme care must
be taken. Clean the fuel filter with compressed air. Also check the fuel cock for cracks. In this
system, air is taken in from the clean side of air cleaner and guided into the slow system
through the air control valve. The fuel from the float chamber 2 is metered by the pilot jet 3
where it mixes with air coming in through the pilot air jet 4. This causes the piston valve 2 to

move upward. The fuel in the float chamber 3 is metered by the main jet 4. The metered fuel
enters the needle jet 5, mixes with the air admitted through the main air jet 6 and forms an
emulsion. When the rider open the throttle grip quickly, the intaken air volume becomes large
and air velocity at the bottom of the throttle valve piston valve is slow and sucking volume of
fuel is less. Do not use a wire to clean the valve seat. Except for E NOTE: Before removing the
pilot screw, determine the setting by slowly turning it clockwise and count the number of turns
required to lightly seat the screw. This counted number is important when reassembling pilot
screw to original position. Mea- sure the float height A while the float arm is just contacting the
needle valve using vernier calipers. If the runout exceeds the limit, replace the front axle. Rotate
the inner race by finger to inspect for abnor- mal noise and smooth rotation. Pay attention to the
following points: Left Right " N. Measure the thick- ness using the micrometer. Replace the
brake disc if the thickness is less than the service limit or if damage is found. Place a rag under
the union bolt so that brake fluid may not contact the parts. Page Master Cylinder Inspection
When installing the circlip, make sure that the sharp edge of the circlip faces outside. If the
length is found shorter than the service limit, replace the spring. Insufficient washing can result
in oil leakage or premature wear of the parts. Left Right 29 N. If any defects are found, replace
the swingarm with a new one. Page Reassembly And Remounting 72 N. The AC current
generated from the generator is rectified by the rectifier and is turned into DC current, then it
charges the battery. Measure the resistance between the three lead wires. Also check that the
stator core is insulated. If the resistance is not specified value, replace the stator with a new
one. The transmission is in neutral. If any abnormality is found, replace the component with a
new one. The ignition timing is programmed and stored in the ignitor. The pick-up coil is
mounted in the generator. The induced signal in the pick-up coil is sent to the wave-form
arrangement circuit and the CPU receives this signal and calculates the best ignition timing,
throttle position sensed by throttle position sensor and data stored in the ROM. NOTE: Be sure
that all couplers and spark plugs are connected prop- erly and the battery used is in
fully-charged condition. If Signal generator the resistance is not specified value, the signal
generator must coupler be replaced. Check that voltage varies between about 0 â€” If the turn
signal light does not illuminate, inspect the bulb, turn signal switch and circuit connection. If
any abnormality is found, replace the respective switch assemblies with new ones. Never
remove the container from the battery. If the voltage reading is less than the Worn cylinder.
Worn piston ring. Worn valve guide or improper valve seating. Repair or replace. Excessive
valve chatter 1. Excessive valve clearance. Weak or broken valve spring. Worn camshaft. Worn
or burnt camshaft journal. Noise seems to come from the piston 1. Worn gear. Worn or distorted
gearshift fork. Weakened gearshift stopper spring. Worn gearshift pawl. Engine idles poorly.
Valve clearance out of adjustment. Carbon buildup on piston crown. Insufficient amount of
engine oil. Check level and add. Defective oil pump. Clogged oil circuit. Float chamber fuel level
too low. Adjust float height. Overtightened steering stem nut. Broken bearing in steering stem.
Distorted steering stem. Low tire pressure. Handlebar wobbles. Loss of balance between right
and left front forks. Adjust or replace. Leakage of brake fluid. Oil on brake pad surface. Clean
brake disc and brake pads. Worn brake disc. Defective ignition coil. Defective spark plug.
Defective pick-up coil. Defective ignitor unit. Spark plug is wet or 1. Cracked battery case.
Battery has been left in a run-down condition for a long Replace. Battery runs down 1. Incorrect
charging method. Pass the battery -lead wire To speedometer under the starter relay. Ignition
coil resistance Terminal â€” 2 â€” Page Print page 1 Print document pages. Cancel Delete. Sign
In OR. Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL.
Price does not include Extended warranty, Zero Depreciation Insurance and any accessories
other than mentioned above. No, M. Road, Muthialpet, Pondicherry- Sales - , Service - , Back
Office - Plot No. Block No. Showroomâ€” Plot No. Survey No. Showroom â€” Shubh Arcade
Shop No. Workshop â€” Opp. College, Assam- Suzuki tower,thottakkattukkara,PO. Door No.
Dhanki More, Agamkuan, Kankarbagh main road, Patna - Kolkata Shop No. Showroom plot.
Showroom â€” Shop No. Showroom â€” Showroom No. Faizabad - , Uttar Pradesh. Building No.
Udham Singh Nagar â€” Uttarakhand. Showroom- N. Bazar, Malda Khatian no. Chamber of
commerce , Jagdalpur, Chattishgarh. Beside Hans Hotel, P. Road, Vidyanagar, Hubli Road,
Bagnan, Howrah, West Bengal. Hussainabad Bousi Road Bhagalpurâ€” Bihar. Indraprasth
Society, Hadapsar Pune- , Maharashtra. Holding No. Cachar, Assam. Satyam Tower Shop No. P
â€” Site Survey No. Deccan House, House no. Showroom â€” City Survey No. Workshop â€”
City Survey No. Near M. Surat nagrik sahkari bank ltd. Adajan road,Surat,Gujrat. Ground Floor,
Shop No. Town Bantow, P. NH 29, Purana Bazar, Opp. SBI ,Dimapur Nagaland. Gala no.
Showroom: No. Sambalpur Road, Balangir, Odisha, Pin- Laipuli A. Road, Dist-Tinsukia, Assam
A, Derawal Nagar, G. Karnal Road, Delhi - Mahal Road, S. Nagar, Tirupati, Andhra Pradesh.
Road, Kotoky Pukhri, Jorhat, Assam. Road, Dispur, Guwahati - Toms Motors Pvt. Umarpur Talai

, P. Raghunathganj, Mouza Sadhua, Distt. Murshidabad, West Bengal. No,opp S. Ayurvedic
Collage, B. Road, Thaneerhalla Extension,Hassan,Karnatka S-Chinsurah Hooghly west Bengal.
Showroom :â€” S Shop No. Ward No. P house,Opp. Dhanvantri Mandir, P. Marg Near Thaker
Stores , Jamnagar Shri Dharson, No. Khurda- , Odisha. Dist; Raigad, Maharashtra. Autozone,
Thazha Chovva, Kannur , Kerala. Puram, Rajamundry AP Sales- , Service, Spare Hamirpur â€”
Himachal Pradesh. Petrol Pump, , Jabalpur Kartar Cottage, Ward No. Ushadeep Complex, Nr.
Mall, G. Road Manpada,Thane West , Maharashtra. Showroom: Shop No. Nakodar Road, Opp.
Nari Niketan School, Jalandhar city, Punjab. Dwarka Puram, Opp. Near B K Automobiles, L. P
Road, Lakhimpur Kheri U. Rajkot Ahmedabad Highway, Nr. Aheshwari, Bajaj Showroom,
Wadhwancity, Surendranagar In front of St. Panchshil Plaza, Opp. College Road, ChikodiSankosai Dimna road, Mango, Jamshedpur Deshmukh Plaza,plot No,S. P, Holding No. Road,
Kolhapur - House No. Vikranta Appartment, Shop No. Hotel luxura, Dahod Road, Godhra ,
Gujarat. Road, Thanjavur, Tamil Nadu. Showroom â€” 3A- Ridhi Sidhi Ind. Society, Nr.
Daxeshwar Mahadev Temple, Opp. Shop no. Dag No. Sonitpur, Tezpur â€” , Assam. Complex,
Barkagaon Road, Hazaribagh, Jharkhand. Old No. Showroom:Plot No. Padmaja Commercial
Corporation, P. Kalsank Road, Ambagilu, Udupi, Karnataka. Showroom- 38B, G. Road Uttarpara
Hooghly, West Bengal Speaker Chowk, Kalambagh Road, Muzzafarpur Road, Chiring Chapori,
Dibrugarh - , Assam. Sivasagar - , Assam. IB House, ft. Kamdhenu House, NR. Showroom: B No.
Raaj Kumar. Mehsana Suzuki, Opp. Jamda Main Road, P. NH Muramkalan, P. O Ramgarh Cantt.
Distt Ramgarh Jharkhand â€” Shobha Tower, Plot No. Khasra No. Kanoria House,Palm Road,
Opp. Vidhan Bhavan , Civil Lines, Nagpur Showroomâ€” Sr No. S-Naharlagun, Itanagar, Distt.
Papumpare Arunachal Pradesh. Padmapukur, salepur P. Old Door No. Road No. Door no. B
Sector -2 Noida - Uttar Pradesh. Hatiatnagar, Bhairabpur, N. Road, Kharagpur, West Bengal.
Near Gyatri Ashram Temple, Oppt. Majholi Choraha, Delhi road, Moradabad U. Karnataka Bank
Ltd. Near A. Nabha Road, Malerkotla Distt. Sangrur, Punjab Area, Delhi - Shiv Sharda Building,
plot no. Tapi, Gujarat. Sales: , Spare: , Service: Revenue Survey No. Gir Somnath, Veraval- ,
Gujarat. Showroom: Mahaveer Auto, Plot no. Civil Lines, Opp. Shri Ganga Vehicles Pvt. B Road
Guna Madhya Pradesh. Main Road, Ward No. Bongaigaon - , Assam. Road, Bhatinda - , Punjab.
Khata no 11 Plot no. Showroom: Panposh Road, Rourkela, Distt. Sarve no. S, Tumkur,
Karnataka. Shiv Mishri Mansion, NO. Land No. Road, Panipat- , Haryana. Ground Floor, Plot No.
Sona AutoSales Pvt. Ward no. Una â€” , Himachal Pradesh. Railway Road, Nangal Dam, Distt.
Pranjali Heights, S. B College Udaipur West Godavari District, Andhra Pradesh.
Murshidabad-West Bengal. Khasra no. Gurudwara, B. Plot no. Pudur, Madurai, Tamil Nadu.
Koraput, Odisha. Tambeshwer Nagar, G. Road, Fatehpur, Uttar Pradesh Showroom: Opp. Phone
- - , , S , , W. Meerut Uttar Pradesh. Road, Agra Road, Raipur, Chhattisgarh. House no.
Showroomâ€” No. Avenue, Opp. I Square, Plot No. Ratnagiri , Maharashtra. E-1, E-2, Nr. Payal
Flat, Opp. At Suzuki,we pay great attention to riding performance,and "SEP" stands for our
next-generation engine that offers both low fuel consumption and superior acceleration. The
Intruder comes with advanced fuel injection technology equipped with 6 sensors to calculate
the optimum amount of fuel to be injected for better combustion efficiency,thereby improving
fuel efficiency and providing accurate throttle response at all rpm to make your every ride even
more exciting. The Intruder is sporty, also brings in a feel of Luxury with its flowing character
lines, adding Attitude! The dynamic front-heavy styling offers a powerful look and the luxurious
style is expressed in the details of the parts. Premium Backrest. With projector like LED position
lamp makes it look premium and the dynamic styling cues of the front cowl adds substantial
size to the motorcycle. All necessary functions are packed into a compact full-digital meter. The
flat panel design that looks like a smart-phone. Its segments above the specified rpm can be
made to flash when that speed is reached. The rear combination tail light features a compact
design with horizontally laid out LED lights which serves as sporty styling as well as functional
element. Sharp and unique styling of the dual outlet type exhaust for improved exhaust
efficiency and sporty appearance. Matte Finish. Please do not overly rely on ABS. Images
Videos. Intruder Download Brochure. Use my current location. Dealers List. Go to location.
Quick Links. Table of Contents. Other information considered as generally known is not
included. The text of this manual is divided into sections. Holding the manual as shown at the
right will allow you to find the first page of the section easily. Page 4 Use engine oil unless
otherwise speci- X fied. Apply molybdenum oil solution. Use fork oil or equivalent. Apply or use
brake fluid. Pay special attention to the mes- sages highlighted by these signal words. Indicates
a potential hazard that could result in death or injury. Vehicle Identification Number 1 is
stamped on the right side of the steering head pipe. Suzuki recommends the use of SAE 10W
engine oil. If SAE 10W engine oil is not available, select an alternative according to the following
chart. If this is not available, use an equivalent which is compatible with an aluminum radiator.
For E, 33 2 mm For others Overall width Inverted telescopic, coil spring, oil damped Rear

suspension Link type, coil spring, oil damped Front fork stroke Mileages are expressed in terms
of kilome- ters, miles and time for your convenience. NOTE: More frequent servicing may be
required on motorcycles that are used under severe conditions. Major lubrication points are
indicated below. If air pressure is used on the other side, dirt will be forced into the pores of the
air cleaner element thus restricting air flow through the air cleaner element. Check the exhaust
control valve actuator 2 for its movement when the ignition switch is turned on. If the electrode
of the spark plug is wet appearing or dark color, replace the spark plug with hotter type one. If it
is white or glazed appearing, replace the spark plug with colder type one. Page 35 Oil and filter
change : 3. Inspect the throttle valve synchronization periodically. Replace engine coolant every
2 years. Replace hoses every 4 years. When the wear exceeds the grooved limit line, replace the
pads with the new ones. Air bleeder valve: 7. Therefore, main- tain the correct tire pressure for
good roadability and a longer tire life. Cold inflation tire pressure is as follows. Replace any
defective parts if necessary. The decision to overhaul the cylinder is often based on the results
of a compression test. Periodic mainte- nance records kept at your dealership should include
compression readings for each maintenance service. This will give a good indication of the
condition of the moving parts. Save the data in the computer or by printing and filing the hard
copies. The saved or filed data are useful for troubleshooting as they can be compared
periodically with changes over time or failure conditions of the motorcycle. XX mmHg Data of
manifold absolute pressure operation at the time of starting Check the manifold absolute
pressure 1. XX mmHg Check the manifold absolute pressure 2. Refer to page listed in each
section for removal and reinstallation instructions. Engine removal is sequentially explained in
the following steps. Reinstall the engine by reversing the removal procedure. NOTE: The frame
down tube nuts are self-locking. Once the nuts have been removed, they are no longer of any
use. Once the nut has been removed, they are no longer of any use. Organize the parts in their
respective groups e. NOTE: At the above condition, the rear cylinder is at TDC of compres- sion
stroke and also the engraved lines A on the camshafts are parallel with the mating surface of
the cylinder head cover. NOTE: Loosen the cylinder head bolts little by little diagonally with the
smaller sizes first. NOTE: Firmly grip the cylinder at both ends, and lift it straight up. If the
cylinder does not come off, lightly tap on the finless portions of the cylinder with a plastic
mallet to make the gasketed joint loose. NOTE: If it is difficult to pull out the push rod 5 and ball
6, use a long- bar. The rotor bolt is used in conjunction with the rotor remover when removing
the rotor. Organize the parts in their respective groups i. If any stickiness is noted or ratchet
mech- anism is faulty, replace the cam chain tension adjuster assembly with a new one. If it is
worn or damaged, replace the valve with a new one. Fill the intake and exhaust ports with
gasoline to check for leaks. Always use extreme caution when handling gasoline. If any damage
are found, replace the cam chain tensioner with a new one. If each plate is not within the service
limit or standard range, replace it with a new one. If necessary, replace it with a new one. Page
Replace the bearings if there is anything unusual. Fit it to the side where the thrust is as shown
in the illustration. A Thrust B Sharp edge " When installing the gear bushing onto the countershaft 1 and driveshaft 2, align the shaft oil hole 3 with the 3rd drive gear bushing oil hole 4 and
4th driven gear bushing oil hole 5. If they are worn, replace the gear with a new one. If any,
replace them with a specified set of bearings. Code O. This mea- surement should be taken at
the widest part of the com- pressed plastigauge. NOTE: Apply engine oil to each running and
sliding part before reas- sembling. NOTE: Align the C-ring with the groove of bearing and the
bearing pin with the indent on the bearing. Page Align the oil strainer C with the lower
crankcase hole D. NOTE: Apply grease to the oil seal lip before installing the gearshift cover. B
Drive plate No. NOTE: The conical curve side of spring washer 8 faces outside. NOTE: Tighten
the clutch spring bolts diagonally. Turn the exhaust camshaft so that the arrow is aligned with
the gasket surface of the cylinder head. Turn the intake camshaft so that the arrow is aligned
with the gasket surface of the cylinder head. Use two pieces of shims. Shim 1 size table Part
number Thickness D 0. Refer to the engine removal and the engine disas- sembly sections for
secondary bevel gear assembly removal. Page Reassembly Bearing installer set 42 mm NOTE:
When installing the bearing, stamped mark on the bearing must face outside. Refer to the chart
for appropriate changes. NOTE: If no abnormal noise, the bearing removal is not necessary.
NOTE: If no abnormal noise the bearing removal is not necessary. The removed bearing must
be replaced with a new one. If it is not within the specification, the shims must be changed. Use
a new dust seal to prevent oil leakage. When installing the plate, fit the protrusion B of plate to
the one of the bearing stopper grooves. Connect the probe as shown to avoid opening of female
ter- minal. Such a wrong connection will damage the components of the FI system instantly
when reverse power is applied. If no continuity is indicated infinity or over limit , the circuit is
open between terminals A and C. These compensations are determined according to the signals
from various sensors that detect the engine and driving conditions. To check the function of the

individual FI system devices, the dealer mode is provided. Malfunction means that the ECM
does not receive signal from the devices. These affected devices are indicated in the code form.
Connect the special tool Mode select switch to the dealer mode coupler at the wiring harness.
For this purpose, use of such an inspection form such as below will facilitate collecting
information required for proper analysis and diagnosis. Such disconnection will erase the
memorized information in ECM memory. Therefore, it is possible to know engine and driving
conditions e. Go to step 2. If OK, then check the TP sensor lead wire continuity. If OK, then
measure the output voltage. If OK, then check the TO sensor lead wire continuity. Refer to the
SDS operation manual for further details. At this time, if an operation sound is heard from the
STVA, the function is normal. Go to Step 2. Also, check that the number of steps 4 in the ISC
valve position increases " If OK, then check the FP relay. Is the contacting OK? Go to Step 6. At
this time, if an operation sound is heard from the cooling fan relay and cooling fan motor is
operated, the function is normal. Do not remove the HO2 sensor while it is hot. There is no fuel
return hose. The fuel in the fuel tank is pumped up by the fuel pump and pressurized fuel flows
into the injector installed in the fuel delivery pipe. If the fuel pump motor does not make
operating sound, inspect the fuel pump circuit connections or inspect the fuel pump relay and
tip-over sensor. First check the insulation between A and B terminals with tester. Gasoline is
highly flammable and explosive. Keep heat, spark and flame away. If the fuel mesh filter is
clogged with sediment or rust, replace the fuel filter with a new one. Do not snap the throttle
valve from full open to full close after disconnecting the throttle cables. Replace the cushion
seal and O-ring with the new ones. Make sure that each coupler is installed in the correct
position. The color on each lead wire refers to the appropriate fuel injector. Never turn the
injector while pushing it. Replace the gaskets with new ones. It may cause damage if it gets a
sharp impact. Test the thermostat at the bench for control action, in the follow- ing manner. If
engine oil is leaking, visually inspect the oil seal and O-ring. If engine coolant is leaking,
visually inspect the mechanical seal and seal washer. NOTE: If there is no abnormal condition,
the oil seal removal is not nec- essary. The removed oil seal must be replaced with a new one.
Use the new O-ring to prevent engine oil leakage. Use the new O-ring to prevent engine coolant
leakage. NOTE: To prevent the pawl 2 from damage, insert the fastener all the way into the
installation hole. Do not operate the brake lever while removing the cal- ipers. An excessive
runout is usually due to worn or loosened wheel bearings and can be reduced by replacing the
bearings. If bearing replacement fails to reduce the runout, replace the wheel. Page The sealed
cover of the bearing must face outside. The directional arrow on the tire should point to the
wheel rotation, when remounting the wheel. After removing the front fork cap bolt 5, avoid holding the outer tube vertically by hand to prevent the inner tube from falling and damaged. Page
Reassembly Install the steering stem in the reverse order of removal. Do not use mix different
types of fluid such as silicone-based or petroleum-based. Never reuse brake fluid left over from
the last servicing or stored for long periods. If any damage is found, replace it with a new one.
Replace the O-ring with a new one. Remove the union bolt and disconnect the brake hose. If any
defects are found, replace the master cylinder with a new one. If any defects are found, replace
the pad mounting pins with the new ones. Do not use extremely high pressure to remove the
brake caliper pistons, otherwise damage to the pis- tons will result. If any defects are found,
replace the holder with a new one. If any defects are found, replace the boots with new ones.
Rear brake hose routing:! Remove the union bolt 3 and disconnect the brake hose. For this
reason, it is recommended to use a tire changer that can satisfy this sealing requirement and
can make the operation efficient as well as functional. NOTE: If the external appearance of the
valve shows no abnormal con- dition, removing of the valve is not necessary. The line must be
equidistant from the wheel rim all around. If the distance between the rim line and wheel rim
varies, this indicates that the bead is not properly seated. If this is the case, deflate the tire
completely and unseat the bead for both sides. Neglecting proper procedure may cause damage
to this part. Improper use can cause damage to the motorcycle and tester. Are accessories
being installed? Remove accessories. Step 2 1 Check the battery for current leaks. Go to Step 3.
Go to Step 7. If the tester reads under the specified value, replace the gen- erator with a new
one. Is a voltage OK? Go to Step 4. If any damages are found, replace the brush assembly with a
new one. Make sure that the length A is not less than 6. If this length becomes less than 6. If the
interlock system does not operate properly, check each component for damage or
abnormalities. If any abnormality is found, replace the component with a new one. Grasp the
clutch lever. Check that the fuse is not blown and the battery is fully-charged before diagnosing.
Step 1 1 Check the ignition system couplers for poor connections. The speedometer pointer is
driven by the stepping motor. When disconnecting and reconnecting the speedome- ter coupler,
make sure to turn OFF the ignition switch, or electronic parts may get damaged. Do not attempt
to disassemble the tachometer unit 2. Also, other LED lights Neutral indicator light, High-beam

indicator light and Turn signal indicator light can be checked by depending on each switch
position. When connecting and disconnecting the engine cool- ant temperature sensor lead wire
coupler, make sure to turn OFF the ignition switch, or electronic parts may get damaged. The
bulb bulb should come on after one minutes if the switch is in good condition. Page The highest
voltage reading in this test will be the same as that of battery 12 V. If the turn signal light does
not illuminate, inspect the bulb, turn signal switch and circuit connection. Never remove the
container from the battery. If any signs of cracking or electrolyte leakage from the sides of the
battery have occurred, replace the battery with a new one. If the battery terminals are found to
be coated with rust or an acidic white powdery substance, clean the battery terminals with
sandpaper. Tappet clearance out of adjustment Adjust. Worn valve guides or poor seating of
valves Repair or replace. Poor seating of valves Replace or repair. Defective valve guides
Replace. Worn down camshafts Replace. Too wide spark plug gaps Adjust or replace. Too large
tappet clearance Adjust. Weakened or broken valve springs Replace. Worn tappet or cam
surface Replace. Worn and burnt camshaft journal Replace. Weakened valve springs Replace.
Worn camshafts Replace. Valve timing out of adjustment Adjust. Too narrow spark plug gaps
Adjust. Loss of tappet clearance Adjust. Worn piston rings or cylinders Replace. Heavy carbon
deposit on piston crowns Clean. Not enough oil in the engine Add oil. Defective oil pump or
clogged oil circuit Replace or clean. Not enough engine coolant Add coolant. Radiator core
clogged with dirt or scale Clean. Faulty cooling fan Repair or replace. Defective cooling fan
relay, or open- or short- Repair or replace. Overtightened steering stem nut Adjust. Broken
bearing in steering stem Replace. Distorted steering stem Replace. Not enough pressure in tires
Adjust. Wobbly handlebars 1. Loss of balance between right and left front forks Adjust. Oil level
too low Refill. Check oil jet. Drive and driven bevel gears damaged or worn Replace. Defective
ignition coils Replace. Defective spark plugs Replace. Defective CKP sensor Replace. Defective
ECM Replace. Cracked battery case Replace the battery. Battery has been left in a run-down
condition for Replace the battery. Page Fuel Tank Capacity Front fork oil level without spring,
inner tube fully â€” 5. Clamp Keep the clearance between wiring harness and fuel tank and
frame. Pass the throttle cables behind the right handlebar switch lead wire and brake switch
coupler. Tighten the hose guide bolt after positioning the stopper of 2 Reservoir hose guide to
the swingarm. White mark Face the tip of clip to the backward. Red mark Oil cooler Yellow mark
Clamp Fix the right and left rear turn signal light lead wires Connect the license light and left
rear turn and license light lead wire with clamp. This fuel injection system is precision designed,
manufactured and adjusted to comply with the applicable emission limits. Blow-by gas in the
engine is constantly drawn into the crankcase, which is returned to the combus- tion chamber
through the PCV breather hose, air cleaner and throttle body. The removal or rendering
inoperative by any person, other than for purposes of maintenance, repair or replacement, of
any device or element of design incorporated into any new vehicle for the purpose of noise
control prior to its sale or delivery to the ultimate purchaser or while it is in use, or 2. Page
Prepared by January, Part No. Page Printed in Japan Page Federal law requires that ALL
vehicles affected by a safety recall campaign be corrected prior to sale or lease to a customer.
You must verify this on the Suzuki "Certificate of Vehicle Pre- Delivery" form , which is to be
completed for all new and used vehicle sales. Store the motorcycle in an area away from any
flame or ignition sources. NOTE: The fuel delivery pipe assembly can be removed from the
throttle body without removing the throttle body assembly from the motorcycle. Page Only your
conscientious action at the dealership level can lead to a successful campaign conclusion.
Please extend Suzuki's apologies for any inconvenience this recall campaign may cause them.
Refer to page 7 for detailed information regarding Customer Reimbursement. Page Vehicle
Safety Act. What is the reason for this notice? Page Vehicle Identification Number ready when
calling. If you believe that 1 Suzuki or your Suzuki dealer has failed to or is unable to perform
the recall service without charge, or 2 Suzuki has failed to or is unable to perform the recall This
manual is also suitable for: Vzr Print page 1 Print document pages. Cancel Delete. Sign In OR.
Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL. Skip
to main content of results for "suzuki carburetor". Skip to main search results. Eligible for Free
Shipping. Customer Review. From Our Brands. Packaging Option. New Arrivals. International
Shipping. Filter results by your vehicle:. Enter a new vehicle to add it to Your Garage and filter
the results below. Enter a new vehicle. Get it as soon as Sat, Feb Only 12 left in stock - order
soon. In stock on April 6, Only 17 left in stock - order soon. FREE Shipping. Only 7 left in stock order soon. Only 1 left in stock - order soon. Only 10 left in stock - order soon. Only 18 left in
stock - order soon. Only 3 left in stock - order soon. N
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eed help? Visit the help section or contact us. Go back to filtering menu. There's a problem
loading this menu right now. Learn more about Amazon Prime. Get free delivery with Amazon
Prime. Back to top. Get to Know Us. Amazon Payment Products. English Choose a language for
shopping. Amazon Music Stream millions of songs. Amazon Advertising Find, attract, and
engage customers. Amazon Drive Cloud storage from Amazon. Alexa Actionable Analytics for
the Web. Sell on Amazon Start a Selling Account. AmazonGlobal Ship Orders Internationally.
Amazon Rapids Fun stories for kids on the go. ComiXology Thousands of Digital Comics.
DPReview Digital Photography. East Dane Designer Men's Fashion. Shopbop Designer Fashion
Brands. Deals and Shenanigans. Ring Smart Home Security Systems. Amazon Subscription
Boxes Top subscription boxes â€” right to your door. PillPack Pharmacy Simplified. Amazon
Renewed Like-new products you can trust. Amazon Second Chance Pass it on, trade it in, give it
a second life.

